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STANDAARD BOUVERORDENINGE. STANDARD BUILDING BY-LAWS.

1

Die Administrateur publiseer hierby ingevolge artikel The Administrator hereby, in terms of section 96bis(1)

96bis (1) van die Ordonnarisie op Plaaslike Bestuur, 1939, of the Local Government Ordinance, 1939, publishes the

die standaardverordeninge
1

hierna uiteengesit, wat .deur standard by-laws set forth hereinafter, which have been

horn ingevolge genoemde artikel opgestel is.
•

made by him in terms of the said section.
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5 Toegang tot Onderverdeling 5 Access to Subdivisions
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18 Straatuitstelcke 18 Street Projections

19 Kleure op Planne 19 Colours on Plans

20 Materiaal van Planne 20 Material of Plans

21 Klein Verbouings van Geboue 21 Small Alterations to Buildings

22 Tydelike Geboue 22 Temporary Buildings
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be Painted

32 Herstel van Geboue
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88 Hol Mure 88 Hollow Walls

89 Beperking op Timmerhout in Mum 89 Timber in Walls Restricted
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•

HOOFSTUK VIII. CHAPTER VIII.

BRANDBESTANDE GEBOUE. FIRE-RESISTING BUILDINGS.

92 Openbare Geboue waarop bepalings nie betrek- 92 Public Buildings •Not Affected
king het nie

.93 ., Garages Incorporated in .Buildings
93 Motorhuise wat Deel van Geboue Uitmaak

94 Garages in Basement Storeys
94 Motorhuise in Kelderverdiepings

95 Lift and Stair Wells and Lifts in High Buildings
95

GeHyboueserskagte
en Traphuise en Hysers in Hoe

96 'Entirely Fire-resisting Buildings

96 Geboue wat Geheel en al Brandlbestand is 97 Fire-protection of Steel •
97 Brandbeveiliging van Staal 98 Fire-resisting Roofs

98 Brandbestande Dakke 99 Openings in Fire-resisting Floors •

99 Openinge in Brandbestande Vloere 100 Openings in Fire-resisting Buildings ,

100 Openinge in Brandbestande Geboue

CHAPTER IX.
•

HOOFSTUK IX.
STAIRS, ROOFS, FIRE ESCAPE STAIRS,
LIFTS, FLOORS, CHIMNEYS, LIGHTING

TRAPPE, DAKKE, BRANDTRAPPE, •

AND HEATING APPARATUS AND FIRE
HYSERS, VLOERE, SKOORSTENE, VER- APPLIANCES.
LIGTINGS- EN VERWARMINGSAPPARAAT
EN BLUSTOESTELLE.

101 Stairs
101 Trappe

102 Winder Steps
102 Draaitree

103 Stair: Street to Basement Storeys
103 Trap: Van Straat tot Kelderverdieping

104 Balustrades and Parapets
104 Balustrades en Borswerings

105 Method of Measuring Stairs
105 Metode om Trappe to Meet• 106 Stairs in Large Buildings "

106 Trappe in Groot Geboue
107 Fire Escape Stairs

107 Brandtrappe • '
108 Fire Escape Landings and Access

. .108 Brandbordesse en Toegang -

109 Notices of Fire Escape Stairs
•109 Kennisgewings van Brandtrappe

110 Fire Escape Stairs to Dwellings
110 Brandtrappe by Woonhuise

• 111 Factory Fire Escape Stairs
111 Fabrieksbrandtrappe

112 Stable Escape Doors
112 Nooddeure in Stable

113 Fire Escape Stails and 'Stairs of Existing Build-
113 Brandtrappe en Trappe van Bestaande Geboue ings .

•114 Winkels, Vertrekke, Uitgange 114 Shops, Rooms,.Exits

115 Skerms onder Hysermasjinerie 115 Screens Under Lift Machinery
116 Hyserskagte se Onder- en Bo-ente 116 Lift Shaft Bottom and Top Clearance

117 Hyserskagskutte 117 Lift Shaft Guards

118 Dikte van Houtwerk: Dakke, Balke en Vloere 118 _ . Timber Thickness: .Roofs, Joists, and Floors
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120 Drastukke 120 Templates
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122 .Ente van Pale
.

. • • • • :122 Ends of Posts

123 Vloerligte• . •
• ' • 123 Floor Lighti

124 Toegang tot Brandbestande Dakke - .. 124 Access to Fire-resisting Roofs
I

125 Beskerming van Dakligte 125 Protection of Skylights
.

126 Skoorstene
'

126 Chimneys

127 Skoorsteenopening •

•
•

. .. - • .. 127 Chimney Opening

128 Skobrsteenborste
' - '

128
'

Chimney Breasts

129 Bokant. van Rookgang . •
- 129 Upper Side of Flue

130 Skoorsteenskagte ' "
.

• '
130 Chimney Shafts

131 Ysterklemme in Skoorstene •
• . 131 Iron Holdfasts in Chimneys

132 Houtwerk Digby Rookgange 132 Timber near Flues

133 Herde
• ' '

133 Hearths

134 Hoe Skoorstefie
1

• ._

.
134 High Chimneys

135 Skoorstene van Gietery • . . 135 Foundry Chimneys

136 Warmwater- of Stoomkype .
' ' 136 Hot Water or Steam Pipes

137 Kennisgewing insake'VerWanniniKaPparaat ea 137 Notice re Heating Apparatus and Ranges
Stowe

138 Wood Floors under Boiler Prohibited
138 Houtvloere onder Stoomkeiels Verbode'

139 Separation of Boilers from Construction
139 Skeiding van

StooMketels
van Konstrulcsie

' '

140 Ranges not .to be near Combustible Material. .

140 Stowe mag Me igby Brandbare Mat:iaal 141 Stop Cocks on Supply Pipeswees nie

141 Afsluitkrane aan Toovoerpype 142 Water and Gas Piping in Joists
•

142 Water en Gaspype in Vloerbalke 143 Gas Brackets
•

•

143 Gasarms 144 Fire Engine Connection
. .

144 Brandweerwaverbinding 145 Chemical Fire Extinguishers

145 Chemiese Brandblussers 146 Inspection of Appliances
•

146 Inspeksie van Toestelle 147 Water Tanks for High Buildings

147 Watertenks vir Ha Geboue
'

148 Fire Lift•

148 Brandhyser
•

149 Sprinklers in High Buildings
149 Sprinkelblussers in Ha Geboue

• '

- • .- 150 Hydraulic Hose Reels
150

•• Hidrouliese Slangtolle
•

..

•
. CHAPTER X.

HOOFSTUK X.

1

•
- OPEN SPACE, VENTILATION, LIGHTING

OOP RUIMTE, VENTILASTE, VERLIG- AND SANITARY ARRANGEMENTS.
TINGS- EN SANITERE INRIGTINGS.

151 Ingange
i

I
• 151 Entrances

152 Oop Voorruimte 152 Open Front Space

153 Getal Woonhuise
1

153 Number of Dwellings

154 Oop Agter- of Syruiinte 154 Open Rear or Side Space
1

155 Oop Ruimte aan Agterkant Vereis 155 Open Space Required at Rear

156 Verbouings aan Geboue 156 Alterations to Buildings
157 Oop Ruimtes van Winkels en Vertrekke

157 Shops and Rooms: Open Space
158 Openbare Geboue: Oop Ruimte

.
• 158 Public Buildings: Open Space

159 Ruimte moet aan Gelbou Behoort en moet Vry
wees 159 Space to Belong to Buildings and to be Free

I
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160 Geboue onder Verskillende Masse: Oop Ruimte 160 Buildings under Various Classes: Open Space

161 Kelderverdieping: Oop Ruimte 161 Basement Storey: Open Space

162 Kelders: Bewoning van 162 Occupation of Cellars

163 Toegang tot Oop Ruimte 163 Access to Open Space

164 Onderverdeling van Eiendom: Oop Ruimte 164 Subdivision of Property: Open Space

165 Ventilasie van Vloere 165 Ventilation of Floors

166 Hoogte van Bewoonbare Vertrekke in Dak 166 Height of Habitable Rooms in Roof

167 Minimum Oppervlakte en Hoogte van Vertrekke 167 Minimum Area and Height of Rooms

168 Vertrek: Minimumafmetings 168 Room: Minimum Dimensions

169 Hoogte van Fabrieke 169 Height of Factories

170 Grootte van Kombuise 170 Sizes of Kitchens

171 Kruisventilasie 171 Cross Ventilation

172 Katatermometerstandaard 172 Kata Thermometer Standard

173 Ventilasie van Openbare Geboue 173 Ventilation of Public Buildings
174 Ventilasie in Kerke 174 Ventilation in Churches
175 Kunsmatige Ventilasie 175 Artificial Ventilation
176 Buisventilasie 176 Tube Ventilation
177 Kruisventilasie: Ander Geboue 177 Cross Ventilation: Other Buildings
178 Verandering in Gebruik van Vertrekke 178 Change in use of Rooms
179 HigiEniese Afsondering van Geboue 179 Hygienic Separation of Buildings
180 Vloere van Klosette 180 Floors of Closets
181 1Coeistalle 181 Cow-sheds

182 Stalls 182 Stables
183 Klosette vir Mans en Vrouens 183 Closets for Males and Females
184 Klosetvenster

184 Closet Windows
185 Klosetontlugters

'185 Closet Vents
1186 Groottes van Klosette

186 Closet Sizes
187 Klappe vir Klosette

187 Closet Flaps
188 Klosette: Waar dit Verbode is

188 Closets: Where Prohibited
189 Klosette vir Nie-Blanker

189 Closets for Non-Whites •
190 Klosette: Afstand van Bewoonbare Vertrekke of

190 Closets: Distance from Habitable Rooms
191 Klosette: Afskerming

191 Closets: Screening
192 Hoogte van Bril in Emmerkloset

192 Pail Closets: Height of Seat and Size of Flap
193 Klosetklimmers Door
194 Afskeiding van Klosette en Urinaalkamers 193 Separation of Water-closets and Urinal Chamber
195 Kloset vir Bediendes 195 Closets for Servants

196 Aantal Geriewe 196 Number of Conveniences

197 Kiosetvloere 197 Closet Floors

198 Plavei van Agterplase en Sanitore Gange 198 Paving of Yards and Sanitary Passages

199 Vensterventilasie van Vertrekke 199 Window Ventilation of Rooms

200 Glasskerms in Kantore 200 Glass Screens in Offices
201 Hoogte van Vensters Bokant Vloer 201 Height of Windows Above Floor

202 Vensters moet op Oop Ruimte Uitsien 202 Windows to Face Open Space

203 Glas in Vensters 203 Glass in Windows

204 Vensters meet Oopgemaak kan word 204 Windows to Open

205 Oop en Omslote Howe 205 Open and Closed Courts
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HOOFSTUK XI. CHAPTER XI.

UITSTEKKE VAN( GEBOUE, VERANDAS, PROJECTIONS FROM BUILDINGS, VER-
BALKONNE, TEKENS EN SYPAADJIE- ' ANDAHS, BALCONIES, SIGNS AND PAVE.
LIGTE. MENT LIGHTS.

206 Toestemming
wood

Vereis 206 Permission Required

207 Sypaadjie, Rand een of Geut moet Gemaak 207 Pavement, Kerb or Gutter to be Made
word

208 Rules for Construction of Projections
208 Reels vir die Bou van Uitstekke

" '

209 Columns
209 Kolorame

210 Balconies and Bay Windows
210 Balkonne en Erkers

211 Plinths, Pilasters, Corbels and Cornices
211 Plinte, Muutpilar, karbele en Kroo filyste

212 Verandahs around Comers
212 Verandas om Hoeke

213 Pavement Openings• •

213 Sypaadjie-opening
214 Maintenance, Removal and Tenancy of Street

214 Onderhoud, Verwydering en Besit van Straat- Projections
uitstekke •

215 Paving of Footways or Pavements to Projections
215 Piave! van Looppaaie of Sypaadjies na Uitstekke

216 Cat-Heads, Cranes and Platforms
216 Kraanbalke, Hyskrane en Platforms

217 Slab Footways or Pavements
217 Bladlooppaaie ofpypaadjies 218 Planting on Footways and Sidewalks
218 Beplanting van Looppaaie en Sypaadjies

219 Obstruction of Streets and Sidewalks
219 Versperring van Strate en Sypaadjies

,
220 I Brae oor Straatgetite - '

• •

220 Street Gutter Bridges

221 Boundary Wall, Hoardings and Fences over
221 Grensmure, Skuttings en Heinings hoer as 1,8 m 1,8 m
222 Pale in verband met Draadloos 222 Wireless Masts

HOOFSTUK XII.
CHAPTER XII.

TEKENS EN SKUTTI/4GS. •

223 Aansoeke ten opsigte van Tekens
SIGNS AND HOARDINGS.

224 Woordomskrywing 223 Application for Signs

225 Bevestiging van Tekens en Skuttings 224 Definitions

226 Advertensietekens en Skuttings moet Gelisensleer 225 Fixing of Signs and Hoardings
wees 226 Advertising Signs and Hoardings to be Licensed

227 Verbode Tokens
227 Prohibited Signs

228 Tekens wat onder Verandas oor Strate Hang 228 Hanging Signs under Verandahs over Streets
229 Tekens op Verando oor Strate

229 Signs on Verandahs over Streets
230 Tekens wat Uitsteek 230 Projecting Signs
231 Tekens Plat Teen Geboue '

231 Signs Flat on Buildings
232 Kimtekens 232 Sky-signs
233 Hanglampe en -1doike

233 Hanging Lamps and Clocks
234 Sonbiindings 234 Suniblinds
235 Aanplak van Biljette en Skuttings 235 Bill Postings and Hoardings
226 Versierings Tydens Openbare Vreugdebetonings 236 Decorations During Public Rejoicings
237 Vertoonlcaste

.
'

237 Show Cases
238 Tekens mag nie aan Verandakolomrne Bevestig

word nie 238 Signs not to be fixed to Verandah Columns

239 Tekens wat as Besit ter Bede Beskou word
' 239 Signs Regarded as Tenancies

240 Plakkate 240 Posters
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HOOFSTUK XIIL CHAPTER XIII.

HEININGS EN SKUTTINGS VIR DIE BE- FENCES AND HOARDINGS FOR PROTEC-

SKERMING VAN DIE PUBLIEK: GEVAAR- ' TION OF. THE PUBLIC DANGEROUS
LIKE GEBOUE. BUILDINGS.

241 Beskerming van Uitgrawings
241 Excavation Safegtiards

242 Permit vir Skutting op Looppad
242 Permit to Hoard in Footway

243 Voorgeskrewe Wydte van Skuttings
243 Prescribed Width of Hoardings

244 Digte Skuttings
244 Close Hoardings

245 Hoekskuttings
245 Corner Hoardings

246 Skuttingsingange
246 Hoarding Entrances

247 Versperring van Brandkrane
247 Obstructing Fire Hydrants

248 Tydelike Looppaaie
248 Temporary Footways ..

249 Ligte op Skuttings
249 Lights on Hoardings

250 Geut moet Onbelemmerd Gehou word
250 Gutter to be Kept Clear

251 Verwydering van Skuttings •251 Removal of Hoardings
252 Beskadiging van Rande en Plaveisel

252 Damage to 'Kerbing and. Paying'
253 Raad kan Skuttings Verwyder

253 Council may Remove Hoardings -

254 Skuttings: Spesiale Konstruksie
254 Hoardings: Special Construction

255 Deposito's vir Beskadiging van die Looppad

256 Verwydering van Skuttings wat Sender Permit
255 Deposits for Footway Damage

Opgerig is 256 Removal of Hoardings Fixed Without Permit

257 Plank-afdak, Dak of Steier our Sypaadjies 257 Planked Shed, Roof or Gantry Over Sidewalks

258 Trapgate en Vloerbevestiging Tydens Oprigting 258 Well Holes and Fixing Floors During Erection

259 Steierwerk 259 Scaffolding

260 Skoonmaak van Hooggeled Vensters 260 Cleaning of High-Up Windows

261 Veiligheidsaanwysers aan Hyskrane 261 Safety Indicators for Cranes

262 Bouvallige en Gevaarlike Geboue 262 Ruinous and Dangerous Buildings ,

263 Toesig oar Werk deur Eienaar Verwaarloos 263 Supervision of Work Neglected by Owner
,

HOOFSTUK XIV. CHAPTER XIV.
410

OPENBARE GEBOUE EN PLEKKE VAN PUBLIC BUILDINGS AND PLACES OF
SAMEKOMS. ASSEMBLAGE.

264 Sertifikaat vir Openbare Geboue 264 Certificate for Public Buildings
265 Inrigting van Openbare Geboue 265 Arrangement of Public Buildings

266 Openbare Byeenkomste 266 Public Assemblages

267 Oppervlakte per Persona 267 Area per Person

268 Openbare Geboue: Mure 268 Public Buildings: Walls

269 Openbare Geboue op Myneiendom 269 Public Building on Mining Land

270 Brandafsondering van Openbare Geboue 270 Fire Separation of Public Buildings

271 Geboue onder of oor Teaters 271 Buildings Under or Over Theatres

272 Beskerming van Metaalwerk 272
Protection of Metal Work:

273 Brandafsondering van Teaters 273 Fire Separation of Theatres

274 Vloere en Skuinste Daarvan 274 Floors and Slope Thereof

275 Trapry nie Afsonderlik nie 275 Tier not Separate

276 Hoogte van Galerye • 276 Height of Galleries
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I

277 Wydte van Beukpaadjies• . . .' •
- 277 Width of Aisles -

• . ."

278 Beukpaadjies riloet Wyer. Gemaak word . 278 Widening of Aisles
I

.

279 Deurgang Rondlom Gehoorsaal .1
"

• 279 Gangway Around Auditorium - •

I 280 Vloer van Parterre _. ' '
280 Pit Floor t

•

281 Trappe: Openbal re Geboue - ; • 281 Stairs: Public Buildings
;•..

282 Gange en Trap le: Wydte 282 Corridors and Stairs: Width

283 , Wye Trappe , 283 , Wide Stairs

284 Beplanning van Voorportale ••"'
'

284 Planning of Vestibules. . ; :: r; •
'

285 Prosceniutamuur •
. .

'•••
...•‘ .

'
; : -.; . • 285 Proscenium Wall . .

' — •-.. .... 7 ,

f'286 .. Rook Agter Proscenium' . •
1

•

286. Smoking behind Proscenium. •

.1
287 Prosceniumverstering 287 Proscenium Decoration .• " '

I

• :: •
. . ; • . .

288 Prosceniumdeure 288'''•• Troscenium'Ddors • - r,, , . c • :

I

'
289. Brandbestancie AantrekkamerS );289' .:Fire-Resisting Dressing 'Rooms . .. ;

290 Aantrekkainers:1 AfsOriderlik
'

290 Dressing Rooms: Separate . . . .
•

291 Veritabgruimte: Hoogte 291 Stage Room: Height ' ' '
. •• •

•

292 Dak van Verhoog: Konstruksie 292 Stage Roof. Construction
'

. i .. ' . .

293 Ventilisip van Verhoog 293 Stage•Ventilatien ...
'

294 Toneelopbergruimte en Vliegwerlte 294 Scene Deck and Flies! '':• .

295 Ventilaile•openinge 295 Vent Openings 'r ' •
.

'. . ... .i t • ,

,
- ' •

296 Deure 't "P '

296 Doors

297 Slotte en Grendels
•

.
• 297 Door Locks and Bolts ,

.• .
•

; .
• •

298 Vouhekke 1 ; i ;:
. • :; • 298 Collapsible Gates ; .: ,:,,

1

299 Uitgangsdeure
. ,' .

•': '..
• ..... • .

'

299 Exit Doors

300
Afso\nderlike Uitgange vir Elke'Vlak

300 Separate.Exits, for Each Level. . •

301 Uitgrnge •
. Wi . ..Exits,,. ; :. : . . „ ': .: . ; ..

302. • .: Detirgge moeVOn
-
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•
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.
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'
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307 Kunsmatige Verligting 307 Artificial Lighting
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.
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..
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319 Pype: Materiaal .. • . 319 Pipes: Material „
. .

320 Illumineenbrandligte ,

-
.

• 320 Illuminating Fires
1

321 Brandvoerskrifte - 321 f Fire Directipth .. .
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322 Verlof vir Veranderinge 322 Pegmission for Changes
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324 Amptelike Inspeksies 324 Official Inspections

325 Wysiging van Vereistes 325 Modifying Requirements

326 Oortredings en Boetes 326 Offences and Penalties

HOOFSTUK XV. CHAPTER XV.

KINEMATORGRAAFSALE, PROJEKSIES CINEMATOGRAPH HALLS, PROJECTIONS
EN OPERATEURS. AND OPERATORS.

327 Sertifikate Noodsaaklik 327 Certificate Necessary

328 Kinematografie in Brandbare Oeboue Belet 328 Cinematography Prohibited in Combustible

329 Uitgange moet Vry weer Buildings

330 Konstruksie van 11ydelilce Operateurslokale
329 Exits to be Clear

330 Construction of Temporary Operating Chambers
331 Konstruksie van Permanence Operateurslokale

332 Afmetings van Operateurslokale
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332 Dimensions of Operating Chambers •

334 Meubels in Operateurslokalo
333 Doors of Operating Chambers

335 Operateurslokale Binne die Gehoorsaal 334 Furniture for Operating Chambers

336 Ventilasie van Operateurslokale
335 Operating Chambers Within the Auditorium

336 Ventilation of Operating Chambers
337 Ontkoming uit Operateurslokaal

338 Openings vir Pype
337 'Escape from Operating Chamber

338 Openings for Pipes
339 Projelcsie- openinge

340 Kinematogmafprojektors
339 Projection Openings

341 Operateurslokale
340 Cinematograph Projectors

342 Verantwoordelikheid van Lisensiehouer
341 Operating Chambers

343 Gayalle waar Operateurslokale nie Vereis word
342 Responsibility of Licensee

nie 343 Cases in which Operating Chambers are not

344 Buitelokale Ingesluit
Required

345 Verbouings Sander Toestemming Belet
344 Outside Chambers Included

346 Aan nuwe Verordeninge moet Voldoen word
345 Alterations Prohibited Without Permission •

347 Beskerming van !Cabels
346 New By-laws to be Complied with

348 Isolators
347 Protection of Cables

349 Lantern
348 Insulators
349 Lantern

350 Voorsorgnmatreels in verband met Films 350 Precautions for Films
351 Elektriese Verligting 351 Electric Illumination
352 Reels vir Bedrading 352 Rules for Wiring

353 Kennisgewings Vereis 353 Notices Required
354 Skakelaars en Sekerings 354 Switches and Fuses
355 Posisie van Miniatuurprojektors 355 Position of Miniature Projectors
356 Boete 356 Penalty
357 Kinematograafoperateurslisensie meet verkry 357 Cinematograph Operator's Licence to be

word Obtained
358 Eksamen 358 Examination
359 Omvang van Eksamen 359 Extent of Examination
360 Register moet Geteken word 360 Register to be Signed
361 Lisensiegeld 361 Licence Fee

362 Lisensie moet Getoon Word 362 Licence to be Produced
363 Opskorting of Kansellering van Lisensie 363 Suspension or Cancellation of Licence
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HOOFSTUK XVI.. CHAPTER XVI.
_

I

•

GELDE, HLT1JRGELDE, DEPOSITO'S EN
. . . .

.

-
RENTALS, CHARGES,' DEPOSITS AND PE-

BOETES: ALGEMENE BEPAU1NGS. NALTIES: GENERAL PROVISIONS.
364 Betaling van Gelde en Deposito's 364 Payment of Charges and Deposits
365 Gelde vir Spesi1ale Dienste 365 Charges for Special Services

366 Ekstra Gelde vir Nuwe Voorstelle 366 Extra Charges on New Proposals
367 Algemene Boetesi 367 General Penalties

.

&YLAE 1. . SCHEDULE 1.

AANSTELL1NG VAN TOESIGHOUDENDE APPOINTMENT OF SUPERVISING ENGI-
INGENIEUR. NEER.

. .
,

BYLAE 2. SCHEDULE 2.
I

.
.

GELDE BETAALBAAR INGEVOLGE HIER- CHARGES PAYABLE . IN . TERMS OF
• DIE VERORDENINGE. . THESE BY-LAWS. ..

•

. .
. ,

HOOFSTUK I. : CHAPTER I.
I

.

i
• '

Woordomskrywing. . Definitions.
. • . .

1. In these by- laws, unless the context, otherwise in-
1. In hierdie verordeninge, tensy dit nit die samehang

anders blyk, beteken— dicates.—

"afskorting" enige vertikale binnestruktuur wat slegs "architect" limns a person registered as a member of
met die doel gebruik word om enige verdieping van 'n the Institute of South African Architects in terms of
gebou in afdelings te onderverdeel, en wat geen las be- the Architects' Act, 1970 (Act 35 of 1970). or. any

halwe sy ele massa steun nie; amendment thereof;
•

. "argitek" iemand wat ingevolge die Wet op Argitekte, "area" as applied to a building, means the superficies
1970 (Wet 35 van 1970), of enige wysiging daarvan, as Of a horizontal section thereof, made at the..plane of its
'n lid van die Instituut van Suid-Afrikaanse Argitekte greatest surface, inclusive of the. external walls, and such
geregistreer is; portions .of the party walls as belong to the building;

"balkon" enige oprigting soortgelyk aan 'n veranda "balcony" means any erection similar to a verandah
voor enige verdieping op 'n hoer vlak, hetsy onder dak in front of 'any storey at' a higher level, whether roofed
al dan nie; or not;

"bewoonbare vertrek" of 'n vertrek waarop die woord `sbaSe" as applied to a wall. means the underside of
"bewoonbaar" betrekking het, 'n vertrek wat gebrufic that part of the wall which immediately rests upon the
word of ontwerp, gebou, ingerig of bedoel is cm deur footings or foundations, or upon any bressomer or other
mense bewoon te word, met inbegrip van 'n woonkamer structure by which such wall is carried;
of werkkazner en winkels, wekwinkels - en kantore, man "basement storey" or "cellar" means any storey of a
sluit nie 'n badkamer of afskortingsvertrekke in 'n gebou building which is under the ground storey;
van die fabrieksklas in nie;

1 "bressomer" means and includes any wooden or rein-
"boonste verdieping" die boogste verdieping in 'n ge- forced concrete beam or any metallic girder which carries

bou, ongeag of dit heeltemal of gedeeltelik in die dak a. 11;
ingebou is al dan nie, en ongeag of dit vir bewoning
deur mense gebruik word of daarvoor gebou of ingerig "builder" means the person who is employed to build
is al dan nie; or to execute work on a building or structure; or, where

"boner" die persoon wat in diens geneem is om 'n no person is so employed, the owner of the building or
structure;

gebou of struktuur op te rig of om werk daaraan uit . -

to voer; of, indien niemand aldus in diens geneem is the, "building of the domestic class" means any building
die eienaar van die gebou of struktuur; . for human occupation or domestic purposes, including

"brandbestand" wat met verwysing na enige materiaal
outbuildings or dwellings, hospitals, schools, studios and
stables;

gebruik word, die volgende: — -

"building of the factory class" or "factory" has the
(a) Yster- en staalkolomme, leers of muurraamwerk same meaning as defined in the Factories Act;

wanneer dit in sethent, beton of ander materiaal
wat brandbestand verklaar is, omhul is; "building of the office class" means any building

(b) goedgekeurde beton, wat uit Portlandsement, 'clip-
used for offices;

slag, baksteen, puimsteen, spaanders of ballas, ge- "building of the warehouse class" means and includes
wapende beton en asbesplate bestaan; any building used for the sale, storage or manufacture
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(c) in die geval van trappe, tansy anders voorgeskryf, of merchandise, including pumping stations, light and
goedgekeurde hardehout met loopstukke en trap- power houses, markets and any other building exceeding
borne wat ten minste 50 mm dik is, en aan die 4 500 ms in cubic content and which is neither a public
onderkant met materiaal wat brandbestand verklaar building nor a domestic building;
is, beskerm word;

"civil engineer" means a professional engineer re-

(d) goedgekeurde hardehbut, tensy anders voorgeskryf, gistered as such in terms of the Professional Engineers
wanneer dit vir balke of pale of in verbinding met Act, 1968 (Act 81 of 1968), or any amendment thereof,
yster of steal gebruik word, waar sodanige yster of and who is a corporate member or has the academic
staal (indien dit aanwesig is) deur pleister of 'n qualifications and practical experience necessary for
ander onbrandbare of nie-geleidende buitelaag wat corporate membership of the South African Institution
ten minste 50 mm dik is, beskerm word; of Civil Engineers or is a corporate member of the

(e) in die geval van vloere, steen, tees, terra-cotta of Institution of Civil Engineers (London) or the Institution
beton, wat ten minste 102 mm dik is, in vethinding of Structural Engineers (London);

met yster of staal; gewapende beton wat ten minste "council" means the city council, town council, village
100 ,mm dik is; council or health committee established in terms of the

(f) in die geval van dakke, steen, betion, terra-cotta of Local Government Ordinance, 1939, or the Transvaal
gewapende beton en plaatmetale; Board for Development of Peri-Urban Areas established

in terms of the Transvaal Board for the Development
(g) in die geval van binnemure, beton, terra-cotta, of Peri-Urban Areas Ordinance, 1943, which has adopted

baksteenwerk, gewapende beton of ander soortgelyke these by-laws in terms of the Local Government Ordi-
goedgekeurde onbrandbare materiaal, wat ten minste nance, 1939, and includes the management committee
102 mm dik is; of such council or any officer in the service of such

(h) in die geval van beglasing vir trek-en-rookuit- council, acting by virtue of any power vested in such

sluitende deure asook in die geval van beglasing vir council in connection with these by-laws and delegated

binnevensters, boligte of afskortings en openinge in to him in terms of section 58 of the Local Government
hyserskagte of traphuise soos in artikel 95 beskryf, (Administration and Elections) Ordinance, 1960, or sec-

of wat ingevolge die artikel vereis word, een tion 2Ibis of the Transvaal Board for the Development

draadglaslaag, wat ten minste 6 mm dik is, in 'n of Peri-Mban Areas Ordinance, 1943;

houtkraallys wat met metaalskroewe aan style en ‘.cross wall" means a wall built into another wall to
relings van deure bevestig is en in panele van the full height thereof and at a horizontal angle of nothoogstens 750 mm by 600 mm; less than sixty degrees therewith;

(i) in die geval van deuce— "cubic content" as applied to the measurements of a
(1) deure van smeeyster of staalplaat wat ten minste building, means the space contained within the external

6 mm dik is, met style en relings aan voorvlak surface of its walls and roof' and the upper surface of
• . van pleat, wat ten minste 75 mm by 6 mm is, the floor of its lowest storey;

wat die deur in panele verdeel van hoogstens
750 mm by 1 050 mm wat aan lcramskarmere "curtilage" means the whole of the area of the ground
of spills van smeeyster hang, in die muur Inge- within the boundaries of the stand forming the site of
bou en aan die bokant en onderkant van boute any building or proposed building;
voorsien; of "draught-and-smoke-excluding-door" means a door

•
' (ii) metaalbedekte deuce wat uit bewerkte tong- en constructed either of wood not less than 45 mm in

groefplanke wat mekaar reghoekig kruis, be- thickness, or of any other approved material of at least'
.

staan, vasgespyker met geklinkte smeeyster- equal, fire-resisting qualities, and which is provided with
spykers, sonder versonke panele, en geheel en selfclosing devices so that when released, after it has

al bedek met vertinde staal- of ysterplate van been opened, the door shall automatically return to and

ten minste 0,5 mm tot 'n grootte van hoogstens remain in a closed position;
350 min by 500 mm, met behoorlike felsnate, "dwelling unit" means a room or a suite of two or
ten minste 10 mm wyd, die karate van die deure more rooms designed or intended for use by an indivi-
bedek met plate wat minstens 50 mm aan elke dual or family in which facilities are provided forvlak omgebuig is. Die plate moet stewig aan die cooking or the installation of cooking equipment;
deuce bevestig wees met skroewe of weerhaak-

.
• spykers ten minste 20 mm lank. Die dikte van "engineer" and "council's engineer" means the person

sodanige deure moet ten minste soos volg from time to time holding the said appointment or acting
wees: — in the said capacity in connection with the municipality;

Vir openinge — "mitemal wall' means the outer wall or vertical en-

tot op 2,5,m2: 45 mm; closure of any building, not being a party wall, even

tot op 3,25 m2: 65 mm; though adjoining a wall of another building;
weer as 3,25 m': 90 mm.

"Factories Act" means the Factories, Machinery and
Alle sluitings, skarniere of boute moat dwars- Building Works Act, 1941 (Act 22 of 1941), as amended;
deur die deur vasgebout wees. Alle skarniere, '

kramme of muursluitings mod in die baksteen- "fire resisting" used with reference to any material
'

werk ingebou wees; of means the following: —

(iii) deure met yster- of staalraamwerk, opgevul met (a) Iron and steel columns, girders or wall framing when
beton tot 'n dikte van 75 mm, in die middel cased in cement, concrete or other declared fire-

gewapen met staalstawe van 10 mm aan relings resisting material; •
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en style van die deur bevestig. Branddeure I (b) approved concrete, composed of Portland cement,
met, indien hulle op skarniere en sonder broken stone, brick, pumice stone, clippings - or
oorslag is, in

i
bereide stneeysterrame bevestig I ballast, reinforced concrete and asbestos sheets;

wees met 'n 50 mm spanning wat regstreeks in
(c) in the case of staircases, unless otherwise prescribed,die balcsteenwerk ingebou of vasgesit is. In geen

approved hardwood with treads and stringers notgeval mag enige hovers, blokke, rame of ander
less than 50 mm thick, the underside being protectedmiddele van brandbare of maklik smeltbare

materiaal in verband met 'n branddeur gebruik by declared fire-resisting material;

word nie (behalwe 'n smeltbare skakel); (d) approved hardwood, unless otherwise prescribed,

(j) enige ander materiaal wat voldoen aan die Britse when used for beams or posts or in combination

Standaardspesifikasie No. 476, tesame met enige with iron or steel, the iron or steel (if any) being
protected by plastering or other non-combustible orbyvoegsels of wysigings daarvan;
non-conducting external coating, not less than 50 mm

(k) die term "meulkonstruksie" is op vlbere en plafonne in thickness;
van geboue of gedeeltes van geboue wat by die op-

rigting van meulens' gebruik word, van toepassing. (e) in the case of floors, bricks, tiles, terra -cotta or

Die struktuurdele wiat sodanige vloere en plafonne concrete, not less than 102 mm thick, in combination
with iron or steel; reinforced concrete not less thansteun, moet van brandvrye materiaal wees, waarop

beplanking wat ten minste 75 mm dik is met tong- 100 mm thick;
en groef- of met ander soortgelyke lasse, gelo moet (f) in the case of roofs, bricks, concrete, terra-cotta or
word; reinforced concrete and sheet metals;.

.

"brandmuur" 'n muur wat hoofsaaklik aangebring is (g) in the case of internal walls, concrete, terra-cotta,
met die doel om te verhoed dat brand van een struktuur brickwork, reinforced concrete or other similar ap-
na 'n ander, of van een gedeelte van 'n struktuur na proved non-combustible material not less than
'n ander versprei, en moet van Hip, stene, blokke, beton 102 mm thick;
of 'n ander soortgelYke gbedgekeurde harde en nie-brand-
bare materiaal wat ten minste 215 mm dik is, getiou (h) in the case of glazing for draught-and-smoke -ex-
word; eluding-doors as well as in the case of glazing to

internal windows, fanlights or partitions and open-
"breedte" soos op 'n straat van toepassing, die af- ins into lift shafts or stairs enclosure described in

meting reghoekig met en lussen die grenslyne van die or required by section 95, one thickness of wired
I

persele wat aan sodanige:straat grens asook aan teenoor- glass of not less than 6 mm in wood beading fixed
gestelde kante daarvan; I with metal screws to styles and rails of doors and in

"buitelug" of "opelugruimte" ruimte sonder dekking panels not exceeding 750 mm by 600 mm;

of sonder bograndse struktuur; (i) in the case of doors — . .

"buitemuur" die buitekantste muur of muur wat enige 0) doors of wrought iron or steel plate not less
gebou vertikaal omsluit behalwe 'n gemeenskaplike muur, than 6 mm thick, with styles and rails on face
selfs wannecr dit aan 'n muur van 'n ander gebou grens; of plate not less than 75 mm by 6 mm, dividing

"dwarsmuur" 'n muur wat in 'n ander muur tot op die door in panels not exceeding 750 mm by
voile hoogte daarvan en op 'n horisontale hoek van min- 1 050 mm hung, on wrought iron staple hinges

stens sestig grade daarmee ingebou is; or pivots built into the wall and fitted with bolts
at top and bottom; or

"eerste verdieping" die verdieping onmiddellik bokant
die grondverdieping; (ii) metal-covered doors composed of dressed ton-

gued and grooved boards crossed at right angles,
"eienaar" soos in verband met enige grond of perseel nailed with clinched wrought iron nails, without

gebruik, enigiemand wat die huurgelde of opbrengste sunk panels, and completely covered with tinned
van sodanige grond of perseel van enige huurder of steel or iron sheets of not less than 0,5 mm,
okkupant daarvan ontvang, of wat sodanige huurgelde of not more than 350 mm by 500 mm in size, with
opbrengste sou ontvang indien sodanige grond of perseel proper welt-joints, not less than 10 mm in width,
verhuur was, hetsy vir sy eie rekening of as agent vir the edges of the doors being covered with .the
enigiemand wat daartoe geregtig is of wat daarby be- sheets turned round at least 50 mm on each
lang het; face. The sheets shall be fastened closely to the

"eienaar" of "okkupant" of ander woorde wat die
door with screws or barbed nails at least 20 mm
in length. The thickness of such doors shall not

persoon aandui wat enige eiendom besit of okkupeer, be less than the following: —
asook die woord "persoon" in die geval van 'n firma of
vennootskap met die doel om die strawwe ingevolge For openings—
hierdie verordeninge toe te pas, almal of enige een of

up to 2,5 m2: 45 mm; •

meer lede van sodanige firma of vennootskap, en in die
2:geval van enige maatskappy, en van enige liggaam van up to 3,25 m 65 mm;

2:persone wat volgens die gebruiklike betekenis van hierdie over 3,25 m 90 mm.

terme nie 'n firma of vennootskap is nie, die sekretaris All fastenings, hinges or bolts shall be bolted
of bestuurder van sodanige maatskappy of liggaam, of right through the door. All hinges, staples or
indien daar geen sekretaris of bestuurder is nie, dan wall fastenings shall be built into the brick-

enige lid van die raad van direkteure of besturende raad work; or
of komitee van sodanige Maatskappy of liggaam; -

• (iii) doors with iron or steel framing filled in with
"Fabriekswet" die Wet' op Falirieke, Masjinerie en 75 mm thickness of concrete reinforced hi the

Bouwerk, 1941 (Wet 22 van 1941), soos geskrysig; - centre with 10 mm steel bars secured to rails
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"gebou van die fabrieksklas" of "fabriek" dieselfde and styles of door. Fire-resisting doors, if on
soos in die Fabriekswet omskryf; hinges, shall, if without lap, 'be fitted into pre-

pared wrought iron frames with 50 mm rebate
"gebou van die huishoudelike klas" enige gebou vir built or fastened directly into the brickwork.

bewoning deur mense of vir huishoudelike gebruik, met In no case shall any holders, blocks, frames or
inbegrip van buitegeboue van woonhuise, hospitale, other contrivances of combustible or easily
skole, ateljees en stalle; fusible material be used in connection with a

"gebou van die kantoorklas" enige gebou wat vir fire-resisting door (except a fusible link);
kantore gebruik word; (j) any other material which complies with the British

"gebou van die pakhuisklas" enige gebou wat gebruik Standard Specification No. 476, together with any
word vir die verkoop, opberging of vervaardiging van additions or amendments thereto;
koopware, met inbegrip van pompstasies, Eg- en krag- (k) the term "mill construction" shall apply to floorsstasies, markgeboue en enige ander gebou met 'n kubieke and ceilings of buildings or portions of 'buildings,inhoud van meer as 4 500 ma, wat nog 'n openbare used in the erection of mills. The structural membersnag 'n huishoudelike gebou is; supporting such floors and ceilings shall be of fire-

"gemeenskaplike muur" 'n muur wat deel van 'n ge- resisting material on which shall be laid planking
bou uitmaak en wat gebruik word, of gebou is om not less than 75 mm thick with tongued and grooved
gebruik te word, in enige gedeelte van die hoogte of or other similar jointing;
lengte van sodanige muur, ten elude aangrensende geboue
wat aan verskillende eienaars belkort of deur verskillende "fire-wall" means a wall provided primarily for the
persone bewoon word, te skei; purpose of resisting the passage of fire from one struc- •

"grondverdieping" die verdieping van 'n gebou waar- Lure to another, or from one area of a structure to
toe daar 'n ingang van buite af is op of naby die grond- another, and shall be constructed in stone, bricks, blocks,
hoogte, en waar daar twee sodanige verdiepings is, dan concrete or other approved similar hard and non-com-
die onderste van die twee: Met dien verstande dat geen bustible material at least 215 mm thick;
verdieping waarvan die bovlak van die vloer meer as
1,2 m onderkant die hoogte van die aangrensende "first storey" means the storey immediately above the
sypaadjie is, as die grondverdieping beskou word nie; ground storey;

"hoogte" soos op geboue van toepassing, dat dit van
"front" as applied to a domestic building means thatdie randmuurtjiehoogte af gemeet moet word, of indien

dear geen randmuurtjie is nie, van die natuurlike grond- .Portion facing the street, or, in the case of any building
ahoogte af voor die middelpunt van sodanige gebou by at the rear or side attached or detached, means the
mdie aansluiting van die muur. In die geval van geboue major dimensions of the building on which the windows

met dakkamers, word die hoogte tot teen die plafon van are situated, save that this shall not apply to rooms not.
sodanige kamers gemeet; die maatterme, tensy uitdruklik exceeding three in number, attached to and at the rear
anders genoem, sodanige terme volgens die metrieke of the main building in front thereof, and forming or
S.I. -eenhede; intended to form part of such building;

"huiseenheid" of "deelhuis" of "woonstelle" 'n gebou "ground storey" means that storey of a building towat ten minste twee verdiepings bokant die grond is which there is an entrance from the outside on or nearen wat geheel of gedeeltelik kamers of kamerstelle met the ground level, and, where there are two such storeys,'n gemeenskaplike ingang of gemeenskaplike ingange then the lower of the two: Provided that no storey of •bevat en wat as wonings 'bewoon of bedoel is om aldus
'

the upper surface of the floor is more thanbewoon te word. Die uitdrukking "woning" sluit "huffs- which

eenheid" of "deelhuis" of "woonstelle" in; 1,2 m below the level of the adjoining pavement, shall
be deemed to be the ground storey;

"ingenieur" en "mad se ingenieur" die persone wat
van tyd tot tyd genoemde 'betrekking beklee of wat in "habitable room" or "habitable" as applied to a room,
genoemde hoedanigheid vir die munisipaliteit optree; means a room used or designed, constructed, adapted

"kelderverdieping" of "kelder" enige verdieping van 'n or intended to be used for human occupation, and in-

gebou wat onderkant die grondverdieping gelee is; eludes a living room or workroom and shops, workshops
and offices, but does not include a bathroom or corn-

"kubieke inhoud", soos op die afmetings van 'n gebou partments in a building of the factory class;
van toepassing, die ruimte bevat binne die buitenste
oppervlaktes van die mure en die dak asook die bovlak "height" as applied to buildings, shall be measured
van die vloer van die onderste verdieping; from the kerb level, or if there 'be no kerb, from the

Mural ground level in front of the centre of such"lasdraend" met betrekking tot enige gedeelte van 'n
gebou (met inbegrip van die fondament), enige sodanige provided with rooms in the roof, the height shall be

measured to the ceiling of such rooms; the measurementgedeelte wat 'n ander las dra as die wat weens sy eie
massa en weens winddruk op sy eie oppervlak ontstaan; "load-bearing" in relation to any part of a building

"leerlater enige houtbalk, 'balk van gowapende beton (including the foundation), means any such part bearing
of enige metaalleer waarop 'n muur rus; a load other than that due to its own mass and to wind

"nuwe, gebou"— pressure on its own surface;

(a) enige gebou of enige struktuurveranderings van of "new building" means —

aanbouings aan enige bestaande gebou wat na die (a) any building or any structural alterations or addi-
datum van publikasie van hierdie verordeninge op- Lions to any existing building erected after the date
gerig is; of the publication of these by-laws;. .
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(b) enige gebou wat tot op meer as die helfte van sy (b) any building which has been taken down. burnt or
kubieke inhoud gesloop, afgebrand of vernietig is destroyed for more than half its cubic content and
en wat na sodanige datum weer opgerig is of waar re-erected or where a commencement with the re-

daar met die oprigting daarvan 'n begin gemaak is; erection thereof has been made after such date;
(c) enige gebou waarvan die kubieke inhoud na soda-

nige datum vergroot is in 'n mate gelyk aan die
.(c) any building of which the cubic content hasbeen kubiekeinhoud van die gebou soos dit voor soda- increased, after such date, by an amount equal to

nige vergroting bestaan het; the cubic content of the building as existing before
such increase;

(d) enige gebou waarop 'n boonste verdieping aange- (d) any building to which an upper storey has beenbou is;
added;

(e) enige gebou wat in struktuur verander is tot enige
ander duel as waarvoor dit oorspronklilc bedoel was; (e) any building which is structurally converted to any

"okkupant" oak enigie6 and wat 'n stuk grand of 'n purpose different from that for which it was ori-
ginally intended;

perseel iwesenlik okkupeeti afgesien van die eiendomsreg
waarvolgens by dit okkuPeer, en in gevalle van persele "occupier" includes any person in actual occupation
wat onderverdeel en aan loseerders of verskillende huur- of land or premises without regard to the title under which
ders verhuur is, die pergion wat die huurgeld wat deur he occupies, and in the case of premises subdivided anddie loseerders of huurders betaalbaar is, ontvang, hetsy .

let to wagers or various tenants, the person receiving thevir sy eie rekening a as Agent vir enigiemand wat daar-

geregtig is of wat daarby belang bet; rent payable by lodgers or tenants, whether on his
account or as agent for any person entitled thereto or"openbare gebou" 'n gebou wat gebruik word of wat
interested therein;gebou, ingerig. geskik of bedoel is om gebruik to word.

hetsy gewoonlik of of en the, en geheel en al of gedeelte-
lik, as 'n openbare plek van samekoms of byeenkoms vir "open air" or "open space" means space without
persone wat per kaartjie 'of andersins toegang daartoe covering or without aboveground structure;
verkr,., afgesien daarvaa of daar vir sodanige kaartjie
betaling gevra word al dais nie. "Sale" wat ingelyf is by "owner" as used in connection with any land or pre-
en wat deel uitmaak van 'n hotel of 'n klub, word Me mises, includes any person receiving the rents or profits
onder "openbare geboue" geklassifiseer nie, mils hulle of such land or premises from any tenant or occupier
nie gebruik word vir die doel soos in paragrawe (a) en thereof, or who would receive such rents or profits if
(b) hieronder vermeld nie. Openbare geboue omvat — such land or premises were let, whether on his own

account or as agent for any person entitled thereto or
(a) 'n teater, met inbegrip van 'n operagebou. skouburg interested therein;

of enige gebou wat gebruik word of bedoel is om
gebruik to word vir die vermaak van toeskouers, en owner or occupier" or other words denoting the per-
wat 'n verhoog het waarop toneeldekor en tbneelap- son owning or occupying any property, as well as the
paraat gebruik word, asook 'n proscenium en 'n word "person", for the purpose of enforcing the penalties
brandskerm soos in liierdie verordeninge vereis en in terms of these by- laws, means in the case of a firm
beskryf. 'n Teater kan vir alle doeleindes waarvoor or partnership, all or any one or more members of such'n openbare gebou aangewend kan word, gebruik firm or partnership, and in the case of any company,word; and of any body of persons not being a firm or partner-

(b) 'n kinematograafsaal wat gebruik kan word vir alle ship in the ordinary meaning of these terms, the secretary
doeleindes waarvoor 'n openbare geblou aangewend or manager of such company or body, or should there
kan word, behalwe soos in paragraaf (a) vermeld, be no secretary or manager, then any member of the
tensy dit as sodanig behoorlik ontwerp en gebou is board of directors or managing board or committee of
soos in hierdie verordeninge vereis en beskryf; such company or body;

(c) 'n konsertsaal, danssaal, lesingsaal, vertoonkamer,
kerk, kapel of ander plek van openbare erediens, "panel wall' means a non-bearingexternal wall built
wat gebruik kan word vir alle doeleindes waarvoor between columns and wholly supported by beams, foun-

'n openbare gebou aangewend kan word, soos in dations or bearing structure;
paragrawe (a) en (b) vermeld, tensy dit as sodanig
behoorlik ontwerp en gebou is, soos in hierdie ver- "partition" means an internal vertical structure which
ordeninge vereis en beskryf; is employed solely for the purpose of subdividing any

(d) sale 'wat deel van 'n hospitaal, kollege of skool storey of a building into sections, and which supports
uitmaak en wat vir enige doel ingevolge paragrawe no load other than its own mass;
(a), (b) en (c) gebruik kan word;

(e) 'n tent, skiettent, sirkus en 'n standplaas of omheinde "party wall" means a wall forming part of a building
plek vir publieke samekoms, wat almal slegs vir die and being used, or constructed to be used, in any part
spesifieke doel soos vermeld, gebruik word; of the height or length of such wall for the separation

"oppervlakte" soos op 'n gebou van toepassing, die of adjoining buildings belonging to different owners or
bovlak van 'n horisontale deursnee daarvan, en wat by occupied by different persons;
die ivlak van sy grootste oppervlak gemaak is, met robe-

, grip van die buitemure en! sodanige gedeeltes van die "person" means any person or body of persons,
gemeenskaplike mure as wat ideel van die gebou uitmaak; whether corporate or not;
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• "paneelmuur" 'n nie•draende buitemuur wan tussen "public building" means a building used or constructed,
kolomme gebou word en geheel en al deur balk, fonds- adapted, suitable - for . or intended to be used,.; either
mente of drastruktuur gesteun word; - •

- ordinarily or occasionally and wholly or in - part as a

. public place of congregation or assembly, for persons
"persodn" enige persoon of liggaam van persone, met admitted thereto - by ticket or otherwise, whether a

regspersoonlikheid, al din nie; charge is 'made for such ticket or not. "Halls" incor-
,

, "raid" die.sMdsraad, dorpsraad of gesOndheidskomitee Porated' in and forming part of an hotel or- a club,

Wat kragtens die Ordonnansie op Plaaslike Bestuur, 1939, shall not be classed as "public buildings" provided they

gestig is, of die Transvaalse Raad vir die OnSikkeling are not used for the purpose stated in paragraphs (a)

van Buitestedelike Gebiede wat kragtens' die Ordonnan- and (b). Public buildings include— . .

sie op die Transvaalse Raad vir die Ontwikkeling van (a) a theatre, including an opera 'house. play-house
Buitestedelike Gebiede, 1943, ingestel is, en swat hierdie or any building used' or designed to be used for the
verordeninge Ingevelge die Ordonnansie op Plaaslike .•

entertainment of spectators, and having h stage. on
Bestuur, 1939, aangeneein het en omvat die

.
bestuurs- - which scenery and theatrical apparatus are used,

komitce van sodanige raad of enige beampte, in diens as well as a proscenium and a fire curtain as re-
van sodanigenraad, wat handel uit hoofde van enige be- - -

quired and described in these by-laws. A theatre
voegdheid at in verband met hierdie verordeninge by may be used for all purposes to "which a public
sodanige raad berus en wat ingevolge artikel 58 van building may be put;
die. Ordonnansie op Plaaslike .Bestuur (Administrasie en •

Verkiesings), 1960, of artikel 2lbis van die Ordonnansie (b) a cinematograph hall which may be used for all
dp' die Transvaalse Raad vir die . Onttvikkeling van purposes to which a public building may be put,
Buitestedelike - Gebiede, 1943, aan horn godelegeer is; except as mentioned in paragraph (a), unless suita-

"siviele ingen

sk
•

•ieur" 'n professionele ingenieur wat inge-
. bly designed and constructed as such, as required 1111.

•

volge die Wet op Professionele Ingenieurs, 1968 (Wet and described,in these by - laws;

81 van 1968), of enige wysiging daarvan, as sodanig (c) a concert, room, ballroom, lecture hall, exhibition
geregistreer' is,. en 'wat 'n Voile . of stemgeregtigde lid is room, church, chapel or other place of public
of die nodige • akademiese . kwalifikasies en praktiese . worship, which May be used for all purposes to
ondervinding opgedoen het om 'n voile of stemgeregtigde which a - public building may 'be put, except as,
lid ;van die Suid-Afrikaanse Instituut van Siviele Inge-

'

mentioned in paragraphs ,(a) and (b), unless suitably
nieurs te word. of !ri • voile of stemgeregtigde lid van die designed and constructed as such, as required ,and
Instituut van Siviele Ingenieurs (Londen) of die Instituut described in these by- laws;

'

van Strukturele Ingenieurs (Louden) is; • . •

(d) halls incorporated in a hospital, college or school,
"strata" enige strait, plein,' pad, steep, ddikweg, laan, which may he used for any purpose in terms of

brug, verkeersweg of publieke deurgang; , paragraphs (a), (b) and' (c);. "•
. •

'

"Standaardbouregulasies" die regulasies gepubliseer by io
•

• . .. • •

a tent. snooting gallery, circus and a stand or
Goewermeptskennisgewing R. 1830 van 23 Oktober 1970 ` '

(Staatskoerant 2894 van 23 Oktriber 1970); enclosure, for public assembly, all of which may
only 'be used for the specific purpose stated; •

"struktuurdele" Of 'strukfutirraamwerk" enigebalker !maleof. klolomme, of samestelling van balke, blaaie of "Standard Building Regulations" means the regulations
kolomme. of, beide, aangebring met die doel om enige published tinder Government Notice R. 1830', dated 23
gedeelte van ,die las van die gebou te dra of om enige. October, 1970 (Government Gazette 2894 of 23 October,kragte wat death!) inwerk; te weerstaan; -

. , 1970); '
.

• - .
.

• • •
. "tent" enige gebou. of oprigting, wat geheel en al of.. „ •

storey" - means a height of not more than 6 'm on
gedeeltehk van seildoek, kaliko ?of ander soortgelyke
materiaal vervaardig of daarmee gedek is;

' ground storey and 4,5 m on any storey above that;
. - .

"trek-en-rookuitsluitende deur" 'n deur wat Of van .4streee. includes any street, square, road. lane, subway,
hout wat ten minste 45 mm dik is, Of van enige ander

avenue, bridge, thoroughfare or public passage;
goedgekeurde materiaal wat ten minste net so brand- •

bestand ii, gemaak is; en wat 'n toestel aan het wat die
. . .

deur, wanneer.dir gelos • word nadat dit oopgeniaak is, .
"structural members" or "structural framework". means

outomaties laat toe gaan en toe bly; - any beams, slabs .or columns or. assemblage of beams,

slabs or columns, or both, provided for the purpose of
"veranda" 'n oprigting ander dak met sykante en die

supporting anyportion of' the load of the building or
voorkant

-

geheel en' al oop, behalwe Waar dit voordie .,
• -

. ,

grondverdiening van 'n gebou en oor die straatsypaadjie of resisting any forces imposed upon it;
gesteun - word; '

. - • •

.
' "tenement" or "apartment house" or "flats" means

"voet" soon op 'n muur van toepassing, die 'ondericant" a -building at least two storeys in height above the
van die .gedeelte van die muur wat onmiddellik op die ground wholly , or • partially containing rooms or suites
voeilae of fondamente tus, of 'op enige 18erlatei of ander of rooms hating a common entrance or common entran-
struktuur waardeur sodanige muur gesteun word; - - -

-
ces and occupied or intended to be occupied as dwel-

"verdiening" 'it. hoogte 'van.' hOogstens 6•m op die lings. The" - term' "dwelling"- includes - "tenement'.' or
giondverdieping

'
-en thoogstens 4,5. Ill -

6.0 enige7verdieping "apartment house" or "flats"; . -
•

.
-

. - - .

daarbo; - '- - -- .
1.!tene.?_. means any -building, or erection constructed or."voorkant" soos, op 'n huishoudelike gebou van sae `:`tent"

war op' die itinat uitkyk of; -in die covered. wholly.'-or partly -with canvas,' calico or: other.
geval van enige gebou wat aan die agterkatit of sykint;' thatefial of- a similar nature; • ' - ' '
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vasgebou of alleenstaande is. die grootste afmetings van "topmost storey" means the uppermost storey in a
I die gebou waar die vensters gelee is, behalwe dat dit nie building, whether constructed wholly or partly in the

van thepassing is nie op Iiiertrekke, hoogstens drie in roof or not, and whether used or constructed or adaptedgetal, wat agter aan die hopfgebou, wat daarvoor staan, .for human habitation or not;vasgebou is en wat deel van .sodanige gebou uitmaak of
bedoel is om deel van sodanige gebou uit te maak; "verandah" means a roofed erection with sides and

"werf" die hele oppervlalcte van die grond binne die front entirely open except where supported in front of
grease van die perseel wat die terrein van enige gebou the ground storey of a building and over the street
of voorgestelde gebou uitmaak; footpath;

"wooneenheid" 'n vertrek of 'n stel van twee of meer "width" as applied to a street, means the measurement
vertrekke wat ontwerp is of bedoel is om deur 'n individu at right angles to and between the boundaries of the

, of 'n gesin gebruik te word, en waarin kookgeriewe stands abutting on such street and on opposite sides
verskaf is of kookuitrusting laangebring kan word. thereof.

HOOFSTUK II. CHAPTER II.

VrygesteldeI Geboue. Exempted Buildings.
1

2.(1) Die volgende geboue word vrygestel van die 2.0) The following buildings shall be exempt from
:passing van hierdie verordeninge:— the operation of these by-laws: —

ka) Enige gebou in besit van of aangewend of bedoel (a) Any building in possession of or employed or in-
om aangewend te word vir die gebruik of diens van tended to be employed for the use or service of the
die Regering van die Republiek van Suid-Afrika Government of the Republic of South Africa or the
of die Provinsiale Administrasies; 'Provincial Administration;

(b) enige gebou wat tans bestaan of wat hierna opgerig (b) any building now in existence or hereafter to be
gaan word op enige mydgrond wat uitsluitlik vir die erected on any mining ground which is used ex-
doel van ontginningsbewerkinge gebruik word, tensy elusively for the purpose of carrying on mining
sodanige gebou minder as 9 m van die grenslyn van operations unless such building be less than 9 m
sodanige myngrond af gelee is: Met dien verstande from the boundary of such mining ground: Provided
dat niks in hierdie artikel vervat, geboue van die that nothing in this section shall exempt from the
toepassing van hierdie verordeninge vrystel nie indien operation of these by-laws buildings situated onhulle geled is op myngrond wat gebruik word vir mining ground used for residential purposes or for
woondoeleindes of vir doeleindes wat nie aan ont- purposes not incidental to mining operations, whether
ginningsbewerkinge verbonde is nie, hetsy deur per- by persons engaged in mining operations or other-
sone wat ontginnmgswerk verrig of andersins. wise.

(2) Die raad kan die volgende geboue vrystel van die
toepassing van enige bepaling van hierdie verordeninge (2) The council may exempt the following buildings
wat die materiaal vir of die metode van oprigting van from the operation of any provision of these by-laws
fondamente, mute en dakke voorskryf: — which prescribes the materials for or the method of
' construction of foundations, walls and roofs: —

0 Enige gebou wat geheel en al vrystaan met 'n
inhoudsruimte van hoogstens 14 ins en wat ten (a) Any wholly detached building of a capacity of not
minste 3 m weg is van enige gebou af wat the van more than 14 m' which is not less than 3 in distant
die klas is wat ingevolge hierdie artikel vrygestel is from any building not of the class exempted in
nie, asook van die grens van sy werf af wat uitsluit- terms of this section, and from the boundary of
lik ontwerp en gebruik word vir 'n kind se pophuis, its curtilage and which is designed and used ex-

'n hoenderhuis, 'n duiwehok, 'n voelhok, 'n plant- elusively as a child's doll house, a poultry house, a
huis, 'n potplanthuis, 'n skuur vir tuingereedskap, 'n pigeon-loft, an aviary, a plant house, a potting-

steenkoolskuur, 'n fietsloods, 'n tmershuisie, 'n shed, a shed for garden tools, a coal-shed, a cycle
kleekamer vir 'n swembad, 'n pomphuis, 'n reser- shed, a summer house, a change house for a swim-

, voir, hondehokke of 'n boothuis, maar the 'n boot- . ming bath, pump-house, reservoir, dog kennel or a
huis vir 'n motorboot nie. boat-shed, but not a boat-shed for a motor boat.

(b) Enige gebou wat uitsluitlik ontwerp en gebruik word (b) Any building designed and used solely to assist in
in verband met die goedgekeurde oprigting, the approved construction, alteration, addition or
iverandering, aanbouing of sloping van 'n gebou op demolition of a building on the same curtilage or
dieselfde werf of op 'n straat, binne die grense van on a street within the limits of a hoarding erected
'n strutting wat ingevolge artikel 242 opgerig is, op in terms of section 242, provided it is removed fin-

voorwaarde dat dit onmiddellik na voltooiing van mediately on completion of such building opera-

sodanige bouwerksaamhede verwyder word. tions.

(3) Die raad kan, onderworpe aan sodanige voorwaar- '(3) The council may, subject to such conditions as it
des coos wat by voorskryf, vrystelling van die bepalings may prescribe, exempt from the provisions of these by-
van. hierdie verordeninge wat die manier van konstruk-

laws which prescribe the manner of construction of ex-
sie van buitemure voorskryf, 1 verleen ten opsigte van

ternal walls, any single storey building which consistsenige enkeiverdiepinggebou wat bestaan uit 'n enkeleen-
heid wat in binnevloerse oppervlakte nie 40 in' oorskry of a single unit not exceeding 40 m2 in internal floor
nie, of 'n samestelling van eenhede wat elk in binne- area or a series of units each of which does not exceed

[ I
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vloerse oppervlakte nie 20 m2 oorskry nie en wat as 'n 20 .m2 in internal floor area, and which is to be used as
werkswinkel of pakkamer, of vir die parkering van voer- a workshop or store-room, or for the parking of vehicles
tuie of motorbote gebruik sal word: or motor boats: Provided that —

Met Bien verstande dat — (a) the walls are constructed of approved reinforced
concrete panels or slabs of other approved design

(a) die inure van goedgekeurde gewapende betonpanele and specification and are adequately supported by
of blaaie van ander goedgekeurde ontwerp en spesi- approved reinforced concrete or other columns andfikasie gebou is en voldoende deur goedgekeurde on an adequately prepared foundation, or that the
gewapende beton of ander kolomme en op walls and roof consist of one monolithic precast'n voldoende voorbereide fondament gesteun word, reinforced concrete structure of approved design andof dat die mure en dak uit een monolitiese vooraf- construction supported on an adequately prepared
vervaardigde gewapende betonstruktuur van 'n goed- foundation;
gekeurde ontwerp bestaan en die konstruksie op 'n
voldoende voorbereide fondament gesteun word; (b) the completed structure and the elements forming the

(b) die voltooide struktuur en die elemente wat die
structure have an adequate degree of resistancetorainpenetration, and that the walls are either cast

struktuur vorm, 'n voldoende graad van weerstand into the foundation or adequately bedded on the
teen deurdringing van reen het en dat die mute of foundation with an approved material which will
in die fondament gegiet Of behoorlik op die fon-

provide an adequate water and damp -proof course
dament ingelaat is met 'n goedgekeurde materiaal between the walls and the foundation;vat 'n voldoende water- en vogwerende laag tussen
die mure en die fondamente sal verskaf; (c) the 'minimum thickness of the concrete walls

(c) die minimum dikte van die betonmure 37 nun is;
37 mm;

(d) die gebou voorsien is van voldoende kruisventilasie (d) the building is provided with adequate cross-ventila -

asook
tion as well as lighting appropriate to the proposed

asook beligting wat vir die voorgestelde gebruik ge- use;
skik is;

(e) the completed building will, in the opinion of the
(e) die voltooide gebou, na die mening van die raad, council, have a satisfactory appearance, having re-

van die omgewing waar dit opgerig salword; 'nbevredigende voorkoms sal he met inagneming
Bard to the locality in which it is to be erected;

(f) the building is not less than 900 mm from the side(f) die gebou the minder as 900 mm van die kart- en and rear boundaries of the property, and 3 in from
agtergrense van die eiendom is nie, en 3 m vanaf any other building on the curtilage which is not of
enige ander gebou op die wed wat the van die vry-

the exempted class, unless the council decides other-

sondergestelde

klas is nie, tensy die raad anders besluit wise without contravention of any other provisionsoortreding van enige ander bepalings van of these by- laws.hierdie verordeninge.

HOOFSTUK I1
CHAPTER III.III.

SUBDIVISION OF LAND: AREAS OF BUILDINGONDERVERDELING VAN GROND: OPPERVLAK-TESVAN BOUPERSELE: NUWE STRATE. PLOTS: NEW STREETS. •
Onderverdelingsplanne

Plans of Subdivisions.

3.(1) Should the owner of a piece of land propose to
3. (1) Indien die eienaar van 'n sink grand van voor-

divide this piece of land for any purpose of which it is
neme is om die stuk grond to verdeel vir enige doel necessary to have a diagram or diagrams approved in
waarvoor 'n kaart of kaarte, ooreenkomstig die bepalings accordance with the provisions of the Land Survey Act,
van die Opmetingswet, 1927 (Wet 9 van 1927), soos ge- 1927 (Act* 9 of 1927), as amended, such owner shall
wysig, goedgekeur moet word, moet sodanige eienaar submit to the council plans of such subdivision drawn
planne van sodanige onderverdeling aan die mad voorle, to a scale prescribed in the Survey Regulations pro-

gevolgevolgens

'n skaal wat in die Opmetingsregulasies wat in-
mulgated in accordance with the provisions of the said

die bepalings van genoemde Wet afgekondig is. Act.
voorgeskryf word.

(2) Such plans shall show, in respect of the land,
(2) Sodanige planne moet die onderstaande besonder- the following details: —

hede aangaande die grand aandui:

(a) Die benaderde afmetings van die voorgestelde on-
(a) The approximate dimensions of the proposed sub-

divisions;
derverdelings;

(4)) die oppervlakte van elke onderverdeling;
(b) the area of each subdivision;

(c) die straat of strate wat toegang tot die voorgestelde
(c) the street or streets to which the proposed subdivi-

onderverdelings sal verleen, asook die breedte van
sions will have access, as well as the width of such
street or streets, and in the case of farm portionssodanige straat of strate, en in die geval van plans- the gradient of any proposed street or streets;

gedeeltes, die haling van enige vaorgestelde straat
of strate; (d) any watercourse which may traverse the land;

(d) enige waterloop wat die grand mag deurkruis; (e) all existing buildings;
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(e) alle bestaande geboue; (f) where existing 'buildings are situate within 3 121 of
(f) indien die 'bestaande gebou nader as 3 m van enige

any 'boundary of a proposed subdivision, thedistancebetweensuch buildings and such boundary;
grens van 'n voorgestelde onderverdeling gelee is,
die afstand tussen sodahige geboue en sodanige grens; (g) contour lines, drawn at vertical intervals of 2 in,

except in the case of —
(g) kontoerlyne wat op veiLtikale tussenruimtes van 2 m

geteken is, behalwe i ' die geval van— 1 (i) the subdivision of any erf or erven in a town-

(i)ship where the aggregate area does not exceed
die onderverdeling van 'n erf of erwe in 'n dorp 4 000 m2, and where no change in streets is
waar die totale oppervlakte hoogstens 4 000 in proposed or where no new streets will be laid
is, en waar geen verandering in strate beoog out;
word of waar geen nuwe strate aangele sal
word nie; (ii) the subdivision of a farm or portion of a farm;

(ii) die onderverdeling van 'n plaas, of 'n gedeelte (h) any further information that may be necessary in
van 'n plaas; order to show the location of the land and its con-

nection with adjoining townships, agricultural hold -
(h) enige verdere inligting wat vereis word ten erode togs, streets and properties;die ligging van die grond met betrekking tot die

aangrensende dozpe, lindbouhoewes, strate en eien- (i) all servitudes and other rights.
dornme aan to dui; !

(3) Such plans shall be signed as correct by a Land
(i) alle serwitute en ander regte. Surveyor and shall be submitted to the council in the

(3) 'n Landmeter moet sodanige planne onderteken as
form of six copies which shall, as far as possible, beof bewysdat hulle korrek is, en daar moet ses afdrukke
a uniform A4 size.

daarvan wat sover moontlik 'n eenvormige A4-grootte Frontage and Area of Subdivision.
het, 'by die mad ingedien word.

4. 'Every erf, stand or lot brought about by any divi-
Frontwydte en Oppervlakte van Onderverdeling. sion as aforesaid, or by any consolidation of stands.

I ervenor lots or portions thereof shall (except where
4. Elke erf, perseel of lot wat as gevolg van enige in the opinion of the engineer, local topographical condi-

verdeling, soos voornoem, of as gevolg van die konsoli- tions make it impracticable) —
dasie van persele, erwe, lotte of gedeeltes daarvan tot
stand gebring is (behalwe wanneer die ingenieur van me- (a) have at least one side of not less than 16 m as a
ning is dat dit weens die plaaslike topografiese toestande frontage abutting upon a street which is not less
onprakties is) moet — than 9 in wide;

(a) ten minste een sy van minstens 16 m lank he wat (b) have its main access as near as possible at right
aan 'n straat wat minstens 9 m breed is, grens; angles to such street;

(b) sy hoofingang so na moontlik reghoekig met soda- (c) be not less than 500 m2 except in any case where
nig° straat he; a town-planning scheme permits of a lesser area.

(c) ten minste 500 m2 groot wees, behalwe in enige
geval waar dit ingevolge 'n dorpsaanlegskema klei- Access to Subdivisions.geval

kan wees.
5. Any subdivision of land shall be carried out in

such a manner that each subdivision shall have access
Toegang tot Onderverdelings. from a street to the satisfaction of the council.

5. Enige onderverdeling van grond moet op so 'n wyse
geskied dat daar, tot voldoening van die raad, van 'n New Streets.
straat of toegang tot elke onderverdeling is.

6.(1) Any new street shall be of such width as is
Nuwe Strate. determined by the council, but in any event shall be

not less than 13 in in width.
6.(1) Enige nuwe straat moet so breed wees soos deur

die raad bepaal, maar moet in elk geval ten minste 13 m (2) All angles at the junction of new streets shall be
wyd wVi. splayed for a distance from the intersection of the street

boundaries according to the following formula —
(2) Alle h'oeke by die aansluiting van nuwe strate moet Avan die punt of waar die straatgrense mekaar kruis, (6 cotangent —)metres, computed to the nearestvolgens die onderstaande formule uitgeskuins word: 2

A even number of metres, where A is the angle of
(6 kotangens

2—)
meter, bereken tot die naaste ge- . intersection of the street boundaries.

lyke getal meter, waar A die hoek is waarmee die straat- (3) All new streets shall preserve continuity of line,
grense mekaar kruis. access and grade with streets already shown on the ge-

neral plan of the township or townships concerned, or
(3) Die deurlopende lyn, die toegange en hellings ten with streets already laid out, as the case may be. Except

opsigte van strate wat reeds, op die algemene plan van with the consent of the council, no new street shall be
die betrokke dorp of dorpe aangedui is, of ten opsigte kid out so as to have a gradient steeper than 1 in 15.
!van strate wat reeds aangele is, al na die geval, moet On main roads gradients steeper than 1 in 30 shall not
gehandhaaf word wanneer nuwe strate aangebring word. . be laid out without the consent in writing of the council.

_..
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Geen nuwe straat met 'n steiler helling as I op 15 mag Drainage of Streets and Subdivisions.
sander die toestemming van die mad aanet'ele word nie.
Die hellings van hoofpaaie mag nie sonder die skriftelike 7. No proposed subdivision of any land shall be ap -

toestemming van die mad steiler as 1 op 30 gemaak proved, unless the engineer is satisfied that the land and
word nie. any street which may be thus created are capable of

being efficiently drained to his satisfaction.
Dreinering van Strate en Onderverdelings.

7. Geen voorgestelde onderverdeling van enige grond Street Names.
mag goedgekeur word nie, tensy die ingenieur oortuig
is dat die stuk grond en enige straat wat aldus ontstaan, 8. No name shall be ascribed to any new street or
tot sy voldoening op doeltreffende rinse gedreineer kin
word. public place without the prior approval in writing of the

council.
Straatname

8. Geen naam mag aan 'n nuwe straat of openbare Drawings of New Street Layouts.

plek toegeken word nie, tensy die raad dit vooraf skrif-
telik goedgekeur het. 9. No person shall construct any new street, unless

he shall have submitted to the council in advance

Tekeninge ten opsigte van Nuwe Straataanlegte.
' drawings showing proposed sidewalks, kerbing, carriage-

ways, levels, longitudinal and transverse grades and
intersections in such scales as the council may require

9. Niemand snag 'n nuwe straat unto nie, tensy hy together with specifications of the materials to be uso-
vooraf tekeninge waarop die voorgestelde sypaadjies, and details of the

shat
to be done in the construction

beranding, ryvlakke, hoogtes, langs- en dwarshellings en of such street and shall have received the written ap-
die kruisings met besonderhede en volgens 'n skaal wat proval of the council to suoh plans and specifications.die raad vereis, aangedui word, asOok die spesifikasies
van die materiale wat gebruik moet word en besonder-
hede van die werk wat by die aan16 van sodanige straat Submission of Approved Diagrams.
verrig moet word, by die mad ingedien het, en die raad
sodanige tekeninge en spesifikasies skriftelik goedgekeur
het. 10. Whenever the Surveyor-General has approved of

any diagrams of a subdivision of any land within the
indiening van Goedgekeurde Kaarte. municipality, the owner shall forthwith submit to the

council a tracing of such diagram, hand -drawn, to the
10. Wanneer die Landmeter-generaal enige kaarte van '

satisfaction of the council, duly certified by a Land
'n onderverdeling van enige stuk grond binne die minim- Surveyor as being a true copy of the said approved
paliteit goedgekeur het, moet die eienaar onmiddellik 'n
natrektekening van sodanige kaart wat tot voldoening diagram.

van die raad met die hand geteken is en wat behoorlik
deur 'n landmeter as 'n juiste afskrif van die genoemde Consent to Division of Land.
goedgekeurde kaart gewaarmerk is, by die mad indien.

Toestemming an Grond te Verdeel. 11. When any piece of land shall have been divided
and a diagram of any portion shall have been approved

11. Indien enige stuk grond verdeel is en die Land- by the Surveyor:General as foresaid, no transfer of any

meter-generaal, soos voornoem, 'n kaart van enige ge- portion from the owner of the said piece of land shall be
deelte daarvan goedgekeur het, mag die eienaar geen passed or registered in any Deeds Registry, unless and
gddeelte van die genoemde stuk grond oordra of in 'rt until a certificate under the hand of the town clerk, the
Aktekantoor laat registreer nie, tensy en voordat 'n ser- engineer or other duly authorized officer of the council,
tifikaat wat deur die stadsklerk, die ingenieur of 'n
ander behoorlik-gemagtigde beampte van die raad onder- shall be produced to the Registrar of Deeds to the effect

teken is, aan die Registrateur van Aktes as bewys ge- that the council has approved of the division of the said
toon is dat die raad die verdeling van die genoemde stuk piece of land: Provided that this section shall not apply
grond goedgekeur het: Met dien verstande dat hierdie to the subdivision of property, for the purpose of creat-
artikel the van toepassing is nie op eiendom wat onder- Me a right of way or thoroughfare providing a new-
verdeel word met die doe! om 'n deurgangsreg daar te

frontage or means of access to such subdivision of any
stel waardeur daar 'n nuwe frontwydte aan, of toegang
tot, sodanige onderverdeling van enige erf verskaf word erf in a township established before or after the coming

in 'n dorp wat gestig is voordat of nadat die Dorpe- en into operation of the Townships and Town-planning Or-

Dorpsaanlegordonnansie, 1931 (Ordonnansie 11 van 1931). dinance, 1931 (Ordinance 11 of 1931).
van krag geword het nie.

Stigting van Dorpe. Establishment of Townships.

12. Die bepalings van hierdie verordeninge is nie van 12. The provisions of these by- laws shall not apply
toepassing op die verdeling van grond met die clod om to the division of land for the purpose of establishing
ooreenkomstig die bepalings van die Ordonnansie op a township thereon in accordance with the provisions
Dorpsbeplanning en Dorpe, 1965 (Ordonnansie 25 van of the Town-planning and Townships Ordinance, 4965
1965), soos gewysig, 'n dorp daarop te stig nie. (Ordinance 25 of 1965), as amended.
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HOOTTUIC IV.

• •

CHAPTER IV.

VOORLEGGING EN GOEDKEURING VAN BOU- SUBMISSION AND APPROVAL OF PLANS FOR
PLANNE, K'ENNISGEWINGS EN SERTIFIKATE. BUILDINGS, NOTICES AND CERTIFICATES.

Bekragtiging en Besorging van Kennisgewings. Authentication and Service of Notices.

13.(1) Kennisgewings, orders en ander sodanige doku- 13.(1) Notices, orders and other such documents in
niente wat ingevolge hieidie verordeninge bekragtiging .

terms of these by-laws requiring authentication by the

deur die raad vereis, is Ntoldoende bekragtig indien dit council shall be sufficiently authenticated if signed by

deur die ingenieur, sy behborlik-gemagtigde theplaasverwan- engineer, his duly authorized deputy or the quantity
ger of die bourekenaar caderteken is. surveyor.

1 (2) Kennisgewings, ordeirs en enige ander dokumente (2) Notices, orders and any other documents required
wat vereis of gemagtig word Nom kragtens hierdie veror- or authorized to be served in terms of these by-laws

deninge beteken te word,
]

kan beteken word deur dit may be served by delivering the same either at the

af te lewer aan die
'

persoon aan wie dit onderskeidelik residence or place of business of the person to whom

geadresseer is Of by sy voning of besigheidsplek, of they are respectively addressed, or where addressed to
r

waar dit geadresseer is aan die eienaar of okkupant van the owner or occupier of premises, by delivering the

'n perseel, deur dit of 'n juiste afskrif daarvan aan same or a true copy thereof to some person on the

iemand op die perseel af Ite lewer, of indien daar nie- premises or if there is no person on such premises who

mand op sodanige perseel is aan wie dit aldus besorg may be so sawed, then by fixing such notice, order or

can word the, dan deur sodanige kennisgewing, order of .
document on some conspicuous part of the premises;

lokument op 'n opvallende gedeelte van die perseel op te they may also be served by post by a prepaid letter,

plak; dit kan ook per pos per gefrankeerde brief besorg and if so served by post, shall be deemed to have been

word, en indien dit aldus per pos besorg word, word served at the time when the letter containing the same

geag dat dit besorg is op die tydstip toe die brief waar- would be delivered in the ordinary course of post, and

in dit vervat is in die geWone loop van die pos afgele- in proving such service it shall be sufficient to prove
wer sou word, en om sodanige besorging te bewys, is that the notice, order or other document was properly
dit voldoende om te bewyS dat die kennisgewing, order addressed and posted.

of ander dokument behoorlik geadresseer en gepos is. (3) Any notice in terms of these by-laws required
(3) Enige kennisgewing wiat ingevolge die vereistes van to be given to the owner or occupier of any premises,

""
hierdie verordeninge aan die eienaar of okkupant van may be addressed by the description the owner or

"the occupier" of the premises (naming them) in respectenige perseel gegee moot 'word, kan geadresseer word
deur die beskrywing "die eienaar" of "die okkupant" of which the notice is given, without further name or
van die perseel (met vermelding van die benaming van description.
die perseel) ten opsigte waarvan die kennisgewing ge-
skied, sonder verdere benaming of beskrywing. Compliance with Legal Requirements.

•

Yoldoening aan Wetsvereistes. 14. No building shall be used for any other purpose
than that for which it was approved, unless it complies

14. Gcen gcbou mag vir enige ander doel gebruik with all the Acts, Ordinances or by-laws relating to
word nie behalwe die waarvoor dit goedgekeur is, tensy buildings used or intended to be used for such other pur-

dit voldoen aan alle Wette, Ordonnansics of verordeninge pose, and no building shall be used for habitation unless

betreffende geboue wat vir sodanige ander doel gebruik it complies with the Acts, Ordinances or by-laws relating
word of bedoel is om aldus gebruik te word, en geen to domestic or habitable buildings.
gebou ring vir woondoeleindes gebruik word nie, tensy
dit voldocn aan die Wette, Ordonnansies of verordeninge Plans for New Buildings.
betreffende geboue vir huishoudelike of woondocleindes.

15.(1) Any person intending to erect a new building
Planne vir Move Geboue. or structure, or to make any alterations or additions to

a building within the municipality shall lodge with the
15.(1) Enigiemand wat voornemcns is om 'n nuwe ge-

engineer an application, in writing, on a form obtainablebon of struktuur op to rig, of om enige veranderings of
aanbouings aan 'n gebou binne die munisipaliteit te from the council, together with a set of complete and
maak, moet 'n skriftelike aansoek op 'n vorm wat van proper working drawings comprising plans, elevations
die raad verkrygbaar is, by die ingenieur indien tesame and sections and a block plan all of which shall be
met 'n stel volledige en behoorlike werkstekeninge wat retained by the council on approval.
planne, aansigte en deursned en 'n blokplan wat alles na
goedkeuring deur die raad behou word, behels. (2) If required by the council, the form and drawings

(2) Indien dit deur die raad vereis word, moet die shall be lodged in duplicate; one set shall be retained by

vorm en die tekeninge in tweevoud ingedien word; die the council on approval, and the other set shall be re-

een stel word na goedkeuring deur die raad behou, en turned to the applicant.
die ander stel word aan die applikant terugbesorg.

(3) All drawings except the block plan shall be to a
(3) Me tekeninge, uitgesonderci die blokplan, moet scale of 1:100, or to a larger scale which is an exactvolgens 'n skaal van 1:100 wees, of volgens 'n grater

skaal, milts sodanige skaal Presies 'n veelvoud van 1:100 multiple of 1:100. Such drawings shall show every roof,
is. Sodanige tekeninge moet elke dak, plafon, vloer, ceiling, floor, wall, joist, bearer, rafter, strut, brace,
muur, balk, incerbalk, dalCspar, stut, spanstuk, kolom column or girder or other support, with the sizes and

1 .

...1
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of leer of ander ondersteuning aandui, tesame met die thicknesses of each in figures, as well as the position
groottes en diktes van elkeen in syfers, asook die lig- and dimensions of every part of the windows, doors, air-
ging en afmetings van elke onderdeel, die venters, deure, bricks and other ventilation openings, earth or pail do-
lugstene en ander ventilasieopeninge, grond of emmer-

sets, water closets, urinals, baths, lavatory basins and
klosette, spoelklosette, urinale, baddens, handewasbakke
en ander sanitere toebehore, vullis- en asputte, putte op other sanitary fittings, rubbish and ash pits, wells on the

die eiendom (indien daar is), putte of slette vir die property (if any), waste water disposal pits or trenches
wegdoening van vuilwater en die riole wat daarheen and the drains leading thereto, all outbuildings or other
voer, en alle buitegeboue of ander oprigtings of strukture, erections or structures, above or below ground, all yards
be - of ondergronds, alle erwe en oop ruirntes wat by die
betrokke perseel behoort, voorgenome rioleringsrigtings, and open spaces belonging to the premises affected, in-

die ligging van elektriese en watermeters, die bestaande tended lines of drainage, the position of electrical and

en voorgestelde hoogtes van die grond wat die terrein water meters, the present and proposed levels of the
van sodanige gebou moet uitmaak of wat daaraan moet ground to form the site of, or to be attached to such
grens; asook die voorgestelde inrigtings vir reenwater- building, as well as the proposed arrangements for rain-
dreinering van die gebou of met sy terrein en omlig-

water drainage from the building and its site and sur-
gende grond, en die Wyse van watertoevoer.

1(4) Alle nuwe geboue en alle aanbouings aan en ver-
rounding grounds, and the means of water supply.

bouings van bestaande geboue meet sodanig gelee wees en (4) All new buildings and all additions and alterations
op sodanige hoogtes dat dit by die vuilriool van rie raad to existing buildings shall be located in such positions
aangesluit kan word. and at such levels as will enaible them to be connected

to the council's sewer.
(5) Wear daar in 'n gebied waar nog geen vuilriool

bestaan nie, 'n nuwe gebou opgerig moet word, of waar (5) Where a new building is to be erected, or wher•
daar aan bestaande geboue aangebou of waar dit verbou existing buildings are to be added to or altered, in an
moet word. moet die eienaar van sodanige gebou, aan- area in which no sewer yet exists. the owner of such
bouings of verbouings, besonderhede van die ingenieur building, additions or alterations shall obtain from the
verkry van liggings en hoogtes waarop dit nodig sal wees engineer particulars of positions and levels at which it
om dit op to rig, en moet by sodanige gehou, aanbouings

will be necessar to lace them and shall erect suchof verbouings dienooreenkomstig oprig sodat dit in 'n y p
later stadium by die vuilriool van die raad aangesluit 'building, additions or alterations accordingly so that they
kan word. can be connected to the council's sewer at a future date.

(6) Die vorm in subartikel (1) genoem, moet besonder- (6) The form referred to in subsection (1) shall give
hede vermeld van die materiale wat gebruik en die particulars of the materials and the mode of construe-
metode van konstruksie wat gevolg gaan word, die tion to be used, the size of steps and stairs, the spacing
grootte van tree en frappe, spasiering van alle balke,

of all joists, rafters and purlias, the percentage of windowdaksparre en kaplatte, die persentasie vensterruimte in
verliouding tot die oppervlakte van vertrekke, die gent. space to the area of rooms, the spouting of gutters and
pype en reenwaterpype, die verligting en ventilasie van downpipes for rain-water, the lighting and ventilation
klosette. of closets.

(7) Enigiemand wat tekeninge van geboue voorle waar (7) Any person submitting drawings of buildings in
daar struktuurstaalwerk of gewapende beton in die ske- which structural steelwork or reinforced concrete is
letraamwerk van die gebou gebruik word, meet werks-
tekeninge indien waarop sodanige werk aangedui word. employed in the skeleton framework of the building, shall a.
tesame met 'n duidelike aanwysing van afinetings, vorm deliver working drawings showing such work upon them, qp
en massa. clearly indicating dimensions, shape and mass.

(8) Waar daar gevoegde kappe of metaaldakke gebruik (8) Where framed trusses or roofs of metal are to be
meet word, moet tekeninge vergesel wees van spannings- employed, drawings shall be accompanied by stress dia-
diagramme van sodanige raamwerk vir alle belastingstoe- grams of such framework for all conditions of loading,
stande, en van 'n Label (waarop elke onderdeel deur

and a schedule (on which each member is referred tomiddel van 'n merkteken na die tekeninge verwys) wat
die maksimum las op elke onderdeel aandui asook die in the drawing) by means of a mark showing the maxi-

grootte, oppervlakte en netto spanning in kilopascal van mum load carried by each member as well as the size,
elke onderdeel. Die berekeninge wat in die ontwerp van area and net stress in kilopascals of each member. The
enige struktuur gebruik is, moet aan die ingenieur voor- calculations employed in the design of any structure shall
gele word, indien hy dit vereis. be submitted to the engineer, if he so requires.

Blokplan. Block Plan.
16. Die blokplan van die voorgestelde geboue wat in-

gevolge artikel 15(1) vereis word, moet volgens 'n skaal 16. The block plan of the proposed buildings required
van 1:500 geteken word met 'n aanduiding van die lig- in terms of section 15(1) shall be drawn to a scale of
ginga van die voorgestelde geboue en die van bestaande 1:500 showing the position of the proposed buildings
geboue op dieselfde terrein, en daar meet aangedui word and that of existing buildings on the same site, and
of die aangrensende persele aan dieselfde eienaar of aan shall indicate whether the adjoining stands are in the'n ander eienaar behoort, met die name en breedtes
van die strate waaraan die terrein grens, asook die same or different ownership, the names and the width
nommers van alle persele wat aangedui is, en voorts of, the streets on which the site abuts, the numbers of
moet op sodanige blokplan die materiale waarvan die all the stands shown, the materials of which the existing

to—
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bestaande eiendomme gebou is, gemerk word, asook die properties are built, the north point, all the open spaces
noordpyl en alle oop ruimtes op die terrein. Die af- on the site. The distance between the street boundary
stand tussen die straatgrenslyn van die perseel en die line of the stand and the building or buildings proposed
geboue of geboue wat bedoel is om daarop opgerig to to be erected thereon as well as the distance of any
word, asook die afstand van enige bestaande gebou of existing building or buildings on the adjoining stands
geboue op die aangrensende persele van die straatgrens- from the street boundary lines of such stands, shall be
lyne van sodanige persele moet op die blokplan in shown on such block plan in figures. All servitudes,
syfers aangedui word. Die blokplan moet look alle ser- building lines and rights -of-way to which the building
witute aandui, asmede boulyne en padserwitute waar- plot is subject, shall be shown on the block plan as
aan die bouperseel onderworpe is. well.

Opmeting van Frontwydte. Frontage Line Survey.

17. Enigiemand wat 'n nuwe gebou gaan oprig met 17. Any person proceeding to erect a new building
'n frontwydtelyn wat beddel is om aan die straat te the frontage line of which is intended to abut on the
grens, moet, indien dit detir die mad van hom verlang street, shall, if called upon to do so by the council,
word, 'n sertifikaat van 'nlerkende landmeter toon wat produce a certificate from a recognised land surveyor
die juistheid van die grenslyn verifieer. verifying the correctness of the boundary line.

Straatuftstekke.
Street Projections.

18.(1) Enigiemand wat uithangborde, sonblindings, ve- 18.(1) Any person wishing to erect or construct signs,

udas, erkers, sypaadjieligte of edge ander vaste toe- sunblinds, verandahs, bay windows, pavement lights or

—bore of oorskryding op, onder of oor enige openbare any other fixtures or encroachment on, under or over

straat wil oprig of bou, moot by die ingenieur aansoek any public street, shall make application to the engineer

doen op worms wat deur die raad verskaf word. So- on forms supplied by the council. Such application shall

danige aansoek moet vergesel woes van tekeninge vol- be accompanied by drawings to a scale of 1:20 which,

gens 'n skaal van 1:20, wat tesaine met die aansoek- together with the application forms. shall be signed by

vorms deur die the person for whom such fixture or encroachment is to
ipersoon vir pie sodanige vaste toebehore

of oorskryding gebou, opgerig of bevestig moot word, be constructed, erected of fixed, and in addition, where

onderteken moot word en moet voorts, waar dit vereis required, by the owner of the building affected.

word, ook deur die eienaar van die betrokke gebou on- (2)(a) Any person erecting, constructing or possessing
derteken word.

any fixtures or encroachments on, under or over any
(2)(a) Enigiemand wat edge vaste toebehore of oor- street, shall be a tenant at will of the council in respect

skrydings op, onder of oor enige straat oprig, bou of thereof, and on receiving notice from the council under
besit, word ten opsigte daarvan, as 'n besitter ter bode

the hand of the engineer to remove any such fixtures
van die raad beskou, en moet by ontvangs van 'n ken-

nisgewing van die mad, wat deur die ingenieur onder- or encroachments, shall do so within the period fixed
teken is, om edge sodanige vaste toebehore of oorskry- in such notice, without the payment by the council of
dings to verwyder, dit doen binne die tydperk in die any compensation whatsoever.
kennisgewing bepaal, sunder dat die raad emge vergoe-
ding hoegenaamd betas] . (b) In the event of non-compliance with such notice,

o
(b) Ingeval dear the aan sodanige kennisgewing vol- or where such encroachments do not comply with the

ken word nie, of waar sodanige oorskrydings nie aan by-laws, or are deemed by the council to be dangerous,

lie verordeninge voldoen nie, of deur die raad gevaarlik the council may itself remove any such fixtures or en-

geag word, kan die mad enige sodanige vaste toebehore croachments and the costs of such removal shall be
of oorskrydings self verwyder, en die koste van sodanige recoverable in the ordinary process of law from the per-
verwydering kan op die gewone geregtelike wyse op die son to whom such fixtures or encroachments belong or
eienaar van sodanige vaste toebehore of oorskrydings -

from the owner of the building in connection with which
gebruik word of waaraan dit bevestig is, verhaal word. they are used or to which they are attached.

(3)(a) Die eienaar van die gebou in verband waarmee (3)(a) The owner of the building in connection with
enige vaste toebehore, uitstek of oorskryding bestaan of which any fixture, projection or encroachment exists, or
voorgestel word, moet

is proposed, shall —
(i) enige koste wat in verband met drade of enige

ander ciendom van die Regering of van die 0) defray any cost which may be incurred in con-

raad aangegaan word, bestry; nection with wires or any other property of

(ii) die Regering of die raad toelaat om enige
the Government or of the council;

hegstukke op die gebou of uitstek op to rig (ii) allow the Government or the council to erect
of dit daaraan te bevestig, waar dit in ver- on, or attach to the building or projection, any
band met telegraaf- , telefoon-, elektriese of fixings required in connection with telegraph,
ander bedrywighede vereis word;

telephone, electrical or other activities;
vir enige verlies of skade aanspreeldik weer (iii) be responsible for and pay to the council or
en dit aan die mad: of aan die betrokke derde
partye vergoed, indien sodanige verlies of skade third parties concerned any loss or damage

aan kabels, drade, pype, aanleg of ander eien- which may be caused to cables, wires, pipes,
dom aangerig is as gevolg van, of op enige plant or other property by reason of or in any
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,

• wyse voortspruit uit die oprig, onderhoud of • way arising out of the construction, maintenance
. ., •

bestaan van sodanige vaste toebehore, uitstek
. or existence of such fixture, projection: or en-

of oorskryding; croachment; . .

. (iv) vii enige • verlies. of skade aan person aan- . (iv) be responsible for and pay to the council or
spreeldik wees en dit aan die mad of aan die - third parties concerned any loss or damage to

- betrokke derde partye vergoed, indien sodanige persons caused by reason of or in any way
verlies of skade aangerig is as gevolg van, of op arising out of the construction, maintenance or
enige wyse voortspruit uit die oprig, onderhou existence of such fixture, projection or en-

of bestaan van sodanige vaste toebehore, uitstek eroachment; .

of oorskryding; (v) allow the council forthwith to remove any street
(v) die raad toelaat om enige straatuitstek wat deur projection erected by him on his premises which

hom op sy perseel opgerig is en wat 'n oortreding van . constitutes a breach of any law, by-law or
enige wet, verordening of regulasie uitmaak, onver- - regulation;

,
•

' wyld verwyder; . ' '

(vi) pay to the council any expenses incurred .by
(vi) aan die road enige koste wit deur hom by -

. it in effecting the aforesaid removal. ' ' -
.

die uitvoering van voornoemde verwydering aan- (b) Every such • owner shall - sign a form declaiinggegaan is, betaal. himself to accept and to be bound by the abovemen-

(b) Eike sodanige eienaar moet 'n vorm onderteken . tioned conditions. .

waarin by verklaar dat by bogenoemde voorwaardes
aanneem en daardeur gebonde is. .

Colours on Plans..

i • Kleine op Planne. •

• 19. Plans shall be coloured with fast colours as. fol-,

i9. Planne moet soos volg met vaste kleure gekleur lows:—
word: . . •

, •, .
'

'
•

(a) Blokplan.
(a) Block Plan .

.

•

-Proposed work: Red.
Voorgestelde werk: Reel. Existing work: Black; grey or neutral tint. '

Bestaande werk: Swart, grys of neutrale kleur. . Open spaces: Uncoloured. ..
Oop ruimtes: Ongekleurd. . , • Work to be removed shall be clearly shown On. plan.
Werk wat verwyder Meet word, meet duidelik op .,
die plan aangedui word. (b) All other Plans •

..(b) Alle ander Planne. • Brick: Red. •

'

.
• • • •

. . .

Bakstene: Rod. Wood (in section): Burnt sienna or burnt umber."''

' Hout (in deursnee): Gebrande siona of. gebrande Wood.(in floors and elevations): Yellow. .
• Impervious floors ous or walls: Grey. . .ember.•

••flout (in vloere en aansigte): Geel. Iron or steel: Blue.

Syferdigte vloere of mure: Grys. .• Existing work or walls: Black diluted Indian ink,
Yster of staal: Blou. - neutral tint or sepia. • ' -

.
•

Bestaande werk of mure: Swan verdunde Indiese'
'

ink, neutrale kleur of sepia.
•

Material of Plans. • "

.
•

,
• „

Materiaal van Planne. 20. All drawings shall be drawn in Indian ink tn.
20. Alle tekeninge moet met Indiese ink op natrek- •tracing linen, but the engineer may accept clear prints

'doek geteken wees, maar die ingenieur kan duidelike on cloth with white grounds, and such drawings, together
afdrukke op doek met 'n - wit agtergrond aanvaar, en with' the application form in terms of section 15(1), shall'

sodanige tekeninge moet, tesame met die aansoekvorm be signed by the person for whom the bidding is to'

be.ingevolge artikel, 15(1) deur die persoon vir wie die ge- 'erected, his duly authorized agent under power of
bou opgerig *met word, deur sy behoorlik-gemagtigde attorney, or his architect.
agent by prokurasie, of deur sy argitek onderteken • .. .

word. ' ' Small Alterations to Buildings. -
: .,.,

•
..

-

Klein Verbouings van Geboue.
.21. Small alterations to buildings such as the enlarge-

21. Klein verbouings van 'geboue, soos die vergroting ment of a window or the insertion of a door instead
van 'n venster of die invoeging van 'n deur in plaas van of a: window, may be effected on receipt. of permission,
'n venster, kan op ontvangs van skriftelike toestemming in writing, from the engineer, and if permission is not
van die ingenieur uitgevoer word, en indien daar nie acted upon within six months from date, it shall lapse
binne ses maande na datum daarvolgens opgetree• word and determine.
nie, verval dit en word dit beeindig. •

.•

Tydelike Geboue.
- Temporary Buildings. •

•

22.(l) Tydelike geboue of verplaasbare strukture mag 22.(1) Temporary buildings or movable structures shall
nie solider die skriftelike toestemming van die mad op- not be erected or used without the written permission of
gerig of gebruik word nie. Sodanige toestemming is vir 'n the council. Such permission shall hold good for a pe-

tydperk van hoogstens twee jaar van bag of vir sodanige nod not exceeding two years or for such lesser period
korter tydperk sons deur die raad bepaal. as the council may determine. .
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. .. . . • - t . . . .

:t(2)'•Geentent 'mat o gerig 'Word' nie enigeen karavaan I
'-
-- 1(2) •No".tent shall '

be 'erected
- nor shall:any 'caravan

of 'sleepwa magr sonde die skriftelike toestemming van
:

'cir trailer be used.. fer habitable purposes withOur the
die ingenieur vir woon oeleindes gebruik word nie. So-

I written permission of the engineer. Such permission;;:if
danige toestemming, 'in ien verleen, .verStryk een maand ! granted, shall expire one month from the date of issue.

na die datum van uitrei 'in& . . (3) No tent Shall be erected and no caravan or trailer
I, (3) Geen tent mag opgerig.w6rd nie en geen karavaan 1 Which- is unsightly Or liable to - depteciate the ValueS of
of .sleepwa .wat' onooglik is of wat die waaide van om- surrounding properties or which is:deemed by the council
liggende eiendemine kdn hat vetminder

.

of
-

wat weehs . lir be objectionable by 'reason Of its environment, .shall
sy omgewing deur die rand' geag

,
word as aanstootlik

1

le - used for.habitable purposes. ' .: . . .

•

te wees, mag vir woondoeleindes gebruik 'word lie. . . .
' •'(4) "No 'tent, caravan or trailer Shall be placed within

(4) Geen tent, karayLan of sleepwa mag binne 'n af-
I

a distance of 5 m of the
.
boundary of an adjoining

stand van 5 m van 'n bens' van 'n aangrensende eienaar owner's piOperty,i and any' tent erected or' caravan or
se eiendom geplaas Wo d Me, en enige tent wat opgerig trailer. used contrary. to the, provisions of this. section,
word of itaravaan of's eepwa wat in •stryd met die 'be- . "shall be - removed at•once..

•
. .

-
'

-; ,

palings van hierdie artikel .gebruik' word, moot onmid- 1 . _ .. . „
den verwyder word. 1

-- 15)' -Where, 'Miring 'any. Period When
'
the country is. ..

. -
I

involved in a war, it appears to the council that - any
(5) Waar :die Mad gedUrende enige'tydperk wanner

;
proposed buildinywould not conform to. any of the

die land in 'n oorlog lCtrolcke is, meen dat enige voor- ! requirements of these by-laws, but would nevertheless
gestelde gebou nie aan enige van, die, vereistes• van hier- . Servo 'a- public need, or where such 'building is required
!die 'verordenhige .voldoii nie; maar nogtans in 'n open; . in 'connection with' the wat effort, the council' may ap-

bare behoefte sal voorsien, of, wear sodanige gebou in vet- : -pro* such plan• if it; is satisfied- that there is
-

nclother
band met die Oorlogspriging **lig word,: kan die.mad I objection •to doingr•St), - such approval however;to bersodanige' plan goedkeu'indien• by dearth oortuig L.. 'of at:temporary nattirelor a fixed period 'not exceeding
'dat 'dear geeri• ander beswaar ..bestaarf can dit te .dcien , five years. i • :

Me, dog sodanige geedlieuting
-

is slegs van tydelike nerd .
.

• - ' ..en vir 'n vasgestelde tydperk van hoogstens .Nytjaar. Plans for Public Buildings. i
• i .J. . .

. •Platme virlOnenbare Geboue • •. ; '

•:: ,7 • ; • .. . • .. .
I

. -
• • • • •

.
*:

! -
23. Every person .intending. to alter or. cdustruct ,any

23. Elkeen wat voortmmensi is' om ?n' openbare.gebou I public building Shall, in addition to the foregoing parti-
te verbou of op te rig, moet, benewens voorafgaande I

culars and drawings, furnish full information as to the
besonderhede en teketnhge,•• volledige tinligting verskaf

I
floor space for each" person, the' number of persons to

aangaande die vloerruinfte vir elke persoon, die aantal i be provided for, in • the building. .the..artiflcial..lighting
'person - vir wie (daaltinI die .gebou voorsiening 'gemaakI ;thereof,: the.tnodepl,yeatilation and die fittings to doors
thoet :word, die kunsmatige verligting daarvan, die •me- I and -

windows and -any; other . particulars 'required. by ,the
.tode. Van .ventilasie. en die•beslag en mebehore aan - deure engineer. ,The. applicant. shall also state the „pature. of
en: vensters. en• enige ander besonderhede wat.deur die I .his interest - in the building. The general drawings in the
ingenienr. . verlang word. Die applikant moet ook meld i ,case of theatres, it,sosequired by the engineer, shall be
wetter belting by 'by die 'gebou 'het. Die algemene ' te-

I

to a scale of.:1:50. . ,„ ,

keninge moet in die geval. van teeters volgens 'n skaal
i

van 1:50 wees, indien dit deur die ingenieur vereis word.
p

Fresh Survey of Buildings.

Heropnwne van Geboue.
I

24. Should the council deem., it necessary. a fresh
survey 'of any building about to.b&alterecid in any, way•

"

24. indien die read dit' nodig •ag, thoet die Sneer
1voorsiening maak vir 'A heropname van ,enige *gebou .

shall be provided by the owner.

Wat op• enige wyse verbou •gaan Word: •

; •
.

1

• • Elevations or' Disfigurements.
• . : n Aansigte. of .0titsierings. .

- '
•• . .

;

25.(1)' the elevatiOns :of any new public - building,
". 25.(1) Die aansigte van enige nuwe openbare - gebou, 'business premises and any building to be .erected in -any
beSigheidsperieel en enige gebou war in .enige street I street or abutting on 'public. squares, places,' gardens' Or
opgerig moet word of wat aan openbare pleine, plekke, ; railways, shall be subject to the approval of the council.
tuine of spoorwee grens, is onderworpe aan die raad se l . ..

goedkeuring. - • i (2) The elevational treatment of all buildings shall
'conform with good - taste, amenity Mild good• architecture.(2) Die aansig van alle geboue moct goeie smaak,.aan-

I
. „

treklikheid en, goeie argitektuur openbaar.
1

(3) No buildMg or structure which the council deems
(3) i Geen gebou •of struktunr mag..opgerig word nit j to, be l disfigurement to or .to. interfere with the *mai,-

indien dit .na die mad se awning, l . ontsienng vir die I tieslettlie neighbourhOod, shall. be erected.,
'Orngewing. is; of. aan: die aantreklikhede daarvan afbreuk I

.

.. -
- .;' -

• - • •T - • • .. ; ,.
- ; ........

doen. . . . .. „. - ' " - - ' - -' .-- ! - ,' Restriction on Lean-to Roofs. . .
- r

_ . - ;

Beperking -op Afdakice. - :. . :. -
1 r . .

' 26. No buildings shall be roofed with a lean-to roof
26. Op Been gebou mag

'n afdak. aangebring word be I unless such' roof is! hidden from:view by a proper - parapet
tensy. sodanige dak Mt die gesig verberg is deur 7n ue.

r or by another building'br -in Some other effectual manner
isdesigned hoorlike.borswering of deur 'n ander gebou, of tensy dit i or arranged architecturally so as not to - beIOp''n ander doeltreffende: wyse argitektonieS so ontwerp I

.unsightly - •
-

of ingerig, is dat &Lille clooglik. is ,nie. - '
, . ;

•

.
. ..

1 '
. ': Materiale moet ,Gaaf'Weei: • • Materials to be Sound: t,

.

'

27.r. Pike gebou moet van geskikte en• ga'we materiale I . '27. Every building shall be constructed with suitable
gemaak wees. Geen :maMriaal .wat beskadig, verrot, on- I and' sound materials. No -material which is' 'damaged,
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higienies, van insekte wemel of deur droe mohn besmet decayed, insanitary, infested with vermin or infected with
is, mag in die konstruksie van 'n gebou gebruik word dry-rot, shall be used in the construction of any building.
nie.

Beskadigde Yster Verbode. Damaged Iron Prohibited.

28. Geen gebuigde, mismaakte of geperforeerde sink- 28. No bent, disfigured or perforated corrugated gal-

plate of ander metaal, of gedeeltes van tin, sink, yster vanised iron or other metal, or portions of tin, zinc, iron
of hout van kaste, asook geen beskadigde of misviormde or wood from cases, nor broken or disfigured bricks
stene nmg vir die bedekking of konstruksie van enige shall be used for covering or constructing any roof, wall,
dak, muur, heining of ander struktuur gdbruik word nie. fence or other structure.

Materiale moet Hanks Vasgeheg wees. Materials to be Fixed True.

29. Alle yster, hout of ander materiaal wat op of in 29. All iron, wood or other material used on or in
mure, dakke of ander strukture gebruik word, moet walls, roofs or other structure shall be fixed true to line
haaks in die horisontale sowel as in die vertikale vlak both in horizontal and vertical planes.

vasgeheg wees.
Corrugated Galvanised Iron and Woodwork

Siszkolate en Houtwerk moet Geverf wees. to be Painted.
30.(1) Alle sinkpla.te of houtwerk wat in die konstruk-

sie van mure, dakke of heinings gebruik word, en wat 30.(l) Where corrugated galvanised iron or wood

vantevore vir ander strukture of werke gebruik is, moet which has been previously used for other strudtures or

in 'n goeie geskikte en aantreklike toestand wees, en works, is used in the construction of walls, roofs or

indien dit van edge straat of of aangrensende stuk grond fences, it shall be in good, proper and sightly condition,

sigbaar is, moet dit behoorlik geverf wee&
and when exposed to view from any street or adjoining
piece of land, Shall be suitably painted.

(2) Alle buitehoutwerk in enige gebou wat van enige
straat af sigbaar is of aan die weer blootgestel is, moet (2) All external timber in any building which is ex-

ter wille van voorkoms- en beskermingsdoeleindes be- posed to view from any street or to weather shall be

hoorlik guyed, geolie of andersins behandel word. suitably painted, oiled or otherwise treated for the pr -
pose of appearance and protection.

Voeg- en Pleisterwerk. Pointing and Plastering.
31. Die verbindings in elle baksteenmure moet gestryk

of voeggestryk wees, of die voorwerk van die muur 31. The joints in all brick walls shall be struck or
moet met 'n doelmatige bedekking bedek wees of met pointed, or the face of the wall shall be covered with
pleister wat uit ten minste drie en 'n half dele skoon fair covering or plastered with plaster composed of at
skerp sand op een deel kalk, of ses dele skoon skerp sand least three and half volumes clean, sharp sand to one

op een deel Portlandsement, bestaan, gepleister wees. volume of lime, or six volumes clean, sharp sand to one

Geen kleipleister mag of aan buite- 61 aan binnemure volume of Portland cement. Dagha plaster shall not be

gebruik word nie. used either on external or internal walls.

Herstel van Geboue. Restoring Buildings.
32. Die raad kan die eienaar van enige gebou, muur,

brag, grondwerk, stoep, veranda of ander bouwerk wat 32. The council may require the owner of any build-

onveilig of gevaarlik is, of wat toegelaat is om in 'n ing, wall, bridge, earthwork, stoep, verandah or other
bouvallige, vervalle of onooglike toestand te venal, ver- structure which is unsafe or dangerous or which has

plig om dit te sloop, veilig te maak, of om dit te herstel, been allowed to fall into a dilapidated, ruinous or un-

te verbou of te verwyder. As die eienaar versuim om die sightly conditions, to pull it down, to render it safe or
raad se opdragte betyds uit te voer, kan die mad soda- to repair, alter or remove it. If the owner fails to comply
nige werk op die koste van die eienaar verrig. timeously with the council's directions, the council may

do such work at the cost of the owner.
Voorkoming van Stof en Geraas.

Prevention of Dust and Noise.
33.(1) Die eienaar van enige terrein waarop daar uit-

grawingswerk aan die gang is of waarop edge gebou 33.('l) The owner of any land on which excavation
opgerig, gesloop, verbou, herstel of vernieu word, moet work is in progress or on which any building is being
toesien dat sodanige ,voorsorgmaatreels op die gebou, die erected, demolished, altered, repaired or renovated shall
terrein en die aangrensende paaie en sypaadjies geneem cause such precautions to be taken on the building, land
word, sodat dit die stof wat uit die werk of die omge- and surrounding roads and footways as will prevent dust
wing daarvan ontstaan en wat in die buurt 'n oorlas kan arising from the work or surroundings thereof and
veroorsaak, sal verhoed. causing a nuisance in the neighbourhood.

(2)(a) Behoudens die bepalings van paragrawe (c) en (2)(a) Subject to the provisions of paragraphs (c) and
(d), is dit 'n oortreding vir enigiemand om gedurende (d), it shall be an offence for any person, during the
die tye wat in paragraaf (b) gespesifiseer word, enige periods specified in paragraph (b), to carry on any
werksaamheid te verrig of om tydens bou-, slopings- of activity or to use or cause or permit to be used in the
uitgrawingswerksaarnhede enige masjien, masjinerie, en- course of 'building, demolition or excavation operations,
jin, apparaat, gereedskap of toestel wat na die mening any machine, machinery, engine, apparatus, tool or con-
van die raad die gerief of vrede van die omgewing on- trivance, however powered, which in the opinion of the

[

redelik sou steur of inbreuk daarop maak, te gebruik council would unreasonably disturb or interfere with the
of te veroorsaak of toe te laat dat dit gebruik word. amenity or peace of the neighbourhood.
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(b) Die lye wat
in pafagraaf (a) genoem word, is

soos (b) The periods referred to in paragraph (a) shall be
volg: - as follows: —

(0 'Die hele Sondag, Goeie Vrydag, Hemelvaartdag, (i) The whole of Sunday, Good Friday, AscensionGeloftedag, Kersdag en Nuwejaaredag. Day, Day of the Covenant, Christmas Day and(ii) Voor 6 vm. of nal 5 nm. of Saterdae. New Year's Day.(iii) Voor 6 vm. of na 6 nm. op alit ander dae wat
nie hierbo gendem word nit. (ii) 'Before 6 a.m. or after 5 p.m. on a Saturday.

(c) Die verbod in paragraaf (a) is nie van toepassing (iii) Before 6 a.m. or after 6 p.m. on any other
the in omstandighede Waar die gebruik van sodanige day not being any of the abovementibned days.
masjien, masjinerie, enjin, apparaat, gereedskap of toe-

(c) The prohibition in paragraph (a) shall not applystel dringend noodsaaklik is ten einde die lewe, veilig-
in circumstances in which the use of such machine,held of gesondheid van mense te beslcenn of om den-
machinery, engine, apparatus, tool or contrivance isdom te beskerm of waa dit namens 'n openbare ower- urgently nernsary in order to preserve the life, safetyheld gebruik word. of health of persons, or to preserve property, or is being

(d) Die raad kan op kriftelike versoek van die per- carried out on behalf of a public authority.
soon in beheer van enige masjien, masjinerie, enjin, ap- (d) The council may, upon the written request ofpataat, gercedskap of toestel wat in die loop van bou-, the person in charge of any machine, machinery, engine,
slopings- of uitgrawingsWerksaamhede gebruik is of ge- apparatus, tool or contrivance used or to be used in thebruik gaan word, gedurdride die hele of enige bepaalde course of building, demolition or excavation operations,gedeelte van die tye wat in paragraaf (a) genoem word, grant exemption from the prohibition contained in pa-vrystelling verleen van die verbod wat in paragraaf (b) ragraph (a) during the whole or any specified portion ofvervat is. the periods mentioned in paragraph (b).

(e) Enigiemand wat die bepalings van paragraaf (a) (e) Any person contravening the provisions of para-
oortree en versuim om die oortreding te staak nadat graph (a) and failing to desist therefrom after beingby gewaarsku is om dit to doen deur iemand wat deur warned to do so by any person authorized by the councildie raad aangestel is om sodanige waarskuwing uit te to issue such warning, shall be liable on conviction to areik, is by skuldigbevinding strafbaar met 'n boete van fine of R100 or, in default of payment, imprisonmentR100 of, by wanbetaling, met gevangenisstraf vir 'n for a period not exceeding six months for every suchtydperk van hoogstens ses maande vir elke sodanige contravention.oortreding.

Beperk e Materiale. Restricted Materials.

34.0) Save on land on which the Government Mining
nieur of enige ander bevoegde regeringsliggaam of be-

134.(1) Behalwe op grond waarop die Staatsmyninge-
Engineer or any other competent Government body or

ample nie die oprigting van 'n stewiger struktuur toe- officer will not allow the erection of a more substantial
laat nie, mug seen buitemuur van enige gebou 'n struk- structure, no external wall of any building shall havealframestructura made of wood.tuurraamwerk van hoot he nie.

(2) Behoudens die bepalings van enige titelvoorwaar- (2) Subject to the provisions of any title conditions

des 'van 'n erf of ander gedeelte grond waarop 'n gebou of art erf or other portion of land on which a building

opgerig gaan word, en onderworpe aan die bepalings is to 'be erected, and subject to the provisions of sub-

van stibartikels (3) en (4), kan die raad na goeddunke sections (3) and (4), the council may if it thinks fit and

en onderworpe aan die voorwaardes wat by kan veer- subject to such conditions as it may prescribe, permit the
skryf, toelaat dat die struktuurraamwerk van sodanige structural frame of such building or any part of such

gebou of enige gedeelte van sodanige raamwerk, heelte- frame to be wholly or partially enclosed by or filled in
mat of gedeeltelik omsluit word deur of ingevul word with any material (hereinafter referred to as the alter-

met enige materiaal (hierna die alternatiewe materiaal native material) as an alternative to brick's or similar
genoem) as 'n alternatief in die plek van stene of soort- materials already permitted in terms of these by-laws.

gelyke materiale wat reeds ingevolge hierdie verordeninge (3) In considering any application made for the coun-
toegelaat word.

ciFs permission in terms of subsection (2) for the use
(3) By die oorweging van enige aansoek om die mad of the alternative material, the council shall have regard

se toestemming ingevolge subartikel (2) vir die gebruik to the following matters in relation to such material and
van die alternatiewe materiaal, meet die raad ag slaan the building on which it is to be used: —op die volgende aan'geleenthede met betrekking tot soda-
nige materiaal en die gebou waarop dit gebruik sal word: (a) The general class, character and value of any other

(a) Die algemene soort, aard en waarde van enige ander buildings or structures in the neighbourhood of the
geboue of bouwerke in die omgewing van die be- proposed buildings;
oogde gebou; (b) the structural adequacy of the alternative material

(b) die struktuurvastheid van die alternatiewe materiaal including its impact resistance as well as the means
met inbegrip van die skokweerstand daarvan asook of its anchorage or attachment to the structural
die wyse waarop dit aan die struktuurraamwerk frame;
geanker of bevestig is;

(e) die duursaamheid van die alternatiewe materiaal (c) the durability of the alternative material in relation

met betrekking tot die weersomstandighede waar- to the weather conditions to which it will be sub -

aan dit blootgestel sal word, en die weerstand daar- jected and its resistance to penetration by rain and
van teen deurdringing 1 deur men en vogtigheid; moisture;

1

.

a
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(d) die brandwerende hoedanighede van die altematie- (d) the fire-resistant qualities of the alternative material
we materiaal en van enige bykomende stutraamwerk and of any additional supporting frame-work to
waaraan dit bevestig wag wees, en van enige brand- which it may be attached, and of any firestopping
stuitmateriaal wat gebruik word om enige ruimtes material used for filling any spaces between the
tussen die struktuurraamwerk en die buitebedekking tructural frame and the external covering of the
van die gebou op te vul; building;

(e)' die isoleiende eienskappe van die alternatiewe ma- (e) the insulating properties of the alternative material
' teriaal en die noodsaaklikheid vir die voorsiening and the need for provision of such properties in re-

' van sodanige eienskappe met betrekking Wt die ge- lation to the use for which the building is intended;
bruik waarvoor die gebou bedoel is;

• (f) the proximity of the proposed building to the boun-

grense(f)
die - nabyheid van die voorgestelde gebou aan die

daries of the erf or erven on which it is to bevan die erf of erwe waarop dit gebou pan
word en aan enige naburige gebou; en built and to any adjacent building;

(g) enige ander omstandighede wat die raad as toepaslik (g) any other circumstances which the council may
beskou. consider relevant.

(4)(a) Alvorens die raad sy toestemming ingevolge (4)(a) Before granting its permission in terms of sub -
subartikel (2) verleen, moet die raad 'n verslag ontvang
het van 112 siviele ingenieur of argitek (wat 'n lid van section (2), the council shall have received a report

.die raad se personeel kan wees) wat die aangeleenthede from a civil engineer Or architect (who may be a member
behandel soos in subartikel 3(b), (c), (d) en (e) vervat of the council's staff) dealing with the matters listed in
en wat die gebruik van die alternatiewe materiaal in die subsection (3)(b), (c), (d) and (e) and recommending the
gebou aanbeveel: Met dien verstande dat die raad kan use of the alternative material on the building: Provided
afsien van die voorlegging van bogenoemde verslag in
gevalle van enkelverdiepinggeboue, ongeag die hoogte that the council may dispense with the submission of
daarvan, en wat vir industriele of landboudoeleindes as- the abovementioned report in respect of single storey
oak pakhuise bykomstig daarby, gebruik word of bedoel buildings, irrespective of height, used or intended to be
is om gebruik te word. • used for industrial or agricultural purposes and store-
.; -

(b) raad is verder daarop geregtig om van die rooms ancillary thereto.

aansoeker te vereis am 'n waardebepaling van die Na- (b) The council shall further be intitled to require
sionale Bounavorsirigsinstitudt viaor te le wat spesifiek the applicant to submit to it a National Building Re-

met die aangeleenthede soos in subartikel 3(b), (c), (d) search Institute evaluation dealing specifically with the
en ,(e) vervat, handel, of 'n sertifikaat wat deur die matters listed in subsection (3)(b), (c), (d) and (e), or a
Agrement-Read van Suid-Afrika toegeken word, tesame certificate awarded by the Agrement Board of South
met planne vir die gebou. Africa, together with plans for the building.

Goedkeuring van Planne. Approval of Plans

35.(I) Die • read moet, binne dertig dae na ontvangs 35.(l) The Council shall signify its approval or dis-
daarvan, • sy goed - of afkeuring van die planne, deur- apprcival of the plans, sections and elevations of any
slice en aansigte van enige voorgestelde gebou soos proposed building as aforesaid within thirty days from
yoornoem, te kenne gee en kan die huisvesting vir be- receipt of such plans, sections and elevations and may
diepdes wat op sodanige planne en deursnee aangetoon restrict the accommodation for servants shown on such
word, beperk. Indien daar binnc die tydperk geen kennis plans and sections. Sould notice of approval be not given
van

- goedkeuring gegee word nie, word die plane, within that time, the plans, sections and elevations shall
denrsnee.en aansigte geag as afgekeur te wees. be deemed to have been disapproved.

(2) Die goedkeuring van enige tekeninge van enige (2) The approval of any drawings of any building
gebou of struktuur gee op geen wyse te kenne dat die or structure shall not in any way imply the acceptance
raad enige aanspreeklikheid vir die stabiliteit of veilig- of any responsibility on the part of the council for the
heid•van die struktuur aanvaar nie. stability or safety of the structure.

(3) Indies enigiemand 'n nuwe gebou begin oprig : (3) Should any person commence a new building before
-voordat die planne daarvan deur die raad goedgekeur . the plans thereof have been approved by the council
is en voordat daar aan die ingenieur kennis gegee is . and notice of intention to commence building operations
van die voorneme om te begin bou, of indien enigiemand has been sent to the engineer, or should any person com -
enige nuwe gebou begin oprig sonder dat dit in ooreen-

mence to erect any new building otherwise than instemming met die aldus goedgekeurde planne is, kan die
ingenieur of, die persoon wat deur die raad as hoofbou-• accordance with the plans so approved, the engineer
toesigbeampte aangestel is, aan sodanige persoon kennis or the person appointed by the council as chief building
gee waarin vereis word dat by die werk aan sodanige surveyor may give notice to such person requiring him
nuwe gebou moet stack. Enigiemand wat in gebreke bly to cease work on such building. Any person who fails
om aan sodanige kennisgewing te voldoen, is skuldig aan to comply with such notice shall be guilty of an offence'n misdryf, en is by skuldigbevinding° strifbaar met.
'n bode van hoogstens RIO vir elke dag waarop by and liable, on conviction, to a penalty not exceeding
enige werk aan sodanige nuwe gebou verrig na ontvangs RIO for every day on which he does any work on such
van die kennisgewing soos voornoem. new building after receipt of the notice aforesaid.
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Werk wat
Yeitraag of Gestaak

is. Work Delayed or Abandoned.

36.(1) Vir die tocpassMg van hierdie artikel beteken 36.(1) For the purposes of this section the expression
die uitdrukking "goedgekeurde werk" enige bou- of her- "authorized work" means any work of construction or
bouingswerk waarvoor die mad planne ingevolge artikel reconstruction, the plans for which have been approved35 goedgekeur het. by the council in terms of section 35.

(2) Indien daar na verloop van twaalf maande nadat (2) If on the expiration of twelve months after thedie raad berig het dat Sy die planne vir enige bou- of
council has signified its approval of plans for any workherbouingswerk goedgelcdur het, nog nie met sodanige
of construction or reconstruction such work has not beenwerk begin is nie,

wold
sodanige goedkeuring nietig

verklaar. begun, the approval so signified shall become null and
void.

(3) Wanneer die goedkeuring van planne ingevolge sub-
(3) When an approval of plans has become null andartikel (2) ongeldig word, mag daar nie met die werk

begin word nie voordat daar, ooreenkomstig die bepalings void in terms of subsection (2), the work shall not 'be

van hierdic Hoofstuk waarby die voorlegging van nuwe begun until it has been submitted for approval de novo
planne en die betaling van gelde voorgeskryf word, van in accordance with the provisions of this Chapter regu-
nuuts of planne vir goedkeuring voorgele is, en die mad lating the submission of new plans and the payment of
weer berig het dat hy die planne ingevolge artikel 35

fees, and the council has again signified its approvalgoedgekeur het.
thereof in terms of section 35.

(4) Goedgekeurde werk waarmee daar begin is moet
sonder onredelike vertraging uitgevoer word. (4) Authorized work which has been begun, shall

be carried out without unreasonable delay.

(5)(a) Wanneer die raid van mening is dat goedge-
keurde werk wat deels verrig is, nie redelik vinnig uit- (5)(a) Where in the opinion of the council authorized

gevoer word nie, kan hy aan die eienaar van die perseel earnedic
has been partly constructed. is not being

out at a reasonable speed, it may serve on the'n skriftelike kennisgewing beteken waarin hy die datum,
wat ten minste honderd len twintig dae na die datum owner of the premises notice in writing specifying the

date, which shall not be less than one hundred and twen-

syvan

die kennisgewing moet wees, aangee en wat volgens
mening 'n redelike tydlis waarin die werk voltooi kan 13' .days from date of the notice, bywhich in its opinion

word, en waarby hy van die eienaar vereis om die werk it is reasonable that the work shall be completed and

teen die datum te voltooi, onderworpe aan sy reg van requiring the owner, subject to his right to appeal to the

appel na die Administrateur ingevolge artikel 80(42)(d) Administrator in terms of section 80(42)(d) of the Local

van die Ordonnansie op Plaaslike Bestuur, 1939, soon .Government Ordinance, 1939, as amended, to complete

gewysig. it by that date.

(b) Die eienaar het die keuse om die goedgekeurde (b) The owner may, at his option, demolish the autho-

werk te sloop in plaas daarvan om aan die kennisgewing rized work rather than comply with the notice referred
waarna daar in paragraaf (a) verwys word, te voldoen. to in paragraph (a). Any such demolition shall be cora-
Enige sodanige slopingswerk moet voor of op die datum pleted to the satisfaction of the council on or before'
wat in genoemde kennisgewing aangegee is, tot voldoe- the date specified in the said notice.
ning van die raad afgehandel wees.

(6) If the authorized work has not been demolished or
(6) Indien die goedgekeurde werk nie gesloop of vol- has not been completed by the date referred to in sub-

tooi is op die datum wat in subartikel (5Xa) genoem section (5)(a), and if any appeal that has been lodged
is nie, en indien enige appel wat aangeteken is, verwerp has been rejected, the owner shall be guilty of an offence
word, is die eienaar skuldig aan 'n misdryf ten opsigte in respect of every day during which the work remains
van elke dag waarop die werk na genoemde datum of uncompleted after the said date or after the expiry of
na verloop van honderd en twintig dae van die datum one hundred and twenty days from thenate of the rejec -
af waarop die appel verwerp' is, onvoltooid bly, en is doe of an appeal, and

shallot
liable in respect of each

by ten opsigte van elke sodanige misdryf strafbaar met such offence to a penalty nt R10 per dayexceeding
'n boete van songsters RIO per dag totdat genoemde until its completion.
werk voltooi is.

(7) Belioudens die bepalings van subartikel (6) kan
(7) Without prejudice to the provisions of subsection

die raad, indien die goedgekeurde werk Me op die (6), the council shall be entitled, if the authorized work

datum wat aangegee word in die kennisgewing waarna has not been demolished or completed y b the date
daar in subartikel (5) verwys word, gesloop of voltooi specified in the notice referred to in subsection (5),
is nie, en indien enige appel wat aangeteken is, verwerp and if any appeal that has been lodged has been rejec-
is —

ted —

(a) die eienaar per skriftelike kennisgewing gelas om (a) by notice in writing to require the owner to de-

die deelsvoltooide bouwerk binne 'n bepaalde tydperk molish the partly-constructed work within a specified
wat tot minstens dertig dae na die datum van die period which shall not be less than thirty days from
kennisgewing moet strek, te sloop; of the date of the notice; or

'
I

(b) die eienaar per skriftelike kennisgewing gelas om (b) by notice in writing to require the owner to submit
binne dertig dae na genoemde datum 'n plan vir within thirty days from the said date from the

.4
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die voltooiing van die gebou in 'n gewysigde vorm, council's approval, plans for completion of the buil-
vir goedkeuring aan die raad voor te le; of ding in modified form; or

(c) self op koste van die eienaar van die perseel soda- (c) itself at the expense of the owner of the premises
nige werk verrig deur die goedgekeurde werk of to do such work by way of completion of the ap -

in sy geheel of deels Of in 'n gewysigde vorm, na proved work in whole or in part or in modified
gelang hy dit nodig ag, met inagneming van die form, as it may deem necessary, regard being had
aantreklikheid van die buurt, te voltooi. to the amenities of the neighbourhood.

(8) As daar nie binne veertien dae na die datum van (8) If the work of demolition has not been com-

die kennisgewing waarna daar in subartikel (7)(a) ver- menced within fourteen days after the date of the notice
wys word, met die slopingswerk begin is nie, of as die referred to in subsection (7)(a), or has not been coin-
slopingswerk nie voltooi is binne die tydperk wat Inge-

pleted within the period specified in terms of the saidvolge genoemde subartikel voorgeskryf is nie, is die eie-
naar skuldig aan 'n misdryf ten opsigte van elke dag subsection, the owner shall be guilty of an offence in
waarop daar, al na die geval, nie aldus met die werk respect of each day during which the work has not
begin is of waarop dit nie aldus voltooi is nie, en is hy been begun or has not been completed, as the case may
ten opsigte van elke sodanige misdryf strafbaar met 'n be, and liable in respect of each such offence to a penalty
boete soos in subartikel (6) voorgeskryf, en hierbene-

rescribed in subsectionaswens kan die raad self die slopingswerk op die eienaar p (6), and the council shall

se koste verrig. in addition be entitled itself to carry out the work of

(9) Indien planne wat goedgekeur kan word the binne
demolition at the owner's expense.

die tydperk van dertig dae soos in subartikel (7)(b) (9) If plans capable of approval have not been sub -

voorgeskryf, voorgelo is nie, kan die raad na goeddunke mitted within a period of thirty days as prescribed in
en sonder verdere kennisgewing aan die eienaar, ooreen- • terms of subsection (7)(b), the council shall be entitled
kpmstig subartikel (7)(a) of (c) optree. at its option, and without giving the owner further

(10) Die eienaar moet binne dertig dae nadat die notice, to proceed in accordance with subsection (7)(a)•

raad die gewysigde planne, wat ingevolge subartikel or 0.
(7)(b) aan hom voorgele is, goedgekeur het, met die (10) Within thirty days after the council has signi-
werk ooreenkomstig die planne begin, en die werk waar- fied its approval of modified plans submitted to it in
mee daar aldus begin word. moet binne sodanige tydperk terms of subsection (7) (b), the owner shall begin work in
wat die raad per skriftelike kennisgewing aan die eie-

accordance with those plans, and the work so begun.naar voorskryf, voltooi word.
shall be completed within such period as the council

(11) Indien daar binne die tydperk van dertig dae wat May notify to the owner in writing.
in subartikel (10) genoem is, nie met die werk waarna
daar in die subartikel verwys word, begin is nie, of as (11) If the 'work referred to in subsection (10) has not
die werk nie voltooi word binne die tydperk wat die been begun within the period of thirty days therein
raad aan die eienaar voorgeskryf bet nie, is die eienaar specified or if it has not been completed within the pe-
skuldig aan 'n misdryf ten opsigte van elke dag waarop riod notified to the owner by the council, the owner
daar, al na die geval, nie aldus met die werk begin is shall be guilty of an offence in respect of each day during
of waarop die werk the aldus voltool is nie, en is hy ten which the work has not been begun or has not been com-
opsigte van elke sodanige misdryf strafbaar met 'n boete pleted, as the case may be, and shall be liable in respect
soos in subartikel (6) voorgeskryf word, en hierbenewens of each such offence to the penalties prescribed in subset-
kan die raad hom bedien van enigeen van die regsmid- tion (6), and the council shall in addition be entitled to
dele wat in subartikel (7)(a) en (c) uiteengesit is. adopt either of the remedies set out in subsection (7) (a)

(12) Vir die toepassing van hierdie artikel word die and (c).

eienaar van die perseel nie aanspreeklik gehou the vir (12) For the purpose of this section the owner of
enige vertraging by die uitvoering van goedgekeurde werk the premises shall not be held responsible for any delay
wat te wyte is aan stakings, uitsluitings, 'n natuurkrag, in carrying out authorized work which is due to strikes,'n landswye noodtoestand of enige ander oorsaak buite
die beheer van die eienaar. lock-outs, the act of God, a national emergency or any

other cause beyond the owner's control.
Plane moet Goedgekeur wees en Sander Afwyking

Uitgevoer word by die Oprigting van Geboue. Plans Must be Approved and Adhered to in Building.

37.(1) Niemand mag met die oprigting van enige nuwe
37.(1) No person shall commence to build or authorizegebou 'n aanvang maak of magtiging tot die oprigting

daarvan verleen voordat alle gelde en deposito's ten to be built, any new building until all fees and deposits
opsigte daarvan betaal is en voordat die planne deur die in respect thereof shall have been paid and the plans
raad goedgekeur is nie. shall have been approved by the council.

(2) Niemand mag enige nuwe gebou oprig nie, behal- (2) No person shall erect any new building except
we in ooreenstemming met die aldus goedgekeurde in accordance with plans so approved.
planne.

Kennisgewing Alvorens met Bouwerk Begin Word.
Notice of Commencing Building.

38. Elkeen wat voornemens is om 'n gdbou op te 38. Every person who intends to erect a building or
rig of om enige werk uit te voer waarvoor die mad se to excute any work for which the approval of the council
goedkeuringe ingevolge hierdie verordeninge vereis word, is necessary in• terms of these by-laws shall, before
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most, alvorens hy sodanige gebou begin oprig of soda- beginning to erect such building or to execute such
nige 'werk begin uitvoei, 'n skriftelike kennisgewing van work, deliver or send to the council notice, in writing,
sy voorneme om aldus te begin aan die raad aflewer of of his intention to commence.stuur.

Kennisgewing von Toenzaak van Fondamente.
Notice of Covering up Foundations.

39. Geen fondamente of riole mag toegemaak word
39. No foundations or drains shall be covered up with-

sonder kennisgewing aan die raad en alvorens dit deur out giving notice to the council and until inspected

die raad geinspekteer en goedgekeur is nie. Sodanige and passed by the council. Such inspection shall be

inspeksie moet binne dne dae na ontvangs van sodanige made within three days of the receipt of such notice.
kennisgewing geskied.

Sanction of Excavations.
Goedkeuring van Uitgrawings.

40. The council may sanction axcavations for foun-

40. Die raad kan uitgrawings vir fondamente van ge- dations of buildings before the approval of the plans for
bout goedkeur voor die goedkeuring van die planne such buildings.
vir sodanige geboue.

Work may be Cut into, Laid Open or Pulled Down.
Werk kan Oopgegrawe; Blootgel4 of Afgebreek word.

40.0) If any person has not delivered or sent to the

41.(1) Indien enigiemand nie die kennisgewings, soos council the notices prescribed in connection with any
in verband met enige gebou of werk voorgeskryf, aan building or work, and the council, on inspecting any
die raad afgelewer of gestuur het nie, en die mad by work in connection with such building or work, finds
die inspeksie van enigeiwerk in verband met sodanige that such work is so far advanced that the council can-
gebou of werk bevind dat sodanige werk s6 ver gevorder
het dat die raad rile kan vasstel of enigiets wat Inge- not ascertain whether anything required in terms of the

volge die verordeninge vereis word in stryd met sodanige by-laws has been done contrary to such by-laws, or
verordeninge uitgevoer is nie, en of enigiets wat inge- whether anything required in terms of such by-laws
volge sodanige verordeninge vereis word om gedoen te to be done has been omitted to be done, and if within
word, nie gedoen is nie, en indien van sodanige persoon one week after such inspection, such person shall by
binne ten week na sodanige inspeksie deur skriftelike

notice in writing from the council, be required within akennisgewing van die raad, verets word om binne
redelike tyd (wat in die kennisgewing gespesifiseer moet reasonable time, (which shall be specified in the no -

word) soveel van sodanige werk te laat oopgrawe. bloot- tire) to cause so much of such work to be cut into, laid
18 of afbreek as wat die raad in staat sal stel om horn open or pulled down as will enable the council to ascer-
te vergewis of enigiets, soos voornoem, gedoen is of Me taro whether anything has been done or omitted to be
gedoen is nie, moet sodanige persoon binne die tyd wat

done as aforesaid, such person shall, within the time speci-in sodanige kennisgewing gespesifiseer is, sodanige werk
aldus That oopgrawe, blootle of afbreek. fied in such notice„ cause such work to be so cut into,

(2) In enige geval waar die raad voornemens is om laid open or pulled down.

die bevoegdhede wat by wet aan horn verleen is ten (2) In any case in which the council intends to
opsigte van enige werk wat in stryd met enige veror- excercise the powers conferred upon it by statute in
deninge verrig is, nit te oefen, meet 'n kennisgewing respect of any work done in contravention of any by-
aan die persoon wat sodanige werk begin of voltooi
het, beteken of afgelewer word ten einde van hom to law, a notice shall be served upon or delivered to the

vereis dat hy voor of op sodanige datum as wat in soda- person who has commenced or completed such work
nige kennisgewing gespesifiseer meet wets, skriftelik redes requiring him on or before such day as shall be speci-
moet aanvoer iwaarom sodanige werk nie verwyder of fied in such notice, to show cause, in writing, why such
afgebreek moet word nie. Indien sodanige persoon in work should not be removed or pulled down. If such
gebreke bly om tot voldoening van die raad, voor of op

person fails to show cause to the satisfaction of thedie datum wat in sodanige kennisgewing gespesifiseer is,
redes aan to voer waarom sodanige werk nie verwyder council on or before the day specified in such notice
of afgebreek nioet word nie, kan die raad sodanige werk why such work should not be removed or pulled down,
verwyder of afbreek en kan hy gelas dat die bedrag van the council may remove or pull down such work, and
die koste wat aangegaan is in of ten opsigte van die ver- may direct that the amount of the cost incurred in or
wydering of afbreking op sodanige persoon verhaal moot about the removal or pulling down shall be recovered
word, en daarbenewens is sodanige persoon aan 'n ver-

from such person, who shall in addition be liable to avolging vir oortreding van hierdie verordeninge blootge-
stel. prosecution for a breach of these by-laws.

Bestaande Werk wat met Verordeninge in Stryd is. Work 'Existing Contrary to By-laws.

4/(1) Waar enige gebou wat andersins in ooreenstem- 42.(1) Where any building, which is otherwise in ac-
ming met hierdie verordeninge is, opgerig is sonder dat cordance with these by-laws, has been erected without
planne deur die mad goedgekeur is op die Wyse soos plans having been approved by the council in the man-

deur hierdie verordeningetvereis word, kan die raad aan ner required in terms of these by-laws, the council may
die eienaar van sodanige gebou 'n kennisgewing beteken serve a notice on the owner of such building requiring
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waarin van horn vereis word oni. binne 'n redelike tyd him, within a reasonable time to be stated in such no-

wat in. sodanige kennisgewing genoem moet word, planne tice, to lodge plans of such building in the same manner
van sodanige gebou in to lewer op dieselfde wyse asof as if such owner were furnishing plans for a new buil-
sodanige eienaar planne vir 'n nuwe gebou ingevolge ding in terms of these by- laws. Any owner who failshierdie verordeninge sou indien. Enige eienaar wat in •

gebreke bly om aan sodanige kennisgewing to voldoen, to comply with such notice shall be guilty of an offence

is skuldig aan 'n misdryf en by skuldigbevinding straf- and liable, on conviction to a penalty not exceeding
baar met 'n boete van •hoogstens RIO per dag vir soda- RIO per day for such period as he shall fail to lodge
nige tydperk as wat hy in gebreke bly om sodanige such plans after the date specified in such notice requi-
planne in to dien na die datum wat gespesifiseer is in ring him to do so.
sodanige kennisgewing waarin van horn vereis word om
dit te' doen.

(2) Where any building, fence or structure has been
(2) Waar enige gebou, omheining of struktuur anders constructed otherwise than in accordance or compliance

gebou is as ooreenkomstig of ingevolge hierdie verorde- with these by-laws, the council may serve a notice on
ninge, kan die raad op die eienaar van sodanige gebou,
omheining of struktuur 'n kennisgewing beteken waarin the owner of such building, fence or structure requiring
van horn vereis word om sodanige gebou, omheining of him to make such ,building, fence or structure in accor-

struktuur ooreenkomstig of ingevolge hierdie verordeninge dance or in compliance with these by-laws and to lodge
to maalc en om planne daarvan in te dien op die wyse plans thereof in the manner required in subsection (1)
soos in subartikel O.) vereis binne 'n redelike tyd wat in within a reasonable time to be specified in such notice,sodanige kennisgewing gespesifiseer meet word, en die
eienaar 'met sodanige planne indien en alle sodanige and the owner shall lodge such plans and shall cause 0werk laat verrig as wat nodig mag wees om aan soda- all such work to be done as may be necessary to com-

nip kennisgewing. en aan hierdie verordeninge te voldoen. ply with such notice and these by-laws. Any person who
Emge persoon wat in gebreke bly om aan sodanige fails to comply with such notice shall be guilty of an
kennisgewing te voldoen, is skuldig aan 'n misdryf en offence and shall, on conviction, be liable to a penalty
is by skuldigbevinding strafbaar met 'n boete van hoog-
stens R10 per dag vir sodanige tydperk as wat hy in not exceeding R10 per day for such period as he fails
gebreke bly, om daaraan to voldoen: Met dien verstande to comply with the same: Provided that the council
dat die raad na goeddunke, instede van voornoemde may in its descretion, instead of serving the aforesaid
kennisgewing te beteken, enige sodanige gebou, omhei- notice, cause any such building, fence or structure to be
ning of stfuktuur kan laat verwYder, verander of sloop removed, altered or demolished in such a manner and to
op sodanige wyse en in so 'n mate as wat nodig mag such an extent as may be necessary to comply withwees om aan hierdie verordeninge te voldoen, en op

these by- laws and may recover from the owner of suchdie. eienaar van sodanige gebou, omheining of struktuur
alle koste wat redelikerwyse by die uitvoering van en building, fence or structure all costs reasonably incurred

toesig oor sodanige werk aangegaan is, kan verhaal. in carrying out and. supervising such work.

Read moet Toegang•tot Werk lie vir lnspeksiedoeleindes.• Council to have Access to Work for Inspection Purposes.

43.(1) Die ingenieur, die geneeskundige gesondheids- 43.(1) The engineer, the medical officer of health, the
beampte, die brandweerhoof of hul behoorlik-gemagtigde firemaster or their duly authorized deputies or such other
plaasvervangers of sodanige ander beamptes as wat die officers as the council may appoint shall have power
raad aanstel, is gemagtig om van tyd tot tyd alle geboue . from time to time to inspect all buildings in course of
tydens oprigting, .verbouing of herstelling, en enige werk erection, alteration or repair and any works connected
in verband daarmee op enige redelike tydstip to inspek- therewith at any reasonable time. •

teer.
• (2) The owner and builder as well as every person

(2) Die eienaar en die boner, asook elkeen wat oor in charge of such buildings and works shall give the
sodanige geboue .en werke, toesig het, moet aan voor- aforesaid officers free and uniterrupted access to such
noomde beamptes en hulle onderskeie plaasvervangers buildings and works.
vrye en ongestoorde *gang tot sodanige geboue en

•werke (verleen. '

,
•

(3) Any person who shall in any way intimidate, im-„.. .. ,

(3) Enigiemand wat .voornoemde beamptes op enige Pede or interfere with the said officers in the right of
wyse intimideer of horn met hulle bemoei insake die reg inspection or access for the purpose of these by-laws,
van inspeksie of toegang vir die toepassing van hierdie shall be liable to the penalties herein provided for
verordeninge is strafbaar met die boetes soos hierin be- -breach of these by-laws..
paal vir oOrtred lag van hierdie verordeninge. _

. .
•

• - - •
- - • - - Clear Site on Completion.

By Voltooiing moot Terrein Skoongemaak word.
. .„. .. .

.
. ,. . . 44. As soon as any building is completed, or when -the

44. Sodra enige gebou voltooi is, of wanneer dit deur owner is called upon by the council, all rubbish, refusedie mad van. die eienaar vereis word, most laasgenoem- '

and • debris of any description shall be removed by himde alle. vullis, afval en puin van enige aard van die ter-
rein. of terreine waarop bouwerkiaamhede uitgevoer is, from. the site or sites on which building operations have'
venyyder Of van enige aangrensende, grond wat - miskien ,been darried out,`or Ircim any adjoining land which may;
gebruik ,was ,om. raaterials of puin daar te stort. _. ,_ :haVe_heen,used,for depositing ,of materials or debris. . _ ,

lb
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HOOFSTUK V. CHAPTER V.

HOOGTE, DEKVLAK EN ALGEMENE STRUK- 'HEIGHT, COVERAGE AND GENERAL STRUC-
TUUR VAN GEBOUE. TURE OF BUILDINGS.

Hoogte en Dekvlak van Geboue. Height - and Coverage of Buildings.

45.,(1) Die bepalings iyan hierdie artikel is the van 45.(1) The provisions of this section shall not apply
toepassing the op enige stuk grond ten opsigte waarvan to any piece of land in respect of which height and
hoogte en dekvlak deur 'n goedgekeurde Dorpsbeplan- coverage are governed by an approved Town-planning
ningskema bepaal word. Scheme.

(2) Geen gebou waarvan die hoogte, hierna die toe- (2) No building shall be constructed to a height,
thanmaal

hoogte genoem, groter is as een en twee denies inafter referred to as the. permitted height, greater thanmaal die breedte van die
\
aangrensende straat mag opge- one and two thirds times the width of the street adja-rig word nie: Met dien verstande dat hierdie verbod the cent to it: Provided that this prohibition shall not apple

p toepassing is op erne gedeelte van 'n gebou wat to any part of a building that is not in front of a linenie voor 'n lyn is wat van 'n punt af by die straathoogte drawn from a point at the street level on the oppositeop die oorkantste grens van die straat met 'n 59° hock boundary of the street at an angle. of 59° above thebokant horisontaal getrek is the.
I

horizontal.
(3) Ondanks die bepalings van subartikel (2), word

le toelatbare hoogte van ,daardie gedeelte van 'n gebou (3) Notwithstanding - the provisions of subsection (2),
Fat opgerig word op 'n perseel op die hoek van twee the permitted height of that part of a building to be

kruisstrate van ongelyke breedtes vir 'n afstand van 16 erected on a site at the corner of two intersecting streets'
in, gemeet langs die nouer straat van die genoemde Icrui- of unequal widths shall, for a distance of 16 m, mes-

sing af, bepaal in verhouding met die breedte van die sured along the narrower street from the said intersection,
wyer straat. be determined by reference to the width of the wider

(4) Waar 'n gebou of enige gedeelte van 'n.gebou, be-street.halwe'n argitektoniese
vorerp,

'n hoogte van 42,5 m
(4) Where a building or any portion of a building,oorskry, mag die totale ku !eke inhoud van sodanige ge- other than an architectural feature, exceeds a height ofbou nie die toelaatbare kubieke inhoud oorskry van 'n ge-

42,5 m, the total cubic content of such a building shallbou wat nie 42,5 m in hoogte oorskry nie en aan alle an- not exceed the allowable cubic content of a buildingder toepaslike vereistes van'hierdie verordeninge voldoen, not exceeding 42,5 m in height and complying with allen wat op dieselfde terrein opgerig kon word. other relevant requirements of these by-laws, which could
i

(5) Dakhellings moet sodanig wees dat 'n lyn wat be •erected on the same site.

van die grondhoogte af aan die oorkant van die strut
•

tot by die bopunt van die dakrand, gent of borswering (5) Roof slopes shall be such that a linedrawnfomground level at the opposite side of the street
.van 'n gebou van die maksimum toelaatbare hoogte ge- to the top of eaves, gutter or parapet of a building of
trek word, die dakoppervlakte nie raak nie. the maximum permissible height, shall clear them.

1(6) Behalwe soos elders hierin bepaal, mag niemand
ilnige gebou oprig of laat oprig wat 'n groter aantal bo- (6) Save as is elsewhere provided herein, no person
;rondse verdiepings het as wat deur berekening tot die, shall erect or cause to be erected any building having

naaste heel zetal verkry is deur toepassing van die for- '
a greater number of storeys above ground than that

mule: Getal verdiepings = straatbreedte in meter x 0,--15- :
I arrived at to the nearest integer by the application of

Met dien verstande dat —
i the formula: Number of storeys = Width of street in

(a) in die geval van 'n gebou op 'n hoekperseel met, metres x 0,35: Provided that —
front na strate van ongelyke breedtes, die aantal ver-

1

diepings met fronte na die nouste van die twee' (a) in the case of a building on a corner stand facingstrate gelyk kan wees aan die met fronte na die'
streets of unequal widths. the number of storeys

breedste van die twee strate vir 'n afstand van 16 m facing the narrower street may be equal to that
teruggemeet van die perseelgrens af in die breed- '

facing the wider street for a distance of 16 m back
ste straat; en from the stand boundary in the wider street; and

i(b) die aantal verdiepings in 'n gebou sops afgelei uit
die formule wat in hierdie subartikel vervat is, ver- .(b) the number of storeys in a building derived from the
meerder kan word, mits die totale toelaatbare dek- formula contained in this subsection, may be in-

vlak van die gebou nie oorskry word the. Vir die creased, provided the total allowable coverage of
toepassing van hierdie paragraaf, beteken die woord the building is not exceeded. For the purpose of this
"dekvlak", soos in hierdie opsig op 'n gebou van paragraph the word "coverage", as applied in this
toepassing, die maksimum persentasie van die ho- instance to a building, means the maximum per-

risontale oppervlakte van die terrein waarop die tentage of the horizontal area of the site of the
gebou ingevolge hierdie ;verordeninge toegelaat is building permitted to be built on in terms of these

' om op elke vloerhoogte gebou to word, en die to- by-laws at each floor level, and, the total allowable
tale toelaatbare dekvlak van 'n gebou van meer as coverage of a building of more than one storey
een verdieping hoog, is die som van the toelaatbare in height shall be the sum of the allowable covera-

dekvlakke op alle hoogtes ten opsigte van die klas ges at all levels in respect of the class of building
van gebou soos op elke vloerhoogte voorgestel. proposed at each floor level,

\
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Afmetings van Muurhoogtes en -diktes. Measurement of Wall Height and Thicknesses.

46. By die vasstelling van die dikte en hoogte van 'n 46. In determining the thickness and height of a wall,
muur, is die volgende bepalings van toepassing:— the following provisions shall apply:

(a) Die hoogte van die onderste verdieping moet van (a) The height of the lowest storey shall be measured
die voet van die muur af gemeet word, en die van from the base of the wall, and that of any other
enige ander verdieping van die boogie van die on- Morey from the level of the underside of the floor
derkant van die vloerstruktuur van die verdieping structure of the storey up to the level of the under -

wat direk bokant dit is; of indien daar geen soda- side of the floor structure of the storey immediately
nige verdieping daarbo is nie, dan tot by die hoog- above it; or if there is no such storey above, then
ste gedeelte van die muur. up to the highest part of the wall.

(b) Waar daar gewels aanwesig is, word die hoogte van (b) Where gables occur the height shall be taken from
die middelpunt van sodanige gewel af geneem, maar the middle point of such gable, but the thickness
die dikte daarvan mag in geen geval minder wees thereof shall in no case •be less than the minimum
as die minimum dikte wat in hierdie verordeninge thickness specified in these by -laws.
gespesifiseer word nie.

(c) In the cage of buildings provided with rooms in
(c) In die geval van geboue wat van dakkamers voor- the roof the height shall be measured to the ceiling

sien is, moet die hoogte tot aan die plafon van so- of such rooms.
danige kamers, gemeet word.

(d) Walls shall be deemed to be divided into distinct
(d) Daar word geag dat mure in afsonderlike leng- lenghts by return walls or piers: Provided that • -

tes deur vleuelmure of pylers verdeel word: Met dien
verstande dat — (i) the return walls are external walls. party wails

or cross walls of the thickness as prescribed
(i) die vleuelmure, buitemure, gemeenskaplike mu- by these by-laws, and are bonded or otherwise

re of dwarsmure met 'n dikte coos by die veror- •

not less securely tied into the walls so deemed
deninge voorgeskryf is, en ingebou is of ander- to be devided;
sins net so stewig bevestig is in die mure wat

(ii) each pier is of a breadth equal to not less thanaldus as verdeel beskou word;
• twice the thickness of the wall so deemed to be

(ii) elke pyler se breedte ten minste gelyk is aan divided, and projects on each side of the wall
twee keer die dikte van die muur wat aldus as a distance at least equal to the thickness of the
verdeel beskou word, en aan weerskante van die wall, or projects on one side of the wall for a
muur uitsteek tot 'n afstand wat ten minste ge- distance at least equal to twice the thickness
lyk is aan die dikte van die muur, of aan die of the wall.
een kant van die muur uitsteek tot 'n afstand
wat ten minste gelyk is aan twee keer die dikte
van die muur. General Structure of Buildings.

Algemene Struktuur van Geboue. 47. All external or party walls, bearing walls, bearing
structures and foundations shall be built of bricks, stones

47. Alle buitemure of gemeenskaplike mure, dramuret or concrete, or of other approved materials which pro-

drastrukture en fondamente moet van scene, klippe of vide adequate strength and durability, together with an
beton, of van ander goedgekeurde materiale wat vol- adequate grade of fire resistance, properly construct&
doende sterkte en duursaamheid verskaf, gebou wees, and bonded and solidly put together, or of wood, iron c

tesame met 'n voldoende grand brandweerstand, behoor- steel framing covered with corrugated galvanised iron
lik angele en verbind en stewig inmekaargesit, of van or other fire-resisting material, and the foundations
hout-, yster- of staalraamwerk wat met sinkplaat of ander thereof shall be built on solid ground or upon a suf-
brandbestande materiaal bedek is, en die fondamente ficient thickness of good concrete or other solid and
daarvan moet op soliede grond of op 'n voldoende dikte sound substructure, the sufficiency of which as well as
van goeie beton of 'n ander soliede en stewige onder- the stability and strength of the proposed construction
struktuur gebou wees, en die geskiktheid daarvan, asook shall be to the satisfaction of the council.
die stabiliteit en sterkte van die voorgestelde struktuur,
moet tot voldoening van die raad wees.

Roof Coverings.

Dakbedekkings.
48. Everey new •building shall have its roof or other

48. Elke nuwe gebou se dak of ander oprigting wat erection forming part of the roof, externally covered
'n gedeelte van die dak uitmaak, moet 'aan die buitekant with slates, tiles, metal or other suitable material.
met leie, dakpanne, metaal of ander ge.skikte materiaal
bedek wees.

Dakgeute en Reenwaterpype.
Gutters and Downpipes.

49.(1) Alle geboue moet behoorlike geute en teen- 4941) All buildings shall have proper gutters and
waterpype van gedgekeurde materiaal he om water van downpipes of approved material to conduct the water
die dakke af te voer, so gereel ten einde die mure teen from the roofs, so arranged as to protect the walls from
beskadiging en verbygangers teen ergemis te beskerm. injury and passers-by from annoyance.

(2) Die water van hierdie reenwaterpype of van eni- (2) The water from these downpipes or from any
ge perseel, lot of werf mag nie toegelaat word on oor stand, lot or curtilage shall not be allowed to discharge
die sypaadjie, looppad of voetgang uit te vloei nie, maar over the pavemest, footway or sidewalk but shall be con-
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met met geskikte pype, wat deur die mad goedgekeur ducted by suitable pipes, approved by the council, to
is, na enige sloot of riool wat aan sodanige perseel, lot any gutter or drain adjoining such stand, lot or curtilage.
of werf grens, gelei word.

(3) These pipes shall be set in position and to slopes(3) Hierdie pype n4et in posisie geplaas word en met
skuinstes en hellings" soos deur die raad gelas, om bo- and' grades as directed by the council to discharge

gronds te ontlas. above ground.

(4) Die eienaar van enige perseel vanwaar sodanige (4) The owner of any premises from which such dis-

ontlasting plaasvind, meet, wanneer skriftelik deur die charge takes place, shall lay such pipes when called
raad van horn vereis word om sodanige pype aan te upon in writing by the council to do so, and should he

le, dit doen, en indien y in gebreke bly om binne rede- fail to do so within a reasonable time mentioned in such
like tyd soos' in sodanige kennisgewing genoem, hieraan notice, the council may itself undertake and complete
gehoor te gee, kan die raad sodanige werk self onder- such work and recover from such owner the entire cost
neem en voltooi en die hele koste daarvan, asook enige thereof, as well as any penalty for any breach of these

boete vir enige oortredmg van hierdie verordeninge, op bylaws.
sodanige eienaar verhaal.

(5) Any pipes which are laid in terms of the prece-
t(5) Enige pype wat ingevolge voorafgaande subarti- ding subsections shall be cleared, maintained, and re-

kels aangele is, moet deur die eienaar of persoon wat paired by the owner or person responsible for the
vir die onderhoud van sodanige pype aanspreeklik is, upkeep of such pipes in such a manner and to such
oopgemaak, onderhou en herstel word op so 'n wyse an extent as may be necessary to prevent any discharge
en in so 'n mate as wat nodig is om enige ontlasting te other than as herein permitted.
voorkom, behalwe soos hierin toegelaat word.

(6) Enige eienaar oft persoon wat daarvoor verant- (6) Any owner or person responsible therefor who
woordelik is en wat in gebreke bly om sodanige pype fails to clear, maintain, or repair such pipes shall be

oop te mask, te onderhou of te herstel, is skuldig aan guilty of an offence against these by-laws.

'n misdryf teen hierdie verordeninge.

Grense van inhoudsmaat: Pakhuisklas. Limit of Capacity: Warehouse Class.
I

50. (1) Die kublieke inhoud van 'n gebou van die pair- 50 (1) The cubic content of a building of the ware-
huis -of van die fabrieksklas moet ,afgesien van die aan- '

house or factory class, regardless of the number oftal verdiepings wat dit in beslag neem, en van enige ruimte storeys which it occupies and of any space above the
bokant die hoogte van die dakplaat, hoogstens 6000 trt3 level of the roofplate, shall not exceed 6 000 m3.
wees.

(2) In gevalle waar 'n groter kubieke inhoud vereis
'

(2) In cases where a• greater cubic content is Tequired,
word, moet die gebou in eenhede verdeel word waarvan the building shall be devided into units, each containing
elkeen hoogstens 6 000 ms bevat, en geheel en al deur not more than 6 000 m3 and entirely separated from
inure, vloere en deure wat brandbestand is van mekaar• each other by walls, floors and doors of fire-resisting
geskei wees, of daar moet in sodanige gebou of gedeelte construction, or proper• arrangements shall be made and
van sodanige gebou behoorlike maatreels tot voldoening, maintained in such building or portion of building for
van die ingenieur of sy plaasvervanger getref en volgehou eliminating, as far as is reasonably practical, danger from
word ten elude sover doenlik brandgevaar uit te skakel, fire to the satisfaction of the engineer or his deputy, and
en enige maatreel wat aldus getref word, bly van bag any arrangements so made, shall continue to be in force
slegs terwyl sodanige gebou of gedeelte van 'n gebou: only while such building or part of a building is ac-
werklik vir die bedryfs- of fabrieksdoeleindes ten opsigte tually used for the purposes of the trade or manufacture
waarvan toestemming verleen is, gebruik word. in respect of which the consent was granted.

(3) Waar daar 'n binne-toegang van die een eenheid (3) Where internal access from one unit to anothertot 'n ander verlang word, moet sodanige toegang deur . .
is required, such access shall be by means of openingsmiddel van openinge wat hoogstens 3 m wyd en- 3 m• not exceeding 3 m in width and 3 in in height, each

hoog is, geskied en elke opening meet aan weerskante.
opening to be covered on each side by approved auto-

van goedgekeurde outomatiese selfsluitende brandvaste• maticall self-closin slidingfloe-resisting doors, so lo-
skuifdeure voorsien wees. Die deure moet so gelee wees cated drat when closed access to a fire escapeg stair shall
dat, wanneer hulle gesluit is, dear nog toegang tot 'n still remain available.
brandtrap beskikbaar sal wees.

Geboue met Raamwerk.
Frame Buildings.

51.0) Mure wat uit houtraamwerk bestaan en aan
dic buitekant met metaal, teels of leie of ander brandbe- 51.0) Walls composed of wood framing. covered exter-

stande materiaal bedek is, mag nie tot 'n hoogte van nally with metal, tiles or slates or other fire-resisting
meer as twee verdiepings opgerig word nie, en die mak- material shall not be erected more than two storeys in
simum hoogte van enige sodanige muur mag nie hoEr height, and the maximum height of any such wall shall
as 7,5 m van die grond of wees nie. not exceed 7,5 m from the ground.

•(2) Mure wat aan die buitekant met hout of vlambare (2) Walls covered externally with wood or flammable
materiaal bedek is, mag nie hoer as 4,5 m van die grond material shall not exceed 4,5 m in height from the
at wees nie.

I

ground.

(3) Nie meer as een verdieping mag gedeeltelik. of (3) Not more than one storey shall be placed partly
geheel en al binne 'n dak geplaas word nie. • or wholly in a roof.
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Brandbare .Dakke. Combustible Roofs.

52. Geen dak wat met bout, dekriet of ander brand- 52. No roof covered with wood, thatch or other corn-
bare materiaal bedek is, nag .op enige gebou van twee bustible material shall be .placed on any 'building of
verdiepings of wat tot by die muurplaat of dakrand, 7,5 in two storeys in height or 7,5 m in height to wall plate
hoog is, gesit word nie, en ook mag geen kamers -van or eaves, nor shall any rooms of any kind be constructed
edge aard in sodanige dak gebou word indien dit op in such roof, if on a building over one storey in height.
'n gebou van meer as een verdieping rus

Brandbare Mare. Combustible Walls.

53. Geen binnemure bokant die -vierde vloerhoogte 53. No - internal walls -above the fourth floor level shall
mag uit enige brandbare materiaal bestaan nie, - dog be formed of any combustible material, but wainscotting
lambrisering of paneelwerk tot op 2 m van die vloer af or panelling up to 2 in from floor may be attached
kan aan 'n nie-brandbare muur soos deur hierdie ar- -to a non-combustible wall as required by this section.
tikel vereis, vasgesit wees.

Brandbare Sint/there. Combustible Structures.

54. Niemand mag enige nuwe struktuur, oprigting of 54. No -person shall build or cause to be built any new
'dak wat met bout, seildoek, dekriet of .ander brandbare structure, -erection or roof, covered with - wood, 'canvas.
materiaal bedek is, bou of laat bou nie, tens)' sodanige "thatch or other combustible material unless such new
nuwe struktuur of oprigting ten minste 4,5 -m venal die structure or -erection shall be erected at -least 4,5 m from
sy- of agterste grense van die grond of pence! waaroP the side and rear -boundaries of the -land or - stand or
dit geled is, .opgerig word, en indien daar op enige which it situated, and if there be on any adjacent
aangrensende perseel of grond '.n struktuur, oprigting of stand or land a structure, erection or roof so covered
dak is wat aldus bedek is en _reeds in sodanige geval and already -existing in such case, such new structure,
bestaan, moet sodanige nuwe struktuur, oprigting of erection or roof shall be situated at least 9 m -there-

dak ten minste 9 m daarvandaan geled wees, en dit is from, and this shall also apply to buildings in separate
ook van toepassing op geboue .vir afsonderlike bewo- occupation on the:same land or site, except .that in the
ning op dieselfde grond of terrein, behalwe dat die af- case of shingle roofs .the distances of 4,5 in and 9 m fore-

'

stande van 4,5 in en 9 in, soos voornoem, in die fgeval going, may be reduced to 2,25 in and 4,5 m respectively.
van spaandakke onderskeidelik tot 2,25 m en 4,5 m
verminder kan -word. Fences.

Heinings.
55.(1) No person shall erect or cause to be erected

55.(1) Niemand mag enige heining wat met seildoek, any fence covered with canvas, reeds, grass or any com-
riet of ,gras of edge .brandbare materiaal, behalwe pale bustible material, except poles or split poles, or approved
of kloofpale, of goedgekeurde hout, bedek is, oprig of wood.
laat oprig nie.

- (2) .Niemand mag -
.fangs of binne 4;5 m van enige

-(2) No person shall erect or cause to be erected any
-straat af edge heining oprig of laat oprig wat met fence covered with sheet iron, corrugated galvanised iron
plaatyster, sinkplate of enige ander plaatbedekking be- or any other sheeting along or within 4,5 in of any street
dek is de.

• (3) Pole or split pole fences or approved fences of
(3) 'Paalheinings .of heinings van Icloofpak of goed- wood erected within 4,5 m of a street boundary shall

gekeurde houtheinings wat 'binne 4,5 in van 'n straat- not exceed 1,8 m in height.
grens af opgerig word, .mag nit hoer as 1,8 m.weesinie.

.Vogtige of Aanstootlike Terreine.
Damp or Offensive Sites.

.5641) In .die geval van elke huishoudelike gebou 56.(1) In - the case of every -domestic building, where-

moet, orals waar die vogtigheid van - die terrein of die ever - the dampness - of the site or the nature of the soil
geaardheid van die grond na - die raad se mening soda- renders such a precaution necessary in the opinion of
nige voorsorgmaatreel noodsaak, die totale grondopper- the council, the whole of the ground surface -within 'the
vlak binne die gebou se buitemure thehoorlik geasfalteer external walls of the building shall be properly asphal-

of met 'n laag goeie sementbeton van ten minste 100 ted or covered with a layer of good cement concrete at
mm dik, bedek word, of moet dit op 'n ander goedge- least 100 mm thick, or in some other approved manner
keurde wyse tot voldoening van die ingenkur, syferdig rendered impervious to the satisfaction of the engineer.
gemaak word.

.(2) No new building shall be erected on ground con-'(2) Geen -nuwe gebou mag op grond wat deurtrek is Laminated by any faecal, animal, vegetable, chemical orvan enige ontlastings-, dierlike, -plantaardige, chemiese
of ander stof opgerig word alvorens die goedkeuring v other matter until the approval of the council has beenan

[ obtained, and .until such measures as the council may
die mad verkry is, en voordat sodanige maatreels -soos require for the safeguarding of health and the stabili-
wat die raad nodig ag om die gesondheid -le beveilig en ty of buildings have been taken.

- die stabiliteit van geboue to verseker, getref is nie.

Geboue op Myngrond.
Buildings on Mining Ground.

57. Geen gebou mag, behalwe met die raad se.spesiale 57. No building shall be erected over any existing
toestemming, oor enige bestaande of verlate mynbewer- or abandoned mine workings or over any subterranean
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I

kings, of oor enige ondergrondse of ander uitgrawings - or - other excavations where subsidence is likely to affect
want versakking waarskynlik die stabiliteit van die op- surface stability, except. with the special permisson of

pervIalctetan benadeel, ippgerig word nie.
the council.

Diepte ran Fondamente. Depth of Foundations.
58. (1) Ondanks enigiets wat op die goedgekeurde plan- 58.(1) In any new building, notwithstanding anythingne aangedui word, mag Igeen fondament van 'n buite, ge- shown on the approved plans, no foundation of anymeenskaplike of dwarsmuur in enige nuwe gebou minder . external party or cross wall shall be less than 300 mm

as 300 mm onder die oppervlak van die oorspronklike ;below the surface of the original ground, and if undis-
grond: wees nie, en indien daar op daardie diepte geen turbed and" firm ground is not met with at that depth,ongeroerde of vaste grond aangetref word nie, moet daar

• the foundations shall be continued downwards to adieper gegrawe word' tot by 'n punt waar sodanige 'point where such ground is obtained.grond verkry word.
(2) Verspreiding van fondamente deur middel van (2) Spreading foundations on filled ground, other than

behoorlik ontwerpte. be onvloerlae of -vlotte (wat, of that mentioned in section 57, by means of suitably
van ongewapende• Of van gewapende beton is) op opge- designed concrete footings or rafts (being either plainvulde grond; uitgesonderd die wat in artikel 57 genoem or reinforced concrete) shall be permitted within the
word, word binne die lasperke wat in hierdie verorde- loading limits prescribed by these by-laws: Provided that
ninge voorgeskryf word) toegelaat: Met lien verstande where there are adjacent conditions. or influences such as
dat, waar daar aangrensende toestande of invloede is, excavations. ditches, ponds, spruits, filled-up ground or
soos uitgrawings, slote, vywers, spruite, opgevulde grond anything of a nature likely to lessen the security of the
of enigiets van 'n aard wat moontlik die stewigheid van ground on which a building is to be erected, the foun-
die grond waarop die gebou opgerig moet word, sal dation thereof shall be carried down to a point where
verminder, moet daar dieper gegrawe word tot by 'n the effects of such conditions are entirely obviated or
punt waar die uitwerking van sodanige toestande ge- retaining walls' and other works shall be constructed
heel en' al uitgeskakel word, of anders moet keermure for this purpose.
en ander werk met dieselfde dad gebou word.

Fondamente op Los of. Rysende Grond Foundations on Loose, Heaving or Collapsing Soils or.,
of San ondergrond.

Subsoils.
59.(1) Waar fondamente op grond rus wat uit los of

loopsand of soortgelyke Imateriaal bestaan, moet soda- 59.(1) Where foundations rest on solid consisting of
nige grond gedreineer word of sorg moet gedra word dat loose or running sand or similar material,. such soil shall
dit nie padgee nie, en indien uitgrawings daarin ver- : be drained or prevented from moving, and if excavations
moedelik die stabiliteit van vuilriole of ander openbare ' therein are likely to endanger the stability of sewers
werke of private geboue in die omgewing in gevaar kan or other public works or private buildings in the vicinity,
stel; of waar latere uitgrawings vir sodanige vuilriole of or where subsequent excavations for such sewers or other
ander openbare werke of waterpype sodanige fondament public works or water pipes may endanger such founda-
in gevaar kan stel, moet alle nodige voorsorgmaatreels Lion, all necessary precautions shall be taken and re-

getref word en moet die opgelegde las verminder word. , ductions made on the load imposed.

(2) Ten' einde enige sodanige gevaar te: verhoed, mag ! (2) To obviate such danger, no person shall: excavate
niemand uitgrawings laer as die bodem van enige fonds-

i to a lower depth than the bottom of any foundation,
ment maak nie, en verder mag niemand op enige wyse I nor in any way withdraw lateral earth support from
enige fondament se sygrondsteun verwyder, tensy by : any foundation, unless he shall take efficient steps to
doeltreffende maatreeles tref om die stabiliteit daarvan ' maintain its stability.
te onderhou nie.

:

(3) No building, with the exception of frame buildings(3) Geen gebou, behalwe raamwerkgeboue van een ver- one storey high, shall be erected so as to rest on disturbeddieping, mag opgerig word indien dit op geroerde of los
I or loose soil.grond rus nie.

(4) Waar rysende ondergrond vermoedelik op die I (4) Where a heaving subsoil is suspected at the buil-
bouterrein voorkom (soos waar verbryselde of fynver- ; ding site (as where shattered or micro-shattered desiccated
bryselde, uitgedroogte, saamklewende ondergrond aan- cohesive subsoil is present) or where previous experience
wesig is) of waar vorige ondervinding in die betrokke in the area concerned indicated the presence of such
omgewing die aanwesigheid van so 'n toestand aandui — ! condition, the engineer —

(a) kan die ingenieur vereis dat 'n verslag saam met !(a) may require a report to be submitted with the
die bouplanne aan horn voorgele word waarin die

, 'building plans, specifying and justifying the measures
maatreels wat getref gaan word om voorsiening te to. be taken to make provision for the differential
maak vir die differensiaalbewegings wat waarskyn- movements in the building which are likely to arise;
lik in die gebou kan ontstaan, gespesifiseer en ge- • and
regverdig word; en

(b) het die ingenieur die bevoegdheid om hierdie maat- . (b) shall have the power to enforce these measures (in
reels (in hul geheel of gedeeltelik) of te dwing. 1

i
full or in part).

(5) Waar swigondergrond vermoedelik op die. bou-
'

(5) Where a collapsing subsoil is suspected at the
terrein voorkom (soos waar los, fyn sand of sagte, klam . building site. (as where loose, fine sands or soft, damp
slikagtige sand' van veramferde Eoliese oorsprong of

:
silty sands, of altered Aeolian origin or from decom-

van die ontbinding van sekere granietsoorte in- die on- , position of certain granites, are present in the subsoil)
dergrond aanwesig is) — I

, the engineer —
I
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(a) kan die ingenieur vereis dat 'n verslag saam met die (a) may require a report to be submitted with the buil--

bouplanne aan horn voorgelo word waarin die maat- ding plans, specifying and justifying the measures
reels wat getref gaan word om voorsiening te maak to be taken to make provision for the possible dif-
vir moontlike differensiaalvassakkings wat in die ferential settlements that may occur in that building;
gebou kan voorkom, gespesifiseer en geregverdig and
word; en

(1) shall have the power to enforce these measures (in(b) het die ingenieur die bevoegdheid om hierdie maat-
reels (in hul geheel of gedeeltelik) of te dwing. full or in part).

(6) Waar 'n uitgrawing, sloot, vywer, waterloop, op- (6) Where an excavation, ditch, pond, watercourse,
gemaakte grand of soortgelyke toestand aan die ander- made-up ground, or similar condition adjoins or is on or
grond waarop enige gebou opgerig gaan word, grens of adjacent to the subsoil on which any building is to
daarop of daarlangs voorkom en die stabiliteit van die be erected and which in the opinion of the engineer is
gebou na die mening van die ingenieur waarskynlik daar- likely to impair the stability of the building, either the
deur benadeel kan word, meet Of die fondament van so- foundation of such a building shall be constructed at such
danige gebou op sodanige diepte gebou word dat die a depth that the effect of such a condition is entirely
uitwerking van sodanige toestand heeltemal uitgeskakel obviated, or the excavation or cavity shall be adequately
word, Of die uitgrawing of holte op 'n geskikte wyse backfilled and consolidated with approved material, or.
met goedgekeurde materiaal opgevul •en gekonsolideer such other works shall be undertaken as are adequate
word, Of sodanige ander werke wat geskik is vir die doel for the purpose of securing the stability of the building
an die stabiliteit van die gebou wat opgerig gaan word, to be erected.
te verseker, moet onderneem word.

Yoglaag. Damp Course.
•

60.(1) Die mure van alle geboue moet 'n behoorlike 60.0) The walls of all buildings shall have a properly
verseelde voglaag van mastikasfalt of van goeie bitu- sealed damp course of mastic asphalt or of good bitu-
mineuse dekmateriaal of van 'n ander goedgekeurde urinous sheeting or other approved material set in such
materiaal he wat op sodanige wyse aangebring is dat dit a manner as to prevent the communication of moisture
verhoed 'dat daar vogtigheid in die inure tot bokant die into the walls above the level of the bottom of the
hoogte van die onderkant van die vloerplaat, of tot by floor plate, or at the level at the bottom of the solid
die hoogte van die onderkant van die soliede vloer, floor.
opstyg.

(2) Waar enige gedeelte van die muur van 'n bewoon- (2) Where any part of the wall of a habitable room
bare vertrek bokant die hoogte van die onderkant van above the level of the bottom of the floor plate is so
die vloerplaat so gelee is dat die grond daarmee in situated that the ground will be in contact therewith,
aanraking sal kom, moet dit .deur 'n behoorlik verseelde it shall be protected by a properly sealed vertical damp
vertikale voglaag van goeie bitumineuse dekmateriaal, course of good bituminous sheeting, mastic asphalt or
mastikasfalt of ander goedgekeurde materiaal beskerm other approved material.
wees.

(3) The total mass of bituminous sheeting used for this
(3) Die totale massa van bitumineuse dekmateriaal purpose shall not be less than 2,75 kg per m2 nor shallwat vir hierdie doel gebruik word, moet ten minste 2,25 the mastic asphalt be less than 3 mm thick.kg per m' wees, terwyl die mastikasfalt ten minste 3 mm

dik moet wees.

CHAPTER VI.
HOOFSTUK VI.

STRUKTURELE ONTWERP EN OPRIGTING VAN STRUCTURAL DESIGN AND CONSTRUCTION OF
GEBOUE EN BOUONDERDELE EN AANSTELLING BUIIJDINGS AND BUILDING COMPONENTS AND

VAN TOESIGHOUDENDE INGENIEUR. APPOINTMENT OF SUPERVISING ENGINEER.
•

Strukturele Benamings. Structural Terms.

61. Vir die toepassing van hierdie Hoofstuk hot die
onderstaande benamings die betekenisse wat hierna daar- 61. For the purposes of this Chapter the following
aan geheg word:— terms shall have meanings hereinafter assigned to them:

(a) "struktureel" beteken enige boumateriaal of bouon-
(a) "structural" means any 'building material or com-

- '<lorded of samestelling van boumateriale of bouon-
ponent or combination of building materials andderdele wat gebruik word of in 'n posisie igeplaas
components used or positioned or designed to resistword, of ontwerp is our laste of kragte te weer-
loads or forces;

staan;

(b) "struktuur" sluit in bekisting en gutting vir beton (b) "structure" includes formwork and the supports
in situ gegiet, pawiljoene, verhoe en platforms, draag- thereof for cast - in-situ concrete, grandstands and
baar of vasgeheg, tydelik of permanent, vir die sit- platforms -whether portable, fixed, temporary or per-

plek van persone en die struktuuronderdele wat ont- manent, for the accommodation of persons, and
werp is om reklameborde, plankheinings en skerms structural components supporting advertising signs,
in posisie te lion; hoardings or screens;
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(c)"strulctuurbeton" sluit in gewapende voorgespanne, (c) "structural concrete" includes reinforced, prestressed,
nagespanne en vookafgegiete lasdraende beton en post-stressed and precast load-bearing concrete and
ander beton wat allebn of in samestelling met ander other concrete used by itself or in combination with
materiaal gebruik word om laste of kragte te weer- other materials to resist loads or forces;
staan;

(d) "ontwerpte messelwLickonstruksie" sluit in messel- (d) "designed masonry construction" includes masonry
eenhede, messelwerkkonstruksie en messelwerkgor- units, masonry construction and masonry curtain
dynmure, soos omskryf in Hoofstuk 8 van die Stan- Walls, as defined in Chapter 8 of the Standard Buil-
daardbouregulasies, eh wat ontwerp is of wat deur ding 'Regulations, and which are designed or required
die ingenieur van did raad vereis word om ontwerp "by the council's engineer to be designed in accor-

te word volgens diet beginsels van strukturele be- dance with the principles of structural design to re-
planning om laste en drukking te weerstaan. sist loads or forces.

Aanstelling van To sighoudende Itigenieur. Appointment of Supervising Engineer.
62.(1) Geen werk aan konstruksie, verandering of aan-
bou waar gewapende beton, struktuurmetaal, struktuur- 62.(I) No work of construction, alteration or addition
hout, bekisting vir gewapende betonstrukture of ontwerp- which involves the use of reinforced concrete, structural
te messelwerkkonstruksie gebruik word, of enige gebou of metal, structural timber, formwork for reinforced concrete
struktuur, insluitende die fondamente daarvan, en geen structures or designed masonry construction or any build-

werk wat verandering apart bestaande struktuurbeton, ing or structure including the foundations thereof, and no
ctruktuurmetaal, struktuurliout of ander struktuurmate- work which involves the alteration of any existing struc-

aal of onderdeel of ontwerpte messelwerk of die stuffing tural concrete, structural metal, structural timber or other
uaarvn sal meebring, mag 'n aanvang mee gemaak word, structural material or designed masonry or the support
en geen bouplanne vir sodanige konstruksie, verande- thereof shall be commenced and no building plans for
ring of aanbou word deur die raad goedgekeur nie al- such construction, alteration or addition shall be approved
vorens die eienaar van sodanige gebou of struktuur, ten- by the council unless and until the owner of such buil-
sy anders deur die raad se ingenieur vereis, 'n siviele in- ding or structure shall, except when not so required by
genieur soos omskryf in artikel 1 (hierna genoem die toe- the council's engineer, have appointed a civil engineer
sighoudende ingenieur) aangestel het en wat dan namens as defined in section 1 of these by-laws (hereafter refer-

die eienaar verantwoordelik is vir die ontwerp, bou en red to as the supervising engineer) who shall then be
toesig van enige sodanige werk en om te verseker dat die responsible on behalf of the owner for the design, con-

werk in ooreenstemming met hierdie verordeninge uitge- struction, and supervision of any such work and for
voer word. ensuring that such work is carried out in compliance

1(2) Waar daar ingevolge Hoofstukke 3, 4, 5, 6, 7 of with these by-laws.

8 van die Standaardbouregulasies die verantwoordelikheid
vir 'n besluit omtrent die diaagvermod en stewigheid van (2) Where in terms of Chapters 3, 4, 5, 6, 7 or 8 of

'n gebou of struktuur insluitende die fondament daarvan, the Standard Building Regulations any responsibilty for
a decision upon the strength or stability of a building

op die raad se ingenieur geplaas word, is hy geregtig om
to eis dat sodanige verantwoordelikheid deur die toesig- or structure, including the foundations, is placed on the

houdende ingenieur aanvaar word en nadat hy skriftelik council's engineer, he shall have the right to require that
deur die ingenieur van die raad in kennis gestel is, is die such responsibility be assumed by a supervising engineer

toesighoudende ingenieur daarna daarvoor verantwoorde- and after being so notified in writing by the council's

lit engineer the supervising engineer shall thereafter be re-

(3) Die naam, adres en kwalifikasies van die toesig- sponsible.

houdende ingenieur of enige gemagtigde verteenwoordi- (3) The name, address and qualifications of the super-
ger moet skriftellk by die raad se ingenieur op die voor- vising engineer and of any authorized representative shall
geskrewe vorm soos omskryf in Bylae I by hierdie ver- be submitted in writing to the council's engineer and
ordeninge ingedien word en moet deur die toesighouden- the form set out in Schedule 1 to these by - laws shall
de ingenieur en die boueienaar of argitek ingevul en on- be completed and signed by such supervising engineer
derteken word en aan die raad terugbesorg word voordat and the building owner or architect and returned to the
daar met enige werk, soos hierbo omskryf, op die per- council before any work as aforesaid is commenced on
seel 'n aanvang gemaak word. the site.

(4) Wanneer deur die raad se ingenieur versoek word
om dienooreenkomstig te handel, moet die toesighou- (4) When called upon by the council's engineer to do
dende ingenieur aan die raad se ingenieur strukturele so, the supervising engineer shall furnish the council's
werktekeninge wat die werk wat uitgevoer staan to word, engineer with detailed structural working drawings of the
breedvoerig uiteensit, indien en daarbenewens, wanneer work to be carried out and, in addition, shall when re -

deur die raad se ingenieur versoek, hom voorsien van — quired by the council's engineer furnish him with —

(a) taste- en spanningsdiagramme en afskrifte van die (a) load and stress diagrams and copies of the calcula -
berekenings waarop die bntwerp van die werk ge- tions on which the design of such work is based
baseer is, asook van verdere inligting wat vereis and such further information as he may require
mag word insluitende bowyse van strukturele sta- including evidence of structural stability and extent
ibiliteit en defleksie-omvang; en of deflection; and

(b) bewys van die kwaliteit van materiale wat gebruik
of bestem is om in die werk gebruik to word en sul- (b) proof of the quality of the materials used or inten -

ke toetse in verband daarmee uitvoer of laat uit- ded to be used in the work and shall make or cause
voer as wat deur die raad se ingenieur vereis mag to be made such tests in connection therewith as the
word. ! council's engineer may require.

i

[

a
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(5)(a) Die toesighoudende ingenieur moet alle dolcu- (5)(a) The supervising engineer shall sign all docu-

mente waama in subartikel (4) verwys word en wat meats referred to in subsection (4) which he is required
deur horn verskaf moet word, onderteken. to provide.

(b) Alle werktekeninge wat ingevolge subartikel (3)
(b) All working drawings furnished in terms of sub -

verskaf word, wanneer opgestel in oorleg met die teke-
ninge waarna in artikel 15 verwys word, moet deur die .section (3)'shall, if prepared in association with drawings

referred to in section 15, be endorsed bythe toesighoudendeingenieur asook the ouditeur van die supervi-wantever -
tekeninge geendosseer word te then effekte dat sing engineer and the author of the associated drawings

die werktekeninge dimensionaal in ooreenstemming met to the effect that the working drawings correspond di-

die verwante tekeninge is. mensionally with the associated drawings.

(c) Waar geen verwante tekeninge waarna in paragraaf (c) Where there are no assiociated drawings as referred
(b) verwys word, bestaan the, moet die toesighoudende to in paragraph (b), the supervising engineer shall en-
ingenieur sy werktekeninge dienooreenkomstig endosseer. dorse his working drawings accordingly.

(6) As die toesighoudende ingenieur te eniger tyd ge-
durende die bouwerksaamhede, soos beoog in subartikel (6) If at any time during the operations contemplated

(1) van mening is dat die werk nie op deeglike wyse uit- in subsection (1), the supervising engineer is of the

gevoer word the, of op so 'n wyse uitgevoer word dat opinion that the work is not being carried out properly
dit die stewigheid en draagvermoe van enige gebou of or is being carried out in such a. manner as to endanger

struktuur wat in aanbou is of waaraan verander word
' the stability or strength of any building or structure in

op dieselfde of aangrensende perseel in gevaar stel, moet the course of construction or alteration, on the same

hy die ingenieur van die raad onverwyld daarvan in ken- ! site, or land adjoining the site, he shall forthwith infort
nis stel en redes aanvoer waarom hy die mening toege-

' the council's engineer accordingly, giving reasons wh.
daan is en die ingenieur van die raad kan ingevolge hier- he is of such opinion, and the council's engineer may

die verordeninge die nodige stappe does. . take appropriate action in terms of these by-laws.

(7) Indien die toesighoudende ingenieur se aanstelling (7) Should the supervising engineer's appointment be
om een of ander rede beeindig' word voordat die werk terminated for any reason before the work con-
soos in subartikel (1) beoog, voltooi is, moet die eie- templated in subsection (1) is complete, the owner or ar-ar-
naar of argitek onverwyld die raad se ingenieur in ken- . chitect shall forthwith inform the council's engineer
nis stel en moet (behalwe waar the deur die raad se in- and shall (except where not so required by the council's
genieur vereis nie) as toesighoudende ingenieur 'n ander engineer) appoint as supervising engineer. another civil
siviele ingenieur soos omskryf in artikel 1 aanstel en hy engineer as defined in section 1 who shall thereupon oe
is na sodanige aanstelling verantwoordelik vir die werk responsible for the work still to be completed.
wat nog voltooi moet word.

Laste en Kragte. Loads and Forces.

63. Elke gebou, struktuur, gedeelte van 'n gebou of
63. Every building, structure or portion of a buildingstruktuur moet, met inagneming van geindusseerde span-

or structure shall be designed and constructed to sus-ning, wegbuiging, strukturele stewigheid en weerstand
fain, having regard to induced stresses, deflection, struc-

teen omkanteling ontwerp en opgerig word om onder die
rural stability and resistance to overturning, the most

mees ongunstige samestelling van dooie laste, opgelegde
taste en kragte waaraan dit redelikerwys verwag word, adverse combination of dead loads, super-imposed loads

blootgestel te wees, in staat wees om sodanige laste te and forces to which it may reasonably be expected tc
bkan dra, welke laste en kragte the minder mag wees thee subjected, which loads and forces shall not be leg;

as die minimum voorgeskryf in Hoofstuk 3 van die than the minimum prescribed in Chapter 3 of the Stan-

dardStandaardbouregulasies en op die wyse soos daarin voor-
pres

Building Regulations and applied in the manner

geskryf, aangewend. prescribed therein.

Fondamente. Foundations.
64.(1) Elke gebou, muur of struktuur moot ooreen-

komstig die voorskrifte van Hoofstuk 4 van die Stan- 64.0) Every building, wall or structure shall be sup -

daardbouregulasies op stewige en vaste fondamente oat- ported on stable foundations designed and constructed
werp en opgerig word. in accordance with the provisions of Chapter 4 of the

(2) Ondanks die bepalings van regulasie I5(a) van
Standard Building Regulations.

Hoofstuk 4 (Fondamente) van die Standaardbouregulasies, (2) Notwithstanding the provisions of regulation 15(a)
waar 'n verslag wat deur die raad se ingenieur ingevolge of Chapter 4 (Foundations) of the Standard Building
regulasie 7 van Hoofstuk 4 aangevra en deur hom aange- Regulations, where a report, called for by the council's
neem is, voorsiening maak vir 'n vlakker uitgrawing as engineer in terms of regulation 7 of Chapter 4, and
wat vereis word in die gemelde regulasie 15(a), kan die accepted by him, provides for excavation less than re-

ingenieur van die mad toestem tot sodanige vlakker uit- quired by the said regulation 15(a), the council's engineer
grawing. may permit such lesser excavation.

(3) Die maksimum toelaatbare dradruk waarna in re- (3) The maximum allowable bearing pressures referred
gulasie 5(1) van Hoofstuk 4 van die Standaardbouregu- to in regulation 5(1) of Chapter 4 of the Standard Build-

lasies verwys word en wat die raad ingevolge Tabel I van ing Regulations and which the council is required to pre-

die gemelde regulasie 5(1) verplig is om voor te slcryf, scribe in terms of Table I of the said regulation 50). shall
moet wees soos uiteengesit in Aanhangsel B van gemelde be as set out in Appendix B of the said Chapter 4 tor
Hoofstuk 4 vir die betrokke ondergrondtipes. the classes of sub-soil concerned.
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Ongewapende, Gewapende, Voorgespanne en Voorafge- Plain, Reinforced, Pre-stressed and Pre-cast Concrete,
giete Beton, OntwerptelMesselwerkkonstruksie en Beton- Designed Masonry Construction and Concrete Walling.

rnuurwerk.

65.(1) Gewapende en ongewapende beton, wanneer vir 65.0) Plain concrete and reinforced concrete, when
strukturele doeleind

-

es in geboue aangewend word, moet used for structural purposes in buildings, shall be de-

ontwerp en vervaardig word ingevolge die vereistes van signed and constructed in terms of the requirements of
Hoofstuk 5 van die Standaardbouregulasies; Chapter 5 of the Standard Building Regulations.

(2) Voorgespanne betonstrukture en struktuuronder- (2) Pre-stressed concrete structures and structural coin-

dele moet aan die vereistes van die "British Standard ponents shall comply with the requirements of the British
Code of Practice No. HP vir voorgespanne beton vol- Standard Code of Practice No. 115 for Pre-stressed Con-

doen. crete.
-

(3) Growwe en fyn aggregaat, sement, staalversterking (3) Coarse and fine aggregates, cement, steel rein-
en toelaatbare spannings en buigings vir voorafgegiete forcing and allowable stresses and deflections for load-
betonstrukture en struktuursamestellings moet aan die bearing pre-cast concrete structures and structural corn-
voorslcrifte van Hoofstuk 5 van die Standaardbouregu- ponents shall comply with the requirements of Chapter
lasies voldoen en alle sodanige voorafgegiete beton moet 5 of the Standard Building Regulations and all such pre-

voldbende nabehandeling ontvang het en ryp wees en cast concrete shall have been adequately cured and ma-

moet genoegsame weerstand ontwikkel het om aan die tured and shall have developed sufficient strength to
vereistes van sodanige regulasies ten opsigte van toelaat- meet the requirements of such regulations in respect
bare spannings, buigings len strukturele stewigheid te vol- of allowable stresses, deflections and structural stability
doen voordat dit in 'n gebou of struktuur gebruik word. before being used in any building or structure.

(4) Ondanks die bepalings van Hoofstuk VII van hier- (4) Notwithstanding the provisions of Chapter VII of
die verordeninge wat dimensionele vereistes voorskryf vir these by-laws which prescribe dimensional requirements
inure van baksteen gebou en die maksimum toelaatbare for walls built of bricks, and the maximum permissible
drukspanning op inure van bakstene of blokke gebou, bearing pressures on walls built of bricks or blocks, the
kan die raad, in sy algehele oordeel en onderworpe aan council may, in its entire discretion and subject to such
sulke voorwaardes as wat by mag voorskryf, toestemming conditions as it may prescribe, grant permission for walls
verleen• vir die bou van inure van geboue in ooreenstem- of buildings to be built in accordance with the require-
ming met die vereistes Ivan ontwerpte messelwerkkon- ments for designed masonry construction as contained in
struksie sops vervat in regulasies 62 tot en met 81, van regulations 62 to 81 inclusive, of Chapter 8 of the Stan-
Hoofstuk 8 van die Standsardbouregulasies. dard Building Regulations.

1(5) By die uitoefening van sy oordeel ingevolge sub- (5) In exercising its discretion in terms of subsection
artikel 4 is die read geregtig om die volgende in ag te (4), the council shall be entitled to have regard to the
seem: following matters:
(a) Enige grondtoestande wat die fondamente wat soda-

(a). Any soil conditions which may affect the foundationsnige more van ontwerpte messelwerldconstruksie on-
supporting such walls of designed masonry construc-

dersteun, mag affekteer. tion.
(b) Enige moontlike strukturele gevolge van toevallige

skade aan sodanige mure Of deur plaaslike interne (b) Any possible structural consequences of accidental
ontploffings Of deur 'n voertuigbotsing of andersins, damage to such walls, whether by localized internal
met inbegrip van die toenemende risiko van soda- explosion or by vehicular collision or otherwise,

nige botsing weens die nabyheid van sodanige mure including also the increased risk of such collision
aan openbare strate. by reason of the proximity of such walls to public

(c) Die plasing en afmetings van deuropeninge en yens- streets.

ters of ander openinge in sodanige inure en die mate (c) The location and dimensions of doorways and win-

van enige muurgleuwe of uitsparings vir die huis- dows or other openings in such walls and the extent
vesting van dienste. of any chases or recesses for the accommodation of

(d) Die sterkte en kwaliteit van die materiale en die tipe services.

sement, indien enige, wat gebruik sal word in die
(d) The strength and quality of the materials and thevervaardiging van die bakstene of blokke waarmee type of cement, if any, to be used in the manufacture

sodanige inure gebou sal word, en in die mortel wat of the bricks or blocks with which such walls are tosulke bakstene en blokke bind. be built and in the mortar binding such bricks or
(e) Enige ander omstandighede wat die mad as toepas- blocks.

• lik vir die veiligheid: van sodanige mure, mag be-
skou. (e) Any other circumstances that the council may con-

sider relevant to the safety of such walls.
(6) By die verlening van toestemming ingevolge sub-

artikel (4), is die raad geregtig om te vereis dat alles of (6) In granting permission in terms of subsection (4),
enige van die volgende gedoen word as 'n voorwaarde van the council shall be entitled to require any or all of the
sodanige toestemming:— following to be done as a condition of such permission:

(a) Die inure en alle verwante bou-elemente moet ont- (a) The walls and all associated building elements to be
werp word deur en gebou word onder die toesig van designed by, and constructed under, the supervision
'n siviele ingenieur met voldoende opleiding en on- of a civil engineer qualified by training and expe-

dervinding in die ontwerp en konstrulcsie van mure Hence in the design and construction of walls of
van ontwerpte messelwerkkonstruksie; designed masonry construction;
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(b) die genoemde siviele ingenieur voile werktekeninge (b) the said civil engineer to submit to the council com-
I

van die ontwerp van sodanige mure en die bereke- plete working drawings of the design of such walls
ninge waarop die ontwerp gebaseer is, aan die mad and the calculations upon which the design is based;
voorle;

(c) konstruksiemetodes, voorlopige toetse van baksteen- (e) construction practices, preliminary testing of mason-

ry prisms and mortar for compression and bond
mason-

prismas en mortel vir druk- en aanhegsterkte, kon-
strength, control tests during construction and thetroletoetse gedurende konstruksie en terreinkontrole

van vakmanskap, materiale en konstruksiemetodes
site control of workmanship, materials and construe-

wat uitgevoer moet word ooreenkomstig die aanbe-
lion procedures to be carried out all in accordance
with recommendations contained in approved codesvelings saamgevat in goedgekeurde kodes van ont- of design and practice:werp en praktyk;

(d) alle laste solied teruggevul word met mortel en vir (d) all joints to be filled solid with mortar and the effect
die uitwerking van enige uitgeholde laste toegelaat of any recessed joints to be taken into account in cal-
meet word in die berekening van die sterkte van culating the strength of such walls;

. sodanige mure;
(e) horizontal control joints to be provided at vertical

(e) die voorsiening van horisontale kontrolelaste op intervals of not more than 12 in throughout the
vertikale tussenruimtes van nie meer as 12 m reg- height of the building to accommodate the long-

deur die hoogte van die gebou nie, om voorsiening to term movement of building units and any differen-

maak vir die langtermynbeweging van boueenhede tial expansion and contraction of leaves of cavity
en enige differensiele uitsetting en inkrimping van walls;
blaaie van spoumure;

(f) the leaves of cavity walls to be effectively secured
(f) die blaaie van spoumure effektief veranker word •by approved wall ties. and building units in solid

deur goedgekeurde muurbinte en dat boueenhede in walls to be adequate cross bonded;
soliede mure voldoende kruisverbind word;

(g) any other provision of the Standard Building Regu-
(g) enige ander bepaling van die Standaardbouregula- lations deemed necessary to safeguard the strength

sies wat nodig geag mag word vir die beveiliging
van die sterkte en stabiliteit van sodanige mure, na-

and stability of such walls to be complied with;

gekom word; (It) the thickness of any such wall, exclusive of any

(h) die dikte van enige sodanige mure, enige bedekking veneer, to be not less than 215 mm.

uitgesonderd, nie minder as 215 mm mag wees nie.
(7) Every application lodged with the council for per-

(7) Eike aansoek wat by die raad ingedien word om mission to build walls of designed masonry construction,
toestemming vir die bou van mure van ontwerpte messel- in any building exceeding five storeys in height inclusive
werkkonstruksie, in enige gebou wat vyf verdiepings in of basements, shall be accompanied by a written evalua-

hoogte oorskry, met inbegrip van kelders, vergesel moet tion by the South African Council for Scientific and In-

gaan van 'n geskrewe ranting deur die Suid-Afrikaanse dustrial Research of the assessed strength and stability
Wetenskaplike en Nywerheidsnavorsingsraad van die ge- of such walls and building after a special investigation of
skatte sterkte en stabiliteit van sodanige mure en gebou all relevant aspects by the said Council.
mi. 'n spesiale ondersoek van al die betrokke aspekte deur
die genoemde Raad. (8) When any wall is being built or is intended to be

(8) Wanneer enige muur gebou word of gebou gaan built as a consequence of any permission granted in terms
word as gevolg van enige toestemming ingevolge subar- of subsection (4), the council may —
tikel (4) verleen, kan die raad —

(a) prescribe the nature and frequency of, and the au-
(a) die wyse en frekwensie van, en die liggame deur thorities by whom, tests of materials and workman-

wie, toetse van materiale en vakmanskap gedoen ship shall be carried out, and may require that copies
moet word, voorskryf en vereis dat afskrifte van die of the results of such tests be lodged with the
resultate van sodanige toetse by die raad ingedien council;
moet word;

(b) vereis dat die werk van die hele of enige gedeelte van (b) require that all or any part of such building work
sodanige gebou uitgevoer moet word onder die toesig be carried out under the full-time supervision of a
van 'n voltydse behoorlik-gekwalifiseerde klerk van suitably qualified clerk of works employed by the
werke, in diens van die eienaar van die gebou op owner of the building at his own expense;
eie onkoste;

(c) indien by in enige stadium oortuig is dat 'n muur (c) if it is at any stage of the opinion that a wall of de-

van ontwerpte messelwerkkonstruksie gebou word of signed masonry construction is being, or has been
gebou is op 'n ander wyse as ooreenkomstig enige constructed otherwise than in accordance with any
voorwaarde van 'n permit ingevolge hierdie artikel conditions of a permit given in terms of this section,
uitgereik of teenstrydig met die Standaardbouregula- or in contravention of the Standard Building Regu-
sies, by skriftelike kennisgewing enige verdere bou- lations, by notice in writing, order the cessation of
werk staak tot tyd en wyl die muur behoorlik ver- further construction until the wall has been suitably
ander of versterk word tot voldoening van die raad modified or strengthened to the satisfaction of the
en die siviele ingenieur verantwoordelik vir die ont- council and the civil engineer responsible for the
werp, of kan die raad opdrag gee dat die muur afge- design, or it may order the wall to be demolished
breek en vervang word deur 'n muur wat voldoen and replaced by a wall comlyinr. with the said con-

aan die betrokke voorwaardes of die Standaardbou- ditions or with the Standard Building Regulations,
regulasies, al na die geval; as the case may be;
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I

(d) by kennisgewing wat ingevolge paragraaf (a) bete- (d) by notice served in terms of paragraph (a) include
ken is, 'n opdrag insluit wat die gebruik van die ge- an order prohibiting the use of the building or any
bou of enige gedeelte daarvan verbied, hangende die part thereof, pending compliance with the structural
voldoening aan die strukturele vereistes van soda- requirements of such notice.
nige kennisgewing. .

(9) Enigiemand wat nie dadelik aan 'n kennisgewing (9) Any person who fails forthwith to comply with a

ingevolge subartikel (8) hitgereik, voldoen rile, is skul- notice issued in terms of subsection (8) shall be guilty of
an offence and shall, on conviction, be liable to a finedig aan 'n oortreding ergis by skuldigbevinding straf-
not exceeding R100 or to imprisonment for a period notbaar met 'n boete van hoogstens R100 of gevangenis-strafexceeding 6 months or to both such fine and imprison-

sodanige boete en gevangenisstraf, en vir elke dag of ge-
vir 'n tydperk van hoogstens 6 maande of aan beide

ment, and for every day or part of a day during which
such non-compliance thereafter continues, he shall bedeelte van 'n dag gedurenile die daaropvolgende tydperk
gvan die nie-nakoming aan die vereistes, is by skuldig guilty of a separate offence and liable on conviction,
to a fine not exceeding R50 or imprisonment for a periodaan 'n afsonderlike oortrehing en is by skuldigbevinding

strafbaar met 'n boete vanshoogstens R50 of gevangenis- not exceeding 3 months, or both such mine and impri-

straf vir 'n tydperk van hoogstens 3 maande, of beide sonment.

sodanige boete en gevangenisstraf.
(IO)(a) No person shall cut into, alter or otherwise

(10)(a) Niemand word toegelaat om in enige ontwerp- disturb any wall constructed in accordance with the
te messelwerldconstruksiemuur in te sny of daaraan te requirements for calculated design masonry, without
verander of dit enigsins te, versteur nie, sonder om eers first having obtained the written permission of the coun-
tie geskrewe toestemming van die raad te verkry nie. By cu. fn granting such permission the council shall be en-
le vergunning van hierdie, toestemming, is die raad ge- titled to prescribe such conditions as it may think fit.

regtig om sodanige voorwaardes na goeddunke voor te
slayf. . (b) The owner of any building, any part of which

(b) Die eienaar van enige gebou waarvan enige ge- is constructed in accordance with the requirements for
deelte in ooreenstemming met die vereistes van ontwerp- calculated design masonry, shall cause a panel made of
te messelwerkkonstruksie gebou is, moet 'n paned, ge- durable material to be built into such building in an

mask van 'n duursame materiaal, in sodanige gebou op approved conspicuous position, displaying the following
'n goedgekeurde opvallende posisie laat inbou met die warning in both official languages, in capital letters, not
volgende waarskuwing in beide amptelike tale in hoof- less than 25 mm in height:

letters, nie minder as 25 mm in hoogte nie, daarop aan-
gebring,

i WARNING

WAARSKUWING (In letters not less than 75 mm high)
(In letters nie minder as 75 mm hoog nie)

. "Any person cutting into, altering or otherwise distur-
"Enigiemand wat in enige muur van hierdie gebou in- bing any wall in this building, without the written con-

sny, dit verander of andersins versteur, sonder die skrif- sent of the local authority shall be liable to prosecution."
telike toestemming van die plaaslike bestuur, stel horn-
self bloot aan vervolging." (c) The owner of the building shall at all times cause

1(c) Die eienaar van die gebou moot sorg dra dat such warning to be kept visible and maintained in a

sodanige waarskuwing te alle tye sigbaar en in 'n lees- legible condition.
bare toestand gehou word.

(11) No permit issued by the council and no decision
(11) Geen permit deur die raad uitgereik en geen be- given by the council's engineer in terms of this section

slissing deur die ingenieur van die raad ingevolge hierdie and no compliance by any person with the provisions.
artikel gevel en geen voldoening deur enige persoon aan thereof, shall be deemed to imply the acceptance by
die vereistes daarvan, word beskou om te veronderstel dat the council of any responsibility or liability for any da-
die raad enige verantwoordelikheid aanvaar of aanspreek- mage or injury arising out of any work, nor shall it
lik gehou word vir enige skade of besering, as gevolg relieve any person conducting such work, or causing or
van enige werk, nog word enige persoon wat sodanige permitting it to be conducted, from liability for such
werk uitvoer of veroorsaak of toelaat dat dit uitgevoer injury or damage.
word, onthef van die aanspreeklikheid vir sodanige bese-
ring of skade nie.

Struktuurstaahverk en Konstruksiehout. Structural Stechvork and Structural Timber.

66.(l) Alle struktuurdele en struktuuronderdele wat 'n 66.(1) All structural members and structural compo-

deel van 'n gebou of struktuur uitmaak, bestaande uit nents forming part of a building or structure and con-

struktuurstaal en/of konstruksiehout en alle bekisting en sisting of structural steel and/or structural timber and all
stutting daarvan wat gebruik word vir beton in situ ge- formwork and the supports thereof used for cast- in-situ
giet, moet, in die geval van struktuurstaal, ontwerp en concrete shall be designed and constructed in accordance
opgerig word ooreenkomstig die vereistes van Hoofstuk with the requirements of Chapter 6 of the Stan-
6 van die Standaardbouregulasies en in die geval van dard Building Regulations in the case of structural steel
konstrukiiehout ooreenkomstig Hoofstuk 7 daarvan. and Chapter 7 thereof in the case' of structural timber.

)(2) Lameltinimerstrukture 'en struktuuronderdele moet (2) Laminated timber structures and structural com-
aan die vereistes van Spesifikasie No. 876 van die Suid- ponents shall comply with the requirements of the South
Afrikaanse Buro vir Standaarde voldoen. African Bureau of Standards Specification No. 876.

I _ _I
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Satnegestelde• Strukture en Ander Materiale, Ontwerpe Composite Structures and Other Materials, Designs and
en Metodes. Methods.

67.(1) Samegestelde strukture en struktuuronderdele 67.(1) Composite structures and structural components
moet voldoen aan die vereistes van Deel I van die shall comply with the requirements of Part I of the
"British Standard Code of Practice No. 117" vir same- "British Standard Code of Practice No. 117" for com-
gestelde strukture. posits structures.

'(2) Die metodes van ontwerp en konstruksie van (2) For structures and structural components of ma-

strukture en struktuuronderdele van materials waarvoor terials not provided for in this Chapter, the methods
nie in hierdie Hoofstuk voorsiening gemaak is nie, en of design and construction thereof and permissible stres-
die toelaatbare spanning daarin, is onderhewig aan die ses thereth shall be subject to the approval of the coun-

goedkeuring van die mad; welke goedkeuring geheg kan. cil, which approval may be given subject to compliance
word ondervvorpe. aan voldoening aan 'n erkende ge- with a recognized code of practice or other set of autho-

bruikskode of ander gesaghebbende standaarde van toe- :ritative standards applicable to the use of the materials
passing op die gebruik van die betrokke materiale. concerned.

(3) Ondanks die bepalings van hierdie Hoofstuk kan (3) Notwithstanding the provisions of this Chapter the
die raad, in gevalle waar 'n toesighoudende ingenieur council may, in case where a supervising engineer has.
aangestel is, die oprigting van geboue toelaat waarvan die been appointed, permit the erection of buildings, the
lasdraende onderdele deur alternatiewe metodes ontwerp load-bearing members of which have been designed by
is as waarvoor in hierdie Hoofstuk voorsiening gemaak alternative methods to those provided for in this Chapter,
is, met inbegrip van die lastefaktorontwerp en ontwerpe including load-factor designs and designs carried' out in
uitgevoer volgens• die rekbaarheidsteorie van steal en ge- accordance with the plastic theory of steel and reinforce(
wapende beton: Met dien verstande dat waar die raad concrete: Provided that the council in so doing may re -

besluit om dienooreenkomstig to handel by kan vereis dat quire that such designs are carried out in accordance
sodanige ontwerpe uitgevoer word in ooreenstemming met with a recognized code of practice approved by the Ad'-
'n erkende. gebruikskode, goedgekeur deur die Admini- ministrator and accepted by the council as an authorita-

strateur en deur die raad aanvaar as 'n gesaghebbende five guide to such designs.
handleiding vir sodanige ontwerpe.

HOOFSTUK VII. CHAPTER VII.

EMPIRIESE MESSELWERKKONSTRUKSIE. EMPIRIGAL MASONRY CONSTRUCTION.

Fondamente. Foundations.

68.(1) Elke muur van messelwerk, pyler, skoorsteen 68.(l) Every masonry wall, pier, chimney and archen bong moet so gebou wees dat die druk van sy fonds- shall be so constructed that the pressure of its founda-mente op die grond deurgaans redelik gelykmatig en kon- •
lions on the ground shall be reasonably even and consis-sekwent most wees en mag the die veilige dravermoe van
tent throughout and shall not exceed the safe bearingdie grond oorskry nie.
capacity of the ground.

(2) Die eienaar van die gebou most homself, deur
middel van toetsgate of lastoetse of ander maatreels, oor (2) The building owner shall satisfy himself by means

die veilige dravermoe van die grond waarop enige of trial holes or loading tests or other measures as to

fondament sal rus, tevrede stel. the safe bearing capacity of the ground on which any
foundation is to rest.

(3) Massabeton in mure van messelwerk, pylers, skoor-
- (3) Mass concrete in masonry walls, piers, chimneys,stene, fondamente en boe mag nie flower as ses dele

growwe aggregaat, drie dele sand en een deel Portland- foundations and arches shall not be weaker than six
sement wees nie. parts coarse aggregate, three parts sand and one part

Portland cement.

Ongelaagde Ruklipmure.
Random Rubble Masonry Walls.

69.(1) Alle fondamentmure of ander mure van onge-
laagde ruklip moet minstens een raveelbalk he wat op 69.(1) All foundation walls or other walls of random
elke vierkante meter vlak deur die muur strek; of indien , rubble masonry shall have at least one header extend-
die dikte van die mute sodanig is dat raveelbalke the ge- ing through the wall every square metre of face; or
rieflikerwys daardeur kan strek nie, moet hulle tot min- should the thickness of the wall be such that headers
stens twee-derdes van die muurdikte indring, een raveel- cannot. conveniently be taken through, they shall extend
balk vir elke 0,5 m2 vlak. into the wall at least two -third's of its thickness, one

(2)' Geen klip mag gebruik word nie tensy dit 'n ver-
for every 0,5 m2 of face.

band vorm met of tot minstens 150 mm in die muur strek (2) No stone shall be used that does not bond or
of tot. 'n afstand gelyk aan die muur se diepte, watter af- extend into the wall at least 150 mm or a distance equal
stand ook al die grootste is. to its depth, whichever is the greater.

(3) Alle mure moet gebou word met goeie verbande (3) All walls shall be built with good bonds in verti-
in vertikale voee. cal joints.
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Bakstfl enverbande.
Brick Bonds.

70.(1) Alle baksteenmure moet so gebou wees dat die 70.(1) All brick walls shall be built so that the per-
bindstene in .elke laag die verband breek tot op min- pends of each course shall break joints to the extent of
stens 'n kwartsteen met

I
die bindstene van -lae wat on- at least a quarter brick with the perpends of courses hn-

middellik bo en onder sodanige laag gelee is. mediately above and below such course.

(2) In mure wat meeir as 'n halfsteen dik is, moet ,(2) In walls over half a brick thick Flemish or Eng-
Vlaamse of Engelse verfiand gebruik word, of 'n ander lish bond shall be employed, or some other bond which
verband wat 'n 'laag ra4celbalk gee op elke vyf 'strek- Shall provide a course of headers to every five courses
stene, of gelykstaande daaraan. of stretchers or its equivalent.

(3) Alle mure moet haaks en loodreg opgerig word en .(3) All walls shall be carried up true and ,plumb,.and
strykvoee moet waterpas gbbou word. bed joints built level.

,(4) !Gem passtene of steenslag mag in 'n muur ge- (4) Bats or broken bricks shall not be built into any
messel word the. wall.

(5) Voee van ale fondamente en mure moet deeglik (5) Joints of all foundations and walls shall be well
.en geheel met mortel opgevul wees. and completely filled with mortar.

Baksteensoorte. Class of Bricks.
71.(1) Elke steen, blok en bou-eenheid in 'n dramuur 71.(1) Every brick, block and building unit in a load-

(met .inbegrip van 'n pyler of 'n stoorsteen wat deal van bearing wall (including a pier or chimney forming part
die muur uitmaak) meet bestaan uit harde goedgebrande of the wall) shall be composed of hard, well-burnt clay
klei of terra-cotta, natutii- of kunsklip, beton, kalsium- or terra-cotta, natural or cast stone, concrete, calcium
silikaat of ander onbrandbare stof van gelyke hardheid silicate or other non-combustible material of like hard-
en duursaamheid, of 'n samestelling daarvn, en dit moet ness and durability, or a combination 'thereof, and shall
van sodanige grootte, vorm en oppervlak wees .dat be- be of such size, shape and surface as to permit of pro-
hoorlike verbindings- en vaegwerk moontlik is. per bonding and jointing.

(2) Elke sodanige steen, blok en bou-eenheid moet (2) Every such brick, block and building unit shall
aan die toepaslike S.A.B.S.rspesifikasie voldoen. comply with the relevant S.A.B.S. specifications.

(3) Die volume soiled°I materiaal in elk sodanige .(3) The volume of solid material in every such brick
Steen •en blok wat met uithollings, itches of perforerings and block formed with cavities, hollows or perforations
gevorm is ,(uitgesonderd 'n lugsteen of ventilasieblok) (other than an air-brick or a ventilation block) shall not
moet minstens die helfte van die totale volume van die be less than one-half of the total volume of the brick or
steen of 'blok .wees 'en die soliede materiaal moet op block and the solid material shall be so disposed 'that its
so 'n manier geplaas wees dat die totale aggregaatwyd- aggregate width (measured horizontally at right angles
to daarvan (horisontaal gemeet, reghoekig op die vlak to the face of the brick or block as laid) shall nowhere
van die steen .of blok soos dit gele word) 'Sens 'min- be less than one-third of the total overall width of the
der as een-derde van die totale wydte van die steen brick or block.
of blok is the.

(4) Walls constructed of bricks or blocks with cavities,
(4) Mure van stene .of blokke met uithollings, hol- hollows or perforations shall not be regarded as fire-

tes .of perforerings gebou, word nie as brandmure be- walls, as required in terms of these by-laws, unless the
skou soos .vereis kragtens hierdie verordeninge nie, ten- aggregate thickness of the solid material of the brick or
sy die totale aggregaatdikte van die soliede materiaal block (measured horizontally at right angles to its face
van die steen of blok (horisontaal gemeet, reghoekig as laid) be not less than the thickness required for such
op die vlak daarvan soos dit gele word) minstens van fire-walls.
dieselfde dikte is as wat vir sodanige brandmure be-
paal word.

Gebruik van Dem Use of Mortar.
72.(1) Geen dagha mag in mure gebruik word nie. 72.(1) Mortar shall not be used in any walls.
,(2) Mure wat in kallcdagha gemessel is mag the 1(2) Walls built in lime mortar shall not exceed 12 m

hoer as 12 m vir buitemure, of hoer as 18 m vir bin-
in height if external, or 18 m if internal walls, the height

nemure wees nie, die hoogte in elke geval tot by die in each instance to be measured to the base of wall.
voet van 'n muur gemeet.

Kalk. Lime.

73. Alle kalk moet voldoen aan die vereistes van 73. All lime shall comply with the requirements of
SABS 523, "Kalk vir boudoeleindes". SABS 523, "Limes for use in buildings".

Kalkdagha.
Lime Mortar.

74.0) Kalkdagha moet iaamgestel wees uit een deel
kalk op drie dele skoon, goed-gegradeerde sand wat (14.(1)Lime mortar shall be composed of one part of
deur 'n 2,5 mm maas sal sif, behalwe dat ryker meng- lime to three parts of clean, well-graded sand which
sets vereis word ooreenkomstig hierdie verordeninge in will pass a 2,5 mm mesh, except that richer mixtures
gevalle waar laste, waar sodanige mengsels nodig is, shall be required in accordance with these by-laws where
opgele word. loads are imposed calling for such mixtures.

;

__ _Al



46 PROVINCIAL GAZETTE, EXTRAORDINARY, 7 NOVEMBER, 1974

(2) Die sand wat vir dagha gebruik word, moet (2) The sand used for mortar shall be free from
vry wees van klei, leem of vuiligheid. clay, loam or dirt.

(3) Kalkdagha kan gemeng word met tien persent (3) Lime mortar shall be gauged with ten per cent
(van die kalkinhoud) sement in stede van die hoe- (of lime content) of cement in place of that amount of
veelheid kalk. lime.

Sementdagha. Cement Mortar.

75.(1) Alle sement moet voldoen aan die vereistes I11(1) All cement shall comply with the requirements
van SABS 471 vir Portlandsement en Snelhardportland- of SA.B.S. 471 for Portland cement and rapid-harden-
sement. ing Portland cement.

(2) Sementdagha moet saamgestel wees uit een deel 1(2) Cement mortar shall be composed of one part
sement op vier dele skoon, goed-gegradeerde sand, be- of cement to four parts of clean, well-graded sand ex-
halwe dat ryker mengsels vereis word ooreenkomstig cept that richer mixtures shall be required in accordance
hierdie verordeninge in gevalle waar last; waar soda- with these by-laws where loads are imposed calling for
nige mengsels nodig is, opgere word. such mixtures.

(3) Sementdagha mag nie meet as een uur nadat '(3) Cement mortar shall not be used more than one
dit gemeng is, of nadat dit begin hard word het, ge- hour after mixing, nor after it has begun to set.
bruik word nie.

Mure. Walls.

76. Vir die toepassing van hierdie verordeninge 76. For the purpose of these by- laws the followir,
moet aan onderstaande vereistes voldoen word:— requirements shall be complied with:—

. (1)(a) Lengte: Die lengte van 'n muur word gemeet 1(1)(a) Length: The length of a wall shall be measured
van die middelpunt van een dwarsmuur of pyler, tot from the centre of one cross-wall or pier, to the centre
by die middelpunt van 'n ander. of another.

(b) Dwarsmuur: 'n Dwarsmuur beteken 'n muur wat .(b) Cross-wall: A cross-wall means a wall built into
in 'a ander muur ingebou is tot op die yolk hoogte another wall to the full height thereof and at a horizontal
daarvan en teen 'n horisontale hoek van minstens 60 angle of not less than 60 degrees therewith.
grade daarmee.

(c) Mure wat nie van steen is nie: Waar mute van (c) Walls other than Brick: Where walls are built of

goedgekeurde ongelyke of onSlmatige materials, uit- approved uneven or irregular materials other than bricks.
gesonderd bakstene, gebou is, soos byvoovbeeld ruklip, such as rubble, the thickness thereof shall be at least

moet die dikte daarvan minstens een-derde groter wees one-third greater than that prescribed for walls built of

as wat vir baksteenmure vereis word. bricks.

(2) Dikte van Mare: Huishoudelike of Kantoorge- (2) Thickness of Walls: Domestic, Office and Single
boue en Enkelverdiepingwinkels. Storey Shops.

Elke buitemuur en elke gemeenskaplike muur van Every external wall and every party wall of a building
'n gebou van die huishoudelike klas of 'n gebou van of the domestic class or a building of the office class in-

die kantoorklas, met inbegrip van enkelverdiepingwin- • eluding single-storeyed shops, built of bricks, shall be
kels, wat van bakstene gebou is, moet ten minste van die off not less than the thickness shown in the following
dikte wees soos in Tabel 1 aangedui word:— Table 1:—

I

•
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TABEL 1. TABLE 1.

Alle Diktemate
ivord in Millimeter Aangedui.

All Thicknesses are Shown in Millimetres.
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07:4) g

.2) "!„. . a.

0 0 .0 '0 0 = "0 .ndAtij PO 1' b 1 S
b..a 1 g 1:?. . .84. 04• s g

= tie n 2 P. .2 g 5.5. TA ri.0....
6' ..5t8 ifI .T4 Wm 00 au: )' tig > 4. ›.4.4 [2 to it) Ell

1 Onbeperk
Unlimited 330 315

2 Onder 12
Under 12 330 215 215

2 Oor 12
Over 12 330 330 215

3 Onder 12
Under '12 440 530 330 215

3 Oor 112 i
•

Over 12 440 440 330 215

4 Onder 12
Under 112 440 440 330 330 215

4 Oor 12 ' •

Over 12 550 440 440 330 215

5 Onder 112

Under 12 550 440 440 330 330 215

5 Oor 12
Over 12 550 550 440 440 330 215

6 Onder 12
Under12 550 550 440 440 330 330 215

6 Oor 12
Over 12 665 550 550 440 440 330 215

7 Onder 12
Under .12 665 550 550 440 440 330 330 215

7 i Oor 112

Over 12 665 665 550 550 440 440 330 215

8 .Onder 12
Uuder 12 . 665 665 550 550 440 440 330 330 215

8 Oor 12
Over 12 780 665 665 550 550 440 440 330 215

(3) Dikte van Mure: Pakhuis en Open bare Gebou. ;(3) Thickness of Walls: Warehouse and Public Build-

ing.

Elke buitemuur en elke gemeenskaplike muur van
The thickness of every external wall and every party

'n nuwe gebou van die "pakhuis"- en "openbare ge- wall of a new building of the "warehouse" and "public
bou"- klasse, van stem gebou, meet minstens die dikte building" classes built of bricks shall be not less than the
he coos in Tabel 2 aangedui. thickness shown in the following Table 2:—

i
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TABEL 2. TABLE 2.

Alle Diktemate word in Millimeter AangeduL All Thicknesses are Shown in Millimetres.
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Tot 4,5 m Tot 10,5 in 330 215
Onbeperk 330 330

Up to 4,5 m Up to 10;5 m 330 215
Unlimited 330 330

'

2 Verdiepings Onder 14 330 330 215
Oor 14 440 330 330

2 Storeys Under 14 330 330 215
Over 14 440 330 330

3 Verdiepings Onder 14 440 330 330 330
Oor 14 550 440 330 330

3 Storeys Under 14 440 330 330 330
Over 14 550 440 330 330

.
.

4 Verdiepings Onder 14 550 440 440 330 330
Oor 14 665 550 440 1330 330

4 Storeys Under 14 550 440 440 330 330
Over 14 665 550 440 330 330

5 Verdiepings Onder 14 665 550 440 330 330 330
Oor 14 665 665 550 440 330 330 -

5 Storeys Under 14 665 550 440 330 330 330 •

Over 14 665 665 550 440 330 330
.

.

6 Verdiepings Onder 14 665 550 440 440 330 330 330
Oor 14 665 665 '550 440 440 330 330

6 Storeys Under 14 665 550 440 440 330 330 330
Over 44 665 665 '550 440 440 330 330

7 Verdiepings Onder 14 665 550 550 440 440 33Q 330 330
Oor 114 665 665 550 550 440 440 330 330

7 Storeys Under 14 665 550 550 440 440 330 330 330
Over 14 665 665 550 550 440 440 330 330

8 Verdiepings Onder 14 665 665 '550 550 440 440 330 330 330
Oor 14 780 665 665 '550 550 440 440 '330 330

8 Storeys Under 14 665 665 550 .550 440 440 330 .330 330
Over 114 780 665 665 550 550 440 440 330 330

(4) Skoorstene. (4) Chimneys.

Ondanks enigiets wat in bostaande bepalings betref- Notwithstanding anything contained in the foregoing
fende diktes van mure vervat is, moet edge gedeelte provisions as to the thicknesses of walls, any portion of
van 'n muur wat uitgekeep of waarin gleuwe gemaak a wall which shall be recessed or chased or constructed
is, of so gebou is dat dit deel uitmaak van enige skoor- so as to form part of any chimney shall be constructed
steen, gebou word ooreenkomstig die bepalings van bier- in accordance with the provisions of these by-laws ap-
die verordeninge wat daarop van toepassing is. plicable thereto.

1
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I

(5) Binnemure.
'
(5) Internal Walls.

Eike bimiedwarsmuur of afskortingsmuur (sons in bier- Every internal cross-wall or partition wall (as defined
die verordeninge omskryf), moet ooreenkomstig owlet- in these by-laws) shall be constructed in accordance with
staande reels gebou word:— the following rules:—

(a) Die dikte van die muur meet minstene twee-derdes (a) The thickness of the wall shall be at least two-thirds
wees van die wat voorgeskryf is vir 'n.buiteanuur of of that prescribed for an external or party wall of
gemeenskaplike muur van dieselfde hoogte en lengte the same height and length and belonging to the
en wat tot dieselfde klas gebou behoort as die waar- same class of building as that to which the cross-wall
toe die dwarsmuui behoort, onderworpe aan 'n mini- belongs, subject to a minimum thickness of 102 mm.
mumdikte van 102 min. Binnemure met 'n dikte van Internal walls with a thickness of 215 mm may be
215 mm kan in drie verdiepings gebou word. built through three storeys.

1

(b) Ondanks enigiets strydig in hierdie artikel vervat, (b) Notwithstanding anything to the contrary in this
kan die buitemur van badkamers, toilette en Ida- section contained, the external walls of bathrooms,
sette 102 mm dik

I
wees indien dit aan die buitekant lavatories and closets may be 102 mm thick if

beraap word met 'n laag sementpleister van ten rendered externally with not less than 12 mm thick
minste 12 mm dikr 3 dole sand op I dee] sement, tot coating of cement plaster 3 parts sand to 1 part ce-

'n hoogte van nie weer as een verdieping nie, mits so- ment, for a height of not more than one storey, pro-
danige muur nie larger as 3,5 m is the en die vertrek vided such wall does not exceed 3,5 m in length and
waarvan dit deel 'tmaak the 'n groter oppervlakte the apartment of which it forms a part does not
as 6 m2 het nie. exceed 6 m2 in area.

(6) Paneelmure. (0 Panel Walls.

(a) Algemeen. (a) General.

(i) Alle paneelmure moet gebou wees van stene, (1) All panel walls shall be constructed of brick,
klipmesselwerk, hol blokke, beton of 'n same- masonry, hollow blocks, concrete or a combina-
stelling daarvin, of van ander goedgekeurde ma- lion thereof, or of other approved materials
teriale wat voldoende sterkte en duursaamheid . which provide adequate strength and durability
asook 'ia voldoende graad van brandweerstand together with an adequate grade of fire-resist-
verskaf. ance.

(ii) Alle paneelmure meet so gebou wees dat dit (ii) All panel walls shall be so built as to be ade-
voldoende aan die struktuurraamwerk bevestig quately secured to the structural framework, and
is, en geen pineel tussen steunbalke mag hoer no panel shall have a greater height than 6 m
as 6 in wees nie. between supporting beams.

(lip Alle stene, klippe, hol blokke of wider derge- (iii) All bricks, stones, hollow blocks or other such
like eenhede Meet behoorlik verbind en in mor- units shall be properly bonded and bedded and
tel vasgesit en gevoeg wees met alle wee voile- jointed in mortar with all joints full and solidly
dig en soiled gemaak. made.

(iv) Alle hol blokke wat in sodanige inure gebruik (iv) All hollow blocks employed in such walls shall
word, moet voldoen aan die vereistes van die conform to the requirements of the section re-

artikel wat daarop betrekking bet. lating thereto.

(b) Paneelmure sander Yoorwerk van een Dikte Steen (b) Unlaced Panel Walls of One Thickness of Brick or
of Klip. Stone.

(i) Paneelmure gebou van een ate soliede beton- (i) Panel walls, constructed with one thickness of
of hol blokke, in mortel vasgesit en gevoeg, solid concrete or hollow blocks set and jointed
meet, behalwe'soos bepaal in paragraaf (f), reg- in mortar shall, except as provided in paragraph
deur 'n totale dikte van ten minste 215 min he (f), be of at least 215 mm overall thickness
met uitsluiting :van beraping, pleisterwerk of an- throughout exclusive of rendering, plaster or
der sierafwerking. other decorative finish.

(ii) In gevalle waar die onbelemmerde spanwydte (ii) In cases where the clear span of any such
van enige sodanige paneel tussen struktuursteun- panel between structural supports (either hori-
stukke (hetsy yertikaal of horisontaal, wat ook zontally or vertically, whichever is the lesser)
al die kleinste is) 4,5 m oorskry, moet die dikte exceeds 4,5 m, the thickness thereof shall be in-
daarvan regdeur vermeerder word met ten min- creased throughout by at least 50 mm for each
ste 50 mm vir elke meter of gedeelte daarvan, metre or fraction thereof of such excess span.
van sodanige 'addisionele spanwydte. Sodanige Such additional thickness shall not be provided
addisionele dikte mag nie verskaf word deur by unduly increasing the width of the mortar
die wydte van idie messelvoee uitermatig to ver- joints.
groot the.

(c) Faced Panel Walls of One Thickness of Brick or
(c) Voorwerkpaneelmure van Een Dikte Steen of Klip. Stone.

(i) Paneelmure gebou van een dikte stene of beton (1) Panel walls constructed with one thickness of

met 'n voorwerk van terra-cotta, faience of klip, '
bricks or concrete with a facing of terra-cotta,

of van hol stene met 'n voorwerk van steno, ter- faience or stone, or of hollow bricks with a

A
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ra-cotta, faience of klip, mod regdeur ten min- facing of bricks, terra-cotta, faience or stone,
ste 330 mm in geheel dik wees, met. uitsluiting shall be of at least 330 mm overall thickness ex-
van beraping, pleisterwerk of ander sierafwer- elusive of rendering, plaster or other decorative
king. finish. .

1(ii) In gevalle waar die onbelemmerde spanwydte .(ii) In cases where the clear span of any such panel
van enige sodanige paneel tussen struktuursteun- between structural supports (either horizontally
stuldce (hetsy horisontaal of vertikaal, wat ook or vertically, whichever is the lesser) exceeds
al die kleinste is) 4,5 m oorskry. moet die dikte 4;5 m, the thickness thereof shall throughout
daarvan regdeur vermeerder word met ten minste be increased by at least 50 mm for each metre
van 50 mm vir elke meter of gedeelte daarvan or fraction thereof of such excess span.
van sodanige addisionele spanwydte. •

.(iii) Such additional thickness shall not be provided
(iii) Sodanige addisionele dikte mag nie verskaf word by unduly increasing in width of the mortar

deur die wydte van die messelvoee uitermatig
to vergroot nie.

• joints.

(iv) Die baksteen-, terra-cotta-, faience- of klipvoor- (iv) The brick, terra-cotta, faience or stone facing

werk moet in alle gevalle in verband gemessel shall hi all cases be either bonded or otherwise
wees of andersins voldoende aan die agterwerk adequately secured to the backing.
bevestig wees. . ,

(d) Cavity Panel Walls of Brick or Stone.
'

(d) Hol Paneehnure van Steen of Klip.
Panel walls constructed with solid brick, concrete or

Paneelmure gebou van soliede steen-, beton- of Iclip- stonework or a combination thereof set and jointed
werk of 'n samestelling daarvan in mortel 'vasgesit in mortar may be constructed as cavity wait formed
en gevoeg, kan as hol inure gebou word, gevorm of two solid walls or shells all in accordance with
deur twee soliede mure of omsluitende mule, alles' the provisions of these by-laws.
ooreenkomstig die bepalings van hierdie verordeninge.

(e) Panel Walls of Monolithic Reinforced Concrete.
(e) Paneelmure van Monolitiese Gewapende Beton.

'Panel walls constructed of reinforced concrete shall
Paneelmure gebou van gewapende beton moet in situ be cast in situ of 1:2:4. (or richer) mixture of ce-
gegiet word met 1:2:4 (of 'n ryker) mengsel sement- meat concrete properly reinforced with steel and
beton behoorlik met steal gewapen, en moet regdeur shall be of at least 100 mm solid thickness through-
'n soliede dikte van ten minste 100 nun be, met uit- out, exclusive of rendering, plaster or other de-
sluiting van beraphig, pleisterwerk of ander sieraf- corative finish, and their reinforcement shall be ade-
werking, en die wapening daarvan moet aan alle quately anchored' to the structural framing on all
kante aan die struktuurraamwerk vasgeanker wees. sides.

. ,

(f) Toelaatbare Oorstek van Paneelmure. (f) Permissible Overhang of Panel Walls.
(I) In geen geval mag 'n paneelmuur, gebou oor- (i) In no case shall a panel wall, constructed in

eenkomstig paragraaf (b), (c) of (d), of die accordance with paragraph (b), (c) or (d), or
omsluitende gedeelte van 'n paneelmuur, gebou the shell • of a panel wall, constructed in ac-
ooreenkomstig paragraaf (d), verder as een-der- cordance with paragraph (d), overhang the
de van die dikte van die muur (of omsluitende edge of its supporting beam by more than one-
muur) oor die rand van sy steunbalk uitsteek third of the thickness of the wall (or shell),
nie, tensy die balk in samestelling met 'n aan- unless the beam is reinforced in combination
grensende vloerblad op so 'n wyse gewapen is with an adjoining floor slab in such 'a.' manner
dat die las aksiaal na die balk oorgeplaas word. as to transfer the load axially to the beam.

(ii) 'n Hol muur, waarvan die voetlai soiled gebou
" (ii) A cavity wall,' the base courses of which are

is vir die voile muurdikte en tot op 'n hoogte -
z

built solid for the full thickness of the wall and
bokant die voet daarvan ten minste gelyk aan - to a height above its base of not less than the
die voile muurdikte, kan oor die rand van sy full thickness, may overhang the edge of its
steunbalk tot op dieselfde afstand as 'n soliede supporting beam to the same extent as a solid
paneelmuur uitsteek. .

panel wall. .

. Light Petition Walls.
•

Ligte Afskortingsmure. .
. -

,

7741) Afskortingsmure wat kragtens hierdie verorde- 7741) Partition walls which are not required under
ninge nie as dwarsmure vereis word nie, en wat the die these by-laws as cross-walls and have not to sustain the
massa van 'n vloer of van enige ander afskortingsmure mass of a floor or any other partition walls above them,
bokant dit moet dra the, kan van hol bloat gebou word may be constructed of hollow blocks made of well-burnt
wat van goed-gebrande klei gemaak is, sintelbeton, -stene clay, breeze concrete, bricks or blocks, glass bricks, or of
of -blokke, glasstene, of van sodanige materials as wat such materials as the council may from time to time ap -

die raad van tyd tot tyd goedkeur. prove.

(2) Binne-afskortingsmure kan gebou word van harde (2.) Internal partition walls may be constructed of
bakstene, op hulle kante geplaas, gemessel met mortel hard burnt bricks, placed on edge, built with mortar
saamgestel uit hoogstens vier dele sand op een deel se- composed of not more than four parts sand to one part
ment, op elke vierde laag gewapen met staalsifdraad of cement, reinforced every' four courses with steel wire

h._
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ander goedgekeurde w4ening.: Sodanige afskortingsmuur mesh or other approved reinforcement. No such parti-
mag the meer as sy eie massa dra the, of meer as 4, 5m • tion wall shall carry more than its own mass nor shall it
hoog wees nie.

' '

. exceed 4,5 in in height.'

(3) Geen, ligte afskortingsmuur mag Langer as 6 m " "

(3) No light partition wall shall exceed . 6 m in
wees nie tensy die dille daarvan vergroot word tot op length unleas• the thickness be. increased to the minima
die minima vir bakstee ure sbos. kragtens hierdie ver- for brick walls as prescribed by these by-laws.

'

"ordeninge voorgeskryf. -
. ;

. .
• - - •

. ,. .

. .. _ :1
.

.

Mtge van Kelderverdiepings. .
.

. Basement Walls.
, . • f , •

•

•
.

, •
1

•78. Alle buitemure of gemeenskaplilce mure van kel- • 78. All external or party basement walls shall be not
derverdiePings moet ten minste 330 mm dik wees. • . less than 330 mm in thickness,

, _ ,„ . . ,
•

- „ _
. .

-
• Openinge e z Inlatings in Mure.

.. Opening and Recesses in Walls.
. .

79.(1). - Waar mure gebou is met openinge of inlatings, ..79-•(1) Whereyer walls are. constructed with openings

inoet die reduksie wat: daardeur veroorsaak word„ op so or recesses; the reduction caused thereby "shall be made

'n wyse gemaak wees .dat,genoeg.pylers gelaat word om in such a manner, as to leave sufficient piers to sustain

die opleende las. te,dra, asook om ,sy- of, eksenhiese span- the superincumbent load, thereon. as well as to resist

nings te weerstaan. •
.

'
lateral or eccentric stresses.

•
,

(2) Die •agtervlakke van alle inlatings meet ten minste
"

1(2) The back of all recesses shall be made not less

215 mm dik gemaak word.
'"' ' • than 215 mm in thickness.

I
.

.i(3). Geen pylers, soos hierin, vermeld, mag uitgeSkraag
, (3) No - piers mentioned herein shall be corbelled out,

'Word nie, maar moet "n•voile dravlak onderaan he - en
. but shall be provided with a full bearing at the base and

die gewig moet op 'n wyse so regstreeks moontlik na die , the weight conducted to the foundations in as direct a
fondamente oorgedia word, tot voldoening van die raad. Manner as possible to the satisfaction of the council.'

, .

. . ,

• Dikte van Inlatings in Must , ... •

•
Thickness knt Recesses in Walls.

' •

. ,

' 86.(1) Geen iplating mag in enige 'buite- of gemeen- 80.(1) No. recess shall be made or left in any external
•skaplike 'muur gemaak bf gelaat word the, tensy—•' or party wall unless"—

'

,

" - "

I• . i • • .

(a) die agtervlak van die indieping ten minste 215 mm (a) the back of the recess int least 215 mm thick;
dik is;

il

• •

.
•

.
•

,
• • • (5)' a sufficient

"

arch is turned, or an" iron or steel or
,(b) 'n ,volditende boog! gevorm word; of 'n yster- of reinforced concrete lintel is provided in every storey

staal- ofgewapendetbetonlatei in elke, verdieping•oor •
•

•
•

• So 'n.inlating verskat word; over
-

such recess; . .

. .

(c) die sy van enige inlating in 'n afskortings- of dwars- (c) that side of • any recess in a partition or. cross-wall
,' muur •wat nader aan die binnevlak van enige buite- which is nearer the inner face of any external wall
, muur is, ten minste 700 mm daarvandaan is. is at least 700 mm distant therefrom.

'

i(2). Oppervlakte. . . . '' :(2) The aggregate area . of recesses in any wall shall
' Die totale oppervlakte van inlatings ni enige muur 'mag not exceed one-fifth of the whole area of the face of the
nie.groter wees as een-tyfde van die' totale oppervlakte wall. . .

van die muuri se voorvlak nie. ;
•

.
. .. . . .. :

.

. ,.. „ .
.

Gleuwe in Mure. Chases in Walls.. . . •

8,1.Q1) In geen.muur mag gleuwe wat wyer as 330 mm 81.(1) No chase which is wider than 330 mm or ex-
is of tot meer as een-derde van die muurdikte strek, ge- tends for more than one-third of the thickness of the
sny ofgelaat word nie.

..

• . - wall, shall be cut or left in any wall. •

(2) Geen horisontale gleuwe wit 1,75 m in lengte,. ho-
• '(2) No horizontal chase in any wall shall exceed 1,75

risontaal gemeet, aorskry, word in 'zi muur toegelaat nie. M in length measured horizontally.
. , ,. .

.„
(3). Die totale oppervlakte van gleuwe in enige muur .(3) The aggregate _area of chases in any wall shall

inag the groter wees as een-vyfde van die totale opper not exceed . one-fifth of the whole area - of the face of
vlakte van die muur se voorvlak the. the wall. '

.
.

. . . . . .

BrIandmure. . • -
. ..

Fire Walls.
'

. . . . . •
. .

- .

, .

82. (1) .Wooneenhede wat verbind is en van een tot drie •,. SIM) Attached dwelling units from one • to , three
verdiepings hoog is, moet 'deur middel van vertikale, 215 "storeys' in height shall be separated from each other by
mth dik brandinure, wat 'ten minste" tot aan die onderkant a 215 mm thick vertical fire wall carried up at least to
van die dakbedekking van sodanige geboue strek, van
mekaar geskei wees, en Been houtwerk of brandbare. ma-

die underside of 'the roof covering of such buildings

teriaal' van watter, acrd dok al, mag tot binne enige ge- and no•wocidwork or combustible material of any descrip-
deelte:Van sodanige brandinure stick the:

-

.
don shall extend into, any part of such fire _walls.

' .

(2) Die bepalinga van,1 hierdie artikel - is the van toe- (2) The' provisiOns of this section shall not apply to
passing op wooneenhe:de waarvan die vloere; plafonne

-
en dwelling 'units the floors; ceilings and roofs of which are

dakke van brandbestande materiaal gemaalc is me. —
— constructed of fire-resistinq materials. .

•
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Gemeenskaplike Mitre. Party Walls.

83.(1) Eike gebou waarvan enige gedeelte, uitgeson- 83.(I) Every building, any portion of which except
derd die fondamente, binne 900 mm van 'n aangrensende foundations if within 900 mm of any adjoining stand
standplaas wat aan 'n ander eienaar behoort, gelee is, under different ownership, shall be separated therefrom
moet deur middel van 'n brandmuur, waarin geen ope- by a fire wall without openings therein, carried up above
ning is nie, daarvan geskei wees en die brandmuur moet, the roof, flat roof or gutter to a height of at least 900
in die geval van geboue van die pakhuisldas en openbare mm in the case of buildnigs of the warehouse class and
geboue ten minste 900 mm en in alle ander gevalle, ten of the public building class and to a height of at least
minste 380 mm in elke geval reghoekig met die helling 3S0 nun in all other cases, measured in each instance
van die dak, platdak of geut gemeet, bokant die dak, plat- at right angles to the slope of such roof, flat roof or gut-
dak of geut uitgebou word: Met then verstande dat, in- ter: Provided that where the owner or occupier of any
dien die eienaar of okkupant van 'n gebou (wat the 'n building (not being a public building) has a right to
openbare gebou is the) die reg het om die aangrensende use or occupy the adjoining stand or any building there-
standplaas, of gebou daarop, te gebruik of te okkupeer, on, the council may permit such number of openings as
die raad vergunning kan verleen dat soveel openinge as it may consider necessary in any fire wall (not being
wat by nodig ag, in 'n brandmuur (wat the deel van 'n part of "a public building) for the purpose of gaining
openbare gebou uitmaak nie) slegs gedurende die geldig- access to such adjoining stand or building, for the pe-
heid van sodanige gebruiks- of besetreg, aangebring kan nod only of such right of use or occupation and subject
word met die doel om toegang tot so 'n aangrensende to precautions to the satisfaction of the engineer to pre-
standplaas of gebou te verkry, onderworpe daaraan dat vent the spread of fire from one builth..g to the other:
daar tot voldoening van die ingenieur voorsorgmaatreels Provided further that the permission r.1 the council shall
getref word om te verhoed dat brand van die een gebou not be given unless —
na die ander versprei: Voorts met then verstande dat die (a) plans are submitted and approved in, terms of these
raad slegs vergunning verleen, mits — by-laws;
(a) daar ingevolge hierdie verordeninge planne ingedien (b) no provision of any Town -planning Scheme in ope-

en hulle goedgekeur word; ration will be cf.ntravened thereby.
(b) geen bepaling van enige Dorpsbeplanningskema wat

in werking is, daardeur oortree word nie. (2) Except where otherwise expressly stated in these
by-laws, such wall shall not be less than 215 mm in

(2) Behalwe waar dit uitdruklik anders in hierdie ver- thickness and shall be constructed in stone, bricks, blocks,
ordeninge gemeld word, moet sodanige muur ten minste concrete or other approved similar hard and non-com-
215 mm dik wees en van klip, steen, blokke, beton of bustible material.
ander soortgelyke goedgekeurde harde nie-brandbare ma-
teriaal gebou wees. (3) Every wall carried up above any roof, flat roof

(3) Eike mum- wat bokant 'n dak, platdak of geut uit- or gutter so as to form a parapet shall be properly coped
gebou word sodat dit 'n borswering vorm, moet van 'n with non-combustible material, bonded to and built in
behoorlike deldaag van nie-brandbare materiaal voorsien continuation of the wall on which it is placed.
wees wat 'n verband vorm met, en 'n voortsetting is, van
die muur waarop dit aangebring is. (4) Where the eaves, fascias or other combustible

Projections of the roof project beyond the face of the
(4) Waar die dakrand, fassies of ander brandbare nit-

beyond the
fire wall, every ll shallstekke van die dak vender as die geboue se voorvlak building the parapet or copings of

uitsteek, moet die borswering of deklae van elke brand- be properly corbelled out in brick, stone or other hard
muur behoorlik uitgeskraag wees in Steen, klip of ander and non-combustible material at least 50 mm beyond
harde nie-brandbare materiaal wat ten minste 50 mm ver- such projection and shall be carried up above the pro-
der as sodanige uitstek reik en moet ten minste 215 mm j 215

•
jeering eaves at east mm thickness.

dik tot bokant die dakrand wat uitsteek, opgebou word.

Skeiding van Vertrekke of Vertrek-eenhede. Separation of Rooms or Units of Rooms.
84.(1) Where any storey in a buildingcontains 84.(1)Waarenige verdieping in 'n gebou afsonderlike se-

kamers, kantore of wooneenhede bevat, wat geokkupeer parate rooms, offices or dwelling units occupied or in-
word of bedoel is om deur verskillende huurders geokku- tended to be occupied by different tenants, such storey
peer te word, moet sodanige verdieping Of in eenhede elk shall either be divided into units each having a floor
met 'n vloeroppervlakte van hoogstens 950 m2 en van area - not greater than 950 m2 and separated from each
mekaar afgeskei of verdeel word deur inure, vloere en

other by walls, floors and self-closing doors constructedselfsluitende deure van brandbestande materiaal gemaak,
afdoende voorsorgmaatreels tot voldoening van die of fire-resisting material, or adequate arrangements to

hoofbeampte van die mad se brandweerafdeling of enige the satisfaction of the chief officer of the fire depart-
persoon wat vir die brandbeveiligingsdienste van die raad meat of the council, or any person responsible for the
verantwoordelik is, moet in sodanige gebou getref en in fire protection services of the council, shall be made and
stand gehou word om sover doenlik die gevaar van brand
te verminder. maintained in such building for lessening as far as is

(2) In elke gebou wat gedeeltelik vir bedryfs- of fa- reasonably practicable any danger from fire.

brieksdoeleindes en gedeeltelik vir huishoudelike doelein- (2) In every building used in part for the purpose of
des gebruik word, moet die gedeelte van die gebou wat trade or manufacture, and in part for domestic purposes,
vir huishoudelike doeleindes gebruik word, van die ge- that part of the building which is of a domestic class
deelte wat vir bedryfs- of handelsdoeleindes gebruik word, shall be separated from the part used for the purpose of
deur middel van mure en vloere wat van brandbestande trade or manufacture by walls and floors constructed of
materiaal gebou is, geskei wees. fire-resisting materials.
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(3) Elke opening time') die twee gedeeltes van 'n ge- (3) Every opening between the two parts of any
bon in subartikel (2) genoem, moet toegerus wees met building referred to in subsection (2) shall be fitted with
selfsluitende deure of lmike van brandbestande materiaal self-closing doors or shutters of fire-resisting materials,
wat in kosyne aangebring is wat uit brandbestande mate-
rial bestaan. in frames constructed of fire-resisting materials.

(4) 'n Winkel en wanhuis wat aaneengebou is en (4) A shop and dwelling built together and in single

deur dieselfde okkupanti beset word, word vir die dad occupation shall be deemed to be one building for the
van hierdie verordeninge as een gebou gereken. purposes of these by-laws.

Brandbare Materiaal in Brandmure. Combustible Material in Fire Walls.

85. Daar mag geen timmerhout of brandbare materiaal 85. No timber or combustible material shall be built
in enige brandmuur ingebou word sodat dit rider as 102 into any fire wall nearer than 102 mm to the centre line
mm van die middellyn daarvan of is nie en, indien dit al- thereof and if so built in, shall be separated from similar
dus ingebou is, moet dit deur brandbestande en soliede
materiaal wat ten minste 215 mm dik is, van soortge- material in the adjoining building by not less than 215

lyke materiaal in die aangrensende gebou geskei wees. mm of fire-resisting and solid material.

Bog en Lateie. Arches and Lintels.

86. Elke opening vir deure, venters of ander doelein- 86. Every opening for doors, windows or other pur-
des, in enige muur wear enige gedeelte van die muur reg poses, in any wall having any part of the wall directly
bo die opening is, moet i'n boog of latel van harde, nit. above the opening shall have an arch or lintel of hard

brandbare of brandbestande materiaal wat van voldoende and non-combusttble or fire-resisting material, and of
sterkte is, he. sufficient strength.

Buite- en Dwarstnure. External and Cross Walls.

87. Elke buitemuur en' gemeenskaplike muur (met in- 87. Every external and party wall (including piers
begrip van pylers wat deel van 'n muur uitmaak) en elke forming part of a wall) and every cross wall which may
dwarsmuur wat kragten hierdie verordeninge gereken be deemed under these by-laws a means of determining
kar. word as 'n middel oin die lengte van enige buitemuur the length of any external or party wall shall be con-
of gemeenskaplike muur to bepaal, moet as 'n soliede structed as a solid wall and of —
muur gebou word van —

(a) good whole bricks or stone properly bonded and
(a) goeie heel stene of !dip, behoorlik in verband ge-

solidly put together with good mortar; or
messel en soiled met goeie mortel saamgevoeg; of

(b) ander goeie, harde en geskikte nie-brandbare mate- (b) other good hard, and suitable non-combustible mate-
riaal, behoorlik en soiled saamgevoeg. rial properly and solidly put together.

Ho! mure. Hollow Walls.

88. Die mure van enige gebou kan as hol mute gebou 88. The walls of any buildings may be constructed as

word: Met dien verstande dat — cavity walls provided that —

(a) die binneste en buitenste dele van die muur geskei (a) the inner and outer parts of the wall shall be se-

moet wees deur 'n hol ruimte met 'n wydte van hoog- parated by a cavity which shall throughout be of
stens 75 mm regdeur; a width not exceeding 75 mm;

(b) die binneste en buitenste dele van die muur stewig (b) the inner and outer parts of the wall shall be secure-
met geskikte muurbinte aanmekaar gebind moet wees ly tied together with suitable bonding ties fixed at
op afstande van hoogstens 1 m horisontaal en hoog- distances apart not exceeding 1 m horizontally and
stens 450 nun vertikaal; 450 mm vertically;

(c) die dikte van elke deel van die muur regdeur ten (c) the thickness of each part of the wall sLall be not
minste 102 mm moet wees. Die totale dikte van die less than 102 mm throughout. The aggregate thick-

twee dele, die ruimte uitgesonderd, mag nie minder I ness of the two parts exclusive of the space, shall
wees pie as die minimum dikte in hierdie verorde- be not less than the minimum thickness prescribed
ninge voorgeskryf. in these by-laws.

Beperking op Timmerhout in Mure. Timber in Walls Restricted.

89. Geen timmerbout of brandbare material mag in
89. No timber or combustible material shall be built

enige muur gebou word vie waar afsakking veroorsaak
into any wall where settlement might be occasioned by

kan word deur die verrotting of }crimping daarvan.
its decay or shrinkage.

Spannings in Baksteen- en Klipmesselwerk.
Stresses in Brickwork and Masonry Walls.

90.(I) Die dradruk op dramure wat van stene of blok-
Ice gebou is (soos in artikel 71 omskryf) mag nie hoer 90.(1) The bearing pressures on load-bearing walls

wees as die waardes wat onderstaande tabel aangegee
' constructed of bricks or blocks (as defined in section 71)

word nie:— shall not exceed the values given in the following table:—



54 PROVINCIAL GAZETTE, EXTRAORDINARY, 7 NOVEMBER, 1974

Saampersings- Martel nie Maksimum Crushing strength Mortar not • Maximum
vastheid van maerder as toelaatbare of Bricks Leaner than Permissible
bakstene in MPa. druk in kPa

• in MPa . . Pressure
kPa

Ruwe bakstene .... .... Kalkmortel
10 en hoer .... .... .... 3:1 Kalkmortel 400 Slop bricks .... .... .... Lime Mortar .... .... .... 200

10 and upwards .... 3:1 Lime Mortar ..... .... 400
10 tot 20 .... .... .... 4:1 Sementmortel • 8°°

. 10 up to 20 ...: .... 4:1 Cement • Mortar . 800
20 tot 35 .... .... .... 4:1 Sementmortel .... .... 1 000 20 up to 35 .... .... 4:1 Cement Mortar .... 1 000
35 en hoer .... .... .... 3:1 Sementmortel .... .... 11 500 35 and upwards .... 3:11 Cement Mortar .... .1 '500

(2) Die verhoudings in subartikel (1) aangegee dui die .(2) The proportions given in subsection (1) represent
kleinste hoeveelhede sement en/ of kali( aan wat gebruik the least quantities of cement, and/or lime that may be
kan word vir mortel ooreenkomstig die gespesifiseerde used for the mortar corresponding to the pressure speci-
druk. fled. ,. .

.

1(3) Bogenoemde dradruk kan oorskry word met 'n (3) The above .pressures may be exceeded by an
hoeveelheid van tot 20 persent in alle gevalle waar soda- amount up. to 20 per cent in all cases where such in-
nige verhoogde druk slegs van 'n plaaslike aard is, soos creased pressure is only of a local' nature as at girder
by leerdradele. bearings.

.

(4) Die dradruk op soliedgelegde, gelaagde klipmes- (4) The bearing pressures on solidly bedded,, coursed
selwerk word geklassifiseer soos vir baksteenmesselwerk masonry shall be classified as for brickwork according
volgens die saampersingsvastheid van die klip en die kwa- to the crushing strength of the stone and 'the quality of
liteit van die mortel. the mortar.

i • . .
. . .

(5) 'Vir geisoleerde pylers van beton, baksteen- of klip- (5) For isolated piers of concrete, brickwork or mason-

messelwerk en dramure (wat nie gewapen is nie) sonder ry and bearing walls (where not reinforced) without pro-

behoorlike systeune moet die spannings hierbo gespesifi- per lateral supports, the stresses here-inbefore specified
seer verminder word waar die slankheidsverhouding — shall be reduced where the slenderness ratio —

hoogte L • height L
,

, = — raeer as 6 is, = —. exceeds 6,
kleinste afmeting D least dimension

. '
-

'
D

. .

ooreenkomstig onderstaande tabel:— in accordance with the following table:— .

•

L
'

• Persentasievermindering Percentage Reduction in
Waardes van in spanning op did soos Values of ____

. Stress from that given
D hierbo aangegee. .

• D . above.
' •

20 20
'

40 40
60 60

(6) In geen geval mag 'n geisoleerde pyler of drug- (6) In no case shall an isolated pier or bearing wall
muur 'n skraalheidsverhouding hoer as 12 of 'n kleinste have a slenderness ratio higher than 12 nor a least hori:
horisontale afmeting minder as 215 nun he nie. zontal dimension less than 215 mm.

Stene: Saampersingsvastheid en Absorbering. Bricks: Crushing Strength and Absorption.

91. Die metodes om die saampersingsvastheid en die 91. The methods of ascertaining the crushing strength
absorbering van stene en blokke (soos in artikel 71. om- and the absorption of bricks and blocks (as defined in
skryf) vas to stel, moet ooreenkomstig SA.B.S.-spesifika- section 71) shall be in accordance with SABS Specifica-
sie No. 227 vir kleistene wees. [ion No. 227 for clay bricks.

HOOFSTUK VIII. •

. CHAPTER -VIII.'

BRANDBESTANDE GEBOUE. FIRE-RESISTING BUILDINGS.

Openbare Geboue Waarop Bepalings nie Betrekking het Public Buildings Not Affected by Provisions.
Me.

92. Nothing in this Chapter contained shall be taken
92. Dit word geag dat niks in hierdie Hoofstuk vervat, to affect Chapter XIV regarding public buildings whenop Hoofstuk XIV betreffende openbare geboue betrekking

het nie, waar sodanige geboue onder die hoogtes is wat in such buildings are '.below the heights specified in this
hierdie Hoofstuk gespesifiseer word. Chapter.

Motorhuise wat Deel van Geboue Smack. Garages Incorporated in Buildings.
•

93.(1) Indien 'n motorhuis deel van 'n gebou uitmaak 93.(1) If a garage is incorporated in a building, the
waarvan die geheel of 'n gedeelte bedoel is vir gebruik as whole or part of which is intended for use as a domestic
'n huishoudelik of kantoorgebou, moet sodanige motor- or office building, such garage shall be entirely cut off
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huis geheel en al van die res van die gebou deur middel from the rest of the building by fire-resisting construe-

van brandbestande konatrulcsie afgeskei wees,.afgesien van tied, regardless of the height of such building.
die hoogte van sodanige gebou. •

“
•

- (2) Where any garage is connected by means of a
(2) Waar enige motorhuis met 'n gang in 'n gebou van passage in a building

-
of the domestic or office class it

die huishoudelike of kantoOrldas verbind is; moet dit . shall be separated therefrom by means of a close-fitting
daarvan afgeskei wees Ideur middel van 'n noupnssende fire-resisting door and the walls shall be provided with
branddeur en moet die inure voorsien wees van twee lug- two 215 mm by 140 mm air bricks within 150 mm of
stene van 215 mm by 140 mm binne 150 mm Van die the garage floor level in each free wall of such garage
motorhuis se vloerhoogte of in elke vry muur van soda- and the floor of such garage shall be not less than 50
nige motorhuis en die vloer van sodanige motorhuis moet mm below the floor level of the building to which it
in elke geval ten minste(50 mm onderkant die vloerhoogte appertains.
wees van die gebou waartoe dit behoort. -

(3) Such garage shall be roofed with a reinforced con-

(3). Sodanige motorhuis moet onder dak gebring word Crete slab. at least 75 mm in thickness..
met 'n bladiteen van gdWapende'beton van ten 'mhiste 75
mm dik.. .

= (4) No person shall cause any boiler room with direct
access to a garage to be erected unless such access is

(4) -Niemand mag 'n ketelkamer laat oprig niel reg- provided with an automatic self-closing fire door in ac-

streekse toegang tot 'n motorhuis nie, tensy sodanige toe- cordance with the provisions of these by-laws.
gang' verleen word dent

- middel van 'n outomatiese self-
sluitende branddeur ocireenkomstig die bepalings van bier- •

. Garages in Basement Storeys.
die Verordeninge.

- - 94.(1)' No person shall erect or cause to be erected

Motorhuise h Kelderverdiepings. . wholly .or partly below ground level, any basement
exceeding 140 m2 in floor area, for the storage of motor

94.(1) Niemand mag 'n kelderverdieping met 'n vloer- vehicles, unless such basement is provided with —
oppervlakte van weer as 140 m2 geheel of gedeeltelik onder
die grondhoogte oprig of laat oprig vir die berging van (a) an efficient automatic sprinkler system in the ceiling

motorvoertuie, tensy sodanige kelderverdieping voorsien with at least one sprinkler head to every 10 m2

is van — of floor area, which system shall be properly con-
structed and installed and shall be maintained to

(a) 'n doeltreffende outomatiese sprinkelblusstelsel in die the satisfaction of the engineer and the chief fire
plaf on met minstens een sbrinkelbluskop vir elke 10 officer;
m2, vloeroppendakti. Sodanige stelsel mdet behoor-

, ilk saimgestel en geinstalleer word en moet onder- (b) at last one ramp leading from the street to the

hen 'Word 'hit voldbening van die ingenieur en die
' .

basement storey floor level;
brandweerhoof; i

. •
•

(c) an exhaust method of artificial ventilation or air
(b) minstens een oprit van die straat tot op die vloer- conditioning, capable of providing between four and

hoogte van die kelderverdieping; five changes of air per hour: Provided that no
si artificial ventilation or air-conditioning need be(c) 'n uitlaatmetode van kunsmatige ventilasie, of lug-

instilled where adequate natural ventilation exists.versorging, in staat'om amen vier of vyf wisselinge
van lug pet uur te'verskaf: Met then verstande dat (2) Premises constructed prior to the publication of
geen kunsmatige ventilasie of lugversorging geinstal- • these by-laws, and which are now in lawful use for the
leer hoef to word waar Sr' voldoendematuurhke yen- storage of vehicles in . basement storeys shall, in the. ,
tilasie bestaan nie. . event of a change of ownership, be made to conform

(2) Persele wat voor die afkondiging van hierdie veror- to the requirements of subsection (1)(a).
deninge opgerig is en wat nod wettiglik gebruik word vir (3) When any automatic sprinkler system has been
die berging van voertuie in kelderverdiepings, moet, waar

installedi
and. completed, the owner shall advise thedaar 'n oorplasing van eiendomsreg is, aangepas word om

aan die vereistes van subartikel (1)(ay te voldoen. _ council in writing within fourteen days of the date of

(3) Wanner enige oUtornatiese sprinkelblusstelsel ge- completion of the installation of such sprinkler system:

installeer en voltooi is, Imoet die eienaar binne veertien • Provided that, subject to the provision of fire appliances
dae van die datum van' voltooiing at die raad van die t to the• satisfaction of the council, the requirements of
installasie van sodanige sprinkelblusstelsel in kennis stel: this section shall not apply to any such garage in a base-

Met Bien verstande dat, mits blustoestelle tot voldoening ment ••storey which has natural ventilation and lighting,
van die raad verskaf is, die bepalings van hierdie artikel
nie van toepassing is nie, op so 'n motorhuis in 'n kelder- . and which is provided with an entrance or entrances

verdieping met natuurlike ventilasie en verligting, en wat communicating directly with an adjoining street or ad-

'n ingang of ingange h'et wat regstreeks uitloop op 'n i joining open air space within the curtilage •of the building
aangrensende straat of aangrensende opelugruhnte binne situated at the same level as the floor of such garage
die werf van die geboul wat op dieselfde hoogte as die and where all the vehicles capable of being stored in the
vloer van so 'n motorhuis geled is, en waar al die voertuie .

or driven into such street or open
waarvoor daar staanplekl in die motorhuis is, tot in so 'n garage eall be pushed

straat of op so 'n opelugruimte gestoot of bestuur kan air space.

_word. 1 - -

Hyserskagte en Traphu
I

ise en Hysers in Hoe Geboue. Lift and Stair Wells and Lifts in High Buildings.

95.(1) In elke nuwe gebou van meer as drie verdie- 95.(1) In every new building over three storeys in

pings bokant die grondhoogte, waarin daar 'n hyserskag of height above the ground level which contains a lift or
traphuis of ander skag is, moet voorsiening gemaak word stair well or other shaft provision shall be made so that
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sodat elke sodanige hyserskag of skag omsluit is deur every such lift well or shaft shall be enclosed in walls
mure van brandbestande materiaal, soos elders in Met- of fire-resisting material as laid down elsewhere in these
die verordeninge bepaal, vanaf 'n soliede fondament opge- by-laws, carried up from a solid foundation to a height
voer tot 'n hoogte van ten minste 900 mm bokant die of at least 900 mm above the highest part of the roof
hoogste gedeelte van die dak binne 'n straal van 3 m, en within a radius of 3 m, and where any shaft or en-
waar enige skag of omheining nie van die fondament of closure does not extend from the foundation to the roof
tot by die dak van die gebou voer nie, moet dit bo en on- of the building, it shall be closed at the top and bottom
der deur 'n brandbestande vloer afgesluit wees. by a fire-resisting floor.

(2) Dit word nie geag dat hierdie artikel die konstruksie (2) This section shall not be deemed to prohibit the
van hysers met ope metaalroostering, gelea in 'n trap- construction of lifts with open metal grillage situated
huis, belet nie, mits laasgenoemde deur 'n muur soos bier- in the well of a staircase provided the latter is surroun-
in bepaal, omring word. led by a wall as laid down herein.

(3) Tensy die omheining 'n buitemuur het, waarvan 25 (3) Unless the enclosure has an external wall, 25 per
persent van die binne-oppervlakte voorsien is van perma- cent of the internal area of which is provided with per-
nente opening° opgevul met hortjies of ystersierroosters manent openings filled with louvres or iron grilles, but
maar sonder vensters of ander versperrings wat die deur- not with windows or other obstructions to the passage
tog van lug verhinder, meet alle binne-openinge in soda- of the air, all internal openings in such enclosure shall
nige omheining toegerus wees met trek- en rook-uitsluiten- be fitted with draught-and-smoke-excluding-doors to the
de deure tot voldoening van die raad. Indien branddeure satisfaction of the council. If fire-doors (with fusible links
(met smeltbare skakel vir outomatiese duffing), soos el- for automatic closing) as described elsewhere in these
ders in hierdie verordeninge beskryf, gebruik word, moet by-laws be used, they shall be so arranged as not to in-
hulle op so 'n mauler gerangsldk word dat hulle nie die terfere with access to. nor be on the line of approach
toegang tot enige brandtrap belemmer of op die toegangs- to any fire-escape stair.
weg wat daarheen voer, gelee is nie.

(4) At least one flight of stairs in such building shall(4) Minstens een traparm in sodanige gebou moet tot
by die dak voer. extend to the roof.

Geboue wat Geheel en al Brandbestand is. Entirely Fire-resisting Buildings.

96.(1) Elke nuwe gebou wat na afkondiging van bier- 96.(1) Every new building erected after the publics-

die verordeninge opgerig word en waarvan die boogte tion of these by-laws, the height of which exceeds
bokant die grondhoogte drie verdiepings oorskry. moet three storeys above the ground level, shall be construe-
brandbestand gebou word en soos verder hierin gespesifi- ted in a fire-resisting manner. and as hereinafter speci-
seer, met mure, vloere, dakke, trappe en bordesse van fled, with walls, floors, roofs, stairs, staircases and lan-

steen, klip, terra-cotta, beton, yster of staal, of ander goed- dings of brick, stone, terra-cotta, concrete, iron or steel,
gekeurde brandbestande materiale. or other approved fire-resisting materials.

(2) Ondanks enigiets in hierdie artikel vervat, ;can (2) Notwithstanding anything contained in this sec-
'

meulens van "meulkonstruksie" soos omskrywe in artikel tion, mills may be erected of "mill construction" as de-
1, opgerig word, onderworpe daaraan dat 'n goedgekeurde fined in section 1, subject to the installation of an ap-
outomatiese sprinkelblusstelsel wat elders in hierdie ver- proved automatic sprinkler system as described elsewhere
ordeninge vir hoe geboue omskryf word, of ander blus- in these by-laws for high buildings, or other fire applian-
toestelle, tot voldoenmg van die hoofbeampte van die ces. to the satisfaction of the chief officer of the fire
brandweerafdeling, aangebring word. department.

Brandbeveiliging van Staal. Fire-protection of Steel.

97.(1) Alle staalwerk van geboue wat kragtens hierdie 97.(1) All steel work of buildings which is to be consi-
verordeninge as brandbestand geag moet word, moet ge- dered fire-resisting in terms of these by-laws shall be
heel en al omsluit en beskerm wees deur 'n soliede belle-

completely enclosed and protected by a solid void -filled
ding waarin alle leemtes opgevul is en met 'n dwarsdeur- casing of cross-section constructed without re-entrant an-
snee gemaak sender inspringende hoeke, gebou van steen, gles and built of brick-work, terra-cotta, stone, concrete,
terra-cotta, klip, beton, teels of ander materiaal wat 'n tiles, or other material providing an equal grade of fire-
gelyke graad van brandweerstand verskaf, met samestel- resistance, the component parts being properly bonded
lende dele behoorlik in verband of behoorlik aan mekaar or secured together.
geheg is.

(2) Sodanige beldeding moet op geen punt dunner wees (2) Such casing shall not be of less than the following
aa . .

simesses at any point (rivet heads, plate covers, gussets,
as hieronder vermeld nie (Idinknaelkoppe, plaatbedek- girder brackets and stanchion caps and bases may bekings, knoopplate, leerarms en staalstaanderkopstukke en within the thickness of the casing):-voetstukke kan binne die dikte van die bekleding wees):—

(a) Pilare, waar dit in buitemure of in gemeenskaplike (a) Pillars, where built into external or party walls;
mure ingebou is, 100 mm aan alle kante: Met dien 100 mm on all sides: Provided that where such rill-
verstande dat, waar sodanige pilare onder die grond- lars are built into walls below ground level which
hoogte in mure wat teen grond aanstoot ingebou is, abut against earth, such casing shall be 150 mm
sodanige bekleding 150 mm aan alle buitevlakke en on all external faces and 50 mm on all internal
50 mm aan elle binnevlakke meet wees. faces.

(b) Pilare, waar dit nie in buitemure of gemeenskaplike (b) Pillars, where not built into external or party walls:
mure ingebou is the, 50 mm aan alle kante. 50 mm on all sides.

_ _
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(c) Balke: 50 mm aan alle vertikale sye, 25 mm aan alle (c) Beams: 50 mm on all vertical sides, 25 mm on all
bovlakke en 50 mm aan alb binnewelwings, tot een- upper surfaces and 50 mm on all soffits increased
agste van die maksimum staalwydte vermeerder in alle to one-eighth of the maximum steel width in all
gevalle waar

sodanige) wydte
400 nun oorskry. cases where such width exceeds 400 mm.

(3) Van bogenoemde bekledings moet ten minste 50 (3) Of the above casings at least 50 mm of thick -

mm dikte in onmiddellike aanraking met pilare ea balke, ness in immediate contact with pillars and beams where
waar dit in buitemure en gemeenskaplike mum ingebou is, built into external and party walls and 25 mm in ina-
en ten minste 25 min in onmiddellike aanraking met alle mediate contact with all other pillars and beams shall be
ander pilare en balke, van 1:2:4 sementbeton wees, be- of 1:2:4 cement concrete properly reinforced with steel,
hoorlik gewapen met steal, draadtraliemaas, of ander wire lattice mesh, or other reinforcement of not less than
wapening, van minstens 50 mm in vierkantmaas en hoog- 50 mm square mesh, nor more than 150 mm square
stens 150 mm in vierkantmaas en gelykstaande met draad mesh and providing the equivalent of 1.6 mm wire at
van 1,6 mm met mate 1501mm in vierkantmaas: Met dien 150 mm square mesh: Provided that where the casing is
verstande dat, waar die bekleding uit 75 mm behoorlik- of 75 mm of properly reinforced concrete, such casing
gewapende beton bestaan, 'sodanige bekleding nie met die need not be in contact with the steel.
staal in aanraking hod to wees

(4) The above requirements as regards casing shall not
(4) Bogenoemde vereistes betreffende bekleding is Me apply to open framed trusses supporting a roof, nor to

van toepassing op ope gevoegde dakkappe wat 'n dak subsidiary floor beams which are entirely embedded in
ondersteun nie, en ook nie op bykomende vloerbalke nie the thickness of a concrete floor slab and which have
wat geheel en al in die dikte van 'n betonvloerblad ingele at least 25 mm of floor concrete cover on their upper
is en wat ten minste 25 min vloerbetonbedekldng aan die and lower surfaces, nor shall they apply to industrial work-

monste en onderste oppervlakte daarvan bet. Hulk is shops, storage sheds and hangars, of one storey height.
ook nie van toepassing op InywerheidswerkwinIcels, opber- or to other buildings of one storey not exceeding 4,5 in
gingsloodse en vliegtuigloodse van een verdieping me, en in height.
ewemin op ander geboue van een verdieping wat nie 4,5

Fire -resisting Roofs.m in hoogte oorskry nie.

Brandbenande Bakke. 98.(1) Provided the roof of a building over three sto•
reys in height is not to be used for habitable purposes,

98(1) Mits die dak van tn gebou van nicer as drie ver- such roof may be constructed of wood framing, provided
diepings nie vir woondoeleindes gebruik gaan word nie, it is entirely cut off from the building by fire- resisting
kan sodanige dak van heutraamwerk gemaak wees op construction.
voorwaarde dat dit geheeli en al van die gebou afgeson-
der word deur 'n brandbestande konstruksie. (2) All other roofs over such buildings shall be con-

(2) Alle antler dakke oor sodanige geboue moet geheel strutted entirely of fire-resisting materials.
en al uit brandbestande materiale bestaan.

Openinge in Brandbestande Yloere.
Openings in Fire-resisting Floors.

99.0) All openings through fire-resisting floors shall
99.(I) Alle openinge deur brandbestande vloere moet be shown on the plans, and after they are constructed,

op die planne aangctoon word, en nadat sodanige vloere no opening greater than 225 mm by 225 mm shall be
gebou is, mag geen opening groter as 225 mm by 225 mm made through such floors.
deur sodanige vloere gemaak word nie. (2) All such openings shall be adjacent to the suppor-

(2) Alle sodanige openinge meet aan steunmure grens ting walls and shall be properly filled in with concrete

en moet behoorlik met beton of ander brandbestande ma- or other fire-resisting material after the pipes or con-

teriaal opgevul word nadat die pype of leipype, waarvoor duits for which such openings were made, have been in-

sodanige openinge gemaak is, geinstalleer is. Alle soda- stalled. All such pipes or conduits shall be of metal
nige pype of leipype meet van metaal of van harde, goed- or hard, well-burnt stoneware.
gebrande erdewerk wees.

Openings in Fire-resisting Buildings.
Openinge in Brandbestande Geboue.

100. All windows or other openings in a fire-resisting
100. Alle vensters of ander openinge in 'n brandbestande building above the ground floor and within 3,5 m ofgebou bokant die grondverdieping en binne 3,5 in van the roof of any other building, or of any opening indie dak van enige ander gebou of van enige opening in the walls of any such building, shall be protected bydie inure van enige sodanige gebou moet deur outomatiese —

•automatic fire-resisting shutters or doors.brandbestande luike of branddeure beskerm wees.

HOOFSTUK IX. CHAPTER IX.

TRAPPE, DAKKE, BRANDTRAPPE, HYSERS,
'
STAIRS, ROOFS, FIRE ESCAPE STAIRS. LIFTS.

VLOERE, SKOORSTENE, VERLIGTINGS- EN VER- FLOORS, CHIMNEYS, LIGHTING AND HEATING
WARMINGSAPPARAAT EN BLUSTOESTELLE. APPARATUS AND FIRE APPLIANCES.

Trappe. Stairs

101.(1) Alle trappe (behalwe die in openbare geboue) 101.(1) All stairs (except in public buildings) shall be
meet ten minste 1,12 in breed wees, en moet aan die not less than 1,12 m wide and shall comply with the
volgende vereistes voldoen:— following requirements:

(a) Loopstukke meet ten minste 230 mm breed wees. (a) Treads shall be not less than 230 mm wide.
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(b) Optra moet hOogstens 200 mm hoog wees. (b) Risers shall not be more than 200 mm in height.

(2) Alle trappe moet van balustrades, balustrademure (2) All stairs shall be provided with balustrades, ba-

of borsweringmure vir die beskerming van menselewens lustrade walls or parapet walls for the protection of hu-

voorsien wees en daar moet minstens een leaning vir elke man life and shall have at least one handrail to each
traparm wees. .. flight of stairs.

- '
•

Draaitree.
Winder Steps.

102.(1) Draaitree met in die middel van die loopstuk
gemeet word indien die trap nie meer as 1,12 m wyd is 102.0) Winder steps shall be measured in the centre

nie; as dit wyer is, mod die gmetings 500 mm van die of the tread, if the staircase does not exceed 1,12 m in
spil of geneem word. width. If wider, the measurements shall be taken 500 mm

(2) Eike trap meet op elke vloerhoogte deur middel from the newel.

van 'n daklig verlig wees, en voldoende ventilasie moet
(2) Every stair shall be lighted on each floor 'level,

verskaf word. or from an overhead skylight, and sufficient ventilation

Trap: Van Straat tot Kelderverdieping.
shall be provided.

.

103.0) Die boonste tree van 'n trap wat van 'n open- Stair: From Street to Basement Storey.
bare straat tot 'n kelderverdieping toegang verleen, mag '

nie binne 1 m van die boulyn at langs sodanige straat 10341) No stairs giving access to a basement storey

wees nie. from a public street shall have its top step within 1 al
of the building line along such street.

(2) Sodanige trap moot aan die straatkant beskerm
wees deur 'n ombeining of hek langs die boulyn, in 'n (2) Such staircase shall be protected on the street
gestate posisie gehou, behalwe wanneer die trap gebruik side by an enclosure or gate along the building line to be
word. kept in a closed position, except when the staircase is

being used.
Balustrades en Borswerings. , . .

,10441) Alle balustrades, balustrademure en borswerings Balustrades and Parapets.

wat vir die beskerming van menselewens bedoel is, moet 104.(1) All balustrades, halustrade walls and parapetsten minste 1,05 rn hoog wees, gemeet —
intended for the protection of human. life shall not be

(a) van die afgewerkte bovlak van 'n platdak, balkon, less than 1,05 m in height measured —
bordes, gang of ander staanruimte at;

(a) front the finished upper surface of a flat roof, bal-
(b) vertikaal van die neusrand van die loopstukke of cony, staircase landing, corridor, passage or other

, treetjies van trappe at standing space;

(2) Geen balustrade mag — (b) vertically from the nosing of treads or steps of
(a) balusters he wat meer as 125 mm van mekaar of

' stairs.
. .

is nie; . (2) No balustrade shall —
(b) 'n sirkelvormige opening met 'n middellyn van meet.

as 125 mm he nie; (a) have balusters more than 125 mm'apart;

(c) 'n ander opening he waatvan enigeen van die afine- (b) have any circular opening more than 125 mm in
tings meer as 125 mm is the, tensy daar ander be- diameter;
skenningsmaatreels tot voldoening van die ingenieur
getref word. .

(c) have any other opening with any one of its dimen-

sions greater than 125 mm, unless other protective

Metode om Trappe to Meet measures approved by the engineer are taken.

105.(1) 'Optree meet vertikaal gemeet word van die bo- Method of Measuring Stairs.
vlak van die een loopstuk tot die bovlak van die ander
loopstuk. 105.(1) Risers shall be measured vertically from top

of tread to top of tread:
(2) Loopstukke moet horisontaal van die een optree tot

die volgende gemeet word. (2) Treads shall be measured horizontally from riser
to riser.

(3) Wydte van trappe moet tussen trapbome of balus-
ters gemeet word.. (3) Width of stairs shall be measured between strings

or balusters.

Trappe in Groot Geboue.
Stairs in Large Buildings.

106.0) Eike nuwe gebou van die huishoudelike, kan-
toor- of pakhuisklas, of wat as 'n fabriek gebruik word, 106.0) Every new building of the domestic, office or
met 'n vloeroppervlakte op enige bepaalde hoogte wat warehouse class, or used as a factory, which has a floor
325 m' oorskry, moet voorsien wees van ten minste twee area at any one level exceeding 325 m2 shall be provided
afsonderlike trappe wat toeganklik is van elke aparte- with at least two separate stairs, accessible from every
meat of op elke vloer en wat van die grondverdieping of apartment on each floor and leading from the ground
tot by die bokant van sodanige gebou strek. floor to the top of such building.
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',(2). 'n Addisionele trap} moet verskaf word vir elke ad- (2) An additionarstaircase shall be provided fOr every
disionele 325 ni2 of gedeelte daarvan, wat 650 mg vloer- additional 325 m2 or part thereof in excess of 650 m2
oppervlakte op enige vloer in enige sodanige gebou .00r‘ of floor area on any floor in any such building.
skry. . . . • (3) Every such staircase shall be arranged in such

(3) Elke sodanige trap moet in so 'n posisie gestel word position as will, in the opinion of the council, ensure the
dat dit, volgens die mening van die mad, die grootste greatest safety for the users thereof and the Occupants
veiligheid vir die gebruikers daarvan. asook die inwo- of the buildings.. „

• •

nets van die gebou
verster. (4) A fire escape stair shall be deemed to be a stair-

,
• (4) Vir die toepassing van hierdie artikel word 'n brand- case for the, purposes of this section.

trap 'n trap geag.• „
.

..
.

•

(5) All' external' service stairs shall at 'least comply
(5) Alle buite-dienstrappe meet ten minste aan die ver- with the requirements for. a fire escape stair.

eistes vir 'n
brandtrap vcroen. (6) Subject to the approval of the engineer or his

(6) Onderworpe aan die goedkeuring van die ingenieur deputy a new building of the warehouse or factory class
of .sy plaasvervanger, kaM'n nuwe gebou van die paldmis- may be provided with ramps of fire-resisting .materialof fabrieksklas van opritte van brandbestande •materiaal inplus van trappe voorsien word, - met uitsondering in lieu of staircases, excepting fire escape staircases re-

van brandtrappe wat ingevolge hierdie verordeninge quired in terms of these by -laws: Provided• that the total
vereis word:. Met dien verstande dat die totale onbe- clear width of such ramps together ,with the width

.
of

lemmerde breedte van sodanige trappe tesame met - die other staircases in such buildings shall not be less than
breedte van ander trap e in sodanige . gebou, minstens the total Width of the number of staircases required

$
gelyk moet wees aan die t tale breedte vandie getal trappe in terms of this section multiplied by 1,12 tn.wat ingevolge hierdie artikel vereis word, Vermenigvuldig „ ,

met 1,12' m. • •'' . .

Fire Escape Stairs.
Brandtrappe.

107.0) Every .building,not specifically included herein,
10741) Elke gebou van meer as twee verdiepings wat which is over two storeys in ,height, shall be provided

nie spesifiek hierby ingeiluit is nie, moet voorsien wees with 'adequate external flee escape stairways of steel,
van voldoende buite-braridtram van staal; smeeyster of wrought' iron or other suitable material at leait 1,12 m
ander .gesldkte materiaal,( ten imnste 1,12 m wyd, wat 'rt in width, not forming an angle of more than forty-five
hoek van hoogstens vyflen-veertig grade met die hori- degrees with the horizontal and with .treads not less than
sontaal vorm, en met loopstukke van ten minste 150 mm 150 mm across. . .

dwarsoor.
1

.

(2) Such fire escape 'stairs shall be placed as' far
(2) Sodanige brandtrappe moet sever moontlik weg van away as possible from any other stairs serving the buil-

ander frappe waarvan die gebou voorsien is, geplaas word ding; and except in the case of public buildings, shall
en, behalwe in die geval van openbare geboue, meet dit be located in open and unroofed spaces to the satisfas-
in oop ruimtes sonder dak, tot voldoening van die raad, tion of the council.
gelee wees.

3) With the exception of the doors 'giving access,

(3) Met uitsondering van die deure wat toegang daartoe thereto,(all

in stair.or
.
within

•2.
m thereof, shall be fitted' with self:

branddeure of brandbestande Mike, toegerus wees. closing fire-resisting doors or shutters. •

. . ,

Brandbordesse en Toegang.
Fire Escape Landings and Access.

•
.

'
.

• • , .

108.(1) In alle gevalle iwaar 'n brandtrap ingevolge ar- 10841) In every case where a fire escape stair is re-

tikel 107 vereis word, meet daar bordesse of balkonne quired in terms of section 107, landings or 'balconies
wat ten minste 2,24 m by 1,12 m groot is, op elke vloer- measuring at least 2,24' in .by 1;12 in shall be placed
hoogte aangebring word, !en die hele trap en al die bal- at every floor level and the whole of the stairs and

konne moet voorsien wees van sterk ysterbalustrades of balconies shall be fitted with strong iron balustrades or
balustrade-mure wat vertikaal gemeet van die neusrande with 'balustrade walls at least 1,05 m high,. measured
van die loopstukke of treetjie, of die vloere van bordesse 'vertically from the nosings of steps and .treads or floors
af, ten minste 1,05 m hoog is. • of landings.

.
•

,
. ,

(2) Die brandtrap moet tot die heel boonste en tot die (2) The fire escape stair shall extend to the highest
heel onderste verdieping van die gebou strek, en - onder an.d to the lowest floors of the building and there shall
moet daar to alle tye regstireekse en onbelemmerde toegang be at all times direct and unobstructed access at the
wees, of op die grondverdieping tot 'n straat of openbare bottom either' on the ground floor to a street or public
weg, Of op die eerste verdieping tot 'n brandbestande bal- way or on the first floor to a fire -resisting balcony over
kon oor 'n straat of openbare weg, en die toegang tot a street or public way, the access to such balcony to be
so 'n balkon moet geheet en al van brandbestande mate- entirely of fire-resisting material.
riaal gemaak wees. I

1

.

(3) On every floor there shall be at least one door(3)' Daar moet op elke vloer minstens een deur wees giving access to the balcony or landing of —the firewat regstreeks van 'n onbelemmerde gang af toegang tot
die, balkon.of hordes van die brandtrap verleen. -

.
escape stair from an unobstructed passage.

'(4) 'n Vaste ysterleer moet op die boonste balkon aan- - (4) A .fixed iron ladder shall be provided at the top
gebririg word, en dit moet met die dak en met enige luik- balcony' communicating with the roof and with any
gat of ander uitkomplek op die dak verbind wees scuttle or other means of escape provided on' such roof.
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(5) Daar mag hoegenaamd geen belemmering op edge (5) No obstruction whatever shall be placed on any
brandtrap, leer of balkon beplaas word nie, en geen deur fire escape, ladder or balcony and no door or window
of venster mag op so 'n wyse oopgaan dat dit 'n brand- shall open so as to obstruct any fire escape stair.
trap versper the.

(6)' Fire escape stairs shall be kept in good and ser-
(6) Brandtrappe moet in 'n goeie enbruikbaretoestand viceable condition.

onderhou word.

Kennisgewings van Brandtrappe. Notices of Fire Escape Stairs.

109. Kennisgewings op geskikte nie-brandbare materiaal 109. Notices on suitable non-combustible material in-

wat die Jigging van brandtrappe aandui, moet in goed- timating positions of fire escape stairs shall be fixed in
gekeurde posisies tot voldoening van die read aangebring approve positions to the satisfaction of the council.
word.

Brandtrappe by Woonhuise. Fire Escape Stairs to Dwellings.

110.(1) Dit word geag dat aan die voorsiening van 'n .110.(1) The provision of a fire escape stair in the case
brandtrap in die geval van woonhuise raider afsonderlike of dwelling-houses in single occupation shall be deemed
bewoning voldoen is, waar elke bewoonbare vertrek bo- to be met when every habitable room above the second
kant die hoogte van die tweede verdieping ander uit- floor level has means of exit other than the ordinary
gangswee het as die gewone toegangsweg. approach.

(2) Sodanige uitgang kan geskied deur middel van arson- (2) Such exit may be by separate stairways or by
derlike frappe of verbindingsdeure wat voer na 'n aparte- communicating doors leading to an apartment provided
ment voorsien van 'n ysterleer wat buite bevestig is en with an iron ladder fixed externally, and giving access
toegang verleen van die venster af tot op die grond, of from the window to the ground or to a flat roof not
tot op 'n platdak hoogstens 3 in bo die grondhoogte, of more than 3 m above ground level, or by some other
deur middel van ander goedgekeurde inrigting. -toproved arrangement.

Fabrieksbrandtrappe.
Factory Fire Escape Stairs.

111. Ondanks enigiets hierin vermeld, moet elke fabriek
ook nog voldoen aan die vereistes van die Fabriekswet. III. Notwithstanding anything herein contained, every

•

factory shall in addition compiy with the requirements of
Nooddeure in Smile. the Factories Act.

112.(1) Alle stalle el geboue met 'n oppervlakte van Stable Escape Doors.
meet as 40 m2, vir enige soort dier, moet elkeen ten minste
twee deure van 1,25 m minimum wydte he wat na die I12.(I) All stables or buildings of over 40 m' in area,
buitelug voer en na buite oopgaan en wat so gelee is dat (01 any kind of animal, shall have at least two doors
dit aan elke uitcinde van die gebou grens of daarop each of a minimum width of 1,25 m leading and opening
loop. to the open air and situated adjacent to or on each end.

(2) Alle sodanige deure en die gange of ander wee wat
daarheen voer, moet vry van belemmering gehou word (2) All such doors and the passages or other ways
ten erode 'n maklike uitgang vir diere uit die stal in die leading to them shall be kept fret of obstruction in order
geval van brand of paniek te verseker en elke deur mod to ensure easy exit for animals from the stables in the
vir dier in enige gedeelte van die stal toeganklik wees. event of fire or panic and each door shall be accessible

to an animal in any part of the stable,
Brandtrappe en Trappe van Bestaande Geboue.

113. Op verslag van die ingenieur dat enige hestaande Fire Escape Stairs and Stairs of Existing Buildings.
gebou van die huishoudelike klas of kantoorklas, of as

113. On the report of the engineer that any existing'n fabriek of pakhuis gebruik, waarvan die vloeropper-
building of tht domestic class or office class, or usedvlakte, op enige afsonderlike hoogte geneem, 325 m2 a. a warehouse or factory, and of which the floor areaoorslcry, nie van voldoende trapakkommodasie voorsien taken at any one level exceeds 325 m is not providedis soos in hierdie verordeninge vir nuwe geboue verlang with adequate stairway accommodation as required innie, kan die road aan die eienaar van sodanige gebou
these by-laws for new buildings, the council may givekennis gee en van horn vereis om sodanige addisionele
notice to the owner of such building requiring of himfrappe of brandtrappe te verskaf sous wat nodig mag
tc provide such additional stairways or fire escape stairswees en sodanige eienaar moet aan sodanige kennisge-
as may be necessary, and such owner shall comply withwing binne 'n redelike tyd soos daarin vermeld moet word,
such notice within a reasonable time to be stated therein.voldoen.

Winkels, Vertrekke, Ultgange.
Shops, Rooms, Exits

114.(1) Elke winkel, vertrek, afdeling of kamer waar-
van die oppervlakte 230 m2 oorskry en wat gebruik word 114.(1) Every shop, apartment, compartment or room
of bedoel is om gebruik to word vir die verkoop by die used or intended to be used for the retail sale of food,
klein maat van voedsel, verversings of goedere, moet be- refreshments or goods which exceeds 230 m2 in super-

newens die hoofingang daartoe, voorsien wees van eon ficial area shall, in addition to the main entrance there-
uitgang van ten minste 900 mm wyd. to, be provided with one exit at least 900 mm in width.

(2) Sodanige uitgang mag nie binne 6 in van die hoof- (2) Such exit shall not be situated within 6 m of the
ingang af gelee wees nie, tensy dit onafhanklik van die main entrance, unless it communicates directly in the
hoofingang regstreeks in die buitelug met die straat in open air with the street independently of the main en-
verbinding, is. trance.
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(3) Sodanige verbindi4 kan deur middel van 'n gang (3) Such communication may be by means of a passage
van ten minste 900 mm wyd geskied wat geheel en al van at least 900 mm wide completely separated from the
die winkel deur brandbestande struktuur in die inure sowel shop by fire-resisting construction both in walls and cei-
as in die plafon afgesonder is, en sodanige gang kan ge- ling and such passage may be common to more than
meenskaplik aan meer as een winkel wees. one shop.

Skenns ender Hysennasjinerie.
I Screens Under Lift Machinery.

- 115. Net onderkaut die katrolwiele, katrolle of ander
masjinerie by die bo-ent 'Ivan elke skag van 'e hyser meet 115. A substantial grating of steel or wrought iron
daar 'n stewige roosterwetk van staal of smeeyster beves- shall be fixed immediately below the sheaves, pulleys
tig word. or other machinery at the top of each lift shaft.

Hyserskagte se Onder- en Bo-ente. Lift Shaft Bottom and Top Clearance.
116. 'n Oop ruimte van ten minste 1 m met verskaf

116. A clear space of not less than 1 m shall be pro-
word tussen die onderent Ivan die skag en die laagste punt

vided between the bottom of the shaft and the lowestvan die onderkant van die bak se vloer of monterings
wanneer die bak by die Onderste hordes is, en tussen die point of the underside of the cage floor or fittings when

bo-ent van die bak se krUiskop en die onderkant van die the cage is at the lowest landing and between the top

bo-roosterwerk wanneer die. bak by die boonste hordes is: of the crosshead of the cage and the underside of the

Met dien verstande dat vir 'n hyser met 'n groter snelheid overhead grating, when the cage is at the top landing:

as 105 m per minuut, die vryruirnte in elke geval tot Provided that for a lift of greater speed than 105 in per
1,5 m vermeerder moet Word. minute. the clearance space in each case shall be in-

creased to 1,5 in.
Hyserskagskutte.

117.(1) In geboue wat hysers of hystoestelle bevat wat Lift Shaft Guards.
nie deur inure omsluit is nie, moet die openinge daarvan
op elke vloer deur doelmatige skutte, bekke of beinings 117.(1) In buildings containing lifts not enclosed by

beskerm wees en sodanige skutte of hekke moet to alle walls, the openings thereof on every floor shall be

tye toegehou word behalwe wanneer dit werklik in ge- protected by sufficient guards, gates or fences and such

bruik is, en die hekke nioet van so 'n konstruksie wees guards or gates shall be kept closed at all times except

dat die deure of hekke slegsi oopgemaak kan word wan- when in actual use and the gates shall be so constructed

neer die bak by sodanige
r

loer tot stilstand gekom het. that the doors or gates can only be opened when the
cage is stationary at such floor.

(2)(a) Geen gebou van meer as vier verdiepings hoog
mag opgerig word nie en geen plan vir sodanige gebou mag (2)(a) No building of more than four storeys in height

deur die raad goedgekeur word nie, tensy daar 'n hyser of shall be erected and no plan for such a building shall
or liftshysers verskaf word vir die lewering van goedere m so- be approved unless provision is made for a lift

danige gebou, asook afsohderlike hysers vir gebruik deur for the delivery of goods in such building and also se-

Blankes en Nie-Blankes: !Met dien verstande dat vir die parate lifts for the use of Whites and Non-Whites: Pro-

toepassing van hierdie subartikel die term "gebou" geen vided that for the purpose of this subsection the term
"building" shall not include any alteration or additionverbouing van of aanbouing aan 'n bestaande gebou in-

sluit nie, tensy sodanige verbouing of aanbouing die be- to an existing building unless such alteration or addition
staande getal verdiepings van sodanige gebou tot meet as increased the existing number of storeys of such buil-

vier vermeerder. dings to more than four.

(b) Die eienaar van enige gebou, opgerig kragtens (b) 'The owner of any building erected in terms of pa-
paragraaf (a), moet die hysers waarna in genoemde para- ragraph (a) shall maintain the lifts referred to in the
graaf verwys word, in bevredigende werkende orde en op said paragraph in satisfactory working order and in use
alle redelke tye in gebruik onderhou. at all reasonable times.

Dikte van Houtwerk: Dakke, Balke en Vloere. Timber Thickness: Roofs, Joists and Floors.

118.(1) Die dakhoutwerk van elke nuwe gebou moet 118.(1) The roof timbers of every new building shall
in alle gevalle ten minste 40 mm dik wees en alle hout- in no case be less than 40 mm in thickness and no
moerbalke of vloerbalke moet eweneens ten minste 40 mm wood floor beams or floor joists shall be less than
dik wees. 40 mm in thickness.

(2) Eike houtbalk meet 'n dravlak van ten minste 1® (2) Every wood joist shall have a bearing at each end
mm op elke ent he. of at least 100 mm.

(3) Alle vloer- en dakhoutwerk moet stewig bevestig
(3) All floor and roof timbers shall be securely fixedwees en sodanige afmetings he dat dit behoorlike stabiliteit and of such dimensions as shall provide proper stability.

verskaf.

(4) Elke houtvloerbedekking meet ten minste 25 mm (4) Every wooden floor covering shall be at least 25

dik wees. ,
mm thick.

(5) In enige gebou met 'n vloer van houtkonstruksie (5) In any building having a floor of wooden con-
waar enige gedeelte van sodanige vloer op 'n ldeiner struction where any portion of such floor is at lesser
hoogte as 1,25 m bokant die grondhoogte is, moet al die height than 1,25 m above the level of the ground, the
houtwerk wat sodanige vtherkonstruksie uitmaak, met in- whole of the wood work comprising such floor construc-

begrip van alle moerbalke; en plate en die onderkante van tion, including all bearers.and plates and the underside of
die vloerplanke, van 'n kreosootsamestelling of ander der- the flooring boards, shall be impregnated with a creosote
gelike miere-weerstandmiddel deurtrek wees. composition or other similar ant resistant.
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Skoorsteen- en Herdraveelbalke. • Chimney and Hearth Trimmers.

119.(1) Me bout vir gange of skoorstene moet afgewerk
'

119.(1) All timbers shall be trimmed for flues or chim-

wees. Betsy dit rook- of ventilasiegange is; raveelbalke neys, whether they are smoke or ventilation flues; trim-

moet ten minste 215 mm van die binnevlak van die rook- mem shall not be less than 215 mm from the inside
gang wees, en in die geval van rookgang van stoomketels face of the flue and in the case of smoke flues of boilers
of oonde waar die steenmesselwerk 215 mm dilc moet wees, or furnaces where the brickwork is to 'be 215 mm thick,
meet die raveelbalke ten minste 330 mm van die binne- the trimmers shall not be less than 330 mm from the
kant van die gang af wees. inside of the flue.

(2) Die raveelbalk wat die herd voor 'n vuurherd on-
(2) The trimmer which supports the hearth in front of

dersteun meet ten minste 380 mm veer die vuurrooster of a fireplace shall not be less than 380 mm in front of
stoof wees. the grate or stove.

Drastukke.

120. Die ente van alle hoofbalke of leers wat op enige Templates.

steenmesselwerk of pyler rug, moet gedra word op dra- . 120. The ends of all main beams or - girders resting
stukke van klip, beton of ander geskikte en goedgekeurde upon any - brickwork or pier shall be borne on templates
materiaal tot die voile breedte vairdie leerlatei, maar van of stone, concrete or other suitable and approved mate-
'n minimum grootte van 215 mm by 215 mm en 75 mm rial for the full breadth of the bressomer but of a mini-
dik. . mum size of 215 mm by 215 mm and 75 mm thick.

Wydte van Uerlatele en Leers. .

,

121.(1) Geen staalleerlatei of leer mag 'n kleiner wydte
Width of Bressomers and Girders.

as onderstaande he nie:-- ., 121.(1) No steel bressomer' or - girder shall be less in

(a) 75 mm vir 'n 102 mm muur aan die bokant. width than the following:

(b) 125 mm vir 'n 215 mm muur aan die bokant. (a) 75 mm for a 102 mm wall above.

(c) 250 mm vir 'n 330 mm muur aan die bokant as dit (b) 125 nun for a 215 mm wall above. •

.

' enkel is, of 75 mm as dit dubbel is, en geplaas op 'n (c) 250 mm for a 330 mm wall above, if single, or
afstand van nie minder nie en ook nie meer nie as ' 75 mm if double, and placed not more nor less
50 mm van die buitenste voorvlakke van die muur aan than 50 mm from outside faces of wall above.

. die bokaat. (d) For supported walls over 330 mm • in thickness
(d) Vir ondersteunde mure van meer as 330 mm dik bressomers shall be in proportion of not less than

meet leerlateie in die 'verhouding van ten minste 125 125 mm for each 215 mm, the bressomer flanges
mm tot elke 215 mm weds, en die leerlateiflense aan on the outside being placed not more than 50 mm
die buitekant moet,boogstens 50 nun van die buitenste ' from the outside face of the wall.
voorvlak van die muur geplaas word. . (2) No beam shall have a -bearing in the direction of

(2) Geen balk mag ti dravlak in' die rigting van die its length of less than 100 mm at each end.
lengte daarvan he van minder as 100 mm op elke ent the. (3) The centre line of the wall section shall fall on

(3) Die middellyn van' die muurseksie moet op die mid- the centre line of the bressomer or combination thereof.
dellyn van die leerlatei of kombinasie daarvan val. (4) The lowest course 'M wall immediately resting on

(4) Die onderste laag van die muur wat onmiddellik op the 'bressomer' shall be composed of best hard-burnt
die leerlatei rus, - meet nit die beste hardgebakte steen- bricicWoric, or of slate, or of equally strong and non-

messelwerk, of nit lei, of nit ander ewe sterk en the- combustible material.
brandbare materiaal bestaan. (5) Every wood or concrete bressomer shall• be solid

(5) Elke liciut- of betonleerlatei moet soiled wees, en and of the same outside dimension of width as the
van dieselfde buitewydte-afmeting wees as die muur wat wall which rests upon it. .

daarop rus.
Ends of Posts.

Ente van Pale.

122. Die ente van alle houtpale en -k 122. All timber posts and columns shall havetheolomme'moetge-
ends sawn or otherwise dressed or cleaned up squaresaag of anders haaks met die as van voornoemde.pale en

kolomme afgewerk of gladgemaak wees. with the axis of the said posts and columns.

F .
.

' Yloerligte.
Floor Lights.

112341) Glass floor lights, if used in any place to123.(1) Glasvloerligte moet, indien dit op enigeplek
which members of the public have access, shall be con-

geheel structed entirely of glass and metal or reinforced con-

maakwaartoe

lede van die publiek toegang het, gebruik word,
en al van glas en metaal of gewapende beton ge-

wees. crete.

(2) Enkele glasprismas of -ruite meet 'n oppervlakte . (2) Single prisms or panes of glass shall have an area
van hoogstens 250 cm2 he. not exceeding 250 cm2.

(3) Alle sodanige ligte meet minstens net so sterk wees (3) All such lights shall be at least equal in strength
as die vloere waarin dit geplaas word. to the floors in which they are placed.

. .

Toegang tot Brandbestande Dakke. . Access to Fire-resisting Roofs.

124. Eike .brandbestande dak, op enige gebou geplaas 124. Every fire-resisting roof placed on a building
meet, behalwe 'n deur of luikgat vir toegang van onder shall have, in addition to a door or scuttle to allow of
af, ook 'n daklig of dakligte he met metaalraamwerk en in access from below, a skylight or skylights with metal-
oppervlakte gelyk aan minstens een-sestigste van die dak se lie framing, and equal in area to at least one sixtieth
oppervlakte. the area of the roof. .
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I

Beskerming van Dakligte. Protection of Skylights.

125. Alle dakligte wat oor vertrekke, gange, arkades, 125. All skylights placed over rooms, corridors, arca-

markte of ander plekke Waartoe die publiek toegang het, des, markets or other places to which members of the
geplaas is, moet van ander deur ogiesdraad beskerm wees public have access shall be protected by wire netting
tensy draadglas in die dak ig self gebruik word. - below, unless wired glass be used in the skylight itself.

Skoorstene. Chimneys.
I

.

126.6) Elke skoorsteen moet van goeie heel stene ge- 1.26.(1) Every chimney shall be constructed of good,
bou wees, of van ander geskikte, nie-brandbare materiaal, whole bricks or of other suitable non -combustible mate-

en die afmetings van elke gang moet ten minste 215 mm rial and the dimensions of every fine shall be at least
by 215 mm wees. 215 mm by 215 mm.

• (2) Geen skoorsteen in, g op enige houtvloer of hout- (2) No chimney shall be supported upon or built upon
balke rus of daarop gebou wees nie. - . any floor or beams of wood.

(3) Eke skoorsteen.moeit behoorlik met die muur waar- (3) Every chimney shall be properly bonded into the

teen dit aangebou word
fn.

verband gemessel word en wall against which the chimney, is built and . (except

moet (behalwe in sodanige geval as waarvoor hiema voor- in such case as is hereinafter provided) built on solid

siening gemaak word) op soliede fondamente en met foundations. and with proper footings.

geskikte voetlae gebou word. (4) Such footings shall be constructed in all respects
in accordance with the footings of the wall against which

(4) Sodanige voetlae mtoet in alle opsigte in ooreeri-
the chimney is built: Provided that —

temming gebou word met Idle voetlae van die muur wear-
teen die skoorsteen gebou word: Met dien verstande dat — (a) any . chimney may, subject to the satisfaction of

-
I

the council be supported' on steel girders or may be
(a) enige skoorsteen, onderworpe aan voldoening van die corbelled out, and such corbelling shall consist

raad, op staalleers kap rus of uitgeskraag kan wees, of at least four courses of brickwork or an equal
en sodanige karbeelwerk uit ten minste vier lae bak- thickness of stone, concrete, or other non-combusti-
steenWerk of gelyke •dikte klip, beton of ander on- ble materials; and
brandbare materiale moet bestaan;• en (b) no corbelling shall be done from any brick wall

•

(b) geen karbeelwerk van)i enige baksteenmuur wat min- which is less than 215 mm thick, and in no case

der as 215 mm dik is, gedoen mag word the, en in shall the corbelling exceed the thickness of the wall

geen geval mag die 'karbeelwerk die dikte van die to which the chimney is attached.

muur waaraan die skoorsteen bevestig is oortref nie. (5) Every flue forming part of a chimney of the buil-
ding which may be intended for use in connection with

(5) Elke gang wat' 'n gedeelte• van die skoorsteen van any' furnace, steam boiler, cooking or heating appara-
on gebou uitmaak en wat bedoel is vir gebruik in verband tus constructed for any purpose of trade, business, or
met enige oond, stoomketel. 'kook-. i of veiwarmingstoestel for' other than domestic use; shall be surrounded with
wat .gebou is vir enige bedryfg- of besigheidsdoel, of vir brickwork or other solid

no stance
material at'n ander doe) as huishoudelike gebruik, moet omsluit wees least 215 mm thick for a distance of at least 4,5 m

met baksteenwerk of met ander soliede nie-brandbare from the said furnace, steam boiler, close fire, cooking
materiaal van ten minste 215 mm dik vir 'n afstand van

ti heang apparatus.ten minste 4,5 m van voornoemde oond, stoomketel, afge- range or•
slate vuur, stool, kook- of verwarmingstoestel af. (6) A flue shall not be used in connection with any

boiler or ith e any artifici,
(6) 'n Gang mag nie in verband met enige stoomketel- unless itfire is atw leastany 6 m

fir
inhavinlenggth above theal floordraughton

vuur of enige vuur met 'n ,kunsmatige trek gebruik word which such fire or furnace is placed.
the, tensy dit ten minste 6 in lank is bokant die vloer
waarop sodanige vuur of oond geplaas is. .

Chimney Opening. . .

Skoorsteenopening. 127.0) Over every opening of every chimney breast

127.(1) Oor elke opening van elke skoorsteenbors moet an adequate arch of brick, concrete or stone or an ade-

daar 'n voldoende steen-, beton- of klipboog verskaf word quate lintel of stone or other hard and suitable non-corn-

of 'n voldoende latei van klip of ander harde en geskikte bustible material or an adequate bar of steel or wrought

nie-brandbare materiaal, of 'n voldoende staal- of smee- iron to support the breast of such chimney shall be

ysterstaaf om sodanige skoorsteenbors to steum provided. •

I
(2) If the jamb on either side is less than 330 mm in

(2) Indien die wang van enigeen van die twee kante width, the abutments of the arch so built shall be tied
minder as 330 mm wyd is, moet die siuitrande van die . in by a bar or bars of steel or wrought iron of sufficient
boog wat aldus gebou is, gebind word deur 'n staaf of strength for at least 215 mm on either side, turned up
stawe van staal of smeeyster van voldoende sterkte, vir and down at the ends and built into the jambs on
minstens 215 mm aan weeiskante, by die ente na bo en each side.
onder gebuig, en aan elke kant in die wange ingebou. (3) The jambs 'of every chimney shall be at least 215

(3) Die wange van elke skoorsteen moet ten minste 215 mm wide on each side of the opening of the fireplace.
nun wyd wees aan weerskan' te van die opening van die
vuurherd. Chimney Breasts.. .

Skoorsteenborste. - - . •

I

128. The breast of every chimney and the brickwork
128. Elke skoorsteenbors en die baksteenwerk of ander or other material forming part of a chimney and surroim-

materiaal wat deel van 'n skoorsteen uitmaak en 'n rook- ding a smoke flue, shall -be at least 102 mm in thick-

gang omsluit, moet ten minste 102 mm dik wees. ness. .
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Bokant van Rookgang. Upper side of Flue.

129. Die bokant van elke gang wat deel van 'n 129. The upper side of every flue forming part of a
skoorsteen uitmaak moet, wanneer die rigling van die chimney shall, when the course of the flue makes an an-
gang 'n hook van minder 45 grade met die horisontaal gle with the horizontal of less than 45 degrees, be at
vorm, ten minste 215 mm dik wees. least 215 mm thick.

Skoorsteenskagte. Chimney Shafts.

130.(1) Eike skoorsteenskag of rookgang moot in steen- 130.(1) Every chimney shaft or smoke flue shall be
messelwerk, klip of ander ewegeskikte materiaal, in alle carried up in brickwork, stone or other equally suitable
rigtings regdeur ten minste 102 mm dik, opgebou word tot material all round at least 102 mm thick throughout,
'n hoogte van ten minste 900 mm bokant die dak, plat- to a height of not less than 900 mm above the roof, flat
dak of gent wat daaraan grens, gemeet by die hoogste roof or gutter adjoining thereto, measured at the highest
punt in die verbindingslyn met sodanige dak, platdak of point in line of junction with such roof, flat roof or
geut. gutter.

(2) Geen skoorsteenskag, behalwe die skag van 'n oond (2) No chimney shaft other than the shaft of a fur-
van enige stoommasjien, brouery, stokery of fabriek mag nace of any steam engine, brewery, distillery or factory
hoer bokant die dak, platdak of gent wat aan die skoor- shall be built higher above the roof, flat roof or gutter
steenskag grens, uitgebou word as ses maal die nouste adjoining the chimney shaft, than a height equal to six
wydte van die skoorsteenskag nie, gemeet van die hoogste times the smallest width of the chimney shaft measured
punt in die verbindingslyn met sodanige dak, platdak of from the level of the highest point, in the line of junction
geut af. with such roof, flat roof or gutter.

(3) Twee of meer skoorsteenskagte wat stewig met me-
kaar in verband gebou is, word as eon beskou. (3) Two or more chimney shafts built and securely

bonded together shall be regarded as one.
Ysterklemme in Skoorstene.

Iron Holdfasts in Chimneys.
131. In enige nuwe gebou mag 'n ysterklem of ander

metaalbevestiging in enige muur van 'n skoorsteen nie 131. In any new building no iron holdfast or other
nader as 65 mm aan die binnekant van enige gang- of metal fastening shall be placed in any wall of a chimney
skoorsteenopening geplaas word the. nearer than 65 mm to the inside of any flue or chimney

opening.
Houtwerk Digby Rookgange. Timber near Flues.

132.(1) Geen timmer- of ander houtwerk mag in enige 132.(1) No timber or woodwork shall be placed in anymuur of skoorsteenbors nader as 215 mm aan die binne- wall or chimney breast nearer than 215 mm to the in-kant van enige gang- of skoorsteenopening geplaas word side of any flue or chimney opening within 250 mm fromnie, en ook nie onderkant enige skoorsteenopening binne -
the upper surface of the hearth thereof nor within 75250 mm van die bovlak van die herd daarvan, of binne mm from the outer face of brickwork surrounding any75 mm van die buite-voorsy van steenmesselwerk wat enige flue where the walls are less than 215 mm thick.rookgang omsluit waar die mure minder as 215 mm dik is

the. (2) No wood plug shall be driven into any wall or
(2) Geen houtprop mag in enige muur of skoorsteen- chimney breast nearer than 150 mm to the inside of any

hors nader as 150 mm aan die binnekant van enige rook- flue or chimney opening.
gang- of skoorsteenopening geslaan word nie. Hearths.

Herde. 133.(1) No floor of wood or other combustible mate-
133.(1) Geen vloer van hout of van 'n ander brandbare rial shall be laid in front of any chimney opening with-

materiaal mag voor edge skoorsteenopening geplaas word in a distance of less than 450 mm from the front of the
binne 'n afstand van minder as 450 mm van die voorkant grate or stove and for 150 mm clear on each side.
van die vuurherd of stoof af nie en vir 'n vryruimte van (2) Hearths shall —
150 mm aan elke sykant nie.

(2) Herde meet —
(a) be fixed under and in front of the chimney opening;
(b) be properly constructed of stone, slate, bricks, tiles(a) Oder en voor die skoorsteenopening geplaas wees; or other non-combustible material properly and se-(b) behoorlik van klip, lei, stone, teas of ander nie- curely supported by similar materials;

brandbare materiaal gebou wees, behoorlik en stewig
deur materials van dieselfde snort gesteun; (c) be at least 150 mm in thickness; •

(c) ten minste 150 mm dik wees; (d) extend at least 150 mm at each end beyond the
(d) ten minste 150 mm aan elke punt by die skoorsteen- chimney opening; and

opening verbysteek; en (e) be laid so that the upper surface is at or above
(e) so aangele word dat die bovlak by of bokant die vloer- , the level of the floor of the room in which the

hoogte van die kamer is waarin die skoorsteenopening chimney opening is situated.
gelee is.

Hoe Skoorstene. High Chimneys.

134. Eike skoorsteen- of stoomketelgang wat vir be- 134. Every chimney or boiler flue used for the purpose
dryfs- of fabrieksdoeleindes gebruik word en wat 9 m of of trade or manufacture, and carried up 9 m or more
hoer bokant die geboue waannee dit in verband staan of above the buildings with which they may be connected
bokant die grond opgebou is, moot so gebou wees dat dit or above the ground, shall be constructed so as to com-

aan onderstaande vereistes voldoen:— ply with the following requirements:
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(a) Die skoorsteen moet regdeur in steenmesselwerk ge- (a) The chimney shall be carried up throughout in brick
,

bou word wat bestaac uit

stene en mortel van 'n kwa-
-

work composed of bricks and mortar of such quality
liteit dat dit aandie ereistes van hierdie verordeningeas to comply with the requirements of these by-
voldoen, behoorlik in verband gemessel en stewig laws, properly bonded and solidly put together upon
saamgestel op 'n soliede en gelyke laag goeie beton a solid and level bed of good concrete of sufficient
van voldoende groode en dikte. size and thickness. .

(b) Die steenmesselwerk wat 'n sirkelvormige of veel- (b) The brickwork enclosing a circular or polygonal
hoekige skag omslui , moet met 'n terughelling (of shaft shall be built with a batter (or inclination in-

•
I •

.bmnewaartse skuinst4) van ten ,minste 65 min in elke wards) of at least 65 mm in every 3 m of height.
3 m van die hoogte gebou wees: Indien die skag If the shaft is square it shall have a batter from the
vierkantig is, moet dit van onder tot bo 'n terughel- base to the top' of 75 mm for every - 3 m in height.
ling van 75 mm vir elke 3 m in hoogte he.

(c) The brickwork enclosing the shaft shall be at least 215
(c) Die steenmesselwcrk vat die skag omsluit, moet ten mm in thickness at the top of the shaft and for

minste 215 mm dik woes aan die bo-kant van die a distance not exceeding 6 m below the top, andskag en vir 'n afstand van hoogstens 6 m onder die
shall be increased in thickness at least 110 mm foribokant, en moet met ten minste 110 mm vir elke

addisionele 6 m na onder gemeet, in dikte vermeer- every additional 6 m measured downwards.
der word. 1

1

Skoorstene van Gietery.
Foundry Chimneys.

. • •135.(1) Iron cupolas, chimneys, or other foundry or
' 135.(1) Ysterkoepels, sktoorstene, of ander gietery- of furnace chimneys built of iron or firebrick, shall. be

..andskoorstene wat van ySter of brandbestande steer ge
suitably protected by a baffle-plate or other contrivancebou is, moet deur 'n vuurskerm of ander toestel beskerm

wees om to verhoed dat warns sintels ver uitval. to prevent hot cinders from being thrown to a distance.

(2) Geen skoorsteen mag binne 9 m van enige gebou (2) No such chimney shall be placed within 9 m of any
wat gedeeltelik of geheel Van brandbare materiaal gebou building constructed wholly or partly of combustible
is, geplaas word the. material.

(3) Geen sodanige skoorsteen mag binne 15 m van die (3) No such chimney shall be within 15 m of the boun-
grens van die eienaar se eiendom of wees We, behalwe dary of the owner's property, except with the consent
met die toestemming van die aangrensende eienaar. of the adjoining owner.

1

(4) Die vloer van enige vertrek of ruimte waarin so- (4) The floor of any room or space in which such
danige skoorsteen of koepel bevestig is wet van brand- • chimney or cupola is fixed shill be constructed of fire-

bestande materiaal gemaak word. resisting materials.

(5) Die vloer onder elke oop ketel, stoomketel of stoof (5) The floor under every open copper, boiler or
moet tot 'n ruimte van 1500 mm aan elke kant van brand- stove, shall for a space of 600 mm on every side, be
bestande en nie-geleidende materiale van ten minste 102 formed of fire-resisting and non-conducting materials
mm dik. gevorm wees. at least 102 mm thick.

Warmwater- of Stoompype. Hot Water or Steam Pipes.

136. Geen pyp wat warm water of stoom vervoer mag 136. No pipe conveying hot water or steam shall be
wader as 150 mm aan enige brandbare materiaal geplaas placed. nearer than 150 mm to any combustible material;
word nie; ook mag geen pype vir die vervoer van warm nor shall any .pipes for conveying hot water be placed
water nader as 100 Mm aan enige brandbare materiaal nearer than 100 mm to any combustible material, unless

geplaas word the tensy sodanige pype gebruik word vir such pipes are used for the conveying of hot water at
die vervoer van warm water by 'n temperatuur van hoog- 'n temperature not exceeding 93°C when they may be
stens 93°C, wanneer dit op 'n afstand van ten minste 50 at a distance of not less than 50 mm or less if protected
mm mag wees of minder indien dit beskerm is deur 'n by a coating of suitable or non-conducting material at
laag geskikte nie-geleidende materiaal van ten minste 20 least 20 mm thick. -

mm dik.
Notice re Heating Apparatus and Ranges.

Kennisgewing insake Verwarmingsapparaat en Stowe.
137. Where any heating apparatus is placed in any

137. Waar enige verwarmingsapparaat in enige gebou building where flues or fireplaces are altered or enlarged,
waar gange of vuurherde verbou of vergroot word, ge- where cooking ranges are fixed in hotels or restaurants,
plaas word; waar kookstowe in hotelle of restaurants ge- or where ranges, furnaces and boilers are put in for any
installeer word; of waar stowe, oonde en stoomketels vir purpose, due notice shall be given to the council by the
enige doel ingesit word, moet behoorlike kennisgewing aan builder or contractor responsible for carrying out the
die raad geskied deur die bouer of kontrakteur wat vir the work.
uitvoering van the werk verantwoordelik is. •

. Wood Floors under Boiler Prohibited.
Houtvloere onder Stoomketels Verbode. .

138. No boiler shall be placed on any wood or com-
138. Geen stoomketel mag op edge hout- of brandbare bustible floor or beams, but shall be set on a non-com-

vloer of balk geplaas word nie, maar dit moet geplaas
word op 'n nie-brandbare of brandbestande vloermateriaal bustible or fire-resisting flooring extending at least 600

wat ten minste 600 mm aan elke sy van die fondament- mm on every side of the foundation or base plate of the
of onderplaat van voomoemde stoomketel uitstrek.

. said boiler.
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'
Skeiding van Stoomketels van Konstruksiewerk. Seperation of Boilers from Construction.

139.(1) Geen brandbare materiaal mag in die konstruk- • 139.(1) No combustible material shall be employed in
sie van mure, deure en vensters binne 2 m van enige constructing walls, doors or windows within 2 m of any
stoomketel af gebruik word the. 1 boiler.

•

(2) Alle mure, oonde, droogkamers en stoomketel- . .(2) All walls, furnaces, drying chambers or boiler
monterings wat aan 'n aansienlike temperatuurstyging on- ' fittings which are liable to considerable rise of tempera-
derhewig is, moet deur 'n higruimte geskei wees van alle , ture, shall be separated by an air space from all walls
mure van baksteen- of klipmesselwerk wat deel uitmaak ' of brickwork or masonry forming part of the structure
Van die struktuur van die geboue waarby dit behoort.

' of the buildings to which they belong.

(3) Droogkamers of ander vertreklce of ruimtes waarin ' -
• (3) Drying rooms or other rooms or spaces in which

die temperatuur vir enige doel bokant 50°C kunsmatig
'
the temperature is artificially raised for any purpose

verhoog word, moet geheel en al met brandbestande • beyond 50°C shall be lined entirely with fire-resisting
materiaal uitgevoer word. I material.

.
,

• •

Stowe mag nie Digby Brandbare Materiaal wees nie. ! • Ranges not to be near Combustible Material.
. •

140.(1) Geen kombuisstoof mag binne 450 mm van
:

140.(1) No kitchen range shall be placed within 450
enige afskorting wat van hout of ander brandbare mate- ' mm of any partition formed of wood or other combus-
riaal gemaak is, geplaas word the. - ' tible material.

. .
•

(2) Alle plafonne van hout of ander brandbare mate- • (2) All ceilings of wood or other combustible materia'
riaal oor groot of kleiner stowe moet beskerm wees deur over laige ranges or stoves shall be protected by shee
kappe'of bedelckings.van 'plaatmetaal, ten minste 150 mm. . Metal' hoods, or covers, at least 150 mm below the
onderkant die plafon. • .

• - ceiling.
•

(3) Geen stoofpyp mag binne 450 mm van enige brand- (3) No stove pipe shall be placed within 450 mm of
bare materiaal of geplaas word nie. ;„ •

•

. . any combustible material.

Stop Cocks on Supply Pipes.. , Afsluitkrane aan Toevoerpype.
'

. . , . .
141. In ellce gebou waartoe die publiek toegang het of I '141. Every building to which the public have access

waarin weer as 50 persone iverksaam of geakkommodeer. or in which more than 50 persons are employed or ac-

word, moet die water- en gastoevoerpype wat van die cOmmodated, shall have the water and gas supply pipes
straathoofleidings af . kom, van 'n afslaitkraan voorsien I leading from the street mains provided with a stop cock
wees wat ten minste 2 m buitekant die gebou geplaas.is, i placed at least 2 m outside the building so that the
sodat die toevoer op daardie punt afgesluie kali word. supply may be cut off at that point.

. ., .
.

„ , • .. . ,

,
• Water- , en Gaspype in VioerbUlke. . . . . , • Water and Gas Piping in Joists., .

4

•

142. Geen gas-, water- of ander pype mag in vloerbillce . -
.142. No' gas, water or other pipes shall be notched

ingelaat word the.
: into floor joists.

.
- . /

. . Galarms.4' • : • :'; '
,•\ Gas Brackets. • '

143.(1) Geen gasarm mag minder as 1 in onderkant I
.

enige plafon. of houtwerk wees the, tensy laasgenoemde, ! 14341) No gas bracket shall be less than 1 m below
behoorlik 'deur 'n kap beskerm is, in welke geval die af- ; any ceiling' or woodwork unless the latter is properly
stand the minder as 750 mm mag wees nie. • . .. I protected by a hOod, in which case the distance shall

- • 'not be less
- than '750 mm.

(2) Geen swaaiende of vouende gasarm mag aan enige
styl, afskorting, venster, argitraal, of ander houtwerk be- , (2) No swinging . or folding gas bracket shall be fixed
vestig word the. . .

- ion any•Stud, partition, window, architrave or other wood-

(3)
•

.

Geen gasarm op enige sodanige houtwerk ma min-
work.

der as 150 mm lank wees nie, van die branders af ge- • (3) No gas bracket on any such woodwork shall be

meet. . . . .
. . • . . .

1

' less than 150 mm in length measured from the burners. '

i
• '.. •

, ,
' Brandweerwaverbinding. .• • -

. : -
e •

: .- ....Fire Engine Connection.
144.(1) In elke gebou waarVan die hoogte 18 m oor- ;

•
•

44441) Every 'building exceeding 18 m in height shall -

skry, moet 'n goedgekeurde tweeligtingbrandweerwaVer- • .

binding, met verbindings toegerus, op die grondverdieping 'have'an 'approved its. y
-

two a fire pump connection fitted

in 'n posisie wat maklik toeganklik is in of digby die hoof- with connections installed on the ground floor in a po-

ingang, geinstalleer wees.
' -

, sition capable of easy access in or near the main entrance.

(2) 'a Terugslagklep om die toevoer van die mad se (2) A reflux valve to close off the supply from the
hoofleidings af to sluit wanneer, die pompwaterverbinding ; councirs mains when the pump connection is being
gebruik word, moet aan die toevoerpyp bevestig wees tus- •

used
. ..- •

'fixed
• .

snau be on the supply ppe between the
sen die grenslyn van the eiendom en die brandweerwaver-
binding. _

-
.. .

boundary .of the property and the fire-pump connection.
. • • - ,

'
(3)(a) Spdanige gebou moet' ook voorsien wees yin 'n . (3)(a) -.Such building shall , also be provided with a

100 mm-pyp 'wat van die straatwaterhoofleiding af, waar 100 mm pipeleading from the street water main, where
dit binne 30 in gelee is, na punte sons deur die mad hoed- ; the latter ls within 30 in, to each floor of the building and
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gekeur op elke verdieping van die gebou voer, een vir elke provided at each floor at, points approved of by the coun-
450 m2 vloeroppervlaktq op elke vial:, voorsien is van 'n -cil at the rate of one for every 450 m2 of floor area at
skuins geskutmetaalbrantlIcraan van die wielklepsoort met each level with an oblique gunmetal wheel valve pattern
'n hol uitlaat van 65 rnM met pyltjies en die woorde "aan" : hydrant with 65 mm female outlet having arrows and in
en "af" in albei amptelike tale op die wiel. both official languages the words "on", and "off" appear-

(b) Elke sodanige briindlcraan moet voorsien wees van ing on the wheel.
'n goedgekeurde voldoende lengte 65 mm-seildoekwater- (b) Each 'such,' hydrant shall

'

be provided with an
slang, met snelkoppelinge toegerus, en voornoemde water- approved sufficient length of 65 mm canvas hose fitted
slang moet verder ook toegerus wees met 'n metaal-aftak- with instantaneous couplings; the said hose being also
pyp van 300 mm of 450 Imm lank, met sproeiers voorsien fitted with a metal branch pipe 300 mm or 450 mm
waarvan die grootte

deur)
die raad goedgekeur moet word. long, fitted with jets the size of which, shall be approved

(4) Alle waterslangverbindings en -koppelings moet in by the council.

ooreenstemming met die Britse Standaardspesifikasie No. (4) All hose connections and couplings shall be in ac•
336 wees. cordance with the British Standards Specification No. 336.,

Chemiese Brandblussers. , .
, .

145. Benewens die branddienskoppelinge en waterslang, Chemical Fire Extinguishers.
soos voorgeskryf, moet chemiese brandblussers, elk met' 145. In addition to the fire service couplings and hose
'n inhoud van 9 liter ooreenkomstig die Britse Standaard- i prescribed, chemical' fire extinguishers, each of 9 litre
spesifikasie No. 138 of No. 740 verskaf word, in die ver-

i capacity in accordance with the British Standards Spe-
houding van twee vir elke 450 m2 vloeroppervlakte, met

, cibcation No. 138, or No. .740 shall be provided in pro-
ten minste twee per verdieping en moet aan goedgekeurde i portion of two for every 450 m2 of floor area with
doelgemaakte planke in goedgekeurde posisies dwarsdeur• a minimumof two perstorey and 'hung on approved
die gebou gehang word.

I purposelmade boards in approved positions throughout
Itzspeksie van Toestelle.

•

1
the buildings. -

146.(1) Die Read is geregtig om alle geboue waarin so-
I:

Inspection. of Appliances.

danige blustoestelle geinstalleer is, periodiek te inspekteer,i 146. (1) The council shall be entitled periodically to
en kan die eienaar van enige gebou gelas on alle brand-

1

inspect all' buildings in which fire appliances are instal-
slange van sodanige gebou te toets as dit deur ouderdom

I led and may order the owner of any building to test
of verwaarlosing defektief geraak het, en enige brandslange. all fire hose serving such building, which may have be-
wat aldus getoets is en vir verdere gebruik ongeskik be- I

come defective through age or neglect, and any hose
vind word, meet deur die eienaar van die gebou deur ge-

; so tested and found unsuitable for further •use shall be
skikte slange vervang word.

I replaced by suitable hose: by the oiner..of the building.
'

(2) Vir brandslange wat deur die mad getoets word4 (2) 'Hose tested by the council shall be charged for atmoet betaling ingevolge Aanbangsel I van Bylae 2 by
1

the rate prescribed in terms of Appendix I of Schedule
hierdie verordeninge geskied en sodanige bedrag is deur die 2 to these by-laws, and shall be payable by the owner
'elenaar van dielebou betaalbaar onmtddellik na sodanige. of the building immediately, subsequent to such testing.
toots.

Watertenks vir Hoe Geboue. .
• . .

.
. Water Tanks for High Buildings. •

•

147.(1) Die eienaar van elke gebou wat 27 m of ,hoe'r..
147.

' 1 ' ' 1

building'of
.

(1) The owner of everyaheight of 27 mis, meet in verbinding met die stygbrandleiding 'n talk:
or over shall provide in conjunction with' the rising fire

'n mauler verbind is dat die water tot indie hoofbrand-verskafwat ten minste 6 Id water bent en wat op so I main a tank containing not. less than 6 Id of water and
weerpype kan grativeer ingeval die straathoofleiding nie.i so connected that the Water can gravitate into the fire

in. . .

beskikbaar is nie.
' mains the event. of the street main not being available.

(2) Hierdie teak moet so geled wees dat die onderkant' (2) This tank shall be Situated with its bottom not lo-

daarvan nie laer is nie as die dak of plafon van die gebou! wer than the• roof or ceiling • of the top storey of e
budding.se boonste verdieping.

(3) Indien daar in die gebou meer as een stygleiding is,I (3) Should there be more than one rising main in the
,kan dit by dieselfde tenk aangesluit word met die toebe- i 'building, they may be connected to the same tank with
hore soos in subartikel (4) vermeld.

I
the fittings mentioned in subsection (4).

(4) 'n Wielklep en 'n terugslagldcp moet aan die bokant I
(4) A wheel valve and reflux valve shall be fitted at

van , elke stygleiding tussen die boonste verdieping se ' the pp of each rising main between the top floor hy-
brandkraan en die teak aangesit word met 'n 20 mm lei- I drant and the tank with a. 20 mm lead taken from the
ding wat van die straathoofleidingkant van die terugslag-

I

street main side of the reflux valve to the ballcock in
'klep af tot by die bolkraan in die teak voer. the tank.

Brandhyser. . Fire Lift.
, . . .

148. Een personehyser moet dag en nag in gereedheid I . 148. One passenger lift. shall be kept- ready for.imme-

tehou'word vir onmiddellike gebruik deur die brandweer- I,
dial° use ;by tlie. fire department during all hours of

departement. . I night and day.
•

Sprinkelblussers in Hoe Geboue. Sprinklers in. High Buildings.
.

1' •
. ,

149.(1) In. alle geboue meer as 30 m hoog wat as pak- -149.(1) All buildings thcceecling. 30 m in height and
huise of fabrieke gebruik of geokkupeer word, moet 'n ou- used

-or 'occupied. as. warehouses or factories, shall have
tomatiese sprinkelblusstelsel geinstalleer word. . an automatic sprinkler system installed.

i
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(2) Sodanige sprinkelblusstelsel moet behoorlik saamge- (2) Such sprinkler system shall be properly construe-
gestel en geinstalleer word en tot voldoening van die inge- ted and installed and shall be maintained to the satis-
nieur en brandweerhoof onderhou word. faction of the engineer and the chief fire officer.

Hidrouliese Slangtolle. Hydraulic Hose Reels.

150. Indien deur die raad nodig geag en vereis word, 150. Where" deemed necessary and required by the
moet, benewens of in pleas van 65 mm brandkrane, hi- council, either in addition to or in lieu of 65 mm by-

drouliese of ander goedgekeurde slangtolle elk met 'n vol- drants, hydraulic hose reels, each with an adequate length
doende lengte rubber of ander goedgekeurde slang van of 20 mm rubber or other approved hose and with small
20 mm en met klein afsluitspuitstukke, in getalle en in shut off nozzles, shall be installed to the number and
posisies soon deur die raad aangedui, geinstalleer word. in the position indicated by the council.

HOOFSTUK X. CHAPTER X.

OOP RUIMTE, VENTILASIE, VERLIGTINGS- EN OPEN' SPACE, VENTILATION, LIGHTING, AND
SANITERE INRIGTINGS. SANITARY ARRANGEMENTS.

',mange. Entrances.

151. Elke nuwe gebou wat as 'n woonhuis gebruik 151. Every new building which is to be used as L
moet word en wat meer as twee bewoonbare vertrekke be- dwelling-house and which contains more than two babi-
vat, moet ten minste twee ingange he. table rooms shall be provided with at least bwo entran-

ces.
Oop Yoorruimte.

Open Front Space.
152.(1) Elke nuwe huishoudelike gebou moet met sy

voorkant na 'n straat toe staan wat ten minste 7,5 m 152.(1) Every mew domestic building shall face a street
breed is. not less than' 7.5 in wide.

(2) Geen huishoudelike gebou, uitgesonder bona fide- '(2) No domestic building, except bona fide outbuil-
buitegeboue, mag aan die agterkant van 'n ander gebou op dings, shall be situated at the rear of any other building
dieselfde wed gelee wees nie: Met dien verstande dat, on the same curtilage: Provided that on account of
vanwee die grondhoogte, die orientering of rotsagtige bo- ground levels, orientation or rocky nature of the site
demgesteldheid van die terrein of weens enige ander spe- or any other special circumstances which would interfere
siale omstandigheid wat die ontwikkeling van die terrein with the development of the site, the council may, sub-

sal belemmer, die read, onderworpe aan enige voor- ject to sub. conditions as having regard to existing adja-
waarde wat by met inagneming van die aangrensende ge- cent buildings it may impose, permit bona fide outbuil-
boue stel, kan toelaat dat bona fide-buitegeboue, wat uit- dings which are to be used solely in conjunction with a
sluitlik in verband met 'n huishoudelike gebou gebruik domestic building to be situated in front of such do-
word, aan die voorkant van so 'n huishoudelike gebou mestic building.
gelee kan wees.

Number of Dwellings.
Getal Woonhuise.

153.(1) The number of dwelling-houses which may be
153.(1) Daar mag nie meer woonhuise op 'n stuk grond erected on any piece of land shall not exceed that laid

opgerig word nie as die getal wat voorgeskryf is inge- down under the •provisions of any approved town-plan-
volge die bepalings van 'n dorpsaanlegskema wat behoor- ning scheme.
lik goedgekeur is.

(2) Where a dwelling exists on a piece of land not
(2) Indien .daar al 'n woonhuis op 'n stuk grond be- within a township, no building plan for any further

staan wat the binne 'n dorp gelee is Me, mag geen bou- dwelling in respect of such land shall be approved in
plan vie 'n verdere woning ten opsigte van so 'n stuk

terms of these by - laws unless and until the land shallgrond ingevolge hierdie verordeninge goedgekeur word
nie, tensy en voordat die grond onderverdeel is, en 'n have been divided and a diagram shall have been ap-

kaart ooreenkomstig die bepalings van die Opmetingswet, proved in accordance with the provisions of the Land
1927 (Wet 9 van 1927), of enige wysiging daarvan, goed- Survey Act, 1927 (Act 9 of 1927), or any amendment
gekeur is. thereof.

Oop Agter- of Syruimte.
Open Rear or, Side Space.

154.(1) Elke gebou moet aan die agterkant of sykant
154.0) Every building shall be provided in the rear ordaarvan van 'n oop ruimte voorsien wees wat uitsluitlik

daarby behoort en wat vry van enige oprigtings bo die side thereof with an open space exclusively belonging
grond is. thereto free from any erections above the ground.

(2) Behalwe waar 'n spoelrioleringstelsel geinstalleer is, (2) Except where a water-borne sewerage system is
en waar bevredigende buitelug-inrigtings vir die opgaar van installed and satisfactory open-air arrangements for the
vullis verskaf is, moet sodanige oop ruimte regstreelcs storage of rubbish are provided, such open space shall
deur middel van 'n oop gang van ten minste 900 mm wyd communicate directly with the street by means of an
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met die straat verbind wees, en die oppervlakte van so- open passage not less than 900 mm wide and the area

danige gang mag nie by jlie oppervlakte van sodanige oop
of such passage shall not be included in the area of such

ruimte inbegrepe wees ni. open space.

(3)(a) Met uitsondering van 'n woonhuis wat op 'n per- (3)(a) With the exception of a dwelling-house situated
seel by die kruising van twee of meer strate gelee is, mag on a stand at the junction of two or more streets, no
geen woonhuis opgerig lord binne 'n totale afstand van dwelling-house shall be erected having an aggregate
minder as 3 m tussen die sykante van sodanige woonhuis distance of less than 3 m between the sides of such
en die sygrense van die perseel waarop die woonhuis op- dwelling-house and the side boundaries of the stand
gerig moet word nie. on which the dwelling-house is to be erected.

i
(b) Uitstekke op sodanige oop ruimte mag nie 900 mm (b) Projections on such open space shall not exceed

in wydte of 'n totaal van eenkwart van die lengte van 900 mm in width or an aggregate of one-quarter of
sodanige oop rid/rite oorskry nie: Met dien verstande dat the length of such open space: Provided that for the
vir die toepassing van hierdie artikel, 'n "woonhuis" geen purpose of this section a "dwellinghouse" shall not in-
woonstelle of deelhuisgehoue insluit nie. 0

elude flats or tenement buildings.
(4) Ondanks die bepalings van subartikel (3), kan 'n

private motorhuis wat aan die sy van 'n woonhuis vas is, (4) Notwithstanding the provisions of subsection (3),

op die 3 m totale syruhnie opgerig word, mits die totale a private garage attached to the side of a dwelling-

syruimte nie tot onder 900 mm in wydte verminder word house may be erected on the 3 m aggregate side space,

Me. provided that the aggregate side space is not thereby
reduced to less than 900 mm in width.

(5) Alle oop agter- en syruimtes moet tot voldoening
fan die raad verskaf word, en minstens voldoen aan die (5) All open rear and side spaces shall be provided to

groottes soos in Tabel 3 aangetoon. the satisfaction of the council and shall not be less than
the sizes shown in Table 3.

TABEL 3.

TABLE 3.
OOP AGTER- EN SYRUIMTES.

OPEN REAR AND SIDE SPACES.

Gedeelte van wed wat
as oop agter- of syruim- Portion of Curtilage

Klas van gebou tes vereis word. Class of Building Required as Open Rear

(1) (2) (3) (4)
or Side Spaces.

`181 (1) (2) (3) (4)
z 0 .0 4
44:)) N 1 8

sl. facm 0 a Mc;
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-SA 4 E Each of a minimum
Elk van 'n minimum width of 7,5 in.

wydte van 7,5 in

% % % In3

% % % mz (a) Workshop, factory, wholesale
(a) Werkwinkel, fabriek, groot- of or retail store 4 2,6 2 10

Ideinhandelwinkel 4 2,6 2 10
(b) Dwelling, hospital, school and

(b) Woonhuis, hospitaal, skool- en tenement or apartment hou-
huiseenheid of deelhuis wat nie scs not connected to water -

by 'n spoelrioleringstelsel aan- borne sewerage 40 25 25 30
gestuit is nie 40 25 25 30

(c) Tenement or apartment hou -

(c) Huiseenheid of deelhuis wat by ses connected to water-borne
'n spoelrioleringstelsel aange- . sewerage 20 15 .12,5 50
sluit is 20 15 12,5 50 (d) Office or public building 15 12,5 10 30

(d) Kantoor- of openbare gebou 15 12,5 10 30

(5) In the case of buildings which face two or more
(6) In die geval van geboue wat op twee of meer strate streets of a width of at least 7,5 In and which are

uitkyk wat ten minste 7,5 m wyd is, en wat op 'n en ge- situated on a curtilage occupying two or more stands,
lee is wat twee of meer persele beslaan, is die vermin- the reduction in the area of open space permitted in
dering in die oppervlakte van oop ruimtes soos in Tabel
3 toegelaat, slegs van toepassing op die gedeelte van die Table 3 shall apply only to that portion of the curtilage
werf wat op die perscel of persele gelee is wat op twee situated on the stand or stands having frontages to two
of meer strate uitkyk. or more streets.
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Oop Ruimte aan Agterkant Vereis. Open Space Required at Rear.

155.(1) Oop lugruimte moet soos volg aan die agterkant 155.(1) Open air space shall be provided as follows
van die gebou, verskaf word:— at the rear of the building:

(a) In die geval van woonhuise, hospitale, skole en kan- (a) In the case of dwellings, hospitals, schools and of-
tore, 'n minimum van 30 m'. fices, a minimum of 30 m2.

(b) In die geval van deelhuise en huiseenhede, 'n mini- (b) In the case of tenement and apartment houses
mum van 50 m2. a minimum of 50 m2.

(2) Behalwe in die geval van 'n gebou gelee op 'n per- • (2) Except in the case of a building situated on a
seel of persele by die kruising van twee of meer strate, en stand or stands at the junction of two or more streets
behalwe in die geval van geboue van die kantoorklas, moet and except in the case of buildings of the office class,
sodanige agterruimte dwarsdeur en oor die hele agterkant such rear space shall extend throughout and across the
van sodanige gebou uitstrek, en in geen geval mag dit min- entire rear of such building and shall in no case be less
der as 3 m wyd wees nie, gemeet van die agterste muur van than 3 m in width measured from the rear wall of such
sodanige gebou af. building.

(3) Waar sodanige oop agterruimte van 'n openbare (3) Where such open rear space abuts on a public
nagkarsteeg of straat grens, kan sodanige wydte tot 1,5 in sanitary lane or street, such width may be reduced to
vennhader word as die afstand van die agterste muur af 1,5 m if the distance from the rear wall to the centre
tot in die middel van die nagkarsteeg of straat in enige of the sanitary lane or street be not less than 3 m in any
deel ten minste 3 m is, en in hierdie geval kan die hele part, in which case the whole of the 3 m may be re-

3 m as oop agterruimte beskou word. garded as open rear space.

Verbouings aan Geboue. • Alterations to Buildings.

156. Indien die gebruik van enige gebou van enige af- 157. Should the use of any building of any one class
sonderlike klas tot die van 'n ander klas verander word, be altered to that of another class, the minimum open
moet die minimum oop ruimtes wat kragtens die bepalings spaces required in terms of the provisions of these
van hierdie verordeninge vereis word, vir die klas waama by-laws shall be provided for the class to which the
die gebou verbou is, verskaf word. building has been altered.

Oop Ruimtes van Winkels en Vertrekke. Shops and Rooms: Open Space.

157.(1) Eike winkel wat hoogstens een vertrek daaraan 157.(1) Every shop having not more than one room
vas het, moet van oop ruimte van ten minste 14 m2 voor- attached thereto shall be provided with open space of at
sien wees. '

least 14 m2.

(2) Toesluitwinkels met geen vertrek wat daaraan vas is ; (2) Lock-up shops having no attached room shall be
nie, word as 'n pakhuis beskou. treated as a warehouse.

(3) Winkels met meer 8 een vertrek daaraan vas moet (3) Shops having more than one room attached shall
van oop ruimte voorsien wees wat teen 40 persent van die

I be provided with open space calculated at the rate of 40
oppervlakte van sodanige vertrekke bereken is: Met dien ' per cent of the area of such rooms: Provided that such
verstande dat sodanige oop ruimte in geen geval minder as • open space shall in no case be less than 14 m2.
14 m2 mag wees Me.

Openbare Geboue: Oop Ruirnte. Public Buildings: Open Space.

158. 'n Openbare gebou (betsy dit op een of meer strate 158. A public building (whether fronting on to one or
uitkyk) wat voorsien is van 'n goedgekeurde en bevredigen- . more streets) which is provided with an approved and
de stelsel van meganiese of natuurlike ventilasie wat aan • satisfactory system of mechanical or natural ventilation
die droe katatermometerstandaard van ventilasie sal vol- • which will conform with the dry kata thermometer stan-

doen soos vir openbare geboue vereis en soos elders in dard of ventilation required for public buildings as laid
hierdie verordeninge bepaal, kan hoogstens 95 persent van down elsewhere in these by-laws, may occupy not more
die oppervlakte van die werf daarvan beslaan en die orige than 95 per cent of the area of its curtilage leaving the
5 persent moet vry van enige oprigting gelaat word. remaining 5 per cent free from any erection.

Ruimte moet aan Gebou Behoort en meet Vry Wees. Space to Belong to Building and to be Free.

159.(1) Behalwe soos andersins vir oop voorruimtes 159.(1) Except as permitted otherwise for front open
toegelaat, moet enige oop of nie-beboude ruimte soos spaces, any open or unbuilt -on space required in terms
kragtens hierdie verordeninge vereis, uitsluitlik aan die of these by-laws shall exclusively belong to the building
gebou behoort op die werf waarvan dit gereel is, en dit on the curtilage of which it is arranged and shall be
moet vry wees van enige oprigting bokant die grond- free from any erection above the level of the ground,
hoogte, behalwe treetjies sender dak of stoepe wat nie bo- except unroofed steps or stoops not above the ground
kant die grondhoogte is nie. floor level.

(2) Indien daar egter 'n gebou is wat 'n oop ruimte (2) Should there be a building requiring open space
vereis en op 'n laer hoogte as die grondverdieping gelee and situated at a lower level than the ground floor,
is, mag sodanige treetjies of stoepe nie so geplaas word such steps or stoeps shall not be so placed as to cover
dat dit die oop ruimte wat vir die gebou op sodanige her the open space required for the building at such lower
hoogte vereis word, bedek nie. level.
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Geboue onder Verskfllende Klasse: Oop Ruimte. Buildings under Various Classes: Open Space.
160.(1) In die geval van geboue wat onder meer as

een klas val, moet die odp ruimte wat vir elke klas vereis 160.0) In the case of buildings falling under more than
word, oor die hele hoogte van die gebou wat vir sodanige one class, the open space required for each class shall
klas gebruik word,

streki

extend over the entire height of the building used for
such class.

(2) Geen uitstek van enige gedeelte van 'n gebou wat,
weens die klas daarvan, Hinder oop ruimte vereis, mag (2) No projection of any part of a building which,

oor die oop ruimte wat vir enige laer gedeelte van sodanige due to its class, requires less open space shall be allowed
gebou vereis word, toegelaat word nie. over the open space required for any lower portion of

such building.'

Kelderverdieping: Oop Ruimte.
Basement Storey: Open Space.

161.(1) Kelderverdiepings moet van oop ruimtes, soos
voornoemd, voorsien woes waar dit as winkels, kantore, 161.(1) Basement storeys shall be provided with open

spaces as aforementioned where used for shops, offices,kombuise, restaurants of teekamers gebruik word, tensy dit
voldoende met elektriese lig verlig en van 'n kunsmatige kitchens, restaurants or tea rooms, unless adequately

manier van doeltreffende kruisventilasie voorsien is. lighted by electric light and provided with artificial
means of effective cross ventilation.

(2) Die oop ruimte ten opsigte van 'n openbare gebou
in 'n kelderverdieping moet op 'n hoogte van hoogstens (2) The open space in respect of a public building in
1,75 m bokant die vloer van die kelderverdieping van so- a basement storey shall be at a level not exceeding 1,75

danige openbare gebou wees.
m above the basement storey floor of such public buil-
ding.

Bewonine van Kelders. . . Occupation of Cellars.

162.(1) Niemand mag Iienige kelder, kelderverdieping, 162.(1) No person shall let or occupy or cause or
gewelf, of ondergrondse apartement afsonderlik as woning suffer to be let or occupied, separately as a dwelling
verhuur of bewoon of last verhuur of bewoon, of toelaat any cellar, basement storey, vault or underground apart-
dat sulks geskied nie, hetay dit met 'n ander apartement ment, whether conjoined with another apartment or not,
verenig is al dan nie, tensy sodanige kelder, kelderver- unless such cellar, basement storey, vault or under-

dieping, gewelf of ondergrondse apartement — ground apartment has —

(a) minstens een buitesy het wat geheel bokant die (a) at least one external side which shall be entirely
hoogte van die aangrensende straat of grond moet above the level of the adjoining street or ground;
wees;

(b) no building, wall or earth within 3 m of its external
(b) geen gebou, muur of grond binne 3 m van sy buitesy side or projecting above a line drawn at an angle

af het nie of wat bokant die lyn wat met 'n hook van of 45 degrees from the intersection of the floor and
45 grade van die lcruising van die vloer en de binne- the inside face of the wall;
voorvlak van die muur af getrek is, uitsteek;

(c) a window or windows in such external side and
(c) 'n venster of vensters in sodanige buitesy het, asook sufficient and satisfactory cross ventilation, all as

voldoende en bevredigende kruisventilasie, aides soos elsewhere provided in these by-laws for habitable
elders in hierdie verordeninge vir bewoonbare ver- rooms;
trekke bepaal;

(d) a height from floor to ceiling of not less than 2,6 m
(d) 'n hoogte van die vloer af tot by die plafon van ten throughout; •

.

minste 2,6 m regdeur het;
(e) the necessary appurtenant water or earth closet and

(e) die nodige bybehorende spoel - of grondkloset en af- refuse receptacle.
valhouer het.

(2) In ascertaining the level of the adjacent street or
(2) By die vasstelling van die hoogte van die aangren- ground for the purposes of this section no regard shall

sende straat of grond vir die toepassing van hierdie artikel, be had to the level of any area or sunken yard of less
word geen rekening gehou met die hoogte van enige op- than 3 in in width adjoining such cellar, vault or room.
pervlakte of versonke agterplaas van minder as 3 in wyd
wat aan sodanige kelder, gewelf of vertrek grens nie. . Access to Open Space.

Toegang tot Oop Ruimte. 163.(1) Access to the open rear or side space provided
in terms of these by-laws shall be provided from some

163.0) Toegang tot die oop agter- of syruimte wat street adjacent to the building to admit of night-soil and
kragtens hierdie verordeninge verskaf word, moet van die refuse being removed, but buildings of the warehouse,
een of ander straat af wat aan die gebou grens, verskaf
word om toe to laat dat nagvuil en vullis verwyder Iran public buildings or office class and tenement, apartment

word, maar geboue van die pakhuis-, openbare geboue- of or flat buildings shall not require this provision where a

kantoorklas, of huiseenheid-, of deelhuis- of woonstelge- • water-borne sewerage system is installed, and where
boue vereis nie hierdie voorsiening waar 'n spoelriolering- suitable arrangements are made for the removal of
stelsel geinstalleer is en waar behoorlike ratings vii die dry rubbish.
verwydering van die droe vullis getref is nie.

(2) In die geval van twee aangrensende geboue kan so-
(2) Such access may consist, in the case of two ad-

danige toegang uit 'n gang bestaan wat aan albei gemeen joining buildings, of a passage common to both, but

is, maar sodanige gang mag nie deur enige gebou gaan nie such passage shall not pass through any building unless

tensy sodanige gebou meer as een verdieping hoog is, en such building be over one storey in height, and such
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sodanige gang mod behoorlik gewelf of in balcsteen- of passage shall be properly arched or covered over in
betonwerk oor die hele lengte daarvan bedek wees, en in brick or concrete throughout its entire length and in the
die geval van huishoudelike huiseenheid-, deelhuis-, woon- case of domestic, tenement, apartment, flat or office buil-
stel- of kantoorgeboue mag dit geen regstreekse toegang tot dings, shall not afford any direct means of access to the
binne in die gebou verleen nie. interior of the building.

,(3) Sodanige gang of toegang moet ten minste 900 mm (3) Such passage or access shall be at least 900 mm
wyd wees. in width.

Onderverdeling van Eiendom: Oop Ruitnte. Subdivision of Property: Open Space.

164.0) Niemand mag bestaande geboue onderverdeel .
164.0) No person shall subdivide or transfer any sub -

of enige sodanige onderverdeling oordra nie tensy vir ope- division of existing buildings unless sufficient provision
lugruimte en sanitere toegang tot elite gedeelte van so- in accordance with these by- laws is made for open-air

danige onderverdeelde geboue ooreenkomstig hierdie ver- space and sanitary access to each portion of such sub-

ordeninge voldoende voorsiening gemaak is. divided buildings.

(2) Waar sodanige voorsiening vir sodanige onderver- (2) Where such provision shall not have been made for
deelde gebou nie gemaak is nie, moet die eienaar daarvan such subdivided building, the owner thereof shall pro-

sodanige opelugruimte en sanitere gang verskaf as wat no- vide such open-air space and sanitary passage as may be
dig is om aan hierdie verordeninge to voldoen. necessary to comply with these by-laws.

Ventilasie van Vloere. Ventilation of Floors. •

165. Elke vertrek met 'n plankvloer op die grondver- 165. Every room with a boarded floor on the group
dieping van in gebou moet, vir ventilasiedoeleindes, onder floor of a building shall have, for the purpose of yen-
die ondersy van elke balk waarop sodanige vloer gele is, tilation beneath the under side of every joist on which
'n vryruimte he van ten minste 150 mm van die onder- such floor may be laid, a clear space of at least 150 mm
kant van die vloerbalk af tot op die grond, en sodanige from the underside of the floor joist to the ground and
ruimte moet deeglik deur middel van voldoende lugstene such space shall be thoroughly ventilated by means of
in die mure geventileer wees. sufficient air bricks in the walls.

Hoogte van Bewoonbare Vertrekke in Dak. Height of Habitable Rooms in Roof.

166. Elke bewoonbare vertrek wat in die dak van enige 166. Every habitable room built in the roof of any
gebou is, moet van die vloer af tot by die plafon dwars- building shall be at least 2;6 m in height from the
deur ten minste 2,6 in hoog wees oor ten minste 6,5 m2 floor to the ceiling throughout over not less than 6,5 m2
van die oppervlakte van sodanige vertrek, en geen gedeelte of the area of such room and no portion of such room
van sodanige vertrek mag minder as 1,4 m hoog wees nie, shall be less than 1,4 m in height and only half of the
en slegs die helfte van die vloeroppervlakte van sodanige floor area of such room where less than 1,8 in in height,
vertrek, waar dit minder as 1,8 m hoog is, mag in die shall be included in the calculation for window light
berekening vir vensterligoppervlakte ingesluit word. area.

Minimum Oppervlakte en Hoogte van Vertrekke. Minimum Area and Height of Rooms.

167. Elke bewoonbare vertrek moet M vloeroppervlakte 167. Every habitable room shall have a floor area of
van ten minste 6,5 m2 he, en moet ten minste 2,6 m hoog not less than 6,5 m2 and a minimum height of 2,6 m:
wees: Met dien verstande dat 'n uitbousel of uitholling Provided that a bay or recess opening off and forming
wat uit die bewoonbare vertrek uitloop en 'n deel daar- part of a habitable room may be reduced to a height
van vorm, minstens 2,1 m hoog kan wees indien — of not less than 2,1 m where —

(a) so 'n uitbousel of uitholling oor by hele lengte na (a) such bay or recess is open to the habitable room
die bewoonbare vertrek oop is, en across the whole of the length of the bay or recess

and;
(b) die vloeroppervlakte van so 'n uitbousel of uitholling

minder as 6,5 m2 beslaan, en (b) the floor area of such bay or recess is less than
6,5 n2 and;

(c) die vloeroppervlakte van so 'n uitbousel of uitholling
by die vloeroppervlakte van die bewoonbare vertrek (c) the floor area of such bay or recess is included in
ingereken word wanneer die vereiste vensteropper- the floor area of the habitable room for the purpose
vlakte bereken moet word: Voorts met dien verstande of computing the window area required: Provided
dat bewoonbare vertrekke sonder plafonne in buite- further that habitable rooms without ceilings in
geboue ten minste 2,75 m hoog wees. outbuildings shall have a minimum height of 2,75 m.

Vertrek: Minimumafmetings. Room: Milli1M1171 Dimensions.

168.0) Geen bewoonbare vertrek mag 'n horisontale 168.(1) No habitable room shall have a horizontal
afmeting van minder as 2,1 m he nie, behalwe ten opsigte dimension of less than 2,1 m except in respect of an
van 'n alkoof of erker of ander uitholling. alcove or bay window, or other recess.

(2) Geen gedeelte van 'n bewoonbare vertrek wat min- (2) No portion of a habitable room less than 2,1 in
der as 2,1 m wyd is, mag in die berekening van die mini- in width shall be included in the calculation of the
mum oppervlakte van sodanige vertrek ingesluit word nie. minimum area of such room.
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Hoogt van Fabrieke. Height of Factories.

• 169. Geen fabrieke snag dwarsdeur minder as 3 m 169. No factory shall be less than 3 m in height
hoog wees the, of oorebnkomstig die vereistes van die throughout or in accordance with the requirements of the
Fabriekswet. .' Factories Act.

•

• Grootte van Kombuise.
Sizes of Kitchens.

. .
170. Kitchens and sculleries, which shall mean places

170. Kombuise en cpwasse, waarmee bedoel word : used or intended to be used exclusively for preparing
plekke wat uitsluitlik vir

'the
bereiding en kook van voed-

and cooking of food and washing utensils used therefor,
.sel gebruilc word of bedoel is om gebruik to word, en vir may be of a lesser floor area than 6,5 m2 in tenement
die opWas van gereedsktp wat daarvoor gebruik word, houses: Provided that—
kan in deelhuise 'n klemer vlocroppervlakte as 6,5 m2
beslaan the: Met dien vektande dat — . (a) the minimum permissible dimension shall be 2,1mI ; and the cubic capacity, disregarding any height over
(a) die minimum toelaatbare afineting 2,1 m is, en dat I

3,2 m shall not be less than 17 m3;
• die kubieke inhoud,

I
met verontagsaming van enige •

hoogte bo 3,2 in ten minste 17 ith is; .
(b) a satisfactory area of cross -ventilation shall be in-

troduced; - and
(b) 'nbevredigende kruisventilasieoppervlakte aange-

bring meet word; en .
(c) the minimum area of external glazed window shall

be 0,65 m2.

(e) die minimum oppervlakte van buitevensters met glas
'

0,65 m2 meet wees. Cross-ventilation.

171.(1) Every habitable room, office, workshop or fac-
' Kruisventilasie. •

tory shall be cross-ventilated by means of opening
I

win-

171.(1).In elke bewoonbare vertrek, kantoor, werkswin- dows as required by these, by-laws combined with an

kel of fabriek moet kruisVentilasie deur middel van oop- additional 'opening window or windows or fanlight or
maakvensters, soos by hierdie verordeninge vereis, ver- fanlights or other controllable ventilating devices, exclu-

skaf word, met 'n addisionele oopmaakvenster of vensters, ding doors, so located as to permit the .free flow of air
'of 'n oopmaakbolig of -bOligte, of ander beheerbare von-

throughout such habitable room, office, workshop or
tilasietoestelle, uitgesonderd deure, en wat so gelee is dat
Ica. die vrye vloeiing van lug deur sodanige bewoonbare factory and having a total opening area of 1,5 per cent

vertrek, kantoor, werkwinkel of fabriek toelaat, en waar- of the floor area: Provided that the minimum opening
van die totale oopmaakoppervlakte 1,5 persent van die area shall be 0,2 m2.
vloeroppervlakte beslaan: Met dien verstande dat die oop-
maakoppervlakte ten minste 0,2 m2 moet wees. (2) Every passage in a building not being a dwelling

or a flat, shall be cross-ventilated by means of an opening
. '(2) In elke gang van 'n Igebou wat nie 'n woning of 'n window or windows or fanlight or fanlights or other
woonstel is nie, moot kruisventilasie verskaf word deur controllable ventilating devices. excluding doors, so lo-
middel van 'n oopmaakveniter of -vensters of 'n oopmaak-
bong of -boligte of ander beheerbare ventilasietoestelle, cated that such openings —

.

uitgesmiderd deure, en wat so gelee is dat — (a) are not all in one and the same wall;

(a) die openinge nie almal in dieselfde muur is the; (b) shall permit of the free flow of air throughout
such passage; •

(b) die openinge die vrye vloeiing •van lug deur die hele .

gang toelaat; (c) shall have a total opening area of 1,5 per cent of
.

J. the floor area: Provided that the minimum opening
(c) die totale oopmaakoppervlakte 1,5 persent van die area shall be 0,2 m2.

vloeroppervlakte beslaan: Met dien verstande dat die
oopmaakoppervlakte ten minste 0,2 ni2 moot wees. (3) In a dwelling or flat designed for occupation as

(3) In 'n woning of woonstel wat ontwerp is om as 'n
a separate family unit air -bricks may be fixed over or

,

aafsonderlike gesinseenheid bewoon to word, kan lugstene adjacent to doors in partition walls in lieu of opening

bo of Tangs deure in afskortingsmure in plaas van oop- fanlights Subject to the provision of a separate controll-

maakboligte aangebring word mits daar 'n afsonderlike able 'ventilating device, not being a door, opening out
ventilasietoestel, uitgesonderd 'n deur, wat beheer kan towards the open air so as to permit of the free
word en .wat in die buitelug oopgaan, verskaf word sodat flow of air.
daar 'n vrye vloeiing van'lug kan was.

(4) Every garage shall be cross-ventilated by controll-
(4) In elke motorhuis moet kruisventilasie verskaf word

deur middel van ventilasietoestelle, uitgesonderd deure, wat able ventilating devices, excluding doors, so located as

beheer kan word, en wat so geled is dat daar 'n vrye to permit of the free flow of air throughout the garage:
vloeiing van lug dew die bele motorhuii lcan wees: Met Provided that in garages not exceeding 50 in2 of floor
dien verstande dat daar in motorhuise waarvan die vloer- area, air-bricks may be used in 1:eu of controllable ven-
oppervlakte hoogstens 50 m2, beslaan, lugstene in plaas van Ming devices;beheerbare ventilasietoestelle gebruik kan word.

(5) The provisions of this section shall not apply to1 (5) Die bepalings van hierdie artikel is the van 'toe-
passing op persele vat ingevolge die Fabriekswet gercgi- any premises which are subject to registration under the

streer moet word nic. Factories Act. - _ .
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Katatermometerstandaard. Kata Thermometer Standard.

172. Die standaard vir die ventilasie van openbare 172. The standard for ventilation of public buildings

geboue is 'n droe-kakatermometersyfer van ten minste 5 shall be a dry-kata thermometer figure of not less than

en 'n nat-kakatermometersyfer van ten minste 16, en die 5 and a wet-kata thermometer figure of not less than

standaard vir ventilasie van fabrieke en werkswinkels is 'n 16, and the standard for ventilation of factories and

droe-kakatermometersyfer van ten minste 6 en 'n nat- workshops shall be a dry-kata thermometer figure of

katatermometersyfer van ten minste 18 waar dit redeliker- not less than 6 and a wet -kata thermometer figure of

wyse prakties uitvoerbaar is: Met Bien verstande dat in not less than 18 where reasonably practicable: Provided

geen geval verlang mag word dat die droe-katatermometer- that in no case shall the dry-kata thermometer figure in-

syfer binnenshuis hoer moet wees as 1,5 onder die wat in doors be required to be higher than 1,5 below that ob -

die ope lug net buitekant die gebou verkry word nie. tamed in the open air immediately outside the building.

Ventilasie van Openbare Geboue. Ventilation of Public Buildings.

173.(1) Elke openbare gebou moet voldoende geventi- .173.0) Every public building shall be efficiently venti-

leer wees; indien dit deur vensters of boligte of lugstene laced; if by means of windows or fanlights or air-bricks
or tubes, these shall be distributed around the chamber

of lugbuise geskied, moet dit op so 'n manier rondom die
vertrek versprei wees en in sodanige posisie dat doeltref- in such positions and manner as to secure effective

fende wisseling van lug verkry word en moet so gerang- change of air and arranged so as to communicate directly

skik wees dat regstreekse verbinding met die buitelug ver- with the open air.

kry word. (2) The openings required in every public building

(2) Die openinge wat in elke openbare gebou vereis shall be arranged
so '

as to provide an aggregate area of

word, moet so ingerig wees dat dit 'n totale oppervlakte not less than 500 cm for each person accommodated it

van ten minste 500 cm' verskaf aan elke persoon wat in the building, the area of such openings being measured in

die gebou gehuisves word, en die oppervlakte van soda- every case, taking into consideration a deduction on ac-

nige openinge moet in elke geval gemeet word met inag- count of any grating placed across or in such openings

neming van 'n vermindering weens enige roosterwerke wat or any other diminution or contraction.

oor of in sodanige opening geplaas is, of enige ander ver- (3) Of the 500 cm' per person thus provided not less
kleining of vernouing. than 125 cm= shall be situated at a height not excee-

(3) Van die 500 cm' wat aldus per persoon verskaf ding 1,8 m above the floor, not less than 125 = 2 at a
heiht exceeding 2,75 and not an 1,8 m

word, moet ten minste 125 cm' gelee wees op 'n hoogte
2 above thenot floor, and not lein

lessthssthan 250 cm' at a heightvan hoogstens 1,8 in bokant die vloer, ten minste 125 cm
not less than 2,75 in above the floor.

op 'n hoogte van hoogstens 2,75 m en ten minste 1,8 m
bokant die vloer, en ten minste 250 cm' op 'n hoogte van
ten minste 2,75 m bokant die vloer. Ventilation in Churches.

174. In churches the requirements of section 173 may
Ventilasie in Kerke.

be modified so that of the required 500 cm per person
174. In kerke kan die vereistes van artikel 173 gewysig not less than 50 cm' shall be provided at a height not

word sodat van die vereiste 500 cm' per persoon ten minste exceeding 1,8 m and not less than 250 cm' at a height
50 cm' verskaf moet word op 'n hoogte van hoogstens not exceeding 2,75 m, or some equivalent arrangement
1,8 m en ten minste 250 cm' op 'n hoogte van hoogstens may be substituted.2,75 m of 'n ander gelykwaardige reeling kan in die plek
daarvan gestel word.

Artificial Ventilation.

Kunsmatige Ventilasie. 175.0) Where effectual means of natural ventilation

175.0) Waar daar geen doeltreffende natuurlike metode are not obtainable, air -conditioning shall be introduced

van ventilasie verkrygbaar is nie, moet lugversorging inge- in the form of an efficient and approved system of mec-

voer word in die vorm van 'n doelmatige en goedgekeurde hanical ventilation capable of giving the desired results
stelsel van meganiese ventilasie wat in staat is om die and the foregoing openings may then be reduced, but
gewenste resultate to lewer, en voornoemde openinge kan such artificial means of ventilation shall not be deemed
dan verminder word, maar sodanige kunsmatige metode efficient unless they afford results complying with the
van ventilasie word nie doeltreffend geag nie tensy dit
resultate lewer wat aan die katatermometerstandaarde ver- kata thermometer standards set out in section 172.

meld in artikel 172 voldoen. (2) Should the air of any public building be found

(2) Indien bevind word dat die lug van enige openbare not to comply with the last-mentioned requirement, the
gebou nie aan laasvermelde vereiste voldoen nie, moet die owner of such public building shall make further and
eienaar van sodanige openbare gebou verdere doeltreffende efficient provision for the ventilation thereof to the sa-
voorsiening vir die ventilasie daarvan maak tot voldoening tisfaction and approval of the council.
en goedkeuring van die raad.

Buisventilasie.
Tube Ventilation.

176. Waar ventilasie - openinge in die plafon ingerig
176. Where ventilation openings are formed in the

word, moet tot voldoening van die raad, vir die verbin- ceiling, provision shall be made by tubes or louvre for
ding daarvan met die buitelug deur braise of hortjies voor- communication thereof with the open air, to the satisfac-

siening gemaak word. tion of the council.
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Kruisventilasie: Ander Geboue. Cross Ventilation: Other Buildings.

177. In die geval van alle geboue ten opsigte waarvan 177. All buildings, for the ventilation of which no pro-
daar nie voorsiening vir Ventilasie elders in hierdie veror- vision is made elsewhere in these by-laws, shall be effec-
deninge gemaak is nie, moet doeltreffende lcruisventilasie lively cross-ventilated by means of openings in walls or
verskaf word deur middel van openinge in die inure of an- other ventilating devices so located as to permit the free
der ventilasietoestelle watt so gelee is dat daar 'n vrye flow of air throughout such buildings.
vloeiing van lug dwarsdeur sodanige geboue kan wees.

Change of Use of Rooms.
Verandering in Gebruik van Vertrekke.

178. No part of any building not specifically shown
178. Geen gedeelte van 'n gebou wat nie ultdruldik as

as a habitable room on the plan submitted to and ap-
'n bewoonbare vertrek op die plan aangedui word wat proved by the council in terms of these by-laws, shall
ingevolge hierdie verordeninge aan die mad voorgelt., en be used as a habitable room.deur horn goedgekeur is the, mag as 'n bewoonbare ver- .

trek gebruik word the.
Hygienic Separation of Buildings.

Higieniese Afsondering van Geboue. 179.(l) No portion of a habitable building, office or
179.(1) Geen gedeelte van 'n bewoonbare gebou, kan- factory shall be situated over or under a stable, cow-

toor of fabriek mag bo-oor of ender 'n stal, koeistal, pri- shed, privy, midden or earth closet.
vaat, mishoop of grondkloset gelee wees nie.

(2) Every earth or pail closet attached to a habitable
(2) Eke grand- of emmerldoset wat aan 'n bewoonbare building shall be so constructed, that there is an imper-

ebou vas is, meet so gebou wees dat daar 'n syferdigte ivious solid wall of brick, stone or concrete at least 215
soliede muur van steen, kliP of beton, ten minste 215 mm

mm thick between such closet and such building or vicedik, tussen sodanige kloset en sodanige gebou is, of enders-
om, en verder meet die grond- of emmerldoset, indien dit versa; and further, if necessary to prevent aerial com-

nodig is om lugverbinding tussen sodanige kloset en soda- munication between such closet and such building, the
nige gebou to verhoed, van 'n plafon van syferdigte beton earth or pail closet shall be provided with a ceiling
van ten minste 75 mm dik, voorsien wees. of impervious concrete at least 75 mm thick.

Vloere van Klosette.
Floors of Closets.

.180. Die grondvloere van klosette (wat regstreeks in
die buitelug oopgaan), stalle en koeistalle moet ten min- 180. The ground floors of closets (opening directly
ste 75 mm bokant die buitegrondhoogte wees, en so ook into the open air), stables and cow-sheds shall be at
die grondvloere van ander geboue: Met dien verstande dat least 75 nun above the outside ground level, and also the
in laasgenoemde geval hierdie bepaling nie belet dat so- ground floors of other buildings: Provided that in the last-
danige vloere op 'n laer hoogte geplaas mag word nie

mentioned case this provision shall not prevent such floorswaar dit kragtens ander artikels van hierdie verordeninge
toegelaat word en waar behoorlike voorsiening vir die being placed at a lower level where permitted under other
uitsluiting van vloedwater gemaak is. sections of these by - laws and where proper provision for

exclusion of stormwater is arranged.
Koeistalle.

181. Geen koeistal mag gela was — Cow-sheds.

(a) binne 15 m van 'n gebou af nie, waar die afstand 481. No cow-shed shall be situated —

gemeet word van die naaste punt van die gebou wat (a) within 15 m of a dwelling; the distance being mea-
aldus gebruik word af tot by die naaste punt van die sured from the nearest point of the building sowoonhuis; of used to the nearest point of the dwelling; or

(b) binne 15 m van die grenslyn van enige perseel, lot of
terrein af wat aan n persoon behoort op wie se (b) within 15 m of the boundary of any stand, lot or'

grond die koeistal gelee is the, wan die afstand ge- site owned by a person on whose ground the cow-
meet word van die naaste punt van sodanige gebou af shed is situated, the distance being measured from
tot by die naaste punt van die grenslyn van sodanige the nearest point of such building to the nearest
perseel, lot of terrein: Met dien verstande dat hierdie point of the boundary of such stand, lot or site:
artikel the van toepassing is op enige perseel wat voor Provided that this section shall not apply to anydie publikasie van hierdie verordeninge gelisensieer
was en wat sedertdien sonder onderbreking aldus ge- premises licensed prior to the publication of these

lisensieer gebly het, the. by-laws and which has since been thus licensed with-

out intermission.
Stalk.

•

182. In die geval van enige stal wat na die afkondiging
Stables.

van hierdie verordeninge opgerig word, mag die naaste 182. In the case of any stable erected after the publi-
punt daarvan the minder as 10 m van 'n woonhuis af wees cation of these by-laws, its nearest point shall not be
nie, waar die afstand in 'n reguit lyn van die naaste punt less 'than 10 m from a dwelling, the distance being mea-
van die stal af tot by die naaste punt van die gebou gemeet sured in a straight line from the nearest point of the
word, en nie minder as 10 m van die grenslyn van enige stable to the nearest point of the dwelling, and not less

perseel, lot of terrein af the, waar die afstand in 'n reguit than 10 m from the boundary of any stand, lot or site,
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lyn van die naaste punt van die stal of tot by die grenslyn the distance being measured in a straight line from the
van die perseel, lot of terrein gemeet word: Met lien nearest point of the stable to the boundary of the stand,
verstande dat hierdie artikel nie op enige gebied wat as lot or site: Provided that this section shall not apply
algemene nywerheid of spesiale nywerheid Icragtens die to any area zoned as general industrial or special in-

bepalings van enige dorpsbeplanningskema gesoneer is, dustrial under the provisions of any town-planning
van toepassing is nie. scheme.

Klosette vir Mans en Vrouens Closets for Males and Females.

183.(1) In openbare geboue en op persele waar beide 183.(1) In public buildings and on premises where
geslagte in diens is, moet klosette vir elke geslag verskaf both sexes are employed, closets for each sex shall be

word, en dit moet op so 'n manier gelee en so afgeskerm provided and so placed and so screened that the interior
wees dat die binnekant daarvan nie van enige plek of sig- shall not be visible from any place where persons have
baar is waar mense moet werk of verby moet gaan nie, to work or pass and if the closets for one sex adjoin
en indien die klosette van die een geslag aan die van die those of the other sex, the separating walls shall be of
ander geslag grens, moet die skeimure van bakstene gebou brick at least 215 mm thick and the approaches shall
wees en ten minste 215 mm dik wees, en die toegange moet be separate and separated by a sufficient screen.
afsonderlik en deur 'n voldoende skerm afgeskei wees.

(2) Closets shall be provided with hinged doors and
(2) Klosette moet van skarnierdeure en sluitings voor- fastenings and doors in the earth and pail closets shall

sien wees en deure in grond- en emmerldosette mag the not extend within 75 mm of the sill of the door frame,
tot binne 75 mm van die drumpel van die deurkosyne, nor of the lintel or transom of such frame. These provi -
of van die latei of kalf van sodanige kosyn of strek nie: sions shall also apply to any other premises where clo-

Hierdie bepalings is ook van toepassing op enige ander sets for different sexes are provided.
persele waar klosette vir verskillende geslagte verskaf word.

(3) Closets for females shall be covered at the top,
(3) Klosette vir vrouens moet bo toe wees behalwe waar except where closets are in ranges for the same sex

klosette in reekse vir dieselfde geslag is en andersins so and otherwise arranged so as to secure entire privacy to
gerangskik is dat die gebruikers algehele privaatheid kan the users. The partitions thereof shall be formed of brick
verkry. Die afskortings daarvan moet uit steen of beton or concrete at least 65 mm thick. and not of any kind
van ten minste 65 mm dik bestaan en nie uit enige soort of metal or other sheeting.
metaal of ander beplating nie.

(4) The approach to the closets for females shall be
(4) Die toegang tot klosette vir vrouens moet op so 'n arranged so as not to lead past apartments used or oc-

mauler opgestel wees dat dit nie by apartemente wat deur cupied by males.
manspersone gebruik of geokkupeer word, verby gaan •

de. Closet Windows.

Klosetvensters. 184. Every closet or urinal shall be provided with a
window made to open, or an opening fitted with louvres

194. Elko kloset of urinaal moat van 'n venster wat oop- or wire netting, or which can be left entirely open:
gemaak kan word, voorsien wees of van 'n opening wat Such window or opening .shall not be less than 0.2 m2
met hortjies of ogiesdraad uitgerus is of wat gelled oop- in area, and shall open into or be open to the open
gelaat kan word. Sodanige venster of opening moet 'n air.
oppervlakte van ten minste 0,2 m2 he, en moet na die
buitelug kan oopmaak of oop wees.

Closet Vents.

Klosetontlugters. 185. Any person who shall construct a closet or urinal
chamber shall cause the same to be ventilated by means

185. Enigiemand wat 'n kloset of urinaalkamer oprig, of the window or louvre or opening as aforesaid, and
moot dit lam ventileer deur middel van die venster of
hortjies of opening sous voornoemd en deur ten minste by at least two air bricks, each 215 mm by 140 mm

twee lugstene, elk 215 mm by 140 mm wat in 'n buite- built into an external wall of such chamber, or by an air
muur van sodanige kamer ingebou is, of deur 'n lugskag shaft of at least 250 cm2 in area or by some other affec-

met 'n oppervlakte van ten minste 250icm2, of deur 'n tual method or appliance.
ander doeltreffende metode of toestel.

Groottes van Klosette. Closet Sizes.

186. Elke spoel-, grond- of emmerkloset moet ten 186. Every water, earth or pail closet shall be of at
minste die volgende totale binneafmetings he: Lengte: 1,35 least the following dimensions in the clear internally:
m as die deur na binne oopgaan en 1,2 in as die deur na Length: 1,35 m if the door opens inwards and 1,2 m if
buite oopgaan; wydte: 750 mm; hoogte: 2,6 m aan die the door opens outwards; width: 750 mm; height: 2,6 m
ent waar die gewone spoelbak bevestig moet word en 'n at the end where an ordinary flushing cistern is to be

minimum van 2,1 m indien 'n lae bak gebruik moet word. fixed; and 2,1 m minimum if a low-level cistern is to
be used.

Kleppe vir Klosette.
Closet Flaps.

187. Die ingang en Map van elke grond- of emmerldo-
set moet na die buitelug oopgaan, en albei moet op doel- 187. The entrance and flap to every earth or pail closet
treffende wyse deur middel van in soliede muur van ten shall open on to the open air, and shall both be effec-

minste 1,8 in hoog, uit die gesig van die straat of nabu- tively screened by means of a solid wall at least 1,8 in
rige eiendomme of en uit die gesig van bewoners van die high from the view of the street or from neighbouring
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eiendom waarop die klosette gelee is, verberg wees. So- properties and from that of occupiers of the property
danige klappe moct skaniere aan die bo-ent he en moet on which they are situated. Such flaps shall be hinged on
so ingerig wees dat die klappe toegaan voordat dit loodreg the top edge and so arranged that the flaps will close
hang. before reaching the perpendicular.

Kiosette: Waar dit Verbode S. Closets: Where Prohibited.
188. Geen grond- of emmerkloset mag gebou, verskaf

188. No earth or pail closet shall be constructed, pro -
of binne 'n gebou geplaas(word wat as 'n woonhuis d as or placed inside any building used as a dwelling'n plek van samekoms, aetsy vir besigheids- of ander vided

doeleindes, gebruik word nie. or place of resort whether for business or other purposes.

Klosette vir Nie-Blankes. Closets for Non-Whites.

189. 'n Kloset vir Nie-Blankes wat binne I m van 'n 189. A closet for Non-Whites situated within 1 m of a
kloset vir Blankes af gelee is, of, andersom, moet aan die closet for Whites, or vice versa, shall be provided with a
sy naaste aan die aangrensende kloset, van 'n steenmuur brick wall at least 215 mm thick on the side nearest to
van minstens 215 mm dik voorsien wees. the adjacent closet.

Kiosette: Afstand van Bewoonbare Vertrekke. Closets: Distance from Habitable Rooms.

190. Geen grond- of emmerkloset mag opgerig word 190. No earth or pail closet shall be erected within
1)inne 1 m van 'n straat af, of binne 2 m van enige op,- 1 in of a street or 2 in of any opening in the wall of a
ing in die muur van 'n gebou af wat gebruik word vir building used for habitable purposes or for the storage

woondoeleindes of vir die bewaring of bereiding van or preparation of food for human consumption.
voedsel vir menslike verbruik nie.

Closets: Screening.Klosette: Afskerming.

191. Elke spoel-, grond- of emmerkloset meet deur 191. Every water, earth or pail closet shall be arranged
middel van 'n soliede muur van ten minste 1,8 m hoog, and screened by means of a solid wall at least 1.8 m
so ingerig en afgeskerm wees, dat die doel daarvan ver- high so as to disguise its purpose, to conceal it from
berg word,. dat dit van alle strate en uit die gesig van die all streets and from the view of the neighbouring proper-
naburige eiendomme verberg is, en dat dit vir niemand tot ties, and to avoid causing a nuisance or annoyance to
oorlas of ergenis is the.

anyone.

Etnmerklosette: Hoogte van Bril en Grootte van Klap.
Pail Closets: Height of Seat and Size of Flap.

192. Die onderkant van die bril in emmerkiosette moet
400 mm van die vloer waar die boom van die emmer op 192. The underside of the seat in pail closets shall be
rus, af wees. Die klap moet 460 mm wyd en ten minste 400 mm from the floor where the bottom of the bucket
420 mm hoog wees, en dit,moet behoorlike skarniere en rests. The flap shall be 460 mm wide and at least 420
sluitings he. mm high and provided with proper hinges and fasteners.

Klosetklimmers.
Closet Risers.

193. Klosetklimmers moet van gladgemaakte beton
van ten minste 40 mm dik wees wat so na moontlik ge- 193. Closet risers shall be of smoothed concrete not
vorm is om by die fatsoen en grootte van die emmer aan less than 40 mm thick shaped as nearly as possible to
te pas en wat toegerus is met hardehout of met 'n skar- form and size of bucket, and fitted with hardwood or
nierbril van soortgelyke materiaal van ten minste 30 mm with a hinged seat of similar material at least 30 mm
dik of van ander goedgekeurde duursame sanitere mate- thick, or of some other approved durable sanitary mate-

riaal met 'n harde, gladde, syferdigte oppervlak. vial having a hard smooth impervious surface.

Afskeiding van Spoel-Klosette Urinaalkamers. Separation of Water-closets and Urinal Chamber.

194.(1) Elke spoelkloset of urinaalkamer moet in so 'n 194.(1) Every water-closet or uniral chamber shall be
posisie gebou wees, dat dit nie regstreeks met enige kom- constructed in such a position that it shall not commu-

buis, opwas of plek waar voedsel berei of bewaar word of nicate directly with any kitchen, scullery or place where-

bedoel is om berei of bewaar te word, verbind is nie, in food is or is intended to be prepared or stored, but
maar dit moet daarvan afgeskei wees (waar die ingang shall be separated therefrom (where the entrance of the
van die kamer the regstreeks in die buitelug oopgaan the) chamber does not open directly into the open air) by
deur middel van 'n gang of binneportaal of apartement means of a passage or lobby or apartment provided with
wat voorsien is van 'n venster met 'n oppervlakte van ten a window of an area of not less than 0,6 m2 and opening
minste 0,6 m2 wat regstreeks in die buitelug oopgaan. directly into the open air.

(2) Sodanige gang of binneportaal moet, benewens so- (2) Such passage or lobby, in addition to such 'window,
danige venster, voorsien wees van voldoende en voortdu- shall be provided with adequate means of constant ven-
rende ventilasiemiddele deur middel van ten minste twee illation by at least two air bricks in an external wall of
lugstene in 'n buitemuur van sodanige gang of binnepor- such passage or lobby or by an air shaft or by some
taal of deur 'n lugskag of ander doeltreffende middel of other effectual means or appliance approved by the coun-

toestel wat deur die raad goedgekeur is: Met then verstan- cil: 'Provided that the requirements hereof shall be con-

de dat geag word dat aan die vereiste hiervan voldoen is sidered to be met with if such passage or lobby is con-

!
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as sodanige gang of binneportaal deur middel van 'n deur nected by means of a door with an opening fanlight to
met 'n oopgaande bolig met 'n ander apartement wat 'n another apartment having an opening fanlight into the
oopgaande bolig na die buitelug het, in verbinding is. open air.

(3) Regstreekse verbinding van 'n kamer wat 'n spool-
kloset bevat met enige bewoonbare vertrek behalwe wat (3) Direct communication of a chamber containing
hierin vermeld is, word toegelaat indien die spoelkloset a water-closet with any habitable room other than here-

bedoel is om uitsluitlik in verband met die bewoonbare in mentioned shall be allowed if the water-closet is inten-

vertrek gebruik to word, en indien daar ander Mosette ded to be used exclusively in connection with the habit-

is vir gebruik in verband met ander gedeeltes van die able room and there are other closets for use in connec-
gebou, en nuts die waterkloset in die kamer ten minste bon with other parts of the building, and provided the

900 nun van die deur van sodanige kamer gelee is.
• water-closet be placed in the chamber not less than

900 mm from the door to such chamber.

Kioset vir Bediendes.
Closet for Servants.

195. In alle gevalle waar 'n gebou op 'n perseel opge-
rig en van slaapakkommodasie 195. In all cases where a building is erected on anyvir Bantoe- of Mending-

premises and sleeping accommodation is provided forbediendes voorsien is, moet minstens een afsonderlike :

kloset vir die uitsluitlike gebruik van sodanige bediende of Bantu or Coloured servants, at least one separate closet

bediendes verskaf word. shall be provided for the exclusive use of such servant
or servants.•

.

Aantal Geriewe. • Number of Conveniences.
,

196.(1) Eke gebou moet van geriewe tot onderstaande : 196.(1) Every building shall be provided with cony
minima voorsien woes: Met dien verstande dat die syfers , niences to the following minima: Provided that thef1-
bedoel is om as algemene leidraad to dien, en in spesiale gures are meant to serve as a general guide, and in
gevalle kan die raad groter voorsiening verlang indien hy '

special cases the council may require greater provision
dit wenslik ag: —

, if it considers it desirable:

Spoelklosette. Water-closets.
Woonhuise: Getal

Vir elke 15 persone 1 ,

Dwellings: Number

Kantore, werkwinkels en fabrieke:
For every IS persons 1' '

.Vir elke 20 persone of gedeelte daarvan tot en.
Offices, workshops and factories:

met 100 persone 1 . For every 20 persons or part thereof up to

Vir elke bykozhende 40 persone oor 100 ...... 1 ' 100 persons 1

Openbare geboue en restaurants:
. For every additional 40 persons over 100 1

Vir elke 200 persone (minimum een vir elke
Public buildings and restaurants:

geslag) 1 For every 200 persons (minimum one for each
' sex) .. 1

Urinate: Spoelrioleringstelsel.
Urinals: Water-borne System.

Openbare geboue en restaurants:
Public buildings and restaurants: Number

Vir elke 100 persone 1
For every 100 persons 1

Ander geboue soos en wanneer deur die raad vereis: Other buildings as and when required by the
council.

Emmerklosette.
Pail Closets.

Diens: Drie maal per week:
Service: Three times per week.Vir elke 8 persone - 1

Diens: Daagliks. For every 8 persons 1

Vir elke 12 persone 1 Service: Daily.
For every 12 persons 1

Urinate: Emmerstelset '

1 Openbare geboue en restaurants:
• Urinals: Pail System.

Vir elke 50 persone (emmers) 1 Public buildings and restaurants:

Kantore en winkels: For every 50 persons (pails) 1

Vir elke 25 persone (emmers) .._. .._ .._ ____ 1 Offices and shops:

(2) In die geval van fabrieke is die vereistes minstens For every 25 persons (pails) 1

soos in die Fabriekswet bepaal. . (2)'Irt the case of factories the requirements shall be

(3) Soortgelyke kloset- (en waar dit deur die raad ver- at least as laid down in the Factories Act.
eis word, soortgelyke urinaal-) akkommodasie moet aan (3) Similar closet (and where required by the council,
Indier-, Kleurling- en Bantoewerknemers van beide ge- similar urinal) accommodation shall be provided for In-
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slagte, verskaf word en iwat die geslagte en geriewe vir dian, Coloured and Bantu employees of both sexes, and
Blanke persone betref, moet dit behoorlik afgesonder en shall be properly separated and screened as regards sexes
afgeskerm word. and conveniences for White persons.

Klosetvioere.
Closet Floors.

197.(1) Die vloere van Bond- en emmerklosette, koei-
en ander stalle, urinate, private, slagplase, eethuise (en 197.(1) The floors of earth and pail closets, cow-sheds,
kombuise wat daaraan vas is), slagterswinkels, viswinkels, stables, urinals, privies, slaughter-houses, eating-houses

bakhuise, varkhokke, mellicerye en ander plekke of geboue (and kitchens attached thereto), butcher shops, fish shops,
waar aanstootlike stowwe, of stowwe wat moontlik aan- bakehouses, pigsties, dairies and other places or buildings
stootlik kan wees, gebruik, gehou of bewaar word, moet where offensive or likely to be offensive matter may be
gevorm wees van syferdigte materiaal wat 'n helling van used, kept or stored shall be formed of impervious mate-

ten minste 1:50 het, gemaak wees. Indien stene vir soda- rial with a slope of at least 1:50. If bricks are used for
nige plaveisel gebruik word, moet die massa daarvan ten such paving their mass shall be not less than 4 kg each
minste 4 kg elk wees wanneer dit droog is en dit moet when dry and it shall absorb not more than 8 per cent
hoogstens 8 persent van.1,die dro8 massa daarvan na 'n of its dry mass after 24 hours immersion in water.
indompeling van 24 uur in water absorbeer. (2) In the case of earth or pail closets, the floor

(2) In die geval van grand- of emmerklosette moet die shall slope towards the door, and the floor under the
vloer na die deur toe afdraend loop, en moet die vloer seat shall be formed so as to guide the bucket when in-

onder die bril so gevorm wees dat dit die emmer regu- serted to its proper place under the seat.
leer wanneer dit tot op sy. behoorlike plek onder die brit
'ngeskuif word. Paving of Yards and Sanitary Passages.

Plavei van Agterplase en Sanitere Gange. 198. In all cases where the council deems it necessary
198. In alle gevalle waar die raad dit nodig ag, moet yards and sanitary passages shall be paved with imper-

agterplase en sanitere gange met syferdigte plaveisel be- vious paving to the satisfaction of the council.
straat word tot voldoening van die raad.

Window Ventilation of Rooms.Vensterventila, van Vertrekke.

199.(1) In alle geboue moet elke bewoonbare vertrek, .19941) In all buildings, every habitable room and every
badkamer, spens, opwas, bakhuis, wassery, fabriek of bathroom, pantry, scullery, bakehouse, laundry, factory
kantoor onderworpe aan die bepalings van subartikels or office shall, subject to the provisions of subsections

(2) en (3), op elke verdieping in die buitemuur wat grens (2) and (3), have at every storey in the external wall
aan of uitkyk op die oop ruimtes wat ingevolge hierdie abutting or fronting on the open spaces provided in terms
verordeninge verskaf is, 'n voldoende getal vensters h8 of these by-laws. a sufficient number of windows so

wat op so 'n wyse aangebring is dat elke sodanige venster placed that each such window shall afford effectual means
deur regstreekse verbinding met die buitelug doeltreffende of ventilation and light by direct communication with

ventilasie en 14 verskaf. i the open air.

(2) 'n Bewoonbare vertrek in 'n private woonhuis of in (2) A habitable room in a private dwelling-house or
'n woonstel wat bedoel is vir en geokkupeer word deur a flat designed for and occupied by a single family in
een gesin in enige gebied wat deur die raad voorgeskryf any area specified by the council may obtain light and
is, kan sy lig en ventilasie van 'n aangrensende toe veranda ventilation from an adjoining enclosed verandah or balco -

of balkon verkry: Met dien verstande dat — ny: Provided that —
(a) daar vensters in so 'n toe veranda of balkon is wat (a) the enclosed veranda or balcony is provided with

op so 'n wyse aangebring is dat die maksimum venti- windows situated so as to give the maximum amount
lasie en lig aan die bewoonbare vertrek en die toe of ventilation and light to the habitable room and
veranda of balkon verleen word; the enclosed verandah or balcony;

(b) die buite-vensteroppervlakte van die toe veranda of (b) the external window area of the enclosed verandah
balkon ten minste vyftien persent van die gesament- or balcony is not less than fifteen per cent of the
like vloeroppervlakte van die woonbare vertrek en die combined floor area of the habitable room and the
aangrense veranda of balkon beslaan, en ten minste adjoining verandah or balcony and not less than
vyftig persent van die vensteroppervlakte oopgemaak fifty per cent of such window area is made to open;
kan word:

t(c) waar die vloeroppervlakte van die veranda of balkon he verandah or balcony has a floor area of(c) where

6,5 m2 of groter is, en die horisontale afmeting daar- 6,5 m2 or more and the horizontal dimension is

van 2,1 m of meer is, so 'n veranda of balkon ten 2,1 m or more, the minimum height of such verandah

minste 2,6 m hoog moet wees van die vloer of tot or balcony shall be 2,6 m from floor to ceiling.

by die plafon. (3) In the case of natural lighting for a building or
(3) In die geval van natuurlike verligting van 'n gebou a portion of a building of the factory class or factories,

of 'n gedeelte van 'n gebou van die fabrieksklas of van the provisions of the Factories Act shall apply.
fabrieke, is die bepalings van die Fabriekswet van toe-
passing. Glass Screens in Offices.

Glasskerms in Kantore.
200.. Nothing in section 199 contained shall prohibit

200. Niks wat in artikel 199 vervat is, belet die kon-
the construction of such windows under verandahs as laid

struksie van sodanige vensters onder verandas soos hierin down herein, nor the division of an office by means ofbepaal is nie, ewemin die verdeling van 'n kantoor deur
middel van glasskenns wat nie meer nie as twee-derdes glazed screens not exceeding two-thirds of the height
van die hoogte van die apartement beslaan nie. of the apartment.
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Hoogte van Vensters Bokant Vloer Height of Windows Above Floor.
201. Elke gebou of vertrek moet ten minste een venster 201. Every building or chamber shall have at least

he wat regstreeks in die buitelug oopgaan, en die bo-ent one window which shall open directly into the open air,
van sodanige venster mag in elke geval nie meer as 750 and the top of such window in every case shall not be
mm onderkant die plafon wees nie tensy daar ten minste more than 750 mm below the ceiling unless at least
2 lugstene tussen die bo -ent van die venster en die plafon two air-bricks are inserted between the top of the win-

ingevoeg word. dow and the ceiling.

Vensters moet op Oop Minnie Uitkyk. Windows to Face Open Space.

202. Ten minste 60 persent van die vereiste vensterop- 202. At least 60 per cent of the required window area
pervlakte van elke bewoonbare vertrek moet op 'n oop of every habitable room shall face an open space of not
ruimte van ten minste 1,5 m wyd uitkyk wat reghoelog less than 1,5 in in width measured at right angles to the
teenoor die vensterfront gemeet is, en sodanige ruimte face of the window, and such space shall be within the
moet binne dieselfde werf wees as die vertrek weal= same curtilage as the room referred to or abutting upon
verwys word, of wat aan 'n terrein grens wat deur serwi- an area secured by servitude or otherwise as an open
tuut of andersins as 'n oop ruimte vir die toepassing van space for the purposes of these by-laws; no portion of
hierdie verordeninge verkry is: Geen gedeelte van enige any roof shall overhang this minimum space by more
dak mag meer as 300 mm oor hierdie minimum ruimte than 300 mm.
oorhang nie.

Glass in Windows.
Glas in Vensters.

• 203.(1) The total area of glass in any window required
203.0) Die totale oppervlakte van glas in enige venster by these by-laws shall be equal to at least 10 per cent of

wat kragtens hierdie verordeninge vereis word, moet gelyk the floor area of the room or apartment served by it.
wees aan ten minste 10 persent van die vloeroppervlakte
van die vertrek of apartement wat daardeur bedien word. (2) If any window required for light in terms of these

(2) Indien edge venster wat kragtens hierdie verorde- -bv-laws is placed under a verandah or balcony, the roof
ninge vir lig vereis word, cinder 'n veranda of balkon of which projects beyond a line drawn at an angle of 45
geplaas word waarvan die dak oor 'n lyn uitsteek wat op degrees with the horizontal from the top of the sill of
'n hoek van 45 grade getrek is met 'n horisontale lyn van such window, the glass area shall then be increased by
die bo -ent van sodanige venster se vensterbank af, dan one per cent of the floor area for every 300 mm of pro-
moet die glasoppervlakte met 1 persent van die vloer-

jection of such verandah or balcony roof beyond suchoppervlakte vermeerder word vir elke 300 mm van die
uitstek van sodanige veranda of balkondak oor sodanige
lyn. (3) No balcony or verandah shall project over any

(3) Geen balkon of veranda mag sneer as 4,5 m oor window required for light, by more than 4,5 m.
enige venster Wat vir lig vereis word, uitsteek nie.

Vensters moet Oopgemaak kan word.
Winabws to Open.

20441) At least one-half of the window area required
204.(1) Die gedeelte van die venster wat oopgemaak in terms of these by-laws shall be made to open and

kan word, moet ten minste die helfte van die venster-op-
pervlakte beslaan wat kragtens hierdie verordeninge ver- such half shall extend to the top of the window unless

eis word, en die oopmaakgedeelte moet tot by die bopunt other adequate means of ventilating the upper part of
van die venster strek tensy die boonste gedeelte van die the room are provided.
vertrek op 'n ander doeltreffende wyse geventileer kan
word. (2) A skylight shall not be regarded as a window

or as another means of ventilation for the purposes
(2) 'n Daklig word vir die toepassing van hierdie veror- of these by-laws.deninge nie as 'n venster of 'n ander wyse van ventilasie

beskou uie. (3) Every window not easily accessible from the out-
(3)side shall be made capable of being cleaned from theElke venster wat nie maklik van buitekant af be side

kan word nie, meet so aangebring wees dat dit van inside-

die binnekant af skoongemaak kan word.
Open and Closed Courts.

Oop en Omslote Howe. 20541) All measurements of or in a court shall, for
205.(1) Alle afnaetings van of binne 'n hof moet, vir the purposes of this section, be limited to that portion

die toepassing van hierdie artikel, beperk bly tot die ge- of such court which is open to the open air and provi-
deelte van sodanige hof wat vir die buitelug oop is en wat des open air space as required in these by-laws.
opelugruimte verskaf soos in hierdie verordeninge vereis.

(2) A closed court shall be —
(2) 'n Omslote hof is —

(a) a court which is closed on all sides by walls or(a) 'n hof wat aan alle kante deur inure of andersins in- otherwise; orgesluit is; of

(b) 'n hof wat nie deur 'n muur op die grens van die per- (b) a court which is not closed off by a wall on the
seel waarop die gebou opgerig moet word, afgesluit boundary of the stand on which the building is to
is nie, maar waar daar 'n afstand van minder as 3 m be erected but which has a distance of less than
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tussen die grense Ilan die hof en sodanige perseel- 3 m between the limits of the court and such stand
grens is, in watter geval geag word dat die hof 'n muur boundary, in which case the court shall be regarded
het op die grens vah die perseel van 'n hoogte gelyk as having a wall on the boundary of the stand of a

aan die van die anctr mute wat die hof miring; of
height equal to that of the other walls surrounding

(c) enige hof waarvan die grootste horisontale almeting the court; or
meer as twee keer die kortste horisontale afmeting is, (c) any court, the greater horizontal dimension of which
waar laasgenoemde afmeting 3 m nie oorskry nie. is more than twice the lesser horizontal dimension

thereof, where the latter dimension does not exceed(3) Oop hot is 'n hof waarvan die grootste horison-
3 in.tale afmeting hoogstens tweei keer die kortste horisontale

afmeting is en waarvan een sy heeltemaf oop is op 1 (3) An open court shall be a court, the greater hori-
straat of steeg van ten minste 3 m wyd aan die binnekant zontal dimension of which is not more than twice the
geled is, of op 'n openbare steeg van ten minste 3 in wyd lesser horizontal dimension thereof and which has one
aan die buitekant gelee is van die grense van die perseel side entirely open to a street or to a lane at least 3 m
waarop die gebou opgerig moet word. Sodanige straat of wide situated inside, or to a public lane at least 3 III
steeg moet aan die oop

I
ent van die hoofas van die hof wide situated outside the boundaries of the stand on

grens en reghoekig daarteenoor wees. which the building is to be erected. Such street or lane
shall be contiguous to the open end of, and at right

(4) Daar word the geag dat venster in 'n bewoonbare angles to the major axis of the court.vertrek, was kragtens hierdie verordeninge vereis, wat so
geplaas is dat dit op 'n omslote hof oopgaan, aan die ver- (4) A window to a habitable room required in terms
eistes van hierdie verordeninge voldoen nie, tensy die af- of these by-laws which is so placed as to open into a
stand oor sodanige hof, horisontaal gemeet van sodanige closed court shall not be deemed to comply with the
venster af tot by die teenoorgestelde muur of grens van requirements of these by-laws unless the distance across
sodanige hof, gelyk is Lin minstens die helfte van die such court measured horizontally from such window
loodregte hoogte van diet vensterbankhoogte van sodanige to the opposite wall or limit of such court, is equal at
venster at tot by die hoogte van die oorkantste dakrand of least to one-half of the perpendicular height from the
ander uitstek of tot by the bopunt van die borswering van level of the sill of such window to the level of the oppo-
die oorkanste muur. site eaves or other projection or to the top of the parapet

(5) Daar word Me geag dat 'n venster in 'n bewoonbare
of the opposite wall.

vertrek, soos kragtens hierdie verordeninge vereis, wat so (5) A window to a habitable room required in terms
geplaas is dat dit oopgaan op 'n hof wat aan die een sy of these by-laws which is so placed as to open into a
oop is, aan die vereistes Van hierdie verordeninge voldoen court open on one side shall not be deemed to comply
nie, tensy die venster oopgaan op die hof aan die sy van with the requirements of these by-laws unless the window
die hof aan die oorkant van die oop ent of, in die geval opens into the court on that side of the court opposite
van vensters wat anders uitkyk, tensy die afstand oor so- to the open end or, in the case of windows facing other-
danige hof; horisontaal gemeet van sodanige venster wise, unless the distance across such court measured
af tot by die oorkantste sy of grens van sodanige hof, horizontally from such window to the opposite side or
gelyk is aan ten minste twee-vyfdes van die loodregte limit of such court, is equal at least to two-fifths of the
hoogte van die vensterbankhoogte van sodanige venster af perpendicular height from the level of the sill of such
tot by die hoogte van die oorkantste dakrand of ander window to the level of the opposite eaves or other projec-
uitstek of tot by die bopunt van die borswering van die tion or to the top of the parapet of the opposite wall.
oorkantste muur.

(6) Any person who shall construct a court enclosed
(6) Enigiemand wat 'n hof bou wat aan alle sye omslote on all sides shall make provision to the satisfaction of

is, moet tot voldoening van die raad voorsiening maak om the council for admitting air into the lower levels of
lug tot in die laer hoogtes van sodanige hof binne to laat. such court.

HOOFSTUK XI. CHAPTER XI.

UITSTEKKE VAN GEBOUE, VERANDAS, BALKON- PROJECTION FROM BUILDINGS, VERANDAHS,
NE, TEKENS EN SYPAADJIELIGTE. BALCONIES, SIGNS AND PAVEMENT LIGHTS.

Toestemining word Paretic. Permission Required.

206.0) Geen suilegange, verandas, balkonne, erkers, sy- 206.0) No colonnades, verandahs, balconies, bay win-

paadjieligte, uitstalkaste of ander uitstekke oor enige ge- dows, pavement lights, showcases or other projections
deelte van enige straat, of enige sypaadjie-opening onder into or over any part of any street, and no pavement
enige straat, mag gemaak of gebou word sonder dat die opening in or under any street shall be made or con -

skriftelike toestemming van die raad vooraf daartoe ver- strutted without the permission of .the council being first
kry is nie. obtained in writing.

(2) Die raad kan na sy volstrekte goeddunke sodanige (2) The council in its absolute discretion may refuse
verlof weier of dit of onvoonvaardelik verleen of op so- such permission or may grant the same either uncondi-
danige voorwaardes en onderworpe aan die betaling van tionally or upon such conditions and subject to the pay-
sodanige jaarlikse of ander bedrag of by die verrigting van ment of such annual or other sum or the performance of
sodanige werke of diensfe as wat die read, in elke geval such works or service as the council shall in each case
vasstel en bepaal volgens die tarief van gelde soos in Aan- fix and determine in accordance with the tariff of charges
hangsel II van Bylge 2 hierby uiteengesit. set out in Appendix H of Schedule 2 hereto.
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(3) Sodanige gelde moet aan die begin van elke jaar of (3) Such charges shall be paid in advance at the be-
tydperk wat die raad bepaal, vooruit betaal word, en die ginning of each year or period fixed by the council, and
eienaar van die gebou of uitstek is aanspreeklik vir die de- the owner of the building or projection shall be liable
posito's, gelde en huurgelde wat ingevolge hierdie veror- for the payment of deposits, fees and rent in terms of
deninge ten opsigte van sodanige uitstekke gestort of be- these by-laws for such projections.
taal moet word.

.
Pavement, Kerb or Gutter to be Made.

Sypaadjie, Randsteen of Geut moet Gemaak word.
207.(1) Voordat enige aansoek om enigeen van voor- 207.0) Before any application to construct any of the

noemde uitstekke oor of onder enige straat te bou, goedge- aforesaid projections over or under any street is ap -

keur word, moet die applikant 'n bedrag by die raad de- proved, the applicant shall deposit with the council a

poneer wat, volgens raming deur die raad, gelyk is aan die sum estimated by the council equal to the cost of con-

konstruksiekoste van die rand, geut of sypaadjie (al na strutting the kerb, gutter or pavement (as the case may
die geval), en na voltooiing van sodanige rand, geut of sy- require) and on .the completion of such kerb, gutter or
paadjie tot voldoening van die raad, word sodanige depo- pavement to the satisfaction of the council, such deposit
sito aan die applikant terugbetaal. shall be refunded to the applicant.

(2) Indien die applikant egter in gebreke bly om die (2) Should the applicant fail to carry out the con-
konstruksie van die rand, geut of sypaadjie uit te voer struction of the kerb, gutter or pavement as required on
soos na goedkeuiing van die planne vereis, kan die raad, the approval of the plans, the council may, after giving
na redelike kennisgewing aan die applikant, sodanige werk the applicant reasonable notice, cause such work to be

op bevredigende wyse laat voltooi, en die koste van vol- satisfactorily completed, and shall deduct from such de-
tooling van sodanige werk van sodanige deposito aftrek. Posit the cost of completing such work.

(3) Indien die koste van die werk meer is as die gede- (3) Should the cost of the work be more than the de-

poneerde bedrag, word van die applikant vereis dat by so- posited amount, the applicant shall be required to pay
danige addisionele bedrag aan die raad moet betaal. such additional amount to the council.

(4) Indien die werk minder kos, word die verskil aan (4) Should the work cost less, the difference shall be

die applikant terugbetaal. refunded to the applicant.

Reels vir die Bou van Uitstekke. Rules for the Construction of Projections.

208.0) Die ontwerp, inrigting en konstruksie van 208.0) The design, arrangement and construction of
verandas, balkonne, erkers en ander uitstekke oor open- verandahs, balconies, bay windows and other projec-
bare strate, sowel as die plaveisel, rand en gent daarvan, Cons over public streets, as well as the paving, kerb
moet tot voldoening van die raad en volgens die hoogtes and gutter thereof shall be to the satisfaction of and
wat deur die raad aangegee is, wees. to the levels given by the council.

(2) Alle sodanige verandas, balkonne, erkers en ander
(2) All such verandahs, balconies, bay windows anduitstekke moet geheel van brandbestande materiale gebou other projections shall be constructed entirely of fire-word, en moet netjiese plafonne kry van pleister, sement,

resisting materials, and shall be neatly ce:led withasbes- of staalplate, wat plat bevestig of in reelmatige oor- iplaster, cement, asbestos or steel sheeting fixed flat orwelfde, hot, ingelate of gelambriseerde inrigtings is en in regular vaulted, caved, coffered or panelled arrange-
moet deur middel van vrydraers van gewapende beton,

ments and shall be supported by cantilevers of reinfor-
messelwerk of staal statics stewig ondersteun word.

ced concrete, masonry or steel statically secure.
(3) Indien sinkplate gebruik word om 'n veranda te

oordek, moet dit aan die blootgestelde oppervlakke ge- (3) If corrugated iron is used for covering a verandah,
verf word. the exposed surfaces thereof shall be painted.

(4) Tensy tot voldoening van die raad goeie redes bier- (4) Unless there shall be shown to the satisfaction of
teen aangevoer word, moet 'n veranda oor 'n openbare the council good reason to the contrary, a verandah over
straat so na prakties moontlik, by bestaande aangrensende a public street shall conform as nearly as practicable in
verandas in lyn, hoogte en detail aangepas word. line, height and detail with existing adjoining verandahs.

Kolomme. Columns.

209.(1) Uitgesonderd in die gedeelte van die munisipa- 209.0) Except in that portion of the municipality asliteit soos van tyd tot tyd deur die raad omskryf word, defined by the council from time to time, no verandahword geen verandakolomme in of op enige straat of sy- columns shall be permitted in or on any street or pave-
paadjie toegelaat nie. ment.

1

(2) In alle ander gebiede word geen kolomme toege-
laat waar die sypaadjie minder as 2,6 m wyd is nie. (2) In no case shall any column be permitted where

the pavement is less than 2,6 m wide.
(3) Geen kolom mag op enige plek verder as 3 m van

die boulyn of tot aan die buitekant van die kolom geplaas (3) In no case shall columns be placed more than 3 m
word nie, en ook mag kolomme nie op 'n afstand van from the building line measured to the outside of the
minder as 3 m van middelpunt tot middelpunt geplaas column nor be placed at less than 3 m centre to centre.
word nie.

(4) No columns shall be placed on any pavement
(4) Geen kolomme mag op enige sypaadjie op straat- at the corner of streets beyond the alignment of the

hoeke verder as die riglyn van die boulyne geplaas word building lines, and no portion of any verandah shall be



iBUITENGESVONE PROVINSIALE KOERANT, 7 NOVEMBER 1974 83

nie, en geen gedeelte vatJ enige veranda mag op 'n kleiner placed at a lesser distance than 300 mm back from the
afstand as 300 mm va

I

die voorrand van enige rand- front edge of any kerb.
muurtjie at teruggemeet, geplaas word nie.

1 (5) No twin or double columns shall be permitted.
(5) Geen tweeling- o dubbelkolomme word toegelaat

(6) Where verandahs are supported on columns, suchnie. 1

columns shall have no square arrises and no base shall
(6) Waar verandas op kolomme rus, mag sulke kolom- ; project more than 50 mm beyond the bottom diameter,

me geen vierkantige skerprand he nie, en geen voetstuk' nor shall the maximum horizontal axial dimensions of
mag meer as 50 mm verder as die onderste deursnee nit- .

such base exceed 350 mm.
steek nie, en ook mag die maksimum horisontale as-af-

(7) Where the form of a column is classic in character,metings van sodanige voetstuk nie 350 mm oorskry nie. •

I the shaft shall have suitable entasis, and shall have cap
(7) Waar die vorm van 'n kolom van klassieke styl is; and base in due proportions.

moet die skag 'n geskikte entasis he, met kop- en voet-
stuk na verhouding. 1

I

(8) Colunmns, including cap and base, shall be not less
than 3 m nor more than 3,6 m in height nor more than

(8) Die hoogte van kOlomme moet, met inbegrip van. 4,5 m including plinth.
kop- en voetstuk ten minste 3 in en hoogstens 3,6 m
plint, hoogstens 4,5 m. wees,en, met inbegrip van (9) No posts or columns shall, except as hereinafter

1

provided, be permitted in streets where by reason of the
(9) Behalwe soos hierna bepaal, word geen pale of ko- footway or sidewalk being or likely to be so occupied by

lomme in strate toegelaalt waar dit nie raadsaam is om cables, pipes or other public services, the placing of
pale of kolomme to plaaa nie deurdat die sypaadjie beset columns or posts shall be deemed inadvisable. In such
is of vermoedelik aldus beset gaan word deur elektriese streets verandahs, balconies or other projections permit-
kabels of ander publieke dienste. In sodanige strate moet ted over the streets shall be supported by means of
verandas, balkonne, of adder uitstekke wat oor die strate cantilevers of reinforced concrete or steel. The minimum
toegelaat word, deur middel van vrydraers van gewapende height from the footway or sidewalk to the underside
beton of staal ondersteun word. Die minimum hoogte van of each cantilever or fascia girder shall be 3 in.
die sypaadjie of tot by die ondersy van elke vrydraer of
fassielleer moet 3 m wees. (10) The council may permit the erection of verandah

columns in streets upon registration of a notarial deed
(10) Die raad kan die oprigting van verandakolomme of servitude against the title of the abutting property,

goedkeur na registrering van 'n notariele serwituutsakte whereby the owner of such abutting property undertakes
teen die eiendomsreg van die aangrensende eiendom, waar- to bear the cost of any work in connection with cables,
by die eienaar van sodanige aangrensende eiendom onder- pipes or other municipal works or services necessitated
neem oat die koste to bestry van enige iverk in verband met by the construction, presence, maintenance or removal
kabels, pype of ander muuisipale werke genoodsaak deur of such verandah columns; the cost of such deed of
die bou, aanwesigheid of verwydering van sodanige veran- servitude shall be borne by the owner of the abutting
dakolomme, en die koste van sodanige serwituutsakte moet property.
deur die, eienaar van die aangrensende eiendom bestry
word. . (I1) Except in the case of monolithic stone columns,

I

(11) Behalwe in die geval van monolitiese klipkolomme,
steel or wrought iron pipes or other vertical reinforce-

moet staal- of smeeysterpype of ander vertikale wapening ment of sufficient strength shall be properly embedded

van voldoende sterkte in alle kolomme van beton, klip of in all columns of concrete, stone or brickwork, and shall
baksteenwerk vasgesit word, en dit moet stewig bo aan die be securely fixed at the top to the superstructure and
bobou en onder aan die fondamente deur middel van at the bottom to the foundations, by means of bolts.
boute, tappenne of 'n soortgelyke bevestigingsmetode be- dowels or similar method of fixing.
vestig word.

(12) In die geval van monolitiese klipkolomme moet (12) In the case of monolithic stone columns, bolts or

boute of tappenne wat ten minste 15 mm in deursnee, in dowels at least 15 mm in diameter shall be inserted at
die skag van die kolom tat ten minste 150 mm ingevoeg least 150 mm into the shaft of the column and satisfac-

word en op bevredigende wyse daaraan bevestig word. So- badly secured thereto. Such bolts or dowels shall be fixed
danige boute of tappenne moet dwarsdeur die kop- en right through the cap and base and secured at the top
voetstuk bevestig word en meet verder bo aan die bobou

to the superstructure and at the bottom to the founda-
en ander aan die fondamente bevestig word soos hierbo
beskryf is. ikons.

(13) Plain piping or tubing shall not be used for(13) Gladde pype of buise mag the vir kolomme oor of
op straatverandas en balkdnne gebruik word nie, tensy dit columns over or on street verandahs and balconies un-

argitektonies behandel is.
1

. less architecturally treated.

(14) Die diepte en write van balke wat op kolomme (14) The depth and width of beams placed on columns
geplaas word, moet merkbaar ten minste gelyk wees aan shall be visibly equal at least to the top diameter of the
die boonste deursnee van' die kolom. column.

(15) Die deklaag, kroonsIlyslaag of eventuele balustrade (15) The coping, blocking course or balustrade, if
moet ten minste 750 mm en hoogstens 1,05 m bokant die any, shall extend above the floor of the balcony not less
balkonvloer reik. than 750 mm nor more than 1,05 m.

(16) Niks in hierdie verOrdeninge belet die oprigting en (16) Nothing in these by -laws shall prohibit the erec-

gebruik van 'n gemeenskaplike kolom wat twee aangren- tion and use of a party column common to two adjoining
sende verandas het nie, hetsy sodanige kolom gedeeltelik verandahs, whether such column stands partly on the
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op die verlengde grenslyn van twee eiendomme staan of extended boundary lines of two properties or adjoins the
daaraan grens; ook word dit in die geval van aangrensende same; nor in the case of adjoining verandahs shall it be
verandas nie belet om enige kolom op 'n plint to plaas prohibited to place any column upon a plinth, provided
nie, mits dit nodig is om sodanige kolom in lyn to bring that this is necessary far alignment and that all other
en rails aan alle ander bepalings van hierdie verordeninge provisions of these by-laws are observed.
voldoen word.

Balkonne en Erkers. Balconies and Bay Windows.

210.0) Balkonne, erkers of soortgelyke uitstekke mag 210.(1) Balconies, bay windows or similar projections
nie oor 'n openbare straat oorhang as dit op 'n hoogte shall not overhang a public street if at a height of less
van minder as 3 in bokant die sypaadjie is nie en alle than 3 m above the pavement and all such projections
sodanige uitstekke meet van brandbestande materiaal ge- shall be constructed of fire - resisting material and sup-

maak wees en dit meet deur middel van vrydraers van ported by cantilevers of reinforced concrete or by ma-

gewapende beton of deur klipmesselwerk of staal wat sta- sonry or steel.
ties stewig bevestig is, gesteun word.

(2) Balconies shall not project more than 1,35 m
(2) Balkonne mag nie meer as 1,35 m oor enige straat over any street.

uitsteek nie.
(3) Bay windows shall not project more than 900 mm

(3) Erkers mag nie meer as 900 mm oor enige straat
uitsteek nie.

over any street

(4) The aggregate horizontal length of bay windows
(4) Die fatale horisontale lengte van erkers op enige at any level over a street shall not exceed one -third

hoogte oor 'n straat mag nie 'n derde van die lengte van the length of the building frontage to that street.
die boufront op daardie straat oorskry the.

(5) Geen gedeelte van enige venster in enige erker mag
(5) No part of any window in any bay shall belessthan900 mm from any party wall of the building to

minder as 900 mm van edge getneenskaplike muur van which it belongs nor from any boundary separating
die gebou waarby dit hoort of van enige grens tussen stands in separate ownership nor any extension of such
standplase wat in aparte besit is of van enige verlenging boundary.
van sodanige grens wees nie.

(6) Enige balkon wat bo-op 'n veranda geplaas is, meet
(6) Any balcony superimposed upon anyverandahshallbe set back at least 1,2 in from the line of such

ten minste 1,2 m van die lyn van sodanige veranda of verandah.
teruggeplaas word.

•

(7) Geen gedeelte van enige balkon wat aan 'n veranda
(7) No part of any balcony attached to anyverandahshallbe carried up to a greater height than two storeys

vas is, mag tot op 'n groter hoogte as twee verdiepings bo-
, above the pavement level, except that, where the top

kant die hoogte van die sypaadjie geneem word nie, be-.

portion of such balcony is roofed with a concrete flat
halwe dat, waar die boonste gedeelte van sodanige balkon of forming a floor, a balustrade not exceeding 1 m
'n betonplatdak het iwat 'n vloer vorm, 'n balustrade van in height and constructed as prescribed by these by- laws
hoogstens 1 rn hoog en wat ingevolge die bepalings van

shall be allowed above the level of such concrete floor
hierdie verordeninge gebou is, bokant die hoogte van so-

. or flat roof.
danige betonvloer of platdak toegelaat word.

(8) Dividing walls across balconies over public streets
(8) Verdelingsmure deur balkonne oor publiekestrate magnie hoer as 1 m of dikker as 225 mm wees nie.

shall not exceed I m in height nor 225 mm in thickness

(9) Geen balkon oor enige straat mag die enigste manier
(9) No balcony over any street shall be the solemeansofaccess to any room or apartment.van toegang tot enige vertrek of apartement wees nie.
(10) No erection of any kind shall be allowed on any

(10) Geen oprigting van enigerlei aard word op enige balcony, except balustrades and light columns not ex-
balkon toegelaat nie behalwe balustrades of ligte kolom-

seeding 150 mm in diameter, of good architectural
me, hoogstens 150 mm in deursnee en wat van 'n goeie design and supporting the roof and upper balcony
argitektoniese ontwerp is en wat die dak en die bo-balkon sufficiently.
voldoende ondersteun.

•

(11) No person shall place or permit or cause to be
(11) Niemand mag enige artikel op 'n balkon oor 'n placed any article upon any balcony over a public street,

openbare straat plaas of last plaas, of toelaat dat dit dear except ornamental plants, tables, chairs, canvas blinds
geplaas word nie, behalwe sierplante, tafels, stoele,. seil- and awnings, the latter not to be used for signs or ad-
doekblindings en sonskerms, en laasgenoemde mag me vir vertisements.
uithangborde of advertensies gebruik word nie.

(12) Waar enige verdieping van 'n gebou uitsluitlik vir
(12) Where any floor of a building is used solelyfortheparking of motor vehicles, bay windows at the level

die parkering van motorvoertuie gebruik word, mag erkers of such floor may project over any street for not more
op die vlak van sodanige verdieping hoogstens 1,35 m than 1,35 m for the full length of the building frontage
oor die voile lengte van die boufront aan daardie straat to that street.
uitsteek.

Plinths, Pilasters, Corbels and Cornices.Plinth, Muurpilare, Karbele en Kroonlyste.

211.(1) Daar word nie toegelaat dat enige plinte, muur- 211.(1) 'No plinths, pilasters or other projections
pilare of ander uitstekke buite boulyne wat van die grand- beyond building lines carried up from ground level shall
hoogte of opgeneem is, op enige straat inbreuk maak nie. be permitted to encroach on a street.
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(2) Muurpilare, kroonlyste, karbele of soortgelyke ar- (2) Pilasters, cornices, corbels or similar architectural
gitektoniese strukture wa ten minste 3 m van die grond features which are at least 3 m above the ground shall
af moet wees, mag nie Lerder oor 'n straat uitsteek as not project over the street more than the following: —
hieronder vermeld nie:—

Pilasters: 450 mm: The total aggregate frontage length
,Muurkilare: 450 mm: Die totale gesamentlike front- of pilasters shall not exceed one -fifth of the building

wydte mag nie 'n vyfde van die boufrontwydte oorskry frontage and bay windows in the same storey shall
Me, en indien daar erkers in dieselfde verdieping is, moet be included in the calculation of maximum ag-
dit by die maksimum totaal vir erkers ingereken word. gregate length for bay windows.

Brandbestande sierkappe of pedimente oor deure: 600 Fire-resisting ornamental hoods or pediments over
, mm en alle dele ten minste 2,75 in hoog bokant die loop- doors: 600 mm and in any part not less than 2,75 m

pad, of sypaadjie. I in height above the footway or pavement.

Kroonlyste: 1,05 in, waar dit nie 10,5 m bokant die Cornices: 1,05 m where not exceeding 10,5 m above
looppad of die sypaadjie oorskry nie, en 'n tiende van die the footway or pavement; and one-tenth of the
hoogte van die looppad or die sypaadjie as dit 10,5 oor- height front the foobway or pavement if exceeding
skry, met 'n maksimum van 1,8 m. 10,5 m with a maximum of 1,8 in.

1

.

Verandas om Hoeke. Verandahs around Corners.

212. Waar verandas omI die hoeke van strate geneem
word, moet dit behoor]ik ditgeskuins of afgerond word ten

' 212. Where verandahs are carried around corners of
einde die rondings van die randmuurtjie op 'n street soos streets they shall be properly splayed or rounded to

our die raad goedgekeur,I te volg. . follow the curves of the kerb to a radius approved by
the council.

Sypaadjie-opening.
I

• Pavement Openings.
213.(1) Geen sypaadjie-opening mag die enigste manier

van toegang tot enige gewelf of kelder wees nie. • 21341) No pavement opening shall be the sole means
(2) Elke sodanige opening moet van dik glas gevorm of access to any vault or cellar.

wees en moet in }rater- of gewapende betonrame geset en
(2) Every such opening shall be formed of thick glassgelyk met die sypaadjie wees, dog geen afsonderlike stuk

van sodanige glas mag 160 m.in oppervlakte oorskry set in iron or reinforced concrete frames flush with the

nie. sidewalk and no single piece of such glass shall exceed
: 160 cm= in area.(3) Geen sypaadjie-opening in enige straat mag meet as •

1,2 m verder as die boulyn strek nie. (3) No pavement opening in any street shall extend

, (4) Waar Iclappe in sypaadjie-openinge toegelaat word, more than 1,2 m beyond the building line.
mag geen klap se oppervlakte 0,75 m2 oorskry nie; die (4) Where flaps are permitted in pavement openings
klappe moet na boontoe 9opgaan, en terwyl dit oop is .eacnflap shall not exceed 0,75 m2 in area and shallmoet dit van stewige ysterskutrelings en staalstaanders .

, open upwards and whilst open shall be provided withvoorsien wees.
stout iron guard rails and stanchions. .

I

(5) Klapopeninge mag slegs oopgemaak en gebruik word
vir die doel om goedere te laat sak of op te hef, en moet (5) Flap openings shall be opened and used only for
toegehou word behaiwe wanneer sodanige werk aan die • the purpose of lowering and raising goods and be kept
gang is. closed except when such operations are in progress.

(6) Die voormuur of die 'muur wat in elke opening ewe- (6) The front wall or wall parallel to the kerb in
wydig met die randmuurtjie is, moet met 'n geskikte terug- every opening shall be built with a suitable batter from
helling van die ligrand af tot by die boulyn aan die onder-

the light margin to the building line below.kant gehou word.

(7) Geen sypaadjie -opening mag met metaalstaafroos- (7) No pavement opening shall be covered with metal
terwerk of met metaalplatei of met hout oordek wees the. bar gratings or with metal plates or with wood.

Onderhoud, Verwydering 'en Besit van Straatuitstekke. Maintenance, Removal and Tenancy of Street Projections.

214.(1) Die eienaar van elke veranda, balkon, sypaadjie-
21441) The owner of any verandah, balcony, paveopening en -bedekking moet dit in 'n goeie toestand on-

ment opening and covering shall maintain such in goodderhou, en is aanspreeklik
1
vir enige ongelukke of skade

wat daardeur ontstaan. order and repair and shall be responsible for any acci-
dents or damage arising therefrom.

(2) Sypaadjie-openinge en sypaadjieligte en inure dear-
van en inure van kelderverdiepings moet waterdig gemaak (2) Pavement openings and pavement lights and walls
en gehou word, en die verathwoordelikheid om dit te doen, thereof and basement walls shall be made and kept
rus op die eienaar.

1
. water-tight and the owner shall be responsible for so

doing.
(3) Enigeen wat op, °Mier of oor enige straat of sy-

paadjie uitstekke of oorskrydings, soos in hierdie verorde- (3) Any person erecting or possessing projections or
ninge vermeld, of tokens of ander vaste toebehore op of encroachments on, under or over any street or pavement,
oor enige straat of sypaadjie oprig, word 'n besitter ter such as mentioned in these by - laws, or signs or other
bede van die raad geag ten opsigte• van sodanige uitstek- fixtures on or over any street or pavement, shall be re-
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Ice, oorskrydings of vaste toebehore en indien die mad garded a tenant at will of the council in respect of such
van hom verlang dat hy enige of alles daarvan moet ver- projections, encroachments or fixtures and, if called upon
wyder, moet hy dit binne 14 dae doen sonder enige ver- by the council to remove any or all of them, shall do
goeding, hetsy vir regstreekse, onregstreekse of gevolg- so within 14 days without any compensation either for
skade. direct, indirect or consequential damages.

(4) Die raad kan sodanige uitstekke, oorskrydings of (4) The council may remove such projections,. en.
vaste toebehore verwyder ingeval aan sodanige kennisge- croachments or fixtures in the event of non-compliance
wing nie voldoen word nie of indien hulle the ooreen- with such notice, or if they are not in accordance with
komstig hierdie verordeninge is nie en die koste van soda- these by-laws, and the expenses of such removal shall
nige verwydering is deur gewone regsprosedure verhaal- be recoverable in the ordinary process of law from the
baar op die eienaar van die gebou of op die persoon aan owner of the building or from the person to whom the
wie die uitstekke of oorskryding behoort. .projections or encroachments belong.

Plavei van Looppaaie of Sypaadjies na Uitstekke. Paving of Footways or Pavements to Projections.

215. Waar daar enige varanda, balkon, erker of sy- 215. Where any verandah, balcony, bay window or
paadjie-opening voor enige gebou verskaf word, moet die ;pavement opening is provided in front of any building,
eienaar op eie koste die hele looppad of sypaadjie onder : the owner shall at his own expense pave the whole of
sodanige veranda, balkon of erker of voor die gebou waar- !the footway or pavement under such verandah, balcony
in sodanige sypaadjie-opening bevestig is, laat plavei, en !or bay window or in front of the building in which the
daarbenewens moet hy die koste van die aan16 van die I pavement opening is fixed and in addition shall pay the
straatrande en geute en plaveisel voor sodanige gebou vir ;cost of laying the street kerbing and guttering and paving
die voile lengte van die looppad of sypaadjie bestry.

I
in front of such building for the full width of the foot

I way or pavement.
Kraanbalke, Hyskrane en Platforms.

Cranes and Platforms.216. Kraanbalke, hyskrane, platforms en ander sodanige
Cat-heads,

•

toestelle mag nie oor '11 sypaadjie of street oorhang nie. ! 216. Cat-heads, lifting cranes, platforms and other
Die raad kan spesiaal sy goedkeuring verleen aan hys- ;

such contrivances shall not overhang any sidewalk, or
bane en loopkrane onder balkonne en bokant die hoogte I street. The council may specially sanction lifting cranes,
van die eerste verdieping, maar sodanige masjinerie moet ; and travellers under balconies and above the first floor
in die gebou waarby dit behoort gehuisves kan word en I

level, but such machinery shall be capable of being
mag slegs goedere van die buitekant van die randlyn of .housed in the building to which it belongs, and shall
ophef. i only lift goods from outside the line of kerb.

Bladlooppaaie of -sypaadjies.
Slab Footways or Pavements.

217.(1) Enigiemand wat, behalwe met die raad se skrif- !

telike toestemming, soos later hierin bepaal word, op enige 217.(1) Any person who shall, except with the written
sfraatsypaadjies of looppad plaveisel 16 of bevestig, moet permission of the council as herein after provided, lay
behalwe soos later hierin bepaal, toesien dat sodanige or fix paving on any street sidewalk or footway shall,

plaveisel aan die volgende vereistes voldoen:— . except as hereinafter provided, cause such paving to
conform to the following requirements: —

(a) Plaveisel moet uit voorafgegiete blaaie bestaan, met
grootte van 450 mm by 450 mm en met 'n minimum (a) Paving shall be of pre-cast slabs, 450 mm by 450 mm
dikte van 50 mm.

1

in size with a minimum thickness of 50 mm.

(b) Alle blaaie moet vierkantig van fatsoen wees en die (b) The shape of all slabs shall be rectangular, and they
voee moet ewewydig en reghoekig teenoor die rand shall be laid with joints parallel and at right angles
gele word. to kerbing.

(2) Die agterwerk van die blaaie moet 40 mm dik wees (2) The backing of the slabs shall be 40 mm thick,
en uit beton bestaan waarvan drie dele 6 mm klip, een , composed of concrete, of which three volumes shall be
deel 3 mm klip, vry van stof, twee dele dryfsand en een 6 mm stone, one volume 3 mm stone, free from dust,
deel Portlandsement moet wees, en die bodeel moet 12 two volumes drift sand and one volume Portland cement.
mm dik wees en moet uit anderhalf dele granietgruis wat The topping shall be 12 mm thick composed of one and
deur 'n 6 mm sif gaan maar op 'n 3 mm sif bly le, en een 1 a half volumes of granite chippings which pass through
deel Portlandsement bestaan. Die verhouding van enige

'
a 6 mm screen but are retained by a 3 mm screen and

kleurstof wat in die blaaie gevoeg word, moet sodanig one volume Portland cement. The proportion of any
wees dat dit the die sterkte van die mengsel benadeel nie. colouring matter introduced into slabs shall be such as

not to impair the strength of the mixture.
(3) Blame moet gele word ooreenkomstig die helling, die

lyn en die dwarshelling wat deur die Raad voorgeskryf (3) Slabs shall be laid to the grade, line and cross-
word en moet verder aan die volgende vereistes voldoen:— fall pointed out by the council and shall conform to the

following further requirements: —
(a) Vir gewone blaaie moet die minimum dwarshelling

1:100 en die maksimum dwarshelling 1:25 wees. (a) For ordinary slabs the minimum cross-fall shall be
1:100 and the maximum cross -fall 1:25.

(b) In die geval van 'n dwarshelling van tussen 1:25 en
1:15 moet glyvrye blaaie van 'n soort wat dew die (b) Non-skid slabs of a type to be approved by the
raad goedgekeur is, gebruik word: Met then verstande council shall be used for cross-falls between 1:25
dat die maksimum dwarshelling hoogstens 1:15 moet and 1:15: Provided that the maximum cross-fall
wees. shall not exceed 1:15.
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(c) In die geval van geWone blaaie moet die langshelling (c) Longitudinal grades shall not be steeper than 1:20
I nie steiler as 1:20 wiles the en indien die langshelling • for ordinary slabs and non-skid slabs shall be used

tussen 1:15 en 1:20 is, moet glyvrye blaaie gebruik for longitudinal grades between 1:15 and 1:20: Pro-

word: Met dien verstande dat, indien die langshelling vided that when the longitudinal grade is steeper
steiler is as 1:15, asfaltbeton gebruik moet word. than 1:15, asphaltic concrete shall be used.

(d) Die raad moet minstens drie werksdae vooraf in ken- (d) Prior notice of at least three working days shall
1 nis gestel word indien daar beoog word om blaaie of be given to the council of the intention to lay slabs

asfaltbeton op 'n looppad of sypaadjie aan te bring.
; or asphaltic concrete on any footway or pavement.

(4) Indien voertuigopeninge in die randmuurtjies en oor
I (4) When carriage openings are formed in kerbs and

'n looppad of sypaadjie aangebring word, moet die ope-
: across footways or pavements, such openings shall be

ning geplavei word met soortgelyke blaaie as wat hierbo
i Paved with similar slabs to those hereinbefore described,

beskryf is, maar sodanige blaaie moet 300 mm by 300 mm ;

1
but such slabs shall be of sizes 300 mm by 300 mm by

in grootte en 150 mm dik wees. Alle sodanige blaaie moat.
150 mm in thickness. All such slabs shall be solidly

stewig in geskikte materiaal gale word, en die voee tussen- I

I bedded in suitable material and joints between slabs shall
in moet opgevul word metikalkdagha wat uit minstens een consistingi be formed of lime mortar of at least one
deel kalk en drie dele sand bestaan: Met dien verstande
dat sodanige voe8 hoogste.ns 20 mm en ten minste 6 mm .volume lime to three volumes sand: Provided that such..

. joints. shall not exceed 20 mm nor be less than 6 mm in
wyd moet wees.

I width.
(5) Indien enigeen begerig is om blaaie van enige ander ! ,„ „ , ,

materiaal as voorafgegietd beton te le, moet hy eers 'n ; (5) Should any person desire to lay slabs of any

nonster aan die raad vir ltoetsing en skriftelike goedkeu- i material other than pre-cast concrete slabs, he shall first

ing voorle voordat enigelsodanige materiale op 'n open- I
submit a sample to the council for testing and approval

bare looppad of sypaadjie geplaas word. Indien die ma- I
in writing before any such materials are deposited upon

teriaal goedgekeur word,Imoet alle bepalings van bier- ! a public footway or pavement. Should the material be

die artikel ten opsigte van grootte, fatsoen en aante vir ;
approved, all the provisions of this section in regard to

sover dit van toepassing is, nagekom word.
: size, shape and laying shall be observed as far as ap-

i plicable.
(6) Niemand mag enige sementbetonlaag onder soda- i

nige plaveiselblaaie 18 of bevestig nie, of enige voeg daar- ; (6) No person shall lay or fix any cement concrete

van uit sementdagha laat bestaan nie. ; bedding under such paving slabs nor cause any joint

(7) Niemand mag asfalt, teermacadam, beton of gra-
I thereof to be of cement mortar.

noliet in enige sypaadjie of in enige straatsypaadjie of (7) No person shall lay asphalt, tar macadam, con-

looppad in situ pleas me tensy by spesiaal skriftelike toe- crete or granolithic in situ in any pavement or any
stemming van die raad daartoe verkry het. street sidewalk or footway unless specially permitted in

(8) Niemand mag blaaie van enige ander kleur, soort, writing by the council to do so.

grootte of fatsoen 18 of op enige ander manier le, as soos (8) No person shall lay slabs of any other kind,
in hierdie artikel gespesifiseer nie, tensy hy behoorlike colour, size or shape, or in any manner other than as
skriftelike magtiging daartoe van die raad het. specified in this section, unless duly authorized thereto in

• writing by the council.

Beplanting van Looppaaie en Sypaadjies.
Planting on Footways and Sidewalks.

218.(1) Die eienaar of okkupant van 'n erf wat aan 'n
straat grens, kan, indien hy vooraf die skriftelike toestem- 218.0) The owner or occupier of an erf adjoining a
ming van die raad wat deur die ingenieur onderteken is, street may, with the written permission of the council
daartoe verkry, die stuk grand wat gelee is tussen sy erf previously obtained and given under the hand of the
en die straatgedeelte wat bedoel, aangele of gemaak is engineer, grade and plant with grass any land lying
vir voertuigverkeer, gelykmaak en met gras beplant between the erf and that part of the street intended, laid

out or made up for the use of vehicular traffic.
(2) Die mad kan sy toestemming ingevolge subartikel

(1) heeltemal na goeddunke verleen of weerhou, en hier- (2) Any permission in terms of subsection (1) may
die toestemming kan, indien dit verleen is, herroep word, be granted or refused by the council in its absolute
en dit kan sodanige voorwaardes bevat as wat die mad discretion and, if granted, shall be revocable and shall
met die oog op die openbare veiligheid, die bewaring van contain such conditions as the council may think fit to

I

munisipale eiendom en alle ander toepaslike omstandig- impose regard being had to public safety, the preserva-

hede, nodig ag. tion of municipal property and all other relevant cir-
.
• cumstances.

(3) Die raad kan ook wanner hy sy toestemming inge-
volge subartikel (1) verleen; vergun dat 'n strook van die (3) The council may include in a permission given in
betrokke stuk grand, hoogstens 500 mm breed en net terms of subsection (1), permission to plant with flowers
langs die applikant se erf, met blomme of struike beplant or small shrubs a strip of land in question not exceeding
word. 500 mm in width immediately adjoining the applicant's

ed.
(4) Die raad kan, indien1 hy 'n skriftelike versoek wat

deur die eienaar of okkupant van so 'n erf onderteken is, (4) The council may, on receipt of a written request
ontvang, en nadat die gelde wat in Aanhangsel III van signed by the owner or occupier of any such erf and

Bylae 2 hierby voorgeskryf Word, betaal is, enige gedeelte upon payment of the charges prescribed in Appendix III
van die grond wat in subartikel (1) genoem word, gelyk- of Schedule 2 hereto, grade and plant with grass any
maak en met gras beplant. part of the land referred to in subsection (1).
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1 Versporing van State en Sypaadjies. Obstruction of Streets and Sidewalks.

219.(I) Niemand mag 'bourommel, arvalboumateriaal, 219.(1) No person shall, without having first obtained
sand, klip, grond, steno, hout, kalk, sement of ander bou- the council's written permission, deposit or cause to be
materiaal of materiaal wat uitgegrawe is, van watter aard deposited, or leave or cause to be left, any building
ook al, op enige gedeelte van 'n straat plaas of laat plaas rubble, -building debris, sand, stone, earth, bricks, timber,
of los of daar laat bly nie, tensy die mad se skriftelike lime, cement or other building or excavated material of
toestemming vooraf daartoe verkry is. whatever nature on any portion of any street.

(2) Vir die doel van subartikel (1) omvat 'n straat 'n (2) For the purpose of subsection (1) a street shall
plein, pad, sypad, eiland in 'n pad of straat, duikweg, lean, include a square, road, sidewalk, island in a road or
brug, openbare verkeersweg, en enige deurgang wat op die street, subway, avenue, bridge, public passageway and
algemene plan van 'n dorp aangegee word en waarop any thoroughfare shown on the general plan of a
die publiek op grond van verjaring of andersins die deur- township or in respect of which the public has acquired
gangsreg verkry het.

.. . a prescriptive or other right of way.
,

Brae oor Straatgeute. Street Gutter Bridges.

220. Niemand mag enige straatgeut of stormwaterriool 220. No person shall bridge over or enclose any
onder beheer van die raad oorbrug of toemaak sonder dat gutter or stormwater drain under the control of the
spesiale goedkeuring van die raad daartoe verkry is nie. council without special sanction from the council.

Grensrnure, Skuttings en Reining: Hoer as 1,8 in. Boundary Wall, Hoardings and Fences over 1.8 in.
221.(1) Geen grensmuur, heining of strutting mag hoer

as 1,8 in wees nie, tensy planne aan die raad voorgele en 221.(1) No boundary wall, fence or hoarding shall
deur die raad goedgekeur is. exceed 1,8 m in height unless plans have been submitted

to and approved by the council.
(2) Alle skuttings, heinings, hekpilare of -pale moet ste-

wig vasgesit wees. (2) All hoardings, fences, gate piers or posts shall be
securely stayed.

Pale in verband met Draadioos.
Wireless Masts.

222. Onderworpe aan die bepalings van die Radiowet,
1952, en die Uitsaaiwet, 1936, moet enigeen wat 'n paal, 222. Subject to the provisions of the Radio Act, 1952,

mas, steunstuk, of ander toestel vir die ondersteuning van and of the Broadcasting Act, 1936, any person erecting
lugdrade in verband met. die uitsending of ontvangs van or fixing, or causing or permitting to be erected or fixfd
draadlose telegrafie of telefonie oprig of bevestig, of wat any pole, mast, bracket or other contrivance for the

dit laat oprig of bevestig of wat toelaat dat dit gedoen support of aerials in connection with the transmission
word, aan onderstaande bepalings voldoen:— or reception of wireless telegraphy or telephony shall

(a) Drade, pale of maste of ankers of stutte of ander
comply with the following provisions: —

vaste toebehore moet reguit en van goeie voorkoms (a) Wires, poles or masts, or stays or struts, or other
wees en moet aan die wette van die statika voldoen, fixtures shall be straight and of good appearance,
hetsy dit in hierdie verordeninge vermeld word al dan and shall comply with the recognized laws of statics,
rile. whether expressed in these by -laws or not.

(b) Geen mas of paal mag sonder spesiale verlof van die (b) No mast or pole shall exceed 12 in in height without
raad hoer as 12 m - woes nie, en alle pale of maste special permission from the council, and all poles
moet volkome loodreg opgestel en onderhou word. or masts shall be set and maintained perfectly per-

(c) Houtpale moet van goeie hardehout wees, ten minste pendicular.
100 mm in deursnee aan die onderent in die geval van (c) Timber masts shall be of sound hardwood, at least
pale van 9 m of hoer, en 75 mm vir laer pale, en geen 100 mm in diameter at the bottom in the case of
paal, van watter lengte ookal, wat na boontoe taps a 9 m or higher pole, and 75 mm for any pole of
toeloop, mag aan die bo - ent dunner as 40 mm wees lesser height, and no pole of whatever length shall
nie. taper to less than 40 mm at the top.

(d) Houtpale moet geverf of met 'n vloeibare preparaat (d) Timber masts shall be painted or treated with a
van teerstof as verduursamingsmiddel behandel word liquid preservative from tar products before erecting
voor die oprigting daarvan en na die venvydering and after removal of bark (if any), and shall be
van bas, as daar is, en meet onderaan deur ten minste surrounded by at least 75 mm of concrete at the
75 mm beton omsluit word of in 'n metaalbuis of

base or set in a metal tube or shoe where the pole
skoen vasgesit word waar die paal in die grond stands in the ground.
staan.

(e) Maste of pale wat nit metaalbuis bestaan, moet ten (e) Masts or poles of metal tubing shall have a dia-

minste 25 mm in deursnee wees vir 'n afstand van meter of not less than 25 mm for a distance of 3 m

3 in van die bo-ent af na ondertoe, ten minste 37 mm downwards from the top, not less than 37 mm f dr

vir die volgende 3 m na ondertoe, en ten minste 50 the next 3 m downwards, and not less than 50 mm

mm laer af. below that distance.

(f) Waar pale, maste, steunstukke of drade aan 'n gebou (f) Where poles, masts, brackets or wires are fixed to
bevestig word, moet dit op so 'n wyse bevestig word a building, they shall be fixed in such a manner as

dat dit geen inbreuk op die stabiliteit van die gebou not to interfere with the stability of the building
of van enige gedeelte daarvan maak nie. or any portion thereof. .
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(g) Alle maste of pale Loet in twee rigtings teen die (g) All masts
- or poles shall be - stayed in two 'directions

. , spanning van die lugdraad geanker word deur mid- against the pull of the aerial wire by means of at
del van minstens twee stelle ankers van staaldraad, least two sets of stays formed of steel wire, not
van ten minste 4 mmI dik en die een stel arikers moet less than 4 mm, one set of stays being fixed from
van die bo -ent van die mas of paal af bevestig word the top of the mast or pole, and the other from
en

die ander stel van! die middelpunt af, indien
so 'n • the centre of its height, if over .7 m long. The stay

paal langer as 7 m is. Die ankerdrade meet stewig aan wires shall be securely fixed to the mast or pole and
die mas of paal bevehtig word en deeglik vasgeanker .. shall be securely anchored not less than 600 mm

. word tot ten minste 600 mm diep in die grond aan die deep in the ground at the foot thereof or fixed in
onderent daarvan, of moet op 'n ander ewe doeltref- , some other equivalent !manner. The .stay shall form
fende manier bevestig word. Die anker moet 'n hori- a horizontal angle of not less than 30 degrees with
sontale hock van ten minste 30 grade met die aslyn the axial line of the aerial wire, and: a vertical
van die lugdraad vorm en 'n vertikale hock van ten angle with the mast or pole of not less than 30
'minste 30 grade met die mas of paal.

•

degrees. •

(h) Ondanks enigiets hierin vervat, kan die raad toestem- . (h) Notwithstanding anything herein - contained, the coun-
ming verleen vir die dprigting of bevestiging van pale, cil may permit the erection or fixing of - poles, masts,
maste, steunstukke ofl ander inrigtings wat, hoewel dit brackets, or other contrivances which, although ,not

.

-

nie aan die voorafgaande voldoen the, nogtans die- complying with the foregoing, shall provide equi-
selfde stewigheid en gOeie voorkoms verskaf. valent security and good appearance.

I . .

(i) Daar word nie toegelaat dat drade oor of ender die h) No wires shall be permitted to cross over or under
• rigting van enige ander drade wat elektriese stroom'

the path of any other wires conveying*, electricaldra kruis nie, sons byvoorbeeld krag-, telefoon- of
telegraafdrade.

. current, such as power, telephone or telegraph lines.

(j) Enige verandering aan pale, maste, steunstukke of (j) Any poles, masts, brackets or wires erected prior
drade wat voor die datum van publikasie van hierdie to the date of publication of these by- laws shall

'

verordeninge opgerig lis, meet aan sodanige verorde-
'
be altered to comply therewith immediately on re -

ninge voldoen en onmiddellik uitgevoer word op ont- . ceipt of written notice, from the council, or failing
vangs van skriftelike kennisgewing van die raad, of such notice, within three months from such date

'

by gebrek aan sodanige kennisgewing, binne drie of publication.
.,,

maande van die datum van sodanige publikasie af. . .•

. . .. . - .

HOOFSTUK XII. - • -
,

• • CHAPTER XII.
. . .

• ,•

.
- . TEKENS EN SKUTTINGS... . •

,
• • • SIGNS AND HOARDINGS.

.. .
I . .

.Acmsveke ten opsigte van Tekens. Applications for Signs.. .

223. Enigiemand wat 'n teken wil skilder, bevestig, 223. No person shall paint, 'fix, post or erect a sign
aanplak of oprig, moet — i without' having — . -

• . , •.'
(a) skriftelik by die raad aansoek doen op 'n Vorm.wat (a) made application in writing to the council on adeur die ingenieur verskaf word; form supplied by the engineer; . .

'
(b) detailtekeninge van sodanige teken volgens 'n 'skaal •

• .•

van ten minste 1:20, en 'xi blokplan volgens 'n skaal (b) submitted detailed drawings of such sign to a scale

van ten minste 1:500 wat die ligging van die teken of not less than 1:20 and a block plan indicating
op die terrein aandui, indien; en . . the position of the sign on the site, to a scale of not

(c) dit skriftelik deur die ingenieur laat goedkeur. less than 1:500; and
. . ,

Woonloniskrywing.

. .

(c) obtained the written consent, of the ehgineer thereto.
. . ..

224.(1) "Teken" beteken enige advertensie of adver-
'

.•. Definitions.
tensietoestel van enigerlei I aard wat van enige straat af
sigbaar is, maar omvat nie 'xi advertensie wat binne 'n 22441) "Sign" means any advertisement or advertising
gebou aangebring is of enige advertensie van 'n vergade- device of any kind which is visible from any street but
ring, geleentheid of byeenkoms vir kerklike, amateur- dock not• include an advertisement placed inside a build -

sport- , opvoedkundige,' politieke of liefdadigheidsdoelein- ing or any advertisement of an .ecclesiastical, amateur
des, of van die kandidaathkap van iemand wat vir ver- sporting,' educational, political - or charitable meeting, event
kiesing tot die Parlement. die Transvaalse Provinsiale or function or of the candidature of any person nomi-
Read of die raad benoeni is nie en "advertensieteken" nated for election to Parliament, the Transvaal Provincial

het dieselfde betekenis. I
Council or the council and "advertising sign" has the
same meaning. . . • .

(2) "Slanting" beteken enige skerm of heining wat.ge- . .
•

. .
, . .

bruik word of gebruik kanword, op of naby of in sig (2) "Hoarding" means any screen or fence which is
van enige straat, om enige advertensie of advertensietoe- used or capable of being used for the posting, exhibition
stel aan te pink, uit te seal of te vertoon, en omvat 'n or display of any advertisement or advertising device on
skerm of heining wat 'n gebou of materiale omsluit on- or near or in view of any street, and includes a screen or
derwyl boners' aan die werk is, of wat 'n uitgrawing om- fence enclosing a building or 'materials while builders are

Isluit. - at work, or enclosing an excavation. . . .
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Bevestiging van Tekens en Skuttings. Fixing of Signs and Hoardings.

225. (1) Alle tekens en skuttings moet behoorlik van 22541) All signs and hoardings shall be properly con-
die vereiste sterkte gemaak wees, en moet bevredigend strutted of the requisite strength and shall be sa tisfac-

tot voldoening van die raad bevestig word. torily fixed to the approval of the council.

(2) Die persoon wat sodanige tekens en skuttings op- (2) The person by whom such signs and hoardings are
gerig het en die eienaar van die vaste toebehore waarop erected and the owner of the fixture on which or to which
of waaraan dit bevestig word, moet alle aanspreeklikheid they are attached shall assume all liability and responsi-
in verband daarmee aanvaar, met inbegrip van onder- bility in connection therewith, including maintenance, and
houd, en moet onderneem om dit minstens een keer per shall undertake at least one annual inspection thereof with
jaar te inspekteer ten einde hulself van die veiligheid a view to satisfying themselves as to the safety thereof.
daarvan te vergewis.

(3) All glass used in signs other than glass tubing
.(3) Alle glas wat in tekens gebruik word behalwe used in Neon or similar signs shall be wired glass at

glasbuise in Neon- en dergelike tekens, moet draadglas
'

least 6 mm thick or approved safety glass at least 3 mm
van ten minste 6 mm dik of goedgekeurde veiligheids- thick.
glas van ten minste 3 mm dik wees.

(4) Every sign for which electric current is used shall
(4) Eike teken waarvoor elektriese stroom gebruik if necessary, be provided with suitable condensers which

word, moet indien nodig, van geskikte kondensators shall give a power factor of not less than 0,90 lagging
voorsien word wat 'n nalooparbeidsfaktor van minstens land not more than 0,98 lagging.
0,90 en hoogstens 0,98 lewer.

(5) Every sign and hoarding shall be repainted and
(5) Elke teken en skutting moet gereeld oorgeverf en cleaned regularly in order to prevent them from becom

skoongemaak word ten einde te voorkom dat bulle on- • ing unsightly.
ooglik raak.

Advertising Signs and Hoardings to be Licensed.
Advertensietekens en Skuttings moet Gelisensieer wees.

226.(I) No person shall, except upon a hoarding duly
226.(1) Behalwe opi'n skutting wat kragtens die veror- licensed in terms of the by-laws for the licensing of hoard-

deninge vir die lisenstering van skuttings behoorlik ge- ings, advertise or place or exhibit or display or cause to
lisensieer is, mag niemand enige advertensietekens. of die .

goedkeuring van die ingenieur ingevolge artikel 223 ver-
kry is al dan nie, adverteer of plaas of uitstal of vertoon, vertising sign, whether or not the consent of the engineer
of laat adverteer of plaas of uitstal of vertoon the tensy has been obtained in terms of section 223, unless he is
by die houer van 'n geldige lisensie is wat deur die raad the holder of a current licence issued by the council in
ten opsigte van sodanige advertensieteken uitgereik is: respect of such advertising sign: Provided that no such
Met dien verstande dat geen sodanige lisensie vereis word

licencenie van enigeen wat sy besigheid deur middel van 'n licence shall be required by any person who advertises

goedgekeurde advertensieteken, behalwe 'n kimteken, ad- his business by means of an approved advertising sign,

verteer op enige perseel of, waar slegs 'n gedeelte van so- other than a sky sign, on any premises or, where only
danige perseel vir die applikant se besigheid gebruik part of the premises are used for the applicant's business,
word, op sodanige gedeelte van die perseel waarin sy be-

upon such portion of such premises in which his business
sigheid in werklikheid verrig word.

is actually conducted.
(2) Niemand mag enige advertensie of advertensie- (2) No person shall advertise, place, exhibit or displaytoestel van enigerlei aard op 'n skutting adverteer, plaas,

uitstal of vertoon, of dit laat adverteer, plaas, uitstal of or cause to be advertised, placed, exhibited or displayed,
vertoon nie, tensy hy die houer van 'n geldige lisensie is any advertisement or advertising device of any kind upon
wat deur die raad ten opsigte van sodanige skutting uit- any hoarding unless he is the holder of a current licence
gereik is. issued by the council in respect of such hoarding.

(3) Die Raad kan toestemming weier tot die oprig- (3) The council may refuse to permit the erection of
ting van skuttings vir die aanplak van plakkate of ander hoardings for bill posting or other purposes in localities
doeleindes in gebiede waar hy reken dat dit vermoedelik
vir die omgewing nadelig kan wets of 'n woon- of ander where it deems them likely to be prejudicial to the sur-

straat kan ontsier. rounding neighbourhood or to be a disfigurement to a

(4) Indien 'n advertensieteken verander word, moet
residential or other street.

daar, ondanks die fait dat toe dit die eerste keer vertoon (4) Where any alteration is made in an advertising
is, die toestemming van die ingenieur ingevolge artikel sign, then notwithstanding that when it was first dis-

223 ten opsigte daarvan verkry is en die gelde ingevolge played the consent of the engineer was obtained in
Aanhangsel VI van Bylae 2 hierby betaal is, verdere toe- respect thereof in terms of section 223 and the fee in
stemming verkry word en 'n verdere vordering mod be- terms of Appendix VI of Schedule 2 hereto was paid,
taal word voordat enige verandering aan die elektriese a further such consent shall be obtained and a further
bedrading of stelsel waarby die boodskap van die adver- such fee be paid before any alteration is made to the
tensie gewysig word, aangebring kan word. electrical wiring or system of the sign as a result of

which the message conveyed by it is changed.
Verbode Tekens.

227.(1) Niemand mag enige van die onderstaande te-
Prohibited Signs.

kens oprig, laat oprig of toelaat dat dit opgerig of on- 227.(1) No person shall erect or cause or permit to be
derhou word the: — erected or maintained any of the following signs:—



BUITENGEWONE PROVINSPALE KOERANt 7 NOVEMBER 1974 91
- - -- - - -

(a) Enige .teken wat teln die kolomme van 'n straat- (a) Any sign which • is painted on, - or 'fixed on, - to or
veranda geverf of daarop daaraan of daartussen bevestig between the columns of a street verandah.
is. - - -

(b) (i) Any sign which projects above 'or. below 'any
(b) (i) Enige teken wat oor of ander enige fassie, dia- fascia, bearer, beam or balustrade of a street

balk, balk of balustrade van 'n straatveranda
.

of -balkon uitsteek.
verandah or balcony. .

• „-

1
. (ii) Any luminous or ,illuminated . sign which is' (ii) Enige liggewende of Verligte reklamebord wat fixed to any fascia, bearer, beam or balustrade

aan enige lassie, draballc, balk of balustrade van : of any splayed or. rounded corner• of a street
'n geskuinste of geronde hoek van 'n straatveran- ;

- - .

verandah or balcony. '

da of -balkon bevestig is. •
. .

, (c) Any streamer sign across any street.
(c) Enige wimpelteken oor enige straat.

I

(d)
. . •

'
(d) Any sign on calico; papier - mache, *oven or similar

,Enige teken op kateen, - papier-rnach6, geweefde of
•

dergelike materiaal of takenmaterialor of any kind whatever. ofvan watter aard ook
' '

. '

i . .

al. ; (e) Any swinging sign.
- -

' •
,

(e) Enige swaaiteken. -

. : (0 Any sign which interferes with or which 'is likely to
I interfere with any signorg signal for the control' of(1) Enige taken wat 'n sein of sinjaar vir die verkeers- :

beheer belemmer of dit vermoedelik sal belemmer: :

'

traffic: Provided that — .

'
,

. ' •

.

Met. dien verstande dat — . (i) no sign in red, amber or green colours shall be

(i) Been teken in roof, amber of groan kleure bin- .

.
!

erected, maintained or used within 6 m. of any
traffic sign;

ne 6 m van enige verkeersein opgerig, onderhou :
•

• of gebrnikmag word nie; .. . . 100 all signs reflected or illuminated .by:light other
•'

(10 alle tekens \vat deur lig weerkaats of verlig word, i
than a cream light at a height of less than two

• • behalwe 'n roomkleurige lig op 'n hoogte van :
'

.

' storeys or 6 m above the footway, Whichever
• , minder as twee verdiepings of 6 m bokant die •

'
be the greater height, shall be suitably screened

I i . looppad, wafter hoogte ook al die grocitste is, t
'

so is to satisfactorily prevenf any interference
behoorlik verberg meet word sodat dit op be- I with any sign or signal for the control of traffic;
vredigende wyse enige belemmering van 'n seiti •

,

;.of sinjaal. vir die verkeersbeheer verhoed. .
! (g) Flashing, occulting or animated signs within 9 m of

(g) Flildcerende, verduisterende of beweeglike .tekens bin- ...the ground, and the periodicity of which exceeds 30

ne 9 m van die grand af, indien die periodisiteit
1 F

.

flashes td the Minute. ,

daarvan 30 flikkerings per = mut oorskry.
!

(h) Any sign or signs, the total area of which exceeds
1

(h).Enige teken of .tekens. waarvan die •totale oppervlak- : 30 tn2, painted or fixed on a, wall of a building not
. to . 30 m9 oorskry, wat teen 'n ander muur van 'n ! • 'being a front wall of such building.

'

. .••

gebou as die voormuur daarvan geskilder of beves-
tig is. (i) Any sign painted on any fence, not being a licensed

• , - I hoarding.
(f) Enige teken wat op enige heining wat nie 'n gelisen- ;

• • .. •

• sieerde skutting is nie, geverf is. (j) 'Any sign in a localitywh011y or mainly used for
•

. residential purposes, . other than a brass plate or(j) Enige teken in 'n buurt wat ten voile of hoofsaaklik board not exceeding 600 mm by 450 mm in size,vir woondoeleindes gebruik word, behalwe 'n geel- •

koperplaat of -bord van hoogstens 600 mm by 450 affixed to the fence or entrance door or gate of a
mm groot, wat aan die heining of toegangsdeur of dwelling and in .the 'Case of a bloek of fiats affixed
-hek van 'n woning bevestig is en in die geval van to the wall of the entrance hall or entrance door
'n blok woonstelle, teen die muur van die ingangs- • ' ...' -

.of a flat. • ••

portaal of ingangsdeur van 'n woonstel, bevestig is: - - . • •
'

•

.

. .
1

. . (k) Any sign which is objectionable, unsightly or detri.:(k) Enige teken 'wat aanStootlik, onooglik of skadelik
mental to the neighbourhood or of such intense il-vir die omgewing is, of wat so 'n stark verligting het •

dal dit die bewoners 'van aangrensende geboue reg-
" lamination as to disturb residents in adjacent build-

streekA, of onrenstreeksisteur, of in die algemeen bin-. ings directly or indirectly' or generally to be a source
derlik vir die publiek is. .

1

. of disturbance to the public.
•

(I) Enige teken wat nie 'aan die vereistes van hierdie (I) ' Any sign which does not comply with the. rermire-

verordeninge voldoen Of daarvolgens toegelaat word ments of or which is not permitted by these by-laws.
nie.

'

,
• •

(m) Enige vorm of tipe teken wat nie spesifiek volgens
On) Any form or type of sign not specifically permitted

these by-laws.'
hierdie verordeninge toegeiaat word nie. by, •

.

cause of permit to be(2) Niemand mag enige elektriese verligte teken werk
- (2) No person shall operate or

of laat werk of dit toelaat behalwe tussen die ure van operated any- electrically illuminated sign otherwise than

sonop tot middernag the. - "
.

- .between the hours of sunrisero midnight... .. - - ..
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Tekens wat under Verandas oor Strate Hang. Hanging Signs under Verandahs over Streets.

228.(1) Elke token wat onder 'n veranda oor 'n street 228.(1) Every sign hanging under a verandah over a
hang, moet — street shall —
(a) reghoekig met die boulyn bevestig wees; (a) be fixed at right angles to the building line;
(b) met sy laagste punt ten minste 2,5 in bokant die (b) have a clearance of not less than 2;5 m between the

oppervlak van die sypaadjie hang; surface of the pavement and the lowest portion of
(c) hoogstens 600 mm diep, 2,5 m lank en tussen die the sign;

voor- en agtervlak daarvan, hoogstens 230 mm dik (c) not exceed 600 mm in depth, and 2,5 m in length
wees. and 230 mm in thickness between the outside faces

(2) 'n Kisvormige teken meet geheel en al van metaal thereof.
of van metaal en draadglas, ten minste 6 mm dik, of an- (0) A box sign shall be constructed entirely of metal
der goedgekeurde veiligheidsglas wat ten minste 3 mm or metal and wired glass which shall be at least 6 mm
dik is, gemaak wees. thick or other approved safety glass at least 3 mm thick.

Tekens op Verandas oor Strafe.

229.(I) Behalwe soos hierbo met betreldcing tot
Signs on Verandahs over Streets.

hangende tekens bepaal, moet elke teken wat aan of op 229.(l) Save as hereinbefore provided with regard to
'n veranda oor 'n straat bevestig is, ewewydig met die hanging signs, every sign affixed to or onto a verandah
boulyn gestel word. ' over a street shall be set parallel to the building line.

(2) Sodanige tekens mag nie 600 mm in diepte oor- (2) Such signs shall not exceed 600 mm in depth and
skry the, en moet onmiddellik bokant die dakrand van

shall be fixed
.

immediatelydie veranda op son wyse bevestig word dat dit nie aan above the eaves of the veran-

die agterkant van die dakgeut uitsteek nie, of dit moet dah roof in such manner as not to project beyond the

teen die verandaborswering of balustrade, en nie bo- of rear of the roof gutter or shall be fixed against but not
onderkant nie, op so 'n manier bevestig word dat dit nie above or below, the verandah parapet or ballustrade in
meer as 230 mm van die buitenste voorsy van sodanige such manner as not to project more than 230 mm from
borswering of balustrade af uitsteek nie: Met dien ver-

the outside face of such parapet or ballustrade: Providedstande dat —

(a) 'n teken op 'n openbare gebou wat aan, of op 'n
that —

. veranda oor 'n straat bevestig is, en wat slegs die (a) a sign on a public building fixed to or on a veran-

hoofprogramnommer of die program van 'n ver- dah over a street and which displays only the features
maaldikheid wat in so 'n openbare gebou aangebied or programme of an entertainment to be given in
gaan word, vertoon — such public building shall —

(i) 'n maksimum oppervlakte van 1 m2 oor die ge- (1) have a maximum area of 1 m2 in the aggregate
heel moet he vir elke 1;5 in of gedeelte daarvan for every 1,5 m or part thereof of the frontage
van die voorkant van sodanige gebou aan die of such building to the street over which the
straat waaroor die teken opgerig is; sign is erected;

(ii) hoogstens 1,2 in hoog moet wees. (ii) not exceed 1,2 in in height.
(b) geen bepaling wat in hierdie artikel verve{ is, verbied (b) Nothing in this section contained shall be taken to

dat tekens wat hoogstens 600 mm diep is, op balke prohibit the painting of signs not exceeding 600 mmoor verandakolomme of op veraudaborswerings ge- in depth on beams over verandah columns, or on
skilder word nie.

parapets of verandahs.

• Tekens wat Uitsteek.
Projecting Signs.

230.(1) Alle tekens wat uitsteek moet reghoekig teen-
oor die boulyn gestel word en moet op 'n hoogte van ten 230.(1) All projecting signs shall be set at right angles
minste 2,75 in bokant die sypaadjie bevestig word. to the building line and shall be fixed at a height of not

(2) Behalwe soos in subartikel (3) bepaal, mag geen less than 2,75 m above the pavement.
tekens wat uitsteek 600 mm in hoogte oorskry nie, en
mag dit nie meer as 900 mm van die gebou af waaraan (2) Save as is provided in subsection (3), no project-
dit vas is, uitsteek tile. ing signs shall exceed 600 mm in height, nor project

more than 900 mm from the building to which they are
(3) Ondanks die bepalings van subartikel (2), kan attached.

groter tekens wat uitsteek, opgerig word mits —
(3) Notwithstanding the provisions of subsection (2),

(a) die eienaar van die gebou of die persoon vir wie die larger projecting signs may be erected provided —
teken opgerig word, aansoek daarom doen, en elle
verantwoordelikheid aanvaar in verband met soda- (a) the owner of the building or the person for whom
nige teken met inbegrip van onderhoud en 'n jaar- the sign is being erected shall make application for,
likse inspeksie om hom aangaande die veiligheid and assume all responsibility in connection with such
daarvan to vergewis, asook aanspreeklikheid vir alle sign, including maintenance, an annual inspection to
verlies of skade aan enige persoon of eiendom wat satisfy himself regarding its safety and liability for
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I

vanwee of op enigerlei wyse voortspruitend uit die all loss or damage caused to any person or property
oprigting, onderhoud of bestaan van sodanige teken by reason of or in any way arising out of the erec-
veroorsaak word; tion, maintenance or existence of such sign;

(b) the design thereof shall be to the satisfaction of the(b) die ontwerp daarv5n tot voldoening van die mad council, and it shall comply in all respects withis en dit in alle opsigte aan hierdie verordeninge vol- these by-laws;
doen;

(c) such sign shall be fixed at right angles to the street(c) sodanige teken reghoekig teenoor die straat en die
voorkant van die gebou waarop dit opgerig is, be-

and the front of the building upon which it is erected;

vestig is; (d) such sign shall be constructed of metal framing and
and shall not exceed

metaalplaat

seenwith metal
(d) sodanige teken van metaalraamwerk gemaak en met coveredc.

from face to face;metaalplaat bedek is, en nie 300 mm in diepte van 300 mm in depth

voorvlak tot voorvlak oorskry nie; (e) such sign shall not exceed a mass of 450 kg or 675
kg in the case of a sign consisting only of the name(e) sodanige teken nie 'n massa van 450 kg oorskry nie, 1

of 'n massa van 675 kg in die geval van 'n teken of a central public entertainment building as

met slegs die naaM van 'n sentrale openbare ver- hereinafter defined;

maaklikheidsgebou, soos hierna omskryf; (f) such sign shall not exceed 9 m in height or 1,5 m
total projection from the building, or in the case of(f) sodanige teken nie hoer as 9 m is of hoogstens 1,5

m in die geheel vanj die gebou of uitsteek nit, of in a sign consisting only of the name of a central pu-

die geval van 'n teken met slegs die naam van 'n blic entertainment building as hereinafter defined, 14

openbare vermaaklikheidsgebou, soos hierna omskryf, m in height and 1,8 m in total projection from the
nie hoer as 14 m of hoogstens 1,8 m in die geheel building: Provided that this paragraph shall not ap-
van die gebou of uitsteek nie: Met dien verstande

ply to ally sign which has been erected prior to thedat hierdie paragratif nie van toepassing op enige
teken is wat voor die datum van publikasie hiervan date of the publication hereof;
opgerig is nie; (g) the sign shall be supported by at least four iron brac-

(g) die teken deur minstens vier ystersteunstukke onder- kets properly fixed to the building, any two of
steun word wat behoorlik aan die gebou bevestig is, which shall be capable of carrying the whole mass
en waarvan enige twee in staat is om die hele massa of the sign, together with wind pressure, against
van die teken to dra, tesame met winddruk, waarteen

which pressure the sign shall be satisfactory braceddie teken op bevredigende wyse verspan en geanker
moet wees; and stayed;

(h) sodanige teken, op ontvangs van 'n kennisgewing (h) upon receipt of a notification by the council under
van die read onder handtekening van die ingenieur the hand of the engineer that such sign is unsafe, it
dat sodanige teken onveilig is, onverwyld verwyder shall be removed forthwith without the payment by

1

word sonder dat die 'mad enige vergoeding van wat- the council of any compensation whatsoever; and
ter aard ook al betaal; en

(i) die eienaar van sodanige teken '11 vorm onderteken (i) the owner of such sign shall sign a form declaring

waarin hy verklaar 'cit hy die voorafgaande voor- himself to accept, and be bound by, the foregoing

waardes aanneem en hom daardeur gebonde ag. conditions.

Tekens Plat Teen Geboue. Signs Flat on Buildings.
1

231.(1) Die totale oppervlakte van 'n teken wat plat 23.1.(1) The total area of any sign placed flat or paint-
teen 'n voormuur van 'nlgebou aangebring of geskilder ed on a front wall of a building shall not exceed 20 m2
word, moet hoogstens 20,m2 ten opsigte van elke 15 m for every 15 m of building frontage to the street whichvan die voorkant van die gebou aan die straat waarop
die teken uitkyk, beslaan, en die maksimum oppervlakte such sign faces with a maximum area of 200 m2.

, van die teken kan hoogstens 200 m2 wees.
1. 1

(2) The maximum projection of such a sign over the
(2) Sodanige teken moet hoogstens 75 nun oor die footway shall be 75 mm where such sign is less than 2,5

looppad of sypaadjie uitsteek indien die teken laer as m above the footway or pavement and 230 mm where
2,5 m bokant die looppad of sypaadjie is, en 230 nun such sign is more than 2,5 m above the footway or

, indien sodanige teken hoer as 2,5 m bokant die looppad pavement.
of sypaadjie is.

(3) In die geval van 'n teken wat uit die naam van 'n (3) In the case of a sign consisting only of the name

openbare vermaaklikheidsgebou bestaan, moet die mak- of a public entertainment building, the maximum height

simum hoogte en lengte van die teken 110 m by 20 111 of and length thereof shall be 10 m by 20 in or alternative-

ly, 20 m by 10 m and the maximum pandersins 20 m by 10 ni wees, en dit moet hoogstens from the face of the wall shall be 230 mmrojectionthereof.230 mm van die muurvlak lof uitstaan.

(4) Ondanks die bepalnigs van subartikels (1) en (3), (4) Notwithstanding the provisions of subsections (1)
kan die raad, waar hy dit iin die belang van die estetiese and (6), the council may, where it considers it desirable
voorkoms van die gebou

:
waarop die teken aangebring in the interests of the aesthetic appearance of the build-

of geskilder word, of van die omgewing van sodanige ing on which the sign is placed or painted or of the
gebou, nodig ag, toelaat of vereis dat die armoring van neighbourhood of such building, permit or require the
enige sodanige teken groter as die voorgeskrewe afme- dimensions of any such sign to be greater than those
tings is. prescribed.
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Kin2/ekens.
•

.
. Sky-signs.

232.(1) Vir die toepassing van hierdie artikel beteken
"kimteken" enige teken, behalwe 'a draaiteken, wat op 232.(1) For the purposes of this •section "sky -sign"

mof bokant die boonste dak of dakborswering of dakrarideans any sign other than a revolving sign erected or

van 'n gebou opgerig of aangebring is, maar sluit nie te- placed on or above the topmost roof or roof parapet or

kens in wat op die dak van 'n gebou geverf is nie. eaves of a building but shall not include any sign painted
on the roof of a building.

.(2): Eike kimteken in sy geheel moet teen 'n perife- .
-

riese skerm of struktuur wat aan die gebou geheg is, (2) The whole of every sky-sign shall be placed against

aangOaring word, welke skerm of struktuur na die raad a peripheral screen or other structure fixed on the' build-

se mening bevredigend is, of moet wees vir die doeleindes ing,. which screen or structure in the opinion of the coun-

in verband met die konstruksie, sterkte, oravang en voor- cil is or will be satisfactory for the purpose in respect of

koms daarvan. the construction, strength, extent and appearance thereof.
. -

(3) Waar enige kimteken . op 'n dak rus, moet daar (3) Where any sky-sign rests upon. a roof there shall
tussen die teken en die dak 'n laag onbrandbare mate- be interposed between the sign and the roof a layer of
riaal ingevoeg wees: Met dien verstande dat indien die non-combustible material: Provided that if the sign rests

teken op 'n betonblad rus, die ingevoegde rnateriaal wa- upon a' concrete slab the material so interposed shall
be waterproof.terdig moet vices. •

•

(4) Die vertikale afineting van enige kimteken, uitge- (4) The vertical dimension of any sky-sign excluding

sonderd die skerm of ander struktuur waarteen dit aan- the screen or other structure against which it is placed
gebring is, mag nie die afinetings in die onderstaande shall not exceed the dimensions shown in the followir"

• •
.Label oorskry nie:. table:—'

. • .

..
. TABEL. .

•

TABLE.
'

Hoogte van Gebou
' Vertikale afineting. Height of Building' .

Vertical dimension
Een of twee verdiepings .... .„. .... .... .... 1,3 In One or two storeys ... ... ..: ... ... ... 1,3 m
Drie of vier verdiepings ..„ .... .... .... 1,9 m •

Three or four storeys .... .... ....
Vyf of ses .verdiepings .... ,... ....• - . .... 2,6 ni

Five or six storeys .... .... .... .... .... .... 2,6 111.Sewo of agt verdiepings .... .... .... .... .... . *3,2 m
Meer as agt verdiepings ..,. .... .... ........ • 4,8 m *Seven or eight 'storeys .... ........ .... .... 3,2 112

Met dien verstande dat die vertikale afmetings• sons in Over eight storeys: - .... .... ............ .... 4,8 in:
die Label gespesifiseer is, na goeddunke van die raad oor-
skry kan word en die lengte en hoogte van die gebou of Provided that the vertical dimensions specified in the
die ,noodsaaklikheld

'

om hYserkamers, tenks of ander table may at the discretion of the council be exceeded.
strukture of Voonverpe op die dak of te skerm in ag ge- regard being had 'to the length and height of the build-

neem .is. ,. ing or to the necessity for screening lift houses, tanks or
. . '

.

(5) Vir die toepassing van subartikel (4), 'word kim-
other structures or objects on the roof.

. • .

tekens, wahr dit bokant mekaar, in dieselfde vertikale (5) ,For the purposes of subsection (4) sky-signs,
vlak al dan nie, opgerig word, as een teken beskou on- where they are placed one above the other, whether or
geag die eienaarskap daarvan. not in the same vertical plane, shall be deemed to bt

(6) Geen kimtekens mag horisontaai verby die grease
one sign irrespective of their ownership.

van, die skerni of ander struktuur waarteen dit ingevolge . (6) No sky-sign shall project horizontally beyond the
subartikel (2) aangebring is, steek nie. limits of the screen or other structure against which it

. .
. .is, placed in terms of subsection (2). .

•
. .

. . ,Hanglampe en -klokke.
,

- Hanging Lamps and Clocks._ .
.

'
233.(1) Elke Thanglarup en -klok moet op 'n hoogte •

van ten rninste 2,75 m - bokant die sypaadjie bevestig
'

23341) Every hanging lamp and clOek shall be fixed
wees. at not less than 2,75 m above the sidewalk. ..

(2) 'n Klok word nie beskou as by die totale hoogte (2) A clock shall not be deemed to be included in the
van 'n teken inbegrepe te wees nie.

'

aggregate height of a sign., .

(3) Die eienaar van enige gebou waarop dit sy voor- - •

(3) The owner of any building upon which it is pro-nemens is, om enige klok op te. rig wat oor die straat
oorhang, moet — posed to erect any clock,overhanging the street shall —

. . • •

(a) :n besitter ter bede van die raad wees, en moet alle (a) be a tenant at Will of the council, and shall assume
• aanspreeklikheid en Verantwoordelikheid in verband • ;all• liability. and 'responsibility in connection • with

. ..
met sodanige klok aanvaar; - -

- - - such'elock; . - ..
. . , .

..-
• ..

(b) aanspreeklikheid aanvaar vir alle verlies of - skade (b) undertake liability for all loss or damage caused to
. 'veroorsaak aan persone of eiendom weens of op • - persons. or, property by reason • of or in - any - way

.
-enigerlei •wyse. voortspruitend uit• die oprigting, on- - • arising out of the erection, maintenance or existence
derhoud of bestaan van sodanige klok; of such clock;
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(c) '11 jaarlikse inspeksig van die klok uitvoer ten elude (c) make an annual inspection of the clock to satisfy
horn van die veiligheld daarvan te vergewis; himself regarding its safety;

(d) sodanige klok in 'n goeie en vertoonhare toestand on- (d) maintain such clock in a good state of repair and in
derhou. en dit op eie koste minstens een keer per a presentable condition, and at his own expense
week deur 'n bevoegde persoon laat sinchroniseer; cause it to be synchronised at least once a week by

(e) sodanige klok verwyder op ontvangs van 'n kennis- a competent person;
gewing van die raad onderteken deur die ingenieur (e) upon receipt of a notice from the council under thewaarin dit van horn iverlang word, binne die tydperk hand of the engineer calling upon him to do so, re-
in sodanige kennisgewing vermeld, sonder dat die move such clock within the time stated insuch raadenige vergoeding van wafter aard ook al betaal; no-

lice, without the payment by the council of any
(f) aan die vereistes van die raad se verordeninge vol- compensation whatsoever;

doen.
comply with the provisions of the by-laws of the(I)

(4) Die eienaar van of die persoon wat sodanige klok
oprig, meet 'n vorm onderteken waarin by verklaar dat council.

by die voorafgaande voorwaardes aanvaar en horn daar- (4) The owner of or person erecting such clock shall
deur gebonde ag. sign a form declaring himself to accept and be bound, by

Sonblindings. the foregoing conditions.

234.(1) Alle sonblindinigs moet op so 'n wyse gemaak Sun-blinds.
-n bevestig word dat dit nie tot binne 2 m van die loop-

ed of sypaadjie neergelaat kan word nie. 234.0) All sun-blinds shall be so made and fixed as

1(2) Behalwe by straatkruisings, moet sonblindings to be incapable of being lowered to within 2 in of the

slegs parallel met die bouljfn geplaas word. footway or pavement.

(3) By straatkruisings moet beide nuwe en bestaande (2) Except at street intersections, sun-blinds shall on-

sonblindings so geplaas word dat hulle nie voertuig- of ly be placed parallel to the building line.
voetgangerverkeer, verkeersligte, straatnaamplate of ander (3) At street intersections sun blinds, both new and
kennisgewings vir die leiding van die publiek, belemmer . .existing, snail be so placed that they shall not cause any
nie. interference with vehicular or pedestrian traffic, traffic

Aatzplak van Biljette en Skuttings. lights, street name plates or other notices for the guid -

ance of the public.
235.0) Geen teken of skutting wat nie aan 'n gebou

aangebring is nie, en geen skutting vir die aanplak van Bill Postings and Hoardings.
biljette mag hoer as 5 m bokant die grondhoogte wees
nie. I 235.(1) No sign or hoarding which is not placed on a

(2) Tekeninge volgens ,'n skaal 1:20 wat die struk- building and no bill-posting hoarding shall exceed 5 in
tuurbesonderhede van die steunstukke, raamwerk, ens., in height above ground level.
aandui, moet tesame met

I
ander besonderhede soon spe- (2) 'Drawings to a scale of 1:20 showing structural

siaal by hierdie verordeninge wat oor tekens handel details of the supports, framework etc., shall be submittedvereis word, by die raad ingedien word. to the council together with other details specially re-

(3) Die ontwerp van sodanige skuttings en tekens (mired under these by-laws dealing with,signs.
moet tot voldoening van die raad wees.

(3) The design of such hoardings and signs shall be

Versierings Tydeus Openbare Vreugdebetonings.
to the satisfaction of the council.

236. Alle versierings, ierligtings- en ander toestelle Decorations During Public Rejoicings.
wat by geleentheid van openbare vreugdebetonings opge-
rig word, moet so opgerig, gerangskik en beveilig wees 236. All decorations, illuminating and other devices
dat dit die gevaar van brand so gering moontlik maak erected on occasions of public rejoicings shall be so
en die publiek teen gevaarl beskerm, en in hierdie opsig- erected, arranged and secured as to minimise the danger

. te moet dit tot voldoening van die raad opgerig en be- of fire, and secure the public against risk to the safis-

veilig word. . faction of the council in these respects.

Vertoonkaste.

nie
Show Cases.

237. Vertoonkaste mag 1,5 m2 in oppervlakte oor- .

237. Show cases shall not exceed 1,5 m2 in area, andskry nie, en mag nie
ineel

as 150 mm buite die boulyn
shall not project more than 150 mm beyond the buildinguitsteek nie.
line.

I

Tekens inag nie aan Verandakolonune Bevestig word tile. -

I
Signs not to be fixed to Verandah Cblumns.

238. Geen teken van enigerlei aard mag aan straatve-
randapale of -kolomme bevestig word nie. 238. No sign of any description shall be fixed to

street verandah posts or columns.

Tekens wat as Besit 1Ier Bede Beskou word. •

I

I
Signs Regarded as Tenancy at Will.

239. Enigiemand wat op of oor enige straat, looppad
of sypaadjie tekens oprig of besit, word 'n besitter ter 239.0) Any person erecting or possessing signs on or
bede van die raad ten opsigte van sodanige tekens geag over any street, footway or pavement shall be .regarded

I
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en indien die raad horn opdrag.gee dat hy enigeen daar- a tenant at will of the council in respect of such signs,
van of alles moet verwyder, moet hy dit binne 14 dae and, if instructed by the Council to remove any or all of
doen sonder enige vergoeding, hetsy vir regstreekse, on- them, shall do so within 14 days without any compensa -

regstreekse of gevolgskade. lion either for direct, indirect or consequential damages.

(2) Die mad kan sodanige tekens verwyder ingeval (2) - The council may remove such signs in the event
daar nie aan sodanige opdrag voldoen word nie, of in- of non-compliance with such instruction or if they are
dien hulle nie ooreenkomstig hierdie verordeninge is the, not in accordance with these by- laws, and the expenses
en die koste van sodanige verwydering is deur gewone of such removal shall be recoverable in the ordinary pro-

regsprosedure verhaalbaar op die eienaar van die gebou cess of law from the owner of the building or from the
of op die persoon aan wie die tekens behoort. person to whom the signs belong.

Plakkate. Posters.

-240. (I) Niemand mag in of in sig van 'n straat of 'n 240.(1) No person shall in or in view of any street or
ander openbare plek binne die gebied wat deur die raad other public place within the area defined by the council
van tyd tot tyd omskryf word, 'n plakkaat of ander ad- from time to time, display or cause, permit or suffer to
vertensie (die uitdrukking omvat in hierdie artikel enige be displayed any poster or other advertisement (which
advertensietoestelsel) vertoon, laat vertoon, toelaat of expression in this section includes any advertising device)
duld dat dit vertoon word the met die doel om 'n verga- with a view to advertise any meeting, function or event

dering, byeenkoms of geleentheid vir sport-, opvoedkun- of a sporting, educational, charitable, political or any

dige- , liefdadigheids-, politieke of ander doeleindes, of om other character or the candidature or nomination of any
iemand se kandidaatskap of nominasie vir of ander be- person for, or other interest of any person in, an ell
lang by, 'n Parlements- , Transvaalse Provinsiale Raads- tion to Parliament, the Transvaal Provincial Council
of 'n raadsverkiesing to adverteer nie. the council. ,

(2) No person shall in or in view of any street or other
. (2) Niemand mag in of in sig van '13 straat of 'n an-

public place outside the area defined by the councilder openbare plek buite die gebied wat deur die raad
front time to time and within the municipality, displayvan tyd tot tyd omskryf word en binne die munisipaliteit or cause, permit or suffer to be displayed any poster or'n plakkaat of ander advertensie, soos dit in subartikel

(I) beskryf word, vertoon of laat vertoon, toelaat of other advertisement as described in subsection (1) unless

duld dat dit vertoon word nie, tensy hy eers die skrifte- he has first obtained the permission of .the council, to

'like toestemming van die raad, wat deur die ingenieur be given in writing under the hand of the engineer: Pro -

onderteken meet word, verkry het: Met dien verstande vided that no permission shall be given for the display

dat Been toestemming verleen word om 'n plakkaat of of any poster or other similar advertisement having refer-

ander soortgelyke advertensie to vertoon wat betrekking ence to any commercial undertaking or activity or to any

het op 'n handelsonderneming of -bedrywigheid of op activity which in the opinion of the engineer is primarily

enige bedrywigheid wat na die mening van die ingenieur or mainly of a commercial character.
i. allereers of hoofsaaklik van 'n kommersiele aard is nie. (3) Any person who, in the exercise of a permission

(3) Enigiemand wat tilt hoofde van 'n toestemming granted in terms of subsection (2), displays or causes or

wat ingevolge subartikel (2) verleen is, - in 'n straat of suffers to be displayed in a street or other public place
'

ander openbare plek 'n plakkaat of 'n ander advertensie a poster or other advertisement, shall comply with or
vertoon; last vertoon of duld dat dit vertoon word, moet cause to be complied with the following requirements:—
aan die volgende vereistes voldoen of sorg dat dit nage-
kom word:— -„ .., (a) The poster or other advertisement shall be attache4

• in such a,manner that it will not become wholly or
(a) Die plakkaat of ander advertensie moet, op so 'n partially dislodged by wind or rain, to a neat andwyse aan 'n .netjiese en sterk bord van bout of 'n

ander geskikte 'material 'wat die ingenieur moet
. strong board made of wood or other suitable mate-

_ . goedkeur, - bevestig word, dat dit nie vanwee wind of rial approved by the engineer, and neither such
reen heeltemal of gedeeltelik los sal raak nie, en board nor other material nor 'the poster nor the ad-

, nog die bord of ander materiaal, nog die plakkaat
, vertisement itself shall measure more than 900 mm

of advertensie self mag groter as 900 mm by 600 •

by 600 mm.
mm wees nie. .

(b) A board or material as prescribed in terms of para-
(b) 'n Bord of materiaal soos ingevolge paragraaf (a). graph (a) shall not be placed on or against or at-

voorgeskryf, mag nie•geplaas word op of teen of be Graph
to or otherwise supported by any transformervestig word aan, of andersins gestut word deur, enige

transformatorkas, gelei- of telegraafpaal, verkeerslig box, electricity or telegraph pole, traffic - light or
of -teken of ander bouwerk of voorwerp wat deur sign or other structure or object erected by the coun-
die raad, die Provinsiale Raad of die Regering van cil, the Provincial Council of the Government of the
die Republiek opgerig is the of, tensy dit met 'n tou Republic or, save by means of cord or strong string,of 'n sterk' lyn geskied, aan 'n boom wat in 'n straat,

be attached to any tree growing in a street, parkpark of ander openbare plek staan, bevestig word
. .

nie. or other public place.
.

f
(c) Behoudens enige bepaling wat in paragraaf (b) ver- (c) Without prejudice to anything contained. in para-

vat is,.moet.'n bord of materiaal soos ingevolge paj graph (b), a board or material as prescribed in terms
ragraaf (a) voorgeskryf, met draa'd van utters 4 mm 'of paragraph- (a), shall be firmly fastened to a strong
en ten minste 3 mm in deursnee styf aan 'n sterk en and stable support 'by means of wire not exceeding

" ' I

''sfewige stut vasgeheg •word.'• • • - ' . 4 mm and riot less than .3 mm diameter. . :
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(d) Geen bord of materl iaal, coos voormeld, moet op so (d) No board ofmaterial as aforesaid shall be placed on
'n plek geplaas of bp so 'n wyse bevestig word dat such a place or in such a manner as is likely, in the
dit na die raad set mening moontlik 'n gevaar vir opinion of the council, to constitute a danger to
voertuigverkeer of 4oetgangers in 'n straat of op 'n vehicular traffic or pedestrians in any street or other
ander openbare plek, inhou nie. public place.

I

(e) Geen plakkaat of ander advertensie met betrekking (e) No poster or other advertisement relating to a meet-
dot 'n vergadering, byeenkoms of geleentheid, uitge- ing, function or event, other than an election, shall
sonderd 'n verkiesing, mag langer as 14 dae voor die be displayed for longer than 14 days before the day
dag waarop dit 'n aanvang neem en 'anger as 3 dae • on which it begins and longer than 3 days after the
na die dag waarop, dit geeindig het, vertoon word day on which it ends.
nie. (f) Any person who displays or causes, permits or suf-

(f) Iemand wat enige plakkaat of ander advertensie ver- fers to be displayed any poster or other advertise-
toon, laat vertoon of toelaat of duld dat dit vertoon ment, shall first have furnished the council with a
word, moet eers 'n skriftelike verklaring aan die raad

statement, in writing, mentioning the street in or in
'erstrek waarin by rneld in watter straat of in sig van
watter straat en watter straaticruising naaste aan die view of which and the intersection nearest to which

plek is waar elke sodanige plakkaat of ander adver- every such poster or other advertisement will be dis-

tensie vertoon sal word. played.

(4) (a) Daar moet aan die vereistes wat in die volgende (4)(a) The requirements prescribed in the succeeding
mbparagrawe van hierdie subartikel voorgeskryf word, paragraphs of this subsection shall be complied with in
ioldoen word ten opsigte van plakkate of ander adver- respect of posters or other advertisements relating to a
tensies wat op 'n Parlements-, Provinsiale Roads- of mu- parliamentary. Provincial or municipal election: Provided
nisipale verkiesing betrekking het: Met dien verstande.
dat niks wat in hierdie subartikel vervat is, betrekking that nothing in this subsection contained shall apply to

op 'n plakkaat of ander advertensie betreffende sodanige a poster or other advertisement relating to such an elec.

verkiesing het Die wat —, lion which —

(0 heeltemal binne 'a vaste perseel aangebring is, (i) is located entirely inside fixed premises, that is
dit wil se wat op 'n ander plek op so 'n perseel to say, is displayed elsewhere on such premises
aangebring is as op 'n buitemuur of aan die than on an exterior wall or on the outside of
buitekant van 'n herring wat kennelik die grens I

van die perseel unmask; any fence forming the apparent boundary of
. I

(ii) vertoon word in of op 'n private motorvoertuig
the premises;

wat in 'n straat of op 'n ander openbare pick (ii) is displayed in or on a private motor vehicle

geparkeer is of bestuur word in die loop van die parked or being driven in a street or other pu-

normale gebruik van sodanige voertuig; blic place in the course of its normal use as

(iii) vertoon word by 'n verkiesingskandidaat se ko- such a vehicle;
miteekamers wat duidelik as sodanig aangedui (iii) is displayed at the committee rooms, clearly
moet wees; of marked as such, of a candidate in an election;

(iv) bevestig is aan 'n skutting wat vir die vertoon' or
van advertensies gelisensieer is. . (iv) is affixed to a hoarding licensed for the display

(b) Ten opsigte van elke kandidaat mag daar niters of advertisements.

100 plakkate of ander advertensies op enige enkele tyd-
stip in enige munisipale wyk, en uiters 200 in enige par- ,

(13) 'In respect of each candidate not more than 100

lementere kiesafdeling, vertoon word.
1 posters or other advertisements shall be exhibited at

I . any one time in any municipal ward and not more than
1(c) Geen plakkaat of ander advertensie mag langer as 200 shall be so exhibited in any parliamentary con-

'n tydperk wat strek van die begin van die nominasiedag. stituency.

of tot die einde van die vierde dag nn middernag van diet (c) No poster or other advertisement shall be dis-
verkiesingsdag vertoon word nie.

. played for longer than the period extending from the be-

(d) Advertensies kan in die vorm van baniere wat ginning of the day of nomination to the end of the fourth
uiters 1 m by 4 m groot is, vertoon word en daar kan day after midnight of the day of the election.
uiters drie hiervan in elke tnunisipale wyk en vyf in elke (d) Advertisements may be displayed in the form of
parlementere kiesafdeling wees. banners not exceeding 1 m by 4 m in size or three in

number in each municipal ward and five in each par-
(5) Daar mag met betreklcing tot enige vergadering,

liamentary constituency.
byeenkoms of geleentheid, uitgesonderd 'n verkiesing,
hoogstens 40 plakkate of ander advertensies op dieselfde (5) Not more than 40 posters or other advertisements

,

tyd vertoon, word. shall be displayed at any one time in relation to any

(6) Daar mag, hetsy daar ingevolge die bepalings van,
meeting, function or event, other than an election.

subartikel (2) vergunning ilaartoe verleen is al dan nie, (6) No poster or other advertisement shall be placed
geen plakkaat of ander adimrtensie in 'n straat of op 'n in a street or other public place, whether or not by vir-
ander openbare plek geplaas word nie, tensy die toepas- tue of permission given in terms of subsection (2), un-
like bedrag wat in Bylae 2 hierby voorgeskryf is, by wyse less the appropriate sum prescribed in Schedule 2 here-

van 'n deposito aan die raad betaal is. to -has been paid to the council by way of deposit.
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- (7) Elke deposito wat ingevolge subartikel (6) betaal (7) Every deposit paid 'in terms of subsection (6)
is, word, behoudens die bepalings van subartikel (8), te- shall, subject to the provisions of subsection (8), be
rugbetaal wanneer al die plakkate of ander advertensies refunded when and not before all the posters or other
waarop die deposito betrekking het, tot voldoening van advertisements to which the deposit relates, have been
die raad verwyder is, en nie voor did tyd.nie. removed to the satisfaction of the council.

• 1(8) Iemand wat, nadat hy 'n advertensie vertoon of (8) Any person who, having displayed or caused to
laat vertoon het, versuim om dit .te verwyder of te laat .

ne displayed any advertisement, fails to remove it or
verwyder binne die tydperke wat ingevolge subartikel cause it to be removed within the periods prescribed in
(3)(e) of subartikel (4)(c) voorgeskryf is, begaan 'n terms of subsection (3)(e) or subsection 4(c) shall be
misdryf en benewens enige boete wat hy ingevolge subar- y of an offence and shall, in addition to any penal-
tikel (9) (a) moet betaal, verbeur by ook die deposito imposed upon him in terms of subsection (9) (a), for-
met betrekking tot die advertensies wat ingevolge subar-

fY.eii. itthe deposit relating to made in terms of subsection
tikel (6) betaal is of 'n deel van die deposito wat die -

(6) or such proportionate part of that deposit as the
raad in verhouding tot die getal plakkate of advertensies council shall assess having regard to the number of posters
wat nie verwyder is nie, kan bepaal. •

-or advertisements not removed.
(9) (a) Iemand wat in of in sig van 'n - straat of 'n

ander openbare plek 'n plakkaat of ander advertensie (9) (a) Any person who displays or causes or suffers

vertoon of laat vertoon of duld dat dit vertoon word to be displayed any poster or other advertisement in or

sonder dat hy ingevolge subartikel (2) verganning'daar- in view of any street or other public place without hav-

toe verkry het, en iemand wat, nadat hy die betrokke ing obtained permission to do so in terms of subsection
.(2) and any person who, having obtained permission ac'vergunning verkry het, ten opsigte van '11 plakkaat of

.advertensie versuim om to voldoen aan die bepalings aforesaid, fails in respect of a poster or advertisement I

van hierdie artikel of wat andersins enige bepaling daar- comply with any provision of this section or who other-

van oortree, begaan 'n misdryf en is by skuldigbevinding wise contravenes any provision thereof, shall be guilty of

strafbaar met 'n boete van hoogstens RI00. an offence and liable, on conviction thereof, to a penal-
ty not exceeding RI00.

(b) Wanneer iemand ingevolge hierdie artikel aange-
kla word van misdryf met betrekking tot 'n plakkaat (b) When any person is charged with an offence un-

of ander advertensie, rus die bewyslas op horn en moet .der this section relating to any poster or advertisement,
.hy bewys dat hy nie die plakkaat of advertensie vertoon the onus shall rest on him of proving that he neither dis-
of last vertoon of toegelaat of geduld. het dat dit vertoon f

played the poster or other advertisement nor caused, per-
word nie. . . mined or suffered it to he displayed.

(c) Iemand wat 'n plakkaat of ander, advertensie in.
.of in sig van 'n straat of ander .openbare plek vertoon, (c) Any person who displays or causes, permits or
last vertoon of toelaat of child dat dit daar vertoon word suffers to be diSplayed in or in view of any street or
'en enigiemand enders, uitgesondercrn •polisiebeampte of . Other public place any poster or other advertisement and
enige ander persoon wie se ,plig dit is om hierdie veror- any person other than a police officer or other person
deninge toe te pas, wat deur die persoon wet vir die ver-

.charged with the enforcement of these by- laws, who istoning van die plakkaat of ander advertensie 'Verantwoor-
delik is, gemagng is om dit te verwyder; word as die ver- authorized by the person respcinsible for the display of
toner daarvan beskou terwyl dit soos hierbo uiteengesit the poster or other advertisement to remove it, shall be
is, vertoon word. • deemed to be the displayer thereof so long as it is dis-

(d) Iernand wat, hetsy alleen' of main met iemand an- played as aforesaid.- - •

ders, verantwoordelik is vir, die reeling van, of war' - . •

in beheer staan van, 'n vergadering, byeenkoms of &Ye;
(d) -

- Any
-
-person who is either alone or jointly with

leentheid waarop 'n plakkaat of . ander advertensie be- . any other person responsible for organizing, or in con-
-trekking het, word, tot tyd en wyl die teendeel bewys is, trol of, any meeting, function or event to which a poster
beskou as die persoon wat elke plakkaat wat vertoon. or other advertisement relates shall, until the contrary be
word .en wat op daardie vergadering, byeenkoms of ae- *

a • proved, be deemed to have displayed or to have caused,
leentheid betrekking het, vertoon het, laat vertoon, of •

toegelaat of geduld het dat dit vertoon word. permitted or suffered to be displayed every poster which
•

; is displayed relating to that meeting, function or event.
(e) Daar word geag dat die eienaar en die okkupant

van die grond of 'ri perseel waarop plakkaat of ander (e) -The owner and the occupier of land or premises
advertensie strydig met hierdie artikel vertoon word, 'n on which any poster or other advertisement is displayed

-misdryf begaan het tensy hy in enigeen van die gevalle in contravention of this section, shall be deemed to be

.bewys dat by nie - van die vertoning van die plakkaat of guilty of an Offence unless in either case he proves that

ander advertensies geweet het nie, of dat hy nie deur )2: he did not know of or could not by the exercise of
redelike mate van waaksaamheid aan die dag to le, daar- i reasonable diligence have known of or prevented such

van kon geweet het of dit kon verhinder het nie. display.

(f) Die raad kan, sonder om enigiemand daarvan ken- (f) The council shall be entitled without giving notice
nie te gee, self enige advertensie verwyder en vernietig • to anyone, itself to remove and destroy any advertise-
wat sonder sy vergiuming ingevolge subartikel (2) of ment displayed - without its permission having been ob-

wat in stryd met enige bepaling van hierdie artikel ver- ; tained in terms of subsection (2) or in contravention of
Mon word, of wat nie verwyder is binne die tydperK any provision of this section or which has not been re-

-wat ingevolge subartikel (3)(e) of subartilcel (4)(c) moved within the period specified in terms of subsection
voorgeskryf is nie, of wat in enige opsig strydig is met , (3) (e) or subsection (4) (c), or which constitutes in any
die bepalings van hierdie artikel, en die persoon wat enige rasped a contravention of the provisions of this section,
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sodanige advertensie ver oon het of dit laat vertoon het and the person who displayed any such advertisement or
of toegelaat of geduld het dat dit vertoon word, is ver- caused, permitted or suffered it to be displayed shall be
plig om aan die raad die koste van genoemde verwyde- : liable to refund to the council the cost to be assessed
ring en vernietiging wat ,deur die raad bepaal en van die and deducted by the council from the deposit made, of
gestorte deposito afgetrek moet word, te vergoed, en is the said removal and destruction, and in addition shall
boonop skuldig aan 'n miadryf. be guilty of an offence.

I
.

HOOFSTUK XIII. CHAPTER XIII.

HEININGS EN SKUTTINGS VIR DIE BESKERMING
VAN DIE PUBLFEK: GEVAARLIKE GEBOUE. FENCES AND HOARDINGS FOR PROTECTION OF

I

THE PUBLIC: DANGEROUS BUILDINGS.

Beskerming van Uitgrawings. -

d
241.(1) Niemand mag (enige grond of ander materiaal

Excavation Safeguars.

wat enige fondament, munr of ander struktuur slut, tut- .

grawe of verwyder of toelaat dat dit uitgegrawe of ver- 241.(1) No person shall excavate or remove or cause

wyder word nie, tensy :sodanige fondament, muur of or permit to be excavated or removed any earth, soil or
struktuur doeltreffend enlstewig geskoor, gestut, gehei of other material supporting any foundation, wall or other

structure unless such foundation, wall or structure has
)p 'n ander wyse gesteun

in
beveilig word.

I

been effectively and rigidly supported and 'made safe by
(2) Die eienaar van grond waarop uitgrawingswerk ge- shoring, strutting, piling or other means.

doen is of gedoen word, df die persoon in beheer van uit- (2) The owner of the land on which an excavationgrawingswerk, meet toesien of toelaat dat sodanige uit-
has been or is being made or the person in charge ofgrawings omhein en veilig Ige.maak word.
such excavation shall cause or permit such excavation

(3) Behalwe waar die raad se ingenieur dit skriftelilc to be fenced and made safe.
anders toelaat, moet die symure van enige uitgrawing wat .

(3) Save where the council's engineer otherwise per-meer as 1,5 m diep is, ongeag die bepalings van subartikel mits in writing, the side walls of any excavation which(1), deur middel van skoring, stutting, hetwerk of op 'n
] ander doeltreffende wyse gestut word en dit moet, na ge- is more than 1,5 m in depth shall, irrespective of the

lang die werk vorder, dermate volgehou en uitgebrei word provisions of subsection (1), be supported by shoring,
] dat volgehoue doeltreffende steun verleen word. strutting, piling or other effective means, which shall as

the work proceeds, be continued and extended to the.ex-
(4) Niemand mag enige grond of ander materiaal op tent necessary to ensure continued effective support.

enige terrein wat meer as 3 in onder enige straatvlak of die
vlak van 'n ander openbare plek wat by die raad berus .(4) No person shall excavate or cause or, permit to be

en reg gangs sodanige terrein geled is, uitgrawe of gelas excavated any soil or other material from any land at a

of toelaat dat dit uitgegrawe word nie, tansy die ingenieur depth exceeding 3 m below the surface of any street or
skriftelik 'n permit vir die doel aan ]tom uitgereik het. other public place vested in the council, and immediately

adjoining such land, unless he has been granted a written
(5) Waar 'n beoogde uitgrawing op 'n terrein teen 'n permit for the purpose by the council's engineer.

diepte van meer as 3 In ender die vlak van 'n straat of
ander openbare plek wat by die raad berus en wat reg- (5) Where a proposed excavation on any land will in-

langs sodanige terrein gelee is, 'tt lyn kruis wat 45° on- tersect, at a depth of more than 3 m below the surface

'der die horisontale lyn vanaf enige punt op die grondvlak of any street or other public place vested in the council
- 1,,ngs die gemeenskaplike grens van sodanige grond en and immediately adjoining such land, a line projected at

g,maemde straat of ander openbare plek geprojekteer is, 45° below the horizontal line from any point at ground
moet die eienaar van die grond, alvorens hy met uitgra- level along the common boundary of such land and the
wingswerk begin, 'n gekwalifiseerde raadgewende Inge- said street or other public place, the owner of the land
genieur in diens neem om: toesig oor die werk te hou en shall, before commencing such excavation, engage a quail-
moet hy, as die raad aldus' versoek, die volgende inligting fled consulting engineer to 'supervise such work and shall

,
aan die raad verstrek:—

• if required to do so by the council, furnish the council
. with the following information:—

(a) Besonderhede van die aard en fisiese eienskappe van
- die materiaal wat uitgegrawe gaan word; (a) Particulars regarding the nature and physical proper-

] ties of the materials to be excavated;
(b) die prosedure wa gedurende die uitgrawingswerk-

saamhede gevolg gaan word; (b) the procedure to be followed during excavation ope-

(c) besonderhede van voorsorgmaatreels wat getref gaan
rations; .

.

word om te voorkom dat die symure van die uitgra- (c) details of precautions to be taken to prevent the col
wings instort;

1

. lapse of the side walls of the excavation;

(d) werktekeninge en berekenings met genoeg besonder- (d)' working drawings and calculations in sufficient detail
hede om aan te toon iof die voorgestelde steun- en to show the adequacy of the proposed support and
keermaatreels doeltreffend is en of die veiligheidsgrens

.
retaining devices and sufficiency of the margin of

teen instorting toereikend is. safety against collapse.
1

•

(6) As enigiemand strydig met subartikels (4) en (5) (6) Should any person cause or permit an excavation
gelas of toelaat dat 'n uitgrawing gemaak word, of as die to be made in contravention of subsections (4) and (5)
raad se ingenieur te eniger tyd daarvan oortuig is dat 'n or should the council's engineer at any stage be satisfied
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uitgrawing op so 'n wyse uitgevoer word dat dit 'n gevaar that any excavation is being carried out in a manner
vir mense of eiendom inhou, kan die raad se ingenieur, dangerous to persons or property, the council's engineer
ondanks enige ander bepaling van hierdie verordeninge of may notwithstanding any other provision of these by-
van enige ander wet of vervolging daarkragtens, skriftelike laws or any other law or any prosecution thereunder, by
kennisgewing aan die eienaar van die eiendom of aan die notice in writing served on the owner of the property or
persoon in beheer van die uitgrawing beteken waarby on the person in charge of the excavation, order the ces-
gelas word dat werk aan die uitgrawing gestaak moet word sation of work on the excavation until the excavation
totdat die uitgrawing tot sy voldoening veilig gemaak is, has been made safe to his satisfaction, and give such
en kan hy sodanige opdragte gee wat na sy mening nodig instructions for the rendering safe of such excavation as
is om die uitgrawing veilig te maak. may, in his opinion, be required.

(7) Enigiemand wat nalaat om onverwyld gehoor te gee (7) Any person who fails forthwith to comply with a
aan 'n kennisgewing wat ingevolge subartikel (6) uitge- notice issued in terms of subsection (6) shall be guilty of
reik is, is skuldig aan 'n misdryf en is by skuldigbevinding an offence and shall, on conviction, be liable to a fine
strafbaar met 'n boete van hoogstens R100 of gevangenis- not exceeding R:100 or to imprisonment for a period not
straf vir 'n tydperk van hoogstens ses maande of beide exceeding six months or to both such fine and imprison-

sodanige boete en gevangenisstraf, en is vir elke dag of ment, and for every day or part of a day during which
gedeelte van 'n dag daarna wat hy nalaat om aan die ken- such non-compliance thereafter continues, he shall be
nisgewing gehoor te gee, skuldig aan 'n afsonderlike mis- guilty of a separate offence and liable, on conviction, to
dryf en is by skuldigbevinding strafbaar met 'n boete van a fine not exceeding R50 or imprisonment for a period
hoogstens R50 of gevangenisstraf vir 'n tydperk van hoog- not exceeding three months or to both such fine and im-

stens drie maande of met beide sodanige boete en ge- prisonment.
vangenisstraf.

(8) No decision given or permit issued by the council
(8) Dit word geag dat geen beslissing wat die raad se in- engineer in terms of this section and no compliance by

genieur ingevolge hierdie artikel gee of permit wait by any person with the provisions thereof shall be deemed to
daarkragtens uitreik, en geen nakoming van die bepa- imply the acceptance by the council of any responsibility
ligns daarvan deur enigiemand, beteken dat die raad

or liability for any damage or injury arising out of any
verantwoordelikheid of aanspreeklikheid aanvaar vir skade
of besering as gevolg van enige werk of uitgrawing nie, of work or excavation nor shall it relieve any person con-

dat enigiemand wat sodanige werk uitvoer, of gelas of toe- ducting such work, or causing or permitting it to be con-

laat dat dit uitgevoer word, van aanspreeklikheid vir so- ducted, from liability for such injury or damage.
danige skade of besering onthef word rile.

(9) The provisions of this section shall be supple-

(9) Die bepalings van hierdie artikel is ter aanvulling mentary to those of the Factories Act and the Regula-
van die van die Fabriekswet en die Regulasies daarkragtens lions framed thereunder.
uitgevaardig. •

(10) Any reference in this section to the council's
(10) Waar daar in hierdie artikel van die raad se inge- engineer shall be deemed to include a reference to the

nieur melding gemaak word, word geag dat dit die raad council's chief building surveyor or inspector or to any
se hoof boutoesigbeampte of -inspekteur of enigiemand
wat van tyd tot tyd aangestel word om in die hoedanigheid person appointed from time to time to act in that ca-

te dien, insluit. packy.

Permit to Hoard in Footway.
Permit vir Skutting op Looppad.

242.(1) 'Every person who erects, removes, alters, re-
242. Elkeen wat 'n gebou oprig, verwyder, verbou, pairs or paints any building or carries out any excavation,

herstel of verf, of wat enige uitgrawing uitvoer, waarvan any part of which is within 2 m of a street shall, beforeenige gedeelte binne 2 m van 'n straat is, moet, alvorens
met edge sodanige werk aanvang gemaak word, 'n commencing any such work, enclose or cause to be en-

ruimte omsluit of laat omsluit voor sodanige gedeelte van closed a space in front of such part of such building
die gebou soos hierbo genoem. aforesaid.

(2) Indien die omsluiting enige gedeelte van 'n gnat (2) If the enclosure occupies or projects over any
in beslag neem of daaroor uitsteek, moet sodanige per- portion of a street, such person shall apply for a permit
soon om 'n permit aansoek doen soos hierinlater bepaal: as hereinafter provided: Provided that if the person mak-
Met dien verstande dat indien die persoon wat aansoek ing the application is not the owner of the building or
doen nie die eienaar is van die gebou of grond waarop land on which the work is done or is to be done, such
die werk verrig word of verrig gaan word nie, sodanige owner shall, to acknowledge that he is aware of it, coun-
eienaar die aansoek moet mede-onderteken as bewys dat tersign the application.
hy daarvan bewus is.

(3) No person shall erect in any street any hoarding,
(3) Sonder 'n voorafverkree skriftelike permit van die fence or scaffolding or any planked shed for any pur-

raad, mag niemand in enige straat enige skutting, beining pose whatsoever or make any enclosure for the purpose
of steierwerk op enige plank-afdak vir enige doel hoege- of depositing building or other materials or plant or for
naamd oprig nle, of enige omsluiting maak vir die doel any other purpose without a written permit first having
om bou- of ander materiale of uitrusting daar te plaas, been obtained from the council.
of vir enige ander doel nie.

• (4) No demolition work shall be commenced without
(4) Geen slopingswerk mag begin word sonder 'n voor- a written permit first having been obtained from the

afverkree permit van die raad nie. council.
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(5) Die raad beslis welke deel van die straat nodig is .(5) The council shall determine what portion of the
vir die doel om enige bquwerksaamhede nit te voer en street is necessary for the purpose of carrying out any
moet in alle gevalle waar by nodig ag dat enige straat vir building operations, and shall in all cases in which it shall
sodanige doeleindes gebruik moet word, 'n skriftelike deem it necessary that any street shall be used for such

permit toestaan waarin uitpengesit word welke gedeelte vir purposes, grant a permit in writing setting forth the por-
sodanige doel in beslag geneem kan word, asook die voor- don which may be occupied for such purpose and the
waardes waaronder sodanige permit toegestaan word. conditions whereunder such permit is granted.

(6) Die raad behou honk die reg voor om uitreiking van (6) The council reserves the right to withhold the issue
permitte, kragtens hierdie artikel vereis, te weerhou totdat of the permits required in terms of this section until all
alle gelde en deposito's soos in hierdie verordeninge bepaal, fees and deposits laid down in these by- laws have been
betaal is, en die aanname van enige sodanige permit deur paid and the acceptance of any such permit by the appli-
die applikant sonder beswaar word geag 'n aanduiding dat cant without demur shall be taken to indicate that all
al die rande, geute en ander werke in goeie orde en toe- kerbs, gutters and other works were in good order and
stand was op die datum van sodanige permit. condition on the date of such permit.

(7) Die terrein en presise ligging van die gedeelte van (7) Every permit granted by the council for the erec-
die straat waar die omsluiting oorsteek of bedekking don of a hoarding, fence, scaffolding or an enclosure or
toegelaat is, en die tydperk waarvoor die permit verleen a planked shed, shall specify the area and precise position
is, moet aangegee word in elke permit wat die mad vir of that part of a street where the enclosure, overhanging
die oprigting van so 'n slanting, omheining, steierwerk, or covering of which is permitted and the period for
omsluiting of plank-afdak, !uitreik. which the permit is granted.

(8) Indien 'rt permit vin 'n skutting, omheining, steier- (8) On the granting of a permit for a hoarding, fence,
erk, omsluiting of plank-afdak uitgereik word, moet die scaffolding, enclosure or planked shed, a fee shall be

persoon aan wie die permit uitgereik word, vir elke week payable for every week or part of a week of the curren-

of gedeelte van 'n week wat sodanige permit geldig bly, cy of the permit by the person to whom the permit is
aan die raad 'n vordering betaal wet betoken word in die granted, which fee shall be calculated in the case of a
geval van 'n sktting, omheining of steierwerk teen 6c per hoarding, fence, or scaffolding at the rate of 6c for every
m2 van die straatgedeelte wat daardeur omsluit of bedek m2 of a street enclosed, overhung, covered or in any way
word of waaroor dit 'n oorstek vorm, of op enige wyse .obstructed thereby, and in the case of a planked shed
versper, en in die geval van 'n plank-afdak wat nie die which does not obstruct a street, at the rate of 3c for
straat versper nie, teen 3c per m2 van die straat waaroor every m2 of the street overhung or covered thereby.
dit 'n oorstek vorm of bedek.

(9) The person to whom a permit is granted in terms
(9) Die persoon aan wie die permit ingevolge hierdie of this section, if he is a different person, and the, owner

artikel uitgereik word, as by nie dieselfde persoon is nie, of the land on which the building operations to which the
en die eienaar van die grond waarop die bouwerk waarop permit relates are carried on, shall be jointly and several-
die permit betrekking het, verrig word, is gesamentlik en ly liable for the fees prescribed by this section.
afsonderlik aanspreeklik vir die betaling van die gelde
by hierdie artikel voorgeskryf. (10) The person to whom the permit is granted, shall

(10) Die persoon aan wie die permit uitgereik word, pay in advance in respect of every parking meter, the re-

moet vir elke parkeermeter die verwydering waarvan al- moval whereof has been so necessitated, the charges as-

dus genoodsaak word, vooruit die gelde soos beraam deny sessedby the chief traffic officer, or any other person

die hoofverkeersbeampte of sodanige ander persoon b-e- duly authorized thereto by the council, regard being had

hoorlik. deur die raad daartoe gemagtig, betaal met inag- to charges prescribed by the council for parking regulated

Leming van die gelde vir ineterparkering deur die raad by meter.

voorgeskryf.
Prescribed Width of Hoardings.

Voorgeslcrewe Wydye van Skuttings. 243.(1) The extent of ground forming portion of the

243.0) Die hoeveelheid grond wat deel van die straat street which shall be allowed to be occupied as aforesaid
is en opgeneem kan word Sops voornoem, mag in geen shall not in any case exceed 3,5 m in width, measured
geval wyer as 3,5 m wees nie, gemeet vanaf, en reghoekig from and at right angles to the frontage of the ground

,
teenoor die frontwydte van (grond wat aan die openbare adjoining the public sidewalk, and in length shall extend
sypaadjie grens, en in lengte'moet dit langs soveel van die
frontwydte strek as wat na 'die mad se mening nodig is, along so much of the frontage as shall. in the opinion
en geen ander gedeelte van 'die straat mag gebruik word of the council, be necessary. and no other portion of the
vir die doel om stene, (calk) vullis of enige ander mate- street shall be used for the purpose of depositing bricks,
riale of uitrusting te pleas in 1verband met sodanige gebou, lime, rubbish or any other materials or plant in connec-
verwyderings, verbouings of herstelwerke nie. lion with such building, removals, alterations or repairs.

(2) Die raad kan na sy gqeddunke 'n groter wydte van
skutting toestaan as wat in subartikel (1) bepaal word. (2) The council may, in its discretion, permit a greater

width of hoarding than is provided in subsection (1).
I

Digfte Skuttings.
Close Hoardings.

244.0) Enige gedeelte van die straat, vir die gebruik
waarvan 'n permit uitgereik 1 word soos voornoem, moet 244.Q) Any portion of the street for use whereof a
onverwyld deur die persoon Iwat sodanige permit verkry, permit shall be given as aforesaid shall be forthwith en-
omsluit word met 'n skutting of digte heining van soda- closed by the person obtaining such permit with a hoard-
nige konstruksie en voorkom's as wat na die raad se me- . ing or close fence of such construction and appearance
ning nodig is. I as, in the opinion of the council, shall be necessary.



102 PROVE NCAL GAZETTE, EXTRAORDINARY, 7 NOVEMBER, 1974

(2) Enige sodanige slanting of heining moat ten minste (2) Any such hoarding or fence shall be not less than
2 m en hoogstens 3 m hoog wees, behalwe in gevalle waar- 2 m nor more than 3 m high, excepting in the cases for
voor spesiale voorsiening hierinlater gemaak word, en which special provision is made hereinafter, and such
sodanige skutting of heining moet voldoende geanker en hoarding or fence shall be adequately stayed and secured
vasgesit word om winddruk of druk van 'n skare mense to resist the pressure of wind or of a crowd of people,
to kan weerstaan, en moet regop in 'n goeie toestand ge- and shall be maintained standing and in good condition
bon word tot voldoening van die raad en vir beskerming to the satisfaction of the council to protect the public
van die publiek en verkeer. and traffic.

Hoekstkutitings. Corner Hoardings.

245. In die geval van hoekpersele moet die skutting of 245. In the case of corner stands, the hoarding or fence
heining uitgeskuins word by die hoek van die frontwydte shall be splayed off at the angle from the frontage line
af in elke straat en die hoogte van die gedeelte van die in each street, and the height of the portion of the hoard-

aldus geskuinste skutting, en langs die ander frontwydtes •ing so splayed and along the other frontages for a dis-
tot 'n afstand van 1,5 in van elke hoek af, moet presies lance of 1,5 m from each angle shall be 1,25 m in height,
1,25 m hoog wees, behaiwe in gevalle waarvoor spesiale neither more nor less, except in the cases for which spe-
voorsiening hierinlater gemaak is. Alle hoeke van skut- cial provision is made hereinafter. All angles of hoard-
tings moet teen 'n hoek van 45 grade uitgeskuins word op ings shall be splayed off at an angle of 45 degrees at a
'n afstand van ten minste 1,5 m van die punt af waar 'distance of not less than 1,5 m from the point at which
sodanige strutting sou kruis indien dit nie uitgeskuins :such hoarding would intersect were it not splayed off.
was the.

Hoarding Entrances.
Skuttingsingange.

246. Not more than one opening in any hoarding shau
246. Hoogstens een openmg word in enige slatting

:I
be allowed for each 15 m of frontage; and such opening

toegelaat vir elke 15 m frontwydte; en sodanige opening :shall not exceed 4 m in width and shall be securely closed
mag hoogstens 4 m in wydte wees en moet elke dag by each day at sunset and remain closed until sunrise the
sonsondergang stewig toegemaak word en tot sonop die :following morning.
volgende oggend toebly.

Obstructing Fire Hydrants.
Versperring van Brandkrane.

,24'7. If any fire hydrant be enclosed by any hoarding, a
247. India' enige brandkraan dear enige skutting om- = all door shall be made in such hoarding as close to the

sluit is, moet 'n deurtjie in sodanige strutting gemaak word hydrant as possible, for the access of the fire department,
so naby die brandkraan as moontlik, vir toegang van die !and such hydrant shall not be covered or obstructed by
brandweerafdeling, en sodanige brandkraan mag nie met :building or other material.
enige boumateriaal of ander materiaal bedek of versper •

word the.
Temporary Footways.

. Tydelike Looppaaie. i24841) In all cases in which the footway or sidewalk
248.(1) In alle gevalle waar die looppad of sypaadjie, ;will, in the opinion of the council, be obstructed or ren-

na die raad se mening,:deur die verlening van voornoemde •;dered useless by the granting of the said permit, the per-
permit versper of nutteloos gemaak word, meet die per- *.son obtaining such permit shall cause to be put up out-
soon wat sodanige permitbrief verlcry,. buitekant die slat- !side the hoarding or fence above-mentioned and shall
ting of heining hierbo genoem 'n perieffilce platform en ;maintain in good condition during the time for which
handreling laat aanbring en in goeie orde laat onderhou :such permit shall run, a convenient platform and hand
vir die verlooptydperk van sodanige permit, met pale en '.rail with posti and supports to the satisfaction of the
steunstukke tot voldoening van die raad om as voet- 'council to serve as a way for pedestrians.
gangerweg to dien.

.(2) Such pedestrian way shall be made and maintained
(2) Sodanige .voetgangerweg moet tdt voldoening 'van :to the satisfaction of the council, and shall be at least 1,5

die mad gemaak en onderhou word, moet ten minste 1,5 .m in width and the posts and handrails shall not be less
m wyd wees, en die pale en handrelings moet ten minste :than 75 mm by 75 mm; the posts shall not be more than
75 ram by 75 mm wees; die pale moet hoogstens 2 in van 1:2 m apart. The handrail shall be wrought smooth with
mekaar wees. Die handreling moet gladgemaak wees met edges rounded or bevelled.
rande afgerond of afgeskuins.

(3) The whole of the footway between the rail and the
(3) Die hele looppad tussen reling en strutting moet van hoarding shall be strongly boarded, so as to form a safe

stewige planke voorsien wees sodat dit 'n veilige en stewige and rigid path for pedestrians.
pad vir voetgangers vorm.

Lights on Hoardings.Ligte op Skuttings. •

249. Any person obtaining such permit as aforesaid
249. Enigiemand wat sodanige permit verkry, sons voor-

i
•

noem, moet by sonsondergang behoorlik en voldoende "
,

;s am at sun set place suitable and sufficient lights upon

ligte op sodanige skuttings en tydelike looppaaie plaas, en such hoardings and temporary footways, and shall keep
lighted during the night until sunrise to the

van die raad.
gedurende die nag tot sonop goed verlig hon tot voldoening 'wee well

satisfaction of the council.

Geut moet Onbeletnmerd Gebou word. Gutter to be Kept Clear.

250. Die kanaal of brug wat aan die sypaadjie grens, 250. The channel or bridge adjoining the footway
mag nie verstop wees nie, waar moet skoongehou word shall not be obstructed but shall be kept clear of rubbish
van vullis en boumateriaal deur die persoon wat 'n verlof and building material by the person obtaining such per-
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soos voomoem, verkry In ingeval daar geen behoorlike mit as aforesaid; and in case there shall be no properly
gevormde straatgeut is ni6, moet die persoon wat sodanige formed street gutter, the person obtaining such permit
permit verkry, 'n kanaal vat voldoende is om alle opper- shall construct and keep clear a channel adequate to al-
vlakwater vryelik te laat vloei, laat bou en skoon hot low all surface water to flow freely.

.1
Verwydermg van Skuttings. Removal of Hoardings.

251. Aan die end van die tydperk waarvoor die permit 251. At the end of the time for which the permit has

toegestaan is, moet die skutting, platform, handreling, pale, been granted, the hoarding, platform, handrail, posts,
temporary footway, and all materials, as well as all build-

s

ander materiale en vullis op die terrein vir die omsluiting
the enclosure whereof such permit has been granted, shallwaarvan sodanige permit toegestaan is, verwyder word
be removed by the person to whom such permit has beendeur die persoon aan wie sodanige permit toegestaan is,

op 'n gerieflike tyd of tire soos die raad goedkeur. In granted, at such convenient time or times as the council
mgeen geval mag enige materiaal of vullis op die openbareay approve. In no case shall any material or rubbish be
left on the public street or footway for more than eightstraat of sypaadjie vir meer as agt uur nadat die skutting

verwyder is, gelaat word Inie, en die sypaadjie en straat hours after the removal of the hoarding, and the footway
and the street shall be left perfectly clear, and shall, to-moet heeltemal skoon gelaat word en moet, tesame met
gether with the kerbing and guttering, be restored to the

rande en geute, tot voldoeinng van die mad in die toestand
satisfaction of the council to the condition in which itherstel word waarin dit was voor die verlening van soda-
was before such permit was granted. In the event of anynige permit. Ingeval nagelaat word om enige van voor-

I

default to remove any of the aforesaid, orto restore the noemdete verwyder of om die ryvlak, voetpad, rande en roadway, footpath kerbing and guttering, or any of them,
,eute of enige daarvan, in hul vorige toestand te herstel,
Sat die raad sodanige wegruiming en herstel uitvoer op to their former condition, the council shall have such re-

koste van die persoon aan wie die permit toegestaan is. moval and restoration effected at the cost of the person
'to whom such permit has been granted.

Beskadiging
vatic

Rande en Plaveisel. Damage to Kerbing and Paving.

252.(1) Enigiemand wat, hetsy as eienaar, boner, aan- 25/(1) Any person who, whether as owner, builder,
nemer of onder-aannemei, slopings-, uitgrawings-, bou-, contractor or subcontractor, carry on or is engaged in
opknappings-, of ander werk op 'n terrein verrig, of any demolition, excavation, building, renovation or other
daarmee besig is, — operation on any site shall —

(a) moet tydens die duuri van die werksaamhede, rande (a) afford sufficient and effective protection to kerbing
langs die terrein waarop die werk verrig word, doel- adjacent to the site upon which such operations are
treffend en toereikenclibeskerm deur timmerhoutbalke in progress during the course of such operations by
van ten minste 114 mm by 75 mm op hul kante op so

.

means of timber beams at least 114 mm by 75 mm
'n wyse aan te bring dat dit ten minste 50 mm bokant set on edge and secured so as to project at least 50

die boonste gedeelte yan die rande uitsteek en the mm above the top of the kerbing and clear of the
die vloei van water van die straatgeut of kanaal ver- waterway of the street gutter or channel;
spec nie; (b) refrain from removing any kerbing or paving for

(b) moet hom daarvan weerhou om enige rand of plavei- any purpose whatsoever without the council's con-

sel, vir welke doel ook al, sonder die uitdruklike toe- sent;

stemming van die raid te verwyder; i (c) notwithstanding the provisions of section 255, be
.1 • liable jointly and severally in respect of any damage(c) is, ondanks the bepalthgs van artikel 255, gesament- '

caused by .such operations including, the delivery or Iilk en afsondetlik aanspreeklik vir enige aired° vanwee . real materials, to the street paving, kerbing
sodanige werksaamhede, met inbegrip van aflewering, ! orguttering adjacent to the site upon which such
en verwydering van materiaal, aan die straatplaveisel,

Zrande of geute langs die terrein waarop werksaamhede'
verrig

are in progress;

verrig word; (d) where vehicles cross a footway to the site where
•

; such operations are in progress, if so directed by the
(d) meet, indien voertuie oor die looppad moet ry na . council's engineer, provide a drive-way which shall

die terrein wear werksaamhede plaasvind, en die raad
; be paved in accordance with the provisions of sec-

se ingenieur sodanige Opdrag aan horn gee, 'n rypad . tion 217.
verskaf wat ooreenkomstig die bepalings van artikel :

217 geplavei moet word. Council May Remove Hoardings.

Raad kan Skuittings Verwyder. i 253.(1) The council shall have the right to remove or

253.(1) Die raad het die reg om - enige skutting of ver-
cause to be removed, any hoarding or obstruction upon

.the street should it consider that public safety or conve-
sperring op die straat te verwyder of te laat verwyder, in- 'thence require it, notwithstanding that a permit may have
dien by van mening is dat publieke veiligheid of gerief dit been granted for it.
vereis nieteenstaande 'n permit daarvoor toegestaan is.

I ! (2) The council may remove hoardings for which per-
(2) Die raad kan slcuttings waarvoor permitte toege- 'its have been given if they are constructed or used

staan is, verwyder indien hulle op 'n ander manier gemaak i otherwise than in accordance with these by-laws and
of gebruik word as ooreenkOmstig hierdie verordeninge, of !otherwise than for the purpose and under the conditions
enders as vir die doel en op ',die voorwaardes uiteengesit in 'set forth in the permit granted in pursuance of these by-
die permit wat ingevolge hierdie verordeninge toegestaan laws.
is.

(3) Die koste van verwydering is verhaalbaar op die (3) The expense of removal shall be recoverable from
persoon wat die permit verkry het. rthe'person who obtained the permit.
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Skuttings: Spesiale Konstruksie. Hoardings: Special Construction.

254. Die Raad het die reg om in spesiale gevalle to 254. The council shall have the right in special cases

vereis dat skuttings of ander oprigtings van 'n spesiale to require the erection of hoardings or other erections of
hoogte, vorm en konstruksie, waar nodig vir publieke special height, form and construction, where such shall be
veiligheid of ten einde verkeersversperring tot 'n minimum necessary for the public safety or in order to minimize
te beperk, opgerig word. the obstruction to traffic.

Deposito's vir Beskadiging van die Looppad. Deposits for Footway Damage.
255.(1) Indien slopings-, uitgrawings-, bow, opknap-

pings- of ander werk op 'n terrein verrig gaan word, moet 255.(l) Where any demolition, excavation, building,

die eienaar van die gebou of enigiemand anders wat ver- renovation or other operation is to be carried on on any

antwoordelik vir die werksaamhede is, 'n bedrag by die site, the owner of the building or the person responsible

raad stort wat na beraming deur die raad se ingenieur, die for any such operation shall deposit with the council a

koste van die aanbring van die straatplaveisel, rande en sum of money estimated by the council's engineer to be

geute langs die terrein waarop sodanige werksaamhede equal to the cost of constructing the street paving, kerb-

verrig gaan word, sal dek. ing and guttering adjacent to the site on which such
operations are to be carried on.

(2) Indien die eienaar van die gebou of enigiemand an-
ders wat verantwoordelik is vir die werksaamhede in sub- .(2) On failure of the owner of the building or the per-

artikel (1) genoem, versuim om enige skade deur sodanige son responsible for the operations referred to in subsec-

werksaamhede aan plaveisel, rande of geute berokken, tot lion (I) to repair to the satisfaction of the council any

voldoening van die raad te herstel, kan die raad dit bat damage caused by such operations to paving, kerbing or

herstel en die bedrag ter dekking van die koste daarvan guttering, such damage may be repaired by the council

verhaal, van die deposito wat ingevolge daardie subartikel and the cost thereof recovered from the deposit made in

gestort is. terms of that subsection.

Verwydering van Skuttings wat Solider Permit Opgerig is. Removal of Hoardings Fixed Without Permit.

256. Indien enigiemand. sonder 'n voorafverkred skrif- 256. In the event of any person without previously ob-

telike permit van die raad, soos voornoem, in enige straat, taming a permit in writing from the council as aforemen-

openbare pad, plein, looppad of ander openbare pick
• tioned, erecting or placing or causing to be erected or

binne die regsgebied van die raad enige healing, steier- placed in any street, public road, square, footway or other
werk, skutting of ander versperring oprig of pleas of laat public place within the area of jurisdiction of the coun-

oprig of pleas, het die raad die reg om dit onmiddellik op cil, any fence, scaffolding, hoarding or other obstruction,
koste van sodanige persoon te laat verwyder, en sodanige the council shall have the right to have the same imme-
persoon is terselfdertyd strafbaar met die boetes, soos Kier- •diately removed at the expense of such person who shall

na bepaal, vir oortreding van hierdie verordeninge. at the same time be liable to the penalties hereinafter
provided for breach of these by-laws.

Plank-afdak, Dak of Steier oor Sypaadjies.

257.(1) Wanneer geboue van nicer as een verdieping op-
Planked Shed, Roof or Gantry Over Sidewalks:

gerig, verhoog, of gesloop word binne 2 m van enige 257.(1) Whenever buildings excluding one storey in
straat of openbare jolek of in sodanige stadswyke in soda- height are erected, raised or demolished within 2 m of
nige strate wat, na die mening van die read nodig is, moot any street or public place, or in such city areas in such
die bouer, kontrakteur of sloper wat sodanige geboue streets as in the opinion of the council may be necessary,
oprig, verhoog of sloop, tot voldoening van die raad gedu- the builder, contractor or demolisher, erecting, raising or
rende sodanige oprigting, verhoging, of sloping, 'n plank- demolishing such buildings shall erect and maintain dun
afdak, dak of steier oprig en onderhou, geverm van planke . ing such erection, raising or demolition a planked shed,
van ten minste 38 mm op pale van ten minste 150 mm by roof or gantry to the satisfaction of the council, formed
114 nun en balke van ten minste 150 mm by 75 nun deur- of at least 38 mm planking on posts at least 150 mm by
sneeoppervlakte, oor die sypaadjie, voor die perseel of 114 mm and beams at least 150 nun by 75 mm in sec-

oor die platform soos in hierdie verordeninge voorgeskryf, tional area, over the footway in front of the premises or
met 'n vrybinnewydte van ten minste 1,5 m en 'n vrybin- over the platform as prescribed in these by-laws, having
nehoogte van ten minste 3,5 m vir voetgangers. .a clear internal width of not less than 1,5 m and a clear

internal height of not less than 2,5 in for pedestrians.
(2) Geen gedeelte van sodanige plank-afdak, dak of

steier mag minder as 230 mm van die buitenste rand van (2) No portion of such planked shed, roof or gantry
die randsteen wees nie. shall be less than 230 mm from the outside 'edge of the

.kerb.
(3) 'n Tekening waarop die vereistes van die raad aan-

getoon word, is in die kantore van die raad se ingenieur to (3) A drawing showing the requirements of the coun-
sien, en enige permit of lisensie om in enige straat 'n cif can be seen in the offices of the council's engineer,
skutting op te rig, is anderworpe aan die nakoming van and any permit or licence to erect hoarding in any street
sodanige vereistes en aan die voorwaarde wat die deurgang shall be subject to the observance of such requirements
vir voetgangers onversper gehou word en te alle tye toe- and to the pedestrian footway being kept unobstructed
ganidik is vir gebruik deur voetgangers. and accessible for use by pedestrians at all times.

Trapgate en Vloerbevestigings Tydens Oprigtings. Well Holes and Fixing Floors During Erection.

258.(1) By die oprigting van enige gebou hoer as 7,5 258.(1) In the erection of any building exceeding 7,5
m moet soliede tydelike of permanente vloere tot voldoe- m in height, substantial temporary or permanent floors
ning van die raad verskaf word narrate die werk vorder to the satisfaction of the council shall be provided as the
en enige trap, leer of trapgat in sodanige vloer moet be- work proceeds and any stair, ladder or well hole in such
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skerm word deur 'n sterk Iskutreling 1 in bokant die vloer- floor shall be protected by strong guard rails I mabove
hoogte, en alle deuropeninge in buitemure asook alle floor level, and all doorways in - external walls and all
vensterruimtes wat op vlcierhoogte oopgaan en in geboue window spaces opening on floor level and in buildings
van die skeletraamwerksocrt, moet op soortgelyke wyse be- of the skeleton type, shall be protected in like manner.
skerm word.

(2) No person shall carry on or allow - any workman
(2) Niemand mag aan enige sodanige gebou Werk ver- in his employ to carry on work upon any such building

rig of toelaat dat enige werksman in sy diens werk verrig at a height exceeding 7,5 m above any such - temporary or
op 'n hoogte van meer as 7,5 m bokant, enige sodanige permanent floor, or at a height exceedihg 7,5 in above
tydelike of permanente vhier nie, of hoer as 7,5 m bokant the ground unless such temporary or permanent floor
die grond nie, tensy sodanige tydelike of permanents vloer has been provided: Provided that joists laid or fixed
verskaf is: Met dien verstande dat balke wat hoogstens not mare than 500 mm apart shall be deemed to be a
500 mm van mekaar af 'gels of bevestig is, as 'n vloer floor in terms of this section. "

gereken word kragtens hierdie artikel. •

l• Scaffoding.' • . . .

Steierwerk.
•

• ' 259.0) For the purpose of this section, unless the con-

259.(1) Vir die toepassing van hierdie artikel, tensy die . text otherwise indicates — '

sinsverband anders aandui, beteken —
, "ledger" means a member spanning horizontally and

"boksteier" 'n steier waarvan die platform op traplere tying a scaffold longitudinally, which may act as a sup-
of drievoete rus; I .port to putlogs;

"hangsteier" 'n steier wat aan toue of kettings hang "putlog" means a member spanning —
waaraan dit laat sak of opgetrek kan word, maar shill nie
• from ihangstoel of dergelike toestel in nie; .

(a) a ledger to the wall of a buildin g;

"korteling" 'n deel wat (b) transversely across ledgers, which is normally used
to support a working platform;

(a) van 'n steierbalk af tot by die muur van die gebou fromstrek; tructure temporaryld" ff "scao means any sonstrek;
.

• • which persons. perform work in. connection with any
(b) dwars strek oor steieibalke wat gewoonlik as steun Suilding operation, and any temporary structure which

vir 'n werkplatform dien; enables persons to obtain access to or ,which enables ma-
•

"staarider" 'n deel wat as vertikale steunstuk of kolom terials to be taken to any part of the building at which
by. die bou van 'n steier gebruik word en die las na die such work is performed and includes any working, plat-

. .
plat-

grond of ria 'n voetplaat oordra; forms, gangway, run, ladder or step-ladder (other than an
"steierbalk" 'n deel wat horisontaal le en die steierwerk independent ladder or step-ladder which does not form

oorlangs verbind en waarop die kortelings kan rus; part of such structure), together with any guard rail, toe-

board or other safeguards and all fixing, but shall not in-
"steierwerk" 'n tydelike struktuur waarop'iemand werk elude a lifting device or structure used merely to support

in verband met enige bouwerksaamheid verrig, en 'n ty- such device or to support other machinery or plant;
delike struktuur wat remand in staat stel om enige deel van "standard" means - a member used as a vertical support
die gebou wear sodanige werk verrig word, by te kom

of column in the construction.of a scaffold and transmit-
of materiaal daarheen te ineem, en omvat 'n werkplatform,

ti Toaddeurgang, leer, of trapleer (uitgesonderd 'n -los leer of trap- ling a d tothe ground or to a base plate;

leer wat nie deel van sodanige struktuur is nie), asook 'n "suspended scaffold" means a scaffold 'suspended by

skutreling, voetplank of ander skerm en alle vaste toebe- means of ropes or chains and capable of being lowered or
hore, maar sluit nie 'n hys(oestel of struktuur in wat slegs raised by such means, but shall not include a boatswain's
gebruik word om sodanige toestel of enige ander masjinerie chair or similar appliance;
of uitrusting te steun nie; "trestle scaffold" means a scaffold in which .the sup-

ports for the platform are step- ladders or tripods;
'

"werkplatform" 'n verhoog waarop werk verrig word. ' "working platform" 'means a stage on which the work

(2) Die raad kan enige steierwerk of ander toestel is performed.
wat dien as steier wat by of in verband met oprigting, slo- (2) The council may inspect any scaffolding or any
ping, verbouing of herstelj van 'n gebou gebruik, word, other device used as a scaffold on or in connection. with
ondersoek en kan, indien bevind word dat sodanige steier- any operation for the construction, destruction; alteration
werk of ander toestel in enige opsig gebrekkig of oorlaai or repair of any building, ,and - should any such scaffold
is, aan die bouer, eienaar, (argitek of persoon wat toesig or other device be - found in. any way defective, or over-

cor•die werk hou, kennis gee om sodanige gebrek te ver- leaded, the council may serve a notice on the builder,
help of om die las te verrninder, en enigiemand aan wie owner, architect or person in charge of the work calling
sodanige kennisgewing beteken is, moet onmiddellik daar- upon him to rectify such defect or reduce such load; and
aan gevolg gee en alle werksmense belet om sodanige any person upon whom such notice is served shall imme-

steierwerk of ander toesteli te gebruikalyorens sodanige diately comply therewith and shall prevent the further use
gebrek verhelp of die las

r
tot voldoening van die raad by any workman of such scaffold or other device until

verminder is.
I

such defect is rectified or load reduced to the satisfac-

(3) Steienverk moet behoorlik van gawe materiaal ge- lion of the council.
maak wees en alle steierwerk, uitgesonderd die wat van (3) Scaffolds shall' be properly constructed of sound
staal gemaak is, moet aan die volgende vereistes voldoen:— materials and all scaffolds other than those constructed

(a) Algemeen i
of steel shall conform with the 'following requirements: —

(i) Pale moet skoon vees en alle bas moet venvy- (a) General.

der word alvorens dit gebruik word. Alle tim- (i) Poles shall be clean and all bark removed be-
merhout wat gebniik word, moet sonder gevaar- - fore they are used. 'All timber used shall be free

.

like kwaste en ander gebreke wees. from dangerous knots and other defects.

I

I
I
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(ii) Steiertoue moet ten minste 12 mm in deursnee (ii) Scaffold cords shall not be less than 12 mm in
en 6 m lank wees; kettingwerk kan gebruik word. diameter by 6 m in length; chain gear may be

(iii) Houtsteierpale wat gelas word, moet minstens 2
used.

m ver oormekaar slaan en die las moet op ten (iii) Wooden scaffold poles shall be lapped not less
minste drie plekke vasgewoel word. than 2 m and shall have not less than three

(iv) Wie wat vir lasse gebruik word, meet behoorlik lashings.
taps toeloop en ten minste 350 mm lank wees. (iv) Wedges for lashings shall be properly tapered

(v) Klampe mag nie gebruik word om enige deel and not less than 350 mm in length.
van die raamwerk vas to sit nie.

(v) Cleats shall not be used for supporting any mem-
(vi) Metaal-onderdele wat vir steierwerk gebruik bet of the framing.

word, moet van geskikte gehalte wees, in goeie
toestand verkeer en tile weggevreet wees of ander (vi) Metal parts used for scaffolding shall be of
opvallende gebreke he wat moontlik die mate- suitable quality, be in good condition and free
riaal kan verswak nie. from corrosion or other patent defect likely to

(vii) Lere en traplere moet behoorlik van gawe mate- affect the strength materially.
riaal gemaak en sterk genoeg wees vir die doel (vii) Ladders and step - ladders shall be properly con-
waarvoor dit gebruik word. 'n Leer wat vasge-
heg is vir gebruik deur enigiemand, meet minstens structed of sound material and of adequate

1 m bokant die hoogste punt van die bordes uit- strength for the purpose for which they are to
steek. be used. Any ladder fixed for the use of an'

(viii) 'n Boksteier mag nie binne of buite opgerig word person shall extend at least 1 In above the land
social dit hoer as 5 m bokant grondhoogte reik ing at the highest point of such landing.
nie. Bokke moet op middelpuntafstande van (viii) A trestle scaffold shall not be erected to a greaterhoogstens 2,5 m van mekaar af vasgeheg word
indien bladbekisting wat vir die werkplatform height than 5 m internally or externally above

gebruik word, 228 mm by 38 mm dik is. the ground level. Trestles shall not be fixed at

more than 2,5 m centres when 228 mm by 38
(b) Steierwerk vir Messelaars mm decking is used for the working platform.

Steierwerk vir messelaars meet, benewens die vereis-
tes in paragraaf (a) uiteengesit, ook aan die volgende (b) Bricklayers Scaffolding.
vereistes voldoen:— A scaffold used for bricklayers shall, in addition to

(i) Staanders moet onder 'n middellyn van ten minste the requirements set forth in paragraph (a), comply
125 mm he, en op 'n middelpuntafstand van with the following requirements:—
hoogstens 2,5 In van mekaar in die grond of in (i) Standards shall not be less than 125 mm in
vete met 'n stewige fondament geplant word. diameter at the base and shall be fixed in earth

(ii) Steierbalke meet 'n middellyn van ten minste or barrels with a proper foundation of not more
125 mm he, en mod op 'n middelpuntafstand than 2,5 m.
van hoogstens 1,5 m van mekaar af horisontaal . (ii) Ledgers shall not be less than 125 mm based
aan die staanders aangebring word. horizontally to the standards at not more than

(iii) Kortelings moet van langsdradige hout wees wat 1,5 m centres.
. ten minste 75 mm by 114 mm by 1,5 m lank '

(in") Putlogs shall not be less than 75 mm by 114 mmis, en hulle moet op middelpuntafstande van •
and shall be of straight grained wood not lesshoogstens 1,5 m van mekaar af in die mute be- .

than 1,5 m in length, fixed or wedged into walls
vestig of gewig word. at not more than 1,5 m centres.

(iv) Skutrelings moet van greinhoutplanke ten minste (iv) Guard rails shall be of deal boards not less than228 mm by 38 mm wees, en moet hoogstens 1 in 228 mm by 38 mm and shall be lashed to thebokant die werkplatform van die steierwerk wat standards at a height of not more than 1 mhoer as 4,5 m bokant grondhoogte is, aan die above the working platform of the scaffold overstaanders vasgewoel word.
4,5 m above ground level.

(v) Skutplanke van tinunerhout, 228 mm by 38 mm (v) Guard boards of 228 mm by 38 nun timber shallmoet as lyste aan die staanders naby aan die skirtingwerkplatform vasgespyker word indien sodanige be nailed as
platf r

to the standards close to

platform hoer as 4,5 m bokant die grondhoogte the working om when such platform is

is. more than 4,5 m above ground level.

(vi) Werkplatforms meet ten minste 900 mm breed en (vi) Working platforms shall not be less than 900
van planke 228 mm by 38 mm of 304 mm by mm in width and constructed with 228 mm by
38 mm, gemaak wees. Planke moet ten minste 38 mm or 304 mm by 38 nun boards. Laps shall
300 mm oormekaar slaan en meet gelyk op die not be less than 300 mm and shall be evenly
kortelings vasgeheg word. fixed over the putlogs.

(vii) Steierwerk wat hoer as 9 m van grondhoogte af . (vii) Scaffolds of greater height than 9 m above
reik, meet oorhoeks verspan word. Die verspan- ground level shall be diagonally braced. Bracing
stukke meet 'n middellyn van ten minste 125 shall not be less than 125 mm in diameter,
mm he en meet vasgewoel en gewig wees. . lashed and wedged.
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•

(4) Staalsteierwerk moet behoorlik opgerig word en (4) Steel scaffolds shall be properly erected and shall

sterk genoeg wees om 4 die persone wat daarop moet be of sufficient strength to ensure the safety of all per-
werk, veilig te kan

dra.1
sons working thereon.,

(5) Hangsteiers moet behoorlik aangebring word met
-

(5) Suspended scaffolds shall be properly erected with
leers wat aan 'n sterk genoeg betonblad vasgeheg word girders which shall be fastened to a sufficiently substan-

met U-boute wat deur sodanige betonblad reik en aan tial concrete slab with U-bolts fixed through such slab

die anderkant daarvan aan 'n staalplaat vasgesit is. Die with a steel plate fitted to the underside of the slab. The
vloer van die steier mock van greinhout van ten minste floor of the scaffold shall be of deal not less than 228

228 mm by 75 mm, gemaak wees en met boute, hoogstens mm by 75 mm which shall be bolted to the units, which

3 m van mekaar af, aan die steierdele vasgeheg wees- shall be not more than 3 m apart. Should there be no

Indien daar nie 'n betonblad is nie, moet leers met staal- concrete slab, girders shall be bolted with steel bolts to

boute aan die daksparre vasgeheg word. the rafters on the roof.

Skoonmaak van Hooggelee Venters. Cleaning of High-11i. Windows.

260. Niemand mag self die buitekant van enige venster 260. No person shall himself clean, paint or repair the
of deur skoonmaak, verf of herstel op 'n hoogte van meer outside of any window or door at a height of over 3 m
as 3 m bokant die grond-

I,
of oppervlaktehoogte onder so- from the ground or area level below such window or

danige venster of deur, of iemand anders dit laat doen in door, or cause or permit any other person to do so in or
of op eiendom onder sy toesig of deur horn bewoon of on property in his control, occupation, or ownership, as

wat aan hom behoort, of toelaat dat dit geskied nie, al na the case may be, unless suitable and efficient provision
geval, tensy behoorlike en doeltreffende voorsiening is made to prevent any such person or material from

,'emaak is om te verhoe0 dat enige sodanige persoon of falling.
materiaal afval.

Veiligheidsaaml)ysers aan Hyskrane Safety Indicators for Cranes.

261. Geen hyskraan, hetsy dit 'n vaste of galgkraanarm • 261. No crane, whether having a fixed or a derricking

het, mag gebruik word nie tensy dit toegerus is met 'n jib, shall be used unless it is fitted with an efficient and

doeltreffende en goedgekeurde outomatiese aanwyser wat approved automatic indicator, which shall indicate clearly
aan die drywer of persoon wat die kraan hanteer, duide- to the driver or person operating the crane, when the
lik aanwys wanneer die las wat beweeg word die veilige ,

werklas van die hyskraan nader op enige skuinste van load being moved approaches the safe working load of

die kraanarm, en wat ook 'n doeltreffende klanksein gee the crane at any inclination of the jib, and which shall

wanneer die las wat beweeg word, die veilige werklas van also give an efficient sound signal when the load being

die hyskraan oorskry op enige skuinste van die kraanarm. moved is in excess of the safe working load of the crane

at any inclination of the jib.
Bouvallige en Gevaarlike Geboue. •

.262.(1) Niemand mag tcelaat dat enige gebou, muur, Ruinous and Dangerous Buildings.

brug, grondwerk, veranda of ander struktuur in 'n bou- • •

vallige of gevaarlike toestand is of bly nie. . 262.(1) No person shall permit any building, wall,

1bridge, earthworks, verandah or other structure to be or
(2) Die raad kan deur kennisgewing vereis dat die em- •remain in a ruinous or dangerous condition.

naar van enige gebou, muur, brug, grondwerk, veranda
of ander struktuur wat in bouvallige of gevaarlike toe- (2) The council may by notice require any owner of
stand verkeer, dit laat sloop, verwyder of veilig maak soos any building, wall, bridge, earthworks, verandah or other
gespesifiseer tot voldoening van die raad, en sodanige structure which is - in a ruinous or dangerous condition,

sloping, verwydering of beveiligkg meet 'n aanvang neem !.to cause same to, be demolished, removed or rendered.
en voltooi wees op sodanige redelike datums as wat in ,safe to the satisfaction of the council as shall be speci-

sodanige kennisgewing gespesifiseer word: Met dien ver- Pied, and such demolition, removal or rendering safe

stande dat, indien enigiemand in gebreke bly om aan so- ,shall be commenced and completed by such reasonable

danige kennisgewing te voldoen, dit vir die raad wettig is dates as shall be specified in such notice: Provided that
om sodanige bouvallige of gevallige struktuur te verwyder if any person fails to comply with any such notice, it
of te versterk, en die koste van sodanige werk is verhaal- shall be lawful for the council to remove or secure such

baar in 'n geregshof beneWens die boete vir oortreding ruinous or dangerous structure, and the cost of such work
van hierdie verordeninge. 'shall be recoverable in a court of law, in addition to the

(3) Enigiemand wat in gebreke bly om aan die bepa- penalty for breach of these by-laws.

lings, van hierdie artikel te voldoen, is strafbaar met 'n (3) Any person failing to comply with the provisions
boete soos by hierdie verordeninge bepaal. of this section shall be liable to the penalty provided by

(4) Wanneer 'n gevaarlike struktuur -ingevolge hierdie these by-laws.
verordeninge deur die raad gesloop of verwyder word, .

kan die raad die materiale daarvan of enige gedeelte daar- (4) When a dangerous structure is demolished or re-

van, verkoop en die opbrdngs van die verkoop of enige -moved by the council in terms of these by- laws, the coun-

gedeelte daarvan aanwend Vir betaling of gedeeltelike beta- oil may sell the materials thereof or any part thereof

ling van die koste en uitgawes deur die raad aangegaan either in or towards payment of the cost and expenses in-

ten opsigte van sodanige struktuur, en meet die saldo of _ curred by it in relation to such structure and shall pay

enige gedeelte daarvan aan 'die eienaar van sodanige struk- the .balance or any part thereof to - the owner of such

tuur uitbetaal. Wanneer die opbrengs van sodanige ver- structure. When the proceeds of such sale are insufficient

koop onvoldoende is om kbste deur die raad aangegaan, to cover expenses incurred by the council, the balance

m tedek, is die saldo op v000emde eienaar verhaalbaar. shall be recoverable from -the said owner. ;
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Toesig oar Werk deur Eienaar Venvaarloos. Supervision of Work Neglected by Owner.

'263. Wanneer die raad weens versuim van die eienaar 263. Whenever the council, through default of the
enige werk moet uitvoer as gevolg van 'Di oortreding van owner, may have to carry out any work in consequence
hierdie verordeninge, of in die geval van verwydering van of a contravention of these by-laws, or in case of removal
onveilige geboue of strukture deur die raad, moet die of insecure buildings or structures by the council, the
eienaar van die, gebou aan die raad 'n bedrag vir toesig owner of the building shall pay to the council a supervi-
betaal. van hoogstens 4 persent van die bedrag van die sion fee not exceeding 4 per cent of the amount of the
werklike koste van sodanige werk as toesigkoste bene- actual cost of such work as supervision cost in addition
wens enige onkoste wat vir arbeid en materiale aangegaan to any expenses for labour and materials incurred. In
is. In elke geval is die minimumtarief Rl. each case, the minimum fee shall be Rl.

HOOFSTUK XIV. CHAPTER XIV.

OPENBARE GEBOUE EN PLEKKE VAN SAME- PUBLIC BUILDINGS AND PLACES OF
KOMS. ASSEMBLAGE.

Sertifikaat vir Openbare Geboue.

264.(1) Geen gebou mag vir enige van die doeleindes
Certificate for Public Buildings.

van 'n openbare gebou gebruik word nie, tensy en totdat 264.0) No building shall be used for any of the pur-

die eienaar daarvan in besit is van 'n sertifikaat soos 'poses of a public building unless and until the owner
hierna uiteengesit. thereof shall be in possession of a certificate as herein-

and set forth.
(2) Na voltooiing van 'n openbare gebou, hetsy 'n

nuwe gebou of een wat verbou en aangepas is vir die (2) On completion of a public building, whether the
doeleindes van 'n openbare gebou, moet die eienaar 'n :same be a new building or a building altered and adapted
sertifikaat van die raad verkry ten effekte dat sodanige ,for the purposes of a public building, the owner shall ob-

gebou ooreenkoinstig hierdie verordeninge is en dat dit, tain from the council a certificate that such building is
onderworpe .aan edge ander verlof wat kragtens enige in accordance with these by-laws and may, subject to
verordeninge van die raad vereis word, vir die doeleindes obtaining any other permission that may be required in
soos' in sodanige sertifikaat gespesifiseer, gebruik kan terms of any by-laws of the council, be used for the pur-

word, maar vir geen ander doel nie, en vir die tydperk 'poses specified in such certificate, but not otherwise, and
soos daarin omskryf, wat nie een kalenderjaar oorskry for the period defined therein, but not exceeding one
nie. calendar year.

(3) By' uitreiking van cn in ruil vir enige sertifikaat (3) The owner shall pay to the council upon issue of,wat kragtens subartikel (2) uitgereik word, moet die eie- and in exchange for any certificate issued in terms of
near aan die raad die bedrag betaal soos in Aanhangsd subsection (2), the fee prescribed in Appendix V ofV van Bylae 2 hierby voorgeskryf. Schedule 2 hereto.

(4) In die geval van 'n openbare gebou wat as sodanig (4) In the case of a public building existing and in usebestaan en gebruik word en waarvoor die raad 'n sertifi- as such, for which the council shall have granted a cer-
kaat ingevolge subartikel (2) uitgereik het of waarvoor tificate in terms of subsection (2), or for which plansplanne voor of op die datum van publikasie van hierdie are approved on or before the date of publication ofverordeninge goedgekeur is, het die eienaar die reg om these by-laws, the owner shall have the right to continuevoort to gaan met die gebruik van sodanige openbare ge- the use of such public building for the purpose and pe-
bou vir die doel en tydperk vermeld in die sertifikaat soos Hod stated in the certificate as aforesaid, but on the ex-
voomoem, dog by verstryking van die tydperk waarvoor piry of such period for which such certificate was granted,
sodanige sertifikaat toegestaan is, moet by vender aansoek shall make further application as herein provided, anddOen soos hierin bepaal. en toesien dat sodanige open- shall cause such public building to be made to conformbare gebou in elke opsig aan hierdie verordeninge vol- with these by-laws in every respect: Provided that shoulddoen: Met ,dien verstande dat, indien enige verbouings of any alterations or additions be made during any such pe-
aanbouings gedurende enige sodanige tydperk, soos veer- Hod as aforesaid, such alterations and additions shall benoem, gedoen word, sodanige verbouings en aanbouings made in conformity with these by-laws.
ooreenkomstig hierdie verordeninge uitgevoer word.

(5) (a) Die eienaar van enige openbare gebou moet
(5) (a)The owner of any public building shallmakeapplicationin writing to the council, not less than oneten minste een maand voor die datum van verstryking month before the date upon which the certificate granted

van die sertifikaat wat deur die raad aan horn toegestaan to him by the council has expired, for renewal of such
is. by die raad skriftelik aansoek doen om hernuwing certificate; and such' renewal shall, in the discretion ofvan sodanige sertifikaat, en sodanige hernuwing word, the council, be granted or refused.
na goeddunke van die raad, toegestaan of geweier.

(b)' In die geval van weiering, moet die raad redes vir (b) In the case of refusal the council shall state the
sodanige weiering skriftelik aan die eienaar van sodanige reasons for such refusal in writing to the owner of such
openbare gebou meld. public building.

(c) Ingeval 'n hernuwing toegestaan word, moet die (c) In the case of a renewal being granted, the owner
eienaar of ander persoon aan wie sodanige sertifikaat ver- or other person to whom such certificate is granted shall
ken word, eers die gelde ingevolge subartikel (3) betaal. first pay the fees in terms of subsection (3).

(6). In geen geval mag die tydperk waarvoor enige ser- '(6) In no case shall the period for which any certifi -
tifikaat toegestaan is, langer as een jaar wees nie, en elke cate is granted exceed one year, and every certificate
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sertifikaat verstryk jaar iks op die een-en-dertigste dag shall expire on the thirty-first day of December in each
van December tensy dit uitgereik is om op 'n vroeer da- year, unless issued so as to expire at an earlier date.
turn to verstryk.

(7) In every case where staircases, passages, corridors,
(7) In elke geval wiar trappe, gang; buiteportale, porches, vestibules and other means of ingress and egress

voorportale en ander in-
t
en uitgange van enige openbare of any public building or where any of the safeguards or

gebou, of enige van die beveiligingsmiddels of toestelle appliances required in terms of these by-laws are not
soos ingevolge hierdie verordeninge vereis, nie behoorlik properly maintained or kept in order, the council may
onderhou of in orde gehou word nie, kan die raad aan serve a notice on the owner or person holding the certifi-
die eienaar of persoon wat die sertifikaat vir sodanige cate for such public building, requiring him to comply
openbare gebou besit, 'Thkennisgewing beteken waarin hy with the provisions of any by-laws which may have been
gelas word om uitvoering te gee aan die bepalings van neglected or contravened. Should such notice not be 1

enige verordeninge wat moontlik verontagsaam of oortree complied with within six days from the service thereof,
is. Indien aan sodanige kennisgewing nie binne ses dae the council may, by further notice, cancel the certificate
nadat dit besorg is, gehoor gegee word nie, kan die raad given in respect of such public building until the require-

deur verdere kennisgewing die sertifikaat wat ten opsigte ments as are called for by such notice are complied with.
van sodanige openbare gebou verleen is, kanselleer totdat

For the purposes of service of notice in terms ofthis aandie vereistes in sodanige kennisgewing gelas, voldoen (8)

is. section the owner or licensee of any public building
shall be required to furnish an address within the muni-

(8) Vir die doel van betekening van kennisgewing in- cipality at which notices can be served, and any change
gevolge hierdie artikel, word van die eienaar of lisensie- of address shall be duly notified in writing to the coun-
'toner van enige openbare gebou verlang dat hy 'n adres di.)inne die munisipaliteit verskaf waar sodanige kennisge-
wings besorg kan word, en enige adresverandering moet (9) No certificate issued in terms of these by-laws to
behoorlik skriftelik aan die raad verstrek word. any person shall be transferred to any other person, ex-

.
1 cept with the prior written permission of the council.

(9) Geen sertifikaat ingevolge hierdie verordeninge uit- .

gereik aan enige persoon, mag aan enige ander persoon (10) The owner or owners of any public building shall
oorgedra word nie, behalwe met die voorafverkred skrifte- defray the expenses incurred in carrying out any altera-
like toestemming van die rand. tions thereof or additions thereto, which shall be required

(10) Die eienaar of eienaars van enige openbare ge- by a notice isued in terms of this section.
bou moet koste verbonde aan die uitvoering van enige
verbouings daarvan of aanbouings daaraan soos vereisArrangement of Public Buildings. deurkennisgewing ingevolge hierdie artikel, bestry.

265.(1) The arrangements of public buildings shall be

Inrigting van Openbare Geboue.. such as to secure the safety of the .public to the fullest
extent.

265.(1) Openbare geboue moet so ingerig wees dat dit (2) Every theatre or cinematograph hall shall have the
die veiligheid van die publiek in the hoogste mate ver- lowest floor provided for the accommodation of the pu-
seker. 1

bile as near as possible to the level of the exit street:
(2) Die laagste verdieping van elke teater of kinemato- Provided that the lowest level of such floor shall be not

graa'fsaal vir akkommodasie van die publiek moet so na more than 5 in above or below the level of such exit
as moontlik aan die hoogte van die uitgangstraat wees,
met 'n maksimum van 5 m bokant of onderkant soda- street.

nige straathoogte. (3) Tents, shooting galleries, circuses in tents and,

1(3). Tente, skiettente, sirkusse in tente en ander soda- other such structures mentioned in the definitions, shall
nige strukture vermeld in

'

die woordomslcrywing, moet comply with the provisions of this section in all respects
in alle opsigte aan die bepalings van hierdie artikel vol- except as to walls and roofs, which shall be to the satis-
doen, behalwe wat more en dakke betref; wat tot voldoe-

faction of the council.ning van die raad moet wees.
!

.

Openbare Byeenkomste.
' Public Assemblages.

I

_
266.0) Whenever large numbers of persons are likely

26641) Wanneer persone waarskynlik in groot getalle to assemble on the occasion of any public procession,
sal saamkom by geleentheid van enige openbare optog, open air meeting or any other similar occasion, every
opelugvergadering of anderi soortgelyke geleentheid, moet .

public building, platform, balcony or other structure orelke gebou, platform, balldon of ander struktuur of ge-
deelte daarvan wat verhuur of gebruik word, of bedoel part thereof let or used or intended to be let or used for
is Om verhuur of gebruik te word ten einde sit- of staan- the purpose of affording sitting or standing accommoda-

plek aan 'n aantal persone Ito verskaf, veilig gebou en ge- don for a number of persons, shall be safely constructed
vrywaar wees tot voldoening van die raad, maar hierdie and secured to the satisfaction of die council, but these
verordeninge onthef nie die eienaars van aanspreeklilc- by-laws shall not relieVe the owners of responsibility inReid ten opsigte van enige ongeluk wat persone wat soda-
nige struktuur gebruik, tref life. respect of any accident which may occur to those using

(2) •Die raad kan teen die gebruik van enige sodanige -
such structures.

-

struktuur beswaar maak en dit belet as defektief synde, (2) The council may object to and prohibit the use
maar hoef geen advies te

I
gee nie aangaande die wyse of any such structure as defective, but is not required to

waarop gebreke herstel moet word. advise how defects should be rectified.
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Oppervlakte per Persoon. Area per Person.

267. Die oppervlakte in openbare geboue wat aan dice 267. The area in public buildings to be allotted to each
persoon as sitplekruimte toegeken word, moet ten minste person for seating accommodation shall not be less than
500 mm horisontaal diep by 450 mm wyd wees op die 500 mm in horizontal depth by 450 mm in width on the
banke of platforms in galerye waar geen rugleuning aan benches or platforms in galleries where no backrest is
enige sitplekruimte geplaas of vasgeheg is nie, en ten placed or fixed to any seating space, nor less than 760
minste 760 mm van rug tot rug van sitplekke by 450 mm mm from back to back of seats by 450 mm in width in
wyd in die ander gedeeltes van die gebou, met uitsluiting the other parts of the building, excluding passages, portals
van gange, portale en sale. and halls.

Openbare Geboue: Mure. Public Buildings: Walls.

268. Behalwe in die geval van tente en geboue op myn- 268. Except in the case of tents and building on min-

eiendom of grond wat nie in 'n dorp gelee is nie, moet ing land,or land not in a townshipthe walls of every nu-

die inure van elke openbare gebou van steen of klip, of bile building shall be of brick or stone, or partly of brick

deels van steen en deels van klip, of van beton of ander and partly of stone, or of concrete or other approved

goedgekeurde brandbestande konstruksie tot voldoening fire-resisting construction to the satisfaction of the coun-

van die raad gebou wees. ed.

Public Buildings on Mining Land.
Openbare Geboue op Myneiendom.

269. A public building situated on land held under
269. 'n Openbare gebou gelee op grond in besit krag- • mining tide or land not in a township not being a theatre

tens myneiendomsreg of op grond buite 'n dorp, wat nie or a cinema, not exceeding 115 in in area in the and
'n teater of kinematograafsaal is nie en waarvan die op- torium and platform together, and approved by the coun-

pervlakte van die gehoorsaal en platform tesame hoog- cil, may be built of wood and iron, provided the walls
stens 115 in2 is, en deur die raad goedgekeur is, kan van' and roof are lined with fire-resisting materials.
hoot en yster gebou wees, mits die mure en dak met.
brandbestande materiale bedek is. Fire Separation of Public Buildings.

Brandafsondering van Openbare Geboue. 270. If only a portion of a building is used as a theatre
or cinematograph hall, such portion shall be entirely cut

270. Indien slegs 'n gedeelte van 'n gebou as teater of off from the remainder of the building by fire-resisting
kinematograafsaal gebruik word, moet sodanige gedeelte walls and floors.
van die res van die gebou geheel deur brandbestande
inure en vloere geskei wees. Buildings Under or Over Theatres.

• Geboue onder of oor Teeters. 271.('l) No building shall be erected over or under the

271.(1) Geen gebou mag oor of onder die verhoog van stage of a theatre, except as may be necessary in con-

'n teater 'opgerig word nie, behalwe vir soverre dit in nection with such stage.

verband met sodanige verhoog nodig is.
'

(2) No building of the tenement or public building
(2) Geen gebou van die deelhuis- of openbare gebou- class shall he located either over or under the auditorium

klas mag bf oor bf onder die gehoorsaal van 'n teater ge- of a theatre.
lee wees nie.

(3) Geen gebou wat nie 'n gedeelte van 'n teater tit- (3) No building not being portion of a theatre, shall

maak nie, mag oor die gehoorsaal van 'n teater opgerig be erected over the auditorium of a theatre so as to ex-
word sodat dit verder ,strek as die helfte van die afstand; tend more than half the distance between the line of the
tussen die lyn van die gebou se voormuur en die lyn van front wall of the building and the line of the proscenium
die prosceniummuur van die verhoog nie, met 'n wall of the stage, with a minimum distance of 15 m from
mum afstand van 15 m van sodanige prosceniummuurl”

. such proscenium wall line measured horizontally alongof horisontaal gemeet langs die as van die gebou.

(4) Daar mag geen venster of ander openinge in die
the axis of the building. •

muur bokant die proscenium of in die mure aan die (4) There shall be no windows or other openings in
kante yan die verhoog wees rile, en geen vensters of ander. the wall above the proscenium or in those at sides of
openinge mag in die oppervlakte wat rondom die verhoog' stage and no windows or other openings shalt ix.: placed
is. geplaas word the, tensy sodanige vensters of ander .

m the area surrounding the stage unless such windows or
openinge ten minste 15 m van enige venster of ander
openinge in die teatergedeelte van die gebou is. Alle yen- ,

other openings are at least 15 m from any window or
-

sters of ander openirige wat regstreeks op sodanige opper- other openings in the theatre portion of the building. All
vlakte

-
uitkyk, moet met sproeiers en outomaties-werken- windows or other openings giving directly on to such area

de brandblindings of deure tot voldoening van die raad shall be fitted with sprinklers and automatically operated
toegerus wees. fire shutters or doors to the satiscaction of the council.

Beskerming van Metaahverk.
-

272. Alle ystenverk of struktuurmetaalwerk wat in die Protection of Metal Work.

konstriiksie van openbare geboue gebruik word; moet 272. All iron work or structural metal work used in
teen die ditwerking van brand beskerm wees op 'n wyse the construction of public buildings shall be protected
soos deur die raad vereis en ooreenkomstig.die verordem against the action of fire in such a manner as may be
ninge ten opsigte van brandvrymaking van struktmume- required by the council and in accordance with the by-

taalwerk. laws in regard to fire-proofing of structural metal work.
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BrandafsmuLring van Teaters. Fire Separation of Theatres.

273. In alle teatergebue waarin sitplek vir meer as 273. In all theatre buildings in which more than 200
200 persone verskaf word, moet die afskortings, buitepor- persons are to be accommodated, the partitions, porches,
tale, voorportale, trappe en elke uitgang of ingang vir die vestibules, stairs and every means of egress or ingress for
publiek van brandbestaride materiaal gemaak wees tot the public shall be constructed of fire-resisting materials
voldoening van die raad. to the satisfaction of the council.

Vloere en Skuinste daarvan. Floors and Slope Thereof.

274. Geen teatergeboue mag meer as drie vloere of 274. No theatre buildings shall have more than three
horisontale afdelings, met' inbegrip van die galery, bokant floors or horizontal divisions, including the gallery above
die hoogte van die parterre he nie, dog in geen geval mag the level of the pit, but in no case shall any such floor
enige sodanige vloer of afdeling op 'n groter skuinste or division be constructed at a greater slope than will
gemaak word nie as wat dit treetjies in die gange of permit of steps in the passages or aisles being not more
beukpaadjies met optree van hoogstens 155 mm en loop- than 175 mm risers nor less than 280 mm treads measured
stukke van ten minste 280 mm moontlik meek, gemeet in walking direction.
in die aantreerigting.

• Tier not Separate.

Trapry nie1Afsonderlik nie. 275. Where the front seats of any tier are separated
front the seats in front thereof by a partition only, such

a

275. Waar die voorste sitplekke van enige ry slegs deur seats shall not count for the purposes of these by-laws
afskorting van die sitplekke daarvoor geskei word,tel odanigesitplekke vir die toepassing van hierdie verorde-

as a separate tier.

ninge nie as 'n afsonderlike ry nie. Height of Galleries.

Hoogte 'wan Galerye.
Where the first floor or balcony extends over the

Lin Galerye.
pit, stalls or area, the clear height above the latter shall

276. Waar die eerste Iverdieping of balkon oor die not be at any part less than 2,5 m. The height between
parterre, stalles of oppervlakte strek, mag die vryhoogte the floor of the highest part of the gallery and the lowest
bokant laasgenoemde op geen punt minder as 2,5 m wees
nie. Die hoogte tussen die vloer van die hoogste gedeelte part of the ceiling over the gallery shall not be less than

van die galery en die laagste gedeelte van die plafon 3 m.
daaroor moet ten minste 3 m wees. Width of Aisles.

Wydte van Beukpaadjies. 277. Aisles or passages between seats shall in no case

be less than 900 mm in width, and shall be increased in

alle'277.

Beukpaadjies of gange tussen sitplekke moet in
gevalle ten minste 900 mm wyd wees, en moet wyer width towards the exit in the ratio of 40 mm to every

word in die rigting van die uitgang in die verhouding van 1,5 m.

40 mm op elke 1,5 in. Widening of Aisles.

Beukpaadjies moet Wyer gemaak Word. 278. Aisles between seats shall be widened to full
width of exit doors to a distance of at least 2 m from

• 278. Beukpaadjies tussen sitplekke moet wyer gemaak such door.
word tot voile wydte van uitgangsdeure tot op 'n afstand
van ten minste 2 m van sodanige deur af. Gangway Around Auditorium.

279. Where required by the council, a clear passage or
Deurgang. Rondo??? Gehoorsaat gangway not less than 900 mm wide shall be reserved

279. Waar dit deur die raad vereis word, moet vrye around every portion of the building appropriated to the
gang of deurgang van ten minste 900 mm wyd gereserveer public, except only that portion immediately in front of
word rondom elke gedeelte van 'n gebou wat vir die pu- the stage or orchestra, and also except where due provi-bliek bestem is, behalwe Islegs die gedeelte onmiddellik

svoor die verhoog of orkes1 asook waar behoorlike voor- sion for exit is made in accordance with these by-laws

siening vir uitgang ooreenkomstig hierdie verordeninge and where the number of seats in a row does not ex-
gemaak is en waar die getal sitplekke in 'n ry nie meer ceed seven.

li

as sewe is nie.
Pit Floor.

Vloer van Parterre.
280. The floors of the highest part of the pit shall be

280. Die vloere van die hoogste gedeelte van die par- accessible from the street at the principal entrance to
terre moet van die straat af toeganklik wees by die hoof-

such pit or stalls by a gradient not exceeding 1 in 15;ingang tot sodanige parterre of stalks deur 'n helling van
and the lowest part of the floor of the pit or stalls shallhoogstens 1. op 15; en die Ilaagste gedeelte van die vloer

van die parterre of stalles mag nie laer wees as die hoog- not be lower than the level at which it can be effectually
to waarop dit doeltreffend I tot in riole in aangrensende drained into sewers in adjoining streets, nor more than 2
strate gedreineer kan word inie, en ook nie hoer nie as 2 m below the level of the street at the principal entrance
in onderkant die hoogte van die straat by die hoofingang to the pit. In any case the lowest floor shall not betot die parterre. In enige Oval mag die laagste vloer me

Placed at such a level as will render it liable to beingop so 'n hoogte geplaas word dat dit maklik oorstroom
kan word nie en dit moet doeltreffend en behoorlik tot flooded and it shall be efficiently and properly drained
voldoening van die raad gedreineer wees. to the satisfaction of the council.
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Trappe: Open bare Geboue. Stairs: Public Buildings.
•

281.(1) Die loopstukke van elke traparm in enige trap 281.0) The treads of each flight of stairs in any stair-
in 'n openbare gebou moet gelykmatig wyd wees, ten case in any public building shall be of uniform width
minste 280 mni, en 'met optred wat nie nicer as 150 mm not less than 280 nun wide and with risers not more than
hoog is nie. Geen traparm vir openbare gebruik mag uit 150 mm high. No flight of stairs for public use shall
meer as 15 optree bestaan nie, en elke trap moet 'n bor- consist of more than 15 risers, and each flight shall have
des he. a landing.

(2) Geen draaitreE word toegelaat the. (2) No winders shall be permitted.

(3) Eike trap wat vir publieke in- en uitgang vereis (3) Every staircase required for public ingress and
word, moet, gesteun en omsluit wees deur mure van egress shall be supported and enclosed by walls of brick
stem. of andr goedgekeurde brandbestande konstruk- or other approved fire-resisting construction to the satis-
sie tot; volcloening van die raad. In spesiale gevalle kan faction of the council. In special cases staircases, instead
trappe, in stede van dear sodanige mure omsluit to of being enclosed by such walls, may in the discretion of
wees, na goeddunke van die raad geskikte handreling the council, have a suitable handrail or balustrade of suf-

of balustrade van voldoende sterkte aan weerskante daar- ficient strength on either side thereof, but it shall al-
van he, dog dit moet altyd - soos hierbo uiteengesit, ge- ways be supported as set forth above.
steun word.

Gange en Trappe: Wydte.
Corridors and Stairs: Width.

•

282. No staircase, corridor or passage-way requireil
282. Geen trap of gang wat vir publieke toegang vereis

word, mag minder as 1,37 m wyd wees the, en elke soda-
for public access shall be less than 1,37 m wide, and eve
such staircase, corridor or passage-way for public accessnige trap of gang vir publieke toegang wat verbind is met

enige gedeelte van sodanige openbare gebou wat bedoel which shall communicate with any portion of such pu-
is akkomodasie van meer as 400 persone, .moet in blic building intended for the accommodation of a num-
wydte vergroot word met ten minste 12 mm vir elke ad- ber of persons exceeding 400, shall be increased in width
disionele teen persone of gedeelte daarvan (met 'n mini- by. not less than 12 mm for every additional ten personsmum van 150 mm vir elke bykomende 100 persone •

meer as 400) tot 'n maksimum wydte van 2 m: Met then or part thereof (with a minimum of 150 mm for every

verstande dat trappe en gange van klein sale en kerke 100 persons additional to 400) to a maximum width of
van hoogstens 115 oppervlakte ten minste 1,07 m 2 m: Provided that staircases, corridors and passage-ways
wyd kan wees en dat vir elke bykomende 10 m2 vloerop- of small halls and churches, not exceeding 115 m2 in area
pervlakte. van die gehoorsaal die trappe en gange, soon may be not less than 1,07 m in width and for every ad-
voornoem, in .wydte vergroot moet word met ten minste ditional 10 m2 of floor area of the auditorium the said25 nun op 'n wydte van 1,37 m met 'n toename soon
voornoem, vir elke bykomende 100 persone meer as 400. staircases, corridors and passagelways shall be increased

in width by at least 25 mm to a width of 1,37 in in-

Wye Trappe. • creasing as aforesaid for every extra 100 persons over
400.

I 283. Me openbare trappe wyer as 2 m moet langs die
middel of deur een.of meer sterk handrelings met gepaste Wide Stairs.

•

steunstukke behoorlik verdeel wees. 283. All public staircases over 2 m in width shall be
properly divided down the centre by one or more strong

Replanning van Voorportale. handrails with proper supports.
• •

'; , 284. (1) Waar trappe uitloop in 'n voorportaal, binne 2 Planning of Vestibules.
.ru van 'n uitgangsdeur af waardeur die grondverdieping
bedien word, moet dit so ingerig word dat dit regstreeks 284.(1) 'Where stairs discharge into a vestibule within
in die rigting van die straat uitloop, en 'n ekstra deur, die 2 m of an exit door serving the ground floor, it shall be
voile wydte van sodanige trap, moet vir sodanige trap arranged' to discharge directly towards the street and an
bygevoeg word. •

. extra door of the full width of such stairs shall be added
, for Such stairs.

(2) Geen trap mag in edge voorportaal uitloop nie in- •

dien enige gedeelte van laasgenoemde meer as 5 m van (2) No stairs shall discharge into any vestibule if any
die straat is nie, tensy sodanige. -trap regstreeks in die rig- part of the latter is more than 5 in from the street, un-
ting van die straat uitloop - deur afsonderlike en onaf- less such stairs discharge directly towards the street
hanklike, uitgange en op generlei, wyse die uitgange van through separate and independent exits and in no way
die hoofsaal tot in sodanige straat versper the. interfere with the exits from the main hall to.such street.

(3) Die wydte of afmetings reghoekig teenoor die rig- (3) The width or dimenSions at right angles to direc-
ting na uitgangsdeure buite sodanige voorportaal . moet tion to exit doors externally of any vestibule shall be at
minstens een-derde groter wees as die gesamentlike wydte least - one-third greater than the' combined width of all
van alle deuropeninge, gauge of trappe wat uit die ge- doorways,. passages or • stairs leading thereto from the

hoorsaal daarheen voer. auditorium.
• -

(4) Die deuropeninge van 'n voorportaal af tot in 'n (4) The • doorivays from a vestibule 'to a street shall
straat moet langs die hele straatsy van sodanige voorpor- extend along the whole street side of such vestibule and
taal reik, en, in geheel een-kwart meer, wees as die gesa- aggregate one-quarter more than the aggregate of all
gmentlike totaanait alle deure, gauge en uitgange wat van doors, passages and exits leading from the interior into
binne in sodanige voorportaal loop. ' • such vestibule. -
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Prosceniunutzttur. . Proscenium Wall.

285. In enige openbare gebou vir die opvoering van 285. In any public building for the performance of
toneelstukke, of waar 'n proscenium opgerig word, moet stage plays, or where a proscenium is erected, the prosce-
die prosceniummuur van steen of ander brandbestande nium wall shall be of brick or other fire-resisting con-
konstruksie wees, tot voldoening van die raad, ten minste struction to the satisfaction of the council, not less than
330 mm dik, en moet oor die hele wydte van die gebou 330 mm thick, and shall be carried across the intire width
gevoer word, sowel bo as onder die verhoog, tot die hoog- of the building, both above and below the stage, to the
te van die fondamente van die buitemure. Geen openinge level of the foundations of the external walls. No open-
mag in die prosceniummuur gemaak word nie, behalwe ings shall be made in the proscenium wall, with the ex-

'n deuropening na die orkesruimte en een deuropening ception of a doorway into the orchestra pit and one
aan weerskante van die verhoog vir verbinding met die doorway on each side of the stage for communication
gehoorsaal. I with the auditorium.

Rook aster Proscenium.
I

Smoking behind Proscenium.
286. Niemand mag te eaiger tyd aan die verhooglcant

286. No person shall at any time smoke on the stage
van die prosceniummuur van 'n openbare gebou wat to-

side of the proscenium wall to a public building having
neelbybehore bevat rook nie: Met then verstande dat (lit

scenic accessories: Provided that this side shall not apply
nie van toepassing is op rook wat deel vorm van 'n to

to smoking which forms part of an act in the perform-
neel in die opvoering nie.

, ance.
ProsceniaImversiering. Proscenium Decoration.

287. Die versierings exit lyswerk rondom die prosce-
287. The decorations and mouldings around the pros-

..iumopening moet van brandbestande material° gemaak tedium opening shall be constructed of fire-resisting ma-
wees; en alle houtwerk van toneelbehangsels, gordyne en tends, and all woodwork of stage hangings, curtains and
draperings in openbare geboue moet nie-brandbaar ge

draperies in public buildings shall be rendered non-com-
maak word deur middel van brandbestande verf of an-

bustible by fire-resisting paint or other means.
dersins.

Prosceniumdeure. Proscenium Doors.

288. Prosceniumdeuropeninge mag nie meer as I m 288. Proscenium doorways shall not be more than 1

wyd wees nie en meet toegerus wees met branddeure soos m wide and shall be fitted with fire-resisting doors as

in hierdie verordeninge voorgeskryf. Die onderent van prescribed in these by- laws. The bottom of such open-

sodanige openinge mag nie meer as 900 mm bokant die ings shall not be more than 900 mm above the stage

vloer van die verhoog wees nie, en sodanige deure moet floor, and such doors shall have an overlap of at least
aan elks kant ten minste 75 mm oorvleuel. 75 mm at each edge.

Brandbestande Aantrekkamers. Fire-Resisting Dressing-rooms.

289.(1) Alle aantrekkamers asook frappe wat toegang 289.(1) All dressing-rooms and stairs affording access

daartoe verleen, moet van brandbestande materiaal ge- thereto shall be constructed of fire-resisting material and

maak wees en verbind wees met 'n afsonderlike uitgang shall be connected with an independent exit leading di-

wat regstreeks tot 'n deurgang voer. reedy into a thoroughfare.. .

(2) Geen aantrekkameri mag meer as een verdieping (2) No dressing-room shall be situated more than one

onder die straathoogte gelee wees the. storey below the street level.

(3) Geen werkwinkel, verfkamer of aantrekkamer mag (3) No workshop, painting-room or dressing-room shall

in enige openbare gebou oor of onder die gehoorsaal of be formed or constructed in any public building over or

verhoog gevorm of gebou word nie. under the auditorium or stage. -

e.
.

-

Aatztrekkamers: Afsonderlik.
Dressing-rooms: Separate.

_

29041) Alle aantreklcainers moet in 'n afsonderlike
29041) All dressing-rooms shall be in a separate block

or else separated by a fire wall from the public building
blok of anders deur 'n lirandmuur geskei wees van die to which they belong, with not more than one opening
openbare gebou waarby I hulle behoort, met hoogstens therein.
een opening daarin.

(2) Alle aantrekkamers mod voorsien wees van yen- .
- (2) All dressing-rooms shall be provided with win-

sters wat regstreeks in die buitelug oopgaan en voldoen- • dows opening directly- to the open air and shall be ade-

de geventileer wees. quately ventilated.

V erhoogri dmte: Hoogte. Stage Room: Height
1

291. Die ruimte bokant die verhoog in openbare ge- 291. The space above the stage in public buildings in
bone waarin dit verskaf word, moet hoog genoeg wees which such are provided, shall be of sufficient height to
om toe te laat dat alle toneelskerms, asook die brand- allow •of all scenes and the fire -resisting screen, being

skerm, bo die bopunt van die prosceniumopeninge gehef raised above the top of the proscenium opening in one

kan word in een stuk sonder cm opgerol te word. piece and without being rolled up. •

-

Dak van Verlzoog: Konstruksie. Stage Roof: Construction. -

292. (1) Die dak van the verhoog moet van brandbe- 292.(1) The roof over the stage shall be of fire-resist-
stande materiaal wees en aan die agterkant daarvan voor- ing material and:shall be provided - with a lantern light
sien wees van 'n daklanternlig of -ligte by die ondervlak or lights at the back thereof, equal at the base to one-

gelyk aan een-sesde van die oppervlakte van die verhoog. sixth of the area of the stage. ,
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(2) Sodanige lanternlig of -ligte moet aan die kante (2) Such lantern light or lights shall be glazed at the
geglasuur wees met ruitglas van hoogstens 3 mm dik en sides with sheet glass not more than 3 nun thick and shall
moet oopgemaak kan word in 'n mate minstens gelyk be capable of being opened to an extent equal to at least
aan die bovlak soos vereis by die ondervlak van die the superficial area required at the base of the lantern
daklantern.

(3) Rame moet hangrame wees wat onder vas is en na (3) Sashes shall be bottom hung to open outwards,
buite oopgaan, en van sodanige aard wees dat dit the and be of a type that cannot be rendered inoperative by
buite werking gestel kan word deur kromtrek, afsakking, warping, settlement, frost, snow or dirt, and shall be
ryp, sneeu of vullis nie, en moet oopgemaak kan word capable of being opened by the cutting of a cord and/ordeur die afsny van 'n koord en/of die smelt van 'n ska- the fusing of a link.
kel.

1(4) Sodanige koord moet na the verhoog toe afgevoer (4) Such cord shall be brought down to the stage to
word tot 'n posisie digby die afstelinrigting van die vei- a position near the safety curtain release and shall be
ligheidsgordyn en moet behoorlik aangedui wees. suitably indicated.

Stage Ventilation.
Yentilasie van Verhoog.

293. The stage shall be ventilated to the satisfaction
293. Die verhoog moet tot voldoening van die raad of the council.

geventileer wees.
Scene Dock and Flies.

Toneelopbergruimte en Vliegwerke.
294.(1) No scene dock, property room or store-room294.(I) Geen toneelopbergruimte, rekwisietekamer of shall be permitted in any public building unless it bi

bewaarplek word in enige openbare gebou toegelaat nie separated from the rest of the building by brick or other
tensy dit van die res van die gebou deur steenwerk of fire-resisting &instruction.
ander brandbestande konstruksie geskei is.

(2) The flies of such building shall be constructed of
(2) Die vliegwerke van sodanige geboue most van fiil.

brandbestande materiaal gemaak wees tot voldoening van
material to the satisfaction of the counc

die raad. (3) Adequate means of escape shall be provided from
the flies and the grid-iron to the satisfaction of the coun-

(3) Voldoende ontkomingswee mod verskaf word van cil.
die vliegwerke en roosterwerk of tot voldoening van die
raad. Vent Openings.

Ventilasie-openinge.
295. All openings for ventilation of public buildings

295. Me openinge vir ventilasie van openbare geboue shall be shown on the plans and properly described, and
moet op die planne aangetoon en behoorlik beskryf word, such openings shall be made in such manner and places
en sodanige openings moet op sodanige wyse en op so-

as approved by the council.danige plekke aangebring word as wat die raad goedkeur.
Doors.

Deuce.
296.(1) All outer and inner doors of public buildings

296.(4) Alle buite- en binnedeure van openbare geboue which are used as ordinary and usual means of public
wat as gebruiklike en gewone publieke ingange gebruik access shall open outwards, but may open inwards asword, most na buite oopgaan, dog kan ook na binne

well.oopgaan.

(2) Wanneer sodanige deure nie van bevredigende (2) Such doors, where not provided with satisfactory
veerskarniere voorsien is nie, most dit voorsien wees van spring hinges, shall be provided with proper and ade-
behoorlike en voldoende middele om dit in 'n ope posisie quate means of holding them back in an open position
terug te hou ten erode die volle wydte van die deurope- to afford the full width of the doorway as a means ofninge te verskaf as uit- en ingange, en moet ongesluit en egress and ingress and shall be kept unlocked and fullyten volle oop (of in the geval van die wat veerskarniere

open (or in the case of those with spring hinges, fullyhet, ten volle en onmiddellik beskikbaar) gehou word
gedurende die tye wat die gebou in gebruik is. and immediately available) during the time the building

(3) Me ander deure vir die gebruik van die publiek, isin use"

met inbegrip van nooduitgange en -hekke in oop stee of (3) All other doors for use by the public, including
gange buite the gebou, hetsy regstreeks verbind met die • emergency exits and gates in open lanes or passages out-
wee verskaf om sodanige gebou te verlaat al dan nie, side the building, whether connected directly with the
moet so vervaardig wees dat dit na buite oopgaan of in means provided for leaving such building or not, shall
die rigting waarin die gehoor beweeg wanneer hulle die be made to open outwards or in the direction of travel
gebou verlaat. of the audience when leaving the building.

(4) Geen deur nmg onmiddellik op trappe of tree- (4) No door shall open immediately on stairs ortjies oopgaan nie, maar op 'n bordes van ten minste 1 m
steps, but on to a landing at least 1 m in width, whichwyd, wat tussen sodanige deure en frappe of treetiies shall be provided between such doors and stairs or steps.aangebring moet word.

Slotte en Grendels. Door Locks and Bolts.

297.(1) Hoofingangsdeure van buite kan aan die bin- 297.(1) Main external entrance doors may be fitted
nekant toegerus wees met lang skuif- of kokergrendels. on inside faces with long sliding or tower bolts. If in
Indica 'n deur twee vleuels het, kan 'n gewone slot ge- two leaves, an ordinary lock may be used; if in one
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bruik word; indien dit slegs uit een vleuel bestaan en 'it leaf and a lock is required, it shall be a draw lock (with-

slot vereis word, moet diV 'n trekslot wees (sonder enige out any catch pin to keep the door locked) capable of
klinkpen om die deur glesluit te hou) wat van binne being opened from the inside without using a key.
sonder om 'n sleutel te gebruik, oopgemaak kan word.

(2) External exit doors or gates including those to
(2) Buite-uitgangsdeure of -hekke, met inbegrip van open passages outside the building shall not have any

die wat na oop gange buite die gebou lei, mag geen an- locks or fastenings other than satisfactory panic bolts
der slotte of sluittoestel ad bevredigende noodgrendels he fixed on the inside in such a manner that they are easily
nie, aan die binnekant op

1

so 'n wyse vasgemaak dat dit and immediately opened by pressure from the inside on
gemaklik en onmiddellik oopgemaak kan word deur van a horizontal bar or panel.
binne af op 'n horisontale itaaf of panel te druk. (3) Internal doors for use by the public shall have no

(3) Binnedeure vir gebruik deur die publiek mag geen locks, bolts or other fastenings, except such as are neces-
slotte, grendels of ander sluitmiddels he the bebalwe wat sary to hold them in an open position, but may be fitted
nodig is om dit oop te hou, maar kan met veerskarniere with spring hinges.
toegerus wees.

Vouhekke. Collapsible Gates.

298.(1) Vouhekke van hoogstens 2 m hoog mag slogs 298.(4) Collapsible gates not exceeding 2 m in height,
aan die straat by die hoofingang aan die buitekant ge- shall only be used on the street at the main external en-

bruik word. Dit moet vooisien wees van klinlce of ander trance. They shall be supplied with pawls or other ap-

goedgekeurde toestelle war automatics verbind wanner proved devices which engage automatically when the
.: hekke teruggestoot word en wat sodanige hekke sal gates are pushed back and will lock, hold or fix such
tit, vashou of in posisie Vasheg met die ingang oop tot gates in position with the entrance open to the full extent

die voile wydte wat ingevolge hierdie verordeninge vereis required in terms of these by-laws.
word.

(2) Wanneer die gebou the in gebruik is nie, kan bier- '(2) These gates may be locked when the building is

die hekke gesluit word met 'n hangslot wat van die hek not in use by means of a padlock which must be removed
of tilt die nabyheid daarvan verwyder moot word wan- from the gate orits vicinity when the building is in use.

neer die gebou in gebruik is.' (3) Bolts, locking or swivel bars, padlocks, spring
(3) Grendels, sluit- of werwelstawe, hangslotte, veer- locks, bolts worked by chains, monkey tail bolts with a

slotte, grendels deur kettings gewerk, stertgrendels met 'n shoulder or projection and any lock which cannot be
skouer of uitsteeksel, en enige slot wat the sonder sleutel opened from the inside without a key shall not be used.
van binne oopgemaak kan, word the, mag the gebruik
word the. Exit Doors.

Uitgangsdeure.
299.(1) In all public buildings, exit doorways (herein-

299.(1) In alle openbare geboue moet uitgangsdeur- after called escape doors), opening either directly into or
openinge (hierna nooddeure genoem) wat of regstreeks communicating by an unobstructed corridor, passage or
oopgaan in die afsonderlike uitgangsweg en bykomende stair case, of width hereinbefore specified, with the sepa-
uitgang vir elke verdieping, Ptrapry of vlak soos ingevolge rate means of egress and additional exit for each floor, tierhierdie verordeninge voorgeskryf, 61 daarmee verbind is or level, as in terms of these by-laws prescribed, shall be
deur 'n onbelemmerde gang of trap van 'n wydte soos of a number and capacity in each floor, tier or level or
hierbo gespesifiseer, soveel eh so groot in elke verdieping, part of such building, that their aggregate opening shall
-apry of vlak of gedeelte 'van sodanige gebou, dat die be such as in the opinion of the council shall be suffi-
esamentlike opening sodanig is as wat na die raad se cient to allow the whole number of persons that such

mening, voldoende is om toe te laat dat die hele aantal floor, tier or level can seat, to pass through such openingperson aan wie sodanige verdieping, trapry of vlak, sit- at ordinary walking pace in a space of time not exceed-
plek kan verskaf, by sodanige openinge binne 'n tydperk in„ three minutes.van hoogstens drie minute 'teen gewone loopspoed kan 6

deurgaan.
I

(2) Curtains shall not be placed across exit doors in
(2) Geen gordyn mag voor 'n uitgangsdeur in open- public buildings.

bare geboue gehang word rile!

(3) Gordyne wat vooringangsdeure
(3) Curtains placed across entrance doors in public

in openbare ge - buildings shall
boue gehang word, moet —
(a) goed vas wees sodat dit maklik van die middel af (a) be securely hung so as to slide freely from the centre;

na die kant toe geskuif kan word;
(b) in twee of meer stukke vertikaal hang; (b) be in two or more pieces vertically;
(c) op so 'n wyse gemaakl en opgehang wees dat dit

nerens nader as 150 nun van die vloer af hang the. (c) be so formed and hung that no portion thereof shall
be less than 150 mm from the floor.

(4) Alle nooddeure wat in die reel the as uitgange ge-
bruik word the maar in gevalle van alarm as bykomende (4) All escape doors not ordinarily used for exit, but
uitgangswee beskikbaar is, moet aan die binnekant aange- available as additional means of egress in cases of alarm,
dui wees deur 'n geverfde kehnisgewing in blokletters ten shall be indicated on the inside by a painted notice in
minste 150 mm hoog, tot voldoening van die raad, en block letters at least •150 mm in height, to the satisfaction
genoemde kennisgewing moet uit die woorde "NOOD- of the council, which notice shall consist in both official

DEUR: NTE GESLUIT NIET in beide amptelike tale, be- languages of the words "ESCAPE DOOR: NOT
staan en sodanige letters meet, terwyl sodanige gebou vir LOCKED", and such letters shall, while such building
die publiek oop is, onbedekl gehou word en deur geen is open to the public, be kept uncovered and uncon-
versperring hoegenaamd verberg wees the. cealed by -any obstruction whatsoever.
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Afsonderlike Uitgange vir elke flak. Separate Exits for Each Level.

300. Waar verskillende verdiepings, traprye of vlalcke 300. Where different floors, tiers, or levels are pro -

vir akkommodasie van die publiek verskaf is, moet elke vided for the accommodation of the public, each such
sodanige verdieping, trapry of vlak of onderafdeling daar- floor, tier, level or subdivision thereof shall have its own
van, sy eie afsonderlike en onafhanklike trappe en gauge separate independent staircases, corridors and passages,
he, en minstens een uitgang wat regstreeks in.'n straat of and at least one exit discharging directly into a street,
oop gang of steeg uitloop wat deur die raad goedgekeur open passage or lane approved by the council. For the
is. Vir die toepassing van hierdie artikel kan geag word purposes of this section seperate tiers of boxes may be re-
dat afsonderlike traprye van losies een verdieping of garded as forming one floor or level with the floor or
vlak vorm met die verdieping of vlak waarop dit gelee is. level on which they are situated.

Uitgange. Exits.
301.(1) Enige verdieping, trapry of vlak sonder 'n an-

der verdieping, trapry of vlak daartussen en die grondver- 301.(l) Any floor, tier or level which has no other

diepingvlak, en waarvoor dit ingevolge hierdie verorde- floor, tier or level between it and the ground floor level,
ninge vereis word om twee uitgange van ten minste 1,07 and which is required in terms of these by-laws to have

m wyd te he, kan in stede daarvan een uitgang van ten two exits at least 1,07 m wide, may have in lieu thereof

minste 1,37 m he, met 'n deur of deure van dieselfde wyd- one exit at least 1,37 m wide with a door or doors of

te. Ellce ander verdieping, trapry of vlak moet ten minste similar width. Every other floor, tier or level shall have

twee uitgange he. at least two exits.

(2) Geen deuropening wat. as uitgang dien mag tussen (2) No doorway serving as an exit shall be less
vleuels, wanneer wyd oop, 'n Ideiner wydte as die afme- width between leaves when wide open than the memo.
tings ingevolge hierdie verordeninge voorgeskryf vir trap- ments prescribed for staircases, corridors, and passages
pe en gange he the: Met dien verstande dat die totale in these by-laws: Provided that the total aggregate width
gesamentlike wydte van uitgangsdeure wat op enige be- of exit doors required at any particular spot may be sup-
sondere plek vereis word, in veelvoude van ten minste plied in multiples of not less than 1,37 m widths without
1,37 m verskaf kan word sonder vermindering van die reduction in the total width required.
totale vereiste wydte.

(3) Minstens twee van die uitgange tilt enige verdie- (3) At least two of the exits from any floor or level
shall be arranged as far apart as practicable on oppositeof vlak moet so ver moontlik van mekaar ofaan ping

teenoorgestelde kante of ente van sodanige verdieping of sides or ends of such floor or level.

vlak ingerig wees. (4) If any floor or level be divided into two or more
1(4) Indien enige verdieping ••of vlak in twee of meet distinct parts, each part shall be regarded and treated as

afsonderlike dele ingedeel is, moet elke gedeelte as .'n a separate floor or level.

aparte verdieping of vlak beskou en' behandel word. (5) In no case shall exits required in terms of • these

(5) In geen geval mag uitgange wat, ingevolge hierdie by- laws be less than 6 m apart on any one level.
verordeninge vereis word, minder as 6 m van mekaar of (6) If any level exceeds 280 m2 in area, it shall have
op enige afsonderlike vlak wees nie.

. at least three exits. If it exceeds 560 m2 it shall have at
(6) Indien enige vlak 'n oppervlakte van meer as 280 least four separate exits, and one for each additional

m2 het, meet dit ten minste drie uitgange hi. Indien dit 280 m2.
560 in' oorskry, moet dit ten minste vier afsonderlike
uitgange he, 'en een bykomende uitgang vir elke ekstra

- (7) If a public building is incorporated in a building

280 ml. .

' portion of which is used for other purposes, all exits,

(7) Indien 'n openbare gebou in 'n gebou waarvan .n .passages, gangways, corridors and staircases required for
gedeelte vir ander doeleindes gebruik word, ingelyf - is, such public building shall be separate and independent
moet alle uitgange, gange, deurgange en trappe wat vir so- ' from those required for use of the rest of the building.
danige openbare gebou vereis word, afsonderlik en onaf-
hanklik wees van die wat vir die res van die 'gebou ver-

Gangways to be Clear.
eis word.

Deargange moet Onversper wees.
- : 302. All passages, gangways, corridors, staircases and

302. Alle gange, deurgange, trappe en ander in- en
other means of ingress and egress for the use of the pu-

uitgange vir die gebruik van die publiek moet te alle tye blic shall at all times be kept in good order and repair

in goeie toestand en orde gehou word en onversper deur and free from chairs or any obstruction whatsoever,

stoele of ander hindernii, wat ook al, hetsy van tydelike whether of a temporary or permanent nature, or any pro-

of blywende aard, of enige uitstek van wetter aard ook al,
:
jection of any description whatsoever other than hand-

'

behalwe handrelings wees, en alle tapyte of ander trap- • rails, and all carpets or other stair or floor coverings
of vloerbedekkings moet stewig vasgesit en in goeie en •

ordelike toestand gehou word. ,
shall be kept securely fixed and in good order and re-

. :pair.
.. - Stacie in Openbare Geboue.

- -

303.(1) Wanneer die sitplekruimte vir die publiek nit :

Chairs in Public Buildings.

stoele bestaan, moet sodanige stoele, ry vir ry, aanmekaar 30341) When seating accommodation for the public
vasgeheg wees deur middel van 'n houtlat of latte van 'consists of chairs, these shall be fastened to one another,
voldoende sterkte, wat langs die ondersy van die sitplekke crow by row, by means of a wooden batten or battens of
loop op so 'n wyse dat, ingeval paniek Ontstaan, daar ;sufficient strength running beneath the seats in such a
geen gevaar bestaan

-
dat stoele omgegooi Word en 'n be- manner: that should panic arise, there shall be no danger
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lemmering vir uitgang veroorsaak nie. Sodanige stoele of the chairs being upset so as to cause any hindrance to
moet met latte aanmeka'argesit word op tussenruimtes egress. Such chairs shall be battened together and spaced
van ten minste 450 mm Van middelpunt tot middelpunt. not less than 450 mm from centre to centre.

(2) Waar stoele leunings het, meet die binnewydte tus- (2) Where chairs have arms, the inside width between
sen die buitenste ente van die Jennings van enige stoel the outer ends of the arms of any chair shall not be less
ten minste 420 mm wees. than 420 mm.

(3) Steele moet in lengtes van ten minste 4 en hoog- (3) Chairs shall be placed in lengths of not less than
stens 14 sitplekke of stoele in een seksie geplaas word. 4 and not more than 14 seats or chairs in one section.

s(4) In die gehoorsaal mag daar tussen geen sitplek en (4) No seat in the auditorium shall have more than
die beukpaadjie aan die een of ander kant meet as ses six seats intervening between it and the aisle on either
ander sitplekke wees nie. side.

I

Sitplekverhoe. Seat Platforms.

304. Geen verhoe wat gevorm is on sitplekke daarop 304. No platforms formed' to receive seats shall be

te plaas mag hoer as 530 mm in optree of minder as 810 more than 530 nun in height of riser, nor less then 810

mm in wydte van verhoog wees nie. mm in width of platform.

Yeiligting. Lighting.

305. Alle ingangsportale, gauge, trappe, deurgange, of 305: All entrance halls, passages, staircases, gangways,
-- der toegangswe8 tot 'n openbare vertrek of vertreklce in or other means of approach to a public room or rooms

ige openbare gebou moet doeltreffend verlig wees ter- in any public building shall be efficiently lighted while

wyl sodanige openbare gebdu in gebruik is.
' such public building is being used.

Gasleiidings. Gas Conduits.

306. In elke openbare gebou, behalwe hospitale, kol- s
306. In every public building except hospitals, colleges,

leges, skole en biblioteke, iwaar die gehoorsaal deur gas schools and libraries, where gas is used for lighting of

verlig word, meet verligting van die verhoog of platform the auditorium, such lighting for the stage or platform

deur afsonderlike leidings aangevoer word, sodat elke stet- shall be brought in by separate conduits, so that each

sel afsonderlik afgesluit kad word, en die 'crane of ander system may be shut off independently of the other, and

afsluitmiddels van elke stelsel of leiding moet tot voldoe- the cocks or other means of shutting off each system or
conduit shall be arranged and, if necessary, alteredto ningvan die raad ingerig en' indien nodig, gewysig word.
the satisfaction of the council.

Kunsmatig'e Verligting.

307.(1) Wanneer in enige openbare gebou kunsmatige Artificial Lighting.
verligting gebruik word, moet goedgekeurde voorsiening •

•

307(1) When artificial lighting is used in any public
'gemaak word sodat die publiek deur 'n defek of ongeluk • .'
building, approved provision shall be made so that the

nie in die donker gelaat word Me. public shall not be left in' darkness through any break-
(2) Twee volledige stelels elektriese verligting van : down or accident.

twee afsonderlike toevoerbionne of word voldoende go- (2) Two complete systems of electric lighting from
ag om aan die vereistes van hierdie artikel to voldoen.

. two separate sources of supply shall be deemed to meet
(3) In openbare geboue Wat ontwerp is om hoogstens the requirements of this section. , •

00 persone op te neem, meet 'n voldoende aantal olie- of (3) In public buildings designed to accommodate not
kerslampe van 'n goedgekedrde model, aan nie-brandbare '

more than 300 persons, a sufficient' number of oil or
voetstukke vasgeheg, verskaf word. Sodanige lampe moet,
terwyl die publiek in die gebou is, verlig wees. candle lamps of an approved pattern secured to non-

• combustible bases, shall be provided. Such lamps shall
(4) Geboue wat uitsluitlik vir openbare eredienste go- s be lighted during the whole time the public are in the

bruik word, word van die bepalings van hierdie artikel building.
vrygestel.

I . (4) Buildings used. solely for public worship shall be
Brandkrane en Emmers.

I
exempt front the provisions of this section.

308.(1) Alle openbare geboue behalwe kerke, kapelle i

en ander plekke van openbare erediens, moet voorsien ' Fire Hydrants and Buckets.
wees van 'n voldoende aantal brandkrane, elk met 'n i

deursnee van ten minste 62 mm. Sodanige brandkrane 308.(1) All public buildings except churches, chapels,
moet by die straathoofleidini aangesluit wees deur middel and other places of public worship, shall be provided with
van 'll pyp van ten minste 100 mm in deursnee. ' a sufficient number of hydrants, each at least 62 mm in

1 'diameter. Such hydrants shall be connected to the street
(2) Eike sodanige brandkraan moet voorsien wees van main by a pipe at least 100 mm in diameter.

ten minste een 20 m waterslang in twee lengtes, met toe-
behore ooreenkomstig die 'model van die munisipale (2) Each of such hydrants shall be provided with at
brandweerafdeling. I least 20 m of hose in two lengths, with fittings in ac-

(3) Alle sodanige brandkrane, slange en ander
.

tut- .
cordance with the municipal fire department pattern.

'
.

rusting moet wees soos elders in hierdie verordeninge (3) All such hydrants, hose and other fittingi shall be
sgespesifiseer.
1

as specified elsewhere in these by-laws.
I

(4) Drie enuners gevul met water moet te alle tye dig- (4) Three buckets filled with water shall always be
by elks brandkraan gehou ward. _ kept near ma' hydrant. .

•

i
I
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Brandkrane. Fire Plugs.

309. In elke openbare gebou waar die hele gebou of 309. In every public building where the whole or any
enige gedeelte daarvan vir opvoerings- of soortgelyke portion of the building is used for theatrical or similar
doeleindes gebruik word en waar toneelbybehore is, moet purposes and having scenic accessories, there shall be
binne-in, voor die proscenium en s6 geplaas dat dit op within it, in front of and so placed as to command the
laasgenoemde uitsig het, een of meer brandkrane, soos proscenium, one or more fire plugs as hereinbefore speci-

hierbo gespesifiseer, wees met alle koppelinge, toebehore fled, with all couplings, fittings and appliances to the
en toestelle tot voldoening van die raad. satisfaction of the council.

Brandtenks. Fire Cisterns.
310. Waar daar geen brandhoofleidings met 'n voort- 310. Where there are no fire mains in constant supply,

durende watervoorraad is nie, moet bo-op die proscenium- there shall be provided on top of the proscenium wall or
muur of op 'n ander plek wat deur die raad goedgekeur at some other place to be approved by the council, two
moet wees, twee of meer teaks verskaf word, wat tesame or more cisterns, together capable of containing at least
minstens 1 Id water kan bevat vir elke 100 persone of

1 Id of water for every 100 persons or part thereof to be
gedeelte daarvan vir wie in die gebou sitplek verskaf moet accommodated in the building.
word.

Teaterbrandtelefone. Theatre Fire Telephones.

311. Aan die souffleurkant van die verhoog moet in 'n 311. On the prompt side of the stage in a convenient
gerieflike posisie 'n telefoon wat regstreeks in verbinding position a telephone which is in direct communication
met die naaste brandweerstasie is, verskaf word. with the nearest fire station, shall be provided.

Chemiese Brandblussers.
Chemical Fire Extinguishers.

312. Chemiese brandblussers ooreenkomstig die bepa-
Pegs van hierdie verordeninge moet verskaf word en deur 312. Chemical fire extinguishers, in accordance with
die hele gebou soos volg versprei wees:— the provisions of these by-laws, shall be provided and

distributed throughout the building as follows:—
Een aan weerskante van die verhoog op dieselfde

hoogte as die verhoog. One on each side of stage at stage level.

Een aan weerskante van die verhoog by elke vlieg- One on each side of stage at every level of flies.
werkvlak.

One in scene dock.
Een in elke toneelopbergruimte.
Een in elke gang na die kleedkamers. One in each passage to dressing rooms.

Vier in die gehoorsaal op elke vlak. Four in auditorium at every level.

Nat Komberse en Emmers.
Wet Blankets and Buckets.

313. Nat komberse of dekens en emmers of ander
hollers vol water, moet altyd in die vleuels gereed gehou 31.3. Wet blankets or rugs, and buckets or other re-

word, en onmiddellik daarbo moet aanplakbiljette wat ceptacles filled with water, shall always be kept ready in
leesbaar gedruk of geverf is, aangebring word. the wings, and shall have placards legibly printed or

painted, fixed immediately above them.
Aanwesigheid van Brandweermanne.

Firemen in Attendance.
314. Brandweermanne van die raad se brandweeraf-

deling moet in voldoende getalle aanwesig wees. Vir hul 314. Firemen of the council's fire department shall be
dienste moet die eieriaar, huurder of gebruiker aan die in attendance in sufficient numbers, for whose services
raad sodanige bedrag per brandweerman, per aand, be- the owner, lessee or user shall pay to the council such
taal soos ingevolge vererdening vasgestel. sum per fireman, per night, as laid down by by-law.

Handbyltjies. Hatches.
315. Handbyltjies, hake of ander middels om hangende 315. Hatches, hooks or other means of taking down

toneelskikkings neer to haal in geval van brand, moet al- hanging scenery in case of fire, shall always be kept in
tyd gereed gehou word. readiness.

Voetligte. Footlights.
316. Voetligte (indien dit olielampe of kerse is) voor-

1316. Footlights (if oil or candles) in front of the stage,aan die verhoog of gedeelte van die gebou wat as verhoog or the portion of the building used as a stage, shall begebruik word, meet deur draadskutte, soos deur die raad
protected by wire guards approved by the council. Gas

goedgekeur, beskerm wees. Gasbranders mag the gebruik burners shall not be used. In all other cases footlights
word nie. In alle ander gevalle moet voetligte slegs tat shall consist of electric lights only.elektriese ligte bestaan.

Brandskerm. Fire Curtain.

317.(1) In elke openbare gebbu wat vir Opvoerings- 317.(1) In every public building used for theatrical
doeleindes gebruik word, en wat toneelbybehore het, purposes and having scenic accessories, a fire-resisting
moet 'n brandbestande skean van yster, ashes- of ander curtain of iron, asbestos or other non-combustible mate-
nie-brandbare materiaal in sodanige posisie geplaas word rial shall be placed in such a position that it can be in-

dat dit onmiddellik neergelaat kan word, die proscenium- stantaneously lowered and shall completely cover the
opening geheel dek en in ystergroewe loop waarvan die proScenium opening, running in iron grooves, the back of
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agterkant ten minste 1150 nun van die rand van die which shall be at least 150 mm from the edge of the
prosceniumopening mod wees. Genoemde skean moet proscenium opening. The said curtain shall be on the
aan die verhoogkant vain die prosceniununuur wees en stage side of the proscenium wall, and shall be of such
van sodanige digtheid, stewigheid en inrigting as wat die consistency, rigidity and arrangement as may be satis-
mad voldoende ag. factory to the council.

(2) Die brandskerm moet afsak in 'n voorbereide •(2) The curtain shall drop into a prepared groove
groef ten minste 50 mm diep, deur nie-brandbare mate- not less than 50 mm deep, formed and surrounded by
riaal gevorm en omring vir ten minste 150 mm aan die non-conibustible material for at least 150 mm on the
kant van die verhoog en in geheel aan die kant van die stage side and entirely on the auditorium side.
gehoorsaal.

(3) Such curtain shall be arranged in such a manner
(3) Sodanige skerm moet op sodanige wyse ingerig as to lower itself on the cutting or loosening of a cord at

wees dat dit self afsak wanneer 'n koord op die hoogte the level of the stage floor.
van die verhoogvloer afgesny of losgemaak word.

(4) The curtain shall be kept lowered so as to cover
(4) Die skerm mod to alle tye in 'n neergelate posisie the proscenium opening to the satisfaction of the council

gehou word sodat dit die prosceniumopening tot voldoe- at all times, except when the building is in actual use
ning van die raad bedek, behalwe wanneer die gebou for performances.
wesenlik vir opvoerings in gebruik is.

(5) The words "This curtain has to be lowered and
(5) Die woorde "Hierdie veiligheidskerm moet vyf mi- raised five minutes before each performance" in both of-

nute voor elke vertoning neergelaat en opgehys word" fidal languages shall be painted across the front of every
'a albei amptelike tale, moet oor die voorkant van elke fire curtain, and on the side facing the auditorium in 300
randskerm geverf word, I en ook aan die sykant wat na nun high red block letters; such lettering shall occupy a

die gehoorsaal gekeer is, 'in rod bloldetters van 300 mm space of not less than 1.27 m from the bottom of the
hoog: sodanige letters mod 'n ruimte van ten minste 1,27 curtain.
in van die onderste deal van die skerm af, beslaan.

(6) The safetay curtain in every theatre or music hall
(6) Die veiligheidskenn in elke teater of variethteater shall be lowered to its full extent, and raised to the ne-

moet ten voile neergelaat word en tot die vereiste hoog- cessary height five minutes prior to the commencement
te opgehys word vyf minute voor die aanvang van elke of every performance.
vertoning.

Gas Burners.
Gasbranders.

3113. In every public building all fixed and ordinary
318. In elke openbare gebou meet Ale vaste en ge-

gas burners within 2,2 in of the floor shall be furnished
bruiklike gasbranders binne 2,2 in van die vloer af met efficient guards.
doeltreffende skerms toegerus wees.

with

Pype: Materiaal.
Pipes: Material.

' 319. All gas and water pipes in any public buildings
319. Alle gas- en waterpype in enige openbare gebou shall be manufactured of iron, brass or copper, and no

moet van yster, geelkoper of koper vervaardig wees, en
used

Been pype wat van loud of witmetaal vervaardig is, mag pipes manufactured of lead or white metal shall be

in enige gedeelte van die I gebou gebruik word nie. in any part of the building.

BlumineeIr-brandligte. Illuminating Fires.

320. Indien in enige oplenbare gebou geldeurde brand- 320. If in any public building coloured fires be used
ligte gebruik word, of indien enige chemiese proses aan- or any other chemical process be employed for the pur-
gewend word met die doel om bepaalde soorte Jig te pose of producing particular kinds of light, or for any
verskaf of vir enige ander; doel hoegenaamd, moet soda- other purpose whatever, such process shall be carried out
nige proses slegs deur 'n bedrewe operateur uitgevoer by a skilled operator only.
word.

Branhoorskrifte.
'

Fire Directions.

321. Voorskrifte in geval van brand, wat deur die 321. Directions in the case of fire, to be approved by
• raad goedgekeur mod word, moet in groot letters gedruk, ,the council, printed in large type, shall be kept in all

in sodanige openbare geboue gehou word en op sodanige public buildings and in such conspicuous places therein
opvallende plekke daarin sons wat die raad gelas. las the council may direct.

t Verlof vir reranderinge.
. Permission for Charges.

1

322. Geen veranderingei omskikkings of aanpassings
322. No alterations, rearrangements or readjustments

van enige aard mag ten opsigte van enige van voomoem-
whaisoever may be made in respect of any of the afore-

de toestelle, beveiligingsmiddels of ander middels vir die
said appliances, safeguards or other means for the preven-voorkoming van brand gemaak word nie sender die veer- lion of fire without prior written consent of the council.afvericree skriftelike toesteniming van die raad.

.

Brandtelefoon.
•

Fire Telephone.
I

:

1 323. Elke openbare gebIou meet, indien dit deur die 323. Every public building, if required by the council,
raad vereis word, telefonies met die hoofbrandweersta- shall be connected with the main fire station by tele-
sie verbind wees. Die wyse waarop alarmseine opgerig phonic communication. The manner of fixing such alarms
word en die posisie daarvan moet deur die hoofbeampte and the position thereof shall be approved by the chief
van die brandweerafdeling goedgekeur word. officer of the fire department.

_.
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Amptelike lnspeksies. Official Inspections.

324. Die raad het te alle tye die reg om enige gedeelte 324. The council shall at all times have the right to
van enige openbare gebou, verrnaaldikheidsplek of plek inspect and visit any part of any public building, place of
van samekoms te inspekteer en te besoek ten einde toe te amusement or assembly in order to ensure that the pro-

sien dat die bepalings van hierdie verordeninge nagekom visions of these by-laws are being observed, and the
word en dieselfde reg van inspeksie word verleen aan die same right of inspection shall be given to the medical
geneeskundige gesondheidsbeampte, die hoofbeampte van officer of health, the chief officer, fire department, and
die brandweerafdeling en hul assistente. their assistants.

Wysiging van Vereistes. Modifying Requirements.

325. Die raad het die reg om in spesiale gevalle, en 325. The council shall have the right in special cases,
waar dit nodig en raadsaam geag word weens die beson- and where it is deemed necessary and advisable owing to
dere omstandighede of ligging van enige openbare gebou, the peculiar circumstances or position of any public
die vereistes soos in hierdie Hoofstuk bepaal, te wysig building, to modify the requirements laid down in this
met behoorlike inagneming van publieke veiligheid in Chapter, having due regard to public safety in each par-
elke besondere geval. titular case.

• Oortredings en Boetes. Offences and Penalties.

326.(a) Enigiemand wat, terwyl enige openbare gebou 326.(a) Any person who, whilst any public building is
vir die publiek oop is, enige gang, deurgang, trap of ander open to the public, obstructs any gangway, passage, car-
in- of uitgang versper deur enige steel of ander hindernis ridor, stairway or other means of ingress or egress by
daarin to plaas; of

placing therein any chair or other obstruction; or

(b) enige huurder of gebruiker van enige openbare ge-
bou wat in gebreke bly of nalaat om erne deur oop te (b) any lessee or user of any public building who
sluit of ongesluit te holt, of oop to lion, wat ongesluit of shall fail or neglect to unfasten or keep unfastened, or
oopgehou moet word soos ingevolge hierdie verordeninge to keep open any door as provided in terms of these by-
bepaal; of laws to be unfastened and kept unfastened or opened; or

(c) enigiemand wat 'n deur wat gebruik word of ver- (c) any person who shall lock, bolt or otherwise fasten
skaf is vir die doel van publieke in- of uitgang, sluit, any door provided or used for the purpose of public in-
grendel, of andersins dig mask op sodanige wyse dat dit gress or egress in such manner that it cannot be in-
sonder 'n sleutel of ander toestel nie onmiddellik geopen
kan word nie, of wat enige sluittoestel daarop gebruik stantaneously opened without a key or other appliance,
behalwe soos voorgeskryf; of or who shall fix and use fastening thereon except as

prescribed; or
(d) enigiemand wat geverfde of ander kennisgewings

wat ingevolge hierdie Hoofstuk verskaf moet word, moeds- (d) any person who shall wilfully obstruct from view,
willig uit die gesig verberg, dit versteek of uitwis; of conceal or obliterate painted or other notices to be pro -

vided in terms of this Chapter; or
(e) enige huurder of gebruiker wat in gebreke bly om

alle trappe, gange, buiteportale en voorportale en ander (e) any lessee or user who shall fail to keep all stair-
in- of uitgange behoorlik verlig te hou soos voorgeskryf; cases, passages, corridors, porches, vestibules and other
of means of ingress or egress properly lighted as prescribed;

or
(f) enigiemand wat in enige openbare gebou, terwyl

dit vir die publiek oop is moedswillig en lcwaadwillig (f) any person who shall, whilst any public building

enige ligte uitdoof wat, soos deur hierdie Hoofstuk vereis,
are open to the public, wilfully and maliciously exting-
uish any lights required in terms of this Chapter to be

in stand gehou moet word; of maintained; or

(g) enige huurder of gebruiker wat in gebreke bly of (g) any lessee or user who shall fail or neglect to main-
nalaat om alle of enige van die inrigtings en beweeglike taro in proper condition and position all or any of the
toestelle, kennisgewings of bybehore, soos hierin voorge- arrangements and movable appliances, notices or acces-
skryf as beveiliginqbsmiddels teen brand of ongelukke, in sories herein prescribed as safeguards against fire or ac-
behoorlike toestand en posisie te onderhou; of cidents; or

(h) enigiemand wat hem op enige wyse met enige be- (h) any person who shall in any way interfere with,
ampte in die vervulling van sy pligte bemoei: intimideer, intimidate, hinder or obstruct in the performance of hishinder of belemmer, wanneer by gemagtig is om enige duties any officer authorised to inspect any public build-
openbare gebou, ingevolge hierdie verordeninge te inspek- ing in terms of these by-laws;
teer;

is strafbaar met die boetes soos in artikel 367 voor- shall be liable to the penalties prescribed in section
geskryf vir oortreding van hierdie verordeninge. 367 for breach of these by- laws.
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HOOFSTUK XV. CHAPTER XV.

KINEMATOGRAAFSALE, PROJEKSIE EN OPE- CINEMATOGRAPH HALLS, PROJECTION AND
RATEURS. OPERATORS.

I

-

Sertifikaat Noodsaaklik. Certificate Necessary.

327. Niemand mag enige kinematograafvertoning in 327. No person shall give or cause or permit to be
enige openbare gebou soos 1 omskryf in hierdie verorde- given any cinematograph exhibition in any public build-

ninge, gee of laat gee of toelaat dat dit gegee word nie, ing unless—
tensy —

(a) the owner of such building is in possession of a
(a) die eienaar van sodanige gebou in besit is van 'n certificate issued by the council that the building

sertifikaat wat deur die mad uitgereik is dat die ge- complies with the provisions of these by-Jaws re-

bou aan die bepalings van hierdie verordeninge be- lating to public buildings;
treffende openbare geboue, voldoen;

-

- hall;
(b) dit vir gebruik as 'n kinematograafsaal geskik is;

(b) it is fit for use as a cinematograph ha

(c) sodanige eienaar 'n lisensie van die read se lisen-
(c) such owner has obtained a licence from the council's

licensing department; and
sieringsdepartement verkry bet; en

(d) dat by voldoen het aan die vereistes van hierdie Hoof- (4) he has complied with the requirements of this

stuk. Chapter.

Kinematografie in Brandbare Geboue Belet. Cinematography Prohibited in Combustible Buildings

328. Geen kinematograafuitrusting mag in enige gebou 328. No cinematograph apparatus shall be fixed nor
I opgestel word en geen verfoning daarin gegee word nie, shall any display be given in any building unless such

tensy sodanige gebou van nie-brandbare materiale ge- building is constructed of non-cumbustible materials.
bou is.

I

Uitgange moet Vry Wees. . Exits to be Clear

329. Geen kinematograaflokaal mag so geplaas word dat 329. No cinematograph chamber shall be placed so as

dit die vrye gebruik van enige uitgang belemmer nie, en vir to interfere with the free use. of any exit, and any tem-

enige tydelike verandering in enige deurgang of gang porary alteration in any gangway or passageway shall

moet voldoende voorsiening gemaak word deur omskik- be amply compensated for by the rearrangement of or

king of verwydering van sitplekke, onderworpe aan die removal of seats. subject to the provisions of these by-

bepalings van hierdie verordeninge. laws.
•

Construction of Temporary Operating Chambers.
Konstruksie van Tydelike Operateurslokale.

330.0) Where cinematograph displays do not • form
330.(1) Waar Idnernatogi rafiese vertonings nie 'n ge- a regular feature of entertainment a temporary chamber

reelde deel van die vermaaklikheid uitmaak nie, kan 'n may be used. A temporary chamber shall be constructed
tydelike lokaal gebruik word. 'n Tydelike lokaal moet throughout with walls (including door), floor and roof
regdeur gebou wees met inure (met inbegrip van deur),

. of 40 mm angle' iron framing and sheet iron of at least
vloer en dak van 40 mm hoekysterraamwerk en plaatyster 1,6 mm thickness. securely fixed with 50 mm lapped and
met 'n dikte van ten minste 1,6 mm, stewig met 50 mm rivetted or bolted joints.
laplasse wat geklink of vasgebout is, vasgesit -

(2) Such temporary chamber shall contain only one
(2) sodanige tydelike lokaal mag slegs een projektor projector and shall have a minimum floor area of 3 m2

bevat, en moet 'n minimum vloeroppervlakte van 3 m2 en and a minimum height of 2 m and shall, when erected
'n minimum hoogte van 2 in he. Wanneer sodanige lokale and in use, be both dust and smoke-proof, and where
opgerig en in gebruik is, toet dit stof- sowel as rookbe- practicable shall be placed outside the auditorium. Tem-
stand wees, en waar doenlik, buitekant die gehoorsaal ge- porary chambers shall not be used in any building in
plaas word. Tydelike lokale mag nie in enige gebou ge- which the aggregate number of days on which cinema

1
bruik word waarin die totale aantal dae waarop rolprent-

. performances are given exceed thirty in any one year.
vertonings gegee word, in enige bepaalde jaar dertig oor-
skry nie. I

Construction of Permanent Operating Chambers.
Konstruksie van PerManente Operateurslokale.

331. Where cinematograph displays form a regular
331. Waar kinematograafvertonings 'n gereelde deel feature of the entertainment, or are shown on more

vau die vemmaldikheid uitmaak, of op meer as dertig dae than thirty days in the aggregate in any one year, the
altesaarn in enige afsonderlike jaar vertoon word, moet die chamber shall be a permanent one, with walls, floor and
lokaal permanent wees, met inure, vloer en dak gebou van roof constructed of brickwork, reinforced concrete or
steen, gewapende beton of plaatklipmure, wat alles ten plate walling, all of which shall be at least 75 mm in
minste 75 mm dik moet wees. Die fatsoen van die dak thickness. The roof shall be of domical or pyramidal
moet koepelvormig of piramidaal wees met 'n styging van shape with a rise of not less than 450 mm in the ceiling
ten minste 450 mm in plafonhoogte, en 'n ventilasiekanaal height, and a ventilating flue as described elsewhere
soos elders hierin beskryfj moet van die hoogste punt van herein shall be taken from the highest point of the
die plafon voer. Pennanente lokale moet voorsien wees ceiling. Permanent chambers shall be provided with a
van 'n deur ten minste 600 mm wyd en 1,75 m hoog, be- door not less than 600 mm wide and 1,75 in high, con-

staande uit 'n hoeicysterthamwerk oordek met plate van sisting of an angle iron frame covered with sheets of
goedgekeurde brandbestande materiaal. approved fire-resisting material.
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Afmetings van Operateurslokale. Dimensions of Operating Chambers.

332. Alle nuwe lokale of bestaande lokale wat mi. die 33/ All new chambers or existing chambers which
datum van afkondiging van hierdie verordeninge herbou may be reconstructed after the date of publication of
word, moet ten minste 2,6 m hoog wees van die vloer tot these by-laws shall be at least 2,6 m in height from
by die voet van die plafon en 3 m wyd ewewydig met die floor to springing of ceiling and 3 m wide parallel to
projekteerlyn, en moet 'n minimumlengte he wat ooreen- the line of projection, and shall be of a minimum length
komstig die aantal projeksie-eenhede wat in sodanige lo- varying in accordance with the number of projection
kaal'geinstalleer is, as volg afwissel:— units installed in such chamber as follows:—
(a) Ben projeksie-eenheid, met of sonder projeksielamp (a) One projection unit, with or without stereopticon

of soeklig, 4 m lank. or spot light: 4 in long.
(b) Twee projeksie-eenhede, met of sonder projeksielamp (b) Two projection units, with or without stereopticon

of soeklig, 5 m lank. or spot light: 5 m long.
'n Bykomende lengte van 1,5 in moet verskaf word vir An additional 1,5 m length shall be provided for

elke bykomende projeksie -eenheid, projeksielamp of soak.
lig. each additional projection unit, stereopticon or spot

light.
Deur van Operateurslokale.

Doors of Operating Chambers.
333.(1) In die geval van lokale van enige aard, waar-

van enige gedeelte van die binnekant gesien kan word 333.(l) In the case of chambers of any description,
van enige punt in die gehoorsaal, moet die deure op so any portion of the interior of which can be seen from
'n manier hang en ingerig wees dat hulle te alle Tye toe- any point in the auditorium. the doors shall be hun,

gehou word wanneer hulk the in werklikheid vir in- of and equipped in such a manner that they shall be kept
uitgang gebruik word the. Hulk moet so hang dat hulle closed at all times when not actually being used for
na buite oopgaan of op 'n hellende staaf skuif ingress or egress. They shall be hung so as to open out-

(2)•In die geval van lokale waarvan die binnekant ge- wards or to slide upon an inclined bar.

heel en al uit die gesig verberg is van die gehoorsaal af, (2) In the case of chambers the interior of which is
kan deure oopgelaat word, mits hulle s6 ingerig en vas- entirely screened from view from the auditorium, doors
geheg is dat hulk sonder geraas automatics toegaan deur may be left open, provided they are equiped and fitted
die bewerking van die apparaat vir die loslaat van die to close automatically without noise upon the operation
skerms of bl:ndings aan die projeksie-openinge soos el- of the apparatus for releasing the screens or shutters to
ders beskryf. the projection openings described elsewhere.

(3) In gevalle waar deure van operateurslokale oopge- (3) In cases where doors of operating chambers are
last word, mag daar gees brandbare materiaal van enige left open, there shall be no combustible material of any
aard Mime 1,5 in horisontaal of 3 m vertikaal van die description within 1,5 m horizontally or 3 m vertically
deuropening af wees the. of the door opening.

Meubels in Operateurslokale. Furniture for Operating Chambers.
334. Alle rakke, meubels en vaste toebehore in opera-

334. All shelves, furniture and fixtures within anyteurslokale moet Of van nie-brandbare materiaal Of met
metaal bedek wees. operating chamber shall be either of non -combustible

material or metal-covered.

Operateurslokale Binne die Gehoorsaal.

335. Indien 'n lokaal van enige aard binne die ge-
Operating Chambers Within the Auditorium.

hoorsaal is, meet dit omsluit wees binne-in 'n geskikte ver- 335. If an operating chamber of any description is
sperring wat stewig rondom die omheining vasgeheg is, inside the auditorium, it shall be enclosed within a
wat op 'n afstand van ten minste 600 mm van enige ge- suitable barrier firmly fixed around the enclosure, which
deelte van sodanige lokaal moet wees. shall be at a distance of not less than 600 mm from

any part of such chamber.
Ventilasie van Operateurslokale.

336.(1) Alle operateurslokale moet voorsien wees van Ventilation of Operating Chambers.

regstreekse ventilasieverbinding met die buitelug deur mid- 336 (1) All operating chambers shall be provided withdel van 'n kanaal wat van nie-brandbare materiaal ge- direct ventilating communication with the external airmaak is. Sodanige kanaal moet geheel en al rookbestand ---
by means of a flue constructed of non-combustiblewees, en indien dit van metaal is of van ander materiaal material. Such flue shall be perfectly smoke-proof, and ifwat aan die buitekant maklik warm word, moet dit op made of metal or other material liable to become hotdoeltreffende wyse met ashes beklee wees waar dit binne

300ff is. Die deursneeoppervlaktenion the outside, it shall be effectively lagged with asbestosmm van ece houtwerk
where itvan die kanaal moet ten minste 500 cm' wees, vry van is within 300 mm of any woodwork. The sec-
banal area of the flue shall be at least 500 cm2 clearalle beklemmerings soos kanale van projektors. of all obstructions such as flues from projectors.

(2) Die kanaal moet toegerus wees met 'n elektriese
waaier, van binne van die lokaal af gekontroleer, wat (2) The flue shall be fitted with an electric fan con -

voortdurend aan die gang gehou moet word wanneer die trolled from within the chamber which shall be run
filmmasjien in werking is. Die waaier moet in staat wees continuously whenever the projector is in operation. The
:om die lug van die operateurslokaal ten minste 15 maal fan shall be capable of changing the air of the operating
per uur te verander. chamber at least 15 times per hour.
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Ontkoming nit Operateurslokaal. Escape from Operating Chamber.

337. 'n Regstreekse uitweg uit die operateurslokaal na 337. Direct means ofx escape from the operating chain-

die buitelug moet verskaf word deur 'n gang van ten ber to the open air shall be provided by a passage-
minste 400 nun wyd. In gevalle waar die lokaal bokant way at least 900 mm in width. In cases where the
die hoogte van die grondverdieping- of hoofvloer gelee chamber is fixed above the level of the ground or main
is, moet die trap of leer van die lokaal of tot by die vloer floor, the stair or ladder from the chamber to the floor
van nie -brandbare materiaal ten minste 700 mm wyd, ge- shall be constructed of non-combustible material at least
maak wees, en toegang verleen op die vloerhoogte van die 700 mm in width, giving access at floor level of cham-

lokaal tot 'n hordes van nie-brandbare materiaal ten min- ber to a landing of non-combustible material at least
ste 750 mm by 750 mm wat buite die lokaal geplaas is. 750 mm by 750 mm, placed outside the chamber.

Openinge vir Pype. I: - Openings for Pipes.

338. Die nodige pype en elektriese kabels moet na die 338.. The nerpssary pipes and electric cables shall lead

operateurslokaal lei deur openinge wat behoorlilc beklce is. to the operating chamber through properly bushed open-

ings.

Projeksie-openinge. Projection Openings.

339.(1) Slegs openinge, wat vir projeksie, bewerking en 339.(1) Only openings which are necessary for projec-

waameming nodig is, word toegelaat, en slegs in die voor- tion, operation and observation shall be allowed, and
muur van die operateurslokaal. Daar mag vir elke pro- these only in the front wall of the operating chamber.
jektor hoogstens drie sodanige openinge wees, en the groter There shall not be ,more than three such openings for
Me as 300 mm by 300 mm, 300 mm by 600 mm en 600 each projector and they shall not exceed 300 mm by
rim by 600 mm elk onderskeidelik. Alle openinge moet 300 mm, 300 mm by 600 mm, and 600 mm by 600 mm
voorsien wees van 'n mit van spieelglas van 6 mm s6 each respectively. All openings shall be provided with
ingebou en vasgeheg dat dit op doeltreffende wyse verhoed a sheet of 6 mm plate glass built in and fixed so as
dat rook die gehoorsaal binnedring. baarbenewens moet effectively 'to prevent the penetration of smoke into the
alle openinge voorsien wees van metaalvalblindings ten auditorium. In addition, all openings shall be provided
minste 3 mm dik, wat, wanneer dit toe is, ten minste 25 whit falling shutters of metal at least 3 mm thick which,
mm aan alle sye oor die opening val. Die blindings moet when closed. shall overlap the opening at least 25 mm
so ingerig wees dat dit die openinge dig toemaak en in be- on all sides. The shutters shall be arranged to cover the
hoorlike-gemaakte metaalgroewe skuif, en die onderste openings closely and to slide in properly constructed
groef moet met 'n rubberkussing van ten minste 12 mm metal grooves, the lower groove being packed with a
dik gepak wees. •

I rubber pad at least 12 mm thick.

(2) Blindings moet op sodanige wyse ingerig wees dat (2) Shutters shall •be fitted in such a manner that
dit almal gelyktydig sluit deur die working van een los- they will 'all close simultaneously without 'noise by the
laattoestel. Die toestel lora sodanige blindings los te laat, action of one release. The apparatus fcir releasing such
moet voorsien wees van behoorlike handvatsels binne die
lokaal in sodanige posisies vasgeheg dat die operateur die shutters shall be provided with suitable handles. fixed

blindings kan loslaat wanneer by in die gewone posisie in such positions inside the chamber that the operator
staan om elkecn van die kinematograafprojektors te laat can release the shutters when standing in the usual posi-
werk, en voorts voorsien wees van 'n skakel van smelt- tion for operating each one of the cinematograph pro-

bare metaal of 'n seksiesnelbrandfilm regstreeks oor die jectors, and also with a link of fusible metal or section
filmskuif vasgeheg. 'n Soortgelyke losmaakhandvatsel moet

of quick-burning film fixed directly over the film gate.buite die lokaal vasgeheg woes in IA posisie deur die
raad goedgekeur. A similar releasing handle shall be fixed outside the

chamber in a position approved by the council.
Kinematograafprojektors.

340. Alle ldnematograafprojektors moet met twee film-
Cinematograph Projectors.

kaste van soliede koristruksie toegerus wees, waarheen en 340. All cinematograph projectors shall be fitted with
waarvandaan die films moet beweeg. Sodanige kaste moet two film boxes of substantial construction, to and from
so vervaardig wees dat dit kan toegaan op 'n wyse waar- which the films shall travel. Such boxes shall, be made
deur geen brand kan binnedring nie, en toegerus wees met to close in a manner which shall prevent fire from
'n filmgleuf wat verhoed dat vlamme tot in die Minims '

penetrating and shall be fitted with a filmslot capable
deurdring, en moet toegehou word behalwe vir die plasing of preventing the passage of flame to the interior of
en verwydering van films. Spoele moet met ketting- of the film-box, and shall be kept closed except for the
ratwerk gedryf word, en films op spoele gedraai wees insertion or removal of films. Spools shall be chain or
sodat die opgedraaide films op geen tyd die mnde van gear driven, and films shall be wound upon spools so
die spoele en flense bereik of daarbuite uitsteek nie. Alle that the wound films shall not at any time reach or
films moet wanneer dit nie in die masjiene is nie en ter- project beyond the edges of the flanges of the spools.
wyl dit nog in die lokaal is, in digte metaallcaste van 'n All films when not in the machine and while still in the
selfsluitende model bevat wees. Films mag nie in enige chamber shall be contained in closed metal boxes of
ander plek op die perseel geberg, opgedraai of herstel self-closing pattern. Films shall not be stored, rewound
word the behalwe in die operateurslokaal of 'n ander or repaired in any other place on the premises than the
goedgekeurde brandbestande omheining. Geen film mag operating chamber or in some other approved fire-resis-

uit die operateurslokaal of ander goedgekeurde brandbe- ting enclosure. No film shall be removed from the ope-

stande lokaal verwyder word nic, behalwe in 'n digte rating chamber or other approved fire -resisting chamber,
metaalkis. except in a closed metal box.
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Operateurslokale. Operating Chambers.

341.(1) Rook in enige operateurslokaal is verbode, en 341.(1) No smoking shall be permitted in any ope-

enigeen wat daarin rook, is skuldig aan 'n misdryf. rating chamber and any person smoking therein shall be

(2) Geen opberging van enige aard en geen gebruik guilty of an offence.

van 'n onbeskennde Bg word binne die lokaal toegelaat (2) No storage of any description nor the use of any
nie. Geen papier, karton, of vullis mag in die lokaal ge- naked light shall be permitted within the chamber. No
hou word me. paper, cardboard or rubbish shall be kept in the chamber.

(3) Voldoende klein blustoestelle, met inbegrip van 'n (3) Adequate small fire appliances, including a che-
chemiese brandblusser met 'n inhoudsvemm8 van 14 liter, mica! fire extinguisher of 14 litre capacity, a bucket of
'n emmer sand en 'n nat kombers, moet in die lokaal sand and a wet blanket shall be kept within the chamber
gehou word, gereed om onmiddellik gebruik te word. ready for immediate use.

(4) Algemene verligting van die in- of uitgange op enige (4) General lighting: of entrances to or exits from
perseel waarin 'n kinematograafvertoning gehou word, any premises in which a cinematograph exhibition is
mag the van binne die lokaal gekontroleer word the. being held, shall not be controlled from within the

(5) 'n Geskikte versperring moet rondom die lokaal chamber.

aangebring word op 'n afstand van ten minste 600 mm (4) A suitable barrier shall be fixed around the
vanaf enige gedeelte daarvan om te verhoed dat die gehoor chamber at a distance of not less than 600 mm from
daarmee in aanraking kom. any part thereof to prevent the audience from coming

(6) Geen werk van enige aard, behalwe bewerking van into contact therewith.

en/of enige noodsaaklike herstelwerk aan masjinerie en (6) No work of any description other than the opera-

heropdracti en herstel van films, mag in die lokaal verrig ting of and/or any essential repairs to machinery and
word terwyl die gehoor in die gebou is the. rewinding and repairing of films shall be done inside

the chamber while the audience is in the building.
(7) Operateurs en elle persone wat vir die vertoning

verantwoordelik is of daarin of in verband daarmee in (7) Operators and all persons responsible for or em-

diens is, meet alle behoorlike voorsorgmaatreas neem om ployed in or in connection with the exhibition shall take
ongelukke te voorkom en meet hulle weerhou van edge all due precautions for the prevention of accidents. and
handeling, ook al, wat bereken is om brand, gevaar of shall abstain from any act whatever which may tend to
paniek te veroorsaak en the redelikerwys noodsaakllic is

i cause fire, danger or panic, and is not reasonably
vir die doel van die vertoning nie. necessary for the purpose Cf the exhibition.

(8) Behalwe vir spesiale noodsaaklike herstelwerk, mag (8) Except for special essential repairs. no person
niemand behalwe die operateur en behoorlik-aangestelde other than the operator and duly appointed assistants,
assistente, die lisensiehouer, die eienaar, sy bestuurder of the licensee, the proprietor, his manager or duly autho-
behoorlik-gemagtigde verteenwoordiger, en die mad se
behoorlik-gemagtigde beampte gedurende die vertoning rized representative and the council's duly authorized

tot die lokaal binnegelaat word nie: Met dien verstande officer shall be admitted to the chamber during the exhi-

dat, met die toestemming van die lisensiehouer en die bition: Provided that with the consent of the licensee
raad, na voorafverkre8 skriftelike toestemming onderteken land of the council, under the hand of its representative
deur sy verteenwoordiger, professionele en wetenskaplike first hadand obtained in writing, professional and seien-
ondersoekers toegelaat kan word om operateurslokale ge-
durende 'n vertoning te besoek. i tific investigators may be permitted to visit operating

•

(9) Die operateur of behoorlik-aangestelde assistent
chambers during an exhibition.

meet gedurende 'n vertoning deurentyd in die lokaal wees, (9) The operator or duly appointed assistant shall
en onder geen omstandighede mag daar te enigertyd meer !continually be in the chamber during the exhibition,
as vier persone gedurende die vertoning in die operateurs- and in no circumstances shall there at any time be more

lokaal wees nie. than four persons in the operating chamber during the
exhibition.

Yerantwoordelikheid van Lisensiehouer. Responsibility of Licensee.

342. Die lisensiehouer van elke kinematograaf is vet.- 342. The licensee of every cinematograph shall be
antwoordelik om in alle opsigte aan die bepalings van :responsible for compliance with the provisions of this
hierdie Hoofstuk te voldoen, en vir die indiensneming van

.; Chapter in every respect and for the employment of
betroubare gelisensieerde operateurs, en dit kan van hom trustworthy licensed operators, and may be required
vereis word om te eniger tyd vir inspeksie deur die mad at any time to produce for the inspection of the council's
se beampte die sertifikaat, lisensie of ander getuienis van

;
officer, the certificate, licence or other evidence of corn-

die bevoegdheid van enige operateur in sy diens te toon. petency of any operator employed by him.

Gevalle waar Operateurslokaal nie Vereis word nie. .Cases in which Operating Chambers are not Required.

343. Ondanks enigiets in hierdie Hoofstuk vervat wat 343. Notwithstanding anything to the contrary in this
hiermee strydig is, is dit nie nodig om in die volgende • Chapter contained, it shall not be necessary to provide
gevalle 'n lokaal vir die projektering van kinematografiese a chamber for the projection of motion pictures in the
prente te verskaf nie:— case of —

(a) Enige miniatuur-projektor waarin die maksimum (a) any miniature projector in which the maximum elec-
elektriese stroom wat vir fig gebruik word, driehonderd tric current used for light shall be three hundred and
en vyftig watt bedra. Sodanige miniatuurprojektor fifty wa.ts. Such miniature projector shall be ope-

i
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moet bewerk word in 'n goedgekeurde kis of kas van rated in an approved box or case of fire-resisting
brandbestande materiaal, gemaak met 'n smeltbare material constrtmel with a fusible link or other
skakel of ander gocdgekeurde losmaaktoestel om die approved releasing device to close the projecting
projekteeropening oombliklik en totaal of te sluit in- opering instantaneously and completely in case of
geval van verbranding binne die kis of kas. Die lig combustion within the box or case. The light in
in sodanige miniatuuriprojektor moet geheel omsluit such miniature projector shall be completely enclosed
wees in 'n metaallanternkis met 'n vaste dak toegedek; in a metal lantern box covered with a fixed roof;

(b) enige miniatuur-projeksicapparaat wat slegs 'n om- (b) any miniature projection apparatus which uses only
slote gloeilamp en nie-vlambare en/of langsaam- an enclosed incandescent lamp and non -flammable
brandende films gebruik, en sodanig vervaardig is and/or slow-burning films and is so constructed
dat films van gewone' standaardgrootte nie daarin ge- tkat films of ordinary standard size cannot be used
bruik kan word nie. therein.

Outside CI:millers Included.Buitelokale Ingeshtit.

344. Hierdie verorderiinge is van toepassing op ge- 344. These by-laws shall apply to buildings and cine-

boue en kinematograaflokale, hetsy die apparaat binne matograph chambers whether or not the apparatus is

of buite die seal of struktuur wat die gehoor bevat, aan- fixed inside or outside the ball or structure accommo-

gebring is, al dan nie. dating the audience.

Verbouings Solider Toestemining Belet. Alterations Prohibited Without Permission.

345. Nadat enige lisensie toegestaan is, word die lisen- 345. After any licence has been granted, it shall not
siehouer nie toegelaat om enige veranderinge aan die ge. be permissible for the licensee to make any alterations
bou, kamer, vaste toebehore of inhoud sonder die goed- to the building, chamber, fixtures or contents without
keuring van die read te maak rile, op straf van intrelcking the sanction of the council under penalty of revocation
van die lisensie.

' of the licence.

Aan Nuwe Regulasies mod Voldoen Word. New By- laws to be Complied with.
346. Wear bestaande kinematografiese vertonings voor •

•

die inwerkingtreding van hierdie verordeninge deur die 346. Where existing cinematograph displays have been

raad gemagtig is, moet lisensiehouers onmiddellik aan .
authorized by the council prior to the coining into

hierdie verordeninge voldoen, behalwe met betrekking tot . operation of these by - laws, licensees shall forthwith com -

die grootte en fatsoen van operateurslokale: .Met dien Ply with these by-Jaws, except in regard to size and
verstande dat gees projektors of projeksielampe in enige . shape of operating chambers: Provided that no projectors

hestaande operateurslokaal geinstalleer mag word nie bo or stereopticons shall be installed in any existing opera -

en behalwe die getal wat by die inwerkingtreding van hier- ting chamber beyond the number installed at the date
die verordeninge geinstalleer was, tensy sodanige lokale these by- laws came into force, unless such chambers
voldoen aan die Wereistes ten opsigte van grootte en fat- comply with the requirements in regard to size and shape
soen en vir sodanige addisionele projektors of projeksie- and for such additional projectors or stereopticons, and

lampe, en dan alleenlik met die toestemming van die read. then only with the permission of the council.
•

Beskertning van Kabels. Protection of Cables.
•

347. Alle kabels moet in staalbuise omsluit wees en 347. All cables shall 'be enclosed in steel tubing, and
sonder las of aftakking van die voedingspunt of tot by die i shall be run without joint or tapping from feeding point
apparaat lei. Vir tydelike vertonings kan die kabels deur : to apparatus. For temporary performances, the cables
porseleinklemme en rklosse gedra word, mits dit buite may be carried on porcelain cleats or bobbins, providedbereik geplaas is en die paar ewewydig en afsonderlik lei
met 'n afstand van ten minste 150 mm tussenin. they are placed out of reach, and the pair run parallel

and separated by a space of not less than 150 mm.
I Isolators.. •

'Insulators.
348. Porseleinklemme of klos-isolators wat kabels . dra, •

moet stewig aanmekaar geplaas wees om te verhoed dat 348. Porcelain cleats or bobbin insulators carrying
kabels aan inure, houtwerk of ander oppervlakte mak. cables shall be securely fixed and placed sufficiently
Alle bedrading moet deeglik en op vakkundige wyse.uitge- close together to prevent the cables touching walls, wood-

voer word, en alle tabels, sekerings, skakelaars, weer- work, or other surfaces. The whole of the wiring shall
stande en apparaat op so 'n wyse vasgelieg wees dat dit be carried out in a thoroughly workmanlike manner,
buite bereik van enige ongemagtigde persoon is. Lantern and all cables, fuses, switches, resistances and apparatus
weerstande en enige ander stroomaanvoerende toestelle 'shall be so fixed as to be out of reach of any unautho -

moet van 'n behoorlike ontwerp en heeltemal geskik vir rized person. Lantern resistances and any other current.
die vereiste werk wees; elkeen daarvan moet alleenstaande carrying devices shall be of proper design and well
en in ysterkaste omsluit wees; alle stroomgeleidende me- 'suited for the work required; each shall be self-contain-
taaldele moet goed wees, van die ysterraamwerke en -be- 'ed and enclosed in iron cases; all current-carrying metal
delcking geisoleer wees, en laasgenoemde moet op hul parts to be well insulated from iron frames and covers,
beurt ondersteun wees sodat dit wanneer in .werking ten .and these in .turn to be so supported that while •in
minste 750 irun van enige houtwerk of .ander vlambare operation they shall be at least 750 mm from any wood'
materiaal is. Kliklampe wat binne die lokaal tebruik 'or other flammable material. Pilot lights used within the
word, moet van twee enkelpoolsekerings en een enkel- chamber shall be provided with two single pole fuses
poolskakelaar voorsien wees, _ and

-
one single pole switch.

. .
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Lantern. • Lantern.

349. Die lantern moet op waste steunstulik- e van brand- 349. The lantern shall be placed on firm supports of
bestande konstruksie geplaas word. Die lamp of sproeier fire-resisting construction. The lamp or jet shall stand
moet op 'n ysteronderstel staan, met 'n vertikale rand on an iron tray, with a vertical edge of at least 25 mm
van ten minste 25 mm diep. Die lantern moet van 'n outo-

matiese metaalblinding voorsien wees om tussen die lig- in depth. The lantern shall be provided with an auto-

bron en die filmskuif te werk. Die werking van hierdie matic metal shutter to act between the source of the

blinding moot sodanig wees dat dit automatics toegaan light and the film gate. The action of this shutter will
sodra die film ophou draai. 'n Metaalblinding wat skuif be such that it shall close automatically immediately
moet, benewens die outomatiese blinding, voorsien word. the film becomes stationary. A sliding metal shutter

Voorsorgmaatreels in Verband met Films.
shall be provided in addition to the automatic shutter.'

350. Die filmskuif moet van massiewe konstruksie wees Precautions for Films.
en voorsien wees van ruim warmteuitstraaloppervlakte, en
die deurgang vir die film moet smal genoeg wees om te 350. The film gate shall be of massive construction

verhoed dat vlamme van die ligopening op of of beweeg. and provided with ample heat-radiating surface, and
Fihnspoele meet, wanneer dit in gebruik is, in nie-brand- the passage for the film shall be sufficiently narrow to
bare rookdigte kiste bevestig wees. prevent flame travelling upwards or downwards from

the light opening. Film spools when in use shall be fixed
Eldktriese Verligting. in non-combustible smoke-proof boxes.

351. Waar moontlik, moet die elektriese booglig as ver-
ligtingsmiddel gebruik word, en die raad se regulasies vir • Electric Illumination.
die verkryging van veiligheid in 'n elektriese installasie
moot nagekom word. Stroombane waarin 'n spanning 351. Where possible, the electric arc light shall be

van weer as 250 volt tussen die pole of van enigeen van adopted as the illuminant, and the council's regulations

die twee pole tot by die aarde is, word the in verband met for securing safety in an electrical installation shall be

die apparaat toegelaat the. Waar apparaat in 'n draagbare observed. Circuits in which there is a pressure exceeding

kis gebruik word, moet 'n permanent-geinstalleerde stroom- 250 volts between the poles, or from either pole to

baan tot by 'n gerieflike punt, met inagneming van die earth, shall not be allowed in connection with the appa-

ratu.s. Where apparatus is used in a portable box, a
posisie van die apparaat, gevoer word. Weerstande moet
in 'n goedgekeurde posisie en, waar doenlik, buite die permanently installed circuit shall be carried to a con-

lokaal geplaas word. 'n Klein weerstand vir regulerings- venient point, having regard to the position of the appa-

doeleindes kan binne die lokaal toegelaat word, maar so- tutus. Resistances shall be placed. in an approved posi-

danige weerstand moet bo die hoogte van die lantern en tion and where practicable, outside the chamber. A small

daaragter bevestig wees. resistance for regulating purposes may be allowed within
the chamber, but such resistance shall be fixed above

Reels vir Bedrading.
the level of and behind the lantern.

352. Elektriese bedrading vir lanterns, word op die Rules for Wiring.
dienskabel toegelaat, onderworpe aan die volgende voor-
waardes:— 352. Electric wiring for lanterns shall be allowed on

the service cable, subject to the following conditions: —
(a) Skriftelike kends moet aan die raad se elektrotegniese

ingenieur gegee word 48 uur voordat lewering ver- (a) Written notice shall be given to the council's elec.

els word. trical engineer 48 hours before the supply is required.

(b) Die werk in sy geheel moet deur die mad se elektro- (b) The whole of the work shall be inspected and pas-

tegniese ingenieur ,geinspekteer en goedgekeur word sod by the council's electrical engineer before the
alvorens dit by die hooftoevoerleidings aangesluit connection is made to the supply mains.
word.

Kennisgewings Vereis. Notices Required.

353. Indien 'n verbruiker in gebreke bly om kennis to 353. Should a consumer fail td give notice and con-
gee en sonder verlof die aansluiting te maak, kan die mad nett up without permission, the council's electrical engi-
se elektrotegniese ingenieur of sy verteenwoordiger die near or his representative may have the service disconnec-
diens onmiddellik laat ontkoppel. Kabels wat die appa-
raat met die hooftoevoerleiding verbind, moet by die mu-
nisipale

ted. immediately. Cables connecting the apparatus to the

ingangspunt verbind word, of by 'n verdeelbord, supply mains shall be connected at the municipal point
mits die kabeltoevoer aan die bord 'n voldoende stroom- of entry, or at a distributing board, provided the cable
dravermod besit om die apparaat en verligting wat vir die feeding the board is of sufficient current carrying capa-
bord vereis word, te verskaf. city to supply the apparatus and lighting required for.

Skakelaars en Sekerings. the board.

354. 'n Dubbelpool-skakelaar en twee enkelpoolse-
' Switches and Fuses.

,kerings moot aan die kabels bevestig word binne 1 in van 354. A double pole switch and two single pole fuses
idie punt van aansluiting of by die hooftoevoerleiding. Op shall be fixed on the cables within 1 m of the point of
'dieselfde wyse moet 'n dubbelpool-skakelaar en twee en- connection to the supply mains. Similarly a double pole
kelpoolsekerhags aan die kabels bevestig word binne 2 m switch and two .single pole fuses shall be fixed to the
‘an die apparaat. Die kontroleskakelaars en -sekerings cables within 2 m of the apparatus. The controlling
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moet 'n ruim stroomdravermod he en moet in dice be- switches and fuses shall be of ample carrying capacity,
sonderheid aan die vereistes van die raad se elektroteg- and comply in every detail with the requirements of the
niese ingenieur voldoen. council's electrical engineer.

Posisie van Miniatuurprojektors. Position of Miniature Projectors.

355.(1) Geen miniatuurprOjektor mag binne 1,5 m van 355.(1) No miniature projector shall be placed or
enige behangsels, gordyne of meubels van 'n brandbare fixed within 1,5 m of any hangings, curtains or furniture
aard of konstruksie geplaas word nie, en die heropdraai of a combustible nature or construction, and rewinding
en/of herstelling van films wat in verband met sodanige and/or repair of films used in connection with such
miniatuurprojektor gebruik word, mag nie in die gebou miniature projectors shall not be effected in the building
geskied solank enige van die gehoor daarin is the. whilst any members of the audience are therein.

(2) In alle vermaaklikheidsplekke waar kinematograaf- (2) In all places of entertainment where cinematograph
vertonings die hele vermaaklikheid of 'n gedeelte daarvan displays form or are intended to form the whole or any
is of as sodanig bedoel is,! mag die hoogtehoek van die portion of the entertainment, the angle of elevation of the
middelpunte van die boonste rand van die skerm op enige centre point of the top edge of the screen at any point
punt in die gehoorsaal, 1 m bokant die vloer, nie 35 grade in the auditorium, 1 m above the floor, shall not exceed
oorskry nie, en mag die horisontale hoek gevorm deur die 35 degrees, and the horizontal angle made by the screen
skerm en 'n lyn wat die vertikale rand van the skerm en die and a line connecting the vertical edge of the screen and
sitplek in die voorste ry wat die verste daarvan of is, ver- the seat in the front row farthest therefrom shall not be
Tdnd, nie minder as 25 grade wees nie: Met lien ver- less than 25 degrees: Provided that nothing herein con-

ande dat niks hierin vervat, verandering vereis van sit- Wined shall require the alteration of seating arrangements
plekinrigting van edge gebou wat op die datum van af- of any building existing at the date of publication of
kondiging van hierdie verordeninge bestaan het en ten these by-laws, and in respect of which a certificate has
opsigte waarvan 'xi sertifikaat toegestaan is. been granted.

Boete. Penalty.
•

356. Enigiemand wat edge bepaling van hierdie ver- 356. Any person who contravenes or commits a breach

ordeninge oortree of 'n misdryf daarteen begaan, is by of any provision of these by-laws shall be liable on con-

slculdigbevinding strafbaar met 'n boete van hoogstens viction, to a fine not exceeding R50 or, in default of
R50 of, by wanbetaling, met gevangenisstraf vir 'n tyd- payment, to imprisonment for a period not exceeding

perk van hoogstens een maand en in geval van 'n voort- one month, and in the case of a continuing offence to a

durende misdryf, met 'n verdere bedrag van hoogstens R4 further sum not exceeding R4 for every day during the
vir elke dag waarop sodanige misdryf voortduur nadat continuance of such offence after a written notice from
skriftelike kennisgewing van die raad uitgereik is, en vir 'n the council has been issued, and for a second or sub-

tweede of latere misdryf is hy by skuldigbevinding straf- sequent offence he shall be liable, on conviction, to a

baar met 'n boete van hoogstens R100, of, by wanbeta- Imo not exceeding R100 or, in default of payment, to
ling, met gevangenisstraf vir 'n tydperk van hoogstens drie imprisonment for a period not exceeding three months.

maande.
Cinematograph Operator's Licence to be Obtained.

Kinematograafoperateurlisensie meet Verkry Word. 357. No person shall operate any cinematograph appa-

357. Niemand mag terwyl die gehoorsaal deur die vu- rates, and no person shall cause or permit any person
'lick beset is, enige kinematografiese apparaat in werlang to operate a cinematograph apparatus during such time

stel, en niemand mag enige ander persoon sodanige appa- as the auditorium is occupied by the public, unless such
rant in werking laat stel of toelaat dat hy dit doen nie, person is in lawful possession of a licence obtained fromtensy sodanige persoon wettiglik in besit is van 'n lisensie,
van die raad verkry, wiardeur hy behoorlik daartoe ge- the council duly authorizing him thereto: Provided that
magtig is: Met dien verstande dat leerling sodanige ap- a learner may operate such apparatus but shall do so in
paraat in werking kan stel, maar hy moet dit in die aan- the presence of a licensed operator.
wesigheid van 'n gelisedieerde operateur doen.

Examination.
Eksamen.

358. Any person wishing to obtain a licence as cine-
358. Enigiemand wat na die datum van publikasie van matograph operator after the date of publication of these

hierdie verordeninge 'n lisensie as kinematograafoperateur by-laws shall submit himself to such examination or exa-wil verkry, moet horn Ondenverp aan sodanige eksamen
of eksamens as wat van tyd tot tyd deur die rand nodig minations as may from time to time be deemed necessary

of raadsaam geag word.; Sodanige eksamens meet deur die or advisable by the council. Such examinations shall be
raad se ingenieur of sy gemagtigde assistent of deur enige held by the council's engineer or his authorized assistant
behoorlik-aangestelde Instituut of Raad van Eksaminatore or by any duly appointed Institute or Board of Exa-
afgeneem word. Alvorens hy tot enige eksamen toegelaat rakers. Before being admitted to any examination the
word, moet die kandidaat enige redelike eksamengelde
wat vereis word, betaal en aan die eksaminator of eksami- candidate shall pay any reasonable examination fees de-

natore bewys lewer — manded and shall prove to the examiner or examiners —

(a) dat by die leeftyd van 21 jaar bereik het; (a) that he has attained the age of 21 years;

(b) dat by in staat is OM minstens een van die amptelike (b) that he is able to read and write at least one of the
-

tale te lees en te skrywe; official languages;
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(c). dat hy Ian geed fisiese gebrek.IY watinbreuk op die (c) that he has no physieal disability which might inter-
• veilige • en ; bevredigende uitvoering van sy pligte as fere with the safe and satisfactory execution of his

kinematograafoperateur kan mask nie;• -
. duties as a cinematograph operator; .

(d) dat hy ondervinding opgedoen het in 'n operateurs- (d) that he has had experience in an operating chamber
lokaal of -lakale onder leiding of beheei van 'n gel- or chambers under the direction or control of a
sensieerde of gekwalifiseerde operateur, asook die om- '

. licensed or qualified operator and the extent thereof.
•yang daarvan.

. ' .

. •

. . . .
•

. .
'

Extent of Examination.
Onivang van. Eksamen. .

. . 359. No person shall be granted a cinematograph ape-
'

.359. Aan nieniand word 'n kinematograafoperateursli- tutor's licence until he shall have complied with the con-

sensie uitgereik nie; alvorens thy aan 'die voorwaardes sons • ditions laid down in section 358 and shall, in addition,
in. artikel 358 bepaal, voldoen het, en voordat hy daarbe-

. have satisfied the examiner or examiners —
newens, die eksaminatOr of eksaminatore oortuig bet .—: -

- (a) that he is acquainted with and understands the elec-
(a) dat by bekend is Met die elektriese en ander verorde- ; if trical and other by-laws relating to cinematographs,

ninge betreffende kinernatograwe.en (lit begyP. ver-
. particularly those applicable to operating chambers,

al die wat betrekking. het op operateurslokale en die ! their machines, appliances and appurtenances;
masjiene, toestelle en toebehore daarvan; •

• (b) that he has a thorough practical knowledge of the
(b) dat by deeglike praktiese kennis het van die mega- ' mechanism and method of operating and working
.• • nisrne •en metode om kinematografiese masjiene en

'
- cinematograph machines. and all appliances, appurte-

elle toestelle, toebehore en apparaat in yerband daar- ; '
nances and apparatus connected, therewith, and 1

nice te hanteer, en ,telaat werk. asook dat by bevoeg ; competent to carry out such repairs, adjustments or
is om .sodanige . herstelwerk, ,aanpassings of ver-,

i

• • replacements as may be necessary during and in pre-
vangings uit te voer soos *at gedurende en in voor- ;

• paration for a performance;
bereiding vir 'n vertoning nodig is; :

•

(c) that he has at least an elementary knowledge of optics
(c) dat hy minstens elementere kennis het van optika vir

; in so far as it applies to cinematograph projectors;
saver• dit op jcinematografiese projektors - van toepas- •

sing is; .
.

•
! (d) that, if he is not in possession of a registered elec-

. !

1 trical wireman's licence, he has at least an elementary
(d) dat hy, indien by rile in - bosh van 'p.geregistreerde : knowledge of eleetrotechnics applicable to the various

elektrisienlise,nsie - is nie; minstens elententere kennis ; electrical apparatus in or appertaining to the ope-
. van -elektrotegnieli het 'sons. van toepaSsing op die f rating' chamber;
• verskillende apparate in of in verband met die opera- •

' teurslokaal; ' • - ' ' ' • •
;

(e) that he knows how to act in case of emergency, panic
J . • ;

. . or, fire, and is capable of so acting.
(e) dat fly weet hoe out 'op te 'tree in geval van nood, pa- ! .• •

. . .

niek of brand,len in staat -is om aldus op,te tree. •
; Register to be Signed.

. -

i

Register ntoet Geteken word. 360. Prior to the issue of a licence to any successful
' '

applicant, such applicant shall be required to sign a re-360.' Voo''r' die oitreiking van 'it lisensie 'aan enige ue- ister containing a declaration that he accepts such licencesktagde applikant,. word van sodanige - applikant vereis dat :g
• —

by 'n register teken wat 'n verklaring bevat dat by sodanige !subject. to, and that he will comply with, the conditions
lisensie aanvaar ondeiworpe Ian die vocirviaardes daarvan 'thereof and with ariy regulations or by-laws from time to
en dat hy'claaraan sal voldoen, asook aan enige regulasies

! tithe' in force within the municipality with regard to such
of verordeninge wat van tYcl:tot tyd van krag is binne die I licence.
munisipaliteit met betrekking tot sodanige lisensie. '

-
I
- - - -

q •
.

. ,
. , .Licence Fee.. . .• _

. Lisensiegeld. - •
• - •

• • - - —
t '361. Every dilly qualified applicant for a cinematograph

361. Elke behoorlik‘gelcwaliffseerde - applikant vir -.'n i operator's licence shall pay to the council the sum of .R1
kinematograafoperateurslisensie moet aan die mad 'n be- i and submit to' the 'council two recent identical photo-drag van R1 betaal en twee. onlangse identiese foto's van I

gra phs, measuring 40 mm bsy kop en skouers, 40 mm by 30 nun groot, aan die raad y 30 mm, of his head and

voorle, voordat hy sodanige lisensie ontvang. ".
•

. ;shoulders before he receives such licence.
,

.. . . . .
'

- -
•

. Lisensie moet Getoon, Word: 1
Licence to be Produced.

362. Indien enige liSensiehouer te eniger tyd gelas word. 36/ Any licensee, if called upon at any time to do so,
om sy.

-

lisensie te toon

om .deur

enige beheorlik-gemag- shall produce his licence fOr the inspection by any duly
tigde beampte van die raad geinspekteer te word, moet by authorized officer of the council.
dit doen.

.

•

• , -- .,
.

Opskorting. of Kansellering van Lisenlie. . :
'

Suspension or Cancellation of Licence.
. _

i
-

363. Die mad kan. te eniger tyd enige'lisensie wat aan
'.

363. The council may at any time cancel or suspend
enikjemarid toegeStaan is, kanselleer of .opskort, indien by `any licence granted to any person if the council is satisfied
daarvan oortuig is dat sodanige persoon sy pligte -op nala- • that such person has carried out his duties in a negligent
tige of onvalckundige*Wyse uitgevoer bet tot gevaar van or unworkmanlike manner to the danger of any person or
enige persoon' of persdne of eiendom of 'Strydig Met enige ;persons or :to property, or contrary to any of the coun-

van die raad se verordeninge: Met then verstande dat gees ,cirs by-laws: Provided that no licence shall be suspended
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lisensie opgeskort of gekanselleer mag word nie alvorens or cancelled 'until the person holding such licence has
aan die persoon wat sodanige lisensie besit, die geleentheid been given an opportunity of appearing before a corn-

gegun is om voor 'n kornitee van die raad to verskyn en mittee of the council and of being heard in his own
in sy eie verdediging gehoor te word. defence.

1

HOOFSTUK XVI. CHAPTER XVI.

HUURGELDE, GELDE. DEPOSITO'S EN BOETES: RENTALS, CHARGES, DEPOSITS AND PENAL-
, ALGEMENE BEPALINGS. TIES: GENERAL PROVISIONS.

Relating van Gelde en Deposito's. Payment of Charges and Deposits.

364.(1) Behoudens andersluidende bepalings in hierdie 164.(1) Except where otherwise provided in these by-
verordeninge vervat, moet die eienaar van die gebou of
iemand vat ingevolge hierdie verordeninge by die raad

laws, the charges specified in Schedule 2 hereto shall be
paid by the owner of the building or any person who

aansoek doen om 'n voorstel deur die mad te laat goed- applies to the council for approval of any proposal or
keur of sy toestemming daartoe te verkry, die gelde wat in who is seeking its consent thereto in terms of these by-
Bylae 2 hierby voorgeskryf is, betaal. laws.

(2) Die gelde moet betaal word wanneer die aansoek (2) The charges shall be payable on the making of
in verband met die saak of onderneming waarop dit be- any application in connection with the matter or opera-
trekking het, ingedien word, of sodra die raad slcriftelik

. tion to which they relate or on receipt of a written de-
versoek het dat dit moet geskied: Met then verstande dat mand from the council: Provided that the council may
die raad na goeddunke Iran bepaal dat betaling slegs moet in its discretion require such payment to be made only
geskied indien die aansoek toegestaan word. on the granting of the application.

(3) Indien 'n aansoek wat ingevolge hierdie verordeninge (3) Where any application made in terms of these by-
gedoen is, deur die raad afgewys word, Iran die raad enige laws is refused by the council, any payment made in con-
geld wat ten opsigte daarvan betaal is, terugbetaal aan die nection therewith may be refunded by the council to the
persoon deur of namens wie dit betaal is. Hierbenewens person by whom or on whose behalf the payment was
kan die raad na goeddunke die hele bedrag of 'n gedeelte made. In addition, the council may, in its discretion, re-
daarvan wat ingevolge hierdie verordeninge betaal is, te- fund in whole or part, any payment made in terms of
rugbetaal indien die omstandighede dit na sy mening reg- these by-laws where in its opinion the circumstances war-
verdig. rant such a refund.

(4) Geen plan word deur die raad goedgekeur of as (4) No plan shall be approved or be regarded as
goedgekeur beskou nie, en niemand mag met enige bou-, having been approved by the council and no personslopings-, opknappings- , uitgrawings- of enige ander werk shall begin any building, demolition, renovation, excava-
op 'n terrein begin nie; tensy die gelde wat ingevolge bier- tion or any other operation on any site unless the charges
die verordeninge betaalbaar is, deur die raad ontvang is. payable in terms of these by-laws have been received by

(5) Ondanks andersluidende bepalings in hierdie ar- 'the council. . .

tikel vervat, moet die huurgeld ten opsigte van skuttings, (5) Notwithstanding anything to the contrary in thisdrie kalendermaande vOoruit aan die raad betaal word: section contained, the rental payable in respect of hoard-
Met lien verstande dat, indien enige skuttings wettiglik .ings shall be paid to the council three calendar monthsverwyder word voordati die tydperk ten opsigte waarvan ;in advance: Provided that if any hoardings are lawfullydie huurgeld vooruitbetaal is, verstryk het, die raad 'n ;removed before the end of any period for which the rentproporsionele gedeelte van sodanige huurgeld aan die per- has been so paid in advance, the council shall make asoon deur of namens win dit betaal is, moet terugbetaal. :proportionate refund of such rent to the person by whom

(6) Ondanks andersluidende bepalings in hierdie artikel
i
or on whose behalf it was paid.

vervat, is die huurgelde ten opsigte van uitstekke oor of .

(6) Notwithstanding anything to the contrary in thisoorskrydings op sypaadjies jaarliks voor 1 Januarie voor-
uitbetaalbaar.

-section contained, the rentals payable for projections over
.and encroachments on sidewalks shall be payable annually

(7) Enigiemand wat versuim om die gelde of huurgelde in advance before 1 January.
of depositogelde wat ingevolge hierdie verordeninge voor- !
geskryf is, te betaal, isi skuldig aan 'n misdryf, maar die ' (7) Any person who fails to pay the charges or rentals
raad kan by wanbetaling van enige sodanige gelde, huur- or make the deposits required in terms of these by- laws,
gelde of depositogelde, dit nogtans verhaal deur middel van 'shall be guilty of an offence, but the council may, in the
die gewone regsprosedUre wat op die verhaal van siviele 'event of default of payment of any such charges, rentals
skuld van toepassing is. 'or deposits, proceed to recover the same by ordinary

'process of law applicable to the recovery of a civil debt.
Gelde vir Spesiale Dienste.

1

365. Die raad het die reg om, ingeval enige Spesiale
Charges for Special Services.

:

diens van die raad verlang word, insluitend die diens wat i 365. The council shall have the right, in case of any
ten opsigte van 'n gevaarlike gebou nodig is, gelde in ver- ;special service being required from the council, including
band daarmee hef, asook 'n vooruitbetaalde bedrag van the attendance necessary in respect of a dangerous build-

' minstens R1 vir aanwesigheid by 'n gebou op versoek of lug, to levy charges in regard thereto as well as a prepaid
om advies te gee aangaande die betrekking wat verorde- !charge of at least R1 for attending at a building at re-
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ninge op voorstelle het wat deur argitekte, boners of eie- quest or to give advice as to the bearing of by-laws on
naars ingedien word. propositions put forward by architects, builders or owners.

Ekstra Gelde vir Nznve Voorstelle. Extra Charges on New Proposals.

366. Waar 'n eienaar planne vir 'n gebou voorgele 366. Where an owner, having submitted plans for a
het en na ondersoek daarvan nuwe voorstelle indien, hetsy buiding and having had such plans examined subsequently
gedeeltelik of in die gehcel, is ekstra gelde betaalbaar teen submits new proposals either in part or whole, extra
die helfte van die gewone gelde soos op die veranderde ge- charges shall be payable at the rate of half the ordinary
deelte toegepas, tensy dit ooreenkomstig 'n bepaalde skrif- charges applied to the part altered, except when it is done
telike versoek van die rand gedoen word. in compliance with a definite written request from the

council.
Algemene Bodes. General Penalties.

367. Behalwe soos hierbo spesifiek bepaal word, is 367. Except as hereinbefore specifically provided, anyenigiemand wat enige bepaling van hierdie verordeninge person who contravenes or commits a breach of anyoortrce of 'n misdryf daarteen begaan by skuldigbevin- provision of these by-laws, shall be liable on convictionding strafbaar met 'n boete van hoogstens R50 of, by wan- to a fine not exceeding RSO or, in default of payment,betaling, met gevangenisstraf vir 'n tydperk van hoogstens to imprisonment for a period not exceeding one month,cen maand, en in die geval van 'n voortgesette misdryf, and in the case of a continuing offence, to a further finemet 'n verdere bedrag van hoogstens RIO vir elke dag not exceeding RIO for every day during the continuancewaarop sodanige misdryf voortduur net 'n skriftelike ken- of such offence after a written notice has been issued bynisgewing wat deur die raad uitgercilc is waarin vereis the council requiring the discontinuance of such offence,word dat sodanige oortreding gestaak word; en vir n sand for a second or subsequent offence he shall be liabletweede of latere oortreding is by by skuldigbevinding on conviction to a fine not exceeding 8100 or, in de-strafbaar met 'n boete van hoogstens R100 of, by wan- 'fault of payment, to imprisonment for a period not ex-betaling, met gevangenisstraf vir 'n tydperk van hoogstens ceeding three months.drie maande.
. •

SCHEDULE I.
BYLAE 1.

APPOINTMENT OF SUPERVISING ENGINEER.
• AANSTELLING VAN TOESIGHOUDENDE The City/Town Engineer,

INGENIEUR.
•

.

Die. Stadsingenieur, Sir,

Proposed *New Building/Alterations and/or
A/fencer,. Additions to Existing Buildings on **

Voorgestelde *Nuwe Gebou Veranderinge en/of Aan-
bonings dan Bestaande Geboue op *"

I/We, the undersigned'
Ek/Ons, die ondergetekende have been appointed as supervising engineer(s) on the

is benoem as toesighoudende ingenieur/s vir bogenoemde abovementioned work in terms of section of
werk ingevolge artikel van die raad se bou- the council's building by- laws and I/we hereby under-
verordeninge en ek/ons ondcrneem as volg: take as follows:
(a) Dat die ontwerp van alle struktuunverk behels in die (a) That the design of all structural work involved in

konstruksie van saanbouings/sveranderinge awl* bo- the construction of *additions to/*alterations to the
genoemde gebou(e) deur my/ons ontwerp is/word/ abovementioned building(s)* has been/is being/will
sal word ooreenkomstig die betrokke gedeeltes van die be designed by me/us in accordance with the rele-
raad se bouverordeninge en dokumente daarin vervat, vant sections of the council's building by-laws and
inbegrepe in besonder die bepalings met betrekking documents referred to therein, including in particulartot laste, kragte en stabiliteit. provisions relating to loads, stresses and stability.

(b) Dat ek/ons inspeksie en toesig van die uitvoering van (b) That .I/we will undertake inspection and supervi-
genoemde struktuunverk sal onderneem in sodanige sion of the carrying out of the said structural work
mate en by sodanige tussenpose soos normaahveg en to such an extent and at such intervals as is ordina-
redelikerwys nodig is ooreenkomstig gesonde pro- rily and reasonably necessary in accordance with
fessidnele praktyk, ten einde te verseker dat die werk sound professional practice in order to ensure that

.• behoorlik uitgevoer word en in ooreenstemming is the work is properly carried out in and is in ac-
met die raad se verordeninge. cordance with the council's by-laws.

(c) Dat ek/ons die raad se ingenieur so spoedig moontlik (c) That I/we will as soon as possible inform the coun-
• in kennis sal stel•indien te eniger tyd na my/ons me- cirs engineer if at any time in my/our opinion the

ming die werk waarvoor ek/ons verantwoordelik is nie work for which I/we am/are responsible, is not being
behoorlik of ooreenkomstig die raad se verordeninge carried out properly or not in accordance with the

• uitgevoer word nie, of op sodanige wyse dat dit 'n council's by-laws, or in such manner as to en-
.. gevaar is vir die sterkte en/of stabiliteit van enige danger the strength and/or stability of any building
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gebou of struktuur op die perseel, hetsy dit deel vorm or structure on the site, whether forming part of the
van genoemde werk of andersins, of enige gebou said work or otherwise, or any building or structure
of struktuur op aangrensende grond. • on adjoining land.

(d) Dat ek/ons die mad se ingenieur onverwyld in kennis' (d) That I/we will notify the council's engineer forth-

sal stel indien my/ohs aanstelling sou beeindig. with should my/our appointment terminate.

I

Datum Handtekening Date: Signature:
(Toesighoudende Supervising Engineer

Ingenieur).
-

The City/Town Engineer,

Die Stadsingenieur, Proposed *New Building/Alterations and/or
-

Voorgestelde *Nuwe Gebou/Verandering en/of Aan- Additions to Existing Buildings on *'

bouings aan Bestaande Gebou op** .

...._

I/we hereby confirm that has/have been
Hiermee bevestig ek/ons dat benoem appointed as supervising engineer on the above work and

is as toesighoudende ingenieur vir bogenoemde werk en dat that I/we understand the conditions of his/their ap -

ek/ons die voorwaardes van sy/hul benoeming ingevolge pointment in terms of the council's building. by-laws.
die raad se bouverordeninge begryp. . .

Date: Signature:
Datum: Handtekening Owner/Architect.

(Eienaar/Argitek) * Delete whichever in inapplicable.
. ..

* Skrap wat nie van toepassing is nie.
** Vul in beskrywing van eiendom, dit wil s8 erfnommer ** Insert description of property, that is, erf number

en dorp, plotnommer en landbouhoewes of plaasge- and township, plot number and agricultural holdings
deelte. or farm portion. . . .

. .

I BYLAE 2. SCHEDULE 2.

•
' GELDE BETAALBAAR INGEVOLGE HIERDIE CHARGES PAYABLE IN TERMS OF THESE

VERORDENINGE. BY-LAWS. •

AANHANGSEL I —I GELD VIR TOETS VAN
BRANDSLANG. APPENDIX I — CHARGE FOR TESTING OF 'FIRE-

! HOSE.

Vir toets van brandslahg deur die raad ingevolge artikel . .

146 van hierdie verordeninge: For testing fire-hose by the council in terms of section
!

Per brandslanglengte: 50c. 146 of these by-laws:
Per fire-hose length: 50c.

Deur die eienaar van Idle gebou betaalbaar onmiddellik
I

Payable by the owner of the building immediately
na toetsing.

1
after testing.

AANHANGSEL II 4— GELDE VIR STRAATU1T-
STEKKE.

. .

APPENDIX II— ANNUAL CHARGES FOR STREET
1 PROJECTIONS. .,

Die bedrag jaarliks betaalbaar ten opsigte van elke' -

straatuitstek ingevolge artikel 206 van hierdie verorde- The annual sum payable in respect of each street pro-

ninge, word jaarliks voloruit aan die begin van elke ka- jection in terms of section 206 of these by-laws shall
I lenderjaar aan die raad betaal deur die eienaar van did be paid to the council annually in advance at the begin-

gebou of uitstek, al na die geval, en word soos volg Ring of each calendar year by the owner of the building
bereken:— or the projection, as the case may be, and shall be cal-

(a) Verandapale op straathoogte, elk: 20c. culated as follows: —
I

(b) Grondvloerverandas, per m= of gedeelte daarvan: 5c. (a)

Verandah posts at street level, each: 20c. (c)Eerste verdieping

.
- -

balkonneI, per m2 of gedeelte (kap.
'

(b) Ground floor verandahs, per m2 or part thereof: Sc.

van: 25c. ! (c) First floor balconies, -per m2 or part thereof: .25c.

(d) Tweede verdieping en elke hoer verdieping, per ma (d) Second and each higher floor balconies. per
-

m2 or
of gedeelte daarvan: 18e. part thereof: 20c. _ . _ ,

(e) Uitbouvensters, per m2 of gedeelte daarvan van die (e) Bay windows, per m2 or part thereof of plan area
plattegrond: R2. 1 of projection: R2. .

-
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(f) Sypadligte, per m2 of gedeelte daarvan: 50e. (f) Pavement lights, per m2 or part thereof: 50c.

(g) Uitstalkaste, per m2 of gedeelte daarvan van die (g) Showcases, per m2 or part thereof of plan area: 50c.
plattegrond: 50c.

(h) All other projections below, at or above pavement
(h) Alle ander uitstekke onder, by of bo sypadhoogte in- level including foundation footings, per m2 or part

sluitend fondamentgrondmure, per m2 of gedeelte • thereof of plan area: 50c.
daarvan van die plattegrond: 50c.

APPENDIX HI —CHARGES FOR THE GRASSINGAANHANGSEL — GELDE VIR AANPLANTING
VAN GRAS OP LOOPPAAIE OF SYPAADJIES. OF FOOTWAYS OR SIDEWALKS.

The charges payable in terms of section 218 of theseDie heffing ingevolge artikel 218 van hierdie verorde-
ninge betaalbaaar vir die gelykmaak en aanplant van by-laws for the grading and planting with grass of any

gras op enige gedeelte van die looppad of sypaadjie word footway or sidewalk shall be paid to the council in

vooruit aan die raad betaal, en word soos volg bereken: advance and shall be calculated as follows:

(a) For the first 40 m.2 or part thereof: R6.(a) Vir die eerste 40 m2 of gedeelte daarvan: R6.

(b) Vir elke m' of gedeelte daarvan meet as 40 (b) For every m2 or part thereof in excess of 40 m2: 20c.

m2: 20e.

APPENDIX IV — CHARGES FOR POSTERS AND
AANHANGSEL IV — GELDE VIR PLAKKATE EN ADVERTISEMENTS.

ADVERTENSIES.
Deposits in respect of posters or other advertisements

Deposito's vir plakkate of ander advertensies betaalbaar payable in terms of section 240(6) of these by-laws shall
ingevolge artikel 240(6) van hierdie verordeninge is soos be as follows: —
volg:—

For each oster or o averti
(a) Vir elke plakkaat of ander advertensie wat op enige

(a)
any event other than a thner elecdtion:s

ement relating to
RI.

byeenkoms uitgesonderd 'n verkiesing betrekking
het: RI. (b) For each poster or other advertisement relating to

(b) Vir elke plakkaat of ander advertensie wat op elke
each separate candidate in an election (subjecttoamaximum deposit of R40): Rl.

afsonderlike kandidaat in 'n verkiesing betrekking het

R
(onderworpe aan 'n maksimum deposito van R40): (c) For each banner —

(c) Virelke banter — I.
(i) if it relates to a municipal election: R10:

(ii) if it relates to a Provincial or a Parliamentary
(i) as dit betrekking het op 'n munisipale verlde- election: R20.

sing: R10;

(ii) as dit betrekking het op 'n Provinsiale of Park- APPENDIX V — CHARGE FOR PUBLIC BUILDING
mentsverkiesing: R20. CER I INCATES.

AANHANGSEL V — GELDE VIR OPENBARE The annual charge payable in respect of each public
GEBOUSERTIFTKATE. building certificate issued in terms of section 264 of

these by-laws shall be paid to the council annually in
Die jaarlikse heffing betaalbaar ten opsigte van elke advance at the beginning of each calendar year by the

openbare gebousertifikaat uitgereik ingevolge artikel 264 owner of the public building and shall oe Rl.
van hierdie verordeninge is aan die raad jaarliks vooruit-
betaalbaar aan die begin van elke kalenderjaar deur die
eienaar van die openbare gebou en bedra RI. APPENDIX VI — CHARGES FOR CONSIDERING

OF SIGNS AND HOARDINGS.
AANHANGSEL VI — GELDE VIR OORWEGING The charge payable in respect of each application for

VAN TEKENS EN SKUTTINGS. a sign or hoarding shall be paid in advance on the

Die heffing betaalbaar ten opsigte van elke aansoek
submission of the application to the council and shall
be as follows:

om 'n teken of skutting word vooruitbetaal met die voorle
van die aansoek aan die raad en is soos volg:— For each sign or hoarding: R5.

Vir elke teken of skutting: R5.
APPENDIX WI— CHARGES FOR THE APPROVAL

AANHANGSEL VII — GELDE VIR GOEDKEURING OF BUILDING PLANS.
VAN BOUPLANNE.

1.(1) The charges payable in respect of every building
1.(1) Die gelde betaalbaar vir elke bouplan wat vir oor- plan submitted for consideration shall be as follows: —

weging voorgele word, is soos volg:—
(a) The minimum charge payable in respect of any

(a) Die minimum geld betaalbaar vir enige bouplan is R2. building plan shall be R2.

(b) Die gelde betaalbaar vir enige bouplan word volgens (b) The charges payable for any building plan shall
die volgende skaal bereken:— be calculated according to the following scale: —
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I

:

Vir elke 10 in2 of gedeelte daarvan van die area van For every 10 mi or part thereof of the area of the
die gebou by die vlak van elke vloer: building at the level of each floor:

(i) Vir die eerste 1 000 m2 van die area: 50e. (i) For the first 1 000 in' of the area: 50c.

(ii) Vir die volgende 11000 m' van die area: 30c. (ii) For the next 1 000 m' of the area: 30c.

(iii) Vir enige gedeelte' van die area bo die eerste (iii) For any portion of the area in excess of the
2 000 m': 20c. . first 2 000 m': 20c.

(2) Vir die toepassing van hierdie item beteken "area" (2) For the purpose of this item, "area" means the
die totale oppervlakte van enige nuwe gebou op elke vloer- overall superficial area of any new building at each floor
hoogte op dieselfde werf en sluit verandas en balkonne oor level within the same curtilage and includes the area
openbare strate en kelderverdiepings in. Tussenverdie- of verandahs and balconies over public streets and base-
pings en galerye word as idsonderlike verdiepings opge- ment floors. Mezzanine floors and galleries shall be

4. meet. measured as separate storeys.

2. Benewens die gelde betaalbaar ingevolge item 1, is 2. In addition to the charges payable in terms of
K 'n geld van 2c per in2 van' area soos in item 1 omskryf, item 1, a charge of 2c per In2 of area as defined in
r betaalbaar ten opsigte van elke nuwe gebou waarin struk- item 1 shall be payable for any new building in which

tuurstaalwerk of gewapende beton of struktuurhoutwerk structural steelwork or reinforced concrete or structural
vir die hoofraamwerk of is hoofstruktuur-onderdele van timber is used for the main framework or as main
die gebou gebniik word. structural components of the building.

3. Gelde vir nuwe aanbouings aan bestaande geboue 3. Charges for plans for new additions to existing
ord ingevolge item 1 bereken met 'n minimumgeld van buildings shall be calculated as set out in item 1 with

R2. a minimum charge of R2.

4. Gelde ten opsigte van verbouings aan bestaande ge- 4. Charges for alterations to existing buildings shall
boue word bereken volgens die waarde van werk wat ver- be calculated on the estimated value of the work to be
rig moet word, teen 'n skaal van R1 ten opsigte van elke performed at the rate of RI for every R200 or part

r P200 of gedeelte daarvan met 'n minimumgeld van R2. thet eof with a minimum charge of R2.

5. Gelde vir planne van geboue van 'n spesiale aard, by- 5. Charges for plans of buildings of a special charac-

voorbeeld fabriekskoorstene, toringspitse en soortgelyke ter such as factory chimneys, spires and similar erections
oprigtings, word bereken. volgens die beraamde waarde shall be calculated on the estimated value thereof at
daarvan teen 'a skaal van RI vir elke R200 of gedeelte the rate of RI for every R200 or part thereof with a
daarvan van die koste, met 'n minimtungeld van R2. minimum charge of R2.

.
1

PB. 24-2- 19 PB. 2-4-2-19

1

Hierdie Standaard Bouverordeninge staan bekend as: — This Standard Building By-laws is known as: —

' Administrateurskennisgewing 1993 van 7 November 1974 Administrator's Notice 1993 of 7 November, 1974

1

1

I

1

L 1

1

1

I

1 .



F

•
I



;•!,

is

Gedruk vir die Transvaalse Provinsiale Administrasie, Pta.,
I

Printed for the Transvaal Provincial Administration, Pta.,
deur Hoofstadpers Beperk, Posbus 422, Pretoria. by Hoofstadpers Beperk, P.O. Box 422, Pretoria.


