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I
/ The Administrator hereby, in terms of section 101 of 'Die Administratcur publiseer hierby ingevolge artikel

the Local Government Ordinance, 1939, publishes that 101 van die Ordonnansie op Plaaslike Bestuur, 1939.
the City. Council of Johannesburg has. in terms of section chit die Stadsraaci van Johannesburg die Standaard Bou -
96Gis(2) of the said Ordinance, adopted with the follow-

verordeninge, .afgekondig by AcIministrateurskennisge -• ing amendments the Standard Building By-laws, published
wider Administrator's Notice 1993, dated 7 November wing 1993 van 7 November 1974, ingevolge artikel 96bis
1974, as by- laws made by the said Council: (2) van genoemde Ordonnansie met die volgende wysi-

1. By amending the Index by - • gings aangeneem het as verordeninge wat deur genoemdc
•

re" Raad opgcstel is:
(a) the deletion of sections 50, 95, 99, 101, 102, 103,

'104. 105, 106. 107, 108. 109. 110. 113. 114, 144, '145, I. Dour die Inhoialsopgawe to wysig dour --
146, 147, 148, 149, 150, 151, 308, 309, 310, 312, (a) artikels 50, 95, 99. 101. 102, 103, 104, 105, 106,
313. 356; 107. 108, 109, 110, '113. 114, 144, 145, 146, 147,

(b) the substitution under section 60 for the words '143, 149, 150, 151. 308, 309. 310, 312, 313. en
' "Damp Course" of the words "Damp-Proofing of 356 to skrap;

Floors and Walls";• (1)) die woord "Voglaag" by artikel 60 deur die woorde•

•

(c) the substitution tinder section 32 for the words "Fire "Vogdigting van Vloere en Mure" to vervang;
Walls" of the words "Separating and Dividing (c) die woord "Brandmure by artikel 82 deur die woor-
Walls";

. de "Skei- en Tussenmure" to vervang;•

(d) the substitution under section 216 'for the words •

"Cat-heads, Cranes and Platforms" of the words (d) die woorde "Kraanbalke, Hyskrane en Platforms" by
"Cranes and Other Lifting Devices"; and artikel 216 deur die woorde "Hyskrane en Ander

(e) 'the addition at the end thereof of the following: Hystoestelle" le vervang; en

(e) aan die einde daarvan die volgende by to voeg:
"CHAPTER XVII.

"HOOFSTUK XVII.
FIRE. PROTECTION.

Section BRANDBEVEILIG1NG.

368 Definitions Artikel

At ]

• FIRE EXTINGUISHING EQUIPMENT AND
368 Woordomskrywing

SERVICES BRANDBLUSUITRUSTING EN -DIENSTE•

369 Fire Extinguishing Equipment to be Installed
369 Brandblusuitrusting moet geinstalleer word

• 370 Approved Sprinkler Installations

371 Requirements for Hand Extinguishers
370 Gocdgekeurde Sprinkelblusserstelsels

371 Vereistes vir Handblussers
3,72 Requirements for Fitted Hose Reels

10 373 Requirements for Hydrant Valves
372 Vereistes vir Gemonteerde Slangtolle

374 Requirements in regard to Service Pipes, if an Ade-
373 Vereistes vir Brandkrane

quate Water Supply by the Council is Available 374 Vereistes in verband met Brandpype as 'n Toereiken-

375 Incorporation of Pressure Vessel in Fire Extinguish-
de Watertoevoer van die Raad Beskikbaar is

ing Systems 375 Inbou van 'n Dnikhotter in 'ri Brandblusstelsel
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376 Hydrant Valve Installed at a Greater Height than 376 Brandkrane wat Floor geinstalleer is as die Hoogte

that at which the Council can maintain an Ade- waarop die Raad 'n Toereikende Watertoevoer kan .

quate Water Supply
.

handhaaf '

. 377 Position of Reflux Valve 377 .Ligging van Terugslagldep

378 Provision of Intercommunication Telephone System 378 Verskaffing van Intertelefoonstelsels

379, Maintenance of Fire Extinguishing Systems, Equip- 379 Onderhoud van Brandblusstelsels, -uitrusting en - toe- •

• ment and Appliances stelle

380 Fire Extinguishing Systems if Municipal Water is 380 Brandblusstelsels as Munisipale Water nie Beskik-

. 0 not Available or cannot be made Available baar is of Beskikbaar gestel kan word nie
"

381 Fire Extinguishing Equipment during Construction 381 Brandblusuitrusting Tydens Bouery
I

..tg 382 Fire Extinguishing Equipment during Demolition 382 Brandblusuitrusting Tydens Slopingswerk

, 383 Premises in which Oil is Heated 383 Persele waarin Olie verhit word

384 Fire Extinguishing Equipment Required for Changed 384 Brandblusuitrusting wat vereis word in die geval van
" Use, Increased Areaj or Increased Height 'n Verandering van Gebruike, Uitbreiding van die Op-

'

385 Fire Hazards on Vacant Land or in Premises pervlakte of van die Hoogte

385 Brandgevare op Onbeboude Grond of in Persele rt.386 Fire Extinguishing Equipment in Circumstances not
•

Provided for 386 Brandblusuitrusting in Gevalle wat nie deur Hier-
.. die Verordeninge gedek word nie

. • MEANS OF EXIT.

, 387 Public Buildings and Places of Assembly UITGANGE.

I. ., , 388 Buildings Other than Public Buildings 387 Openbare Geboue en Plekke van Samekoms

389 Means of Exit from Shops 388 Gcboue, Uitgesonclerd Openbare Gebouc i

390 Means of Exit from Rooms and Other Enclosed 389 Uitgange nit. Winkels
1

ISpaces
390 Uitgange nit Vertrekke en ander Ingeslote Ruiintes

391 Means of Exit from Basements, Cellars or Parts
391 Uitgange nit Kelclerverdiepings, Kelders of Gedeeltes

1

.
There'd

Daarvan
392 Means of Exit from Internal Passages and Corri -

dors 392 Uitgange nit Binnegange
41

. '

393 AcCessibility of Exits from the Interior of a Building 393 Toeganklikheid van Uitgange nit 'n Gebou

394 Route to Point of Exit 394 Roete na Uitgangspunt
",y

• , 395 Exit Routes and Directional Signs to be Lighted 395 Uitgangsroctes en Rigtingwyscrs moet Verlig wets

396 Width of Passages, Corridors, Lobbies, Foyers, 396 Wyche van Gange, Binneportale, Voorportale, Vesti. (1.
•

Vestibules or Stairways Forming Part of a Route Wes at Trappe wat Deel van 'n Uitgangsroete is

of - Exit 397 Verbode Versperring
.

397 Prohibited Obstruction 398 Vlarnsw ei- en Rookontwikkelvermoe in die Geval
• 398 Flame Spread Rating and Smoke Development Rat- van Vloer-i en Muurbcclekkings, Plafonne en Hang-

• ing of Floor and Wall-Coverings, Ceilings and Sus- plafonne
pended Ceilings 399 Elektriese Noodverligtingstelsel

1 "

399 Emergency Electric Lighting System Nf;
400 Uitskakeling van Gevanrtoestande

400 Elimination of Dangerous Conditions
•

TRAPPE.
. '

, .: STAIRWAYS.

401
401Okkupantetal OccupantLoad

402 Number of Stairways
402 Getal Trappe .

. 403 Width of Stairways
403 Wydte van Trappe

• 404 Trapskagmure "
•

404 Stairway Enclosures
405 Ander Afrnetint.Ts en die Konstruksie van Trappe

1

•

405 Other Dimensions and Construction of Stairways

406 Protection of Stairways
406 -Beveiliging van Trappe

7.407 Handrails . •

. >,,,:s.',. 408 Headroom on Stairways
,.71.4„›.' rib‘;'..409 Material Used for Construction of Stairways

, V..:.•
f

bt...**,:.i.')N
•

.

.
407 Handrelings

408 Kopruimte van Trappe
c1,

409 Materiaal wat vir die Bou van Trappe gebruik word

1
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410 Doors; Windows and Other Openings in Stairviay 410 Deure, Vensters en ander Openinge in Trapskagmure
Enclosures

411 Trappe in 'n Geboupit
.. 411 Stairways Contained in a Service Core

. 412 Drukreeling in en Venti
.

lasie van Trappe
- 412 Pressurisation and Ventilation of Stairways

413 Toeganklikheid van Trappe
413 Accessibility of Stairways

. 414 End van Voorgeskrewe Trappe
•

4.14 Termination of Required Stairways
415 Ro!frappe word nic as Trappe Beskou nie

415 Esbalators not la be Regarded as Stairways,416 Roltrappe fusser: Verdiepings
416 Escalators between Storeys

•

417 Opritte
417 Ramps •

4' HYSERS.
LIFTS. .

• . . 418 Afmetinas van Hyserbinneportale, -voorportale en
• 418 Dimensions of Lift- lobbies, Lift-foyers and Lift- -vestibules

. vestibules •

419 Draagbaar- en Brandhysers
. 419 Stretcher and Fireman's Lifts
c ROOK- EN TREKBEHEER EN BRAND-

SMOKE AND DRAUGHT CONTROL AND FIRE AFDIGTING.
STOPPING.

420 Lift Installations 420 Hyserinstallasies
•

'
421 Dumbwaiter 421 Kostipe Hyser

•

422 Chutes between Storeys
• 422 Stortgeute tussen Verdiepings

i
. . •

423 Ventilating — or Air Conditioning System 423 Ventilasie- of Lugversorgingstelsel
•

424 Fire Stopping of Concealed Spaces 424 Brandafdigting van Verskuilruimtes

GENERAL. ALGEMEEN.

425 Foutiewe Werking van Brandalarmstdscls .425 Malfunctioning of Fire Alarm Systems

426 Prohibited Occupation of Buildings 426 Verbode Okkupasie van Geboue

427 Stmfbepaling".'
. 427 Penalty Clause". • •

2. By the substitution for the preamble in section 1
2. Deur die aanhef van artikel 1 deur die volgende te

of the followhig: vervang: •

• "In hierdie verordeninge, tensy uitdruklik anders be-

or"In
these by - laws, unless otherwise specifically provided

unless the context otherwise indicates — "
• paal of die sinsverband anders aandui, beteken —".

3. By the substitution in section I for the definition 3. Deur in artikel 1.die woordomskrywing van "Raad"

of "Council" of the following: deur die volgende to vervang:

"'Council' means the City Council of Johannesburg, "`Raad' die Stadsraad van Johannesburg, daardic Raad

that Council's Management Committee acting under the se Bestuurskomitee wat handel kragtens die bevoegdhede

powers delegated to it in terms of section 58 of the wat ingevolge die bepalings van artikel 58 van die Ordon-

Local Government (Administrations and Elections) Or- nansie op Plaaslike Bestuur (Administrasie en Verkie-
-

dinance, 1960, and any officer to whom that Committee sings), 1960, aan horn gedelegeer is en enige beampte aan
S '

. has been empowered by the Council in terms of sub- wie die Bestuurskarnitee ingevolge die bepalings van sub-

section (2) of the said section to delegate and has in artikel (2) van genoemde artikel, op gesag van die Raad,
'

fact delegated the powers, functions and dutiestrekting ir
die bevoegdhede, funksies en pligte wat ten opsigte van

•
the Council in relation to these by-laws." I "141.61 4. hierdie verordeninge by die Raad berus, kan delegeer, en

s , () -till 4 1. dit inderdaad (gedelegeer het."
4. By .the insertion after section 15(g) of the follow:

ing: 4. Deur na artikel 15(8) die volgende in te voeg:

"(9) (a) In respect of the drawings referred to in sub- "(9) (a) Wat betref die•tckeninge wat in subartikel (1)
.. , section (1), the owner shall show or endorse thereon, genoem word, moot die eienaar daarop aantoon of en-

or cause to be shown or endorsed thereon, the type or dosscer, of daarop laat aantoon of endosseer, watter soort
types of fire extinguishing appliances or equipment to of spode brandblustoestelle of -uitrusting voorsien of ver-

•
he provided or instaled and the position thereof, and the skaf gaan word en waar dit aangebring gaan word, asook
measures to be taken to prevent the spread of fire, heat die maatrcdls wat getref word am brand-, hitte- en rook-

r:11 and smoke or to prevent the concealment of an outbreak verspreiding te voorkam of am te voorkom dat 'n brand
of fire. wat uilbreek, onopgemerk bly. -

(b) In addition to the requirements of paragraph (a), (b) Benewens die bepalings van paragraaf (a), kan die
the Chief Officer, as defined in section 368 of these by- Brandweerhoof, sons in artikel 363 van hierdie verordenin-

•
laws, may require the owner to furnish, or cause to be ge omskryf, van die eienaar vereis om aan hom sodanige

...

- •
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furnished, to. him such additional information as he may bykomende inligting te verskaf of lc teat verskaf wat by

1\---%* deem necessary .to show compliance with all relevant nodig anc om te bcwys dal
-

daar aan die betrokke vereis.
,.

;5trequirements of
Chapter XVII of these by-laws or COM- tes van Hoofstuk XVII van hierdic verordeninge of aan

,IcA-. pliance with any decision given by the Chief Officer enige beslissing wat die Branclweerhoof ooreenkomstig
.1.4.-Athereof." daarvan gcgee het, voldocn is."

• 5. By amending section 18 by - •

5. Deur artikel 18 to wysig deur -
(a) 'the insertion in subsection (1) after the words "pub- (a) in subartikel (1) na die woorde "openbare street"

lie street" of the words "or any immovable proper- die woorde "of enige vaste eiendom wat aan die Raad
•

_ . ty owned by or vested in the Council"; behoort of by hom berus" in te voeg;
• .

(b) the renumbering of subsection (I) to read (1)(a). (b) deur subartikel (I) to hernommer (1)'(a) en na
and .the insertion after paragraph (a) of the follow- paragraaf (a) die volgende in to voeg:
ing:j =

. "(b) As daar, na die mening van die ingenieur teke-
"(b) Where in the opinion of the engineer drawings ninge'nodig is vir die aangaan van 1n oorskry-.

• •
•

, are required to conclude an encroachment dingsooreenkoms moot daar, benewens enige
agreement. a fee of R20 shall be payable to ander gelde wat aan die raad betaalbaar is, of

• • • the Council in addition to any other fee duo cnige ander heffing wat die raad opt& 'n be-
- • to, or any other charge made by the noun- drag van R20 betaal word."; en

- • cil." and• .
. . (c) in subartikel (3) (a) (v) die woorde "deur horn op nr.

(c)
-

the insertion in sub-section (3) (a) (v) immediately sy perseel opgerig
-

deur die uitdrukking "deur hom,
.

iafter the words "erected by him" of the word "or". of op sy perscel, opgerig" te vervang. i

6. By the insertion in section 33(2)(e) before the 6. Deur in artikel 33(2)(e) voor die uitdrukking ,
• expression "fine of R100" of the word "maximum". "R100" die woord "hoogstens" in te voeg.

.

• 7. By the deletion of sections 50, 95, 99, 101, 102 7. Deur artikels 50, 95, 99, 101, 102, 103, 104; 105,
• 103, 104, 105, 106, 107, 108, 109, 110. 113, .114, 106, 107, 108, 109, 110, 111 114, 144, 1.45, 146, 147,

'

144, 145, 146, 147. 148, 149, 150, 151. 308. 309, 148, 149, 150, 151, 308, 309, 310. 312, 313 en 356 to •'

310, 312; 313 and 356. skrap.•

•,. 8. By the substitulion for section 60 of the following: 8. Deur artikel 60 deur die volgende le vervang: ,

• "Dwnmproofing of Floors and Walls. "Vogdigting van Vloet•e en Mum.
. . •

.i 60.0)(a) Enige vloer en enige muur, penant, suit of ;
. 60.(1) (a) Any floor and any wally pier, column or ander deel van 'n gebou wat van bakstene of boublokke

1
other part of a building built of bricks or blocks or of soortgelyke

bon is
gebou is en wat met die

.
similar. masonry units which is or at any stage will be, grond in aanraking is of wat in enige stadium daarmee' in contact with the ground shall be provided with a •

in aanraking kan kom, raoet deur n voglaag of ander i
damp-proof course or other effective means of preventing doeltreffendc mauler beskerm word son die klammigheid 1

the entry of ground moisture into the building.
van die grond nic tot die gebou km deurdring nie.

(b) Any„ material used as a damp-proof 'course shall (b) Enige materiaal wat as 'n voglaag gebruik word, ? icomply with that Standard Specification of the South mod voldoen aan die Suid -Afrikaanse Buro vir Standaar- '
,

I
'

African Bureau of Standards which 'is applicable to the de se Standaardspesifikasie wat van tocpassing is op die. i
material and.to the position in.whith it is used and shall materiaal en op die posisie wear aft gebruik gaan word I

bear the -appropriate mark of the South African Bureau en (lit moet die toepaslike merk van die Suid-Afrikaanse

: of Standards, or shall be of such other effective material Buro vir Standaardc op he, pf dit moat van 'n ander doel -

as the engineer may approve.
treffende materiaal wees wat die ingenieur goedkeur.

•
,
-

• (c) Wear daar laste voorkom in '11 horisontale vug-
(c) Where joints occur in a horizontal damp-proof laag wat uit platbckleding bestaan, mod die dunplate wat

,. ' course composed of sheeting, such sheets shall overlap sodanige plaatbekleding vorm 'n oorslag van minstens i!
by not less than, 150 mm. . - 150 mm he.

(2) External walls of buildings built -of bricks, blocks (2) Buitemurc van geboue wat van baksteen, bou- !4
• or similar masonry units shall be so constructed or other- blokke of soortgelyke boumateriaal gebou is, meet sit •:,

wise treated as to effectively resist penetration by rain." gebou word, of andersins Op sn 'n wyse behandel word, -
1

dat dit doeltreffend sal verhoed dat rein daar deurdring." I
9. By the substittition for section 82 of the following:

9 Deur artikel 82 deur die volgende te vervang: ... ;
.

• "Separating and Dividing Walls
1"Skei- en Tussennwre.
1

82.(1) Walls separating dwelling units which have 82.0i)Mure tussen wooneenhede waarvan die vloere, i

floors, ceilings or roofs made of combustible materials, plafonnc of dakke van brandbare materiaal gemaak is, en
r

and walls separating semi-detached dwelling-houses shall die mure wat 'n skeiding vorm tussen halfvrystaande . l ..

be consructed as firewalls. woonhuise, moet as brandmure opgerig word.

1;:;

- . (2) Internal walls in buildings 'of the domestic class, (2) Binnemure van geboue van die huishoudelike klas,
;-
:12:•• other than the walls referred to in subsection (1), and buiten die mute waarna daar in subartikel (1) verwys A

'4,... walls dividing buildings of the office class into separate word, en die mure waardeur geboue van die kantoorklas .

- •

-,.. .

t.,.,:' • \

- -
.
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parts for occupation by different tenants, and all walls in afsonderlike seksies verdeel word sodat dit deur ver-

, enclosing passageways used in common by such tenants, skillende huurders geokkupeer kan word en alle inure wat
shall be made of non -combustible materials so constructed die gemecnskaplike gange wat deur sodanige !murders ge-

and installed as to have a fire-resistance rating as definedbruit: word, omsluit. moet , van nie -brandbare materiaal
gebou 'word en dit moct op so 'n manier gemaak en gc-'

. in section 368, of not less than one hour. installeer word, dat dit 'n brandweerstandsvermoe, soos

(3) All doorways in walls referred to in subsection in artikel 368 omskryf, van minstens Cell uur het.

(2) shall 'be fitted with doors having a fire resistance (3) Alle deuropeninge in die inure wat in subartikel
rating as defined in section 368 of not less than one (2) aenocin word, moet dcure in h8 met 'n branckeer-

half hour." standtSvermoe, soos in artikel 368 omskryf, van minstens
'n halfuttr."

10. By the substitution for subsection (I) of section
84 of thelollowing: 10. Deur subartikel (1) van artikel 84 deur die v01-

, gende te vervang:.
C.' "0) (a) Notwithstanding the provisions of section 82, "0)(a) Ondanks die bepalings van artikel 82, mootwhere in any building any storey having a floor area

•
. enige verdieping in enige gebou met 'n vloeroppervlakte.,greater than 950 m2 contains separate rooms, dwelling grotcr as 950 m2 twat nit afsonderlike vcrtrekke, woos -

units or offices- for occupation by different tenants, such eenhede of kantore bestaan wat vir okkupasie deur ver-.

storey shall be divided into units each having a floor skillende hunrclers bedoel is, in eenhede verde& word wat
area not greater than 950 in' separated from each other elk 'n vloeroppervlakte van heogstens 950 m2 het en watey-
by walls made of fire- iesisting materials: Provided that van mekaar geskei word deur inure van brandbestande

materiaal: Met dien verstande dat as daar na die meltingwhere in the opinion of the Chief Officer, as defined in van die Brandweerhoof, coos in artikel 368 omskryf, doel -

section 368, adequate arrangements are made and main- treffende reelings getref en gehandhaaf word ter verminde-

.

• taMed to his satisfaction for lessening the danger of the ring van die gevaar van brandverspreiding, daar eenhede
may spreadof fire, units having a greater floor area be met 'n groter vloeroppervlakte toegelaat kan word.

1. permitted. ,(b) Eike deuropening in enige sodanige muur moat•
•

(b)*Every doorway in any such wall shall be fitted met 'n brandbestande self toemaaideur toegerus woes.

with •a selfclosing fire -resisting door. (c) Die vloer van sodanige verdieping en die vloer van
•

(c) The floor of such storey* and the floor of the die verdieping onmiddellik bolcant sodanige verdieping
storey immediately above shall be made of fire-resisting most van brandbestande materiaal gemaak wets."
materials." 11. Deur na artikel 117(2) (b) die volgende in te

11.. By the insertion after section 117(2)(b) of the voeg: •

• following: "(3) As daar ingevolge subartikel (2) hysbakke ver-,

"(3) Where lifts are required in terms of subsection lang word, moat sodanige hysbakke aan die bepalings van
(2) such lifts shall comply with the requirements of sec- artikel 419 voldoen."
tion 419." 12. Deur subartikel (1) van artikel 209 deur die vol-

12. By the substitution in section 2090) for the gende te vervang:
words "Except in" of the word "In".

te7
"(1) Gcen verandalcolomme word in of op enige straat

13. By the substitution for section 216 of the follow- of sypaadjie toegelaat in die gedeelte van die munisipali-
ing: teit wat 'van tyd tot tyd deur die Raad omskryf word

• nie."
"Cranes and Other Lifting - Devices. 13. Deur artikel 216 deur die volgende te vervang:

• 216.(1) No person shall, without the consent of the "Hyskrane en Ander flystoestelle.
Council, erect, maintain or operate, or cause to be erec- 216.0) Niemand nag sonder die toestemming van die
ted, maintained or operated, any crane or other lifting Raad enige.hyskraan of ander hystoestel waarvan enige

• device, any part of which, including any load attached gedeelte, met inbegrip van enige vrag, daaraan, op 'n

. thereto, will rest on, project over or overhang any street straat of openbare pick staan of daaroor uitsleek of oor-

or public place. hang, oprig, onderhou of bedien of dit last oprig, onder-

hou of bedien nie.
(2) Any consent granted by the Council in terms of (2) Enige vergunning wat die Raad ingevolge sub-

subsection (I) shall be in writing and may be given sub- artikel (I) verleen, moot skriftelik wets cn kan verleen
•ject to any conditions the Council may deem fit." word op enige voorwaardes wat die Rand goeddink."

14. By the insertion after section 224(2) of the fol- 14. Deur na artikel 224(2) die volgende in te voeg:
lowing: "(3) Wryslaande piloonteken' betoken enige adverten-

"(3) 'Free -standing pylon sign' means any advertise- sic of advertensietoestel wat deur 'n piloon, mas of ander
ment or advertising device supported by, attached to or soortgelyke losstaande struktuur, buiten 'n skutting of 'n
constructed as a pylon, mast, or other similar independent gebou, gestut word, daaraan vas is of as sodanig opgerig
structure, other than a hoarding or a building?' is."

15. By the insertion in section 230(3) (f) of the Afri- 15. Deur in artikel 230(3) (f) voor die woorde "open-

kaans text of the word "sentrale" before the words bare vermaaklikheidsgebou" die woord "sentrale" in te
"openbare vermaaklikheidsgebou". voeg.

•

•
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i 16. By the insertion after section 230(3)(i) 'of the 16. Deur na artikel 230(3) die volgende in te voeg:
P.

• following: .

- .

ri "0) Vir die teepassing van hierdie subartikel en van
') • • "0) • For the purposes of this section and of section artikel 23t(3), beteken die .Iveorde `sentrale openbare

231(3), the words 'central public entertainment vermaaklikbeidsgebou"n openbare gebou van die 'soort
building' means a public building of the type re- waarvan daar in paragrawe (a) en (b) van die omskry
ferred• to in paragraphs (a) and (b) of the defini- wing van openbare gebon in artikel 1 melding gemaak
tion of public building in section 1, situated within word en wat gelee is in die gebied wat begrens word deur

.
the area bordered by Noord Street, Mooi Street, Noordstraat, Monistraat, Marshallstraat en Sauerstraat.".,

. Marshall Street and Sauer Street."
. 17. Deur in artikel 231(3) die woord "sentrale" voor

17. By the insertion in section. 231(3) of the word die woorde "openbare vcrmaaklikhcidsgebou" in te voeg.
"centre" before the words "public entertainment build- 18. Deur artikel 235 deur die volgende te vervang:

.4".:. ing".
.

.

. 18. By the substitution' for section 235 of the follow- Aariplak van Bilfelle en Nothings.
Mg:.; .

235.(1) Die hoogste gedeelte van enige skutting wat..
•

' vir -die aanplak van biljette of vir die uitstalfing of ver-
• . "Bill Postings and Hoardings. toning van enige advertensie gebruik word of bedoel is,•

• mag nie hoer as 5 in bokant die laagste grondvlak waar-
(

•
' 235.(1) The topmost part of any hoarding used or .

• o sodanige skutting opgerig is, wees nie.intended to be used for bill posting or the display or 13

. • exhibition of any advertisement, shall not exceed 5 in - (2) Elke vrystaande piloonteken en die drastruktuur iin height above the lowest ground level upon which such daarvan moet aan die volgende vereistes voldoen:
hoarding is erected.

• (a) Die
.

drastruktitur met op doeltreffende wyse in 'n
(2) Every free-standing pylon sign and 'its supporting toercikende fondament vasgesit word en mag geen

•
• structure shall comply with the following requirements: ankertou of ander hulpstuttoestel aan he nie.

(a) the supporting structure shall be effectively secured (b) Geen deel van die draitruktuur of enige deel van die•• .

to an adequate foundation and shall be without guys taken mag binne 'n gebon gelee wees of daardeur of
or other ancillary restraining devices. • deur 'n. gedeelte daarvan strek, of op enige manier

I
(b) No part of the supporting structure nor any part of hoegenaamd aap 'n gebou of enigegedeelte daarvan

the sign. shall be located within or pass through a vas 'wees of (human vasgemank word nie. . 1

.

.
building or part thereof, or in any way be attached (c) Die afmetings van die taken en die drastruktuur daar- J

or secured to a building or to any part thereof. yan meet sodanig wees dat 'die teken sowel as die

*(c) The dimensions of the sign and its supporting struc- struktuur geheel en al in 'n denkbeeldige vertikale
ture shall be such that both the sign and the struc- silindriese figuur met 'n middellyn van hoogstens 6

ture can be contained Wholly within a notional vet- in en 'n hoogte van hoogstens 12 m kan pas.
' teal cylindrical figure having a diameter of not more (d) Geen sodanige teken mag advertensiemateriaal oor 'n 1

•
. • than 6 in and a height of not more than 12 m. , oppervtakte groter as 37 m2 bevat nie.

•

(3) Drawings to a scale of 1:20 showing structural de-
(e) Die laagste gedeelte van enige sodanige teken meet

tails of the support and framework of any bill-posting, minstens 2,5 in ba die grondhoogte wees.
'hoarding, or any free-standing pylon sign shall be - sub-

mitted to the Council together with other details sped- (3) Tekeninge op die skaal 1:20 wanrop die struk-
(fealty 'required in respect of signs in terms of these turtle besonderhede van die stut en die raamwerk van
by- laws. enige aanplakbord, skutting of enige vrystaande piloon -

. teken aannedui word, moet sawn met ander besonderhede
(4) The design of any hoarding or free-standing pylon wat nitdralilt ingevolge hierdie verordeninge ten opsigte

sign and its supporting structure shall be to the sabsfac-
lion of the Council." van takenvereis word, van die Rand voorgele word.

(4) Die ontwerp van enige skutting of vrystaande pi-
19. By the substitution in section 240(1) for the words loonteken en die stutstruktitur daarvan mod tot voldoe-

"by the council from time to time"of the expression "in ning van die Rand woes.
Schedule 3 hereto".

• . 19. Deur in artikel 240(1) die woorde "deur die read
ci • 20. By the substitution in section 242(8) for the fi- van tyd tot tyd" deur die uitdrukking "in Bylae 3 hierby"

'

gures "6c" and "3c" of the figures "25c" and "Me" re- te vervang.'
spectively.

' - 20. Dew in artikel 242(8) die syfers "6c" en "3c
-

21. By the deletion in section 257(1) of the word onderskeidelik deur die syfers "25c" en "10c" te vervang.....
( . "city" in the third line and the words "in such streets" 21. Deur in artikel 257(1) die woorde "stadswyke in
i ' in the -third and fourth lines.

• sodanige strate" in die derde en vierde reels deur die

. 21.(1) By the deletion of subsection (3) of section woord "wyke" te vervang.
264, and the renumbering of the remaining subsections 22.(1) Deur subartikel (3) van artikel 264 te skrap
in read (3), (4). (5), (6), (7), (8) and (9) respective- en die oorblywende.subartikels onderskeidelik te hernom.

•

ly: mer (3), (4), (5), (6), (7), (8) en (9). •

?.' ', - .

„.. (2) By the deletion of paragraph (c) of section (2) Deur paragraal (c) van artikel 264(5) te skrap.
...,•,..k'''. 264(5).
on. 23. Deur in die tweed° reel van artikel 286 van cth
%;'-..h. . • 23. By the substitution in the second line of section Engelse teks die woord "to" deur dip woord "of" le
A

ver

t4fe 286 for the word "to" of the word "or', yang.

V'
. .

.
.

I
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•

24. By the substitution in section 315 — 24. Deur in artikel 315 van die Engelsc teks —
- -

,

(a) for the heading of the following: (a) die• opskrif deur die volgende te verviing:
• . ,: .

• "Hatchets."; and - '

"Hatcheti" ; en" .

.
(b) for the word "Hatches" in the first line of the word (b) die woord "Hatches" in die eerstc red! deur die

• "Hatchets".• woord "Hatchets" te vervang.
•

. . .
1

25. By the deletion of subsection (3) of section 341 25. Deur subartikel (3) van artikel 341 te skrap en
and the renumbering of the remaining subsections to die oorblywende subartikels onderskeidelik te hernommer

• read (3), (4),.(5), (6), (7) and (8) respectively. (3), (4), (5), (6), (7) en (8).' -. .

26. 'By the substitution in section 367 for the figures . 26. Deur in artikel 367 die syfers "R50" en "R100",,, •
R50.. and "R100" of -the figures "R100" and "R300" onderskeidelik deur die syfers "R100" en "R300" te ver-

respectively. . yang.
•

t . 27. By the insertion after Chapter XVI of the follow.- .39. Deur na Hoofstuk XVI die volgende in te voeg:
• • • ing: . .

" • "CHAPTER XVII.. . "HOOFSTUK XVII., .' .
•

. . . .
•

FIRE PROTECTION. BRANDBEVEILTGING.
It

, ) •

. .

Dginitions. Woordomskrywing.

368. For the purpose of this Chapter unless the con- .368. Vir die toepassing van hierdie Hoofstuk, tensy
al

. text otherwise indicates — dit nit die sinsverband anders blyk, beteken —
• .

'adequate' or 'adequately' means adequate or ade- 'brandalarmstelsel' enige stelsel, of dit met 'n brand-

lief

•

.

quately in the opinion of the Chief • Officer; weerstasic verbind is of nie, wat ontwerp is om te waar-
sku dat daar 'n brand, oormatige rook of butte is; •

Cr
..

.. 'approved' means aprovcd 'by the Chief Officer; -

to
.. Chief Officer' means the person appointed by the 'BrandweerhooP clie persoon wat die Read as hoof van'

Council as Chief Officer of its Fire Department and in- sy Brandweerafdeling aangestel het, en sluit in !emend wat
tr- eludes any person representing the Chief Officer in the die Brandweethoof in die toepassing van hierdie verorde-
lie , , administration of these by- laws; ninge. verteenwoordig;
de

'

,

' '
.

6
' 'effective' or 'effectively' means effective or effectively trandweerstancisvernia van erige deel of onderdeel

• in the opinion of the Chief Officer; •

van 'n gebou, die tyd in tire of gedeeltes daarvan wat so-
• • •

•

I 'fire alarm system' means any apparatus. whether or danige deel
o.
f onderdeel sons dit gemaak en in die gebou

11 not connected to a fire station, designed to give warning geinstalleer is, blootstelling aan vuur sal weersfaan, soos

of any fire, excessive smoke or heat; bepaal deur middel van 'n toets wat die Suid-Afrikaanse•
.

' Buro vir Standaarde of die Nasionale Bounavorsingsinsti-
net 'fire- resistance rating' of any part or component of a: tuut toegepas het;'

building means the time in hours or frhetions thereof. ''
ik- that such part or component as constructed and installed doeltreffend doeltreffend na die mening van die Brand-

/an : in that building will withstand fire exposure as deter- weerhoof; •

on- mined by a test carried out by the South African Bureau 'eedeelte van 'n verdieping' enige gedeelte van 'n ver-
•

cd of Standards or the National Building Research Insti- •

limping wat doeltreffend van die res van sodanige vet-

tat. tute;
dicping geskei word deur middel van materiaal wat so

• 'flame spread rating' of a mateidal means the measure-
gemaak en geinstalleer is dat dit 'n brandweerstandsver-

pi- meat, expressed as a numeral of the comparative rate of mac van minstens twee mu het;
Joe-

'

. spread of flame over' the surface of the material as de-
'

, • terminal by a fire test carried out by the South African j leeboupie enige mimic in 'n gebou wat deur mure oni-

;ad .

•

. Burea u of Standards or the National. Building Research: sluit word en as sodanige ruirnte 'ii hyserskag of hyser-
Institute; .

-by"
1

- • - skagte en twee of meet trappe bevat wat vier verdiepings
.

,
• 'height of building' means the vertical distance from. of nicer bedlam.d • the lowest ground level abutting on the building to aIr. point at the average height of the ceiling of the topmost 'goedgekeur' goedgekeur deur die Brandweerhoof;

ang. storey of the building, or if there is no ceiling, to a point.
e in at the average height of the roof structure; 'hoogie van 'n gebou' die vertikale afstand tussen die

.de laagste grondoppervlak aangrensend van die gebou en 'n
'mezzanine' means any intermediate floor situated be-

'

, tween a floor level and the floor level, ceiling or ioof Punt op die gemiddelde hoogte van die plafon van die

krap above, -as the case may be: Provided that when the total boonste verdieping van die gebou, of as dear nie 'n plafon
nom - gross floor area of all mezzanines occurring in any storey is nie, 'n punt op die gemiddelde hoogte van die dakstruk-

.

ip

exceeds 33I-% of the gross floor area of that storey, such tuur;m.' mezzanines shall be considered as separate storeys; -

. 'okkupantetal' — •

t die 'occupant load' —
vet- (a) where a storey or part thereof is.used for one pur- (a) as 'rt verdieping of gedeelte daarvan vir slegs een

pose only, 'occupant load' means .the number ob- doel gebruik word, die getal teat verkry word deur
.

.
- .

. . .

I
.

.

•

• •
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i
tallied by dividing the net occupiable floor area of die netto okkupeerbare vloeroppervlakte van die ver-

. the storey or part thereof by the relevant unit of area dieping of gedeelte daarvan dew die toepaslike op -' , .

. - prescribed in the right hand column of the table ap- pervlakte-cenheid, wat in die rcgterkantste kolom van

pearing in Schedule A to this Chapter;
die tabel in Bylae A •by hierdie Hoofstuk verstrek
word, to cleel;

• .

(b) where a storey or part thereof includes a section (b) -as 'n verdieping of gedeelte daarvan 'n creel insluit
• which is used for multiple purposes involving differ- wat vir meervoudige doeleindes, wat verskillende ak-

, . • ent activities at different times, 'occupant load' means tiwiteite op verskillende rye beliefs, gebruik word,
die getal wat verkry word deur die netto okkupeer-

. the number obtained by dividing the net occupiable bare vleeroppervlakte van daardie deel van did vet-
floor area of that section by that relevant unit of dieping of gedeelte daarvan to deel deur die toepas-

r?..* area prescribed in the right hand column of the table like oppervlakte-eenheid wat in die regterkantstc ko -

appearing in Schedule A to this Chapter which will tom van die tabel in Dylan A by hierdie Hoofstuk
.

.

.
, involve the greater or greatest number of 'occupants voorgeskryf word, war. die grootste'getal okkupante

behels wat aan die verskillende aktiwiteite kan deel-
.• envisaged• by such different activities, •as the case

neern;
'

' may be;
, (e) as verskillende oppervlakte in 'n verclieping of ue

(c) where different areas in a storey or part thereof are
deelte daarvan terselfclertycl vir meervoudige doe!-

cindes gebruik word, die totanl van die getalle wat
' iused for multiple purposes at the same time, oecu- verkry word deur die netto okkupeerbare oppervlak-

,

pant load' means the sum of the numbers obtained te van elke sodanige oppervlak in die verdieping of
1

by dividing the net occupiable floor area of each gedeelte daarvan deur die toepaslike oppervlakte-cen -
"

•

such different arda in the storey or part thereof by held wat in die regterica»tste kolom van die label
,

•

the relevant unit of area prescribed in the right hand in Bylac A by hierdie Hoofstuk voorgeskryf word, to
'

• •

. column of the table appearing in Schedule A to this
dent.

:.
.

• Chapter; By die bepaling van die netto okkupeerbare 'vim -

, oppervlakte van 'n verdieping of gedeelte daarvan, kan
toiletkamers, kleekamers. pakkamers, personeelkombuise.

In determining the net occupiable floor area of a •

hyserskagle en soortgclyke. vertrekke of ruimtes wat nie
. storey or part thereof, toilets, locker rooms. storage terselfilert3id as ander vertrekke of ruimtes in dieselfde

rooms, staff kitchens, lift shafts' and similar rooms or verdieping of gedeelte daarvan geoklcupeer word nie, met
die toestemining van die I3randweerhoof van. sodanige• spaces that are not occupied at the same time as other
beiekening uitgcsluit word tot die mate wartrin sodanigerooms or spaces on the same storey or part thereof, may,

•

subject to the consent of the Chief Officer, be omitted
vertrekke of ruimtes ander geokkupeerde vertrekkeopdieselfdeverdieping of gedeelte daarvan bedien;

from such calculation to the extent that such rooms or
c

spaces serve other occupied rooms on the same storey rookontwikkelvermca van 'n materiaal, die VC11110

or part thereof;
uitgedruk as 'n vergelykingsgetal, van die material)

•

orn rook te ontwikkel saes bepaal deur middel van 'n
' brandtoets wat die Suid -Afrikaanse Buro vir Standaardr

'

'part 'of a storey' means any part of a storey which is of die Nasionale Bounavorsingsinstituut toegepas het;

. effectively separated from the'remainder of such storey by `toereikend' toereikend na die mening van die Brand
materials so constructed and installed as to have a fire- weerhoof;
resistance rating of not less than two hours;

• `tussenverdieping' enige tussenverdieping wat tussen 'i
vloervlak en, na gelang van die geval, die vlocrvial.

, -

'service core' means any volume of space enclosed by plafon of dak daarbo gele.l. is: Met dien verstande d'
walls in a building and where such space contains a lift as die totale brute vloeroppervlakte van al die tussen

t 1

. shaft or lift shafts and two or more stairways which verdiepings op enige verdieping 33 -M van sodanige vet

serve four or more storeys; dieping se total° brute vloeroppervlakte oorskry, sod -

nige tussenverdiepings as afsonderlike verdiepings beskr

,i. 'smoke.

- word;
• k development rating' of any material means the

` gmeasurement, expressed as a numeral, of the comparative verdieping' did atinite in 'n ebou tussen eon view

rate of liberation of smoke by the material as determined
vlak en die vloervial: net daarbo of as dear Been vlo

•

daarbo is nie, die plafon of dak cinarbo, en sluit in
by a fire test carried out by the South African Bureau tussenverdieping in die omstanclighede waarna daar.. ,

of Standards or the National Building Research Institute; die voorbehoudsbcpaling by die woordomskrywing u
tussenverdieping verwys word;

'storey' means that space within a building which is
`vItunspreivernme van 'n materiaal, die vermod, u

situated between one floor level and the floor level next gedruk as 'n vergelykinasgetal, van die materiaal .,
.

above, or if there is no floor above, the ceiling or roof viamme our die oppervlak van die matcriaal to verspi
*, above, and includes a mezzanine in the circumstances re- sobs bepaal' deur micidel van 'n brandtoets wat .

ferred to in the proviso of the definition of mez7.anine; Suid-Afrikaansc Buro vir Standaarde of die Nasion
. ,

Bounavorsingsinstituut toegepas bet:
, -.. ,
.)2.-. •

. 'sufficient' or 'sufficiently' means sufficient or suffi-
1

`voldoende volclocnde na die mening van die Bra i

es
4.1.1' eiently in the opinion of the Chief Officer. I weerhoof.
Vi:

'
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FIRE EXTINGUISHING EQUIPMENT AND BRANDBLUSUlTRUSTING EN -DIENSTE.
I - SERVICES.

'tin,. n 0 ci Al.n Brandhluswitrusting meet Gelastalleer word.
lc cd ..i 1 . .

.

Fire Extinguishing Equipment to he Installed.
.

.. W''i 369.(I)'Die eicnaar van enige gebou moet in die mate
. '639.(1) To the extent that the floor space of a storey waarin die vloerruimte van 'll verdieping of gedeelte

tit
.

or portion thereof in any building envisaged in the tables daarvan in sodanige gebou aangewend word vir die doel
Ic- appearing in Schedule B to this Chapter is used for a wat in die tabelle in Bylae B by hierdie Hoofstuk aan-

'
d, 'purpose or purposes envisaged in those tables, the owner

gegee word —
of such building shall —

X- (a) die brandblusuitrusting wat by sodanige tabelle voor-
(a) install the fire extinguishing equipment prescribeds- .geskryf word, installeer;

ai- in those tables; .1
iik (b) in cases not specifically regulated in terms of Sehe- (b) in gevalle wat nie uitdruklik by Bylae B of 'n ander

ate dule B 'or by any other provision of these by-laws '
bepaling van hierdie verordeninge voorgeskryf word

'ei':' install the fire extinguishing equipment required by nie, die brandblusuitrusting wat die Brandweerhoof
the Chief Officer. . vereis, iristalleer.

• .

ge -
• (2) Fire extinguishing equipment includes the following (2) Brandblusuitrusting omvat die ondergenoemde

nci..
. types of equipthent which for the purposes of these by- soorte uitrusting, wat vir die toepassing van hierdie ver-

wat, laws are listed hereunder in order of what shall be ordenipge in 'n stygende volgorde van doeltreffendheid

I ak- deemed to be their increasing effectiveness. aangegce word:

$of (a) Hand extinguishers, (a) Ilandblussers.
7cn.
abel (b) Fitted hose reels,

'

(b) Gemonteerde slangtolle.,

.1, (c) Hydrant valves, (c) Brandkrane.

(d) Approved sprinkler installation. (d) Goedgekeurde sprinkelblusserstelsel.
leer- .

kan . (3) Where different types of equipment are prescribed (3) As verskillende soorte uitrusting vir twee of meer
vise, for two or more storeys of the same building, the Chief verdiepings van clieselfde gebou voorgeskryf word, kan

me Officer may require that the entire building be protec- die Brandweerhoof bepaal dat die hele gebou deur die
31fde • led by the most effective equipment prescribed for any doeltreffendste uitrusting was vir enige verdieping voor-

met • one storey. . geskryf is, beveilig word.
ige (4) If in any building a cubic capacity in excess of (4) As in enige gebou 'n kubieke ruimte van meerenige •

6 000 'n-t3 is devoted to the manufacture, processing, use, as 6p00 m" benut word vir die vervaardiging, verwer -
0 ' op • •

sale or storage of. combustible material, whether contained king, gebruik, verkoop of opberging van brandbare mate-
in one or more than one storey, such building shall be riaal, afgesien daarvan of sodanige ruimte can verdie-

I•ina. divided into units of not more than 6 000 m", separated ping of sneer beslnan, moet sodanige gebou verdeel word
:riaal, effectively from each other and from all other parts of in eenhede van hoogstens 6 000 m" elk, wat doeltreffend
an' 'n . the building by materials so constructed and installed as van mekaar en van alle ander dole van die gebou ge -

Inarde to have a fire -resistance rating of not less than two skci is deur materiaal wat so gemaak en geinstalleer is
'

et; . hours, or such building 'shall be protected by hand cx- dat dit '11 brandweerstandsvermod van minstens twee uur
tinguishers, fitted hose reels, hydrant valves and an ap- het,' of anders moet so 'fi gebou deur handblussers,

;rand - l proved sprinkler installation. gemonteerde slangtolle, brandkrane en 'n goedgekeurde

(5) Where an arcade or similar pedestrian way is less sprinkelblusserstelsel beveilig word.

se
- '- • •

than 9 in wide at any point, .and where there are shop- - (5) As 'n arkade of soortgelyke voetgangerpad op
cr ' windows on both sides and the length of the arcade or enige punt smaller as 9 m is, en daar winkelvensters aan
de dat i weerskante is en die arkade of voetgangerpad Imagerpedestrian way exceeds 15 m, every shop having a win-

as. as 15 in is, moet elke •.vinIcel waarvan 'n venster op so -

ge Ver- dow onto such arcade or pedestrian way shall be pro- •
damge arkade of voetgangerpad uitkyk, deur 'n goedge-

, soda- tested by an approved sprinkler installation, and if the keurde sprinkelblusserstelsel beveilig word, en as die ar-
beskou arcade or pedestrian way is' covered over, such arcade kade of voetgangerpad oordek is, moet sodanige arkade
e ., I

•

or pedestrian way shall be protected in the same man- of voetgangerpad op cliesclfcle Wyse beveilig word.
t •

i vtoer - ner. • (6) As die gebruik van enige vloerruimte of '11 gedeelte
it. vlocr
it:lin 'n (6) Where the use of any floor space or part of any van enige vloerruimte na die mening

:bar in

van die Brandweer-
'

floor sp..ac cannot, in the opinion of the Chief Officer, hoof Me ingevolge Bylae B by Muffle Hoofstuk inge-

ing .van . he classified in terms of Schedule B to this Chapter, the deet kan nie, moet die Brandweerhoof die soort

Chief Officer shall prescribe the type or types of fire of soorte brandblusuitrusting wat in die hele verdicping
meet word, 'voorskryf.extinguishing equipment to be installed in the entire gehlslaileer

Lod,' uit - storey. (7) As verskiliencle 2(2th:cites van die vloerruimte op
iaal em (7) Where different parts of the floor space of any enige verdicping of iussenverdieping gebruik word vir
versprei, '

one storey or mezzanine arc devoted to different uses meer as eon dod SODS dit in Bylae B by hierdie Hoof-

wat die referred to in Schedule B to this Chapter, the Chief Of- stuk aangegee word, moet die Brandweerhoof die soort
lasionald Beer shL1.1 prescribe the type or types of fire extinguish- of soorte brandblusuitrusting voorskryf wat in die hele

ing equipment to he installed in the entire storey. verdieping geinstalleer meet word.

Brand.i • (8) Where the Chief. Officer considers that the mate- (8) As na die tuning van die Brandweerhoof die

vials used and the processes carried on in an industrial materiaal wat gebruik word en die proses wat plaasvind

• .
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building of one storey only do not constitute a fire in 'n enkelvercliepingnywerheidsgebou nie 'n brandge -

hazard, he may, irrespective of the height of such build- vaar inhou nie. lcan by, ongeag die boogie van sodanige
ing, permit the installation of fire extinguishing equip- !whoa. toelaat at brandblusuitrusting wet minder doel -
ment of lesser effectiveness than that prescribed in Sche- treffend is as slid wat by Bylae B by hierdie Hoofstuk

1

,• dule B to this Chapter. voorgeskryf word, geinstalleer word.

(9) Where the height of a building exceeds 30 m, every (9) As 'n gebou hoer as 30 m is, moet clke ve.rdiepint.
storey therein shall be protected by an approved sprinkler daarvah beveilig, word deur 'n goedgekeurde sprinkel -

installation in addition to any fire extinguishing equip- blusserstelsel benewens enige ander brandblusuitrusting •

• no
meat otherwise prescribed in terms of these by-laws: Pro- wa e hierdie verordeninge voorgeskryf .word:t ingevolge

Met Men verstancle dat in die geval van 'n gebciu, nit-

vided that in the case of any building, other than an gesonderd '11 hotel, of dit gelisensieer is of nie, wat vir
_

- hotel whether licensed or unlicensed, which is divided mensebcwoning verdeel is in eenhede wat doeltreffend
• into units for human residence which are effectively sepa- van mekaar geskei is deur materiaal wat so .gemaak en

rated from each other by materials so constructed and in- geinstalleer is tat dit 'n brandweerstandsvermoo van ten

i' - stalled as to have a fire- resistance rating of not less than minste twee um het, die Brandweerhoof die bepaling

• . two hours, the Chief Officer may relax the require- van hierdie subartilcel lean verslap.

Ments of this subsection. .

Goedgekeurde Sprinkelblusserstelsels.

• Approved Sprinkler Installations.
• 370. As die bestaande iniddele vir natuurlike ventila--

sic van 'n verdieping of gedeelte daarvan met 'n vloer -

A
a

oppervlakte groter as 200 m2 na die mening van die
. .

370. If in the opinion
-

of the Chief Officer the exist-.Brandweerhoof onvoldoende is nm die hitte en rook in
ing means for the natural ventilation of a storey or part die geval van 'n brand daarin doeltreffend weg to voer,

• thereof 'having a floor area in excess of 200 m2 are in- moet sodanige verdieping of gedeelte daarvan, bene-
• sufficient to dispel heat and smoke effectively in the wens deur die brandblusuitrusting wat ingevolge hierdie

event of a fire occurring therein, such storey or pact verordeninge voorgeskryf word, ook deur 'n goedgekeur-

i '. thereof shall be protected by an approved sprinkler in- de sprinkelblusserstelsel beveilig word.

.stallation in addition to any fire extinguishing equipment Vereistes vir' Handblussers.'
presdribed in terms of these by - laws.

371.0) Handblussers wet by hierdie verordeninge

Requirements for Hand Extinguishers. voorgeskryf word, moat van een of ander van die on-

dergenoemde soorte wees:
" 371.(1) Hand extinguishers prescribed in terms of these (a) Water- of skuimblussers met 'n inhoudsvermod van

'

by-laws• shall be of one or other of the following types: ten minste 9 liter; of

(a) Water or foam extinguishers, which shall have a ca- (h) koolsvurgasblussers met 'n. inhoudsvermod van ten
. , pacity of not less than 9 litres; or ininste 2,25 kg; of

(b) Carbon dioxide extinguishers, which shall have a (c) poeierblussers met 'n inhoudsvermoe van ten minste
capacity of not less than 2,25 kg; or 2,25 kg.

'(c) dry chemical powder extinguishers, which shall have (2) As handblussers benewens gemonteerde .slangtolle
a capacity of not less than 2,25 kg. of brandkranc voorgeskryf word, moet sodanige hand- (

blussers in• die verhouding van twee blussers tot elke
(2) Where hand extinguishers are prescribed in addi- tot of brandkraan verskaf word. cn as dit nie benewens ,

lion to fitted hose reels or hydrant valves, such hand toile of brandkrane voorgeskryf word nic, in die ver-

extinguishers shall be provided in the ratio of two ex- bonding van ten minstc twee blussers per vioeropper-

.
linguishers for each reel or valve, and where not pre- vlakte• van 450 n12 of gedeelte daarvan van die betrokke

scribed in addition to reels or valves, in the ratio of not verdieping, verskaf word.
• less than two extinguishers for each 450 m2 of floor area (3) Handblussers wat ingevolge hierdie verordeninge

or part thereof Of the storey concerned. voorgeskryf word. moo op sodanige wyse en in soda-
nige posisies opgchang word, sons dit deur die Brand -

(3) Hand extinguishers prescribed in terms of these • wcerhoof goedgekeur is.-

by-laws shall be hung in such manner and in such posi-
tions as the Chief

-

Officer may approve.
Vereistes vir Gemonteerde Slanglolle.

.. . .

, Requirements for Fitted Hose Reels. 372. Gemoineerrie slangtolle wat ingevolge hierdie
• verordeninge voorgeskryf word, moet --

372. Fitted hose reels prescribed in terms of these by-
• (a) aan die Suid -Afrikaanse Buro vir Standaarde se

1"
' laws shall — Spesifikasic No. 543 en enige wysiging of vervana-

(a) comply with the South African Bureau of Standards ing daarvan voldoen; .

. specification No. 543 and any amendment thereto .(b) voorsien wees van a versterkte plastiek- of ver-
or substitution thereof; sterktc rubberslang wat 'n binnemiddellyn van 20

(b) contain not less than 25 nu and not more than 30 mm het en wat ten minste 25 in en hoogstens 30

in of 20 turn diameter reinforced plastic or reinforced m lank is, en waaraan 'n afsluitspuitstuk met '11 uit -
,

rubber hose, fitted with a shut off nozzle having a laatopening met 'it binnemiddellyn van 5 mm Oleg
5 mm diameter outlet orifice; is;

• i•

•
i
1

•

I

.

•
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(c) be provided in the, ratio of not less than one reel (c) in die verhouding van minstens eon tol per vlocr-

. for each 450 ni2 of floor area or part thereof of any oppervlakte van 450, in: of gedeelte daarvan per
one storey and shall, irrespective of the floor area, verdieping verskaf Nerd en moot ongeag die vloer-

be so located that all parts of such storey can be oppervIakte so geleii wees dat alle dele van die vet-,

reached by one or more hoses; . dicping met eon of nieer slange bereik kan word:
. :

(d) without any reduction in the ratio prescribed in (d) solider dat die verliduding wat by paragraaf (c)
• terms of paragraph (c), be located in a stairway en- voorgeskryf is, verminder word, in 'n trapskag, ge-

, closure, communal lobby. passage, foyer, vestibule or meenskaplike binneportaal, gang, voorportaal, vesti-
..

. •
, other approved position; bule of n ander goedgekeurde plek glee wees;

• (e) be connected to a service pipe complying with the • (e) na gclang van die geval met 'n brandpyp wat aan. -
.

requirements of section 374, or a delivery pipe as die bepalings van artikel 374 voldoen of met 'n
prescribed in section 376, as the case may be. perspyp soos dit by artikel 376 voorgeskryf word,

•
. verbind wees.

.Requirements for Hydra»! Valves. • . -

.
' Vereistes vir Brandkrane.

• '
; 373. Hydrant valves required in terms of these by-laws

shall — 373. Brandkrane Wat ingevolge
'

hierdie verordeninge
voorgeskryf word, moet —

(a) be of an approved material and made to a wheel (a) van goedgekeurde materiaal en volgens 'n wielklep-
valve pattern' and shall. have an inlet for a supply patroon gemaak woes, en moet 'n toevoerpypinlaatpipe of not less than '75 mm internal diameter and met 'n binnemiddellyn van ten minste 75 mm en 'n

.. a female outlet of net less than 65 mm in diameter
oorpas-uitlaat met 'n binnemiddellyn van ten minste''

mid such wheel valve shall have embossed or en. '
• •

65 mm he en die woorde 'OOP/OPEN' en 'n pyltjie1.—
graved thereon the words `OPEN/OOP' and an ar- wat aandui in waiter rigting die wiel gedraai moet

•
• row indicating the direction of rotation of the wheel word out die klep oop to kry, met op sodanige•

'
to open the valve; wielklep gebosseleer of gegravcer wees;

(b) when required by the Chief Officer, be fitted with
• i .. (b) wanneer die Branclweerhoof dit vereis, met goedge-approved fire' hoses of such length and diameter as

• . keurdc brandslange van sodanige lengte en binne-
• he may specify together with all necessary hose-

couplings and branch pipes; .
. middellyn wat by voorskryf, tesame met al die no-

,'
•

dige slangkoppcIstukke en handpype vnorsien word;
,

(c) he provided in the ratio of' not less than one valve (c) in die verhouding van minstens eon brandkraan perfor each 900 m2 of floor area or part thereof on any •
1

. vloeroppervlaktc van 900 m2 of gedeelte daarvan' • one storey and shall, irrespective of floor area, be
:

. per verdieping aangebring word en, ongeag die
• so located that all parts of such storey can be reached vloeroppervlakte, so gelei3 wees dat title dele van• by one or .more hoses of 'a length not exceeding sodanige verdieping bereik kan word deur een. of

'
.

35 m;
.

•

meer slange wat hoogstens 35 m lank is;,.,.,
(d) without any reduction in the ratio prescribed in terms (d) solider vermindering van die verhouding wat by pa-' of paragraph (c), be located in a stairway encle-• ragraaf (c) voorgeskryf word, in 'n trapskag, ge-

. Sure, communal lobby, passage, foyer, vestibule or
meenskaplike binneportaal, gang, voorportaal, yes-

other approved position;

r
.

(e) be connected to a service pipe complying with
the•

. tibule of op 'n ander goedgekeurde plek gelid wees;

. .(el na gclang van die geval, met 'n brandpyp wat tan die
• requirements of section 374, or a delivery pipe, as .

•

1 . prescribed in section 376, as the case may be. vereistes van artikel 374 voldoen, of met 'n pers-

pyp soos dit by artikel 376 voorgeskryf word, ver-

bind wees.
' Requirements in regard to Service Pipes, if an Adequate

IVater Supply by Council is Available. . Vereistes in Verband met Brundpype as 'n Toereikende
Watertoevoer van die Read Beskikbaar is.

374.(1) Every service pipe to which a fitted hose reel 374.0) Elke brandpyp waarmee 'n g.emonleerde slang-. • or hydrant valve is connected shall be connected to the
Council's communication pipe at a point approved by the tol of brandkraan verbind is, meet op 'n punt wat die

• Chief. Officer and shall comply •with the following re-
- •Brandweerhoof goedkeur, aan die Raad se toevoerleiding

vethMd word, en meet aan die volgende vereistes vol -

doen:
•

doen:: .

(a). The diameter of a service pipe conveying. water to
'fa) Die binnemiddellyn van 'n brandpyp wat water

the inlet of a fitted hose reel shall be not less than na die inlaat van 'n gemonteerde slaiigtol voer,
'

50 mm and in the case of a service pipe serving a moet ten minste 50 mm en die van 'n brandpyp wat
.. ; hydrant valve, not less than 100 mm. 'n brandkraan bcdien, ten minste 100 mm wees.

•
- .

•

•?-
•

(b) Every service pipe to which a hydrant valve is con- (b) Eike brandpyp waarmee 'n brandkraan verbind is,

nected shall be fitted with an approved twin fire- moet toegerus wees met 'n goedgekeurde dubbele

e. pump connection, and every service pipe installed brandpornpverbinding en elke brandpyp wat ge-
' cohisively to serve fitted reels installedhoselledat a

installeer is Ititsluitlik om gemonteerde slangtolle•to bedien wat hoer as 6 m bokant die laagste grond -
height exceeding 6 in above the lowest ground level oppervlak aangrensend aan die gebou geinstalleer
abutting on the building shall be fitted with a single - is, moet toegerus woes met 'n cnkele brandpomp -

fire-pump connection. verbindine •

.
. .

.
-

. -

. .

f.
•

.

. •
.

'

. . _ .

•
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(c) Every service pipe fitted with one or more fire-pinup (c) Eike branclpyp wat (acacia's is met cen brandpomp-

connections. shall have a pressure gauge reading up verbinding of meer, moet toegerus word met 'n •

to 2 100 kPa and a reflux valve so located as to shut drukineter met 'n lcsinggrens van 2 100 kPa en '.11

off automatically the supply of water from the Court- terugstagklep wat so geee is dat die watertoevoer
.

.
•

- .cit's main whenever and for so long as the fire-pump van the geed se hoofleiding outomaties afgesluit
. :

connection pipe is in use. • - word terwyl die brandpompverbindingspyp in ge -

(d) Every service pipe which has a hydrant valve or bruik k
•

.
' fitted hose reel connected to it at a height exceeding (d) Elke branclpyp waaratin 'n brandkraan of 'n gemon -

' 30 Tit above the lowest ground level abutting on the tcerde slangtol verbind is op 'n hoogte hoer as 30 m
building shall at its uppermost end be connected to bokant die laagste grondoppervlak aangrehsend aan- .

- . a tank which has a capacity of not less than 6 kl of die gebou moet op sy hoogste punt verbind wees
water above its point of connection with the service met 'n Watcrtenk wat bokant die plek wear dit met
pipe. • die brandpyp• verbind is, 'n inhoudsvermoe van ten- •

. • minste 6 Id het. •

S'" (2) The tank referred to in subsection 1(d) shall be
• connected, supplied with water and controlled in actor- (2) Die tenk waarna daar in subartikel 1(d) verwys

-dance with the following requirements: word, moet ooreenkomstig die volgende bepalings ver-
• bind, van water voorsien en beheer word:• (a) The point of connection .between the tank and the

'service pipe shall be not less than 4,5 m above the (a) Die plek waar die tenk en die hrandpyp verbind is,•

. .
level of the outlet of the topmost hydrant valve or moct ten minste 4,5 m bokant die hoogte van die
the inlet pipe of a fitted hose reel, as the case may uitlaat van die boonste brandkraan of van. die in- g

• he: Provided that where for any reason the dirndl - laatpyp van 'n gemonteerde Amami wees, al na '1,'
• sional requirements of this subsection cannot be met, gelang van die geval: Met dien verstande dat as

. .
a power driven pump capable .of maintaining a flow daar om enige redo nie veld= kan word aan hier-

•

. '

rate of not less than 20 litres of water per second die subartikel se bepalings betreffende die afmetings
at a.gittige pressuie of not less than 300 kPa at the nie, dear 'n kraggedrewe pomP wat die lewering van

• topmost hydrant valve, and made to function auto- ten minste 20 liter water per sekonde teen 'n meter-,

1
•

. matically and simultaneously with the opening of the druk van ten minste 300 kPa by die boonste brand-
. hydrant valve. or hose •reel nozzle, shall be installed kraan kan handhaaf en wat automatics en gelykty-

. .

'

between the tank and the said hydrant valve or hose dig met die oopgaan van die brandkraan of die
reel. slangtolspuitstuk ifunksioneer,, tussen die tenk en ge -

(b) A reflux. valve and a manually operated shut-off noemde brandkraan of gemonteerde slangtol gein -

stalker mod word.
.

' • valye shall be provided on the service pipe at a po-
•

•

sition between the 'topmost hydrant valve or fitted (b) 'rt • Terugslagklep en'n handsluitklep moct aan die
;

i

•

hasp reel and its point of connection with the tank hrandpyp aangebring word tussen die boonste brand -

and
.

•

so arranged as to cut off the flow of water from kraan of gernonteerde slangtol en die plek waar

II
:

the tank whenever and for so• long as its associated die hrandpyp met clic .teak verbind word, en moet
fire-pump connection is in use; so ingerig word slat dit die watertoevoer van die

. \
• (c) The tank shall be supplied with water in a manner tenk afsluit terwyl die verwante brandpompverbin -

•

. adequate to fill .and to maintain it automatically to ding in gebniik is.

its required capacity except: when any hydrant -valve (c) Die tenk moet op tocreikende wyse van water voor-

. . or host reel connected to it is in use and where the sien word sodat dit outomaties tot sy voorgeskrewe i
.11

' supply of water is controlled by a ball valve, such inhondsvermoe gevul en die stand gehandhaaf word
i

1
'

. valve shall have a diameter of not less than 20 mm . behalwe wanneer 'a brandkraan of 'n slangtol wat
and shall be fitted with a manually operated shut-off • daarmee verbind is. gebruik word, en as die water-

valve. • toevoer deur 'n vlotterklep belled' word, meet so-
'

danige vlotterklep 'n middcllyn van ten minste 20- .

Incorporation. of Pressure Vessel in Fire Extinguishing min ho en toegerus wees met 'n handsluilklep.

I

. Systems.
. Mott van 'il Diakhollcr in 'n Brandblusstelset

375.(1)' In lieu of the installation of the tank referred
1

-
•to in .section 374(1) (d), the owner of a building may 375.(1) Die eienaar van 'n gebou kan, met die toe-

stemming van die Branclweerhoof, in plaas van die tenk-

- • with the consent of the Chief Officer incorporate into 'a
fire extinguishing system a pressure vessel tested and ap- .

waarna daar in artikel 374(1)(d) -

verwys word, 'n druk-

limier wat getocts en aoudad:cur is orn •n druk van ten
• t• proved to resist safely a pressure - of not less than One

and a half. limes its working pressure. minste muted-tali keer sy werkdruk veilig te wecrstaan, -

in 'n brandblussicIsel inhou.
. .

•

(2) In lieu of the installation of the tank referred to in
(2) Die Brandweerhoof . kart beptud (tat 'n drukhotter

- section 374(.1)(d), the Chief Officer may require the in-.., wat gaud.: en goccigekeur is om n clink van ten minste
. corporation in a fire extinguishing system of a pressure• anderhalf kecr sy weirkdruk veilig. te wcerstaan in plaasvessel te.;ted and approved to resist safely a pressure of

not less than one and a half times its working pressure.
• van die teak waarna daar in. artikel 374(1) (d) verwys

word, in 'it brandblusstelsel ingebou word.
, • . ,

. .

1
; Hydrant Valves; Installed 'at a Greater Height than that Ilrandkrane wat Ho& Geinstalleer is as die Hoogte Wear-

at which the. Council can maintain an Adequate Water op die Raad 'n Thereikende Watertoevoer kan Hand- t
ll Supply. haaf.

., • 376.(1). Where in any fire extinguishing system installed
- 376.0) As enige brandkraan of gemonteerde slangtol

• in a building any . hydrant valve or fitted hose reel is in enige brandblusstelsel in 'n gebou hoer aangebring is 1

0

• .

•

,

, . .•

Ii
. -

. . .
- •

• . ';'
. .

.

,
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, installed at a height greater than that at which the Conn- as die hoogte waarop die Raad 'it locreikende watertoe-
1

cil is capable of maintaining an adequate water supply voer deur sy hoofleidings of deur die uitrusting van sy
through its mains or the equipment of its Fire Depart- Brandwecrafdeling kan handbaaf, moct die eienaar sorg

. : meat, the owner of the building shall ensure that such dat sodanige stelsel 'n watertoevoer van ten minste 20
• system is capable of maintaining a flow rate of not less liter per sekonde teen 'n meterdruk van ,ten minste 300

•

-

than 20 litres per second at a gauge pressure of not less kPa by enige brandkraan wat met sodanige stelsel ver-

than 300 kPa at any hydrant valve connected to such bind is. kan handhaaf.
systerm

•

.
- (2) Elke brandblusstelsel suos dit ingevolge subartikel

fit • (2) Every fire extinguishing system as prescribed in (1) voorgeskryf word, moet deur die eienaar van die
terms of subsection (I) shall he provided by the owner -gebou -tocgcrus word met —
of the building with—

(a) 'n teat: wat op of onderkant die grondhoogte gelee
(a) a tank located at or below ground level which is en —

•

i -
. shall —. (i) 'a inhouclsvernm3 van ten minste 25 kl het;, •

• •
• . (i) have a capacity of not less than 25 Id;

• • (ii) voorsien word deur 'n brandpyp met 'n binne-

(ii) be supplied by a service pipe which has a dia- midden:in van ten minste 100 mm wat verbind
meter of not less than 100 rnm, is connected to . is met die Pad so toevoerleiding en toegerus

,
• .

the. Council's communication pipe and is pro- is met 'n drukmeter met 'n lesinggrens van

r . .

vided with a pressure gauge reading up to 2 100
kPa, controlled at

-

its outlet by an approved high

-

2 100 1: ['a en by sy uitlaat clear 'n goedgekeurde
outomaticse hoedrukafsluitklep beheer word;

pressure automatic shut -ofi-valve;
, (iii) verbind is met 'n aanvullende brandpyp met 'n

(iii) be connected to a supplementary s:rvice pipe • binnemiddellyn van ten minste 100 mm en met
1

.

which has a diameter of not less than 100 mm, . 'n dubbele brandpompverbinding wat by die
I

.
and which has a twin fire-pump connection fit- inlaat van sodanige brandpyp aangebring is en

• ted at its inlet, and which has an outlet so posi - die uitlaat waarvan so gelee is dat die water
• ' Honed as to discharge into the top of the tank: bo-in die teak inloop;

'I (iv) be provided with a gauge to indicate the level (iv) voorsien is van 'n meter wat die stand van die
rt. , of the water contained in the tank. water in die teak aandui;

i

'
.

•

(b) not less than two interconnected power driven water
i

• (b) ten minste twee kraggedrewe waterpompeenhede wat
pump units each individually capable Of producing onderling verbind is en wat elkeen afsonderlik in

• •

and maintaining the flow rate and pressure specified slam is oat ffie watertoevoer en druk wat by sub-

in subsection (1) and each of which shall— milked (1) voorgeskryf word, to bewerkstellig en te
handhaaf cu wat elkeen —

(I)
,
be fitted with starting mechanisms either ma-

nually. a controlled or functioning automatically
• (i) toegerus is met aansitmeganismes wat df met

• with any lowering of the static pressure in the • die hand beheer word of outomaties en °mid -
.

system; . dellik met 'n afnamc in die statiese druk in die
. .

• (ii) be driven by an electric motor connected to the brandblusstelsel funksioneer;

C
normal electric power supply and also to a

diesel- electric unit which shall start automa- •

•

,

(ii) aangeclryf deur 'n elektriese motor wat met
die geWone kragtoevoer verbind is, en ook deur

tically and immediately in the event of failure'

of the normal electric power supply;
'n diesel-elektriese eenheid wat outomaties en

.
. onmiddellik aanskakel wanneer die gewone krag-

(iii) be connected to a delivery pipe having a dia-
1

. toevoer onderbreek word;
meter of not less .than 100 mm and not less (iii) verbind is met 'n perspyp met '12 birmerniddel-
Own 150 mm in the case of a delivery pipe , lyn van ten minste 100 m, en as die perspyp
which exceeds a height of 50 in above the se uitlaat hoer as 50 m bokant die pomp is,

' pump; •
. ten minste 150 mm; •

. .

•

(c) approved devices limiting the gauge pressure at any (c) goedgekeurde toestelle om die waterdruk volgens die
hydrant valve to 700 kPa.

-

. meter in enige brandkraan tot 700 kPa te beperk.
k •

.
• (3) Every pump unit and its starting and driving me- (3) Elke pompeenheid met sy aansil- en dryfmeganis-

chanisms prescribed in terms of subsection (2) shall be rites wat ingevolge subartikel (2) - voorgeskryf word, moet
.

• installed in an adequately ventilated compartment con- gebstalleer word in 'n doeltreffend-geventileerde kompar-
.

structed to have a fire-resistance rating of not less than tement wat so gebou is dat dit 'a brandweerstandsvermoe
• t two hours and where any such compartment is located van ten minste twee uur het en as sodanige komparte-

at or below ground level, the entrance or other means of merit op of onderkant die grondhoogte gelee is, moet die
access thereto shall abut on a street, public place or other ingang of ander toegang daartoe aan 'n straat, openbare

-

approved open space: Provided that where any such cos- plek of ander goedgekeurde oop ruimte grens: Met dien

elpartment is located in a sub-basement, the means of verstande dat as sodanige kompartement in 'n subkeider-

accesst. thereto front the street, public place or other open verdieping gelee is, die toegang daartoe van die straat,
air space shall be enclosed by walls having a fire-re- openbare plek of ander oop ruimte af, omsluit moet word
,sistance rating of not less than two hours and shall not deur mure wat 'n brandweerstandsvermoe van ten minste -

be used as a means of access to any other part of the twee uur het en dit mag nie as. 'n toegang tot ander
building. dole van die geboue gebruik word nie. .

. .

•
.

,
•

.
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(4), Where the pressure developed by any pump unit (4) As die druk wat enige pompeenheid ontwikkel,
can be varied by altering the speed of its driving equip- gewysig kan word deur die snelheid van die aandryf-
ment,, . a suitable chart indicating the pressure that de- uitrustinga te verandcr, moot daar 'n geskikte kaart waarop
vetoes at any given speed at any particular floor shall die druk aangedui word wat teen enige bepaalde snelheid

• ' be displayed in a prominent position in close proximity op enige verdieping ontwikkel word,• op 'n 'opvallende
• to the controls of such equipment and shall be maintained pick naby die aandryfuitrusting vertoon, en in 'n lees-

in a legible condition.
•

bare toestand onderhou word.
•

,
.

' (5) Every fire extinguishing system equipped with auto- (5) Daar meet aan elke brandblusstelsel wat met onto -

matic Pump 'starting mechanisms shall be fitted with an matiese pompaansitmeganismes - toegerus is, 'n alarmstelsel
alarm system designed to emit an adequate and conti- aangebring word wat 'n toereikende en aanhoudende,
nuous audible warning whenever Mid for so long as any hoorbare waarskuwing gee wanneer enige pomp wat in

• pump installed in the system is set in motion. die stelsel geinstalleer is, aangeskakel word en terwyl

(6) Every fire extinguishing system equipped with ma- dit in working is.

nual pump starting mechanisms shall be kept constantly (6) Elke brandblusstelsel vat met hand -pompaansit-

•• .charged with water and shall at all times be under the meganismes tocgcrus is, most voortdurend met water
supervision and •control of a person who is fully conver- eevul vices en moet te alle tye onder die toesig en be -

sant with all the technical details of the system and- its beer wees van iemand ,wat ten voile vertroud is met alle
• warning devices. • tegniese besonderhede van die stelsel en die waarsku-

wingstoestelle.• .

(7) The provisions of these by- laws shall not be con-
4

• staled as prohibiting the installation of supplementary (7) Geen bepaling van hierdie \ erordeninge moet so
pumps or tanks at any point in a building. vertolk word dat die installeringa van aanvullende pompe

(8) Every fire puMp connection, pressure gauge. water
•

'
en tenks• op enige pick in 'n gebou hierby verbied word

. 1710'levelindicator, installation chant-tun and other equipment
prescribed in terms of these y - lawS shall be located in (8) Elke brandpoinpvcrbinding, drukmeter, water-

.
•

•

,
approved positions. standwyscr, installasiediagram en ander uitrusting wat

ingevolge hierdie verordeninge voorgeskryf word. meet, . .
, .• .

Positions of Reflux Valve. goedgekeurde plekke glee wees.
.

'

•

377. No reflux valve in any fire extinguishing system . .ligging van Terugslagklep.
•

shall bo so positioned as to prevent or hinder the flow
377. Geen terugslagklep in enige brandblusstelsel magof water front any fire-pump connection to any hydrant op so M pick geinstalleer word dat dit die vloei van

valve or fitted hose reel connected to such system. water Tan 'n brandpompverbinding na 'n• brandkraan
•

• of 'n gemonteercle slangtol wat met sodanige. stelsel ver-
•ProviSion of intercommunication .Telephone System. bind is, voorkom of belemmer Me.

•

•

• • 378. The owner of a building in which pumps form . Verskaffing van Intertelefoonstelsel.
part 'of the fire extinguishing system shall provide an in-

378. Die demur van 'n piton waarin pompe deel van
. tercommunication telephone system for the use of the '

•

. Fire Department and such telephone system shall include die brandblusstelse vorm, moct vir die gebruik van die

the following: ,brandweerafdeling 'n intertelefoonstelsel verskaf wat die
• (volgende insluit: .

• (a) Wall.hung hand-sets or standard type connections for
(a) Muurhandtoestelle, of standaerdaansluitingsvir portablehand-sets which permit intercommunication

handtoestelle waarmee daar interkommunikasie tus-
i

dra-

between the main entrance to the building and all
son die hoofingang, van die maim en alle pomp -

pump and tank rooms; and between all storeys and
1

•

en ienkkaillaS il!;01)k IIINNell idle VatilepIng en idleall pump and tank rooms.
' • .

. pomp- cn tenkkamers bewerkstellig ken word.
, . (b) Where portable hand-sets are installed, not less than

three such hand-sets shall be kept in an approved (b) As drahandtoestelle geinstalleer is, moet daar ten•

minste Brie sulks handoestac in 'n geskikte has bycabinet at the main entrance to the building and
_

'

each connecting point for a portable hand-set shall die hoofingang van die, gebou gehou word en elke

be housed in an approved box with a transparent verbindingspunt vir 'n drahandtoestel moet ingesluit-
.

and easily breakable glass panel. •
wees in 'n goedgekeurde kassie met 'n deurskynende

. ruit wat maklik gebreek kan word.
,

. .

' (c) Every telephone in a pump room shall be fitted with
loudspeaker equipment of•

,.. sufficient strength and (c) Elke telefoon in in pompkamer meet met 'n luid -

- clarity to transmit a voice distinctly over a distance spreker toegerus vices wat kragtig genoeg is sodat
. n. stem duidelik op 'n afstand van ten minste 5 m

.. of not less than 5 m from the loudspeaker when the
.. ,

-

pumps arc in operation. van die luidspreker af gehoor kan word wanneer
die pompc in wcrking is.

..
..

.

Maintenance of fire Extinguishing Systems, Equipment Onderhoud van Brandblusstelsels, - Uitrusting en -Toe-

and Appliances. stelle.
.

•
.

379.(l) • The owner of premises in which a fire ex- 379.(1) Die eicnaar van 'n perseel waarin 'n brand- 4
anguishing system is installed in terms of these by-laws blusstelsel ingevolgc hierdie verordeninge aangebring is,

i shall at all times keep and maintain in a proper state of moet sodanige brandblusstelsel, asook alle uitrusting en

repair, and working order and to the satisfaction af the toestelle wat deel van die stelsel is, te alle tye tot wil—
h Chief Officer such fire extinguishing system and all equip- doming van - die Brandweerhoof in 'n goeie en werkende •

: ment and appliances forming part thereof. toestand lion. •

IS

I. . .
,

, .
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•

(2) Every pump and its driving and starting mechanism (2) Elke pomp en sy dryf- en aansit -meganisme wat
in a fire extinguishing system shall be tested at intervals deel van 'n brandblusstelsel is, moet met gereelde tussen-

,• of not more than three calendar months by a suitably pose van hoogstens Brie kalendermaande deur 'n behoor-
•

,
qualified person who shall record the results of such tests. lik-gekwalifiscerde persoon getoets word en by moet die

. Such records shall be kept in the pump compartment uitslag van die toets aanteken. Sodanige verslag moet in
.

envisaged in section 376(3), or in some other safe place die pompkompartement wat by artikel 376(3) voorge-
on the premises and shall be produced for inspection on skryf word, of op 'n ander veilige plek op die perseel
demand by the Chief Officer. gehou en op versoek van die Brandweerhoof ter insae

• getoon word.
•

"(3) In addition to the test referred to in subsection (2), (3) Die Brandweerhoof kan to eniger tyd bepaal dat,- . the Chief Officer may at any time direct that the fire benewens die toepassing van die beets waarna daar in
extinguishing system, appliante, or warning and commit-

subartikel (2) verwys word, die brandblusstelsel, -uit- 1

nicating device installed in terms of these by-laws be rusting of -toestel en waarskuwings- of kommunikasie-
'

tested in hiS presence and in such manner and by such
,

toestel wat higevolge hierdie verordeninge geinstalleer
• . person as he may require. 'Such test shall be carried out is, in sy teenwoordigheid en op 'n Wyse en deur sodani -

1
'and the necessary apparatus supplied at no expense to ge persoon wat by bepaal, getoets word. Sodanige" toetsi. the Council. Any defect clevealecl by such test shall be meet toegepas en die apparaat daarvoor verskaf word
remedied immediately by the owner of• the premises. solider dat dit koste vir die Raad meebring, en die eie-

naar van die perseel moct alle gebreke wat deur so-.

(.1
.

(4) The Chief Officer may at the request of the owner to
carry out the test referred to in subsection (3).

danige bets aan die lia gebring word. onmiddellik reg-

stel.

(5) The owner or occupier or the person in control, (4) Die Branclweerhoof kan die toets waarna daar in
, . subartikel (3) verwys word, op versoek van die eienaar

as the case may be. of premises in which any hand ex- toepas.
e tinguisher is provided or installed in terms of these by-

.
t

. laws •shall —
(5) Isla gclang van die geval, moct die eienaar, die

okkupant of die persoon in behecr van '11 perseel waarin
• 'n handblusser ingevolge hierdie verordeninge verskaf

(a) aS soon as possible after it has, or would by the of"eeinstalleer is —b
exercise of reasonable diligence on his part have .

• come to his notice that such extinguisher is defective, (a) so gnu as moontlik nadat by daarvan bewus ge-
word het, of met redelike sorg daarvan bewus kon

. , cause it to be repaired or replaced by an effective geword het, dat sodanige handblusser onklaar ge -
, etinguisher; rack bet, dit laat herstel of dit deur 'n doeltreffende

•
. handblusser vervang;

(b) cause every such extinguisher to be tested at intervals
,

. . (b) elke sodanige handblusser met tussenpose van hoog-

stens twaalf kalendermaande last toets.

. -

Fire Extinguishing Systems if Municipal Water is not Brandblusstelsels as Munisipale Water nie Beskilcbaar is
•

Available or cannot he made Available. of Beskikbaar Geste( kan Word nie.

380. If the municipal water supply in any part of the 380. As die munisipale watervoorraad in enige deel
van die inunisipaliteit nie toereikend is vir die doeltref-

i
. municipality is inadequate to ensure the effective opera-

fende werking van enige brandblusstelsel wat ingevolge
• tion of any fire extinguishing system prescribed in terms hierdie verordeninge voorgeskryf word, of nie beskikbaar

-
.

of these by- laws, or is unavailable or cannot be made is of beskikbaar gestel kan word nie, kan die Brandweer-

available, the Chief Officer may require in respect of any hoof ten opsigte van cnige besondere perseel bepaal dat
die brandblustoestelle of -uitrusting of wateropgaargerie-

. particular premises such fire fighting appliances, equip-
we wat syns insiens nodig is, op die perseel verskaf moet

1 ,
I ment or water storage as he . may deem necessary: Pro-

word: Met dien verstande dat as daar later 'n toerei-
. vided that if an adequate municipal water supply be- kende munisipale watervoorraad beskikbaar word, die,
t • comes available subsequently, the provisions of these by- tbepalings van hierdie verordeninge van toepassing word,

laws shall apply save to the extent that the Chief Officer behalwe in die mate waarin die brandblustoestelle, -tilt-

•
• considers the previously installed fire appliances, equip- rusting of wateropgaargeriewe wat reeds geinstalleer is,

-
:.

•

ment or water storage to be adequate.
na die mening van die Brandweerhoof toereikend is.

.

Brandblusuitrusting Tydeus Battery.

. Fire, Extinguishing Equipment during Construction.
381. Die eienaar van 'n gebou wat in aanbou is, moet

381. In the case of a building under construction, the ten opsigte van elke verdieping aan die bepalings van
. dwner shall comply with these by-laws in respect of each hierdie verordeninge voidoen op die grondslag daarvan

storey, on the basis that such storey forms part of the dat sodanige verdieping deel is van die gebou wat be-

nbuilding as duly completed in accordance with the ap- hoorlik ooreenkomstig die goedgekeurde planne voltooi

• proved plans: Provided that .the Chief Officer may in is: Met dien verstande dat die Brandweerhoof die bepa-

respect of any storey relax the requirements of these by- lings van hierdie verordeninge ten opsigte van enige

laws having regard to the practicability or otherwise of verdieping kan verslap indien die ' toepassing hiervan op

' applying them to the uncompleted building. . die onvoltooide gebou ondoenlik is. .

. .

. -- - -- - - —
.
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• • C
. Fire Extinguishing Equipment Services during Demolition. Brandblusuitrusiing Tydeus Slopingswerk. •

, .

332.(1) Die eienaar van 'll. gcbou wat gesloop word
• : 382.(1) Tho owner, of a building in the course of de-

en die stover daarvan meet, tot tyd en wyl die Brand-'

Molition and the person cicinolishinn the building shall, weerhoof 'n ander opdrag gee, al die brandpype, •ge-'until the Chief Officer otherwise attillorizes. keep in good monteerde slangtolle, brandkrane en pompeenhede in die
service and proper working order all service pipes, fitted gebott in 'n behoorlik-werkende tocstand hole Met dien

•
'

hose reels,. hydrant valves and pump units therein: Pro- versiande dat enige brandpyp bokant die punt waar dit
vided that any service pipe above the point of connection•met 'n slangtol of 'n brandkraan op die verdieping netwitha hose reel or hydrant valve on the floor immediately ender die verdieping wat gesloop word, verbind is, son-

• .". . below the floor being demolished, may be removed with- der die Brandwecrhoof se magtiging verwyder kan word,
•

'
out the authority of the Chief Officer, but the remainder maar dat die oorblywende gedeelte van die brandpype
of the service pipe shall be securely plugged and kept in.

•

behoorlik afgedig en bruikbaar gehou moet word.
service. .. •

at

-
•

. .

(2) Die eienaar Van 'n gebou wat gesloop word en
(2). The owner of a building in the course of &moll- 1 die sloper daarvan most, as daar geen brandblusstelsel, '

tiOn and the person demolishing the building in which
'

-uitrusting of -toestel daarin geinstalleer is nie, sodanige'
no•fire extinguishing system, equipment or appliance has : stelsef, uitrusting of toestel verskaf wat die Brandweer-

'

been' installed, shall provide such system, equipment or • hoof voorskryf.
: . . appliance as the Chief Officer may require.

•

- Persele Womb; °lie Verhit Word.. -

C.Pretnives in which Oil is Iltaied. .

333. Die persoon in heheer van enige perseel waarin '

383. Every person in control of - daar olie vir die voorbereiding van voedsel wat verkoop
premises where oil is !

:word, verhit word, meet ten minste een handpoeierblus -
'

heated for preparing food for sale shall provide not less '

SOT daar verskaf.
• than one dry chemical powder hand extinguisher.

i
• ' Prandblusuitrusting wet Vereis word in die Geval van

. tire Extinguishing Eintipment Required for Changed • 'n Yerandering van Gebruike, Ullbreiding von die Opper-
Use, Increased Area or Increased Height. •

Wilkie of van die floosie.
. . •

' •
.

384. As. die •gebruili van enige .verclieping of gedeelte384. If the use of any storey or part of a storey is daarvan verander, of die vlocroppervlakte wat vir '11
• „ changed, of if the area of floor space devoted to any .

bcstaande gebruik in. crap verdieping aangewend word,•

. existing 'use in a storey is increased, or if the height of
I uitgebrei, of as die gcbou hoer gel= word, endaar anybuilding is increased, and the fire extinguishing
.
gevolge Merril° verordeninee tocreikender

in -

equipmentbrandblusuit -
required in terms of these by-laws in respect

, rusting as die beslaande %thrusting \'anweo die verande-, of such changed use or increased area of floor space or'! ring .van die gebruik, die uitbreicling van die vloeropper-'
increased height is more effective than that previously •

vlakie of die verhoging van die gebou vcreis wmd, kan
.

. installed, the Chief Officer niay require the installation
die Brandweerhoof bepaal. dat die toereikender brand-

. of the more effective fire extinguishing equipment in the
. blusuitrusting in die betrokke verdieping of in die fide

. storey concerned or throughout the entire building. .

gebott geinstalleer moet word.• '
.

.

Fire Hazards on Vacant Land or in Premises.
Brandgevare op Onbeboude Grond 'of in Persele.

.
i

385.(I) .Where existing Circumstances 6n any vacant .
381(1) As toestande op enige onbeboude grond of in

land or in any premises. create a fire'hazard of whatever ' enige perseel 'n
diein tockoms kin inhou, kan die Brand-

'

Officer may require the owner thereof to eliminate.such . weerhOof bepaal dat die eienaar daarvan die brandge-
. hazard Or provide such fire qttinguishing equipment as vaar nit die weg moet ruin} of dat by die brandblus-

.
• he may consider necessary. f4 - _1.•.cti's ' -

113inc : uitrusting wat die Brandweerhoof nodig ag, moet ver-
.

.
•

-
. .(2) Where land is used for the storage of4combustible

skaf.
•

mobile• material,' or as a caravan', mobile •homer (2) As die grond gebruik word vir die opbergingvan oramusement i

park, or exhibition grou(id, or for Inv
.

tother nurose'nbrandbaremateriaal of vir ' woonwa -, mobielewoning-,n` • • . pretpark- of tentoonstellingstcrrein of vir enige ander doel .'
• which in the opinion of the Chid Officer constitutes a

; wat na die mening van die Brandwecrhoof 'n brandge-

fire
- •

hazard, the owner of such land shall install a suffi- vaar inhou, moot die eienaar van sodanige grond toerei-
cient number of hydrant valves and fitted hose reels in • kends brandkrane en gemonteerde slangtolle opsodanige installeer

• ' such a manner that every part of such land can be wyse dal Eike geciecite• van die grond bereik

. reached by hoses attached to such valves or hose reels. ;kan
word met brandslange wat aan die brandkrane of

slangtolle gekoppel is.

Fire Extinguishing Equipment in Circumstances not
Branelblusuitrusting in Gevalle wat nie Diur Hierdie

• . Provided for.
. Verordeninge Gedelc Word Nie. .,

.

• 386. In circumstances not covered in terms .of these 386. In gevalle wat nie deur hicrdie verordeninge ge- tby-laws, the. Chief Officer may prescribe the quantity and. dek word nie, kan die Brandwcerhoof die .hoeveelheid .,
type of .fire equipment and extinguishing media or fire en die soort branclblusuitrusting en -middele of die soort I.

alarm system to be provided and such equipment, ex- brandalarmstelsel wat verskaf most word, bepaal en so -

. • anguishing media or fire alarm shall be placed to his danige uitrusting, middele of stelsel moet tot sy vol-
...':satisfaction. doening geinstalleer word.

• .
. . .

..
. .

•
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• MEANS OF EXIT.
- .

UITGANGE.. .. .

c

.
•

. Public Buildings and Places of Assembly. .
' Openbare Geboue en Plekke van Samekoms.

. .

. .
. -

. , 387. Alle uitgange uit 'n openbare gebou soos omskryf
•

.
- 387. All means of exit from ally public building as by artikel 1 van Hoofstuk I van hierdie verordeninge,

defined in section 1' of Chapter I of these by-laws, and en alto - gange, frappe en vestibules van .sodanige gebou
•I . all passageways, corridors, stairways and vestibules in mom aan die bepalings van Hoofstuk XIV van hierdie
i such building shall be in accordance - with the require- vcrordeninge voldoen.

• mehts of Chapter XIV of these by-laws.
• _

'- Geboue Uitgesonderd Openbare Geboue.. .

ti.. .

: Buildings Other than Public Buildings.
188. Elke gebou, uitgesonderd 'n gebou of plek waarna

'
-

•
. • daar in artikel 387 verwys word, moet ten rninste twee

i 388. Every building, other than the buildings and afsonderlike uitgange, Millen vensters, he wat uitgang ver-
places referred to in section 387, shall -be provided with leen van die binnekant van die gebou na 'n straat, open-
not less than two separate means of exit, other than bare plek of 'n ander toereikende opelugruimte wat toe-

.
windows. from .the interior of the building to a street,• gang tot 'n straat of openbare pick verleen. Hierdie be-
public place or other adequate open air space leading paling is nie van toepassing op eenverdiepingbuitegeboue

•
- to a street or public place. This requirement shall not wat saam met 'n woonhuis gebruik word, of op ander

apply • to single storey• outbuildings used together with a buitegeboue Waarvan die okkupantetal ingevolge die bou-

e
dwelling-house, nor to other outbuildings the occupant plan of bereken ooreenlconistig die bepalings van artikel

.
i . load of which according to the building pian or assessed 401, hoogstens 10 beloop nie.

ti
•

1

• in accordance with the previsions of section 401, does . •

•1 t not exceed 10. . Oilgange Mt Blankets.
- • • ,

38941) Elke winkel wat op die grondverdieping van. . Means of Exit from Shops.
•

. °nig° gebou vir handelsdoeleindes gebruik word, of wat
t ,

•
• . • daarvoor bedoci is en wat 'n okkupantetal van meer as

...
. .389.(1) Every shop which is located on the ground 13 het, moet ten minste twee uitgangc na 'n straat, open-
•

. . storey • of any building shall have at least two means of bare plek of ander goedgekeurde opelugruimte he. •

1

exit to a street; public place or other approved open air
c As die okkupantetal van enige winkel, waarna daar• space if such shop is used or is intended to he used for (2)
1

trading and has an occupant load greater than 15. in subartikel (1) verwys word, 200 oorskry, of as die
, handelsruimte van sodanige winkel strek tot in, en mg-

'. (2) Where the occupant load of any shop referred to .streeks. verbind is met, enige verdieping of gedcelte van
'

. in subsection (I) exceeds 200, or where the trading area enige verdieping bo- of onderkant sodanige winkel wear-

of such'shop extends into and is in direct communication van die okkupantetal saam met die van sodanige winkel
,

. with any lower or higher storey or part thereof whose nicer as 200 is, moot daar eon bykomende uitgang vet-
o .:

occupant load together, with the occupant load of such skat word vir elke 100, of gedeelte daarvan, waarmee
I
-

. shop exceeds 200, one additional means of exit shall be die gendemde totale okkupantetal 200 oorskry.
'c

• provided for each 100 or part thereof by which the said
total occupant load exceeds 200.

' • (3) Die onbelemmerde wydte van elke uitgang nit
•

• enige winkel waarna daar in subartikels (1) en (2) ver-
.

0 (3) The clear width of every means of exit from any wys word, en waarvan die okkupantetal 15 oorskry,

shop referred to in subsections -(I) and (2) with an inoet ten .minste 1 120 mm woes.
n occupant load exceeding 15 shall be not less than 1 120

•

d mm. Uitgange uit Vertrekke en ander Ingeslote Ruimtes.
I-

.

•
•

• •

390. As die okkupantetal van enige vertrek of snort-
Means of Exit from Rooms and Other biclosed Spaces. gelyke ingeslote ruimte 20 oorskry, moet sodanige vertrek

s-

r- .
• of ruimte ten minste twee afsonderlike deuropeninge

390. Where any room or similar enclosed space has an he wat weg van mekaar gelee is en wat &keen na 'n
occupant load exceeding 20, such room or space shall be goedgekeurde uitgang uit die gebou lei: Met dien ver-

tu provided with at least two separate doorways which are stande dat hicrdie bepalings nie van toepassing is nie op
••;'

• remote 'from - one another, each of which shall lead to 'n winkel waarna daar in artikel 389 verwys word, of
el approved means of exit front the building: Provided that op 'n vertrek of ingeslote ruimte in 'n wooneenheid of
0•••

• I. these, provisions shall not apply to a shop Mentioned in enige binneportaal, voorportaal of vestibule.
ti--,,

• section 389, a room or enclosed space in a dwelling unit;
lc or any lobby, foyer or vestibule. • Uiagange uit Kelderverdiepings, Ke/ders of Gedeeltes
ik , Daarvan.

E
- : .

.

leleans of Exit front Basements,. Cellars or Parts Thereof. 391. Elke kelderverdicping, kelder, of gedeelte daarvan
•

' . moet deur middel van ten minste twee afsonderlike

•.• 391. Every basement, cellar 'or part thereof shall have frappe of ten minste twee ander goedgekeurde uitgange
tie. direct access to a street, public place or other adequate regstreekse toegang he •tot 'n straat, openbare plek of

'

open air space leading to a street or public place by at ander toereikende opelugruimte wat toegang tot 'n straat

•e- least two .separate stairways or at -least two other ap- of openbare pick verleen: Met .dien verstande dat as

id fl proved Means of exit: Provided that where any basement, enige kelderverdieping, kelder of gedeelte daarvan slegs
qti ;eller or par,t thereof is used only as a pine° of BAN!). as, 'n bewaarulck vir geld of ander waarclevolle artikelsrot the keeping Or money Or other valuables, ifte allot genrnik word, rite lutualweernoot, op veorwauides win
il- . Officer may relax compliance with this section on such by kan stel, die nakoining van die bepalings van- hierdie

•

conditions as lie may prescribe. • artikel kan verslap.
'

.

. -

'

.

. ... __ ._....
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Means of Exit from Internal Passages and Corridors. Uitgange uit Binnegange.
, •' • 392. Every internal passage or corridor exceeding 392. Elke binnegang wat langer as 15 m is, moet aan

15 m in length shall at both ends discharge into an ap- elke end op 'n goedgekeurde uilgang uit die gebou nit-,

proved means of exit from the building: Provided that loop: Met dien verstande dat, as sodanige gang deur
,where a doorway from any such passage or corridor leads middel van 'n deuropening verbind is met 'n vertrek wat

, into a room which has an additional doorway remote 'n bykomende deuropening het wat wee van eersgenoem- ;/,from the said doorway, and which additional doorway de deuropening gelee is en wat op M goedgekeurde uit - 1

• leads io an approved means of exit from the building, gang uit die gebou nitloop. die Brandweerhoof kan toe-
the Chief Officer may permit such passage or corridor last dat sodanige gang net by een end op 'n goedgekeur -
tor. . discharge into an approved means of exit at one end de uitgang uitloop.
only.

Toeganklikheid van Ufigange nit 'n Gebott.
Accessibility of Exits from the Interior of a Building.

393.(1) Alle uitgange wat by artikel 388 voorgeskryf
• 393.(1) All means of exit prescribed in terms of section word, moet van elkc binnegedeelte van 'n gebou af

388 shall be accessible from every part of the interior of toeganklik wees.
the building. (2) As twee of racer okkupante clicselfcle gebou - ok -

• (2) Where two or more tenants occupy the same build- kupeer, meet die uitgange en die
•

metes daarnatoe so
• ing, the means of exit and the routes leading thereto shall geld en ingerig woes dat alle okkupante hulle to alle'

. be so located and arranged as to permit of unrestricted tye vryelik kan gebruik.• •

use by all tenants at all times. .

Route na Uagangspunt (r••

Route to Point of Exit.
, . 394. As die roete na 'n uitgangspunt nie maklik sig-

.

394. Where the route to a point of exit is not readily baar is nie, moet sodanige roete dOeltreffend aangedui
discernible, such route shall be effectively indicated by word deur goedgekeurde riglingwysers van 'n goeclge -

approved directional signs of 'approved material and fixed keurde materinal wat op goedgekeurde plekke aangebting
in approved positions. is.

Exit Routes and Directional Signs to be Lighted. Uitgangsroetes en Rigthigirysers ;met Verlig Wees.

1

'
. 395.(1) Every passage, corridor, stairway or other 395.(I) Elke gang of trap of uilgangsroete uit en/go

route of exit from any building, except a dwelling-house, gebou, behalive 'n woonhuis, most le alle tye deur middel
I . shall at all times be lighted by natural or artificial light- van kunsmatige of natuurlike lig of 'II kombinasie daar -

ing, cir a combination thereof, of adequate intensity to van, helder genoeg verlig wees sodat elke okkupant
1

. enable every occupier therein to find his way out of such sy weg uit die gebou kan vind.
b,uilditig. (2) As die kortste beskikbare roete na 'n trap nit

r
. (2) Where the shortest available route to a stairway•is duidclik van cnigc punt in 'n vcrdieping af sigbaar is

not clearly visible from any point in a storey, directional nie. meet rigtingwyscrs op plekke en op hoogtes wat die
'

signs shall be displayed in positions and at heights ap- Brandweerhoof goedkcur, aangebring word. Die letters
proved by the Chief Officer. Such signs shall be in letters op sodanige riglingwysers meet ten minste 75 mm hoog

' not less than 75 mm in height and adequately illuminated. wees, en moet toereikend verlig wees. As 'n noodverlig-

Where an emergency lighting system as envisaged in sec- tingstelsel, sons bcoog by artikel 399, verskaf is, moot
•

. don 399 is provided, the illuminating unit thereof shall die verligtingseenheid daarvan met rowel die gewone
(be connected to both the normal and the emergency oleo- elektriese verligtingstelsel as die noodverligtingstelsel ver -

Vic lighting system. bind wees.
.

• Width of Passages, Corridors, Lobbies, Foyers, Vestibules Wyche ran Gunge, Binneportate, Voorportale, Vestibules
. or Stairways forming Part of a Route of Exit of Trappe wat Deel van 'n Uitgangsroete is.

396.(1) Any passage, corridor, lobby, foyer, vestibule 396.(1) Enige gang. binneportaal, voorportaal, vestibu-
.

or stairway or any combination thereof which forms part lc of trap, of enige kombinasie daarvan, wat deel is van
. of a route to .a point of exit from any building shall not die roete na die uitgangspunt van enige gebou, mag nie

-
•

decrease in width along the route of exit. tangs die uitgangsroete nouer word nie.
'

(2) The minimum unobstructed width of any passage (2) Die minimum onbelemmerde wydte van enige gang
or corridor envisaged in subsection .(1) shall be in ac- soos bcoog in subartikel (1), moet wees soos dit by

• cordance with the provisions of section 403: Provided artikel 403 bcpaal word: Met dien verstande dat waari .

that where the use of any passage or corridor is con- die gebruik van enige gang deur middel van 'n deur
trolled by a door, the width of such passage or corridor beheer word, sodanige gang '11 deurkosyn moet bevat
shall accommodate a door frame havineba clear width wat 'n onbelemmerde wydte van minstens 1,12 rn het,

•
, of not less than 1,12 In. when measured between the inner gemeet tussen die binnevlakke van 'n binnekosyn of an-

, faces of the jambs or other vertical members forming the der vertikale dele wat die deuropening vorm.
doorway.

, A N' 1
: Verbode Yersperring.

Off. .
60.t)

1

'I L Prohibited Obstruction. 397.(1) Geen versperring, behalwe 'n branddeur of 'n

et\
clin 397.(1) No obstruction other than a fire-resisting door trek-cn-rookuitsluitende deur, mag in enige gang of an-

or a draught-and -smoke-excluding-door shall be installed der toegang tot 'n trap of enige ander uitgang uit 'n (•,,
1. or placed across any passage, corridor or other approach gebou aangebring of geplaas word nie.

i
. to a stairway or any other means of exit from a building. (2) Geen s/uittoestel, van wafter aard ook al, mag

(2) No security device of whatever kind shall be fitted sonder die toestemming van die Brandweerhoof aan enige

rIi
•

'
to any door referred to in subsection (I) without the deur waarna daar in subartikel (1) verwys word, aange-i'

.1 I
consent of the Chief Officer. bring word nie.

1

-

.
.

,
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.
,

. .

Flame Spread Rating and Smoke. Development Rating Vicansiirci; en -Rookontwikkelvermod in die Geval van

of Moor and Wall - Coverings, Cedingi and Suspended neer- en
-
kftntrbalekkings, Plalonne en llangplafonne.

Ian • . Ceilings.:
nit- .

'
. 398. Gimp" materiaal waarvan die vlamspreivermoe

cur • 398. No material having a flame spread rating greater hoOr as 25 of die rookontwikkelvermod hoer as 50 is,

wat
4

' than 25 or a smoke development rating greater than 50 mag in of langs enige uitgangsroete, of in enige portaal,
2111 - shall be used as a wall or floor covering, or as a ceiling .voornortaal of vestibule waarna daar 'in artikel 420(1)(c)
nit- ' . or suspended ceiling in any or along any route of exit, verwys word, as muur- of vloerbedekking of vir 'n

oe- or in.any lobby, foyer or vestibule referred to in section plafon of hangplafon gebruik word nie.

Mr - 420(1)(c). Elektriese Noodverligtingstelsel.- .

Emergency Electric Lighting System. 399. Die Brandweerhoof kan bepaal dat clam in enige
399. The Chief Officer may require an approved emer- gebou, behalwe 'n woonhuis, beneweni die gewone elek -

'cryf_ gency electric lighting system to he installed in addition triese verligtingstelsel, 'n goedgekeurde elektriese nood-

Ftf
•

to the. normal electric lighting -

system in any building ,
verligtingstelsel aangebring moet. word.

', , with the exception of a dwelling-house. Uitskakeling van Gevaca•toestande.
ok .Eliniination of Dangerous Conditions.

so
' . 400. Die Brandweerhoof kan, wanneer hy vind dat

. .

alto' 400. Where the Chief Officer finds that any provision • enige bepaling van artikel 389 of van artikel 390 oortree
-

' of section 389 or section 390 is being contravened, he word, opdragte gee wat hy ter beveiliging van lewe en

. ti may give such direcliOns as he deems necessary for the eiendom nodig ag.

protection of life and property.
• TRAPPE.

sly. •

.,I •

' STAIRWAYS. Okkupantetal.
• .

•

Occupant Load. 401.0) Die okkupantetal van enige verdieping of ge-
ring . . deelte daarvan moet bereken word sodat die uitgangs-

. 401.(I) The occupant load of a storey or part thereof.geriewe wat vir enige sodanige verdieping of gedeelte
, shall be calculated in order to determine the exit facilities daarvin verskaf moct word, bepaal kan word. •

which must be provided from any such storey or part
nige•. . thereof. (2) Die Brandweerhoof bepaal die okkupantetal van
cldel '• •

• enige verdieping of gedeelte daarvan as dit syns insiens
'attr• (2) Where in the opinion of the Chief Offiter the oc- nie ingevolge Bylae A by hierdie Hoofstuk geredelik
pant . cupancy of any storey or part thereof cannot readily be ingedeel kan word nie.

: .
classified by reference to Schedule A to this Chapter, the

nie . Chief Officer shall determine the occupant load of such Getal Trappe.

r is storey or part thereof. 402. Elke gebou, buiten 'n enkelverdiepinggebou of 'n
die Number of Stairways. openbare gebou soos dit by hierdie verordeninge om -

II liars . skryf word, meet soos volg van trappe voorsien word:
.

log 402. Every building, other than a single storey building
dig -

I
or public building as defined in these by-laws, shall be (a) Elke verdieping bokant en elkeen onderkant die

noet
• provided with stairways as follows: .

grondverdieping moct deur ten minste twee aim -

/one is (a) Every storey above and every storey below the
derlike trappe bedien word vat Of.regslreeks Of

vet% .1, deur 'n binneportaal, voorportaal, vestibule of ar -

ground storey shall be served by not less than two kade uitloop op 'n straat, 'n openbare pick of 'n
.

• • separate stairways each discharging Tither directly or ander toereikende opelugruimte wat toegang tot 'n
.

iiit. .through a lobby, foyer, vestibule or arcade into a straat of openbare plek op grondvlak bled: Met dien
street, public place or other adequate open air space verstande dat —

• leading to a street or public place at ground level:
tibu-

Provided that — (i) as die okkupantetal van enige verdieping of
van , - gedeelte daarvan 250 oorskry, daar minstens drie
nie

- (i) where the occupant load of any storey or part afsonderlike trappe verskaf moet word;
, thereof exceeds 250, not less than three separate

•

- stairways shall he provided; (ii) die boonste verdieping van 'n duplekswoonstelgg,
I

-

a by
(ii) the upper storey of a duplex flat .contained in in enige gebou met hoogstens drie verdiepings

tvaar • any building not exceeding three storeys in. bokant die laagste grondoppervlak aangrensend

deur
' height above the lowest ground level abutting aan - die gebou, of die boonste verdieping van

,elat • on the building. or the upper storey of a double 'n dubbelverdiepingwoonhuis wat deur een ge-

het, - storey dwelling-house occupied by a single fa- sin bewoon word, bedien kan word deur een

an- roily, may be served by a single stairway leading trap wat na 'n .uitgang nit die boonste verdie-

• to a means of exit from the lower storey of such ping van sodanige duplekswoonstel of woonhuis
.

,
- duplex flat or dwelling-house; lei;

(iii) where the topmost storey of any building is (iii) as die boonste verdieping van enige gebou
of 'n ' reserved exclusively for residential purposes for - uitgehou word uitsluitlik vir woondoeleindcs

an- -
• -

not more than 10 persons, and if there is avail- vir hoogstens 10 persone en daar as toevlug-

it 'n n able as a place of refuge on the same storey plek 'n opelugruimte, waarvan die oppervlakte

an open air space not smaller in size than the minstens gelyk is aan die vlocroppervlakte van

mag area of such residential accommodation, then .
sodanige woonplek, op clieselfde verdieping be -

mige such storey may be served by a single stairway skikbaar is, sodanige verdieping-bedien kan word
Inge - leading to the next lower storey or -to ground

•

.
deur een trap wat na gelang van die geval na

level, as the case may be: Provided further that die eersvolgende verdieping daaronder of na
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I
: -

the entire route from the place of refuge to the die. grondoppervlak lei: Met dien verstande

l•

.

•
.

-

stairway shall be uncovered; . voorts dat die hele mete van die toevlugplek
• (iv) where the roof of any building is used or is

of na die trap nie with* mag wees Me;

intended to be used for any purpose other than (iv) as die dak van enige gebou gebruik word, of'
.

.
as a place of residence or refuge mentioned in bedoel is om gebruik to word, vir enige ander

•
• proviso (iii) or other than for the purpose of doe( as vir woon - of tocvlugdoeleindes, waarna

• maintenance or repair, such roof shall be deemed daar in voorbehoudsbepaling (iii) verwys word,
to be a storey, and shall be served by stairways of vir 'n ander doe( as vir onderhouds - of her-

in accordance with the provisions of these by- stelwerk, sodanige dak as 'n verdieping beskou
,

.

,

• laws. word en dit ooreenkomstig die bepalings van

(b) The unobstructed travel distance between any point
- - •

hierdie verordeninge dear trappe bedien moot
•

in a storey or part thereof and a stairway serving .
word.

such storey or part thereof shall not•be more than (b) Die onbelemmerde looparstand tussen enige pick in
1

.

45 rn.
'n verdieping of gedeelte daarvan en 'n trap wat

.
•

. sodanige verdieping of gedeelte daarvan bedien, meet
,

•

,
. (c). Where— hoogstens 45 m wees.

,

• (i) any alteration made in or to a building causes (c) As —

the existing stairways serving any storey or part (i) enige verbeuing in of aan ii gebou rneebring
,

•

(hereof to be inadequate; or, dat die bestaande trappe wat enige verdieping
of gedeelte daarvan bedien, ontoereikend is; of(ii) any change in the occupant load causes the

existing stairways serving any storey or part (ii) enige verdieping van die okkupantetal mee-

thereof to be inadequate; or,
,

'
• bring dal die bestaande trappe wat enige 'ver-

dieping of gedeelte daarvan bedien, ontoerei -
1

•

1
.

' (iii) the unobstructed travel distance between any kend is; of
• point in a storey or part thereof and a stairway (iii) die onbelemmerde loopafstand lumen enige pick

serving such storey or part thereof exceeds 45 m; in 'n verdieping of gedeelte daarvan, en 'n trap
,

•
.

the Chief 'Officer may require the owner to provide wat sodanige verdieping of gedeelte daarvan
•

•
• stairways ih accordance with these by-laws, or to

bedien, 45 nt oorskry:

.
- carry out such alterations as he may deem necessary,

' kan die Brandwecrhoof, na gelang van die geval.

or to reduce the occupant load appropriate to the bepaat dat die cienaar trappe ooreenkomstig hierdie
verordeninge meet verskaf, of die verbouings wat

capacity of the existing stairways, as the case may be. die Brandweerhoof noclig ea. most doen.' of die
okkupantetal ooreenkomstig die vermoo van die be -

Width of Stairways. shunt& trappe moot verminder.• .

•

i 403.(1) The aggregate unobstructed width of stairways Wydte van Trappe.
• to be provided in respect of any - storey or part thereof 403.0) Die fatale onbelemmerde wydte van trapp.

shall be calculated in accordance with the following for. wat sir enige verdieping of gedeelte daarvan verska

Occupant load of storey moot word, word volgens die onderstaande formule be. '

mula: X 560 mm reken:
'

.

40
Okkupantetal ran Vertlieping

. .
' (2) The minimum width of any required stairway shall. 40 x 560 mm

he 1 120 mm, except in respect of those stairways re- (2) Die minimum. wydte van 'n voorgeskrewe no.•

. • [erred to in section 402(a) (ii) and (iii) which may have moot 'ten minste 1 120 mm wees, bchalwe in die get':r
,

a width of not less than 900 mm. van trappe waarna daar in artikel 402(a) (ii) en (iii
verwys word. wat ten minsie 900 mm wyd meet wee

(3) The aggregate width of. required stairways shall

I

; '
be so distributed that the widths of individual stairways

• serving any storey shall be as nearly as practicable equal

(3) Die Miele wydte van voorgeskrewe trappe me
chit die Ivvdte van afs nd-riike tram

-o ..- so versprci wees .
, .

• wat enige verdieping bedien. so na as prakbes moonll
to each other, and such widths shall in all cases be in dieselfde is, en sodanige wydtes moot in alle gevalle

, ' multiples of 560 mm. -
veelvoude van 560 mm wees.

0) Any stairway referred to in this section may be (4) Enige trap waarna daar in hierdie artikel vern
wider than the minimum width required in terms of sub- word, kan wyer wees as die minimum wydte wat in;

ii
• n

.

section (2) or the individual width as determined in terms.
of subsection (3): Provided that the prescribed number

volge subartikel (2) voorgeskryf word, of die wydte v

:IIII
,fI

die afsonderlike trappe wat ingevolge subartikel
of stairways and the width of any remaining stairway bepaal word: Met dien verstande dat die voorgeskrc

i .
i shall not be reduced on account of one or more stairways getal trappe en die wydte van enige oorblywende 11

b... being of greater width. nie verminder mag word omdat een trap of nicer w
. 41..m IL

'II
.

IV\
cll. oi. (5) There shall be no decrease in either the number is nie. .

of- the width of stairways in the direction of exit from any (5) Die getal of die wydte van trappe mag nie
,

building. . . die rigting van die ttitgang uit 'n gebou afneem nie.
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Sfitinvey Enclosures.' Trapskagnutre.
le
)1( ' 404.(l) Save as provided in subsections (2) and (3) — 404.(I) Behoudens die bepalings van subartikels (2)

en (3) —
(a) every stairway in a building shall be enclosed in a •

(a) moet elke trap in 'n gebou ingesluit wees in 'n
of shaft formed by continuous walls made of masonry,

- skag wat gevorm word deur deurlopende mute van
ler concrete or other approved material and so con-

baksteen, beton of 'n ander goedgekeurdc materiaalstrutted and installed as to have a fire-resistancena ; > en wat so gemaak en geinstalleer is dat dit 'n brand-
rd, . :

.
.

rating of not less than two hours;
weerstandsvermoe van ten minste twee uur het;

er- (b) (i) every shaft enclosing a stairway shall be separate (b) (i) meet elke skag wat 'n trap bevat, afsonderlik
1ou from any shaft enclosing a lift installation; wees van 'n skag wat 'n hyserinstallasie bevat;an

' (ii) every such stairway and landings therein shall (ii) moet .elke sodanige trap en die bordesse daar-

form one Continuous means of exit within the van, in diesclfde skag cen deurlopende' uitgangs -

same shaft from the topmost storey to ground weg van die boonste verdieping tot by die
in_ storey, and from tile lowest basement

-
to the grondverdieping, of na gelang van die geval, vanzit •

. :ground storey as the case may be, without being die onderste kelderverdieping tot by die grond -
Feet .

'•
intersected by any lobby, foyer or vestibule ser- verdieping vorm, sender dat 'n binneportaal,

• ving any lift installation; voorportaal of vestibule wat 'n hyser bedien, dit
•

. onderbreek;
. . (iii) nothing in subparagraph (1) and (ii) shall pro-

(iii) verbied niks wat in subparagrawe (i) en (ii)
ring hibit the installation of doors affording commu-

vervat is, die aanbring van deure wat toegang
ling nication between such stairway and any such

van sodanige trap tot sodanige binneportaal,
of

!

lobby, foyer Or vestibule;
voorportaal of vestibule bled ale;

ii (c)• every opening in an interior wall of a building to an (c) elke deuropening in 'n binnemuur van 'n gebou wat
\!..,. " • enclosed stairway,' and every opening to such enclosed op 'n ingeslote trap uitgaan en elke deuropening in
:rei- ,

. stairway from any lobby, foyer or vestibule, serving 'n binneportaal, voorportaal of vestibule wat 'n hy-
'

. ' a lift installation shall be fitted with a door — ser bedien en wat op sodanige ingeslote trap uit -

gaan, meet voorsien wees van 'n deur —
pick • (i) which shall have a fire-resistance rating of not
trap •

(I) wat 'n brandweerstandsvermoii van ten minste'
less than one hour;

rvan •' . een uur het;
(ii) which shall be self-closing: (ii) wat self toegaan;

sVal, • (iii) which shall be installed so as to open only in (iii) wat op so 'n wyse gehang is dat dit slegs in

:rclie : the direction of access to .the stairway, except • die rigting van die toegang tot die trap oop -

wat •
'

. at the ground storey where such door or doors swaai, behalwe op die grondverdieping waar

die . shall be installed so as to open only in the di- sodanige deur of deure op so 'n wyse gehang

rection of exit from the building: moet word dat dit slegs in die tieing van die
uitgang uit die gebou oopswaai;

,. (iv) the opening of which when measured between (iv) waarvan die deuropening, gemeet tussen die
.

• the. inner faces of the jambs or other vertical binnevlakke van die binnekosynel of ander ver-

aPPe
' members forming the 'doorway shall be not less tikalc dele wat sodanige deuropening vorm, ten

rskaf i than 900 mm or 80% of the clear width of the minste 900 mm is, of 80% van die onbelem -

z be -
: I • stairway, whichever is the greater: Provided that merde wydte van die trap, na gelang van wat

I die grootste is: Met dien verstande dat as dit as
• where one such door is impracticable on account

gevolg van die wydte van sodanige deuropening
of its width, two or more such doors shall be ondoenlik is oat een deur in to sit, daar twee
provided, separated from one another by piers of meer deure ingesit moet word wat deur be-

or walling made of masonry or concrete; ton of gemesselde pilare of mure van mekaar
trap geskei word;

gevat 1 (v) the swing of which shall not in any way reduce (v) wat geensins die elfektiewe wydte van die trap(iii) the effective width of the stairway. verminder as dit oopswaai nie.
wees.

'

. •

. .. (2)'The provisions of subsection (1) shall not apply (2) Die bepalings van subartikel (I) is nie van toe-

'noel to — passing nie op —
trappc

1

-

(a) 'n gebou wat van die laagste grondoppervlak aan-
,)ntlik ' (a) a building which does not exceed three storeys or

• grensend aan die gebou, hoogstens drie verdiepings
ills in I 1.2 •rn in height, whichever is the lesser, above the of hoogstens 12 m hoog is, na gelang van wat die

1 . lowest. ground level abutting on the building; laagste is;

. ciyvys (b) any stairway constructed for the exclusive use of the
- (b) enige trap wat vir die uitsluitlike gebruik van die

inge- ' occupier of two consecutive storeys. •
okkupant van twee opeenvolgende verdiepings be -

e van
duel is.

t
(3) The provisions of subsection (1)(c) shall not (3) Die bepalings van subartikel (1) (c) is nie van toe -

.:1 (3) '

skrem.
i
I apply to any opening permitting access to an enclosed passing nie op enige deuropening wat toegang tot 'n in -

: stairway, if such opening is located in a passage or cor- geslote trap verleen,
,

as sodainge opening gelee is in 'n
le trap gang waarvan die laagste sy aan n opelugruirnte grensrider, the longer Side of which abuts on an open air space
r wyer en reelmatig verspreide, onbelemmerde ventilasie-ope-

and which has evenly distributed, unobstructed and per- ninge het wat permanent oop is en waarvan die ventilasie -
'

manently open apertures having a total ventilating area oppervlakte ten minste die helfte van die oppervlakte van
nie in of not less than Dile half of the area of such side. sodanige sy beslaan.

nie. '

• •

,

. .
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Other Dimensions and Construction of Stairways. Ander Alinctings en die Konstruksie van Trappe.
' 405.(1) Every stairway shall—' 450.(1) Ellie trap meet --7

•

. .

1

•

' (a) have treads the nosing or front edges of which shall (a)"loopstukke he waarvan die eat; - of voorrande ten
protrude horizontally not less than 230 mm beyond minste 230 mm norisontaal uilsteek• itor die nous-
the nosing or front edge of the tread or landing im- of voorrand van die ecrsvolgende hoer gelee loop -

.,

1

t

..

• mecliately above, and every nosing or front edge ; stuk of hordes en elke sodamge ncus- of voorrand
aforesaid shall overlap or correspond vertically with meet, na gelang van die Royal, loodreg bokant die

•

), , the back edge of the next succeeding lower tread or agterkant van die eersvolgende taer gelee loopstuk
. - landing, as the case may be. The

-

horizontal measure- of hordes wees, of dit oar/feud. Die horisontale
,

.i. .. mein of all treads in any one flight of stairs shall be afmeting van alle lcopstukke in 'n betrokke trap -
.• 'as nearly as practicable equal: Provided that any arm moet sover doenlik dicselfde wees: Met dien

variation in the protrusion of any one tread shall verstande dat gcen loopstuk meet- as 6 mm van die
..

,t not nixed 6 mm in relation to the horizontal measu- • horisontale afmeting van die laagste loopstuk mag
• '

, rement of the lowest tread; verskil nie;
t

••
. .

; .
. (b) have steps rising not more than 190 mm measured . (b) treetjies he, wat, vertikaal tussen • opeenvolgende

• • vertically between successive (reads. The vertical - loopstukke gemeet, tutees/ens 190 mm styg. Die ver-

measurementmeasurement of all steps shall be as nearly as prac - tikale afmetings van alto treetjies meet sover doenlik

1 I

.
•

ticable equal: Provided that any variation in the dicselfde wees: Met dien verstande dat die vertikale
• height of. any one step shall not exceed 6 mm in • afmeting van 'n betrokke treetjie nie meer as 6 mm

1 .

• '
relation to the vertical measurement of the lowest van die vertikalc afmating van die onderste treetjie
step;

,
mag verskif nie; •.

.
' .

.

t (e) subject to the provisions of subsection (3), consist of (c) behoudens die bepalings van subartikel (3), uit
•

straight flights, each. containing not less than three reguit traparms bestaan wat elkeen ten minste drie
and not more than sixteen steps and commencing en hoogstens sestien treetjies het en op gelyk bor.•

.

and terminating on level landings; desse begin en eindig;.
, •

al). at each change of direction be provided with a level (d) by elke verandering van rigling van 'n gelyk bor-.

.

'
'

landing which has a width and a length not less than
•

des voorsien VICES vial nie smaller of korter as die
the width of the stairway, and be free of any step wvdte van die trap is nie, cn wat geen treetjie of

;
•

or surface irregularity; onreelniatigheid in sy oppertlak het nie;• •

.
.• •

. .

• . (e) except as permitted in terms of subsection (3), be• (e) behoudens die bepalings subartikel (3) geen draai -

constructed.
• without winders. 'treetjie bevat nie.

IiI • (2) Where a stairway is constructed without risers, the (2) As 'n trap met oop stygslukke gebon is. meet die
. width of tthe open space between successive treads shall. oop rttimte tussen die opeenvolgende loopstukke nie so

. not allow the passage of a sphere having a diameter wyd wees dat 'n sfeel— met 'n middellyn groter as 125
greater than 125 mm. . mm daar kan deurgaan nie.

..., (3) Notwithstanding anything to the contrary contained (3) Ondanks andersluiclende bepalings van subartikel
in subsection (I) (c) and (e), an interior stairway may. (1) (c) en (e). kan 'n binnctrap met 'n draal gebou

t
•

be curved, provided that the narrowest width of every wces, mits die loopstuldce llamas neater as 230 mm, en
tread is not less than 230 mm and that the horizontal die herinsontale hoeke tussen die nous- of voorrande
angles between the nosing or front edges of successive. van opeenvolgendc treetjies ewe groat en hoogstens 15° is._

steps are uniform and not greater. than 15°. Such stair-
1

Sodanige trap km. uit meer as eon traparm bestaan, mils
way may comprise more than one flight of stairs, providl die traparms deur gelyk bordesse, elkeen ten minste 3 m

•

ed the flights are separated by level landings at least - lank, van mekaar geskei word.
. .

3 m long.
• ' - (4) die boonste Ireetjie van enige trap watt na 'n kel -

t

(4) The top step. of any stairway leading to a base derverdieping of '11 louder ICI, meet ten minste 900 mm
ment or cellar shall not be less than 900 mm from any van enige aaugrensende siratti of openbare plek, of van

'abutting street or public place, pr from any passage, ear-
, eniue gang. arkade of ander deurloop op enige elendom.• • •

tridor, arcade or other thoroughfare on, any propertyi hctsy openbaar of privaat;•af wees.
whether public or private.

,

- • -•; &reneging van Trappe.
. Protection of Stairways. •' •

•

' 406.(1) Every internal and every external flight of . 406.(1) Me bione - en buitetraparm mom met bales -

stairs shall be protected with balustrade walls, balusters trademure, balusters of an er toereikende beveiliging -

or other adequate protective structures not less than 900 strukturc beskerm word wat, vertikaal van die neus- oft
'

.

voorrand van elite loopstuk of aerneet, ten minste 900mm in height when measured vertically from the nosing
,

11 .

1

or fiont edge of every tread and not less than 1 050 mm
mm - hoop, en in die geval

.14

• .

• high in the case of any landing in such flight of stairs. traparm, ten minste 1 050 mm hoog is.

S

-

11C121 as

)

-
I

,

I

. 1

. I

.

The major axis of any opening in such wall,

van 'n hordes in sodanige

I•` (2) Die. Janet's van enige opening in sodanige mum

balustrade or other enclosing structure shall lie in a ver. balustrade of ander omsluitingstruktuur inoet op 'n ver -

tical plane, and the dimensions
-

of such opening shall be tikale Oak le en t.odanige opening met nie so groat

will prevent the passage of a sphere having a vices dat 'a ;leer met 'n middellyn eroter as 125 mm

diameter greater than 125 mm.

.
. .

.

. daar kan deurgaan Mc.

1

•

.

.

.

. .
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. Handrails. &attirelings.

11

407. Every stairway shall have at least one continuous 407. Elke trap moet ten minste een deurlopende hand -

. handrail adequately secured to the enclosing wall, talus- reling 'he wat op toereikende Wyse aan die omsluitings-
a - : trade or other protective structure, and where the width muur, belustrade of ander. bevciligingstruktuur bevestig

c. - of any. stairway is greater titan 1 120 mm, a handrail is, en as °alga trap wyaki as 1 120 niin is. Ilitidl 'Ii itiihd•
P"

• shall be provided on each side of such stairway. reling aan elke kant van sodanige trap aangebring word.
td ,

lie . •

,
Headroom on Stairways. Kopivimie van Trappe. -

k 1

•

408; Every stairway shall have a clear headroom of
Ile not less than 2,1 ni measured vertically from the nosing

408. Elke trap moet 'it' onbelemmerde kopruimte van
ten minste 2,1 in he, vertikaal van'die news- of voorrand

tp - _
,

or front edge of every tread and landing in. the stairway.
irn -

j
van elke loopstuk en bordes van die trap of gemeet.

lie 1

Material Used for Construction of Stairways.
Materiaal wat via die Bou van Trappe Gebruik Word.In 409. Every stairway shall be constructed of, and be. i

. supported by, non-combustible' material: Provided that — 409. Elke trap moet gemaak wees van en gestut word
!dc deur nie-brandbare niateriaal: Met dien verstande dat —

'

(a) combustible material having a flame spread rating
cr -

• of not more than 25 and a smoke development rat- (a) brandbare materiaal met 'n vlamspreivermoe van
ilik ing of not more than 50 may be used as veneers on hoogstens 25 en 'n rookontwikkelvermoe van hoog -
.ate'

! risers and treads made of non-combustible material; stens 50 as fineer op loopstukke en stygstukke wat
am l van nie-brandbare materiaal gemaak is, gebruik kan
Ajje 1 (b) stairways in a duplex flat contained in a building word:not exceeding tWo•storeys in height, or in a dwelling •.., house not exceeding two storeys inclusive of any (b) trappe in 'n duptekswoonstel in 'n gebou van hoog -

ith.
rooms constructed in the roof, may be made of stens twee verdiepings, of trappe in 'n woonhuis van

d ' wood. hoogstens twee verdiepings, met inbegrip van enige
bor -

.

•

vertrek in die dak, van bout gemaak kan wees.
Doors, Windows and Other Openings in Stairway

.
Enclosures. Deere, Vensters en Ander Openinge in Trapskagnutre.hor.

die 410.(1) No door shall open immediately on to any 410.(I) Geen deur mag regstreeks op enige trap cop -

:, of .. stairway but shall be separated therefrom by a level maak nic. maar dit '
m net deur 'n gelyk bordes wat geen

landing which has no step or other surface irregularity treetjie of onreelmatigheid in sy oppervlak het nie en
and which has a width and a length not less than the wat nie korter of smaller as die wydte van die trap is nie,

raai - . width of the stairway. van sodanige trap geskei word.
(2) No window or other similar hinged device shall (2) Geen venster of ander soortgelyke skarniertoestel•

I die . be installed in any building unless such window or other mag in enige gebou aangebring word nie, tensy dit, wan-
e so similar hinged device when opened, can be secured in a neer dit oop is, in so 'it posisie bevestig kan word dat dit

125 position without obstructing any part of any stairway or geen gedeelte van enige trap of bordes belemmer nie.
, landing.

(3) As die toegang tot enige trap in enige gebou,
rtikel (3) Where• any door in any building, except in a dwel - uitgesonderd 'n woonhuis of 'n wooneenheid wat deur
:ebou ling - house or dwelling unit occupied by. a single family, net een gesin bewoon word, beheer word deur middel
a, en

0

controls access to any stairway, such door shall open in van 'n deur, moet sodanige deur in die uitgangsrigting
rande. the direction of exit and shall :have no locks or other oopmaak en mag lit geen slot of ander sluittoestel, nit-
5° is. fastenings other than an approved security device, where gcsonderd 'n goedgekeurde noodgrendel wat ingevolge

. mils - the use of such devices has been permitted in terms of artikel 413(1) Lb) toegelaat word, bevat nie.
• 7 section 413 (I) (b).

(4) Enige deur wat binne 2 m van 'n buitetrap pled
(4) Any door located within 2 m of, or opening on is, of op 'n buitetrap oopmaak, moet 'n brandweerstands-

it kel - to, an - external stairway shall have a fire-resistance rating
ri min of not Less than one hour. verinoo van ten minste een uur he.

If van (5) As enige venster of soortgelyke opening, uitge -

adorn, . (5) Where any window or similar opening. other than sonderd 'n deuropening. ender of binne 2 m van 'n buite -
a doorway, is ;located below or within 2 m of any ex-

.; • . trap gelee is, moet sodanige venster of opening voorsien
ternal stairway, such window or opening shall be fitted
with a fire - resisting shutter, cover of screen which in the wees van 'n brandwerende luik, skut of skerm wat in die

geval van 'n •brand sodanige venster of opening onto -
.

• event of fire, automatically and completely closes such
_ • manes en heeltemal sal tocmaak, of anders mod waste

opening or window, or such window or opening shall bebalas-
. fitted with fixed metal frames glazed with wire reinforc-

metaalrame met clraacIglasruite. ten.
minste 6. mm dik.

in sodanige vensterkosyn of opening aangebring word:iliging- ed glass not less than 6 mm thick: Provided that the .

1.15i of provisions of subsection (4) and this subsection shall not Met then verstande dat die bepalings van sabring (4)

pre 900 apply to any doorway, window or other opening located en van hierdie subarlikel nie van toepassing is nie op

aline deuropening, venster of ander opening in enige
in any wall abutting on a corridor serving as a means of,danige rimur wat grens aan 'n gang wat dien as uitgang nit
exit from any building of the domestic or office class,

enige woon- of kantoorgebou, of op lugstene of ander
- . nor to air -bricks or other openings fitted with devices

.through which flames cannot pass. openinge toegerus met toestelle waardeur vlamme nie kan
• mum. dring nie.
'n ver-

Stairways Contained in a Service Core. Trappe in 'n Geboupit.
groot :

25 mm
'

411.(1) Where Iwo or more stairways are contained 411.(I) As twee of nicer trappe in 'n geboupit gelee
in a service core, provision shall be made at each storey is, moet daar in elke verdieping voorsiening daarvoor ge-

.
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.

for the users of such stairways to transfer from one maak word dat die gebruikers van sodanige frappe deur
stairway to another by way of passages or corridors middel van gauge wet Of bine Of (mite sodanige gebou-
either within such core or external thereto. pit gele is, vaneen trap tia 'n ander kan garin.

. .

(2) Where any such passage or corridor is external to (2) As sodanige gang built die geboupit gete"3 is,
the service core, such passage or corridor shall — moet.soclanige gang —

.,. .

(a) be enclosed by walls, floors and ceilings of materials (a) omsluit word deur inure, *ere en plafonne van
so constructed and installed as 'to have a fire-resist- materiaal wat so .aemaak en geinstalleer is dat dit

- ence rating of not less than one hour; 'n brandweerstandsvermne van ten minste een uur
, c

,• (b) be accessible to and kept freely available for use by
het;

all persons occupying or frequenting such storey by (b) by wyse van. selftoemaalcdeure met 'n brandweer-
•

way • of doorways, fitted with self-cloting doors, standsvernme van ten minste een nor, toeganklik
having a fire-resistance rating of not less than one wets en tocaanklik gehou word vir elkeen wat so -

-
. hoar; dauige verdieping okkupeer of daar verkeer;

1 . .
•

,

• (c) be isolated from any ducts. pipes or other similar (c) deur inicklei vim matcriaal of toestelle wat so ge -...
,

1
.

.

services by materials or devices so constructed and maatc en geinstalleer is dat dit 'n brandweerstancls -

,
,, .

' .. installed as to have a fire-resistance rating of. not vermoii van ten minste can uur het, van alle kanale,
t, '

less than one hour; pype of soortgclyke leidings afgcskei wees;. ,

/ (d) have a clear unobstructed width of not less than (d) 'a onbeleminerde wydle van ten minste 1 120 mm
1 120 mm:' he:

• . .- (e) contain no openings other than the doorways mend (e) gecn opening, uitgesonderd die deuropeninge waarna
tinned in paragraph (h). dear in paragraal (b) verwys word, he nie..

, •

( I.

Pressurisation and Ventilation of Stairways. Drukreeiing in en Voltaic:sic van Trappe.

'412.0) Every shaft enclosing a stairway in a building• 412.(1) Elke skag; wat 'n trap insluit in 'n gebou wa'

exceeding 1R in in height above the lowest ground level hoer is as IS in van die langste grondoppervlak aangren
,

,

abutting on the building. shall be provided with mechani- send aan die gebou, mod' voorsien woes van meganie.,

cal air compressing equinment arloculate to raise and tugpersuitrusting wat die lugdruk in die skag, yolgen•

maintain the pressure or the air in the shaft at not less die wrderdrukmeter, kan verhoog sodat dit 2,5 mm hoi'

than .2.5 mm water gauge greater than the air •nressure is as die lugdruk in die binnckant van die res van di

I
i

• Prevailing in the interior of the rest of the building and .thou, en die druk kan hancmai. en wat ononderbrola
• which operates continuously. or is made to start automa- work of wat so gemaak is dat dit in die gcval van

tinily and immediately in the event of an outbreak of brand in clic gebou othnicklellik en outomaties aanskake1

..

fire in the building: Provided that the provisions of this Met then verstandc dat clic bepalings van hierdie artik.
'

section shall not apply to a building the height of which nie van toepassing is ale op 'n gebou wat. laer is as :
II is loss than 3f1 in above. the lowest ground level abutting in van die laagste groncloppervlak aangrensend aan d

i
•

..

on such building. and which has at least one stairway aebou en wat ten minste een trap in 'n skag het wat I

'
I in a shaft which is permanently ventilated to the open air ilke verdieping permanent gcventilcer is deur midi!

1.
1

• at each storey by apertures having an effective ventilating van openings na die buitelug met 'n ,effektiewe venti:

i
ampof not less than 2.70 Ml. or which has an external sieuppervlakte van ten minste 2.70 m'of wat 'n buil

.

stairway which is open to the open air throughout its trap het wat in sy voile boogie na die buitelug oop is

height. (2)!. Die •meganiese hipersuitrusting waarna clear

(2) The mechanical air compressing system referred subartikel (1) verwys word, moat nfsonderlik en on

to in subsection (1) shall he separate from and indenen= hanklik wees van enige Ingvercorgings- of ventilasiestel
dant of any air conditioning — or ventilating — system in' die gebou en moat knewcms MI clic gewone elt

in the 'building. and shall be connected to an emergency trisiteitstoovber, ook met 'n nood -clektrisiteitstoevoer ).

electric. flower stionly in addi!inn to the normal electric 'a aoedgekeurcie kragopaaar- of kragontwikkeltoestei ..

power simply to which it is connected. gnel) emergency hind
-

wees, ;vat ontomatics en ciuniddellik aanskakc!

. ,.
I IVO' 1 .111 .' iiigrater;; in .1 st..p \ sh. . be obtained from an hoprov- die gewonc elektrisiteitstocvoer onderbreck word.

ed independent storage or generating' plant which shall .

(3) (leen venster of ander soort.gelyke opening me!
come into nnerntion automatically and immediately in '!
the event of failure of the normal electric power sum*. enige Mims wat ['eel is van n skag wat cnige trap

• shut, sminstalleer of acmaak word nie, tensy die Bra
(3) No window or other similar opening shall be in- weerhoof se toestemming daartoe vooraf verkry is.

stalled or made in any wall bring nart of a shaft enclos-
Ttlegallkakheld 11111.Trappe.

• inn; any, stairway without the prior permission of the
,1 1; . .

.

Chief Officer. . - 413.(1) Alle veorgeskiewe frappe meet —
It

.

,.

c.,
Accessibility Accessibility of Stairways, (a) toeganklik wees en beskikbaar gehott word vir a'

$ !!! !
• ! wat •die gebou okkupcer. of daarin verkeer en r

: ii
.

. 413. (1) All required stairways shall — - -
. - ',op goedgeketirde plekke geleo wees sodat dit

1 .1 t
.

(a) be accessible end kept available .to all persOns oecti-

13:

!;
.;

:,
{,

I

,

.

.. .:.

flying or frequenting the building and shall he locat-

ed in approved positions to ensure adequate safety;

,

(5) be kept avadahlo for entrance to and exit from each
storey or rrrt thereof. and shall permit unrestricted
communication between storeys: Provided that where

•

(b) cl:eiskkeinIcebicatibre\Ele.;:li:LiltigMbviedd:vir ingang en Ititgan:
clke verdieping of gedcelte dearvan en moet .•

lemrnerde verbinding• tw:sen vercliepings bied:
dice vcrstande! dat, as die Dranclweerhoof de..

. oontuig is dat die veilicheicl van enige verdiepit

•
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or the Chief Officer is satisfied that the - security of any gedeelte claarvan plaasvincl, of van die okkupante
a- activity carried on in any storey or part thereof, or in gevaar gestel kan word, by kan toelaat dat soda -

where the safety of the occupants may be jeopardis- nige frappe behccr Word deur middcl van deure
-

. cd, he may permit such stairways to be controlled by wat met goedgekeurde sluittoestelle toegerus is.
is, doors fitted with an approved security device.

'

(2) &lige bykomende trap wat inderdaad as 'n Mt-

(2) Any additional stairway_ which is in fact used as gang nit 'n gebou gebruik word, moet aan die bepalings
:an a means of exit from a building shall comply with the van subartikel (1)(a) en (b) cn aan die bepalings van
dit

'
' proyisions of subsection (l)(a) and (b) and with the artikel 403(2) volcloen.'

our . provisions of section 403(2). End van Voorgeskreive Trappe.
i. .

Termination of Required Stairways. 414. Geer' voorgeskrewe trap mag in 'n openbare win -
kr - •I
klik 414. No required stairway shall terminate in an en-

kelruitnte wat omsluit is, nitloop nie.'

so- closed public shopping space. Roltrappe word nie as Trappe Beskou nie.
. .

-

.., Escalators Not to be 'Regarded as Stairways. 415. Enige roltrap wat in 'n gebou geinstalleer is, moet
ge -

.
toereikend teen branclbeskadiging beveilig word, maar dit

415. Where any escalator is installed ina ds- building, word nie as 'n trap, sons ingevolge by hierdie verordc-
• such escalator shall be adequately protected against dam- ninge beoog beskou nie.(lath,

age by fire, but shall not be regarded as a stairway as Rolirappe tussen Verdiepings.
. envisaged in terms of these by-laws.

mm .
.

416. As 'n roltrap in 'n gebou van ten minste dric
EscalatorS between Storeys. verdiepings as verbinding tussen enige, verdieping en die

416. Where an escalator - serves as communication be- verdieping onmiddellik daarbo dien, moet sodanige hoer
yr -- I

i tween any storey and another storey immediately above verdieping op die punt wear sodanige roltrap op die

in a building of not less than three storeys, such higher vloervlak van sodanige hoer verdieping uitkom, deur 'n
storey shall be adequately protected at the point at which goedgekeurde omsluitingstruktuur of - toestel, of deur

'
such escalator penetrates the floor level of such higher binneportale. voorportale of vestibules wat ooreenkom-

wat " storey, by an approved enclosing structure or device, or stig die bepalings van hierdie verordeninge opgerig is,

'great- , by, lobbies, foyers or vestibules constructed in accordance of deur 'n goedgekeurde sprinkelblusserstelsel, toereikend
miese 1 with these by- laws, or by an approved sprinkler installa- beveilig word.
damn' Lion. . Oplope.
hoer ii„...1:; 1.'3'4% 417: As' die getal voorgeskrewe frappe in enige gebou

in die
1,

. Ramps. hr. bepaal is, Kan enigeen daarvan vervang word deur 'n
broke i . 417. Where in any building the number of required oprit met 'n glyvaste oppervlak

'

wat as voetgangeruit -
tan 'n

• ' '

stairways has been determined, any one such stairway gang dien, en wat 'n belling van hoogstens 1 op 8 het:
kakel; '

may be substituted by a ramp serving as a means of exit Met dien verstande dat sodanige oprit ten minste so
artikel for pedestrians, and having a non -slip surface and a slope wyd moet vices as die trap wet claardeur vervang is,
as:30 not greater than 1 in 8: Provided that any such ramp; en dat dit met 'n tocreikende versperring van enige oor.

an die, shall have a minimum width not less than the width of blywende gedeelte daarvan wat as oprit vir voertuigver.
wat op • the stairway so substituted and shall be separated by an kecr gebruik kan word, geskei 'noel word.
thiddel adequate barrier from any remaining portion of the ramp •

•

ventila- whiCh may be used by vehicular traffic. HYSERS. •

buite-

.,ip is.: • .

LIFTS.
'

Afmetings van Hyserbinneportale, - Voorportale en -Yes -
.

1
- - in

. tibules. .

Dimensions of Lift-lobbies, Lift-foyers and Lift-vestibules 418.(1) Die minimum lengte en wydte van die vlocr
a if -

iesteisel 418.(1) The minimum length of each dimension of the oppervlak van enige binneportaal, voorportaal of vesti -

le elek - floor area of any lobby, foyer or vestibule envisaged in bole wat in artikel 420(1) (c) beoog word en wat —

cer van section 4200) (c), serving — (a) een hyser bedien, moet ten minste 1,7 m wees of lei:
stcl ver- minste twee maal die onbelemmerde wydte van di'
'<Ad as (a) one lift shall be not less than 1,7 m or not less than hysercleuropening, na gelang van wat die grootste is

!7.
twice the clear width of the lift doorway, whichever (b) twee of meer hysers bcdien wat lanes = him. gele.- • .

-

is the greater; .
is, moet ten minste gelyk ivees aan

-
die totale wydt.

; mag in .

trap. in - (b) two or more lifts, placed next to each other, shall van die deuropcningc van sodanige hysers;

e-Brafid - be not less than the aggregate of the widths of the (c) hysers bedien wat in teenoormekaarliggende groep
is'. • doorways of such lifts; gerangskik is. moet ten minste 2,7 m wees;

•

I. (c) lifts arranged in opposite banks shall be not less than (d) een hyser bcdien en toegang tot 'n trap verleen, mod
,

.

2,70 m; ten minste gelyk - aan twee maal die wydte van di•.. ,
.

,
(d) - one lift and affording access to a stairway shall be

trap wees:

vir almal not less than twice the width of the stairway; (e) twee of nicer hysers bedien en toegang tot 'n (rat

en mod( .
verlcen, moet ten minste gelyk wees aan twee man

dit - oe - (e) two or more lifts and affording access to a stairway the wycite van die trap of die totale wydte van di
. shall be not less than twice the width of the stair- deuropeninge van sodanige hysers, na gelang van w'

way or the aggregate of the clear widths of the door- die grootstc is.
ilgang ni4 wa:s of such lifts. whichever is the greater.
act 0111/C- (2) As syskarnicrdeure in hyserinstallasies gebrui

hied: Met' (2) Where side-hung doors are used in lift installations, word, ;noel die nimetings waarna claar in subartikel (I
f daarvan the dimension referred to in subsection (1) shall be 'verwys ward. finite die swaaiboog van sodanige deal

- theping- of
'

measured clear of any part of the swing of such doors. gemect word.

•
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St/defier mul Nrentan's Lifts. Druagbaar- en Brandlysers..
i

•

i

- • 4t9.(I) Where one or more lifts serve any building, 419.(1) As eel ] hyser of !neer 'n gebou bedien, most
at least one lift car shall be large enough to convey a ten minste een hysbak groot gcnoeg wees OM 'II ambit;

1

' fully extended 2 m ambulance stretcher in a horizontal lansdraagbaar van 2 in. wat heeltemal horisontaal uitge -
position, and the doorway to such lift car and all other strek is, te vervocr en die deuropening rut sodanige itys-

.

doorways giving access thereto shall be wide enough to bak en alle ander deuropeninge wat toegang daartoe
admit Such stretcher. verleen, meet wyd genoeg, wees sodat sodanige draagbaar•

deurgaan. ..(2) Where the floor level in any storey in a building daar kan

is more than 25 m. above the street or public place at (2) As die vloervlak van enige verdieping van 'n ge -
the lowest point of entry to such building, at least one bon hoer as 25 tni bokant die straat of openbare plek
car of the lifts as required in terms of section 117 under by die laagste ingangspunt tot sodanige gebou is, moet- Chapter 1X of these by-laws, shall be fitted with an ap- ten mitiste een hysbak van die hyseis wat ingevolge av -.. •

• proved switch control system incorporating a. key- or Iikel 117 ender tfoofstuk IX van hierdie verordeninge
•• toggle-type fire switch fixed in an approved position in a voorgeslcryf word, toegerus wees met 'n goedgekeurde

• glass fronted box clearly marked 'FIRE SWITCH / skakelaarhelteerstelsel wat 'n slcutcl - of swiktipe brand-
BRANDSKAKELAAR' and fitted with a device actuated skakclaar intuit wat op 'n goeclgeketirde pick aangebring
by. the operation of the fire switch, enabling firemen to is in 'n kassie met 'n mit en met die woorde 'BRAND-

. take control of the lift immediately and without inter- SKAKELAAR — FIRE SWITCH' duidelik daarop en
• ference by any landing switches. toegerus wees met 'it toestel. wat deur die brandskake -

Such lift car shall —
• lam in werking gestel word wat 'n brandweerman in staat

.

stet ant onmiddellik beheer nor die hyser te neem, son-
.•

, (a) be legibly and conspicuously designated 'FIRE- der inmenging van enige borclesskakelaar.
MAN'S LIFT/BRANDHYSER';

• Sodanige hysbak meet —
•

, (b).
ibmevce accessapable toof eachbeingpsatrhf;otpFeedreaoteach

storey and shall
(a) die woorde `BRANDHYSER — FIREMAN'S

LIFT' leesbaar en opvallend daarop he;
! ,

(c) 'be kept available for immediate use at all times.
(b) by elke verdieping tot, stilstand gebring word en tot

' (3) Where the lifts referred to in subsections (1) and . elke gedeelte ,daarvan toegang bied;•

(2) are inaccessible from any storey or part thereof on (c) te alle tye vir onmiddellike gebruik beskikbaar ge -
account of the construction of the building, an additional hou word.

' lift - or lifts shall be provided to afford access to such in-
(3) As die hysers waarna clear in subartikels (1) en

accessible storey or part thereof, and such additional lift (2) verwys word, weens konstruksie van die gebou nit
•

' "
• or lifts shall comply witli the provisions of subsections enige verdieping of gedeelte daarvan ontoeganklik is.

(1) and (2) and shall be connected to the emergency moet een bykomende hyser of meer verskaf word wat
. ..

electric power supply as required in terms of subsection toegang tot sodanige ontoeganklike verdieping of :ge.
. (4). .. ... deelte daarvan verleen en sodanige bykomende hyser of

hysers moet aan die bepalings van subartikels (1) en
,(4)(a) In all buildings mentioned' in subsection (2) (2) voidoen en met die nood -elektrisiteitstoevoer wat

' there shall be provided in addition to the normal electric by subartilcel (4) voorgeskryf word, verbind wees.
,

1

power supply an Independent emergency electric power (4) - (a) In alto geboue wat in subartikel (2) genoem
supply complying with the following requirements: tvord, moet daar benewens die gewohe elektrisiteitstoe -

,
.

I

'
(i) The emergency electric power shall be obtained voer

dies
'n

e,oltnanenclnfitankljLi eistes voldoen:kc
nood -elektrisiteitstoevoer wees wat

—
from an approved independent storage or gene-

aan

rating - plant which shall come into operation au- (i) Die nood -clektrisiteitstoevoer moet verskaf word

,i
I

.

•

tomatically and immediately in the event of deur 'n goedgekeurde onalhanklike kragopgaar.
of kragontwikkeltoestel wat outomaties en on

i . failure of the normal electric power supply. ..,.
. micIdellik aanskakel as die gewone elektrisiteits

7

.

• • (ii) The rating and capaCity of the emergency eke- toevoer onderbreek word.

!I
• • tric power supply shall be such as will permit '

(ii) Die aanslae en verrnoc van die nood -clektrisi
the continuous operation of the fireman's lift or teitsbron moot sodanig wees dat die brandhyso

,

. lifts for a period of at least four hours. and per- of - hysers len minste vier our lank onondci
•

mit the operation of all other lifts in the build- broke. en al die ander hysers in die gebou ooi
..

' cenkomstig die bepalings van paragraaf (h)
ing in accordance with the provisions of para -

kan work.
•

graph (b).
(iii) Die genocinde noodkragopgaar - of noodkra;

sonder der' die werking van die branclhyser of -hys.

5,

housed in the lift motor room or in such other
room in the building as the Council may require.

electric power supply. bring all lift carsin.c •

. Ing down to the floor of the entrance storey mitommical- die geval of

in sodanige ander vertrek wat die Rat
voorskryl, gehuisves word..

verskaf word, 'n hoofhyserbeheertoestel wees v•

the build - eniosins bclemmer word, alle hyshakkc in die gebou
van 'n onclerbreking van die gewone etcktri

•dat
moot in die hysertnotorkamt

!
. ,(b) Dear rimed met elke noochelektrisiteitstommer w

pursuance t
blii.itTe

rol

yi

re emergencytisiacisdebsriby- lawsigveselectricsla:I

power supply
lammaingpla niltni rstt

shalli]e
t i

.00reenkomstig die, bepalings van hierdie
verbindverordenin

control
heim

•meeihanism

which shall, in the event of failure of the nor-
ma

1.. ..

. ,, .
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41. ly and in rotation, and which shall thereafter switch off teitstoeyoer outomaties. bcurtelings na die vloervlak van

t
. the power supply to all such lift tars, leaving all their die ingangsverdieping lam afgaan, en daar die elektrisi-

- doors open, but which shall not in any way interfere with teitstoevoer na alto sodanige hysbakke afskakel nadat
. . the operation of the fireman's lift or lifts. al die deure oopgegaan bet.
,

.

•• SMOKE AND DRAUGHT CONTROL. AND FIRE ROOK- EN TREKBEHEER EN BRANDAFDTGIING.
• STOPPINGr ,

. Ilyserinstallasies.
•

i!

'
• . Lift Installations.

... 420.(1) Onderworpe aan die bepalings 'van subartikel
k '420.(1) Subject to the provisions of subsection (2) — (2) mod. — ..

(a) .every lift installation in a building, irrespective of (a) elke hyserStel in 'n gebou, ongeag die getal hysbakker-
the number of lift cars therein, shall be enclosed in daarin, ingesluit word in 'n skag wat gevorm word,e
a shaft formed by continuous walls. made of•mate-

le _deur deurlopende more van materiaal wat , so ge-

;_a•
rials'so constructed and installed as to have a fire- maak en geinstalleer is dat dit 'n brandweerstands-

g
•. resistance rating of not less than two hours; verinoe van ten minste twee uur het;

1

./- • (b) every door controlling access to the interior of a (b) elke deur wat tocgang tot die binnekant van 'ii flys-

'. lift car shall have a fire-resistance rating of not less hak beheer, 'n brandwecrstandsvermod van ten min -
e- •. than one hour; ste eon uur he:
at

(c) no lift installation shall communicate with the in- (c) geen hyser toegang tot die binnekant van 'n gebou
• tenor of a building except through a lobby, foyer or verteen nie, uitgesonderd deur middel van 'n binne-

.

vestibule which shall be so constructed as to pre- portaal, voorportaal of vestibule wat so opgerig is
vent the passage of smoke thereinto from the interior dat dit nie rook uit die binnekant van die gebou

- of the building, and the ceiling. walls and floor there-
S deuriaat nie, en waarvan die plafon, mute en vloer

of shall be of materials so constructed and installed• van materiaal moot wees wat so gemaak en se-
. as to have a fire - resistance rating of not less than•installeer is dat dit 'n brandweerstandsverma van

of . two hours; , ten minste twee uur bet;

(d) every opening permitting communication between a (d) efke opening wat 'n binneportual, voorportaal of
•

t - ., lobby, foyer or vestiliule referred to in paragraph vestibule waarnh daar in paragraal (c) verwys word,
(c), and the interior of the building shall be fitted met die binnekant van die gebou verbind, toegerus
with a draught -and - smoke-excluding door which --

wees met 'n • trek-en - rookuitsluitende deur wat —
ell
nit - .(f) shall completely close such opening with only (i) sodanige opening heeltemal toemaak met net
is. .

. such clearance as is necessary for proper opera-
genoeg speling am dit behoorlik to laat work;

at tion;
Te- . (ii) as dit oop is, 'n•opening met 'n onbelemmerde
of .

(ii) when open, shall have an opening of an unob-
wydte van ten minste 1,12 in het, gemeet tus -

.
en .. structed width of not less than 1,12 m measured sen die binnevlakke van die binnekosyne of
vat

• between the inner faces of the jambs or other ander vertikale dale wat sodanige deuropening
vertical members forming the doorway; vorm;

MI
$

(iii) may swing both ways but shall always be cap- (iii) na albei karate toe kan oopswaai, mar wat al-

oe- '
able of opening in the direction of access to the

• tyd in die toegangsrigting na die hyser moet kan
,vat lift; oopmaak;

(iv) shall not, unless permitted by the Chief Officer, (iv) nie met enige sluittoestel toegerns matt wees nie,
Ohs .

, be fitted with any form of security device; tansy die Branthveerhoof dit toelpai;
tar- .

on- .

'

(v) shall be legibly and conspicuously marked (v) die woorde 'ROOKIE/16TE DEUR — HOU

its - . `SMOKE CONTROL DOOR — KEEP CLOS- - TOE/SMOKE CONTROL DOOR — KEEP
• ED/ROOKBEHEER DEUR — HOU TOE' CLOSED' leesbaar en opvallend in letters ten

•

. in letters not less than 50 mm in height, and minste 50 mm hoog het, en wat oopgehou kan
ri
-
si - word deur 'n goedgekeurde toestel wat in diemay be held in: an open'position. by an approv-

.

set • ed device which automatically releases and dos- .°oval van 'n brand die deur outomaties laat toe-

Icr- '
. cs the door in the event of fire. n.„ n myt.••J" I.

- pan.
)er- . -I ill, i

(h), (2) (a). The provisions of subsection (1)(a) to (d) (2) (a) Die bepalings van stihartikel 0) (a) tot (d) is

shall not apply to any lift installation in a building which !lie van tot:passing nie op enige hyserstel in '11 gebou van

nig.-
does not 3 storeys'of 12'm in height above the hoogstens drie verdiepings of 12 in. na gelang van wat die
lowesileVel abuttingt. on aid building. whichever is the hassle is. ()okapi die langste grondoppervlak aangren -

lesser. • send aan die gebou.
taad . .

(b) The provisions of subsection (I) (c) and (d) shall (b) Die bepalings van subartikel (I) (c) en (d) is
'

wat
not apply to any lift installation in which the door giving nie Nan toepassing nie op enige hyserstel waarvan die

, access to the lift car at each storey opens on to a pas- deur wat toegang tot die hysbak verleen, in elke ver -

.inge sage or corridor. the longer side of which abuts on an - dieping op 'n gang oopgaan waarvan die langste sy aan
wat open air space and which has evenly distributed, unob- 'n .opelugruitute grens en redimatig verspreide, onbelem -

sus , structed and permanently open apertures having a total made ventilasie -opening het wat permanent oop is, en
it in ventilating area of not less than one half of the area of waarvan die total° ventilasie -oppervlakte ten minste die
trisi - such side: . "'elite van die oppervlakte van sodanige sy beslaan.

•

- -
. .. .

. .

•

.
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. . . i
(3) Where a shaft enclosing a lift installation does not .(3) As die hyserskagmum nie tot teen die dak van

extend to the roof of a building it shall be covered at 'n gebou,strek hie, meet chi aan die - bokant bedek word
the. top by materials so constructed and installed as to met materiaal wat 'so

•

gemaak en geinstalleer is dat dit
have a fire-resistance rating of at least 2 hours. The .di- 'n brandweerstandsvermoe van ten minste 2 uur het.

• •

.
mensions of any openings in such materials for the pas- Openings wat in sodanige materiaal vir kabels of ander
sage of cables or other lift operating equipment shall be hyseruitrusting aangcbrinn meet word, meg 'nie groter

' not greater than is necessary for the proper functioning .wets as wat vir die behoorlike werking van sodanige
of such cables or equipment. kabels of uitrusting nodig is nie.

. • •
. .

•
. Elyse-

Dumbwaiter.
Kostipc Ilys.

• 421.0) 'n Kostipc hyser wat deur eon verdieping of
421:0) Any dumbwaiter passing through one or more meer gaan, moot in 'n skag ingesluit woes waarvan die

c.
• storeys shall' be enclosed, in a shaft which has walls and muur en die bo-bedekking van materiaal is wat so ge -

a covered top of 'materials so constructed and installed maak en .geinstalleer is dat dit 'n brandweerstandsver-
as to have .a fire -resistance rating of not less than one moo. van ren minste ecn mu het, en 'n luikgat of deur-

- hour, and any hatch or doorway providing access to the opening wat toegang tot sodanige skag verlecn, moot
• interior of such shaft shall be fitted with a hatchcover 'a luik of deur aanhe met dieselfde of 'n grater brand-er door having an equivalent or better fire-resistance• weerstandsvermoe.

rating.
• (2) Die deur of luik van sodanige kostipe hyser moet

. (2) The door or hatch of any such dumbwaiter shall altyd toe bly behalwe wanncer dit vir gebruik oopgemaak
be kept closed at all times 'except when opened for use. moet word.

• Stortgente tassel: Venliepings.
(

Chutes 'between Storeys..

. 422. As 'n stortgeut twee verdiepings of meer in 'n
422. Where a chute serves two or more storeys in a gebou van ten minste drie verdiepings bedien, moet so-

building of not less than three storeys, such storeys shall danigc verdiepings by die punt waar die stortgeut deur
be effectively separated from each other at. the point die vloervlak van elk° verdieping gaan op 'n toereiken-

.

, where such chute penetrates the floor level of each storey, de wyse, of enders deur 'n goedgekeurde omsluiting-
, by approved enclosing structures or • devices, or shall be struktuur of -toestel, van die ander verdiepings geskei

protected by an approved sprinkler installation. word of anders moet die verdiepings deur 'n goedge-
keurde sprinkelblusserstelsel beveilig word.

Ventilating or Air Conditioning System. T/entllasie - of begversorgingstelsel.
423.(1) Every pipe or duct for the conveyance of air 423.(1) Elke pyp of kennel vir die vrervoer van lug

in a mechanical ventilating or air conditioning system in in 'n tneganiese ventilasic - of lugversorgingstelsel in enige
any building, except 'a dwelling-house, shall be made of gebou. uitgesonderd 'n woonhuis, moet van 'n goedge.
an approved metal or other approved non -combustible keurde mental of ander goedgekeurde nie-brandbare ma-

•
, material. tenant gemaak word..

,
• •

(2) Any material' used as a lining. covering,'insulation (2) Materianl watas voering, bedekking, isolering,
' or as a means of joining such pipes or. ducts as referred of as 'n nitridel em die pype en karmic waarna daar in

to' in. subsection (I), shall have a flame spread rating of subartikel (I) verwys word, ainmekaar to verbind, meet
• . not more than 25 and a smoke development rating of not 'n vlainspreiverinoo van hoogstens 25 en 'n rookontwik-

more ,than 50: Provided that flexible connector pipes or kelvermoe van hoogstens 50 he: Met dien verstande dat r
ducts not exceeding 3 m in length and made of an ap- buigsame koppelpype of -kanale wat hoogstens 3 m lank I
proved, material may be used, if in the, opinion of the is en van goedgekeurde materiaal gemaak is, gebruik
Chief Officer. such pipes or ducts are essential for the kan word mits. sodanige pype of kanale na die mening
efficient functioning, operation or control of .the system. van die Brandweerhoof vir die doeltreffende funksione-

ring, working of bell= van die stelsel noodsaaklik is.
(3) Pipes or ducts in systems referred 40 in subsection

(I), shall be equipped with approved automatic dampers - (3) PYpe of kanale in stelsels waarna dear in subar -

• - tikel (1) verwys word, moet met goedgekeurde outoma-

- shall be designed so as to prevent the spread of fire and
• or other approved devices. Alternatively such systems

tiese dempers of ander enedgekeurde toestelle toegerus
'

• the - transmission of heat, gases or smoke caused by an woes, of anders meet sodanige stelsels so ontwerp word
- outbreak of fire, from any - storey -or part thereof to any dat dit die versprciding van brand en die oordrag van
- •

other storey or part thereof, or to any lobby, foyer or butte, gas of rook wat in die geval van 'n brand ontwik-

, vestibule mentioned in section 420(1)(e) through such
- kel. deur sodanige pype of kanale van ecn verdieping of

•
' pipes or ducts. gedceltc claarVan na 'n ander verdiepinn° of gedeelte

- •

daarvan, of na 'n voorportaal, binneportaa1 of vestibule
"

. (4) All dampers and heat - and smoke-detecting devices. wat in artikel 420(1) (c) genoem word, voorkom.
' shall be installed, tested and maintained to the satisfac- •

(4) Alle dempers asook hittc- en rookverkliktoestelle
.. ,

• lion of the Chief Officer. - moot tot voldoening vah die Brandweerhoof geinstalleer,
.

• getocts en in stand gehou word.
- Fire Stopping of Concealed Spaces. .

Brandakligting van Verskuilruimtes. -

,

424:(1) (a) 'Concealed spaces within partitions, walls,. .
.

.
, . 424.(a) • Verskuilruimtes in afskortings, mitre, vloere, k

I;
\

floors, roofs' roof voids and pipe openings or openings
dakke, dakruhntes' en openinge waardeur pype, kabels, t

through which pipes, cables, conduits or oilier services ..
in any building, other than a dwelling-house, that

iopype of ander verhruikersleidings in enige gebou, nit-
passnesonderd 'n woonhuis, gaan en wat vlamme, rookdampe

' would permit the passage of flame, smoke. fumes or hot 'of warm masse van ecn verdicping na 'n ander verdieping

y *gases front one storey to another storey or to the roof , of tut die dakruimte, of van cen verskuilruimte na 'rt.

l'Iill

.

II
II

- - - - -
, .-

i
. •



•.
II

. .
• •

. .
.

- -

BUITENCIEWONE PROVINSIALE KOERANT, 16 JUNIE 4976
. . . .

29

.

van. . • •

ord space,•or from one concealed space to another concealed ander verskuilruimte kan deurlaal, moot met materiaal

dit i space,
- shall be fire -slopped to Form an effective draught wat so gemaak en geinstalleer is dat dit 1-1 brandweer-

her. .
• barrier with materials so constructed and installed as to standsvermoe van ten minste eon our het, teen brand

ider I : have a fire - resistance rating of not less than one hour. afgedig word sprig dit 'n doeltreffende trekafdigting
•

oter .

'

(b) Fire stopping shall not he required where a con-
vorm.

nige
• sealed space is constructed as a shaft having a similar (h) Brandafdigting word nic vereis as 'n verskuil-

,

fire-resistance rating: inirate 'it
hetnie. skag

is waarvaii die inure dicselfde brandweer-
.

•

1
(2) All ceilings in any building, other than a dwelling- standsvermoii

'

•

.7. a house, shall he made of an approved material. (2) Alle plafonne in enige gebou, uitgcsonderd 'n
'die .

1
. - woonhuis. mod. van 'n gnedgekeurde materiaal gemaak

(3) In any circumstances not provided for in these by-
Wee.S.ge -

I laws, the Chief Officer may require the owner of anyvet building to carry out or cause to be carried out such fire (3) fn gevallc waarvoor daar nic in hierdie verorde-
I cur- stopping, separation or division of any concealed space ninge voorsiening gemaak is nic, kan die Brandweerhoofwiet •

, •• or to carry out such other work or alteration he may bepaal dat - die eienaar van enige gebou vir sodanigeand-
I consider necessary to prevent the passage of flames, brandafdigting, afsondering of verdeliner van enige

'
ver-.

smoke, fumes or hot. masts, or the concealment of an skuartnnue moot sorg of soda ulgo ander work moot
moot

1 outbreak of fire in such building. verrig as wat die Brandweerhoof nodig ag om te voor-
naak . kom dat vlanune, rook, clampe of warm gasse deurge-

.. .

I GENERAL. . laat word of dat 'II brand wat in sodanige gebou uitge-

. breek het, onopgemerk bly,
•

it ' - Malfunctioning of Fire Alarm Systems. ALGEMEEN.
. ..

deur '425. Where the Fire Department responds to a false Foutiewe Wet** Van Brcindalarmstelsels. ,

alarm due to the malfunctioning of any fire alarm system•ikenl425. As die Brandweerafdcling optree na aanleiding
iiting; installed in a building, the owner of such building shall

van 'n vals alarm vanwed die foutiewe werking van
be deemed to be responsible for such malfunctioning and

zeskei enige brandalarmstelsel wat in 'n gebou geinstalleer is,liable for, the payment of R50 to the Council for each
edge- word daar geag dat die eienaar van die gebou vir so-

such response.
danige .foutiewe working aanspreeklik is en is by in die
geval van elke sodanige optrede aanspreeklik vir die be-

. Prohibited Occupation of Buildings. taling van R50 aan die Raad.
I. ii lug

enige' 426. The owner of any building shall not occupy, nor .

. Verhade Okkupacie i•an Geboue.
,edge„ • shall, be cause or permit any other porn to 'occupy,

426. Die eienaar van enige gebou nag Me sodanige
ei

ma- . such building or part thereof unless—
• gebou of gedeelte daarvan okkupeer of iemand anders

(a) the fire extinguishing system, equipment, appliance toelaat om dit te okkupeer of iemand anders dit laat
tering.. or warning and communicating device prescribed in okkupeer nie, tensy —

rig in terms of these by-laws, or such other temporary fire (a) die brandblusstelsel, -uitrusting,' - toestel of verldik-

mod .. extinguishing equipment as the Chief Officer may en kornmunikasietoestel wat ingevolge hierdie ver-

•ntwik- require, has been installed, and 'approved' by the ordeninge voorgeskryf is, of ander tydelike brand-

de dat Chief Officer; blusuitrusting wat die Brandweerhoof nag voorskryf,
n lank daar gernstalleer is en die Brandweerhoof dit oed-
iebruik (b) the stairways and other means of exit as prescribed

gekeur het;
.g

in terms of these by - laws have been completed to
;

inn - the satisfaction of the Chief Officer. . (b) die trappe en ander uitgange wat ingevolge verorde-

is.
•

ninge voorgeskryf is, tot voldoening van die Brand -
•

subar -

-
• .

..Penalty Clause. weerhoof voltooi is. .
•

-

'Moth- 427. • Any person who contravenes any provision of Straf bcpaling.
•'egerus the by-Jaws in this Chapter contained, shall be guilty of

427. remand wat 'n bepaling van die verordeninge
p. word an offence and liable on conviction, except where ex-

ag van pressly otherwise stated, to the penalties prescribed in vervat in hierdie Hoofstuk oortree, begaan 'n misdryf

ontwik- section 367 of Chapter XVI of these by- laws. en is by skuldigbevinding strafbaar, tensy dit uitdruklik

ping '9f .

anders bepaal word, coos by artikel 367 van Hoofstuk

;zedeelte •
- XVI van hierdie verordeninge voorgeskryf.,

.

eslibule . SCHEDULE A. BYLAE A.
.

•

. .

Getal in2

istdleer
LOGS. te Unit of Area Scout okkupasie per persoon

, .

Type of occupancy per person • . .

• in nit Restaurant°, eetkamers, sitkamers, lesing-
.

- kamers eM.klaskamers . 1
• Restaurants, dining rooms, lounges, lee-

. vloere.
•

tune rooms and classrooms 1 Winkels wat vir handeldryf gebruik word 4

kabels, Shops used for trading 4
xm

Kantoor, werkplaas en fabriek ....Mt- .... .... 10
,

)kdampe . .

Office, workshop and factory 10

,rtheicang, Residential, other than dwelling-houses .... 20 Woongeboue, uitgesonderd woonhuise .... 20

te na 'p - WarehouSe, storage and parking garages .... 30 Pakhuis, opbergplek en parkeergarage .... 30

,
• -

•

. .

•
•
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SCHEDULE B. •
- .

-
•

. .

1 2 3 - 4 . 5

- Additional fire ex-
?V
"CY

•

tinguishing equipment 0
Use of floor space in any Height of 'building in Area of floor space used as specified in Type of fire extinguishing equipment to be required in circum- . .1

storey of a building metres Column 1 (square metres) installed stances provided for
Qin the sections listed

. hereunder r
,

A. Exceeding 250 but not exceeding 500 Hand extinguishers •
. E••4

. •

•

, ..Exceeding 500 but not exceeding 4 000 Hand extinguishers and fitted hose reels —

Not exceeding 6

Exceeding 4 000 Hand extinguishers, fitted hose reels ' and .
•

• .

hydrant valves • a
• 370

Not exceeding 1 000 Hand extinguishers and fitted hose reelsOffice, educational, hostel,
hotel and residential, ex- Exceeding 6 but not ,

-

:•<

xl

eluding dwelling-houses exceeding 18 Exceeding 1 000 Hand extineuishers. -fitted hose reels and --
,

hydrant valves
G..

Exceeding 18 but not Any area Hand extinguishers, fitted hose reels and
exceeding 30 hydrant valves -

_
• o•

•

Exceeding 30 Any area Hand extinguishers, fitted hose reels and 369(9), 370 and
hydrant valves 376(2) (b)

-

.

•
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.

•

. BYLAE B. '

- .
.

1 2 . 3 5
. to

•
'

. C
Gebruik van vioerruinit Bykomendd brand - '

van enige verdieping Zva
Hoogte van gebou in Vloeroppervlakte gel?ruik soon bepaal by Soort brandblusuitrusting wat geInstalleer blusuitrusting wat by 1:

a gebou ttmeter Kolom 1- (vierkante meter) meet word onderstaande artikels c)'

voorgeskryf word
ci

A. . Meer as 250 maar hoogstens 500 Handblussersro
Hoogstens 6 0 .

Meer as 500 maar hoogstens 4 000 Handblussers en gemonteerde slangtolle
X(A

•

Meer as 4 000 1`..-mdb!ussers, eemontecrde slangtolle en P
brandkrane ndkrane rt

M

Kantoor-, tennis-, hotel en Hoogstens L 000 • Handblussers en gemonteerde slangtolle tt
Peopvoedkundige doeleinis Meer as 6 maar >

en woondoeleindes, uite-- hoogstehs 18 r3sonderd woonhuise Meer as 1 000 Handblussers, gemonteerde slangiolle en
brandkrane • 181

. Meer
-

as 18 maar Enige oppervlakte Handblussers, gemonteerde slangtolle en
hoogstens 30 brandkrane .,

Meet as 30 Enige oppervlakte Handblussers, gemonteerde slangtolle en 369(9), 370 en
brandkrane - 376 (2) (b)

.. .

- -

La
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a a
. ___ . •

_,-- -_.. . _- - .. -
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• .
. . .

• .. •

. .
. . _

. ••• ,
!

- ,
. •- . - - - •

. ,....,. . r... .
• .

'
—

.
.

. . .

.
• •

_
. .

. .

. ,
- • .., . . .

.
,

- -
•

•

1 2 3 - 4 - 5

_ .
Additional fire ex-,

• •
, tineuishing equipment -e

Use of floor space in any Height of• building in Area of floor space used as specified in Type of fire extinguishing equipment to be required in circum - c
storey of a building - metres Column 1 (square metres) • installed stances provided for' <_

.. • in the sections listed'
-
?4,

• hereunder . 5. . • - r
Exceeding 100 but not exceeding 250 Hand extinguishers 369 (5) and 370., . .

N
•

71

Not exceeding 6 Exceeding 250 but not exceeding 2 000 Hand extinguishers and fitted hose reels '

rii' .
•

•
• •

Exceeding 2 000 Hand extinguishers. fitted hose reels and i'••
i' hydrant valves a

•
>o- z

Not exceeding 500 • Hand extinguishers and fitted hose reels 369(4), 369(5) and •• 9
Manufacture, processing; Exceeding 6 but not - 370 z

. >
use, sale or storage of corn- exceeding IS Exceeding 500

-

Hand extinguishers,. fitted hose reels and .':<bustible material hydrant valves =
c!.
—c

Exceeding 18 but not Any area Hand extinguishers. fitted hose reels and z
t=

• exceeding 30 hydrant valves
. _

-..1

• Exceeding 30 Any area Hand extinauisher, fitted hose reels, hy- 370 and 376(2) (b)
drant valves and an approved sprinkler
installation .

.

. -

i

1

?

'
.
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.. . . '
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.... . .. .

. .

. . . .
.. - . .

. . - .
. •. -. .. .. .

•

. . . .
.

-
. .

.

.
• . . -

- -

' -

. .. . .
• . _

. . •. .

•

• •
. •

- .

1 .2 . . 3
- 4 .

'

5

Bykomende brand- -

Gebruik van vloerruirnte
.

Hoogte van gebou in Vloeroppervlakte gebrink soon bepaal by Soort brandblusuitrusting vat geinstalleer blusuitrusting 'wat by C
van enige verdieping van meter Kolom 1 (vierkante meter) moet word'4 onderstaande artikels to

n gebou voorgeskryf word Z0
to.. .. . -

Meer as 100 maar hoogstens 250 Handbitissers.
"

369 (5) en 370 o
. •

• Z
el

Hoogstens 6 Meer as 250 maar hoogstens 2 000 Handblussers en gemonteerde slangtolle
o
."5.

' Meer as 2 000 •
. Handblussers, gemonteerde slangtolle en

' ' Z
cc

• brandkrane 5
..r.

re. •

, .
Vervaardiging, verwerking, Hoogstens 500 Handblussers en gemonteerde slangtolle 369(4), 369(5) en Zo
gebruik, verkoop of opber - 370 m
ging van brandbare mate- Meer as 6 maar .-

riaal hoogstens 18 Meer as . 500 Handblussers, gemonteerde slangtolle en Z
brandkrane --

1

1O

-
:

Meer as 18 maar Enige oppervlakte Handblussers, gemonteerde slangtolle en • a4
Zhoogstens 30 brandkrane
rTi

-.i
• Meer as 30 Enige oppervlakte Handblussers, gemonteerde slangtolle, 370 tri 376(2) (b) a.

brandkrane en 'n goedgekeurde sprinkel -
blusstelsel.

•

•

. .
. . .. . .

- -

.
,

•

.
....
....-
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• • '
. . - ..

__ .
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. .- .
• ..

- " .....
.

'
. a

. .
• •

• . -

. .
•

.• '
- •

.. .

1 2' 3 4 5
•

• Additional fire ex-
tinguishing equipment 0

Use of floor space in any Height. of building in Area of floor space used as specified in Type of fire extinguishing equipment to be required in circuit- .z
storey of a building metres Column 1 (square metres) installed stances provided for c

. in the sections listed-• .
hereunder

C. Exceeding I 000 but not exceeding 4 000 Hand extinguishers 'and fitted hose reels
,_,

.
'

,
' Not exceeding 10

'q
• ra

Exceeding 4 000 Hand extinguishers, fitted hose reels and
hydrant valves

Not exceeding 2 000 Hand extinguishers and fitted hose reels 0
•

,
XI

Industrial and commercial Exceeding 10 but not
370 .gexceeding18 . Znot involving the use corn- Exceeding 2 000 Hand extinguishers, fitted hose reels and >.

bustible materials hydrant valves z
r<-

.
1-
67.

Exceeding 18 but not Any area Hand extinguishers, fitted hose reels and
c..'

exceeding 30 - hydrant valves 2
• to

. ..,.
. .0

• Exceeding 30 - Any area Hand exrineuishers, fitted hose reels, hy- 370 and 376(2) (b) .-.1
_

drain valves and an approved sprinkler
installation

- .

.
'

• -
.

.

,
•

•

1

—gene - -.....-
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-

-
• . •'
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1
-)- - 3 4 .

.

. 5
.

- .7.. .• •

.. .

Bykoniende brand- :1
Gebruik van vloerruimte Hoogte van. aebou in Vloeroppervlakte gebruik soos bepaal by Soort - brandblusuitrusting wat geinstalleer blusuitrusting wat by zvan enige verclieping van elmeter Kolom 1 (vierkante meter) •

moet word
4

onderstaande artikelsn gebou • m
- voorgeskryf word •

-•

• o
'

C. ' Meer as 1 000 maar hoogstens 4 000 Handblussers en gemonteerde slangtolle .

z
re

•

Hoogstens 10 a
0 •

•

Meer as 4 000 Handblussers, gemonteerde slangtolle en <
brandkrane Z -

. til
>r.

Hoogstens 2 000 1-Tandblussers en gemonteerde slangtolle •

370
m

Nywerheids- en besigheids. Meer as 10 maar7: 0
•

doeleindes, mits brandbare hoogstens 18 - rn
Meer as 2 000

•

Handblussers, gemonteerde slangtolle en a
materials Me gebruik word •

4
braudkrane 4. t

.. >
nie

2
-

1
•

Meer as 18 maar Enige oppervlak-te H67.andblussers,gemonteerde slangtolle en ,
hoogstens 30 brandkrane C

• - ' z.
,

1

. Meer as 30
' • ' Enige oppervlakte

.
Handblussers, gemonteerde slangtolle,. 370 en 376(2) (b) Z3--.1brandkrane en 'n goedaekeurde sprinkel- a'
blusstelsel •

-
.

- -

. . .
..

.. . .. .
. -

.
• . . .

•

•
-

. .
•

la.....
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. 1 2 3 4 5 .
.

- .

Additional fire ex-

tinguishing equipment .-0
Use of floor space in any Height of building in Area of floor space used as specified in Type of fire extinguishing equipment to be required , in circum- :

ovstorey of a building metres. Coltimn 1 (square metres) installed stances provided for <
•

in the sections listed i. . .
, hereunder n

. .

r'

D. • Exceeding 250 but not exceeding SOO Hand extinguishers a •

• •

, t•••
.. . • >

2
.

•

CrI

Exceeding 500 but not exceeding 2 000 Hand extinguishers and fitted hose reels
Not exceeding 6'` ,rn

. •
'

• Exceeding 2 000 Hand extinguishers, fitted hose reels and .

ra

hydrant valves ,41
-

-Homei for aged persons, •

>ohospitals, nursing and ma-
Exceeding 6 but not 370 xi

ternity homes. mental ho. exceedin 1S. Not exceetlin.o 1000. Hand extinguishers and fitted hose reels og
mes and institutions regu - - Z
lated under the Children's

• >
Exceeding 1 000 •

.

Hand extinguishers, fitted hose reels and :<Act or Education Act or
Education Ordinance, in -

•
. hydrant valves

!=.-
a‘.

eluding nursery' schools,
-

creches and orphanages Exceeding 13 bu(not Any area. Hand extinguishers, fitted hose reels and z
exceeding 30

-
hydrant valves El

•

,P--_;
--.I
CN

Exceeding 30 Any area . Hand extinguishers, fitted hose reels, hy- 370 and 376(2) (b)
. . drant valves and an approved sprinkler _

' installation

• .

•

•

,..

awes —
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• Bykomende brand- =Gebruik van vloerruimte H000te van gebou in VionroPPervlakte gebruik soos bepaal by Soort brandblusuitrusting wat geInstalleer blusuitrusting \vat byvan eniee verdieping tea_.:— •meter • Kolom 1 (vierkante meter) meet word - onderstaande artikels , r:.n gebou . . . voorgeskryf word z
-

. . . ....

D. . Meer as 250 maar hoogstens 500 Handblussers •
-
.5,

,
• Hoogstens 6 •

=
.26

•
. ..

.
•• • Meer as 5_00 maarhoogstens 2 000 • Handblussers en gemonteerde slangtolle -

. .

CG 0•
.

# .Meer as 2 000 Handblussers, gemonteerde slangtolle en •

- 2
in _

Tehuise vir bejaardes, fins- brandkrane 5
pitale, verpleeg- en kraam-

1

. ...
-
2

.7
inrigtings, sielsieke - inrig-

•

370r. Hoogstens1 COO Handblussers en gemonteerde slangtolletines en inrigtings ingevol-
ge die Kinderwet of die Meer as 6 maar re

•

Onderwyswet of die Onder- hoogstens 18 .Meer as 1 000 • Handblussers, eemonteerde slangtolle en
>

. ztvysordonnansie, met inbe- brandkranegrip van kleuterskole, ore - .
• . . •

ches en weeshttise
'

Meer as 18 maar Enige oppervlakte Handblussers, gemonteerde slangtolle en
'Zr

--

hoonstens 30 - brandkrane —

. . ....
Meer as 30 Enige oppervlakte Handblussers, gemonteerde slangtolle, 370 en 376(2)(6) ."..

. brandkrane en 'n goedgekeurde sprmkel- •

. blusserstelsel

. ... .

•.

. .
-

'

.. .

. .
•

. ....

. k .
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• Additional fire ex-
- tinguishing equipment

Use of floor space in any Height of building in Area of floor space used as specified in Type of fire extinguishing equipment to be required in circum-

storey of a building metres Column 1 (square metres) installed stances provided for
. in the sections listed

hereunder

.
-

E. I Not exceeding 200 Hand extinguishers ."

070

• Exceeding 200 but not exceeding 1000 Hand extinguishers and fitted hose reels 370 <
• z,

. n
.

,

.
.

Exceeding 1 000 but not exceeding 2 000 Hand extinguishers, fitted hose reels >and r
Not exceeding 6 hydrant valves c

>
N
m

Exceeding 2 000 Hand extinguishers, fitted hose reels, hy-
:4

drain valves. and an approved sprinkler m

installation . - m - ' -

x
.

• x
. Nor exceeding 1 000 Hand extinguishers and fitted hose reels

• >
z•

370 • 0
Clubs. restaurants, night Exceeding 1 000 but not exceeding 2 000 Hand extinguishers, fitted hose reels and :2
clubs, public buildings other >hydrant valves
than cinemas, theatres and .7.:

Exceeding 6 but not • <
places of public worship exceeding 18 . . - ..-.

Exceeding 2 000 Hand extinguishers; fitted hose reels, hy-

drant.
• ..:-..

valves and an approved sprinkler
- installation

Ft
-a-

Not exceeding 2 000 Hand extinguishers, fitted hose reels and 370
• -.1

..0..

. hydrant valves

Exceeding IS but not
exceeding 30 Exceeding 2 000 . Hand extinguishers, fitted hose reels, hy-

drant valves and an approved sprinkler
installation ..

.
•

Exceeding 30 Any area Hand extinguishers, fitted hose reels, hy- 376(2) (b).-
drant valves and an approved sprinkler
installation
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' -Bykomende brand-
. Gebruik van vloerruimte Hoogte van gebou in Vloeroppervlakte . Pebruik soos bepaal by Soort brandblusuitrusting wat geinstalleer blusuitrusting wat. by

vcn &Lige verdieping van meter - Kolom I (vierkante meter) , moet word .

•

onderstaande artikels
'n gebou voorgeskryf word

•
.

E. Hoogstens 200 Handbfussers .
to.

370
c

.Meer as 200 maar hoogstens 1 000 Handblussers en gemonteerde slangtolle ' m
'

• .

• a.
•Hoogstens 6 . m

Meer as 1 000 mat hoogstens 2 000 Handblussers, gemonteerde slangtolle en :k'd• 0
brandkrane •

.

z 1

trl. •
. It

Meer as 2 000 Handblussers, gernonteerde slangtolle en 'n o
•• goedgekeurde. sprinkelblusserstelsel •

.

• 't

Hoogstens 1 000 Frandblusters en gemonteerde slangtolle E.
•

Klubs. restaurante, nag- Meer as 6 maar 370 o
klubs, openbare geboup, hoogstens 18 ,

Meer as 1 000 maar hoogstens 2 000 Handblussers, gemonteerde slangtolle en re -
.uitgesonderd bioskope, tea- brandkrane

ten en plekke vir opal- 4
•bare godsdiensoefeninge . . Meer as 2 000 - Handblussers, slangtolle, brandkrane en 'n

• -
- goedeekcurde sprinkelblusserstelsel

r:z-
. . ra- •

Hoogstens 2 000
-

Handblussers, gemonteerde slangtolle en 370 .
brandkrane up• -4

es
• -

• Meer as 18 maar• .
. .•hoogstens 30 Meer as 2 000 Handblussers, gemonteerde slangtolle,

brandkrane en 'n goedgekeurde sprinkel- •

blusserstelsel

1

.

•
.

• Meer as 30 • Enige oppervlakte . Handblussers, gemonteerde slangtolle, 376(2) (W."
brandkrane en 'n wedgekeurde sprinkel-
blusserstelsel ' -

. .
. .•

.

• . .
upLa.

•. — _..... .
.

.:,_ - -
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1

28. By amending Schedule 2 by — 28. Deur Bylae 2 te wysig deur —
(a) the deletion of Appendix I; (a) Aanhangsel Ito skrap;

,

•

/

'
(h) the deletion of Appendix V; •

(b) Aanhangsel V te skrap;(c) the substitution in Appendix VI for the figure "R5"
of the figure "R16"; (e) in Aanhangsel VI die syfer "R5", deur die syfer

• (ci) the substittition in Appendix VII — "R16" te vervang;
•

I 0:) in item 1(1) (a) for the figure "R2" of the (d) in Aanhangsel VII — -

1 . figure "R8";

. . ,

(ii) in item 1(1) (b) (i) for the figure "50e" of the (i) in item 1(1) (a) die syfer "R2" deur die syfer
vervang;"

figure ."R2": . R8" te

(iii) in item I (I) (b) (ii) for the figure "30e" of the (ii) in item 1(1) (b) (i) die syfer "50c" dent die

I

- figure "R1,25"• syfer "R2" te vervang;

•.3 (iv) in item I (q (b) (iii) for the figure '20e" of the (iii) in item. 1(1) (b) (ii) die syfer "30c" deur die
, . figure "Rill; syfer "R1,25" te vervang;

.

'

(v) in item 2 for the figure "2c" of the figure "6,5c"; (iv) in item 1(1) (b) (iii) die syfer "20e." deur die' '(vi) in item 3 for the figure "Rr of the figure "RS": syfer "RI" te vervang;• ""
• (vii) in item 4 for the figure R2 of the figure "RS"; (v) in item 2 die syfer "2c" deur die syfer "6,5c"

. and to vervang:
I (viii) in item 5 for the figure "R2" of the figure "R8"

, .

. (vi) in item 3' die syfer "R2" deur die syfer "R8"
29. By the addition after Schedule 2 of the following: te vervang:

"SCHEDUCIF. 3. (vii) in item 4 die syfer "R2" deur die syfer "R8''
• to vervang: en
, The area referred to in section 240( I) shall be the area (viii) in item 5 die syfer "R2" deur die syfer "R8"
' bordered by the centre of the following streets, or such to vervang.

other area as the Council may determine front time to
time: 29. Deur na Bylae 2 die volgende by te vocg:

I. On the north: "BYLAE 3.
Sin it Street, between Twist Street and Wanderers

Street. Die gebied watana (filar in artikel 240(l) verwys word,

Noord Street, between Wanderers Street and Harrison is die gebied wat deur die harllync van die volgende
.. ,

•

Street. strafe begrens word, of sodanige ander gebied wat die
'

Bree Street, between Harrison Street and West Street. Raad van tyd tot tyd kan bepaal:
.

I . President Street and Avenue Road, between West I. Arai die noordekant:
Street and Goch Street. •

'

.
• Smitstraat, tussen Twist. en Wanderersstraat.

2. On the west: '

Noordstrarti, tussen Wanderers - en Harrison;:traat.
,

.

Wanderers Street, between Smit Street and Noord Bredstraat, 'tussen Harrison - en Weststraat.
• Street.

•

Harrison Street. between Noord Street and Bree
Street.

Presidentstraat en Avenueweg, tussen West- en °cell-
straat.

West Street, between Bree Street and President Street. 2. Aan die westekant:
(loch Street, between Avenue Road and Market

• WStreet. anderersstraat, tussen Smit- en Noordstraat.
West Street, between Market Street and Anderson Harrisonstraat, tussen Noord- en Bredstraat.

Street. Weststraat, tussen Bred- en Presidentstraat.
'

. Ferreira Street, between Anderson Street and Frede- Gochstraat, tussen Avenueweg- en Marketstraat.
rick Street. Weststraat, tussen Market- en Andersonstraat.•

3. • On the south: Ferreirastraat, tussen Anderson- en Frederickstraat -
l

Market Street and Main Road, between Goch Street
. . 3. Aan die steidekrad:

'
1

. and West Street.

I • '

Anderson Street, helicon West Street and Ferreira
. Street

Marketstraat en Mainweg, tussen Goch- en West-
straat .

I 1
Frederick Street, between Ferreira Street and Troye

Street. (!M P IQ rffi :'. r5)
'

t.

Andersonstraat, tussen West- en FerreiraStraat.
1

Frederickstraat, tusscn Ferreira- en Troyestraat.
4. (In the east:

- if .l
-it

4. Aan die oostekant:.. , Troye Street, between Frederick Street and Bree '

•

Street. Troyestraat, tussen Frederick- en Bredstraat.
.

Twist Street, between Bree Street and Smit Street." Twiststraat, tussen Bred- en Smitstraat."
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